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The famous Model 80 Even Speed 
Alliance Phonomotor operating on 110 or 
220 volts is made for 40, 50 or 60 cycles, 
16 watts input, 78 RPM. It has no gears— 
runs at an even speed—has a smooth, 


The trend is to make things move! 


quiet, positive friction-rim drive. Amply Designs will call for more action—movement! 
proportioned bearings with large oil reser- Flexible product performance needs power 
voirs assure long life. A slip-type fan gives sources which are compact, light weight! Alliance 
cool operation—avoids any possible injury. Powr-Pakt Motors rated from less than 1-400th 


on up to 1-20th h.p. will fit those “point-of-action” 

places! Alliance Motors are mass produced at 
low cost—engineered 
for small load jobs! 


The Alliance Model K Phonomotor, a 25 
cycle companion to the Model 80, 
operates on 110 volts, 25 


cycles at 12 watt input. : 
For vital compo- 


le a nent power links 

1mm to actuate controls...to make 
MODEL 80 things move... plan to 
use them! 


Motor and idler plate on 
Alliance phonomotors are 


all shock mounted to the 
cabinet mounting plate, to 
minimize vibration. 


WHEN YOU DESIGN—KEEP 
MOTORS IN MIND 


ALLIANCE MANUFACTURING COMPANY e ALLIANCE, OHIO 


Export Department, 40! Broadway, New York 13, N.Y. U.S. A. 


, 
VETERANS 
You can get this training right 


‘ in your own home under G. I. 
Bill. Mail coupon for full details. 


with Big Kits 


of Radio Parts | Send You 


Do you want a good-pay job in Radio—or your 
own money-making Radio Shop? Mail Coupon for 
a FREE Sample Lesson and my FREE 64-page 
book, “How to Be a Success in RADIO—Televi- 
sion, Electronics.” See how N.R.I. gives you 
practical Radio experience at home—building, 
testing, repairing Radios with BIG KITS OF 
PARTS I send! 

Many Beginners Soon Make Good Extra Money 

in Spare Time While Learning 

The day you enroll I start sending EXTRA 
MONEY manuals. You LEARN Radio princi- 
ples from my easy-to-grasp, illustrated lessons— 
PRACTICE what you learn with parts I send— 
USE your knowledge to make EXTRA money fix- 
ing neighbors’ Radios in spare time while still 
learning! From here it’s a short step to your own 
full-time Radio Shop or a good Radio Job! 

Future for Trained Men Is Bright in Radio, 
Television, Electronics 

It’s probably easier to get started in Radio now 
than ever before because the Radio Repair busi- 
ness is booming. Trained Radio Technicians also 
find profitable opportunities in Police, Aviation, 
Marine Radio, Broadcasting, Radio Manufactur- 
ing, Public Address work. Think of even greater 
opportunities as Television and Electronics be- 
come available to the public! Send for free books 
now! 

Find Out What N.R.I. Can Do for You 

Mail Coupon for Sample Lesson and my 64-page book 
Read the details about my Course. Read letters from men 
1 trained, telling what they are doing, earning. See how 


quickly, easily you can get started. No obligation! Just MAIL 
COUPON NOW in an envelope or paste it on a penny postal. 


J. E. Smith, President, Dept. 7JR, National Radio Institute, 
Pioneer Home Study Radio School, Washington 9, D. C. 
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A. M. SIGNAL GENERATOR 
gives 
Provides 
signals for 


purposes 


RADIO SERVICING 


pays good money for full-time work 
Many others make $5, $10 a week EXTRA 
¢ fixing Radios in spare time 


Building this 


valuable experience 
amplitude-modulated 
test and experiment 


you 


You build this SUPERHET- 


453 ERODYNE CIRCUIT that 
- brings in local and distant 
stations You get practical 


experience putting this set 
through fascinating tests 


Y« 
MEASURING 
MENT vourself early in the 
it for practical Radio work 
hood Radios to pick 
up EXTRA spare time 


money 


u build this 

INSTRU- 
course—use 
on neighbor- 


Sample Lesson FREE 


Gives hints on Rece 


—_ ing Locating Defects, Repair 
4 i of Loudspeaker, LF Trans 
{ former, Gang Tuner, Condens- 

er, et 31 illustrations. Study 

it keep it use it without 

obligation! Mail Coupon NOW 


fi your copy! 


GET Born fi FREE iv 


8 Mr. J. E. SMITH, President, Dept. 7JR P 
g National Radio Institute, Washington 9, D. C. 8 
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was for 
Radio News readers. this unit 
will provide much-needed experience for 
televisio ns, 
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tesenting the NEW MODEL SX-43 


VALUE 


Never before all these 
features at this price 


GREATER 
PERFORMANCE 


AM-FM-CW all essential 
amateur frequencies from 


540 kc. to 108 Mc 


LOWER PRICE 


s169°° 


Sets available after 
August 1947 


Built in the 
Hallicrafters 
em teen Classic 
\OV\COVV 1 il Tradition 


The new SX-43 is built in the Hallicrafters classic tradition: pro- 
viding custom quality, precision engineering, excellent perform- 
ance and wide frequency range at a medium price. The SX-43 
offers continuous coverage from 540 kc. to 55 Mc. and has an ad- 
ditional band from 88 to 108 Mc. AM reception all bands. CW on 
four lower bands and FM on frequencies above 44 Mc, 


MODEL HT-18 


: NEW BETTER QUALITY AM 
New LOW PRICE Transmitter shai dkameained wane: Oa 


Exclusively designed — VARIABLE 
MASTER OSCILLATOR $110.00 


{oemoteur net) 
3883 


-.atE eee 


se 


Here is the hottest transmitter item avail- 


able today. Packed with outstanding fea- 


Norrow band FM . . . direct frequency 
tures never before available in one low- caliheation finger-tip ‘contro! of 
priced unit. Add to the HT-18 one or two entire station . . . full frequency devio- 
amplifier stages and you have a com- tion on all ham bands to 29.7 Mc 

, only 1/10 the distortion of comporable 
& tem tabdt dle 85 36 es plete, high quality transmitter permitting units . excellent stability . . . clean 


operation on phone or CW up to 1 KW. keying 


rw ky 
hallicrafters rapio 


@ 15 watts power output on low frequency bands. 


Here's real Hallicrafters transmitter performance with 
maximum convenience and economy. A pi-section 
matching network, as well as a link, provides cou- 
pling te any type of antenna or permits the HT-17 to 
be used as an exciter for a high power final amplifier. 
Coil sets extra. 


BUILDERS OF CPLE AVIATION RADIOTELEPHONE 


Added technical details on all these — : THE HALLICRAFTERS CO., MANUFACTURERS OF RADIO 
Hollicrafters New Catalog, No. 38. Ask your ane Oe ie ee ee 16, 0.5.8 


loca! distributor for a copy. 


Rogers Mojestic Limited, Toronto-Montrea 


September, 1917 
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| Yew BATTERY OPERATED 


RCA VOLTOHMYST 


you can use it 
anywhere! 


Measures voltage 
resistance...and current 


BOUT THE HANDIEST METER in the service 
A field! In one instrument, for one price, you 
get an electronic voltmeter, ohmmeter, and am- 
meter... battery-operated to make it completely 


independent of power-line sources. 


Use it to test car radios, farm sets, railroad 
signal equipment, aircraft radio, industrial elec- 
tronic devices .. . opens up hundreds of profit- 4 
ATTERY 


able new opportunities beyond the limits of VOLTOHMysr 
power lines. 


With it you can measure both a-c and d-c volt- 
ages to 1000 volts, resistance to 1000 megohms,- 
and direct current to 10 amperes. A new low- 
cost, RCA crystal probe can be attached if you 
want to make v-h-f measurements. 


Most important, this instrument is easy on 
batteries. They last up to 10 months in normal 
service. A neon pilot light flashes when the in- 
strument is on... serves as a reminder to turn 
the instrument off when not in use. 


Linearity and stability are excellent. 

Here is one of the best buys in test equipment 
on the market today. We'll be glad to send you 
complete descriptive and price information on 
this time and money saver. See it at your RCA 
Test Equipment Distributor. 


TEST AND MEASURING EQUIPMENT ~~ 
RADIO CORPORATION of | 


ENGINEERING PRODUCTS DEPARTMENT, CAM D 


ie he 


In Canada: RCA VICTOR Company Limited, Montreal 


© Phere 
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learn Fast... Earn Fast 


HOME TRAINING 
Planned For Your Needs 


You Build All These 
TESTERS... and MORE! 


I give you a fine, move 
ing-coil type Meter 
Instrument on Jewel 
Bearings— with parts 
for a complete Analy- 
zer Circuit Continuity 
Tester. You learn how 
to check and correct 
Receiver defects with 
professional speed and 
accuracy. 


Bractice 
Does it! 


Soldering, wir- 
ing, connect- 
ing Radio Parts 
« « « building 
circuits with 
yourownhands 
— you can’t 
beat this meth- 
od of learning. 
When you cone 
struct this Rec- 
tifier and Fil- 
ter Resistor 
and Condens- 
er Tester, etc., you get a really practical slant on 
Radio that leads to a money-making future. 


Building this Signal Generator and multi-pur- 
pose Tester will give you the kind of valuable ex- 
perience and practice that is so important as a 
foundation for making good money in Radio. It 
makes a breeze out of fixing Radios, and you don’t 
have to spend money on ready-made Equipment. 


Read What Graduate Says: ‘‘One Job Nets About $26.00°" 
**Since last week I fixed 7 radios, all good-paying jobs, 
a r now | am working on an amplifier system. 
This job alone will net me about $26.00. As long as 
=. tay keeps coming in this way, ! have only one 

to say, and that is ‘Thanks’ to my Sprayberry 
Selene and | am not afraid to boast about it.’' ADRIEN 
BENJAMIN, North Grosvenordaie, Conn. 


September, 19417 


PRACTICE WITH 


HANDS! 
Mind training 
threugh hand 
practice, that's 
the only way to 
LEARN and RE- 
MEMBER Rodio. 
It's the most suc- 
cessful of Home 
Training methods. 


OW COST HOME RADIO TRAINING! 


YOUR OWN 3 


OVER 
175 PRACTICAL 
EXPERIMENTS 


You'll find out how 
to build countless 
Radio Circuits. 
1B You'll learn a new, 
fast way to test 
Radio Sets without 
mfg. Equipment. 


asy Monthly Payments! 


The answer to the PRACTICAL results, I show 
my Students lies in the way I train you. Not 
books and lessons alone. But “sight demonstra- 
tions” with real Radio Parts worked out with 
your own hands. You LEARN! You UNDER- 
STAND! You REMEMBER! Pay special atten- 
tion to the quality and completeness of the Equip- 
ment which comes with the Sprayberry Course. 
You get a big 6 Tube Super Receiver and a 16 
Range Meter Set-up for testing. When 1 put you 
to work with the 8 big Kits of Radio Parts I 
send you, you'll really LEARN Radio and learn 
it RIGHT! You'll get the practical experience 


and pre-conditioning you need to be useful in 
Radio, and that’s what it takes to make money. 


You don’t need any previo experience 
Sprayberry Course starts right at the begin 
of Radio — you can't get lost! 


Soon after you begin your Sprayberry C« 


The 
ning 


irse, 


I'll send you my sensational BU SINESS BU IL D- 
ERS. You'll learn how to get and do neighbor- 
hood Radio repair jobs for nice profits and rich 
experience. With the kind of Training I give you, 


you will be able to set up your own Business 


, or 


step into a good-pay job in Radio, Television, 
FM, Radar, Industrial Electronics. Don't waste 


time! Make your start NOW! 


MAIL COUPON FOR THESE 2 BOOKS! 


| 


SYmMBOLS.’’ 


“How to Read Radio Diagrams and Symbols" and “How te 
Make Money in Radio, Electronics and Television."' Immense, 
practical value to you — and they're yours FREE! 


SPRAYBERRY ACADEMY OF RADIO 
F. L. Spreyberry, President 

Room 2597 Pweblo, Colorade 
Please rush my FREE copies of ‘‘How to MAKE MONEY in RADIO, ELEC- 
TRONICS and TELEVISION’ and ‘‘How to READ RADIO DIAGRAMS and 


age 


Address 


City 


State = 


TE GR (Mail in enveiope or paste on penny postcard) 
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TELEVISION KIT 


4 GOOD DOLLARS-AND-SENSE REASONS WHY 


The TRANSVISION TELEVISION KIT 


KS THE CHOICE OF DISTRIBUTORS, DEALERS 


TOP QUALITY 


IN EVERY PART 


EW SyNe. ¢y 


Gives STABLE E Picture 


* ° BIGGEST VALUE: When assembled the Trans- 


Kit becomes a television receiver worth 
than twice its cost, The quality of perform- 


ance bas pat icclaimed superior to other avail- 
able sets by over 10,000 satisfied users. 


The kit is COMPLETE with sight and high fidelity 
reproduction. Nothing more to buy. No 
echnical knowledge required for assembly. Our 
ymplete easy-to-follow instruction sheet gives 
you all the knowledge you ne No test equip- 
needed, Al! difficult assemblies suchas the 

R.F. Unit, L.F. Transformers, are factory wired 
tuned Feet ween ees NET $159.50 


raded,) 


* TOP QUALITY PARTS: You cet a brilliant 7- 
Lectrovision Picture Tube, all other 17 
ibes; pre-tuned R.F,. Unit, tuned I.F. Trans- 
rmers, 6” speaker, and all other necessary parts 
luding a finished front panel, solder, hook-up 
wire, 2 NEW SPECIALLY DESIGNED FOLDED 
DI-POLE ANTENNA with 60 feet of low-loss 
ead in cable. The total value of all these parts 
would come to over $300.00 list 


* The pre-tuned R.F. UNIT mentioned above 


is the heart of the oo — 
te vion set. It is & Ae ct omit : 
me Z - 
ymmpletely wired, }, S44 
pre-tuned, and y ) 
ested by Trans- 
A : y al 
ision, Includes 
6C4 oscillator and 
6ACT7 converter . » 
tubes Designed ) 1Or Vw BOTTOM VIEW 
f high conver- ————————— 
sion gain and 6me bandwidth. Nothing for you 


to do but install 


© EW SYNC. circuit whieves stable 


picture, 


ip focus. Engineered by Transvision, it gives 
4 maximum of picture stability even in areas of 
low signal strength or high noise levels. Clear 
enjoyable reception assured. 


BEAUTIFUL CABINET: 
Transvision offers a beau- 
tifully-styled cabinet ex 
clusively designed for the 

kit. Made of selected grain 
wood with attractive 
hand-rubbed walnut fin 
ish. An accessory kit is in- 
cluded for. use in mount 
ing the assembled Trans- 
io cabinet weber” size 174 

eep; 19%" wide; 15%” high......NET $29.95 


set into the 


WAREDIATE DELIVERY: The extensive 
ng and manufacturing facilities of 
sion facilitate prompt shipment of 


engi 
l'rans- 
all orders 


See your /ocal distributor, 
information write to 


TRANSVISION, 
Dept. R. N. 
385 North Ave. New Rochelle, N. Y. 


or for further 


INC. 


Fn the RECORD. 


THE 


EDITOR 


HE editors of Rapio News have 
long been of the opinion that prac- 
tical experience with television cir- 
cuits is required by the thousands of 


| capable and experienced radio service 
| technicians who will soon be called 


upon to install and service the home 
television receivers which the radio 
manufacturers are producing in rap- 
idly increasing volume. 

The 


need for personnel familiar 


_with practical television is increasing 


daily. In addition to the thousands of 
experienced technicians in demand by 
the home market, there is and will 
be a greater demand for capable 
technicians in television § receiver 
factories. As industrial television hits 
its stride, a completely new field of 
electronic activity will offer splendid 
opportunities for the television tech- 
nician and engineer. 

In answer to this need for a means 
of television training, Rapio News 
takes pride in presenting in this issue 
a television receiver construction- 
training project which has been spon- 
sored by the editors. The circuits em- 
ployed in this receiver are funda- 
mental. The parts and components 
necessary to build it are, for the most 
part, standard, of high quality, and not 
expensive. The circuits are flexible so 
that the “experimentally minded” 
service technician can carry on from 
this unit to explore the many possible 
variations from the fundamental with- 
out undue signal deterioration. Using 
this fundamental video set, it is pos- 


sible to later employ a larger picture 
tube, speaker, etc., at little addi- 


tional cost. 

Because of the complexity of tele- 
vision signals and their associated cir- 
cuits, it is not practical to attempt to 
combine theoretical discussions in a 
construction article of this nature. 
Therefore, our presentation here pre- 
sumes that the builder is sufficiently 
versed in the theory and practical as- 
pects of television receiver design to 
enable him to complete the project 
from the comprehensive outline of 
constructional details contained in 
the article. We feel that you will be 
delighted with the results obtained 
from this initial project. 


UE to the desire of manufacturers 
present adequate displays and 
demonstrations, the RMA has asked 
that the Radio Servicemen’s Conven- 
tion, previously scheduled to be held 
in Philadelphia in September 1947, be 
postponed until January 1948. If the 
January date is approved, the odds 


are in favor of a highly successful con- 
vention. 


T THIS writing, 

Vision system, recently demon- 
strated in Chicago, hasn’t aroused 
much interest outside of the novelty 
it afforded passers-by on Michigan 
Boulevard. Neither Zenith nor any 
telephone company has requested any 
frequency allocation from the FCC 
and we seriously doubt that telephone 
company officials are lying awake 
nights dreaming up plans for entering 
the show business. 


Zenith’s Phone 


—— results of our recent field test 
using narrow-band FM for mobile 
communications were highly satisfac- 
tory. So much so, in fact, that we are 
now preparing a final version of the 


Rapio News “Narrow-Band FM Mo- 
bile Transmitter.” This unit is not 


much larger in physical size than an 
ordinary Brownie camera and is light 
enough to be easily held in one hand. 

Experience has shown that the most 
satisfactory location for a NBFM 
amateur mobile rig is either in or 
near the glove compartment. 

As a companion unit, we are also 
building a narrow-band FM receiver 
which will be approximately the same 
size as the transmitter. 

The interest in FM mobile is def- 
initely on the increase and we feel 
that the design of compact units,will 
do much to foster further interest in 
this method of amateur communica- 
tions. 


HERE has recently been an epi- 

demic of “carrier current” broad- 
cast stations put into operation. Most 
of this activity seems to be centered 
in southern Indiana. The latest case 
to be brought to our attention was 
a station in Columbus, Indiana, sign- 
ing the call letters LQW and operat- 
ing on 1150 kc. Programs were made 
up entirely of recordings and time 
was sold to the local merchants. 

After a short period of operation, 
the FCC closed down the station for 


exceeding the maximum allowable 
field strength and interfering with 
legitimate broadcast stations. The 
station was clearly heard on auto 


radios in several parts of the town. 
With the FCC limitations on ra- 
diated power, it is practically im- 
possible to operate a station of this 
type in a legal manner. In the absence 
of accurate field strength measuring 
equipment, stay clear of this type of 
operation and avoid a possible fine 
and jail sentence. O.R. 
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There's Only One Complete Radio Buying Guide! 
7¢'e ALLIED’S 164-PAGE 


RADIO CATALOG — Get 9¢/ 


Everything in Radio at Lowest Prices! 


Get your copy of this big COMPLETE book NOW! 
It shows everything you need and want in radio 
and electronic equipment—over 10,000 items—and 
all at real money-saving prices. You'll find new, 
ultra-modern radios, phonos, recorders—high qual- 
ity test equipment of all types—complete PA and 
Sound Equipment—new, powerful Communications 


HALLICRAFTERS S-47 


| 
New FM-AM receiver. AM reception 535-1720 Ke. Newest mode 


ond 5.9-18.2 Mc.; FM reception 88-108 Mc. 14 
tubes plus rectifier. Bandspread from 9-12 Mc. and 
15—18 Mc. Calibrated slide-rule dials; dual tone 
controls. 500 ohm output. Phono input socket; push- 
button channel selection; response essentially flat from 


: ; . 110 v. AC. 

cord 30-7500 cps AM; 30-15,000 cps FM. 

me” 12 watts power output. In cabinet, NET. $200.00 | 

a Chassis only, NET $189.50 power supply 

“4 Other Communications Receivers 
; National NC-173 & Spkr.$189.50 Hammariund HQ-129X $173.28 

Netional NC-2-40D..... 225.00 & Speaker. .........- “; 
National HCAS & Spler.. 207-82 = —RIME-B4.... 22220000: 98 
tert oo. “"""" "47-50  RME-45S & Speaker...... 198.70 
Hallicrafters $-40A..... 89.50 RME VHF-152 Converter. 86.60 
Hommartuad SPC-A00R 347.25 RINE DB-22 Procelecter.. 60.80 


ALLIED RADIO 


Everything in Radio and Electronics 


NATIONAL HRO-7 


in the world-famous, 
pendable HRO line—a remarkable per- 
former under any receiving conditions. Fea- 
tures modern styling, voltage regulated 6C4 
oscillator, double-action type variable noise 
limiter, tone control, accessory power toke- 
off, separate power supply for 110-220 v 
AC operation. Complete with tubes ond 
NET 


RADIO'S LEADING BUYING GUIDE 


Receivers—plus thousands of parts, tubes, 
books, diagrams, kits . . 


tools, 
- everything for the ex- 
perimenter, builder, serviceman, ham and short- 
wave listener. Send today for your copy of Radio’s 
biggest and best Buying Guide. Make ALLIED your 
Radio Headquarters—it’s the established, depend- 
able supply source for America’s radio men. 


HALLICRAFTERS SX-43 


The new SX-43 gives you more a 
performance, broader frequency coverage : 
Kc. to 55 Mc. and 88-108 Mc.)—a fine inves men 
in the medium price range. AM-FM-CW ——— 
Crystol filter, calibrated main and ne 
dials, variable tone control, precision —e or 
custom-built performance! This is a real, big a 
cll-cround Communications Receiver for os = 
Short Wove Listener. NET $1 ° 


de- 


$299.36 


TIME PAYMENTS 
Trade-Ins Accepted 


ALLIED RADIO CORP. 

833 W. Jackson Bivd., Dept. 1-JJ-7 
Chicago 7, IMinois 

C) Send FREE 164-Page ALLIED CATALOG 
O Enter order for 


OVOP SLOL SO 9O9206008006006606060000006066 


OC) Eaclosed $.....ccccccces 0) Full Payment 
©) Part Payment (Balance C.0.D.) 


O Send full information on Communications Receivers and Time 
Payment Plan, without obligation. 
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Compare Centralab Ceramic BC ‘‘Hi-Kaps’’ 
“‘HI-KAP”’ FEATURES 


Impervious to moisture 


Low mass weight 


Small size 


High capacity 


Special insulation 


Convenient side leads 


Low power factor 


High leakage resistance 


Maximum dependability 


10. 


Factory tested 


impregnated, lacquered ped in 

ial phenolic resin, Ct 1 Wax 
gnated 

ivy +22 gauge t pper 

il 6%. Atte hours, 95% 
1! test 5.0 

nitial 5000 megohms. After humidity 

) megohms 


DESCRIPTION 


Wet Dimens 

) oz D 315 
I j 
tt OZ D 41 
| 83 

VU D 340" 
L— 1” 

082 oz D—.400” 
| 2 

WVD¢C 


No de 


ADVANTAGES q 


scopic. Moisture 
less 
S Values 
0) Os 
OUU ) fd 
5 mfd 
000750 
005 mfd 


01 mfd 


One-piece construction 


directly to electrodes 


Leads soldered 


For your protection, all units 100% fac- 


tory tested before packaging and shipping. 


terioration, no shorting. Longer life 
even under the most adverse conditions 
For unit size and weight, Centralab BC 


“Hi-Kaps”, 
the only capacitors on the market 
provide these voltage ratings 


with Ceramic-X, are 
which 


made 


Prevents any possibility of shorting to 


adjacent leads, chassis of mponents 
Permit rapid, close-coupled cor tions 
No tricky bending or fitting required 
More efficient circuit operation, fewer 
tailures 

Long life, more efficient performance 


Will 


not short or become intermittent 


guarantee to your customers of re- 
service and performance 


WE See for yourself—five “Hi-Kaps”’ neatly pack- 


aged in convenient envelope. Clean, easy to stock, 
easy to handle! 


Here’s modern merchandising at its best! Centralab now gives you 


ceramic capacitors at a new low price ‘- 
that save you time and effort. 


. sealed in handy envelopes 


Each package contains five ceramic 


capacitors of the same value, quickly identifiable by tab at top. All 
capacitors individually color coded, inspected and insulated! 


RADIO NEWS 


has the dependability, permanence and convenience 


of ceramic by-pass and coupling capacitors been 


offered to radio service dealers at a favorable price! 


WEE” See for yourself why 
Centralab Ceramic BC ‘‘Hi-Kap’’ 
Capacitors, feature for feature, are 
your best buy for QUALITY .. 
your best buy for PRICE! 


TODAY’S TREND is toward ceramic capacitors! 


Yes, more and more manufacturers are turning to 


} 


them for longer life and better set performance. 


And now, Centralab otters you this opportunity to 
give yourself and your service customers the new- 
est and finest in capacitor components. 

Made with high dielectric constant Ceramic-X, 


BC “Hi-Kaps” are by-pass and coupling capacitors, 
rated at 600 WVDC—1000 V. flash tested. 


Values from .000050 to .010000 mfd, list priced 


from $1.25 to $1.50 pei envelo pe of five (see op- 
posite page). Now available at your Centralab 
Distributor! Look for large counter display, or 


individual display, shown at right. 


FREE! Write today for this valuable addition to your tech- 
nical library. Why Ceramic Capacitors” is an important 
new booklet containing a complete history of the origin 


and development of ceramic capacitors, 


See your Centralab Distributor for complete 
information on this new line of ceramic by-pass and coupling 
Cc 
capacitors, or write direct to... 
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DAVEGA Communications Division xxx 


68 YEARS OF DEPENDABLE SERVICE TO THE PUBLIC 
rue new NATIONAL HRO-7 


we 
Mi 
SS all 


MAIL COUPON FOR 
DESCRIPTIVE LITERATURE 


Here are some of the many new features in this outstanding performer. New automatic, 
adjustable threshold, double action noise limiter. Two new miniature type tubes, a 6C4 high- 
frequency oscillator and an OA-2 voltage regulator are employed to give a high order of 
oscillator stability. Eleven tubes plus voltage regulator. Nor- RECEIVER ........$279.00 


mally supplied with coils for 1.7 MC to 30 MC. SPEAKER 12.00 
POWER SUPPLY .. 20.36 


THE NEW NATIONAL NC-173 THE NATIONAL NC-46 


This set has been sweeping the country by storm The National NC-46 has 4 bands, electrical band- 
since its re s Newest j ; 
since its recent ntroduction to Hams. Newest in spread, 10 tubes, push-pull output. Frequency 
radio technic and exceptional in frequency scope, 


0.54 to 31 MC and 48 to 56 MC. $17958 coverage 0.540 to 30.0 MC. AC-DC. 


Speaker $10.00 additional. Complete with loud speaker. 


DAVEGA COMMUNICATIONS DIVISION 


63 Cortlandt Street New York 7, N. Y. 

Please send full information on Communicatk Receivers 
ores of FS ee eee ae 

© Send full information on Communications Receivers, 


without obligation. 
NEW YORK NEW JERSEY LONG ISLAND 
Downtown...63 Cortlandt Street Newark...... 60 Park Place Jamaica. .163-24 Jamaica Avenue Name 
Hotel Commodore.111 E, 42d St. Jersey City...30 Journal Square Flushing 39-11 Main Street 
Times Square....152 W. 42d St Paterson ‘ 185 Main Street Hempst 45 Main Street 
WESTCHESTER 
White Viains...175 Main Street 


Address 
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At Philadelphia, a testboard man answers as an electronic watchman calls attention to conditions on one of the coaxial systems to Baltimore and Washington, 


“Send Help to Manhole 83” 


Strung out along every Bell System co- 
axial cable, electronic watchmen con- 
stantly mount guard over your voice. 
Some are in manholes under city 
streets; some are in little huts on the 
desert. Most situations they can deal 
with; if things threaten to get out of 


hand, they signal the nearest testboard. 


Principal care of the electronic 
watchman is the transmission level. Sun- 
warmed cables use up more energy 
than cold ones, so a transcontinental 
call may take a millionfold more en- 
ergy to carry it by day than by night. 
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Each watchman — an electronic regu- 


lator — checks the transmission level 
and adjusts the amplification which 
sends your voice along to the next 
point. Many hundreds of regulators 
may be at work on a single long 


distance call. 


Without automatic regulation, the 
precise control of energy in the Bell 
System's long distance circuits would be 
a superhuman task. So Bell Laborato- 
ries, which in 1913 developed the first 
high vacuum electronic amplifier, went 
on to devise the means to make them 


self-regulating in telephone systems. 
This is one reason why your long 
distance call goes through clearly, 
summer or winter. 


BELL TELEPHONE 
LABORATORIES 
Exploring and inventing, devising and 


perfecting for continued improvements 
and economies in telephone service. 
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IMPORTANT ANNOUNCEMENT 
to my Servicemen friends: 


In just one year, PHOTOFACT has 


success to you. Your supp 
you with the most complete, 
Your backing has encouraged us to exten 
program in behalf of the 
new publications. Like 


And like PHOTOFACT, 


equipment covered. | am confident these 
each and every one of you I say 


become the leading Radi 
ort has made it possible for the S 
accurate and uniform s 
d our activities. 
Servicing profession, 
PHOTOFACT Folders, they meet a rea 
these new publications are b 


o Data Service. | owe this 
AMS organization to provide 
ervice information ever published. 
As part of our continuous 

lam happy to announce two important 

| need—you've told us so. 
tual study of the 
. To 


ased on our own ac 


new books will help your business .. 


a heartfelt “Thanks!” 


Awa, 


888 OOO OOO OSS SSSS POSS S28 88888888 SESS ES2282288282822828822222288288 


NEW! HOWARD W. SAMS 


DIAL CORD STRINGING GUIDE 
Only Book of its Kind! 


There’s only one right way to string 
a dial cord. And there’s only one 
book that shows you how. It’s the 
Howard W. Sams DIAL CORD 
STRINGING GUIDE. Here, for the 
first time, in one pocket-sized book, 
are complete dial cord diagrams and 
data covering 1938 through 1946 re- 
ceivers. Actually, there are many 
ways you can go about stringing a 
dial cord—but only one is right. You 
know from your own experience that 
if you get started the wrong way, you 
can waste hours of your valuable 
time and work yourself into a ner- 
vous lather. You can say “‘goodbye”’ 
to wasted time when you have a 
SAMS DIAL CORD STRINGING 
GUIDE. It licks the knottiest dial 
cord problem in a matter of minutes 
This low-cost book is a ‘“‘must”’ for 
servicing. You'll want two copies 
one for your tool kit and one for 
your shop bench. 


75: 


Handy pocket size 
Over 96 pages 


Easy to read 


diagrams and data ORDER YOUR COPIES TODAY! 


New Aids Make PHOTOFACT FOLDERS More 


to first 


TIVE INDEX—Complete Index 

PHOTOFACT Folders; your guide 
receiver models and -chassis 1946 
HOW TO FILE FOLDER 
PHOTOFACT Folders, including new “‘3( 
method. Ask your parts jobber for FREE 
PHOTOFACT aids, or write us direct. 


and 


SETS NO. 22 AND NO. 23 | 160 pages of valuable, 
NOW AVAILABLE! 


Howaro w. SAMS 2 co. 


INDIANAPOLIS 6, INDIANA 


They’re yours for the asking: PHOTOFACT CUMULA- 


to more 
1947 
shows 5 good ways to file 
30-Second”’ filing 
copies of these 


{ current models. Same low price of $1.50 per set. 


NEW! HOWARD W. SAMS 1947 


AUTOMATIC RECORD CHANGER MANUAL 
There’s Nothing Like It! 


COVERS MORE THAN 40 DIF- 
FERENT POST-WAR MODELS! 
A DeLuxe volume, packed with ORI- 
GINAL data based on actual study 
of the equipment covered. Absolutely 
accurate, complete, authoritative. No 
other information like it available: 
Shows exclusive ‘‘exploded”’ views; 
photos of top, side, bottom and rear 
views. Tells you manufacturers who 
use the equipment. Gives full change- 
cycle data. Complete information on 
all adjustments. Invaluable Service 
hints and kinks. Shows complete 
parts lists keyed to diagrams and 
photos. Uniform treatment for each 
piece of equipment. PLUS—for the 
first time in any publication—com- 
plete, accurate service data on lead- 
ing WIRE, TAPE, AND DISC RE- 
CORDERS! No modern service shop 
can afford to be without this book! 


omy $4195 


416 pages - Hard Cover 
Smythe-sewed — opens flat 


Hundreds of photographs 
ORDER YOUR COPY TODAY! 


and diagrams 


MAIL THIS ORDER FORM TO YOUR 

PARTS JOBBER TODAY—or send directly 

to HOWARD W. SAMS & CO., Inc., 2924 E. 

Washington St., Indianapolis 6, Ind. 

My (check 

enclosed. 

C) Send SAMS’ DIAL CORD STRING- 
ING GUIDE(S), at $0.75 per copy 

OJ Send SAMS’ 1947 AUTOMATIC 
RECORD CHANGER MANUAL/(S), at 
$4.95 per copy. 

(Send PHOTOFACT Set No. 22 (at $1.50). 

(Send PHOTOFACT Set No. 23 (at $1.50 

OD Send PHOTOFACT Volume No. 1 
ing Sets Nos. 1 through 10 
Binder, $18.39 

(C1) Send PHOTOFACT Volume No 
ing Sets Nos. 11 through 20 
Binder, $18.39 

(Send FREE Cumulative Index. 

CO) Send FREE “How to File” Folder. 


Useful Than Ever! 


20 Sets of 
than 1800 
models . 


money order) for $ 


needed data covering 
includ- 
with DeLuxe 


2 (includ- 
with DeLuxe 


INC. 


Export— Ad. Auriema— 89 Broad St., New York 4, N. Y.—U. S. of America 
Canada—A. C. Simmonds & Sons, 301 King St., East— Toronto, Ontario 


PHOTOFACT SERVICE 


"The Service that pays for itself over and over again"’ 


Name 


Address 


State 
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Designed ww vhistene exceptionally high fidelity re- 


éeption is desired, the new postwar Meissner AM and 
AN- PM Tuners are now available for yeur most exacting 
raqiir reméntse Both of these new precision designed com- 
pohents “cover"the broadcast band from, 527 to 1620 ke. 
and the AM- FM Tuner also covers the FM band from 88 
to 108 mc. At 105-125 volts, 50-60 cycles,"power consump: 
tion is 80 watts for the AM-FM Tuner and 60 watts for the 
AM Tuner. See these quality units at your jobbers today 
or write for complete specifications to the address below; 


lllelssutet 
ELECTRONIC DISTRIBUTOR AND 
INDUSTRIAL SALES DEPARTMENT 


MAGUIRE INDUSTRIES, INC. 


936 N. MICHIGAN AVE., CHICAGO II, ILLINOIS 


the LITTLE differences 


make the 


DIFFERENCE 


NEW ONE PIECE 


OLD TERMINAL TERMINAL 


REINFORCING 


BFAZEO oOISC 


Though all transmitting tubes may 
look alike, the little “extras” are 
the things that distinguish Amperex 
tubes. For example, one of these 
“differences” is the one-piece con- 
tact pin and grid and filament sup- 
port used in the Amperex 889R-A. 
Made of pure, oxygen-free, non- 
magnetic copper, this support is a 
complete unit by itself. 


Amperex structure is 
... much stronger! Where 
pins could be distorted by 
the new ones resist 

up to the breaking 


— -~f - lace 
nt oI tine Giass. 


sure, 


addition, the one-piece design 

; enabled us to relocate and re- 
he anode and grid shields, 

thus reducing glass heating and re- 
sultant punctures. It will pay you 


Re-tube With Amperex 


AMPEREX ELECTRONIC CORP. 


25 WASHINGTON STREET, BROOKLYN 1, N.Y. 
In Canada and Newfoundland: Rogers Majestic Limited 
11-19 Brentcliffe Road, Leaside, Toronto, Ontario, Canada 
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* Presenting latest information on the Radio Industry. 


By 


FRED HAMLIN 


Weoashington Editor, RADIO NEWS 


WHATEVER else may be said (and 
it will be plenty), you can bank on 
one thing concerning Maine Senator 
Wallace H. White Junior’s bill propos- 
ing changes in the Federal Communi- 
cations Commission; everything in- 
cluding the kitchen sink will be used 
to beat the proposed legislation to a 
pulp. After the recent hearings, in- 
deed, the impression was that nobody 
loves the bill except the Senator from 
Maine, and it is even possible that he 
has cast a few dubious (though secret) 
glances at his brain child following 
the hornet’s nest of protests that it 
brought swarming round his head. 
Something else to pin in your hat: 
While the Senator’s proposals caused 
the loudest explosion in the FCC- 
broadcasting field, final outcome of 
the bill will influence all FCC activi- 
ties, perhaps beneficially. And an- 
other thing—despite the Senator’s op- 
timistic declarations that he hopes for 
quick passage, indications, as_ this 
goes to press, are that the bill or 
whatever is hammered out to replace 
it will remain in radio news headlines 
for some time to come. 


THE BILL IN QUESTION, in case 
you haven’t had the time to go through 
the volumes of testimony concerning 
it, proposes that FCC be divided into 
two sections so that some of its com- 
missioners may concentrate on broad- 
casting problems while others devote 
most of their time to other FCC head- 
aches. If the broadcasting experts en- 
counter difficulties fit to blow their 
heads off, they will be able to seek an 
aspirin of advice from the other com- 
missioners, and vice versa. But, gen- 
erally, they will concentrate on their 
special and assigned fields. So far, so 
good. But the bill goes on to propose 
limiting the number of FCC broad- 
casting franchises economically. If 
somebody wants to start a station and 
FCC decides he can’t make dough at 
it, off with his head! Philosophically, 
in other words, the Senator regards 
radio not as a vehicle to transport 
free speech, but as a common carrier, 
like a bus. Other provisions of the 
proposed bill carry out this philosophy 
in some detail. 


PROTESTS to the White bill brought 
out a galaxy of radio talent. Charles 
Denny, FCC chairman, speaking for 
the whole Commission, testified that 
he believed that FCC’s work-load 


should be divided into three, instead 
of two, compartments, composed of 
four members each. These would be a 
Broadcasting Division, a Common 
Carrier Division, and a Safety and 
Special Services Division. The chair- 
man would serve on all divisions and 
in case of a tie the entire Commission 
would review the moot question. 
Denny also protested the common Car- 
rier idea so far as broadcasting sta- 
tions are concerned, as well as a 
number of the details with which 
Senator White proposed to enforce it. 
Regardless of his protests, it is worth 
recording that he and the Senator got 
along pretty well and both questions 
and answers were friendly. 


NOT SO WHEN THE WITNESSES 
for the National Association of Broad- 
casters, led by Justin Miller, NAB 
president, took the stand. President 
Miller promptly began to reiterate a 
theme which he has been expounding 
for some time. Freedom of radio, h: 
stated, is as sacred as freedom of th: 
press. Any move to hamper that free- 
dom—and the White bill moved 
against it in a big way—was uncon- 
stitutional and a threat to the democ- 
racy. Miller, who has never been ti 
sanguine about the present law out- 
lining FCC’s powers, said that even it 
was preferable to the White bill. Th 
Senator promptly came back wit 
charges of “sanctimoniousness,’ 
“picayunish quibbling” and “raving 
and ranting.” He even went so far as 
to say that “all this talk about free- 
dom is talk about something that 
doesn’t exist.” Through long sessions 
he and his committee and Justi 
Miller and others from NAM battled 
angrily. They finally seemed to agre: 
on one thing—that NAB should sub- 
mit recommendations as to how the 
bill might be revised. But if Miller’s 
testimony and the White reactions ar: 
any indication, such recommendations 
will only add fuel to the flames. 


” 


OUTCOME OF the controversy wi!) 
probably not, as has been indicate: 
be as prompt and decisive as Senat: 

White desires. Possibility at writin: 
is that the over-all problem would sti 

be a hot potato when the Congress 
convenes in 1948. But at least t 

White bill has already accomplishec 
a couple of things. The NAB-FCC 
freedom-of-the-air battle at last 15 
in the open. And FCC, regardless ©: 
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te RAYE HLTRONS 


TAKE YOUR CHOICE? 


LEARN IN CHICAGO IN ‘ 
ONE OF NATION’S FINEST 
> TRAINING LABORATORIES 


GET “SHOP METHOD” 
TRAINING AT HOME 
—IN YOUR SPARE TIME 


36 weeks — that’s all the time you need to 
get one of today’s finest practical trainings in 
RADIO and ELECTRONICS. That's all the time 
required to prepare yourself for America’s 
great opportunity field that offers so many 
thrilling possibilities for a GOOD JOB with a 
REAL FUTURE—or a profitable RADIO SERV- 
ICE BUSINESS OF YOUR OWN. 


Look around you! What other field embraces so many exciting, fast-moving 
activities as F. M. Radio, 2-Way Train Radio, Aviation Radio, Broadcast Radio, 
Radio Manufacturing, 2-Way Bus, Truck and Cab Radio, Police Radio and 
other branches? 

DeForest's Training, Inc. makes it possible for YOU to train in the privacy 
of your own home for this bright field of Radio and Electronics and with 
out interfering with your present job. 

You get a long-tested, PROVED combination of home study advantages — 
plus EMPLOYMENT SERVICE — which helps you get started toward a real 
future in Radio and Electronics. 


3-Way Method Gets Results! 


No previous RADIO or ELECTRONIC experience is necessary. Our effec 
tive A-B-C Home Study Method includes (A) “Learn-By-Doing’’ Home Labora. 
tory of many Radio parts enabling you to work out 133 fascinating experi- 
ments at home, including 7 different Radio Receiving Circuits; (B) a 16 mm. 
Movie Projector and 12 reels of “Learn-By-Seeing™” Movie Film that speed 
your progress: and (C) well-illustrated lessons. MAIL COUPON BELOW FOR 
COMPLETE DETAILS. 


MODERN TELEVISION TRAINING colls for ample 
equipment. in our modern Chicago training labo- 


VETERANS! 
retories, you will find some of the finest Tele- 


vision equipment ovailable for training purposes. Both our ( 1 ) 
Chicago Labora- 
tory and (2) 
Home Study 
Courses are ac- 
cepted under 
the "'G. |. Law." 
if you qualify, 
the Government 
will pay cost of 
either Course 
you select. 


DEFOREST’S 
TRAINING, INC. 


Now you can enjoy outstanding training ad- 
vantages in the large, entirely NEW postwar 
laboratories of DeForest's Training, Inc. in Chi- 
cago. You get ALL of your instruction amid a 
large staff of highly skilled instructors and 
loads of modern, costly commercial Radio- 
Electronic and Television equipment. 

We secure comfortable living quarters for 
you. Get complete facts about this remarkably 
effective way to qualify yourself QUICKLY for 
a GOOD PAYING FUTURE — and about our 
EMPLOYMENT SERVICE that helps our grad- 
uates GET STARTED. MAIL COUPON BE- 
LOW FOR COMPLETE DETAILS. 


ABOVE: You work out 133 intriguing experiments from this 
equipment to get valuable, practical experience AT HOME. 


' 


D.T.1.'s Home Study 
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Course Includes the 
use of a 16 mm. 
Motion Picture pro- 
jector and Movie 
Film to help you 


learn important [) HOME STUDY () CHICAGO LABORATORY () BOTH 
fundamentals F AST- ; 

DE Gabe edebwoncsedbdsescocdcsccuneeetsusunccsdees A t 
ER... EASIER. Get sae ge 
vivid — LASTING ES ee ee ee . re 
impressions by GRY occ cccccceccnsesecsccccce geccdeves BORD 000 e GRBs cc crccccccces 


means of the mod- 
ern MOVIE-WAY 
method of instruc- 
tion. 


E. B. DeVry, President 

DeForest‘s Training, Inc. 

2533 N. Ashland Ave., Dept. RN-D9 
Chicago 14, Ill. 


Please send me information about the Radio-Electronic Course I have 
checked: 


If under 16, check here 
for special information. 


If a discharged Veteran of 
World War II, check here. 


a 
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“A device for transferring en- 
ergy in an A.C. current from 
one circuit to another." But 
what characteristics must be 


provided before the trans- 


former fulfills your needs! In- 


clude Merit QUALITY! 


EXPORT DEPARTMENT: 


1607 Howard Street, CHICAGO 26, U. S. A. 
Cable Address: MERIT 


i | 


L iD SFO ®] 
MER! co AN TRAN “RMER Corp 


MERIT COIL & TRANSFORMER CORP. 


TELEPHONE 


4427 North Clark St. Long Beach 6311 CHICAGO 40, ILL. 
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the White recommendations, will un- 
doubtedly move more rapidly toward 
reorganization and streamlining. This 
may even result without legislation, 
at ledst to a degree. If the White 
proposal also eventually results in a 
“Magna Charta” of radio broadcast- 
ing, aS some optimists hope, it will be 
a long time getting rewritten. If the 
industry is an indication, any resem- 
blance to the present White bill will 
be purely coincidental. 


EVEN FARTHER in the future, if 
our pipelines do not misinform us, is 
the pay-as-you-see television idea that 
President Eugene F. McDonald Jr. of 
the Zenith Radio Corp. proposed dur- 
ing the summer. The McDonald plan 
would make it possible for television 
owners to pay only for the program 
they desire to hear. An owner would 
call the television operator by phone, 
order a program, be billed for it by 
the phone people, and be able to tune 
it in with the aid of a small attach- 
ment on his telephone, which would 
transmit the missing key frequency to 
his set. No reaction to the idea could 
be had from FCC, but it might be in 
order to point out that the McDonald 
idea is not unlike one FCC thumbed 
down some time back. It was proposed 
to have a “pig-squeal” radio on which 
you could not get a program without 
screaming interference unless you 
paid for it. FCC said no—it would 
restrict radio’s use to persons with 
extra cash and therefore was not in 
the best interests of the general pub- 
lic. Another thing that stands in the 
way of the Zenith attachment is that, 
so far as FCC is concerned, it is still 
in an experimental stage. It would 
have to get an experimental permit 
first, followed by hearings at which, 
if present trends are an indication, 
scores of protesters would appear to 
point out that Zenith wanted to use 
up too much of the spectrum. At best, 
such hearings would take a lot of 
time. To climax our little research 
project on the McDonald idea, we dis- 
covered as this went to press that 
Zenith has applied for neither an ex- 
perimental license or a hearing. That 
puts them months, if not a year, awaj 
from an FCC decision, if any. 


THE MeDONALD proposal served 
one purpose—again to highlight tele- 
vision’s difficulties in the program de- 
partment. Programs are costly. A 
television season pass to a big-leagut 
ball park costs around $10,000 and Mc- 
Donald estimates that a hook-up pro- 
gram comparable to a top-flight AM 
radio show would cost as much as ten 
million annually. By contrast, tele- 
vision does not reach mass audiences 
and advertisers are therefore not will- 
ing to spend folding money. It follows 
that television programs generally 
have been of poor quality and that 
there hasn’t seemed to be much any- 
body could do about it. A new de- 
parture in the field in Washington 
recently may point the way to some 
improvements, however. John Gaunt, 


RADIO NEWS 


MONEY BACK GUARANTEE We believe units offered for sale by mail order should be sold 


only on a “Money-Back-If-Not-Satisfied” basis. We carefully check the design calibration and value of all 


items advertised by us and unhesitatingly offer all merchandise subject to a return for credit or refund. You, 
the customer, are the sole judge as to value of the item or items you have purchased. 


The New KT-30 CHANNEL ANALYZER 


The Ultimate in Signal Tracing includes . . . 


METER—For direct reading of signal intensity 
SPEAKER—For listening to the signal 


PHONE—For checking distortion and listening to the signal in low-gain channels 


Comparative signal intensities indicated directly on the meter as 
Probe follows the signal. A special 4%” P.M. speaker with oversize 
Alnico V magnet is used for quality checks. Many previously designed 
Signal Tracers were unable to measure and check low signal intensities. 
This disadvantage has now been overcome for the Model KT-30 
incorporates a special circuit which permits the meter to be put across 
the output of the Signal Tracer. To accomplish this it is necessary 
only to flip a front panel switch. This results in additional gain and 
sensitivity permitting measurement of low signal intensities. An ear- 
phone provided with the unit permits listening to the signal in low-gain 
channels. Incidentally, insertion of the phone avtomatically cuts out 
the speaker. 


Complete with detector 
probe, test leads, self- 
centained batteries and 
earphone. Heavy-geuge - 
crystalline cabinet. 


The New Model 650-A A.C. Operated 


SIGNAL GENERATOR 


© Operates on 110-120 
Volts 50 to 60 Cycles 
A.C, 


e R.F. Frequencies from 100 Ke. 
to 35 Mc. on Fundamentals in 
5 bonds by front panel switch 
monipulation. One additional 
bond provides Harmonics from 
30 to 105 Mc. 

Audio Modulating Frequency— 
400 Cycles Pure Sine Wave 
Distortion less than 2%. 
Attenuation: Features a newly 
designed 3-step ladder type of 
ottenvator (T pad). The first 
step provides lowest output 
ond can be multiplied by 10 
ond by 100 by turning the 
multiplier switch. 

e Hartley Excited Oscillator Electron coupled to o Buffer Amplifier. Frequency 
stability is assured by modulating the omplifier stage. 


Complete with coaxial cable, test leads and instructions. $ 95 
Heavy gauge grey crystalline cabinet with beautiful two- NET 


tone etched front panel. Size 9 a" x 10” x 6." 


The New Model CA-11 SIGNAL TRACER 


SIMPLE TO OPERATE. . . 
BECAUSE SIGNAL INTENSITY 
READINGS ARE INDICATED 
DIRECTLY ON THE METER! 


% SIMPLE TO OPERATE — 
only 1 connecting cable— 
NO TUNING CONTROLS. 

% HIGHLY SENSITIVE — uses 
oan improved Vacuum Tube 
Voltmeter circuit. 

% Tube and resistor-capacity 
network are built into the 
Detector Probe. 

te COMPLETELY PORTABLE 
—weighs 5 lbs. and meas- 
ures 5"x6"x7”". 

% Comparative Signal Inten- 
sity readings are indicated 

directly on the meter as the Detector Probe is moved to follow the 


Signal from Antenna to Speaker. 


¥%& Provision is made for insertion of phones. 

THE MODEL CA-11 COMES HOUSED IN A BEAUTIFUL 
HAND-RUBBED WOODEN CABINET. COMPLETE WITH 
PROBE, TEST LEADS AND INSTRUCTIONS. 


A Combination 
VOLT-OHM-MILLIAMMETER plus 
CAPACITY REACTANCE, 
INDUCTANCE and 
DECIBEL MEASUREMENTS 


D.C. VOLTS: 0 to 7.5/15/75/150/ 
750/1500 /7500. A.C. VOLTS: 0 to 
15/30/150/300/1500/3000 
Volts. OUTPUT VOLTS: 0 to 15/30 
150/300 /1500/3000. D.C. CUR- 
RENT: O to 1.5/15/150 Ma.; 0 to 
1.5 Amps. RESISTANCE: 0 to 500 
100,000 ohms, 0 to 10 Megohms. 
CAPACITY: .001 to .2 Mfd., .l to4 
Mfd. (Quality test for electrolytics). 
REACTANCE: 700 to 27,000 Ohms; 
13,000 Ohms to 3 Megohms. 


INDUCTANCE: 1.75 to 70 Henries; 35 to 8,000 Henries. 
DECIBELS: —10 to +18, +10 to +38, +30 to +58 


THE MODEL 670 COMES HOUSED IN A RUGGED, $ 40 
CRACKLE-FINISHED STEEL CABINET COMPLETE WITH 283 


TEST LEADS AND OPERATING INSTRUCTIONS. SIZE NET 
5%" x7%"x3’. 


The New Model 450 TUBE TESTER 


Speedy operation—assured 
by the newly designed ro- 
tary selector switch which 
replaces the usua! snap, tog- 
gie, or lever action switches. 


SPECIFICATIONS 


e Tests all tubes up to 117 volts. 
e Tests shorts and leakages up 
to 3 Megohms in all tubes. 
e Tests both plates in rectifiers. 
e New type line voltage ad- 
juster. ¢ Tests individual sections 
such as diodes, triodes, pen- 
todes, etc. in multi-purpose 
tubes ¢ Noise Tes! detects mi- 
crophonic tubes or noise due to 
faulty elements and loose internal connections. ¢ Uses a 442" square 
rugged meter. ¢ Works on 90 to 125 volts 60 cycles A.C. 


EXTRA SERVICE—May be used as an extremely sensitive $ 50 
condenser Leakage Checker. A relaxation tyve oscillator 
NET 


incorporated in this mode! wii! detect leckages even when 
the frequency is one per minu’e 


GENERAL ELECTRONIC DISTRIBUTING C 


Dept. RN-9, 98 Park Place 
@ NEW YORK 7, N. Y. 


September, 1947 


FREQUENCY 
CALIBRATOR 


CAT. NO. FCC-90 


Measures only 214" by 4% 
Now you never have to take the 
2 chance of getting a pink ticket 
for off-frequency operation ... 
BUD makes it easy for you to know 
your exact frequency. The new BUD 
Frequency Calibrator is easy to use, 
is entirely self-powered and has 

these exclusive features: 


It is not necessary to open up 
or take apart your receiver to 
wire-in this unit. just plug 
in to 110 volt line and connect 
output lead to antenna post of 
your receiver. 


Has 100 Kilocycle crystal, rich in 
harmonics. 

Has compensating condenser to 
zero beat WWV. 


Has usable harmonics up to 30 
megacycles. 


Has ON-OFF switch, and 
STANDBY switch. 
Complete with tube 
and crystal .. . Dealer $] 425 
Re eee — 
See it at your distributor’s today. 


Install one in your RIG TONIGHT! 


BUD CAN SUPPLY ALL YOUR NEEDS! 


with the latest types of equipment in- 
luding: condensers —- chokes — coils—insu- 
lators plugs jacks — switches 
test leads ewe] ghts 
of ultra-modern cabine 


dials — 
complete line 
te and chassis. 


ind a 


BUD RADIO, INC. 


CLEVELAND 3, OHIO 
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WNBW television producer, took a 
two-hour-fifteen-minute play, “All 
Gaul Is Divided,” by John McGiver, 
edited it to an hour’s program, en- 
listed the help of Catholic Univer- 
sity’s dramatic department, trained 
the CU cast in television techniques, 
and came up with a history-making 
program. Frankly an experiment, it 
won friends for television and, al- 
though involving hard work for every- 
body concerned, cost very little. Gaunt 
is also working on dramatization of 
the stories behind paintings in Wash- 
ington’s National Gallery. At the 
same time, he is not pessimistic about 
the television futures in sports events, 
especially baseball and boxing. 


NEARER TO actual use by the pub- 
lic on a widespread basis are fac- 
simile transmissions, which the FCC 
recently announced “may soon become 


a regular broadcast service.” Only 
thing that’s holding things up are 


rules and standards for the service, 
and they should be forthcoming soon. 
Close cooperation by manufacturers, 
broadcasters, and newspaper publish- 
ers brought about the rapid develop- 
ment of the service: On the basis of 
experimental work in the field, FCC 
reports that transmission of pictures 
and printed matter will become rap- 
idly commonplace, with scores of 
other applications in the offing. For 


instance, facsimile news service for 
airplane passengers in flight has 
proved feasible. The radioed press 


dispatches were printed on an air- 
liner in four columns at the rate of 500 
words a minute. Operations by a New 
York bank were sped up through rapid 
transmission of check reproductions 
from the bank’s downtown central 
signature file to its uptown head- 
quarters. Transmissions were com- 
pleted in less than a minute. Micro- 
wave transmission has been used 
successfully to relay facsimile from 
Boston to New York, and the Army 
Air Forces are planning to use it on 
a national hook-up for transmitting 
weather maps. There is even work 
under way toward using facsimile on 
the telephone. Seems you can call the 
girl-friend and if nobody answers can 
leave a facsimile note asking her 
where she’s been. 


ALSO ON THE FRONT of the FCC 
stove is the long-heralded “Citizens 
Radio Service,” in the band of 460- 
470 megacycles. Manufacturers are 
already working on pocket-sized sets 
in this field. All that remains is for 
them to get into mass production and 
for FCC to draw up rules and regula- 
tions. Tests indicate that the new 
gadgets will break down about any 
last barrier that may remain to radio. 
In FCC’s words, “The possibilities for 
utilizing this type of radio are unlim- 
ited.” If the girl-friend is in danger 
of a facsimile note checking up.on her 
doings, the boy-friend is threatened 
with a direct hook-up with home, re- 
gardless of what lengths he has gone 
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to get away from it all. Private boats 
and vehicles will be able to use it, pos- 
sibly even connecting with telephone 
systems. The boss will be able to 
break into your fishing activities and 
your wife will be able to hook you up 
while you are on a hunting trip... 
One the credit side of the ledger, wide- 
spread use is expected for disasters, 
ranching, mining, and exploring. How 
soon the sets will be in your hands 
is mostly a postwar production prob- 
lem. Next summer will be the earli- 
est. But once they are available, 
FCC predicts that licensing will be 
easy—‘‘a simple procedure requiring 
no technical knowledge by the pro- 
spective user.” 


ALTHOUGH SET OUTPUT showed 
signs of tapering off from the spring 
peaks, reports from all along the line 
indicate that the industry is going to 
have one of the best years in its his- 
tory. Set-production drop came in 
May, but was still in the box-car fig- 
ure stage—1,316,373 as compared to 
April’s estimated total of 1,548,540. 
The figures are based on reports from 
members of the Radio Manufacturers 
Association. RMA also reported that 
May saw television production up to 
8690 as compared with 7886 for April’s 
five weeks. FM-AM receiver produc- 
tion continued good—84,507. Drop in 
the total set production was regarded 
as partly seasonal, and no cause for 
alarm. Monthly production up to May 
indicated an annual total of 18,000,- 
000, whereas estimates for a prosper- 
ous year early in the spring were for 
15,000,000. 


APPARENTLY IN STEP with the 
production pace is employment, up 18 
per-cent this year in the broadcasting 
field as compared to the fall of 1945, 
according to the latest FCC figures. 
Seven networks and 924 standard 
broadcast stations employed 34,831 
persons in the first week of February 
this year, 18 per-cent above the -Oc- 
tober, 1945 figure of 29,405. The 1947 
total included 30,100 full-time staff 
employes and 4731 non-staff program 
workers. Salaries are also up. Ex- 
cluding executives, supervisors and 
non-staffers, the 1947 broadcast em- 
ploye got an average of about $61.00 
a week, as contrasted with the 1945 
figure of $58.00. 


ALSO IN THE BOXCAR figure class 
are anticipated U.S. radio exports this 
year as estimated by George R. Don- 
nelly of the Department of Commerce. 
Donnelly figures that the total will 
go to more than $60,000,000. This is 
well ahead of the all-time record ra- 
dio export year—1944—-when the total 
was $44,781,289. ‘Despite many ob- 
stacles to trade, radio receiving equip- 
ment and components are still being 
widely distributed abroad,” says Mr. 
Donnelly, who predicts that in 1947 
they will “undoubtedly greatly exceed 
those for 1946.” The ’46 figure was 
(Continued on page 185) 
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A PRACTICAL RESIDENT TRADE SCHOOL 


With Its Own Shops and Laboratories 


FOR OVER 40 YEARS 


TODAY, OPPORTUNITIES IN THE RADIO, ELECTRONICS 
AND TELEVISION INDUSTRY ARE TAKEN FOR GRANTED 


We see them everywhere: The Home Radio Service Field continues to 
grow. Television is here . . . Television Broadcasting facilities are being 
rapidly expanded. Television sales, service, installation and mainte- 
nance requirements are more and more important from day to day. 
Electronics is an important factor in many applications for utility, 
safety, accuracy and convenience. Airlines are finding new uses for 
Radio bringing new benefits to air transportation. Ships at sea are 
employing Radar together with other conventional Radio apparatus 
for ship-to-shore communications and safety. Frequency Modulation 
is modernizing Radio Broadcasting, offering static-and-interference- 
free reception in the home. The list of Radio applications is almost 
endless, and every one represents increasing opportunities in our 
modern world for the RADIO, TELEVISION AND ELECTRONICS 
TECHNICIAN WITH A SOLID TECHNICAL BACKGROUND. 


NOT JUST ANY TRAINING WILL DO 


It is not a question of opportunity but rather how to take advantage of existing 
opportunity. Only proper training can make these opportunities a reality. 
National Schools of Los Angeles, one of the oldest and largest technical trade 
schools in the United States, offers you Shop Method Home Training, a 
proved method that builds qualified technicians. Here is Home Training 
that BRINGS RESULTS 

Behind all training from National Schools stands a permanent faculty of ex 
perienced instructors and engineers. These men are daily teaching resident 
students right in our own Shops and Laboratories. From first hand experience 
with students here at school, our instructors understand the needs and ambitions 
of men like you. All of our instructors, both Home Study and Resident, have ideal 
facilities to make your training practical, up-to-the-minute, interesting. It takes 
years of experience to know how to train men, especially in the practical technical 
trades. Established almost 50 years ago, National Schools has a rich background 
of experience to help you to take full advantage of the opportunities in the 
Radio, Television and Electronics — 


HERE'S JUST A FEW OF THE INTERESTING FACTS YOU 
LEARN WITH THE FREE MANUAL 


1. Routine for Diagnosing Radio 6. How to Test and Measure Vefwges. 
Troubles. 7. How to Test Speaker in Au 
2. Preliminary Inspection a  ~emanene ages 
3. How to Check Power Sup 8. How to Test Detector, 1.F., R.F., and 
| 4. How to identify Various. _ of — Stages 
Receivers. 9. mplete Reference Table for 
5S. How to Trace the Circuit and 


“Quickly Locating Receiver Trouw- 
Prepare Skeleton Diagram. les. 


VETERANS 


During the war, Nationa! 

trained enlisted men un- 

der contract with the War 
Department. Both the Armed Forces 
Institute and Marine Corps Institute 
used our lesson texts on a wide scale 
Now, we are training veterans, both 
resident and home study, through the 
Veterans Administration. If you are a 
veteran of World War Il—and qualified 
for training under the G.I. Bill of 
Rights, check the coupon for special 
information. 
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THESE 


2 
Bic Boos FREE! 


RADIO SHOP AT NATIONAL 


Partial View of the 
Facilities that Stand 
Behind Your National 
Schools Home Training 


ba 
TELEVISION STUDIO 
. AT NATIONAL 


Since 1905 


NATio 
NAL s 
s 


- @ | 
‘ 1 4 
Home . 


ape 
ay 


later Come to Our Shops and 
boratories in Los Angele: 


—If You Prefer 


National's Master Shop Method Home 
Training in Radio, Electronics and Tele- 
vision is COMPLETE in itself. No other 
training is necessary; but, some men do 
prefer to take a short experience course 
here in our resident shops and labora 
tories, at the end of their Home Study 
training. They find it helpful to spend a 
short period of time in our modern 


You Get All This 


Experimental Equipment to 


Radio 


Use and Keep at Home! 


LEARN BY DOING is the basic 
principle of National's Shop Method 


Broadcasting Station, or our New Tele Home Training. We send you stand- 
vision Laboratories and Studios, or our ard Radio parts for an interesting 
Extensive Radio Servicing Shops—as series of experiments which demon 
well as other departments covering strate the fundamentals of Radio, 


every specialized phase of the Radio 


Television and Electronics. The very 
Industry 


essence of this training is EXPERI 
You are welcome to take advantage ENCE—~you get actual experience by 
of this additional instruction i you building many different types of ci 
wish. If you are interested, check the cuits. You build a fine, long distance 
coupon below. Full details will be sent MODERN SUPERHETERODYNE 
you by return mail. National Schools’ ECEIVER. signal generator, low 
OUTSTANDING FACILITIES RECEIVER, signal generator, k 
MAKE IT POSSIBLE TO OFFER power Radio transmitter, audio oscil 
THE FINEST POSSIBLE TECH. !ator, etc. This practical work de 


NICAL TRADE TRAINING IN velops your knowledge of Radio step 
RADIO, TELEVISION AND ELEC by step, makes you a practical Radio 
rRONICS Techfician 


G. 1. APPROVED 


wesmnt settee eu eee 


MAIL OPPORTUNITY COUPON FOR QUICK ACTION 


a 
NATIONAL SCHOOLS, Dept. 9-RN ’ 
4000 South Figueroa Street, Los Angeles 37, California 
FREE books mentioned opeies comple ‘ 
Sor compe. [adermand me aE EN + Rave ‘cneched 
the plan which intereats. me. 
NAME . 6 ccc tebe eee eee eee eee ERE EERE HOH EEE HEHEHE HH HH AGE... ce ce ene 


eS er ae Pere eee er Th ok. 


cITry.. Tarrrrereeen ers eer eee ee ees | STATE. « oc cosccccecserts 
your zene mamber) 
0 In am interested in home si ‘y ently. i 
Combined Home-Study Modern = 
O rtueot Shen . ae 
: D Veteran of World War I. es 
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MONOSETS 


To Winners of This 


RADIO AMATEURS 


Just write 50 words or less 
telling us why you like the 
TELEX MONOSET better 
than old style earphones. 


7100 


and a Monoset 


“a> , 


and a Monoset 


WIN: 


*50 


and a Monoset 


PLUS 


TELEX MONOSETS 


HERE’S ALL YOU DO: 


1. Go to your parts jobber and ask him 
to let you try out the revolutionary 
under-the-chin TELEX MONOSET. 
2. In $ minutes you'll get at least half 
a dozen good, WINNING ideas. Be 
sure to get a// the facts and an OFFI- 
CIAL ENTRY BLANK. 

3. Then write $0 words or less telling 
us “Why the TELEX MONOSET is 


FIRST PRIZE: 
SECOND PRIZE: 
THIRD PRIZE: 


Better than Old-Style Earphones.” 
Clearness and sincerity will count 
most. 


4. Print or type your answer on the 
OFFICIAL ENTRY BLANK your 
jobber will give you. 

Mail direct to: TELEX, INC., Telex 
Park, Minneapolis 1, Minnesota, be- 
fore Midnight October 15, 1947. 


100.00 cash and a TELEX MONOSET 
$0.00 cash and a TELEX MONOSET 
$ 25.00 cash and a TELEX MONOSET 


TELEX MONOSETS to the 22 next best opinions. In case of a tie, duplicate 


prizes will be awarded. 


Employees of Telex, Inc. and their advertis- 
ing agency not eligible to enter this contest. 


to 22 Runner-ups! 


CONTEST CLOSES MIDNIGHT OCTOBER 15, 19471! 
TIPS TO GET STARTED WITH: 


1. TELEX MONOSET is quickly replac- 
ipg old-style, cumbersome headsets 
because you wear it under-the-chin in- 


stead of over-the-head. 


2. Featherweight: Only 1.2 oz. No ear 


fatigue. 


3. Excellent fidelity. Clear, natural recep- 


tion of sound. 


Decision of impartial judges will be final. All entries 
become property of Telex, Inc. Winners will be notified by 
mail approximately November 1, 1947. Contest subject to 


all state and federal regulations. 


4. Reliable performance assured by TELEX 
precision engineering. 


5. Exclusive, TELEX designed, volume 


control—permits individual adjustment 


of volume. 


Remember, wherever a headset is used— 


TELEX MONOSET will do the job better. 


nG ATIT 
ate me 2esy 


TELE Xinc. 


ELECTRO-ACOUSTIC DIVISION 


TELEX PARK 
Minneapolis, Minn. 
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BRANDED and 
PACKAGED for 


your protection 


standardize on STANCOR 


Satisfied customers’ goodwill is your surest for- 
mula for building a successful service business 
. . . However—the finest craftsmanship of the 
serviceman’s art is to little avail if not protected 
against installations of inferior merchandise. 


Genuine STANCOR transformers, “‘first” in the 
field, is your customer-assurance of the finest, top- 
quality units ... and when you use STANCOR 
you are installing genuine ““PROTECTED 
PRODUCTS,” for STANCOR transformers, 
packed with complete installation instructions, 
come to you permanently stamped for guaranteed 
protection, and expertly packed for your fast 
identification . . . Guarantee customer goodwill 


through STANCOR. 


TRANSFORMERS 


STANDARD TRANSFORMER CORPORATION : ELSTON, KEDZIE AND ADDISON + CHICAGO J8, ILL. 
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How Much Competition Have You 


... For Your Present Job — For a Better Job ? 


Again employers can afford to be “selective’’, par- 
ticularly with thousands of new, ambitious, young men 
who have entered the radio industry since the war. 
This means you must improve your technical knowl- 
edge not only to qualify for the better job you want, 
but to hold the job you now occupy. 

Your own success in radio depends upon the effort 
you make now to fortify yourself with modern tech- 
nical training. You may have “gotten by” up to this 
point. But, if you are like some radiomen, many war- 
time and postwar technical advances of the industry 
have passed you by. Developments of the past few 
years call for an entirely new understanding and 
knowledge of technical radio practice. If you want to 
progress with the industry ... if you want an im- 


MAIL COUPON FOR FREE BOOKLET 


If you have had professional or amateur radio experience and want to 


make more money, let us prove to you we have the training you need 
to qualify for a better radio job. To help us intelligently answer your 
inquiry — UN WRITING PLEASE STATE BRIEFLY YOUR BACK. 


GROUND OF EXPERIENCE, EDUCATION and PRESENT POSITION 


a 
Capitol Radio Engineering Institute 
An Accredited Technical Institute 
DEPT. RN-9 16TH AND PARK ROAD, N. W., WASHINGTON 10, D. C. 


Branch Offices: New York (7): 170 Broadway @ San Francisco (2): 760 Market St. 
24 


portant, good-paying position and the future security 
that goes with it — you must acquire up-to-date 
technical training. 

We invite you to investigate the CREI proved 
program for professional self-improvement for which 
thousands of professional radiomen have enrolled 
since 1927. CREI can help you by providing down-to- 
earth, practical technical training that should equip 
you to advance to the better-paying radio jobs that 
offer security and happiness. CREI home study 
courses in Practical Radio-Electronics Engineering can 
equip you to step ahead of competition. 

The facts about CREI and what it can do for you 
are interestingly described in our 24-page booklet. 
It is well worth your reading. Send for it today. 


VETERANS! CREI TRAINING AVAILABLE UNDER THE “G.I.’’ BILL! 


CAPITOL RADIO ENGINEERING INSTITUTE 

16th & Park Rd., N. W’., Dept. RN-9, Washington 10, D.C. 
Gentlemen: Please send me your free booklet, ""CREI 
Training for Your Better Job in RADIO-ELECTRON- 
ICS", together with full details of your bome study 
training. I am attaching a brief resume of my experi- 
ence, education and present position 


Check () PRACTICAL RADIO ENGINEERING 
Course (] PRACTICAL TELEVISION ENGINEERING 


NAME 

STREET ae 
CITY ZONI STATE 

] I am entitled to training under the ‘‘G.I.’’ Bill. J 
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TIKI EXPEDITION PICKS 


7) By 


Courtesy of Science Illustrated 


a a 
KON- 


NATIONAL RECEIVERS w= 


National Receivers of the Type 
Selected for the Kon-Tiki Expedition 


Somewhere in the vast loneliness of the Pacific a frail 
balsa wood raft is drifting westward, carrying six Norwegian 
scientists toward the Polynesian Islands. Their mission: to 
prove that the Polynesians could have been settled by pre- 
historic Peruvian Indians. 


Courage, yes, recklessness, no. These adventurers are 
scientists, not stunt men. Before setting out from Peru they 
made sure that they would have the finest radio equipment 
in the world . . . National receivers, of course (Models NC-173 


and HRO-7). Brand-ne ssor to the famous 
x 4 > c- throughout the world. 11 

For safety .. . to bring in the weakest signal in the worst ieee voltens seauieiel 
kind of weather ... for science. . . to exchange vital weather equency coverage from 50 to 430 


and navigational data with land stations thousands of miles and 48( ) Adjust 
away. Battered by wind and sea for months on end these - raanere Norse limiter 
superb National receivers aboard the Kon-Tiki Expedition raft 
are still functioning as reliably as ever. 


What better testimonial than operator Knut Haugland’s 
cheerful “All's Well” radioed from the Tuamotu Archipelago 
. «- 4000 miles across the Pacific, and still going strong. 


Congratulations are also in order to W6AOA, W6EVM, 
and W3YA who have been in regular contact with LI2B. 
27.98 and 14.142 megs have been assigned for general 
contact. Next time you go on the air, why not see if you can 
contact Haugland and get the Expedition’s story first-hand. 


Teational 
Company, Inc. 
Malden, Mass. 


MAKERS OF LIFETIME RADIO EQUIPMENT 
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MODEL VH-9I1 


YOO SPEECHMASTER | 


Delivering good quality, intelligible speech with maximum “punch” to 
override high noise levels, the Model VH-91 Speechmaster is recom- 
mended for paging and intercommunication applications. Hypex horn 
formula gives useful output over a 100° angle. 
Especially efficient for voice, the VH-91 has a frequency range of 400- 
5,000 cycles. Power handling capacity: 15 watts maximum speech signal 
input. Designed for both inside and out-of-door use, VH-91 will withstand 
extreme weather conditions, including exposure to salt spray. Nominal 
voice coil impedance 8 ohms. Transformer number Z-3345, with ¥%” x %” 
core available for 45-ohm use. Bell diameter, 8% inches; height, 9-1/16 
inches; weight, 4% pounds. 
Universal mounting bracket adjusts projector to any direction, locks 
securely in position by a single wing nut, has facilities for mounting 
transformer. 


Jensen VH-91 Speechmaster Projector (ST-171) 


*Trade mark registered 


JENSEN MANUFACTURING COMPANY 


6617 S. LARAMIE AVE., CHICAGO 38, U.S.A. 
in Canada: Copper Wire Products, ltd., 11 King St., W. Toronto 1 
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full of FM and television 
servicing information — simplifies 
complicated jobs — tested ways of 
boosting shop traffic 


Here’s a magazine which can go a long way 
toward making your shop the radio shop in your 
community. Every month it is loaded with ideas 
— not impractical, day-dreamy schemes which look 
good only until you try using them—but down-to- 
earth, tested plans which have actually been used 
with success by other servicemen just like yourself. 
Its convenient, pocket-size pages contain valuable 
technical data — latest dope on new type tubes — 
notes on trouble shooting — yes, and dozens of 
helpful hints which will help you to repair any 
radio ever made easier, better and twice as fast. 
Accept “The Capacitor”—every month—with C-D's 
compliments. Put it to work in your shop speed- 
ing up repair jobs — building bigger profits. Don’t 
wait! Mail coupon below NOW so your FREE 
subscription will start at once. 


ARGEST M 


WORLD 7% 


CAPACITORS 


@ICA — DYKANOL — PAPER — ELECTROLYTIC 
September, 1947 


4 Read what these successful 
service men say about “the Capacitor” 


FROM MAINE:"Your magazine carries much of interest to the 


serviceman. Keep up the good work.” 
e®*eeees 


FROM MISSISSIPPI:"The C-D Capacitor is a fine paper. My ap- 


prentice uses it to good advantage.” 

e*eee#e# 
FROM ILLINOIS: “I think the C-D Capacitor is one of the finest 
and most complete publications I bave ever bad the pleasure 


of receiving.” 
eeeee 


FROM KANSAS: “Ads in The Capacitor saved me over one bun- 


dred dollars om test equipment. A great magazine.” 


FREE ADVERTISING FOR SERVICEMEN 
Looking for a new signal generator? Want to sell that spare 
‘scope? Interested in swapping some equipment with other 
servicemen? The Trading Post —which appears every month 
in “The Capacitor” will carry your ad FREE. Cornell- Dubilier 
Electric Corporation, Dp. RN-9, South Plainfield, N. J. 


Mail This Coupon TODAY 


CORNELL-DUBILIER ELECTRIC CORPORATION, Dept. RN-9 
South Plainfield, New Jersey 


- 


Please enter my name to start receiving “The Capacitor” | 
at once — absolutely free. 


| 
ee ~-Lone.......... State | 


(] ! own my own shop. [] | am employed. (Please check one) 
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Telephone: 


If it’s Radio... 


HARVEY 


has it! 


FREQUENCY TRANSMITTER 


Frequency range 7—9.1 MC. Uses 1626 
voriable oscillator and parallel 1625's in 
amplifier. May be used as VFO for oll bands 
from 1% thru 40 meters with appropricte 
doublers. Has self contained G.E. hermeti- 
cally sealed 8 mc crystal oscilittor and tun- 
ing eye which is used as a check point for 
dial calibration. Complete with tubes ond 
crystal. Special price ......... $9.95 


SCR 522 — Receiver and transmitter only. 
In perfect condition. Complete with all tubes, 
less generator and control box. Get your 
order in quickly, supply limited. Speciol 
price $14.75 


ff 


1616 TUBE 


Holf wove, high vacuum rectifier. 
Filoment 2.5 volts, 5 amps; peok 
inverse 5500 volts; peak current 
.8 amps; surge current 2.5 amps; 
average plate current .130 amps. 
List price $7.50, Harvey special 
price, while they last.........95¢ 


HARVEY HAS IN STOCK 
THE NEW 
NATIONAL HRO-7 RECEIVER 


This new HRO-7 features many new refine- 
ments in receiver circuitry and design. A 
new automatic adjustable thresho!d coupler, 
active noise limiter effectively reduces in 
terference by external noise pulses. Two new 
metal type tubes—oa 6C4 high frequency 
oscillator and OA-2 voltage regulator are 
employed to give a high order of oscillator 
stability, thereby assuring ao minimum of 
tuning drift. 

The HRO-7 is housed in ao new completely 
restyled cabinet with an attractive gray fin- 
ish. Coils furnished cover 1700 to 30,000 
KC. The receiver, complete with coils and 
power supply but less specker, is priced 
ot $299.36 


GET YOUR ORDER IN EARLY 
FOR IMMEDIATE DELIVERY 


NOTE: All prices quoted are NET, FOB New 
York and subject to change without notice. 


we a 


LOngacre 3-)800 


RVEY 
RADIO COMPANY INC. 


103 West 43rd St., New York 18, N. Y. 


BURLINGTON INSTRUMENT COMPANY 
of Burlington, Iowa, has recently ap- 
pointed three new representatives to 
handle the company’s line of electrical 
indicating instruments, generator volt- 
age regulators, automatic synchro- 
nizers, and other electrical control 
equipment. 

Ernest G. Hendrickson of Spokane, 
Washington will handle the states of 
Montana, Idaho, and part of Wash- 
ington. Forrest C. Valentine of Fort 
Wayne, Indiana will cover Indiana, 
Kentucky, and part of Ohio, while 
White Sales Company of Boston, Mas- 
sachusetts will serve customers in the 
states of Connecticut and Rhode Is- 


land. 
om 7. * 


ROBERT W. GUNDERSON, W2JIO, has 
joined the Newark Electric Company’s 
New York staff where he will advise 
amateurs on their equipment prob- 
lems. 

In addition to his activities as a con- 
sulting radio-and electronic engineer, 
Mr. Gunderson is a principal in the 
new Minitron Corporation, specializ- 
ing in the manufacture of miniature 
radio and electronic equipment. 

Mr. Gunderson devotes his evenings 
to teaching radio to blind students at 
the New York Institute for the Blind. 
He was instrumental in obtaining an 
amateur license for the only totally 
blind and deaf ham on the air today. 

* ~ - 
CLARK C. RODIMON, well-known ra- 
dio amateur, has joined the staff of 
National Company, 
Inc. of Malden, 
Massachusetts. 

Mr. Rodimon will 
concentrate on the 
study, development, 
and marketing of 
products sold in the 
amateur and com- 
mercial markets. 

He has been associated with the 
American Radio Relay League staff 
since 1926. He served as Editor of 
“QST” for over ten years. During 
the war years, he was granted a leave 
of absence from “QST” to direct Ray- 
theon’s Field Engineering programs. 
He also assisted in government con- 
tact service and commercial radar 
sales. 


* * 7” 


CORNELL-DUBILIER ELECTRIC CORPO- 
RATION'S Power Factor Division has 
practically doubled its manufacturing 
capaeity with the completion of an ad- 
ditional plant of 41,000 square feet 
area. 

The expansion of this division in- 
cluded complete mechanization of the 
department, extension of a siding into 


Ze 
ZG) 


the plant, and a special conveyor sys- 
tem for transporting heavier loads to 
and from flat cars. 
> = . 

LESTER L. KELSEY has resigned as Vice- 
President of The Hallicrafters Co. of 
Chicago to accept 
the position of Vice- 
President and Gen- 
eral Sales Manager 
of The Dayton 
Acme Company and 
two of its sub- 
sidiaries, the Os- 
borne Register 
Company and the 
M. L. Andrews Company, all of Cin- 
cinnati, Ohio. 

Mr. Kelsey was associated with 
Grigsby-Grunow and with Stewart- 
Warner as General Sales Manager of 
the radio division for eleven years be- 
fore joining The Hallicrafters Co. 

In his new position Mr. Kelsey will 
be in charge of sales for the complete 
line of Osborne National Food Ma- 
chines, Osborne National Cash Reg- 
isters, and other company products. 

* * 
A. AUSTIN ELLMORE has been named 
Sales Manager and Chief Engineer for 
Crescent Industries Incorporated. 

A graduate of DePaul University 
and a member of the teaching staff of 
Northwestern University from 1923 
to 1927, Mr. Ellmore was formerly as- 
sociated with Utah Radio as Vice- 
President in charge of Sales and En- 
gineering, a position which he held 
for the past 18 years. 

In addition, Mr. Ellmore is active 
on seven RMA committees and serves 
as Chairman of the Committee on 
Speakers and the Committee on 
Acoustic Devices. 

” - * 
NICOLAS ANTON, Vice-President in 
Charge of Manufacturing, was elected 
President of Amperex Electronic Cor- 
poration of Brooklyn. 

Dr. A. Senauke, the retiring Presi- 
dent, has become Chairman of the 
Board of Directors. 

* * 
WILLIAM McMILLAN ADAMS has been 
added to the executive staff of Sprague 
Electric Company to handle export ac- 
tivities of the organization. 

Well-known in business circles, Mr. 
Adams was formerly associated with 
the United States Rubber Company. 
He also served as President of the 
New York Triplex Safety Glass Com- 
pany and was a Managing Director 
of Fortnum & Mason, Inc. of New 
York. 

Mr. Adams, who is a veteran of both 
World Wars, was educated at Eton 
College and Cambridge University 
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| In any contest, Sweepstakes or DX, you 
will find HQ owners way up among 
the High Scorers. Why? Because the 
HQ-129-X has what it takes—plenty of 


selectivity to dig out those “down 


under” stations that you have to work 
if you want to be HIGH SCORER. 


endo 
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THE HAMMARLUND MFG. CO., INC., 460 W. 34™ ST., NEW YORK 1, N.Y. 
ESTABLISHED 1910 MANUFACTURERS OF PRECISION COMMUNICATIONS EQUIPMENT 
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lick any Radio Repair Job 
“@e.-- IN LESS TIME... 


= 


bY 


Alfred A. Ghirardi 


TESTING 


Contains repair data on 


t 


Admiral G-E 
Airline Maiestic 
Arvin Phiice 
Belmont RCA 
Capehart Silvertone 
Crosley St.-Warner 


Emerson Strom.-Carl. 


i® MONEY-SAVING 
OFFER 


ay 


Hp SERVICING train. you for truly 


wo rk 
tion 


Use co 


Be a Professional RADIO-ELECTRONIC 
SERVICE EXPERT 


Don’t be a low-paid service hack! Learn to service by mod 
ern, scientific analysis methods. Qualify for the big money INSTRUMENTS! 
work, not only in servicing but in all sorts of industrial elec- TR 
tronics. Get the real KNOW HOW of truly professional servic OUBLESHOOTING! 
ing—in a few short weeks—at home without an instructor—for 
only $5 complete ! MODERN RADIO SERVIC. 


Whether you're 
for it, A A 
ING will prove 


Ghirardi’s 1300-page 


structions lead you step by step through a complete, easily un types of test instruments: 
derstood MODERN SERVICING EDUCATION that can equip how to test, repair and re- 
you for fast, accurate service on even the most complicated place components: how to 
job Endorsed by service experts everywhere. Used by leading make parts substitutions: 
chools. Unsurpassed for home study. ‘“‘Bor- how to hand! h 

° . ef . 1300 pages © handle every phase 
row” it for 5 full days on our 5-DAY MONEY- “99¢ ilies, of radio-electronic repair 


BACK GUARANTEE PLAN. You be 


Make More Money in Servicing! 


Four radio repair jobs out of every 
falling off a log! 
of tedious testing can be 


tions tell you exactly what the 
fix it 
as much money! 


SERVICE DATA ON ALMOST EVERY RADIO USED TODAY! 
The 


compiled service 
practically every radio in use today 
over 90% 
dexed so you can find it quickly 

Hundreds of additional pages contain i-f alignment peaks 
former trouble listings ; 
and service data to help you repair ANY 


already in servicing or only planning to train 
MODERN 
worth its weight in gold 


WITH LESS WORK! 


5 can be handled as easy as 
Problems that might puzzle you and call for hours 
solved in an instant! Just look up the 


make and model of the set to be repaired in the Trouble Case His- 
eoonseyve To tory section of Ghirardi’s famous RADIO TROUBLESHOOTER’S 
Tévious HANDBOOK. Then go to work! Clear, easily understood instruc- 


trouble is likely to be 
Work twice as fast 


exactly how 


No lost time or motion Make twice 


4-lb. 744-page manual-size HANDBOOK contains carefully 
notes on over 4800 models of 202 manufacturers 
Statistics show it covers well 
of all jobs brought to servicemen! Everything fully in 
Everything thoroughly explained 
trans 
and dozens of graphs, diagrams 
RADIO EVER MADE bet 
AS FAST! Only $5 complete—and 
5-DAY MONEY-BACK GUARAN- 
Use coupon 


only °§ 


tube data ; 


TWICE 
Our 
protection 


ter, easier and 
you don’t risk a cent 
TEE is your absolute 


Let the HANDBOOK 
save you time 


Let MODERN 


on com 
RADIO 
professional 
Get BOTH big books at Combina- 
Price of $9.50 for 


rvice 


joos 


only the two. 


oday! 


oupon tc 


ing shows how to analyze 
circuits scientifically; how 
when and where to use a! 


RADIO SERVIC 
Clear, illustrated in- 


judge! 9g¢¢6 subjects! work by MODERN methods. 


HANDY 
SERVICE 
““GADGETS” 
Use Ghirardi Gadg 
ets and do radi« et 
troubleshooting and 
pair with lightning 
speed! Just flip a card 
A omatica y t 


happens to be 


HOME RADIO GADGE’ 
differen troubl te 
hat t to make pet s how to re 
pa 1) t Only 


AUTO RADIO G ADGET 
i sp l aut t 


5-DAY MONEY-BACK GUARANTEE 


Dept. RN-97, Murray HII! Books, 


Inc., 
232 Madison Ave., 


New York 16, N. ¥., U. S A. 
Enclosed find $ 


© foreign C.O.D.'s) 
fied I may 


for books seme or D send ¢ 
for this amount p postage If ot s 


return books within 5 days ‘for volun of my mone) 
RADIO TROUBLESHOOTER’S HANDBOOK, $5 ($5.50 foreig 
oO ff 
MONEY sae ea COMBINATION: Both big Oks over 204( 


ges ' 50 for the twe $10.50 foreigr 
he ME RADIO GADGET Oc AUTO RADIO 


GADGET. B¢ 


N 


i 
a 
: f fAODERN RADIO SERVICING, $5 ($5.5 
7 
. 


City & Zone 


State 


where he majored in mech 
gineering. He has travel 
sively and speaks several l: 


anical en- 
ed exten- 
anguages. 


He will make his headquarters at 
the Sprague general 
Adams, Massachusetts. 

« * ” 


offic 


HERBERT C. ELWES has been 


North 


es, 


named 


Manager of Commercial Sound Sales 
of the RCA Engineering Products De- 


partment. 

Mr. Elwes, who was forn 
chandise Manager in the RC 
Equipment Section, 
sales of 


will n 


nerly Mer- 


‘A Theater 


ow direct 


industrial sound systems for 


schools, factories, hotels, and other in- 


stitutions. 
He has been associated 
for 16 years during 


company. From 1942 
served as an officer in the 
Forces, returning to RCA 
ceiving his discharge. 

* 


* . 


which 
served in various capacities 
until 


with RCA 
time he 
with the 
1946 he 
Army Air 
upon re- 


KARL KRAMER of Jensen Mfg. Co. was 


named Chairman of the Ch 
tion of 
gineers for 


icago Sec- 


the Institute of Radio En- 
the coming year, 


while 


Kenneth Jarvis, a consulting engineer, 


was named Vice-Chairman, 
Haines of Hytron Radio 


Corp. 


Don 
was 


and 


elected Secretary-Treasurer 
While activities of Chicago Section 


were suspended during 
months, the first fall meeti 
held on Septemher 19th wit 


the 


summer 
ng will be 
h the new 


officers presiding for the first time. 


* * * 
H. L. PIERCE was 


District 


recent 


the Radic 
pliance I 
The Spa 


manufact 

the 
In 

tion, 


his 


tory of 
Pennsylvania and southern 
sey. Active in the electrical 
business for 25 years, Mr. 


Merchandising Manager 


ington C 
Sparton 


Mr. 
will cover 


Pierce 


ly named 
of 
» and Ap- 
Jivision of 
rks-With- 
Ompany, 
urers of 
line. 
new posi- 
Pierce 
the terri- 
eastern 
New Jer- 
appliance 
was 


most recently merchandising manager 


of the hard goods division « 
tile Stores Company, Inc. 
Mr. Pierce is forming his 


pany to be Known as H. L. 


Associates. This firm will m 
the Sparton line. 
~ * * 
NATIONAL ELECTRICAL MA 
TURERS ASSOCIATION has 
the formation of a new elect 
ucts group comprising 
panies which 
and dielectric 
Chaisman of 
the Induction 
Apparatus 
born, Jr., 


manufacture 
heating equ 
the group, 


Section, is Dr. 
Sales Manager of 


eleven 


and Dielectric 


f Mercan- 


own com- 
Pierce € 
erchandise 


NUFAC- 
announced 
rical prod- 
com- 

induction 
ipment. 
known 
Heating 
H. B. Os- 


the Tocco 


as 


Division of The Ohio Crankshaft Com- 


pany of Cleveland. C.W.M 
Manager of the 
Division, Westinghouse 
of Baltimore is Vice-Chairn 

The section will set up 
standards and ratings 


(Continued on page 


safety 


iller, Sales 


Industrial Electronics 
Elec 


tric Corp., 
1an. 
equipment 
require- 
170) 
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Public confidence ina well-known, respected 
product is the voltage that sparks sales. 
Let radio owners know that you install 
and sell G-E tubes, and you've taken the 
first big step toward increasing your 
volume of business. 


Postwar buyers are demanding 
“name” merchandise. With G-E 


tubes, you offer customers the 
| R A D j 0 brand-name that LEADS in qual- 


T U pe Pa S ity, reliability, and engineering 
advancement... stamping you 


September, 1947 


WHAT'S NEXT-BEST TO HAVING YOUR SERVICE SHOP 
& LOCATED ON A FAMOUS BUSY CORNER? 


DISPLAY AND HANDLE GENERAL ELECTRIC TUBES! 
The popular G-E monogram draws trade to you. 


as a preferred source for tube purchases 


and trustworthy radio repair work. 


Greater patronage of your shop, a 
bigger volume of service work, faster 
tube turnover—all these come pack- 
aged in the familiar orange-and-blue 
General Electric cartons. Act now to 
reap the reward that will accrue from 
establishing your shop as local G-E 
tube headquarters! Electronics Depart- 
ment, General Electric Company, Sche- 


nectady 5, New York. 


And General Electric helps you actively promote your business! Write for Sales-aids 
Booklet ETR-51, which describes the colorful G-E line of tube window dis- 
‘plays, direct-mail pieces, and numerous other items useful for widening 

your client-list and selling more service, tubes, and parts. 


GENERAL @ ELECTRIC 


FIRST AND GREATEST NAME IN ELECTRONICS 
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A SIGN OF SUCCESSFUL SERVICING 


Community has all fifteen Rider Manuals” 


In national magazines it's the successful shops 
that are featured editorially. Note how many 
carry photographs showing complete libraries 
of Rider Manuals. Community Radio and Electric 
Service of Wilkinsburg, Pa. is an example; was 
in Radio Retailing for its 
At Community you will find oll 


recently featured 
“Plus-Service’’. 
fifteen volumes in daily use. For, from no other 
single source is such essentiol information 
available to shops called upon to service all 
makes and all types of radio receivers — of 


all ages. 


For this reason the first fourteen volumes of Rider 
Manual are time-savingly essential to the aver- 
age shop. These volumes alone cover the years 
when over 80% of the sets now in American 
homes were issued. (From 1920 to 1942 inclusive.) 


RIDER MANUALS NOW IN 16 VOLUMES 


Volume XVI (To be published in Oct.)....$ 6.60 
Volume XV (Incl. “How It Works” book) 18.00 
Volumes XIV to VII (Each volume) 

RN RR 
Abridged Manuals | to V (one volume).... 17.50 
Record Changers and Recorders 9.00 


2000 Pages, plus 
200 page “How 
It Works” Book 


Covers sets issued 
during 1946 and 
some previously 
unpublished pre- 
wear models. Con- 
tains 530 Rider-ex- 
clusive ‘‘clorified- 
schematics.” 


$18.00 COMPLETE 


RIDER MAN 


— 


a eee 


*(and Volume XVI on order) 


Too, the information on these receivers is the 
OFFICIAL AUTHORIZED servicing data direct 
from the service departments of the companies 
that made the sets. No one knows better than 
the manufacturer what procedures are best for 
his product. That is the basis for the authority 


and the success of Rider Manvals. 


And you get this dependable information at the 
earliest possible date. For, Rider Manuals are 
now being issued three times a year! 


Rider Manuals are investments. They keep 
pouring out profits for you. Copies of Volume 
1, bought 17 years ago, are still benefiting their 
owners. So, be sure your shop has the sign of 


successful servicing — all fifteen Rider Manuals. 


fast Our! 


THE TIME-SAVING 


MASTER INDEX 


For Rider Manvals 


For Vols. Vito XV; Abridged Vols. | to V and 
RCA-Cunningham Edition. It covers 21,384 
pages of Rider Manuals (all editions except 
Vol. XVI) for years 1919 through 1946. 
Contains 40,000 chassis-model cross 
references and listings. 204 Pages 
~—8% x 11 inches. 


s 


. 


UALS 


MEAN SUCCESSFUL SERVICING 


S 
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fl 
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RIDER 
MANUAL 


704 Pages . . . $6.60 

PLUS SEPARATE 

“HOW IT WORKS” 
BOOK 


Important 
Policy 
Announcement 


Because of the current high, 
receiver production rate, 
Rider Manuals will be issued 
three times a year, as long 
@s existing conditions con- 
tinve. This will provide in- 
dependent 
dealer-service-shops with 


servicemen and 


complete information at the 
possible date, on 
those new sets which may 


earliest 


require adjustment or repair. 
This accelerated publishing 
schedule is but another ex- 
ample of our alertness to 
meet your radio 
servicing data needs 
greatest 


receiver 
with 
economy to you. 
Rider Manuals represent, 
“Seventeen Years of Service 
to the Servicing Industry”. 


JOHN F.RIDER 


Publisher, Inc. 
404 —4TH AVE., W.Y.,((6 LY, 


Export Agent: 
Rocke International Corp 
13 E. 40th St., New York City 
Cable ARLAB 


aa 
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FOR TODAY'S NEW CIRCUITS 


NEW CATALOG LINE OF CZ 
TRANSFORMERS AND REACTORS 


New and up-to-date, yet embodying all the quality, precision 
engineering and outstanding construction features for which 
Chicago Transformers have long been recognized. 

Ratings have been skillfully selected by men who know the latest 
trends in circuit design. They provide maximum flexibility in 
application and close matching with today’s most widely used tubes. 
Audio transformers have 600/150-ohm impedances and 
contribute to product performance which not only meets but 
surpasses RMA and FCC standards for high quality repro- 
duction, uniform frequency response over the required 

ranges, and freedom from distortion. Power transformers 
meet or surpass RMA standards for temperature rise and 
insulation test voltages. Combined in the power series are 
filter reactors with conveniently matched D.C. current ratings. 
Transformers and reactors are mounted in drawn steel cases in 
three variations of CT’s famous “Sealed In Steel” construction. 
This provides protection against atmospheric moisture, 
efficient magnetic and electro-static shielding, strength 
and rigidity to withstand shock and vibration, convenience 


in mounting, compactness, and ¢lean, streamlined appearance. 


EXPERIMENTAL 


PUBLIC ADDRESS INDUSTRIAL AMATEUR 


3501 ADDISON STREET CHICAGO 18, ILLINOIS 


September, 19417 
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er Electricity: Rodi 


in the GREAT SHOPS of COYNE 


NOT “Home Study” Courses 
--e All Practical Training and 
Necessary Theory Given in 
Our Famous Chicago Shops! 


Why spend years learning Electricity or Radio, when COYNE pre- 
pares you for good jobs in either field in a few short weeks? Our 
training not only saves time; you’re ready to step into the better 
pay that much sooner. You make rapid progress because you work 
under expert instructors here in our great shops. We do not teach 
by mail. Select course you prefer and send coupon TODAY! 


TRICITY 


eer Including Industrial 
Electronics 


Big future in Power 
Plant Work, Motors, 
Armature Winding, 
House and Factory Wir- 
ing, Industrial Elec- 
tronics, Home Appli- 
ances, Lighting, Auto 
Electricity, Electrical 
Maintenance — all cov- 
ered at COYNE. Here 
you get ‘‘all-around”’ 
Electrical training! 


TRAIN ON 
REAL EQUIPMENT 


You use, test, repair 
full-size apparatus — 
just like you'll later han- 
dle on the job. Previous 
experience unnecessary. 


FREE ELECTRICAL BOOK 


Send now for big, illustrated book on 
COYNE Electrical Training. Many 
large pictures of our shops. Tells about 
: Free Lifetime Employment Service to 
\\ Coyne graduates. Other vital facts. 
cnc m\ Check coupon for ‘“ELECTRIC- 
wert ITY" and mail today. 


leading electrical and radio firms. 


B.W. COOKE 


after graduation. 


included with 


either course Dept. 3 


COYNE 


COYNE HAS BEEN TRAINING 


MEN SINCE 1899 


For nearly 50 years, the great shops of COYNE 
have been turning out men and young men 
trained for better jobs in practical fields. Coyne | 5 

graduates hold responsible positions in many | °0 S. Paulina St 


NON-VETERANS who are short of cash can finance 
their tuition and pay it in easy monthly payments 


ADDED 
bs — VETERANS! Coyne is authorized to accept veterans forG. I. 
ELECTRIC | ‘ining. Coupon brings bulletin. 
REFRIG- : ' 
ERATION 


ELECTRICAL SCHOOL 


500 S. Paulina Street, Chicago 12, Ill. 


including SOUND 
and TELEVISION 


If you prefer Radio, 
COYNE gives quick, 
practical training in 
Radio Construction, 
Testing, Repair; also 
Public Address, Sound 
Systems, FM, Televi- 
sion. Many branches of 
Radio open to you. 


e' 
g* 


. Te 
bY 
PS, 


Want to be 
Your Own Boss? 


Hundreds of Coyne 
graduates have success- 
ful Radio shops of their 
own. We show you how 
to start, how to build 
for a lifetime future. No 
previous experience re- 
quired to take Coyne 
Radio Course. 


FREE RADIO BOOK 


Check coupon for ‘““RADIO” to receive #y 
our big FREE book of photos and facts A 
about Coyne Training in Radio, Sound & 
and Television. Describes the vast Jay 
new opportunities in this field, and #) 

how we make it easy to get ahead. JAY, 
Rush coupon NOW. * 2 


CHECK coup 
o 
ELECTRICITY OR 


— RADIO~ 
| W. Coo ee nw, VOW! 


B. 
COYNE ELECTS ctor, | 
Sen = your BI 


sa e. Out your 
Jesman will cal]. 0€s not Obligate } 
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20% PRICE SLASH! 


COMPARE THESE OUTSTANDING VALUES 


APPROVED MODEL A-200 
SIGNAL GENERATOR 


Large Open Face Fre- 
quency Dial 

Only Silver Ceramic 
and Air Trimmers 


Used. 


Multicolor Frequency 


Dial Scales. 
(Non-glare design.) 


455 KC Position Indi- 
cated in Red. 


8 RF Bands. 


A —100-250 Kilocycles 
B —190-500 Kilocycles 
C —42C-1000 Kilocycles 
D —1000-3000 Kilocycles 
E —3.0-9.0 Megacycles 
F —9.0-25 Megacycles 
F,—18-50 Megacycles 
F, —27-75 Megacycies 
External Modulation pos- 
sible at from 40 to 30,- 
000 Cycles. 


Internal Modulation at 440 Cycles (same os WWYV Standard). 
Phase Shift Audio Oscillator and Internal Modulctor. 
A. C. Operation. 105 to 120 Volt. 5’to 60 Cycles. 
Extremely Low Leakage on All Bands (Power Transformer Electrostatically Shielded) 
Conpletely Isolated from Power Line. 
Special Wide Spacing, Low Drift “invar metal” Hammarlund Variable Condenser Used 
as Frequency Selector, Ceramic Insulation Throughout. 
3 Step RF Attenuator. 
Continuously Variable RF-AF Fine Attenuctor Control. 
Heavy Gauge Non-Warping Lucite, Fabricated Dial Pointer. 
Tubes used are as follows 
1—6SN7 - RF Oscillator 
1—6SH7 - AF Oscillator and Modulator 
1— 6SH7 - Cathode Follower Output Stage 
1—6x5 - Rectifier 
Negligible Hormonic Output (2nd Harmonic 28 DB Down as measured against higher 
priced units). 
Specially Designed Ultra Stable Two Terminal RF Oscillator. 
Pilot Light Line Indicator. 
Cathode Follower Output Tube (attenuator settings have no effect whatever on frequency) 
Modulation Percentage continuously voriable from front panel, internal or externa!, 0 
to 100% 
Co-Axial Output Lead Furnished. 


The Model A-200 Signal Generator is en- REDUCED FROM 495° 
closed in a heavy 16-gauge steel cabinet, bat- 
tleship grey, crackle finish. Complete with 4 
(standard brand) tubes, Amphenol! Co-oxial con- 
necting cable, ground cable, operating instruc- 
tions, circuit diagram and guarantee. 


Net Weight: 16) Ibs. Only NET 


Size: 8"x10"x12” 


M AT ITS BEST!! 


Illustrated is front 


panel of cabinet. Price 
includes cabinet. 


THE OUTSTANDING 


F-M TUNER oF THE YEAR! 


SPECIFICATIONS 


POWER SUPPLY: 117 volts, 60 cycles 
PC WER CONSUMPTION: 35 Watts 
CIRCUIT: Superheterodyne 
TUNING RANGE: 88-108 Mc 
INTERMEDIATE FREQUENCY: 10.7 Mc [lron core tuned, ceramic insulation) 
BAND WIDTH: 150 KC 
SENSITIVITY: 10 microvolts for full limiting 
FREQUENCY DRIFT: negligible after 5 minutes 
OUTPUT VOLTS: Average 2 volts RMS 
OUTPUT IMPEDANCE: 500,000 ohms 
HUM LEVEL: 70 db below overage output 
8 TUBES: 1—6AG5 R.F. Amplifier 
1—6J6 Oscillotor, mixer, detector 
2—6SH7 |.F. omplifiers 
1—6SH7 Limiter 
1—6ALS5 Discriminator 
—7Y4 Rectifier 
1—6U5 Indicctor (Tuning Eye) 
ANTENNA: 300 ohm line (Dipole) 
CHASSIS: No. 16 U.S.S.G. Steel Cadmium plated .0003 
WEIGHT: Approx. 15 Ibs. (pocked) 
CHASSIS DIMENSIONS: 8x12x3x8 2" 
DIAL: Sliderule 
DIAL OPENING: 3x7 % 
POINTER TRAVEL: 6 
TUNING RATIO: 16:1 
TUNED LUNES: Brass, silver overlay .0005 thick 
CONTACT SPRINGS: Phosphor bronze, silver overlay 
0005 thick 
CONTACT ARMS: Lucite bors 
FRONT END: Unit construction, flocted 
CABINET: Wolnut Veneer, hand rubbed (13° W, 9%" H 
10” D) 
CONTROLS: Tuning control—Volume control with “on/off 
switch 
Chassis, complete with tubes, built-in power supply 
installed in cabinet 
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NET 


price @ Saves time 


A RADIATION LOOP AND ALIGNMENT WAND 


FOR THE SERVICE ENGINEER 
(CAN BE USED ON ANY SIGNAL GENERATOR) 


e Provides loose coupling ¢ Checks loop-oscillator tracking @ Increases efficiency of 
receivers @ Helps to eliminate squeals due to misalignment or mistracking @ Enables 
the service engineer to make gain measurements @ Used exactly 

like the research and design engineer uses @ Professional appear- 95 
ance and results ¢ May be used on any signal generator e Low NET 


TERMS ‘ 
20% DEPOSIT, BALANCE C. ©. D. Metropolitan ELECTRONIC & INSTRUMENT CO. 


Dept. R, 42 WARREN STREET, New York 7, N. Y., U. S. A. 


OR FULL PAYMENT WITH ORDER 
WRITE FOR FREE CATALOG 


Phone: BArclay 7-5556 


September, 1947 


35 


Se 
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4 


COMPLETES ; 
. WORLD'S LARGEST “% 
PURCHASE OF §& 


CRYSTALS 


CRYSTAL 
FREQUENCY 
STANDARDS 


98.356kc 


8 


Easily altered for 100kc 
Standard. Mounted in low- 
Proof holders ot 


I 3 Orel lying i * hav the pri | 

Oss -prong ot b . moh sawed here. 7 that we 
un Radi 2 0 AS al 

holder. ® * ‘the Best in [c10 that com oe 


Values.” es up with 


400 KC AUDIO CRYSTALS WITH A MILLION USES 
STANDARD od 1.95 FRACTIONS OMITTED 


445kc 469kc 
446 470 
447 472 
448 473 


BLILEY 186.30kc 451 474 


453 | 475 


; : 456 
in type MC.72 59¢ 4 - 
Holder....... 458 
459 
462 
463 


466 
468 


I. F. FREQUENCY 


STANDARDS FOR CRYSTAL FOR HAM & ASSORTED 
deal ileal CONTROLLED GENERAL USE MISCELLANEOUS 
c ° c SIGNAL : . 
451.388kce 461.11 1ke GENERATORS Fractions Omitted Fractions Omitted 


452.777kc 396ke | 405ke 
464.81 5kc 525ke 533.333 397 
454.1 66kc 526.388 534.722 398 
455.556kc 465.277kc 527777 536.111 401 
529.166 537.500 402 
530.555 538.888 403 


y y 531.944 404 | | 
C EACH 9 39% 
99< 7 Cc : priced at a fraction of the cost 


of their holders alone. 


Payment with order 
Enclose 20c for postage and 
handling 
Minimum order—$2.00 plus postage 


Please Specify Alternate Choices 
or “No Substitutes.” 


938 F STREET, N.W. WASH. 4. D.C. 
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RADIO NEWS 


SUPREME PUBLICATIONS 


Manuals Available at Your Radio Parts Jobber 


TRAINING BOOKS 


RADIO SERVICING COURSE-BOOK 


Just the manual to help you do radio servicing 
faster. Learn new speed tricks of trouble-shooting, 
case histories of common faults, short cuts, extra 
profit ideas. Lessons on test equipment, television, 
signal tracing. Complete, 22 lessons, self- $950 
testing questions, index. Large manual size. _ 


=... || HOW TO MODERNIZE RADIOS 


Modernize ‘ ‘ ° , ~ 
* Radios Cash in by improving and modernizing all radio sets. 
PROFIT . ° 
= Practical job-sheets with schematics and photographs 
7 perwano make the work easy. Covers every phase; 


Cae Cake $4 00 
written tor servicemen. Only — 


Simplified Radio Servicing by Comparison 

Revolutionary different Comparison technique wil! 
permit you to make most repairs without test equip- 
ment or using only a simple volt-ohmmeter. Plan 
copyrighted. Presented in manual form, 8x11’, 
84 pages, over 1000 service hints, 26 trouble-shoot- 
ing blueprints, many charts, 114 tests using 5] 50 
a 5e resistor. New edition. Price, only —_ 


TELEVISION FACTS REFRIGERATION 
Defines and explains every term | Repair and adjust all domes- 
and part used in television. Great | tic units. Charts, pictures to 


help in studving television. help you. Size 8 4x11 
Well illustrated. Only 40c inches. Price only 9 
PRACTICAL RADIO MATHEMATICS 


Introduces and explains arithmetic.and elementary 
algebra in connection with units, color code, meter 
scales, Ohm’s Law, alternating currents, ohmmeter 
testing, wattage rating, series and parallel connec- 
tions, capacity, inductance, mixed circuits, vacuum 
tubes, curves, the decibel. etce., and has nu- 5 

merous examples. Plainly written 2 C 
PRACTICAL RADIO & ELECTRONICS COURSE 
Here is your complete radio educa- 
tion and practical on-the-job hand- 
book at a give-away bargain price. 
You receive a giant 3-volumes-in- 
one set, prepared for home-study. 
Just like a $150.00 correspondence 
i course, 52 lessons, instructors’ hints 
—— @ ~~ in margin, self-testing questions, 
every radio topic. Large manuals, 
4 814x111", shpg. wt. 4 lbs., 332 pag- 
4% ~=ees, 385 charts, drawings, and cir- 


cuits. Complete, all 3 vol- $395 


umes, postpaid only 


PRACTICAL 
RADIO MATHEMATICS 


oo are re 


DIAGRAM MANUALS 


NEW 1947 CIRCUITS 


Be prepared to repair quickly all new 1947 
radio sets 


In this big single volume you 
have clearly printed, large schematics 
needed alignment data, parts lists, voltage 
charts, data on gain, location of t mers, 
and dial stringing facts for almost al! recent 
sets. Let this manual and the previous six 
volumes of SUPREME PUBLICATIONS 
most-often-needed diagram manuals hely 
you get ahead and earn more per hour. Used 
by more than 100,000 shrewd radio service- 
men; recommended by your jobber. Bee 
and get these manuals today 


194 VOLUME 7. $900 


192 pages. Price med 
_MOST-OFTEN-NEEDED RADIO DIAGRAMS 


1946, 1942, 1941, 1940, 1939. Each manual! 1926-1938 
I as beter mr bg Fame ee ay $900 Sadie A Manual. 
cea mearasces wane EMM | 20 rem Pres G89 
STEWART-WARNER MANUAL PRICE 
ONLY 

ARVIN DIAGRAM MANUAL 

¢ 
GENERAL-ELECTRIC MANUAL 50 
64 pages of popular circuits, 514% x 8% inches EACH 


RADIO REPAIRING with SUBSTITUTE ton 


Hints, ideas, suggestions, changes, 32 pages 


HOW TO USE DIAGRAMS IN SERVICING 10c 


Pre-War Record Players, Post-War Automatic 


Changers, & Recorders Record Changers 


Just what you need to repair Service expertly all new (1945- 
quickly thousands of pre-War auto 1947) record changers. Follow sim- 
matic record changers, manual units plified factory instructions to make 
pick-ups, wireless oscillators, record needed adjustments and repairs. 
ers, and combinations. Hundreds of Hundreds of photographs and ex- 
mecha | electrical diagrams ploded views; thousands of test 
Instructions r adjustments and hints; service instructions for all 


repairs. Most popular units of all 


makes. 128 large pages. 8 “ax § 50 
11 inches. P ly — 


popular makes. Large size: 8 'ex11’ 


144 fact-filled pages. At your $] 50 


Price, only jobber or postpaid, only 


VOLUME 2, OR VOL. 3, ONLY 


You can obtain Vol. 2 of the above A 
course, covering ‘Receivers, Transmit- 
ters, and Test Epuipment,”’ or Vol, 3, on 
Applied Electronics and _Ra- 
dio Servicing.’’ Price each single $] 50 
volume, only ; — 


Answer Book to Course 


booklet giving answers to al! 
problems and questions in the above 
course. Many problems 


have been worked out in de- -95¢ 
tail and include drawings 


Publications 


PUBLISHERS OF RADIO BOOKS, MANUALS, AND DIAGRAMS 


See Your Radio Jobber or Send Coupon —> 
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Supreme 


NO RISK TRIAL ORDER COUPON 


SUPREME PUBLICATIONS, 9 S. Kedzie Ave., Chicago 12, ILL. 
Ship the following manuals: (Satisfaction guaranteed or money back 


Write names of other manuals wanted: 1947 PRICED 
0 1946 | AT ONLY 
papeabeasebas aabonts 5 1942 
SRSA = EEE RA ee $900 
sunddndetsdedeeethensssteecontatetencneandiesoes O 1940 
O 1939 EACH 


) 1926-1938 @ $2.50 


2 I am enclosing $ send postpaid. © Pre-War Changers @ $1.50 
Send C.0.D. I am enclosing §........ deposit. C) Post-War Changers @ $1.50 
NNOMRBS.« cocccccccccccccccccccccecocococcesoeecesoooscecocesccoocccoosesoses s 

. 
H 
DENS. 0 nci0d0565600066660660006060600000000600000006000000000000000000068" . 
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SPACE, TIME and MONEY! 


ith the new PYRAMID 
_ “TUBE-U-LAR” 


PAPER CAPACITOR 


ULTRA-COMPACT 


EXCELLENT QUALITY 


at modest cost 


HIGH INSULATION RESISTANCE 


lengthens life 


bee HIGH DIELECTRIC STRENGTH 
; assures against breakdowns 


CLEAN CONSTRUCTION 


and better appearance 


LARGE, LEGIBLE MARKINGS 
make identification easy 


SUPERIOR SEAL 
means dependability in all climates 


PART 
NUMBER 


CAPACITY D.C. voLrs BODY SIZE, INCHES 
MFO WORKING DIAMETER | LENGTH 
_= dn 


PYRAMID 


“LONG-LIFE” 
PAPER & ELECTROLYTIC 


PYRAMID ttectric company Capacitors 


155 OXFORD STREET, PATERSON, N. J. 
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By ARTHUR LIEBSCHER 
Television Consultant, RADIO NEWS 


Complete construction details for an 
experimental type television receiver. 
The 3" video tube makes possible simple 


circuit design and reduces unit cost. 


WOR those who believe in learn- 
ing by doing, the construction of 
a miniature 18 tube television 
receiver described here provides a 
practical way of becoming acquainted 
with the basic requirements of both 
picture and FM sound reception. 

There are three ways in which this 
small video receiver can be assem- 
bled; first, by the usual method em- 
ployed by experienced constructors in 
following the schematic diagram and 
referring to a photo of the completed 
set; following a step-by- 
step procedure in mounting and wir- 
ing parts as guided by a series of con- 
struction photos; and third, by typical 
factory production methods. 

A school, for instance, can teach 
mass production as well as the tech- 
nical side of television, by arranging 
for a group of students to build a num- 
ber of sets simultaneously, each being 
one operation at a time 
and personally applying it to all units 
under construction. Even with 
experience will find considerable 
pleasure in the step-by-step method of 
assembling numbered parts and thus 
gradually bringing the entire tele- 
vision set into being. 

It is the purpose of this article to 
explain the construction by the 
method most commonly practiced, by 


second by 


assigned to 


those 


Many constructors prefer to cork 
fro) facte j-size blueprints A 16” 
x 24” blueprint of the schematic shown 
on page ailable from the author 
at $1.00 per copy 
along with a remittance of 
Arthur Liebscher, 


Philadelphia 38, 


,0 is «a 
Send your requests 
$1.00 to 
7618 Fayette Street, 


Pennsylvania. 
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Front panel view of television receiver. The cabinet was home con. 
structed. Controls from left to right are: (top) vertical hold, contrast, 


tuning, (bottom) horizontal 


means of the schematic and photo- 
graphs. 
Chassis Layout 


Due to the care required in develop- 
ing compact high frequency electronic 
equipment and in particular the con- 


hold, brightness, 


channel, and volume. 


com- 
desir- 


sideration of lead and 
ponent placement, it is highly 
able that the layout of the original 
model be copied as closely as possible 

The r.f. “head end” including the 
tuning facilities, oscillator, and mixer 
tubes are grouped at the front of the 


lengths 


Side view shows position of video tube and semi-permanent controls. 
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Complete schematic diagram of a.c.-operated 
18 tube table model television receiver. 
a 

chassis for obvious ease of control. 
Immediately following the r.f. section 
is the first picture if. stage and this 
is in turn followed closely by the suc- 
ceeding picture if. stages, the detec- 
tor, and, last, the video amplifier. You 
will note that this entire picture sig- 
nal section is laid out in a straight 
line, terminating where the output 
can be applied directly to the base of 
the cathode-ray tube. 

The sound if. channel is “tapped 
off” of the mixer output and it too, 
runs in a straight line layout through 
the two i.f. stages to the FM discrim- 
inator tube (Vy). The audio signal 
is conducted back to the volume con: 
trol on the front panel and then 
through the two audio amplifier stages 
grouped at the right side of the chassis 


Top view shows placement of component parts. The chassis is 15”x7”x3”. In 
order to conserve space, all component parts should be as small] as possible, 
resistors and condensers should be of the insulated type. It is of utmost impor- 


under the speaker. This makes the tance that the constructor follow the original layout of parts as closely as possi- 
(Continued on page 42) ble in order to duplicate the results which have been achieved by the author. 
R,, Rr, Ry. Rig. Rox —68 ohm, 2 wm. res. R.;, Roo—10 megohm, 2 w. res. Cyo—820 wufd. mica cond. 
B ae ( 100 ea ly lL, w. res. rT Rao, Rao, Res —S00, 000 ohm pot. (IRC DS Ceo, Cai, Cro, Crx—.005 ufd., 600 v. cond. 
R;, Rs, Ris, Ryz, Rox, Reo—-47,000 ohm, 1 w. res. 11- 133) Cor—1500 wufd. mica cond. 
R,—22 00 ohm, 1 ». res. Ry, — 820,000 ohm, 2 wm. res. Con, Car 35 ts fd., 400 ». cond. 
Rs, Ry, Rig. Rig, Roo. Rog. Roo, Roe-—1000 ohm, R R-,—330,000 ohm, ! > ®. res. Cea Comm ufd., 1600 v. oil-filled cond. 
Vy w. res. Ru, —100, 000 ohm pot. (IRC "Ds 11-128) L,*—Ant. coil 
Ry, Ris, Rn —6800 ohm, "2 w. res. Ry; —33,000 ohm, 2 w. res. L.* rig coil 
Ryo —8200 ohm, > w. C,. C—See text Ly, Ly, L5*—Video i.f. coil 
R,.—10.000 ohm * Setdey (IRC DS 14-116) Cc aan uufd. ceramic cond. L, *— Peaking coil 
R,;—5600 ohm, 2 w. res. C.—10 pufd. ceramic cond. CH,*—Filter choke 
Rog —3900 ohm, 2 wm. res. Cy, Co—6.8 wufd. ceramic cond. T,*—First i.f. trans. 
Ro», Rig, Rug, Ru-—1 megohm, 2 w. res. Cy, Cy —Not used T.*—Sound i.f. trans. 
Rus, Rso, R a? 0,000 ohm, y w. res. Cy—4.7 uwufd. ceramic cond. T,*—Discriminator trans. 
Ru 120 ohm, V2 w. res. Cy—S8.2 wufd. ceramic cond. T .*—Horizontal osc. trans. 
Ro—33,000 ohm, 1 ». res. Cryo, Cas, Cas, Csr. Cre—.01 wfd., 600 v. cond. T.*—Vertical osc. trens. 
Rog—8200 ohm, 2 wm. res. C,.*—Var. cond. T,.*—Power trans. 
Roo, Ray. Ros, Roz, Rox —100,000 ohm, 2 w. res. Ci.— 56 wufd. ceramic cond. T;*—Output trans. 
Rx,—100 ohm, 2 w. res. Cis. Cre, Cut » Cis, Coo Caro Cos, Cas, Cass Cos. Cony J,—Ant. connector jack 
Raw, Rig. Reg —10,000 ohm, 2 w. res. Caz, Cas, Can, Can, Cain Cae, Caan, Cao, Cao Cars S,*—S5 pos., double-pole rotary selector sw. 
Raz, Ryo, Ras, Ruy —2.2 megohm, 2 w. res. Cie, Cys, Coss Caz, Cass Corr Crs, C 1000 S.—S.p.s.t. sw. on Ros 
Ree-—3300 ohm, 1 w. res. * pufd. ceramic cond. Speaker—2” PM speaker 
wee ale Sas des eae of T, I1—3KP1 cathode-ray tube 
10 ’ . ; , 
R.,—10,000 ohm, 1 wm. res Cc c —l ufd., 400 v. cond. 2—SY3 tubes 
R.. —3300 ohm, ! ». ' re q : a ate» ~¢ ote. — > ) d oe tubes 
“4 2 ™ A, > 7p—20/20/20/20 ufd., jI—6 6 tubes 
Ry. — 50,000 ohm rheostat (IRC DS 11-123) 4 450/450/450/450 ». elec. cond. , 2—6ALS tubes 
Ria, Res—220,000 ohm, 2 w. res. Cx—.002 ufd., 1600 ». cond. 1—6AK6 tube 
R,-—50,000 ohm pot. Cys, Cag—Part of Tz 1—6C4 tube 
R;,—1.5 megohm, > w. res. C. Cxy—Part of Ts 3—6J6 tubes 
Rs —250,000 ohm pot. (IRC DS 11-130) C, ‘s—3500 uutd. ceramic cond. *—All special components are available from the 
Ru—2 megohm rheostat (IRC DS 13-139V) Cs;, Cas, Cnr —-05 ufd., 400 v. cond. author. 


Parts list for 3” television receiver. Schematic diagram is shown on page 40. 


Chart gives actual operating voltages at socket connections of the various tubes. 


ube | Pin No.1| Pin No. 2 | Pin No. 3 Pin No.4 | Pin No.5 | Pin No. 6 Pin No.7? | Pin No.8 | Pin No.9 | Pin No. 10 Pin No. 1 

: | +2ar0 = Sac. | 0 +a | SCS 0 
2 ~~ — | ao | | | +00 | +a | +16 Ee = hs ee 
NV; 5 412 | 63a. 0 +208 | +118 $1.2 
ie. 0 | 42.2/+96| 63ec. | © | +890/+310 |+100/+280 | +1.2/+36 | ~~ 7 nae a 
Vs Oo | +12. 6.3 a.c. Oo “+210 | +100 — 1.2 a “a fa 
“nn fr “13 6.3 a.c. Oo ir i eo eee ’ moat az a 
“a o) 1.3 6.3 a.c. Oo. +200 | +170 ~~ 13 pe =. ‘aes 
— | 0 | 63ac. 4 +238 | +100 | +2 ~ ; oe 
._—- 1 ~ @ | @8e0 | 8 “4290 | +160— 11 ae Par] ie 
ws 0 4 6.3 a.c. 0. ee a, 4 ee 7 
™ 100 100 | 63a.c. ry —_— per ee a 7 - _ 
NWi2 | 4+8/+40 | +90/4210| 63a.c. 0. lie 1 ee _ 3 a i 
Vis 100/+140/ +90/+120| 63ec. | oO |'—28/—« |-e/-e2 | oO : 7 ee 
Vie “a . ee ree oes ee er es ee : +380 r “ns es Z 
—~_iw fF ..-.t. VT £4  —. 910 ac. : — . ae 
Wis |-620/ 800 —S80/—680| —620/—800|—220/—610 | +220/ + +270 +215/+300 | +220/+270| +220 +270 “4210/4280, — | —620/—800 
SS a ee 0 | 63ac. | iar — | «<= 6. ; io Ser es — ’ 
Mes |. OC 0 | Ofies | ¢ | we.) sa 1. om 
Note: Line voltage is 117 v., 60 cycles. Meter used is RCA Voltohmyst. No external signals applied. See schematic diagram for pin numbers. 
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audio output convenient to the panel 
mounted transformer and speaker. 
Synchronizing and deflection tube 
circuits are placed at the end of the 
picture channel, where their high fevel 
signals are least likely to interfere 
with the sensitive input circuits. 

The power supply is logically placed 
at the rear of the chassis, thus allow- 
ing its heat to ventilate away from 
most components. The power trans- 
former is purposely mounted with its 
core at right angles to the cathode- 
ray tube in order*to minimize mag- 
netic hum deflection, which would in 
turn cause an “s” bend in the picture. 
The vent holes are grouped in the 
top of the chassis at locations where 
maximum heat must be dissipated. 
This, plus a perforated base plate and 
four quarter-inch high feet, serves to 
provide sufficient ventilation 

Five semi-permanent adjustment 
controls are clustered on one side of 
the chassis. They can either be slotted 
for screw driver adjustment or used 
with knobs to center and focus the 
picture as well as adjust its size. The 
side controls, like the seven on the 
front, all have shafts cut to one-half 
inch beyond the mounting thread. If 
the set is to be installed in a cabinet 
later, it will be found convenient to 
simply add shaft extensions to each of 
the front controls. 


Selecting Parts 
In obtaining parts for the miniature 
television receiver, care should be ex- 
ercised in duplicating as many of the 
original components used in the de- 
sign models as possible 

Because of the compactness 
of layout, the size of some items 
becomes an important factor. 
This is evidenced in the use of a 
number of 400 volt paper con- 
densers in lieu of the usual 600 
volt size. It is also true of the 
if. transformers, which for the 
sake of maintaining short leads, 
are placed directly next to their 
associated tubes. If a neat wir- 
ing job is expected, all resistors 
and ceramic condensers must be 
of the insulated type and they 
must also be small enough to 
allow room for other nearby 
parts. 

From the standpoint of elec- 
trical specifications, little need 
be said about the importance of 
obtaining i.f. coils and trans- 
formers which can be relied 
upon to tune properly when a 
signal is applied The power 
and a.f. transformers, too, must 
be selected for their conform- 
ance to the original types. 

All the parts should first be 
accumulated and then checked 
against the parts list. They 

‘ should then be laid out on a suit- 
able table area in groups, with 
(Continued on page 133) 

| pn 
Under chassis view of completed television 
receiver. All leads should be as short as 
possible and placement of component parts 
should follow the author's layout closely. 
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By 
PAUL H. WENDEL 
Associate Editor, RADIO NEWS 


Care must be exercised in repairing 
TV sets to prevent serious personal 
injury. Video tubes that may implode 


and high voltages are danger spots. 


ATE in 1946 the first of the post- 
war television receivers were 
made available to the _ public. All video tubes are implosive by nature. The larger they are the more 


First sold in the areas where tele- dangerous they become and therefore should always be handled with care. 


vision broadcast programs were on 


the air, the sales campaigns have’ bigger and more profitable service The frequencies now allocated to 
been expanded ti over new tele- business. Television is now here and television range up to 216 mec.,, 
served areas as additional broadcast- jin the cold light of business reality and the trend toward larger direct 
ing stations are put into operation. servicemen are able to appraise the viewing and projection tubes means 
To date the independent radio _ practical potential of television serv- that radio servicemen will face new 
service dealers have been merely in- icing and what it will take to be able problems of high voltage at high fre- 
terested bystanders in the video re- to handle video receiver servicing quency. In direct-viewing sets volt- 
ceivers service programs. The initial profitably. It will present new prob- ages will range from 2500 to 10,000. 
manufacturers with a tremendous fi- lems unlike anything previously han- Projection type tubes will require 
nancial investment in video research dled in radio repair shops and will voltages as high as 30,000. 
and development to protect, have require the skillful use of test equip- These high voltages create a prob- 
buttressed their television sales pro- ment comparable to the precision § lem of serious hazard to the set owner, 
grams with factory-controlled instal- equipment of a first-class radio lab- the radio serviceman and the equip- 
lation and service. The standard prac- oratory. (Continued on page 151) 


tice now is to charge the customer a 
flat fee for the installation and for 
the receiver. Don't ignore warnings of high voltage or Always discharge high voltage condens- 
take chances as thfs serviceman is doing. ers before touching internal components. 


one year’s service on 

Practically all television receiver 
manufacturers are convinced that 
factory-controlled service will not be 
practical when television programs 
become available in all major areas. 
They feel that as soon as independent 
service dealers acquire the know-how 
and equip their shops with the test 
equipment essential for video receiver 
servicing, this activity should be han- 
dled by these qualified independent 
service organizations 

During the war when blithe imag- 
inations drew fanciful word pictures 
of the flood of spectacularly new 
products that would enliven our lives 
after the dawn of Peace, many radio 
servicemen looked hopefully for the 
coming of television as the source of 
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TELEVISION 
~ INSTALLATION 


Part I. 


w. 


Introducing a series of articles 


By 


Ww. WAYE 


The dealer's bugaboo—TELEVISION 
INST ALLATION—and how to beat it. 


covering 


the basic problems and procedures 


involved in the installation of TV units. 


Fig. 1. The best location for television antenna is determined 
by testing various roof positions with a portable probing 
dipole, connected to the television set. Results are communi- 
cated to technician on roof by means of a telephone network. 


HE major headache that con- 
fronts television merchandising 
is the bugaboo of installation. As 
more and more television receivers 
reach the market, the problem as- 
sumes enormous proportions. 

You, as a dealer or serviceman, can 
understand the problem only by realiz- 
ing the important need for good in- 
stallations. 

You can beat the bugaboo by follow- 
ing a Basic Procedure of Installation 

a simple and practical method, that’s 
applicable to all types of commercial 
television receivers. This is plain talk 
about television installation, It’s down- 
to-earth, and mostly non-technical. You 
don’t have to be an engineer to make 
a good television installation. 

Television, like any other business, 
must be successful to survive. But the 
key to sales success in television is 
more than just a good product, a good 
line of receivers. After every sale, it’s 
a clear and important responsibility of 
the dealer to install the set in the 
buyer’s home or place of business. You 
may be a crackerjack salesman on the 
showroom floor, but unless the tele- 
vision receiver is properly installed, 
your sales effort will be lost. Dissat- 
isfied customers will not only squawk 
to you, but to their friends who may 
be on the verge of buying a set. Tele- 
vision, itself, gets a black eye that it 
doesn’t deserve. : 

Recently in New York, a leading re- 
ceiver manufacturer stated: “In run- 
ning down complaints of faulty set 
operation, we found that 90 per-cent 
were due entirely to imperfect instal- 
lations!” Then he added: “Many of 
the dealers involved frankly admitted 


they couldn’t understand the reason 
for painstaking, time-consuming tele- 
vision installations.” Unfortunately, 
this is typical. 

Television is somewhat related to 
radio. But the difference between 
them is considerable—and important. 
You can’t plunk a television set down 
anywhere and expect it to work effi- 
ciently. You can’t slap up any old 
piece of wire in any position and use 
it for an antenna. You can’t run any 


Fig. 2. Relative merits of various dipole 
locations (Fig. 1) are observed at the 
television receiver in terms of best sig- 
nal strength and picture quality. Tele- 
phone relays results to man on the roof. 


kind of lead-in wire haphazardly from 
antenna to receiver. You can’t do a 
lot of things in television because a 
television set is a sensitive, precision 
instrument. It must be focussed like 
an expensive camera. And many of 
the circuit adjustments are extremely 
delicate. The antenna system deals 
with extremely short radio waves, and 
the receiver relies upon the antenna 
system to provide television station 
signals as strong as possible. 
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To achieve this both the antenna 
and lead-in are actually tuned! 

The receiver is also sensitive to 
noise or electrical interference. Tele- 
vision pictures can be seriously dis- 
torted by nearby operation of neon 
signs, diathermy machines, motors, 
and generators. But such interference 
can be minimized, often eliminated en- 
tirely, by proper installation of the 
antenna and lead-in. 

The lead-in usually consists of 
“twin-lead ribbon”—two parallel wires 
spaced and encased by a flexible '- 
inch plastic ribbon. The length of the 
lead-in isn’t limited or critical, but the 
path of lead-in is very critical, and 
must avoid all pipes and large metal 
objects to minimize noise-interference 
pickup. 

A fixed, horizontal dipole is used for 
television reception. Mounted on a 
wooden pole or framework, the anten- 
na assembly is usually located at the 
highest part of the customer’s house 
or building. However, the exact site 
of the receiving antenna is determined 
experimentally. Later, orientation and 
tuning of the mounted dipole is accom- 
plished in the same manner. 

Two technicians or installers are re- 
quired to do the job. One man is lo- 
cated on the roof (Fig. 1) and one man 
is stationed at the receiver (Fig. 2). 
They communicate with each other by 
means of small, portable telephone 
With a loose lead-in connecting 
the antenna and receiver, various roof 
positions of a movable dipole are 
judged at the receiver in terms of sig- 
nal strength and quality of the ob- 
served television picture. In this man- 
ner, the best antenna site is located, 
and the dipole is oriented and tuned 
with extreme precision. This is the 
critical part of the installation pro- 
cedure. 


sets 


A Few Facts 


A television channel is a wide band 
of extremely high radio frequencies, 
containing both sight (video) and 
sound (audio) signals. Programs from 
a television station are broadcast on 
an assigned channel, according to fed- 
eral allocation. A television receiver 
must be tuned or switched to that 
specific channel in order to see and 
hear the televised programs. At pres- 
ent, the most popular television chan- 
nels are in the group: Channel 1—44 
to 50 mc.; Channel 2—54 to 60 mc.; 
Channel 3—60 to 66 mc.; Channel 4— 
66 to 72 mc.; Channel 5—76 to 82 mc.; 
Channel 6—82 to 88 mc. Seven other 
channels exist at even higher frequen- 
cies, between 172 and 216 megacycles, 
but the above six channels are more 
generally used for commercial broad- 
casting and reception. 

Your line of television receivers can 
switch to most of these six popular 
channels. But within any area, your 
sales territory, all of these channels 
are never allocated by the government. 
Therefore, you are only concerned 
with the one, two, or possibly three as- 
signed channels—the one, two, or pos- 
sibly three television stations that can 
be received in your particular area! 
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Fig. 3. 
is the “twin-lead ribbon.” 
styrene stand-off insulator is used. 


Ideal lead-in for TV antenna 
A poly- 


Because television is a short-range 
proposition, normal television recep- 
tion is limited to 50 or 60 miles, due to 


the nature of the high-frequency 
waves. After leaving a station’s trans- 
mitting antenna, they travel in 


straight lines. When they reach the 
horizon, they’re lost for all practical 
purposes. 

You can receive direct waves from a 
television station only if its transmit- 
ting antenna is visible, or “almost” 
visible, from the exact position of the 
receiving dipole. If the station’s an- 
tenna can’t be seen because of inter- 
vening buildings, or if the station’s an- 
tenna is too far beyond the horizon, 
signals can’t always be received. This 
explains the need for installing the re- 
ceiving dipole as high as possible on 
the customer’s house or building. 

Most commercial types of television 
dipoles are premounted on four- or 
five-foot poles, which is a convenient 
height for most installations without 
guy wires. However, much higher 
framework or wooden towers can be 
used when it is necessary to raise the 
dipole above nearby houses or build- 
ings obstructing the direct wave path 
of signals from a particular television 
station. 

Before attempting any installation, 
you must know: 1. Channel Numbers 
of all television stations actively oper- 
ating and normally heard in your 
area; 2. Operating Schedule of each 
station; 3. Geographical Location of 
the transmitting antenna of each sta- 
tion. 

Assuming that three stations are 
operating at the same time and in the 
area of a television receiver equipped 
with an adequate antenna, the three 
channels will not all be received with 
the same signal strength! This is true 
because the air distance between each 
transmitting antenna and the receiv- 


Fig. 4. Two types of coaxial cables 
occasionally used for TV antenna 
lead-ins in noisy urban locations. 


For Television 
Channel Number 


Use Length (L) 
in inches 
48.5 
40.5 
36 
33 
29 
26.5 
(mean) 37 


ouvLQwre 


All6 


Table 1. Proper length for 150 ohm match- 
ing section between 300 ohm lead-in and 72 
ohm dipole for various television channels. 


ing dipole will be different; the power 
transmitted on each television chan- 
nel will be different; distant factors 
will influence the transmitted signals; 
and local factors will influence recep- 
tion of the three signals. 

Thus, the installation of a television 
antenna is considered adequate if a 
single dipole can pick up two, and 
only two, of three, four, or more oper- 
ating channels in the area. 

The channel best received is called 
the Primary Channel, the second best 
is called the Secondary Channel. Dur- 
ing later installation of the antenna, 
the dipole can be oriented and tuned 
to favor the personal preference of 
the customer, as to his choice of Pri- 
mary and Secondary Channels. 

It’s possible, of course, that three, 
four, or more channels may be re- 
ceived well in unusual circumstances, 
but installing a single antenna for 
“best reception” means that the Pri- 
mary Channel is received extremely 
well or strong, the Secondary Channel 
good or fairly well, and the other chan- 
nels faintly or not at all. 

At the outset, this limitation of a 
single dipole must be accepted by the 
buyer. If he demands excellent recep- 
tion of all stations in the area, a sep- 
arate and independent dipole must be 
used for each station or channel, with 
some suitable switching device. Of 


Fig. 5. Method of constructing and connecting matching section to 300 ohm 


lead-in. 


See Table 1 for proper value of length, L, of twin-lead section. 


DIPOLE ROD-—> 


300 OHM 


A 
DIPOLE ? 
CONNECTORS \ 


Zi 


TO RECEIVER-= 


DIPOLE ROD-= 


Fig. 6. Method of connecting matching 
section to center terminals of TV dipole. 
For tuning antenna Use Length for each 
to Channel Number rod, in inches 

l 53.5 

2 44.5 

3 40 

4 36 

5 31.5 

6 29.5 

All 6 (mean) 41 

Table 2. Length of each rod of dipole 


for tuning antenna to specific channels. 


course the additional work would mean 
a much higher installation charge. The 
effectiveness of any television installa- 
tion is proportional to its cost, with 
almost no limit. 


Preparation 
Prior to an installation, it’s advisa- 
ble to make a preliminary survey of 
the customer’s house or building. De- 
termine the customer's choice for Pri- 
mary Channel and Secondary Channel 
reception. Establish the best interior 


Fig. 7. 
ready for installation. 


location for the television receiver, 
based on the following factors (in or- 
der of importance): 1. Preference of 
customer for location of set; 2. View- 
ing distance recommended by manu- 
facturer for the particular set. (Small 
screens require 3 or 4 feet. Large 
screens require from 6 to 10 feet); 
3. Absence of sunlight. (Excessively 
bright light on picture tube or screen 
will spoil contrast); 4. Remoteness 
from electrical apparatus in the house 
or building, to minimize or eliminate 
electrical interference. 

When these factors have been de- 
termined note the distance from this 


location to the nearest appropriate 
window, skylight, air duct, or other 
means of access to the roof. 

On the roof pick the most likely 


location for the receiving antenna, at 
a high but fairly accessible part of 
the roof, then estimate the approxi- 
mate distance from the probable an- 
tenna location, via window, skylight, 
or air duct, to the established interior 
position of the receiver. 

Armed with this preliminary infor- 
mation, you can then assemble parts 
and equipment for the installation pro- 
cedure. You will need the following: 
1. Sufficient length of lead-in, based 
on estimated distance from the roof 
to receiver plus about 50 feet. (Speci- 
fications; 300-ohm “twin-lead ribbon” 
transmission line similar to type 
K-1046, Federal Telephone and Radio 
Corp.); 2. About 4 feet of special lead- 
in for matching section, to be con- 
nected between regular lead-in and di- 
pole antenna. (Specifications; 150-ohm 
“twin-lead ribbon” transmission line, 
similar to above); 3. Stand-off insula- 
tors, for mounting lead-in, estimate 
quantity from survey. (Specifications; 
Polystyrene with screw mounting); 4. 


Assembled dipole with lead-in and matching section attached 
Television technician shown is Jack McNally. 


Me 


~ 


Fiber head nails for mounting lead-in, 
quantity as needed; 5. Commercial di- 
pole antenna for television reception, 
with metal rods of suitable length, 
metal conductors, wooden supports and 
a four or five foot wooden mounting 
pole. (Specifications; Well-designed 
dipole providing adequate frequency 
discrimination and suitable directional 
properties with all tunable factors eas- 
ily adjustable, similar to “Shur Televi- 
sion Antenna,” Shur-Antenna-Mount, 
Inc.); 6. Heavy metal bracket for up- 
right mounting of antenna pole on or 
against a vertical, slanting, or flat 
building surface. (Specifications; Must 
sustain weight of antenna without guy 
wires, must be sufficiently versatile to 
permit mounting on crest of roof, 
sloping sides or any horizontal or ver- 
tical surface, similar to “Adjustable 
Mount,” Shur-Antenna-Mount, Inc.); 
7. A small compass to locate direction 
of station transmitters on Primary and 
Secondary Channels; 8. A simple, two- 
wire, battery operated telephone sys- 
tem for two-way communications be- 
tween roof and television receiver. 
(Specifications; Any inexpensive sys- 
tem, connecting wires must be covered 
and must be same length as 300-ohm 
lead-in); 9. Soldering iron, extra wire, 
nuts and bolts, tools, etc.; 10. Televi- 
sion receiver to be installed, shop- 
tested, and in good working order. 

Two men—technicians, installers, or 
servicemen are required for each 
complete television installation. Their 
work should progress strictly accord- 
ing to Basic Procedure of Installation 

There are four principal parts to the 
Basic Procedure: A. Locating the re- 
ceiver; B. Preparing the lead-in; C. 
Siting the antenna; D. Orienting and 
tuning the antenna. 

This Basic Procedure of Installation 
applies to all types of television receiv- 
ers, Without regard to make or model. 
It also applies to all types of single 
dipole antennas. 

It’s sufficiently general to cover all 
types of installations; remote houses, 
suburban residences, city dwellings, 
apartment houses, office buildings, and 
skyscrapers. In that order, however, 
the actual .-work becomes _ progres- 
sively more complex. Many of the de- 
tails covering the more difficult types 
of installations will be considered in 
subsequent articles. 
The Reeeiver 
Handle the set carefully at all times, 
during delivery and during installa- 
tion. Rough or improper handling 
often causes faulty operation of a set. 
Assemble the receiver, and place it 
in the desired location in the custom- 
er’s home or office. Usually this posi- 
tion has been decided previously. The 
best location should be free of sun- 
light, allow sufficient viewing distance 
in front of the screen, and be suffi- 
ciently remote from electrical appli- 
ances. But most important, the final 
location must please the customer. 

Place table models on strong, sturdy 
tables. Both table and console models 
require adequate ventilation. Don’t 

(Continued on page 156) 
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NEW RADIO OUTLET 
Succeeds by Being Different 


« 
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By 
HARRY L. SPOONER 


Carefully considered 


are paying off for this dealer through 


innovations 


; 


increased sales and renewed customer acceptance. 


EING different sometimes pays 
off—at Smith & Apple- 
gate, Peoria radio, record, and 
appliance dealers, are finding it so. 
When their record business boomed 
and listening booth space was at a 
premium they installed a novel rec- 
ord bar which their “pop” record 
fans have adopted enthusiastically. 
The record bar is 9 feet long. The 
front is covered with padded leather- 
ette while the top is of tile linoleum. 
Below the top are four turntables 
which run into a 15 watt amplifier. 
Each turntable is equipped with two 
sets of earphones thus making it pos- 
sible for eight persons to listen to 
four records simultaneously. The lis- 
tener can control the volume by 
means of a volume control located on 
top of the bar. The bar has more than 
paid for itself during rush periods in 
the store when the two listening 
booths are busy. Students from 
Peoria High School and Bradley Uni- 
versity are the biggest boosters for 
this innovation. 
Back of the bar, against the wall, is 
a back bar which carries the invita- 
tion “Record Bar—What’s Your Lis- 
tening Pleasure?” Below this unit is 
a display of albums and needles. This 
display has promoted the sale of rec- 
ord accessories to a gratifying level. 
Although this up-to-date, promo- 
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tion-wise store is only a little over a 
year old, it is well-known in the com- 
munity because the owners have dared 
to be different. Their advertising 
have blanketed the area 
through newspapers, direct mail, radio 
programs, and personal solicitation. 
Striking window displays and floor ar- 
rangements have backed this adver- 
tising to the hilt. 

In spite of the fact that the store 
is only 62 x 175 feet, it boasts a full- 
fledged service department, both a 
heavy and traffic appliance depart- 
ment, a complete line of table and con- 
sole radios, in addition to the ever- 
growing record department. 


messages 
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Increase your 
stalling a record bar for your “pop” fans. 


“listening capacity” by in- 


The two large display windows, 
which front on one of the main 
streets of Peoria, are made to pay off 
Windows are changed every week 
and residents of the city have come to 
expect something new, different, and 
attractive in the way of window dis- 
plays. One of the windows is reserved 
for record promotion, the other is 
shared by the appliance and radio de- 
partments. Promotion tie-ins are 
utilized fully and visiting recording 
artists, bands, and soloists often come 
face-to-face with their pictures and 
records in Smith & Applegate’s win- 
dows. These alert dealers know that 

(Continued on page 165) 


This uncluttered store layout permits Smith & Applegate to handle 
volume sales by directing traffic to related merchandising groups. 
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MM BATTERY CABLE 


VIBRATOR 
TESTER 


By 
JOHN BOWLES 


This ecasy-to-build tester checks both output 
and starting voltages of vibrators and provides 
“Good-?-Bad” analysis like conventional tube testers. 


HERE has long been a need for 

a practical vibrator tester that 

tells the condition of a vibrator 
just as a tube tester indicates the 
performance of a tube. You can never 
feel quite sure that vibrator points 
are not worn to such a degree as to 
cause unsatisfactory service. While 
testing the tubes in an auto set it is 
good practice to check the vi- 
brator. Up to the present time there 
has been very little information as to 
how a vibrator could be quickly and 
accurately tested. As more autos 


also 


Fig. 1. 


Schematic diagram of vibrator tester. 


come on the market there will be an 
ever greater number of auto radios to 
repair. Therefore, it is more im- 
portant than ever to have a good 
vibrator tester. 

This article describes a_ practical 
unit which may be built easily at lit- 
tle expense, mostly from spare parts. 

The circuit for this instrument was 
designed by P. R. Mallory & Co., Inc. 
This tester is not elaborate and does 
not require special tools or equipment 
to build. Likewise, it is very simple 
in principle and is easy to use. 


Meter movements other than the 0-1 


ma. specified may be used provided resistors R, and R, are changed accordingly. 


Courtesy of P. R. M 


64, 624 OR 6X5 


R,—1 ohm, 100 w. pot. 
R.—10,000 ohm, 1, w. res. + 1% 
R.—500,.000 ohm, Vy w. res. 
R,— 5000 ohm, 50 w. wirewound res. 
C,—.01 ufd., 1600 ». cond. 

C.—8 ufd., 450 v. elec. cond. 
S,—S.p.s.t., 20 amp. push-to-close sw. 
S.-—S.p.s.t. rotary sw. 


S.—S.p.d.t. sw. (Mallory 22003) 

S,—3-pole, 2-pos. sw. (Mallory =3243J) 

S,—D.p.d.t. sw. (Mallory #3222J) 

Meter—0O-1 ma. d.c. meter 

‘1; Vibrator trans. 6 v. pri.; 260 ». d.c. 
@ 60 ma. to filter input 

Tube—84,6Z4, or 6X5 


Front panel view of 
home-built vibrator 
tester. All parts are 
readily available. 


The meter on the tester may be 
marked “GOOD,” “DOUBTFUL,” and 
“BAD.” It is just as simple to use as 
a tube tester marked in the same 
manner. 

With the best quality parts, the 
tester does not cost more than twenty- 
five dollars to build. It may be made 
from spare parts found in your “junk 
box” with correspondingly lower 
cost. It takes very little time to as- 
semble the parts, and the wiring is 
not at all complicated. The time spent 
in building it, in the long run, saves 
much valuable time in servicing. The 
indications given by this tester are 
far more valuable than the character- 
istics of a vibrator found by checking 
with an oscillograph. 

This vibrator tester determines the 
condition of a vibrator by checking its 
starting voltage. This indicates .the 
quality of the vibrator on the basis of 
its starting characteristics just as a 
tube tester evaluates a tube from its 
cathode emission, 

If the starting characteristics of a 
vibrator are good, a second check is 
provided which compares with the 
short test given a tube. This test is 
made by measuring the output volt- 
age under load. A fairly constant, 
normal voltage indicates a good vi- 
brator. If the output voltage is less 
than nine-tenths the normal voltage 
of a new vibrator of the same. type or 
if it varies over a fairly wide range 
the vibrator should be discarded. 

Vibrators passing both tests as in- 
dicated by this instrument may be 
used with confidence. Vibrators which 
are nearing the end of their lives are 
weeded out, thereby eliminating re- 
peated trouble calls. 

(Continued on 146) 
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V.F.O0. 
EXCITER 


By 
CARL HAYS, W6RTP 


No plug-in coils required —a novel 
bandswitching arrangement provides 


B30, 40. 20. or 10 meter coverage. 


F ALL those pieces of ham gear 
which the average amateur 
dreams about, perhaps none ap- 

pears oftener in his “dream rig” than 
a completely self-contained exciter 
unit. The “dream” also includes a 
good, trouble-free variable frequency 
oscillator, frequency multipliers of 
reasonably husky output, link-coup- 
ling, of course, and over-sized power 
supplies—all of convenient size for 
table mounting. 

Like everybody else, the author did 
little but dream about this exciter unit 
until finally this piece of equipment 
evolved from those dreams and became 
a reality. 

In designing this equipment 
were several important 
which had to be met. 1. An extremely 
stable v.f.o. with no r.f. feedback 
“bugs. The note of the oscillator to 
be as good as crystal—the drift, due to 
design and tube choice, to be nil. 2 
The unit must be capable of being 
switched to any one of four bands with 
no power on the multipliers when not 
in use. 3. Power output, even on ten, 
must be sufficient to double the grid 
mils reading heretofore obtained from 
a commercial e.c.o. and built-in doub- 
lers in the rig, to the 829-B final. 4. It 
must have quickly adjustable link- 
coupling on all bands. 5, The entire 
unit including power supplies must be 
self-contained in a single receiver- 
sized cabinet and should be arranged 
for integral. push-to-talk operation. In 
addition to the above attributes the 
unit as it finally evolved makes a fine 
c.w. exciter by using fixed bias and in- 
serting a closed circuit keying jack in 
the cathode of the 80 meter doubler. 
Other attractive features which were 


there 
requirements 
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A BANDSWITCHING 


Top view of home- 
built exciter and 
variable frequency 
oscillator unit. 
Variable con- 
denser shown was 
later cut down to 
two rotor plates 
per section. 


incorporated in the final unit include 
grounded cathodes in all power stages 
and the use of two high-gain isolating 
“Class A” buffers. One useful item 
that contributes much to stability is 
the fact that the plate voltage is left 
on the oscillator and first “Class A” 
buffer during the time the unit is ac- 
tually in operation. Very low oscil- 
lator voltage, plus real tsolation and 
shielding, reduces the signal under 
standby conditions to such a low value 
that it cannot be heard once the unit 
is in the cabinet. With voltage on the 
two left on during receiving 
periods, the usual bugaboo of “warm 
up” is eliminated. 

As can be from the diagram, 
the oscillator is somewhat unusual for 
this type of application as it is a fun- 
damental, simple, and sure-fire tickler 
feedback Hartley. This circuit accom- 
plishes several things advantageously, 
the most important being its absolute 
freedom from “hot cathode” ill effects, 
a feature not found in the electron 
coupled oscillator unless special pre- 
cautions are taken since the cathode 
is grounded directly. Feedback ad- 
justment is very simple, since all that 
is necessary is to subtract turns from 
a coil instead of fiddling with the crit- 


stages 


seen 


ical cathode tap. This unit requires 
only fifty volts on the plate to perk 
nicely. 

Several triodes were tried in this 


particular circuit but the HY615 was 
chosen for several reasons; among 
them was its very small interelectrode 


capacity which, if capacity change 
with heat occurs, results in a very 
small change in net capacity across 


the tuned circuit. In this case, for in- 
stance, there is a total of nearly 700 
xufd. in the tuning and fixed condenser 
combination to hit 160 meters. Thus 
it can be readily seen that if a ca- 
pacity increase, with heat, of the 
HY615 elements does occur it must, of 
necessity, be a small percentage of the 
capacity used. In checking the Hand- 
book, the interelement capacities of 
the HY615 will show that only a small 
change can occur in a tube having such 
small initial capacities. 

The fact that the HY615 is expressly 
designed for oscillator use, that it will 
oscillate readily with very low voltage 
(and low heat), that its grid and plate 
caps are so located as to permit ideal 
physical layout, that it is a veritable 
powerhouse for its and that its 
filament draws low current, 
serves to further emphasize the fitness 
of this tube in this application. 

The next component which required 
special consideration was the oscillator 
coil. As has been pointed out many 
times before, bakelite is not a suitable 
material for an oscillator coil. The 
reason is simple as materials of this 
type have an unfavorable coefficient of 
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expansion. Porcelain, isolan- 
tite and steatite forms, pref- 
erably one of the last two 
named, have, by comparison, 
almost perfect reaction to 
heat. In addition they allow 
a much higher “Q” to be ob- 
tained, are much more rigid, 
and are impervious to mois- 
ture. The use of a coil wound 
on such a form (grooved if 
possible) is almost mandatory 
for a really satisfactory oscil- 
lator. 

The type of wire used is also 
highly important. It should be 
#18 enamel covered, of the 
solid variety, spacing to be the 
diameter of the wire. Before 
the wire is put on the form it 
should be stretched as much 
as possible then the wire and 
form should be heated in the 
oven. Using gloves, the coil 
should be wound as tightly 
and rapidly as_ possible. 
When it is necessary to solder 
any connections to this eoil 
use just enough heat to make 
a good joint without allowing 
the wire to lose any tension. 
This method, although used 
for years, is still good for 
trouble-free inductance. 

Padding capacity may be 
obtained by using zero coeffi- 
cient type ceramic condens- 
ers mounted rigidly close to 


as 


the coil and tube. A small 
(50 uwufd.) rigid midget plate 
condenser is used as a trim- 
mer and is movinted in the 
same manner as the ceramic 
condensers. It is of utmost 
importance that the tuning 


condenser be of first quality. 
It should have ceramic end 
plates, be of the double bear- 
ing type and have rigid, well 
spaced plates and be of the 
straight-line-capacity type. It 


should be mounted immov- 
ably on heavy L-shaped 
brackets front and rear. Be 


sure its rotor turns evenly but 
has a definite wiping contact 
to the ground lug. As an 
added precaution use one of 
the heavy, well-made, trans- 
mitting type flexible, ceramic- 
ring insulated shaft couplers 
to the dial drive unit. 

This dial business is mighty 
important, for, to build a 
good oscillator and then try 
and tune it with a makeshift 
mechanism is the height of 
folly. One unit which is es- 
pecially suited to the job is 
the Nattonal HRO-type. It is 
well built and has no back- 
lash and, in addition, allows 
rigid, unyielding mounting to 
the heavy aluminum chassis 
aie 
Complete schematic diagram of 
v.f.0.—exciter unit. All output vollt- 
ages are obtained by means of link- 
coupling. The oscillator is a con- 

ventional Hartley circuit. 
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plate on which all oscillator compo- 
nents must be mounted. In addition 
the unit requires no fastening to the 
panel, an important point from the 
standpoint of mechanical stability, 
even when a solid %” heavily braced 
steel panel is used. On this particular 
unit the 80 meter band covers some 
350 dial divisions which are approx- 
imately 4%” apart, on a circumference 
of about fifteen inches. This is equiva- 
lent to about nine or ten feet. It can 
readily be seen that no vernier scales 
or tricky wrist twisting are necessary 
to tune this exciter. In line with the 
coverage given for 80 meters, the unit 
covers some 100 divisions on 40 meters, 
40 divisions on 20 meters, and 100 di- 
visions on 10 meters. 

In order to eliminate vibration in 
the unit, mount the oscillator and the 
first buffer stage on a sub-chassis of 
44” aluminum, spaced 1” above the 
main chassis by means of three rubber 
shock mounts yet leaving it free to 
float independent of any strain or 
shock reaching the chassis or panel. 
A hole, large enough to clear the shaft 
of the drive mechanism and located on 
the front panel, leaves the sub-chassis 
absolutely clear of any rigid connec- 


tion—a requisite for stability from 
shock. 

Circuit isolation from r.f. feedback, 
both internal and external, is shown 


in the photographs and diagram. Sim- 
ple as it seems, it is highly important 
that such precautions be taken if trou- 
ble-free results are to be expected. 

Shielding may be best accomplished 
by means of an aluminum or steel box 
which completely and rigidly encloses 
the oscillator section and is bolted to 
the sub-chassis. If desired, heat iso- 
lation can be improved by lining the 
inside of the box with a material such 
as %” masonite. This procedure, how- 
ever, is merely an added refinement 
and is not necessary to the operation 
of the unit 

Voltage stabilization is provided by a 
dropping resistor following the VR150 
tube and puts an even 50 volts on the 
HY615. The filament of the oscillator 
tube is left on continuously as it draws 


little current and this procedure re- 
duces the warm-up period. 

The two isolating, high-gain 1852 
(6AC7) stages following are self-ex- 
planatory and the only precaution 
which must be taken is that the first 
stage following the oscillator should 


be mounted on the sub-chassis, and its 
grid connections should be made rigid 
to minimize load changes reaching the 
frequency determining circuit. 

The four 6L6 stages which follow, 
each with its own tank permanently 
tuned to the output band desired, are 
conventional except for the use of. grid 
leak bias only and the parallel feed 
plate circuits. These were used be- 
cause it made the direct grounding of 
the rotor of the four-gang condenser 
simpler. This condenser is an inex- 
pensive one of the broadcast variety, 
cut down to two rotor plates per sec- 
tion and tapped across enough of each 
coil to allow tracking. 
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Single tuning control simplifies front panel layout. The controls from left 
to right are; oscillator filament switch, S,:; oscillator plate and filament 
voltage switch, S.; doubler plate voltage switch, S.; and bandswitch. S.. 


The switching circuit is a simple 
one. It allows only the stages in use 
to consume power. The switch is of 
the two section, ceramic wafer type 
and consists of a non-shorting section, 
single-pole, 4-position for the output 
links, ganged as a unit to a shorting 
type single-pole, 4-position section. 
This type of switching allows any one 
of the four bands to obtain excitation 
by simply placing it in the proper po- 
sition—-no other adjustment is neces- 
Sary. 

The relay obtains 110 volt a.c. from 
the push-to-talk mike circuit switch in 
the transmitter proper and enables the 
operator to throw the exciter-trans- 
mitter on the air with one operation. 
A single-pole, single-throw toggle 
switch, paralleled with the contacts of 
the relay, enables the unit to be placed 
in operation by itself for adjustment 
or frequency spotting in the receiver. 

Two power supplies are shown on 
the schematic. The one for the oscil- 


L,—22 turns, #18 en., spaced wire diam., 
preferably on grooved ceramic 1444” diam. 
form. 

L.—16 turns, 220 en. closewound 4,4” be 


low grid coil (L,). (See text for method 
of winding and mounting) 


L,.*—38 t., 220 en., 2” long, tap 6 t. 

L,*—20 ¢., 220 en., 14,” long, tap 5 t. 
L,*—12 t., #20 en., 144” long, tap 3 t. 
Lyo*—6 t., #20 en., 14” long, tap 112 t. 


* Wound on 12” receiver type forms. 
S-prong with padder mount. Taps shown 
are only approximate. Adjustment is neces- 
sary so that proper tracking is obtained for 
your particular unit. Link winding for L, 


to be 6 turns; Ly to be 4 turns; L; to be 3 
turns; L. to be 3 turns. All link windings 
to be Va” from cold end of coils, Ali link 


leads to be shielded to Sw. 


Construction details for coil assemblies. 


lator and first “Class A” 1852 (6AC7) 
is one that was on hand—a husky 25( 
mil job using two sections, choke in- 
put, and 25 u«fd. filters. (A transforme1 
of 100 ma. rating would, however 
handle the load). This means depend- 
ability plus, as well as excellent filter- 


(Continued on page 183) 


Under-chassis view of completed unit showing proper placement of parts. 
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TELEVISION 


COUNTERS 


By 


EDWARD M. NOLL 


Theory of operation of several counter circuits 
used to produce horizontal and vertical sweep 
frequencies at the television transmitter. 


vision transmitter it is necessary 

to count down from the double 
line frequency of 31,500 to the field 
of 60 c.p.s. A block diagram of 
such a syne generator timing unit is 
shown in Fig. 2. 

The basic timing circuit of the entire 
television system is a sine wave oscil- 
lator generally on 15,750 c.p.s. and, at 
times, on 31,500 c.p.s. In the gen- 
Fig. 2, the 15,750 cycle sine 
wave is doubled in frequency thus pro- 
ducing a 31,500 cycle sine wave. A 
15,750 cycle output is taken from the 
timing unit at this point to synchronize 
all the horizontal circuits of the tele- 


iH N THE sync generator of a tele- 


rate 


erator of 


tion rate of the television system is 
15,750 lines per second. The 31,500 
cycle output excites a series of counter 
circuits which count down the double 
line frequency to the field frequency 
of 60 c.p.s. Therefore, the field timing 
is also a function of the basic 15,750 
cycle oscillator. Two 60 cycle outputs 
are taken from the timing unit. One 
60 cycle output synchronizes all the 
vertical deflection circuits of the tele- 
vision system while the second 60 cycle 
output is compared with the 60 cycles 
from the power line. If there is any 
phase displacement between the 60 
cycle power line frequency and the 
final 60 cycle count down frequency, 


vision system because the line repeti- such as might occur when the basic 
timing oscillator departs from the 
correct frequency special discrim- 
0054). nee requ y, a special iscrim 
— 7 s A = inator circuit operates and restores 
INPUT loo Ke F100 x the 15,750 cycle sine wave oscillator to 
= = 17.008 its proper frequency. Consequently, 
005), — the 15,750 cycle sine wave oscillator 
“VI e6n7 is the timing unit for the entire tele- 
a vision system and is held precisely on 
7) = - Pp) fre nae . " s as . 
bene equency by proper comparison with 
v) the 60 cycles of the power mains. 
° ry . 
i. 4 The present commercial standard of 
= ‘ as television transmission is called the 
$2800] [> odd-line interlaced system. _ This 
350K ; . means that an odd number of lines are 
= I ouTPuT transmitted (525 lines per frame) and 
> an even number of fields are trans- 
mitted. At the same time, the odd 
Fig. 1. Simple multivibrator counter. numbered lines are scanned in a first 
Fig. 2. Simplified block diagram of timing unit for television synchronizing generator. 
ines, 15,750 ~v ee 15,750~ 
, i 1,500 ~ To 60% 60% . 
CYC LIFIER [""] wave DOUBLER COUNTERS [| AMPLIFIER | 
HORIZONTAL OSCILLATOR 7-5-§~3 TO 
SHAPING VERTICAL 
UNIT SHAPING 
UNIT 
3,500 ~ 
AMPLIFIER [—t 
MONITORS 
REACTANCE PHASE 
TusE DISCRIM, 


field and the even numbered lines are 
scanned in a second field completing 
one frame or one complete picture. 
Because of this odd-line, even-field ar- 
rangement it is first necessary to 
double the frequency of the line or 
horizontal oscillator before it is pos- 
sible to count down to the 60 cycle 
field rate. Actually, the only means 
by which it is mathematically possible 
to control the field rate with the line 
rate oscillator is to first double the 
frequency of the line oscillator and 
then use a series of odd counters to 
count down to the field rate. In most 
television sync generators a series of 
four counters is used with ratios of 7, 
5,5, and 3. The product of these four 
terms is 525 or the number of lines 
per frame. 


Principles of Operation 


A number of these counters were 
constructed as a series of laboratory 
experiments in the television classes 
at Temple University. The first counter 
constructed was of the basic multi- 
vibrator type discussed by Fink in his 
book “Principles of Television En- 
gineering.” Upon observation of the 
RC time constants of both grid cir- 
cuits, the multivibrator at first ap- 
pears to be symmetrical. However, 
whenever the potentiometer in the 
grid section of the first section is not 
on maximum, the multivibrator be- 
comes nonsymmetrical as it must be t 
operate as an odd-numbered counter 
When the potentiometer is on max- 
imum the multivibrator operates sym- 
metrically. When the multivibrator is 
operated symmetrically the grid dis- 
charge and waveforms are identical 
See Fig. 4. The output of the multivi- 
brator is a pulsed waveform which 
appears across the cathode resistor of 
the second section. 

Synchronizing signals from the pre- 
ceding counter or oscillator are fed 
to both plates of the multivibrator and 
appear across the common plate re- 
sistor shown in Fig. 1. Consequently 
both grids of the multivibrator are 
synchronized by synchronizing pulses 
or signals. Thus, if a series of nega- 
tive sync pulses is applied to the multi- 
vibrator (as showed in Fig. 4) grid No. 
1 is synchronized on the No. 5 pulse 
and grid No. 2 is synchronized on the 
No. 9 pulse. This, however, does not 
mean that the multivibrator is operat- 
ing as a four-to-one counter because 
output is taken off of only one cathode 
circuit. Note that the only time any 
output is obtained is when the No. 1 
pulse or the No. 9 pulse is synchroniz- 
ing the second section of the multi- 
vibrator or driving the second section 
into conduction. Thus, the multivi- 
brator is, in reality, an eight-to-one 
counter which is synchronized on’ every 
fourth pulse to improve stability. In- 
asmuch as the multivibrator must 
operate as an odd numbered counter 
it is necessary to reduce the time con- 
stant of the first section grid circuit 
To do this, the resistance from the grid 
to ground of the first section is reduced 
with the potentiometer. The effects 
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of the reduction in the grid time con- 
stant can be seen in the lower section 
of Fig. 4. Note that the first section 
synchronizes on the No. 4 pulse while 
the second section synchronizes on the 
No. 8 pulse. Again both grids are syn- 
chronized but the result is now a sev- 
en-to-one counter because the only 
time output is taken from the multi- 
vibrator is at the instant the first and 
eighth pulses drive the second section 
into conduction. 

It is also possible to use sine waves 
as the driving signal for this counter. 
In the actual experiment a beat fre- 
quency audio oscillator was used as 
the source of driving signal. The mul- 
tivibrator and frequency of the audio 
oscillator were adjusted until the first 
section grid synchronizes on the third 
sine wave while the second section 
grid synchronized on the seventh sine 
wave to produce the waveforms indi- 
cated in Fig. 5. This type of counter 
occasionally jumps synchronism or 
counts when there are fluctuations in 
line voltage or changes in tube char- 
acteristics. 

A more stable and more elaborate 
counter is shown in Fig. 3. This is a 
step counter and uses two diodes and 
two condensers to build up a step volt- 
age on one of the condensers, which 
then triggers the multivibrator. The 
stepping counter consists of two charg- 
ing diodes which step charge condenser 
C., a trigger tube which is driven into 
conduction when the amplitude of the 
step voltage reaches a certain level, 
and a screen grid multivibrator circuit 
which is triggered whenever the trig- 
gering tube is driven to conduction. 
When an incoming square or sine wave 
is applied to the charging diodes 
through condenser C,, the positive go- 
ing portion of the signal drives tube 
V. to conduction. When diode V;: is 
conducting it causes a charge to ap- 
pear across condenser C:. The ampli- 
tude of this charge is a function of the 
capacity ratio of C. to C;. This ratio 
is usually twenty-to-one and conse- 
quently one-twentieth of the total volt- 
age appears across C:;. On the negative 
sweep of the signal the second diode, 
V,, conducts and the charge is com- 
pletely removed from condenser C:. 
This action of the diode V, is similar 
to a d.c. restorer or clamp which re- 
turns the condenser to a no-charge 
level between pulses. During the neg- 
ative part of the cycle however, diode 
V. does not conduct and the charge re- 
mains on condenser C, because it has 
no discharge path. 

On the next positive alternation 
diode V, cuts off and diode V, conducts 
adding another charge or step to con- 
denser C:. Again, on the negative al- 
ternation diode V, conducts and dis- 
charges C, while the charge remains 
on condenser C;. Thus, each new posi- 
tive alternation adds a charge to con- 
denser C; building up the voltage in a 
series of steps (Fig. 7) until a voltage 
level is reached which has sufficient 
amplitude to overcome the trigger 


tube cathode bias causing it to con- 
duct. 


It should be noted that each step 
1947 
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Fig. 3. Schematic diagram of multivibrator type step counter. 


charge is of slightly less amplitude 
than the previous one because the 
charge condenser attempts to charge 
up to peak value of the applied pulse 
exponentially. Or, to consider this 
same condition in another way, the 
differential between peak pulse am- 
plitude and condenser C; charge level 
becomes progressively less as_ the 
charge builds up on C;. Thus the volt- 
age split between C, and C; is still the 
same but there is less voltage to be di- 
vided. This means that there is a 
practical limit to the steps or count 
that can be obtained because there is 
greater opportunity for instability and 
incorrect firing as the step levels ap- 
proach each other in amplitude. A 
seven-to-one count is about the max- 
imum which can be achieved when this 
type of counter is used for television. 

When this step voltage reaches a 
sufficient level to cause the trigger 
tube to conduct, the drop in trigger 
tube plate voltage drops the screen 
grid (acts as the plate of the triode 
multivibrator) voltage of the first sec- 
tion and control grid voltage of the 
second section. This, in turn, raises 
the plate voltage of the second section 
and applies an amplified burst of volt- 
age to the first section control grid 
which drives the first section into con- 
duction each time the trigger tube con- 
ducts. Inasmuch as the tube only con- 
ducts when the voltage reaches the 
proper level, the circuit operates as a 
counter. 

The time constant of the first sec- 
tion of the multivibrator is short in 
comparison to that of the second sec- 
tion, thus the second section conducts 
for a greater portion of the multivi- 
brator cycle, the first section conduct- 

(Continued on page 166) 


Fig. 6 (A). 


{ - +} 7 
Pon Sts ALAA ALAA. i, 


Fig. 4. Multivibrator waveforms. 


Fig. 5. Sine wave, from an audio oscillator, 
being used as the driving signal for counter. 


Blocking tube counter, (B) blocking tube counter with equal voltage steps. 
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Fig. 1. 


Noted scientist describes new optical 
system for large screen television. 


N IMPORTANT requirement of 
many of the larger types of 

- modern television receivers is 
the projection of magnified picture 
images on a suitable, large observa- 


tion screen. 
This method of picture display is 
known as large-screen or projection 


It is an important and im- 
mediate step forward in _ television 
progress, since it is a simple and rel- 
atively inexpensive optical arrange- 
ment that provides enlargement and 
extension of picture images—for view- 
ing at greater distances from the re- 


television 


ceiver without eyestrain, and for view- 
ing by a greater number of people, 
than would otherwise ‘be possible 
with a direct-viewing television set. 


Currently, there is a pronounced 
trend among many set buyers toward 
large-screen projection of television 
picture images. 

Enlargement and projection of tel- 
evision pictures requires the use of a 
simple but highly effective optical 


34 m 


This RCA model uses a reflective 
optical system with a 5TP4 kinescope to 
produce a final picture size of 15x20 inches. 


e Optical 
System for 
PROJECTION | 
TELEVISION _/ 


By 


Dr. V. K. Zworykin 


Vice-President and Technical Consultant, 


RCA Laboratories 


Few men have been more closely as- 
sociated with the science of electron 
optics and the development of tele- 
vision than Dr. Viadimir K. Zworykin. 


Inventor of the iconoscope, kinescope, 
ond countless other electronic de- 
vices, Dr. Zworykin is an outstanding 
authority on television optics, cam- 
eras, and tubes. 


He is responsible for the development 
of the Radio Corporation of Amer- 
ica's all-electronic television system. 


system, a special kinescope or picture 
tube, and minor considerations of 
cabinet design and optical adjustment, 
In operation, the final image is first 
formed on the screen of the picture 


tube ind is then magnified optically 
and projected onto a large, upright 


viewing screen 

It was inevitable that research and 
development in the field of television 
reception eventually should encom- 
pass the science of optics—since tele- 
vision, itself, is a visual instrument 
with electron-optic components. How- 
ever, only a few optical arrangements 
or systems can be used, because of the 
stringent requirements imposed by 
the nature of television projection. 

The simplest, most effective, and 
efficient means of image projection is 
a system which employs optical re- 
flection by means of a spherical mir- 
ror. 

This reflective optical system can 
be adapted for use in home television 
receivers having any size of large 


viewing screen. Also, it forms the 
basis for extremely large-screen pro- 
jection used in theater television 
Basically, the same optical system 
may be used for projecting chromatic 
television pictures. 

Use of the System 

A typical home receiver equipped 
with large-screen television (Fig. 1) 
is the RCA projection-type television- 
radio console. The complement of 48 
tubes in the complete set, which also 
provides AM, FM, and short-wave re- 
ception, includes a new type of pic- 
ture tube—the type 5TP4—known as 
a projection kinescope. 

The size of the final picture image 
on the large screen is roughly 15 
inches by 20 inches, or about six times 
the size of the image on the face of 
the 5-inch picture tube. Focusing, 
magnification, and projection are ac- 
complished by the reflective optical 
system consisting of a spherical re- 
flecting mirror, an aspherical correct- 
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ing lens, and a plane mirror set at an 
angle of 45 degrees to direct the final 
image onto the viewing screen. This 
arrangement is shown in Fig. 4. 

The enlarged, final image on the 
observation screen must be suffi- 
ciently bright for satisfactory viewing 
in a well-lighted room. Since all light 
elements are reflected onto the screen 
from the kinescope, the brightness of 
the final picture image is a function 
of the image brilliance on the face of 
the kinescope. Exceptional brilliancy 
is easily obtained, because the tube is 
especially designed for projection 
operation. The inside face of the tube 
screen is coated with an improved 
phosphor compound, and over this 
layer is placed a thin electron-trans- 
parent but light-reflecting metallic 
film which permits a high accelerating 
voltage for the electron beam. To 
achieve this, the second anode of the 
projection kinescope is operated with 
a potential of 27,000 volts, causing 
the extremely intense beam of elec- 
trons to strike the screen with great 
force—providing an image brilliance 
of great magnitude. All images ap- 
pearing on the face of the kinescope 
are projected by the optical reflecting 
system to the back of the translucent, 
plastic, viewing screen. 

The light-gathering ability of this 
optical system makes it possible to 
transfer to the viewing screen a high 
percentage of the image light pro- 
duced on the face of the kinescope, 
whereas the efficiency of a conven- 
tional projection lens system in such 
an application is extremely low. A 
more complete understanding of the 
optical function of the basic reflecting 
system requires consideration of a few 
laws of the science of optics. 


About Opties 
Light is a form of radiation. Light 
waves or rays are similar to radio 
waves, except that the frequencies of 


light are very much higher and con-. 


fined to a narrow band of frequencies. 
The eye can detect or see light waves 


within this narrow band, but is un- 
affected by higher or lower fre- 
quencies. 

Also similar to short radio waves, 


light rays are propagated in straight 
lines—and their paths depend only on 
their point of origin and initial direc- 
110n, 

A ray of light incident on a mirror 
is reflected at the same angle with the 
surface as the incident ray. A ray of 
light passing through a transparent 
medium (such as glass or clear plas- 
tic) is refracted or deflected obliquely 
from its path according to the nature 
(the refractive index) of the medium. 
\ light ray is said to be reflected 
when it is sent back into the medium 
air, glass, etc.) from which it came. 
However, no surface obtainable re- 
flects all of the light rays falling upon 
it. Highly polished silver has a re- 


flectivity of about 91 per-cent, alu- 
minum about 88 per-cent, and gold 


about 70 per-cent; these are a few of 
the best reflecting surfaces. 
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One important shape of reflecting 
surface is a concave spherical mirror, 
shown in cross section (Fig. 2), and 
having a highly reflective metallic 
coating on the inner surface. The seg- 
ment AOB is the arc of a circle, of 
which the center C is known as the 
center of curvature. The chord AB 
is the aperture of the mirror. The dis- 
tance DO is the focal length of the 
spherical mirror, and is equal to half 
the radius of the curvature of the 
sphere. The point D is known as the 
principal focus. 

If a point source of light is located 
at the principal focus of a spherical 
mirror having a relatively small aper- 
ture (Fig. 2), all light rays incident 
on the mirror surface will be reflected 
in directions parallel to the principal 
axis of the mirror. Any object lo- 
cated on the principal axis between 
the center of curvature C and the 
principal focus D will be reflected by 
the mirror as an enlarged, inverted 
image. 

Use of a spherical mirror with a 
large aperture produces poor focus- 
ing and resulting distortion. If a 
small, limiting aperture is located at 
the center of curvature C, the focus- 
ing action of the system is very good, 
except that a flat object is reflected 
as a curved image. To obtain a flat 
image (or image which can be viewed 
on a flat screen, without distortion), 
it is necessary to use a curved object, 
such as the face of a cathode ray tube. 
The radius of the object is about equal 
to one-half the radius CO of the re- 
fiecting mirror, so that portions of the 
two spheres facing each other will be 
approximately concentric. This ar- 
rangement is shown in cross section 
in Fig. 5. 


a3) 


Fig. 2. Reflection of light from a point 
source by a simple spherical mirror. 


Light rays originating from any 
point on the surface of the object 
(the face of the picture tube) are re- 
flected by the spherical mirror, and 
then converge at various focus points, 
all of which lie in a plane at right 
angles to the principal axis of the 
system. This plane surface represents 
the observation or viewing screen. 
When a picture image appears on 
the fluorescent screen or face of the 
picture tube, it is réflected and fo- 
cused by the spherical mirror (Fig. 
5) so that the image appears greatly 
enlarged and inverted on the large 
plane surface of the viewing screen. 

Trace this optical action in terms of 
individual light rays, referring to Fig. 
5. Light rays 1 and 4 represent the 
approximate limits of both kinescope 
and final-screen image, in the plane 
of the drawing. Ray 2 contributes a 
small amount of light to another part 
of the reflected image. Ray 3 orig- 
inates at the center of the kinescope 
fluorescent screen and by optical re- 
flection reaches the center of the 
plastic observation screen. Countless 


Fig. 3. Projector for theater television with control console in the background. 
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Fig. 4. Large screen television for the 
home provides bright, high definition 
pictures on a screen 20x15 inches by 
means of a reflective optical system. 


other rays follow other paths, reach- 
ing the viewing screen at points pro- 
portionally located with respect to 
points of origin (the kinescope face). 
The total or combined effect of all 
light rays emanating from the picture 


tube produces a complete, enlarged, 
and inverted image of the original 
object. 


Considerable improvement in the 
efficiency of an optical system can be 
accomplished by enlarging the size of 
the limiting aperture. An enlarge- 
ment of the aperture, however, pro- 
duces a distorted and poorly defined 
picture image. This is caused by the 


Fig. 5. 
ror and a correcting lens. 


spherical aberration of the reflecting 
mirror, known as a characteristic er- 
ror of the optical component. 


Aberration 


The effect of spherical aberration 
is uniform over the entire projected 
field of the image; it is present at the 
edges as well as the center of the pic- 
ture image on the viewing screen. 

This error is inherent in the mirror 
itself. Since the nature of the error 
is known, it may be counteracted or 
eliminated entirely by introducing 
into the optical system another opti- 
cal component—such as a lens—hav- 
ing the opposite error. In this way, 
one lens or mirror complements the 
other. Light rays pass through both 
optical components, and the final im- 
age is effectively free of distortion. 

An aspherical correcting lens is in- 
troduced to the optical system, for 
this reason. It compensates for nat- 


ural errors of the spherical mirror, 
thus insuring clear and well-defined 
picture images on the final viewing 
screen. 


Typical use of the correcting lens is 
shown in Fig. 5. Size of the lens is 
large in order to increase the effici- 
ency of the system and to provide good 
picture definition. The lens is very 
weak, and located at the center of 
curvature of the mirror so that the 
symmetry of the optical system is 
least disturbed. 

Shape of the lens is important, since 
it controls the amount and type of 
correction. The shape is such that all 
light rays emanating from any point 
on the inner face of the kinescope 
will, after reflection, be optically 
forced to converge at a single point 
on the viewing screen. This action is 
illustrated in Fig. 5 by light rays 5, 
6, and 7, all of which originate at the 
same point on the face of the picture 
tube, take different paths during re- 
flection, but converge at a point on the 
viewing screen due to the correcting 
action of the aspherical lens. 


Optical reflection of light from a television picture tube by a spherical mir- 
The image appears greatly enlarged on viewing screen. 
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Preparing and polishing a glass 
correcting lens of such unusual shape 
would be difficult, costly, and time 
consuming. This difficult problem of 
construction has been overcome, 
however, by processing the lens from 
heated plastic formed in _ precision 
molds while under high pressure. 
Optical properties of plastic are su- 
perior to glass and, in addition, there 
is considerably less scattering and 
even higher transmission of light rays. 

Production-line manufacture of 
these lenses is so precise that no pol- 
ishing, surfacing, or finishing is re- 
quired before insertion in the reflec- 
tive optical system. 

Although reflecting mirrors are 
easily manufactured of glass because 
of their simple shape, future mirrors 
probably will also be constructed of 
molded plastic. 


The Picture Tube 


A special type of projection kine- 
scope has been developed for use in 
this and all similar reflective optical 
systems for large-screen television. 

To provide sufficient light for re- 
flection, the picture tube is required 
to operate with extreme brilliancy 
which, in turn, requires a high ac- 
celeration voltage for the electron 
beam. 

During development, the use of a 
high potential was found incompatible 
with other essential factors, until 
several problems were solved. 

One such problem was the effect of 
high-voltage electron bombardment 
on the phosphors used to coat the 
fluorescent screen of the kinescope. 
It proved necessary to place a thin, 
metallic film over the phosphor com- 
pound, permitting the luminescent 
material to give long and stable serv- 
ice under greater electron bombard- 
ment. The important technique of 
coating the phosphor layer with a 
thin, electron-transparent, light-re- 
flecting, metallic film (usually alu- 
minum) permits much higher operat- 
ing voltages than were formerly pos- 
sible. The metallic film acts some- 
what as a mirror, preventing loss of 
light within the tube. This important 
technique considerably enhances the 
brightness and the contrast of the 
screen image of the kinescope. 

Another development problem was 
the tendency of high voltages to cause 
a potential breakdown between elec- 
trodes within the picture tube. This 
was overcome by increasing the space 
between adjacent electrodes, by evac- 
uating the tube to a very high vacuum 
before sealing, and by polishing all 
parts and protuberances which might 
serve as terminals for potential cur- 
rent arcs. 

There was also the problem of rec- 
onciling high current with a sharp 
focus for the electron beam, since the 
difficulty of obtaining a good focus in- 
creases rapidly with an increase in 
current. This problem was overcome 
by improvements in the design of the 
electron gun used in the kinescope. 

(Continued on page 153) 
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esigniné a 2 METER 
OMMUNICATION 


RECEIVER 


By 
ROBERT B. TOMER, WIPIM 


Chief Eng., Symphonic Radio & 
Electronic Co. 


OME time in the early part of 

last year the QRM situation on 

2 meters in the Greater Boston 
area became so bad on occasions that 
there was nothing to do but pull the 
switch and go to bed. Particularly 
was this the case during one of those 
evenings when the second and third 
district stations were being heard and 
everybody was either listening or call- 
ing on their frequencies. The receiver 
in use at that time was a typical 955 
superregen which had been carefully 
designed and improved until very lit- 
tle more could be expected from it, yet 
it left much to be desired. It was, of 
course, noisy like all members of the 
superregen family. In addition, one 
or two local stations or receivers 
would just about completely block the 
whole band and make any further 
operation impossible. The receiver 
had plenty of sensitivity and aided by 
a six element beam, there wasn’t much 
that it wouldn’t hear, provided no 
other locals were on or listening at 
the same time. 

The obvious answer was to attempt 
to design some sort of receiver that 
would overcome the weaknesses _in- 
herent in the superregen and at the 
same time sacrifice none of the sensi- 
tivity. To design such a receiver is no 
small undertaking because the sensi- 
tivity of the superregen detector is 
little short of miraculous. Almost any 
homemade receiver of this type will 
have a sensitivity of 1 microvolt and a 
good one can easily measure .25 micro- 
volt. When one considers the fact 
that a good broadcast receiver with 
six or eight tubes will seldom measure 
better than 25 microvolts and the bet- 
ter grade of communications receivers 
rarely go below 1 microvolt with up to 
twelve tubes, the problem of building 
a receiver for 144-148 megacycles with 
a sensitivity of better than .25 micro- 


volt becomes all too apparent. 


It appeared that either a combina- 


September, 1947 


Front panel view of home-built receiver. 


This 144-148 me. superheterodyne features good 


selectivity, an “Ss” 


tion superhet-superregen or a multi- 
tube superhet would be required to do 
the job. The former system seemed 
the simplest answer and so a set was 
built using a single tube, a 6J6, as the 
oscillator and mixer and this worked 
directly into the superregen second de- 
tector on 12 megacycles. This ar- 
rangement proved very difficult to 
handle due to interaction between the 
oscillator and mixer circuits in the 
same tube. “Pulling” of one circuit 
by the other made tracking impossible 
teducing the oscillator amplitude to a 
point just before it stalled seemed to 
help reduce the pulling and permitted 
some degree of tracking, however, the 
sensitivity was poor compared to the 
original superregen and so the idea 
was discarded. A separate oscillator 
and mixer tube was next tried, using 
a 9001 as mixer and a 9002 as oscil- 
lator. In addition, one stage of if. 
amplification was added ahead of the 
second detector using a 6AC7. This 
arrangement showed real progress. 
Tracking and ganging became quite 
simple and stable, the addition of the 
if. stage brought the gain up con- 
siderably and the action of the second 
detector seemed to become smoother. 
Considerable difficulty was encoun- 
tered coupling the plate of the 6AC7 
to the grid circuit of the superregen 
detector. Inductive coupling was tried 
first, using a tuned plate circuit 
coupled to the tuned grid circuit. It 
was found, however, that when the 
plate circuit was brought to resonance 
with the grid circuit the detector 


meter. 


and noise limiter. 


would go out of superregeneration 
Decoupling was attempted, but it 
turned out that when the coils were 
sufficiently decoupled to prevent block- 
ing of the detector there was insuffi- 
cient coupling to provide any signal. 
Many different types of i.f. transform- 
ers were made and tried, but all had 
the same difficulty. Finally, choke and 
capacity coupling were resorted to 
which sacrificed gain and se- 
lectivity, but otherwise worked 
satisfactorily. The receiver as a 
whole, however, did not measure up 
well in comparison with the old super- 
regen and so an r.f. stage was added 
ahead of the mixer stage. Getting 
this to work correctly was a project 
in itself, but more about that later 
The addition of the r.f. stage accom- 
plished something, but it was still not 
a good enough receiver to have war- 
ranted the time and effort thus far 
spent on it. Another stage of i.f. was 
decided upon, using another 6AC7 and 
subsequently it was built into the re- 


some 
very 


ceiver. With the addition of this extra 
stage, the gain of the receiver went 
way up, but at the same time, the 


noise level seemed to rise dispropor- 
tionately. A good deal of thought and 
study went into trying to find 
cause for this increase in signal-to- 
noise ratio and the explanation seemed 
to be as follows. 

Whenever an amplifier is placed 
ahead of a superregen detector oper- 
ating at the same frequency as that 
of the detector, this condition seems 
to become apparent. It is well known 
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that the superregen detector radiates 
a signal which is modulated by the 
quench frequency but it seems not to 
be so well established that it is also 
modulated by the characteristic rush- 
ing sound which comes out of the 
speaker of such a receiver. As a mat- 
ter of fact, it also seems to be mod- 
ulated by any other signal that hap- 
pens to be present in its grid circuit 
at the time. Thus, it can re-radiate 
the same signal to which it is tuned, 
on many different frequencies, all close 
to its own fundamental. This effect 
is very noticeable on a superhet with 
a diode second detector. When a su- 
perregen receiver is tuned across its 
frequency, a loud hissing sound will 
come from the superhet. This noise 
is exactly the same as that normally 
coming from the superregen receiver. 
In addition, if you happen to be located 
near to one of those powerful radiat- 
ing detectors, such as an HY-615, you 
will be able to tell what station they 
are receiving by simply tuning across 
the band until you hear the hissing 
sound, and then, by tuning around in 
the hiss, you will find the same signal 
at what seems to be several different 
frequencies over an area of perhaps 
one half a megacycle. This is evidence 
enough that both the noise and the 
signal do radiate from the detector. 
It is logical to assume, therefore, that 
a portion of this radiation can re-enter 
the amplifier stage and be fed through 
again, perhaps out-of-phase, so that it 
is presented to the detector again as 
any other signal would be. It is also 
recognized that the superregen de- 
tector sensitivity goes down under sig- 
nal input and that a sort of a.v.c. ac- 
tion takes place. Consquently, the re- 
sult of receiving a portion of its own 
hash is that the detector sensitivity 
drops off and the noise, which is really 
the modulation on the signal being re- 
ceived, gets louder. 

To prove the correctness of this 
theory, the second detector was com- 
pletely shielded in a separate box un- 
der the chassis. All leads entering this 
box were compietely filtered so that no 
energy could radiate from the detector. 
This device made a great improvement 
in the receiver. The noise level went 
down to where it should have been and 
the stability of the i.f. system im- 
proved at the same time. The result- 
ing receiver was beginning to act like 
a pretty good set. The gain was some- 
what better than the original receiver, 
selectivity was very much better, but 
the noise was still rather high and the 
quality of the second detector was not 
all that could be desired. In the course 
of experiments with the second de- 


Schematic diagram of complete 12-tube 
(including rectifier and voltage regulator 
tubes) receiver. The circuit is straight- 
forward with the exception of the oscil- 
lator stage. Note that there is no di- 
rect coupling between the oscillator and 
mixer stages. Inductive coupling is de- 
pended upon for injection of oscillator 
voltage. Placement of component parts is 
semi-critical. The author's original lay- 
out should be followed as closely as pos- 
sible in order to duplicate performance. 
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was discov- 
ered that under one set of conditions, 
the detector would go out of super- 


tector circuit values, it 


regeneration almost imperceptibly, 
the only noticeable change being the 
loss of noise. Under this condition of 
straight regeneration, it performed 
perfectly quietly and signals came in 
as on a broadcast receiver. The gain 
of the detector was reduced in this 
condition, but the signal-to-noise ratio 
was so far improved that the effective 
sensitivity was actually better. There 
was just one drawback to this type of 
operation and that was the large 
amount of ignition noise which came 
in as soon as the detector went out of 
superregeneration and into regenera- 
tion. Several types of audio noise 
limiting circuits were tried but with- 
out any real success. As a final at- 
tempt to clean up the ignition noise, a 
diode second detector was tried with 
an automatic series valve noise lim- 
iter. Another stage of i.f. was neces- 
sary to offset the loss in gain by not 
using the regenerative second detector. 
The resulting receiver was so satisfac- 
tory in every way that it was adopted 
as the final design and plans were 
drawn up to rebuild it into its present 
form. What had seemed at first con- 
sideration to be the more complicated 
way out proved to be the easiest to 
build and design in the end. 

The gain of the finished receiver, in 
terms of measurement, has 
very little meaning and is difficult to 
measure accurately, but it is safe to 
say that it is in the .05 to .1 microvolt 
region. The sensitivity of the Lf. 
strip alone is approximately 1 micro- 
volt or better. By a direct comparison 
with the old superregen receiver, the 
sensitivity of the superhet receiver is 
10 to 20 times as great. Signals that 
are just barely audible, yet not read- 
superregen are S9 on the 
From S9 down to S3 or S4 
a signal is workable on the superhet, 
and that means 15 to 20 db. of more 
workable signals than are available on 
the superregen. With the gain con- 
trol set at the normal operating level 
there is no appreciable noise in the 
loudspeaker. At this level, all but the 
weakest signals come in with plenty 
of volume to be heard all over the 
house. Local signals require that the 
gain control be turned almost off to 
prevent their blasting the speaker. 
The selectivity is adequate, but not 
excessive All but the very worst 
modulated oscillators are easily read- 
able by detuning to the high side of 
their carriers. The actual bandwidth 
is somewhere around 100 ke. at 30 db. 
down. Three or four local stations 
can be on at the same time and pro- 
vided they are not on the same fre- 
quency, they can be separated easily 
and four or five remote stations can be 
read between each of the locals. Local 
receivers cause very little trouble, if 
any. Some of the very bad ones are 
noticeable, but they are more of a 
nuisance than a menace inasmuch as 
they merely raise the apparent noise 
level of the receiver in the vicinity of 
1947 


absolute 


able, on the 


superhet. 
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the signal to which they are tuned. 

The stability of the superhet is ex- 
cellent and no oscillator drift is no- 
ticed after a fifteen to twenty minute 
warm up period. After that the cali- 
bration remains unchanged in spite of 
sudden line changes or other condi- 
tions. In listening to crystal con- 
trolled signals the receiver can be 
tuned to their frequency and left there 


all night. The quality of speech is 
noticeably better than that of the 
superregen. The first time one oper- 


ates such a receiver, after listening to 
nothing but superregens, he is imme- 
diately impressed by two things; the 
total absence of noise and the improved 
quality of voices. Having once handled 
and listened to the receiver, it is al- 
most impossible to return to the su- 
perregen in any of its forms, with sat- 
isfaction. 

Some of the special features of this 
particular design include the use of 
separate assemblies in the more crit- 
ical sections such as the i.f. channel, 
the local oscillator, mixer, and r.f. am- 
plifier. The former, as can be seen 
from the illustration, is built entirely 
on a small chassis 1” deep and 9” long 
and includes the three 6AC7 tubes, the 
four i.f. transformers, the 6H6 second 
detector and all of the associated re- 
sistors and bypass condensers that go 
to make up this part of the circuit. 
This method of construction gives very 
complete shielding, something which is 
vital to the successful operation of 


three high gain stages at this fre- 
quency. In addition, it affords a high 


degree of flexibility. Since the amount 
of selectivity required is about the 
only consideration which might change 
in future years and obsolete the re- 
ceiver, the fact that the entire i.f. and 
second detector section can be re- 
moved as a unit and redesigned, is 
pretty good insurance against the re- 
ceiver becoming outdated. As the 


Enlarged view of the r.f. section of the 
receiver shows relative placement of parts. 
6AC7s are 
ratings and 


diagram shows, the three 
run at their full normal 
no loading is resorted to across any 
of the transformer windings. This re- 
sults in a very high order of gain being 
developed in these three and 
means that very great precautions 
must be taken against stray coupling 
which would cause oscillation or even 
regeneration. The layout shown faci- 
litates this problem considerably. 

The transformers used in the final 
layout were purchased from war sur- 
plus and are tuned to 6 megacycles 
page 142) 
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Top view of completed 144-148 mc. superheterodyne receiver. 
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WO of the more versatile tubes 

j on the war surplus market are 

the 829-B and 832-A. These are 
twin beam power tetrodes contained 
in one glass envelope. They are very 
compact and small in size. 

All transmitting tube manuals carry 
voltage and current ratings for these 
tubes when used at radio frequencies. 
They are also quite efficient at the 
higher frequencies which make them 
attractive to amateurs. However 


there does not seem to be any avail- 
able data on these tubes taken at 
audio frequencies. 

Desiring to know if these tubes 


The 829-B and 832-A at 


Audio Frequencies 


Facts and figures on the operation of two popular 


twin-beam power tetrodes. 


could be used at audio frequencies, 
the setup pictured in Fig. 1 was util- 
ized to determine what could be ex- 
pected in the way of audio output at 


Fig. 1. Test set-up that was used to check operating characteristics of the tubes. 


are ideal for both amateur rigs and p.a. systems. 
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These versatile tubes 


By 
JAMES A. FRED 


moderate d.c. operating voltages. This 
is not a circuit which could. be used 
in practical construction but one 
which was suited for this particular 
project. All measuring instruments 
are of the type generally found in well 
equipped industrial radio laboratories. 

In the circuit diagram of Fig. 1 the 
829-B or 832-A under test is furnished 
with continuously variable d.c. volt- 
ages by adjusting the variac in the 
primary of the high voltage trans- 
former T,. A simple filter circuit con- 
sists of the variable resistor R,, and 
two 15 uwfd. condensers. This reduces 
power supply hum to .05 mw. which 
was low enough for these tests. 

A 400 cycle signal is fed to the push- 
pull input transformer T, by an audio 
signal generator. The audio voltage 
applied to the grids is measured by a 
vacuum tube voltmeter. The cathode 
voltage is varied by resistor R, and is 
measured by voltmeter E,. The screen 
grid voltage is varied by resistor R., 
and measured by voltmeter £,, and 
screen grid current is measured by 
ammeter JI,,. The plate voltage is 
measured by voltmeter E, and plate 
current is measured by ammeter I,. 
The output goes to transformer T,, a 
push-pull output transformer offering 
a plate load of 5000 ohms per plate, 
and is measured by an output meter. 
An oscillograph was used to check dis- 
tortion of the output wave shape. 
Voltmeters and ammeters of % of 1% 
accuracy were used for other meas- 
urements. Filament voltage was 
maintained at 6.3 volts throughout the 
test. 

Table 1 shows the results obtained 
and voltages applied to the tube ele- 
ments. Column 1 shows values arrived 
at with an 829-B tube with 500 volts 
on the plates. This is much less than 
the maximum voltage recommended 
by the manufacturer for r.f. operation. 
In column 2 are the values obtained 
from a power supply constructed with 
an ordinary receiver type power trans- 

(Continued on page 172) 
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\ Low Cost PHONO 
AMPLIFIER im 


Two views of the a.c. 
operated amplifier. 


By GEORGE R. CRYDER 


Construction details for an audio amplifier that 


is easy to build and requires a minimum of parts. 


FTER trying any nurnber of dif- frequency range of the amplifier. phono pickups may be used. In fact 
ferent circuits for low power The construction layout is quite con- a carbon type mike may also be used 
phono amplifiers, the writer ventional, all parts being mounted on with this amplifier by the addition of a 
has found the unit described in this’ a standard sized chassis. The filter mike input-to-grid transformer in t 
article to be one of the most satis- choke, not visible in the photograph, grid circuit of the 6J7. The use of a 
factory. This is true both from the is mounted below, but may be mount- crystal or dynamic mike is not recom 
construction viewpoint as well as cost, ed wherever it is most convenient. The mended, however, without the add 
as the amplifier uses only three tubes. input circuit is, of course, shielded, tion of another stage of amplification 
The tube line-up is quite conven- and a little better results were ob- A power output plug has also been 
tional, utilizing a 6J7 as pre-amplifier tained by shielding the output, espe- included for convenience. This makes 
which, in turn, drives a 6V6 beam-_ cially when utilizing full output. it possible to plug the phono motor 
power amplifier tube in the output The 6J7 has plenty of gain so any of into the rear of the amplifier for 110 
stage. This gives better than 5 watts, the better makes or types of crystal v., using only one power cord. — 
with a very low percentage of distor- 
tion. Five watts have also been found Schematic diagram of the 3-tube audio amplifier. Power output is approximately 5 watts. 
to give more than enough power to 
drive a 12 inch speaker at room or | } —|___.____. . — — 
listening level. The rectifier is a type ee | — : Yo 
80. Others could, of course, be used, = a 
such as the 5Y3, 83V, etc. a: —--- ouTPut 
The photographs are self-explana- ast po 
tory but a few words on the design and i 
construction might be in order. The . =. 2a 7 
first reqtisite was as low a hum level B RAE RSE MCS SS 
as possible, in fact, no audible hum ] 7 1 
when there was no input voltage. By 
using a little extra filtering in the = = 
power supply section this result was 
obtained quite easily. This extra fil- 
. . 1000 a 
ter is made up of the speaker field TO TURNTABLE cHI SPEAKER 
coil acting as an extra choke, with an 4. — 
extra l6ufd. electrolytic condenser. fe 
The method of obtaining inverse 
feedback in this circuit is only one of ook = q 1 
several possible ways. However, this S as ast 
. , i . nN? v. -T TT : 
parallel feed idea was used because it ac 7 
is simple and practically foolproof in 
actual operation. In this circuit some TO HEATERS 
of the output voltage is picked off Cc i} 
through a voltage divider network _ = 
anc is fed back, out of phase, into the . 
grid circuit through the plate circuit i A a , r wa pe ag tinge saa 
of the 6J7. Of course this means a R:—1.5 megohm, 2 w. res. C-—16 ufd., 400 y. elec. cond. 
slight reduction in gain, which is ag! penn hy Se Bealgge . oy @ 2 it. eta, 
governed by the ratio of the resistors R.—250 oben, 1 @. res. S,—S.p.s.t. sw. (on R,) 
in the network. This slight disadvan- ly yt ag! 7a. 900. CH, Filter choke, 200 ohm, 100 ma ot ah 
tage is overshadowed, however, by the R.—7500 ohm, 20, om. eieqoand ees. output trans. to match single 6V6 
subsequent reduction in distortion, and Cc, ne 25 ufd., 25 v. cond. 1—6J7 tube 
1: . C.—.5 ufd., 400 > Y. ee 1—80 tube 1—6V6 tube 
a more linear response over the full 
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The Recording and 


HERE are three fundamental 
types of microphones (transduc- 
ers). These are the carbon, crys- 
tal, and dynamic. Each type employs 
a specific fundamental principle of 
operation. While there are many va- 
riations on the above three types, we 
shall confine most of our discussion to 
the construction and application of 
those enjoying the greatest popular- 
ity. 

A carbon 


microphone functions as 
follows: Direct current flows through 
the carbon granules. As the pressures 
and rarefactions of the sound waves 
occur at the diaphragm, the diaphragm 
is caused to move and to press and re- 
Jease the carbon granules. The ac- 
tion is decreasing and increasing re- 
sistance within the microphone. Ac- 
cordingly, pulsating direct current re- 
sults, the pulsating or alternating part 
having the same waveform as the 
original sound wave. The character- 


istic of the carbon microphone is its 
62 


Reproduction § 


Part 7. A discussion of representative i e* 
microphones widely used in recording. 


of SOUND 


high output level and its ruggedness. 
It is practically unaffected by heat 
and humidity. Wherever space and 
weight are a factor, its high output is 
advantageous, due to the fact that one 
or two preamplifier stages may be 
eliminated. During the war this type 
of microphone was widely used by the 
military services. It is used presently 
by airline and railroad companies, po- 
lice, etc. The construction of the 
single button carbon microphone is il- 
lustrated in Fig. 1. 

In the early days of broadcasting the 
most commonly used microphone for 


Fig. 1. Single button carbon microphone. 
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Typical group of microphones suitable for recording work. 


By 
OLIVER READ 
Editor, RADIO NEWS 


high quality pickup was the double 
button carbon. This is illustrated in 
Fig. 2A. For many years this was 
standard equipment with all the broad- 
casters and, although it had its limi- 
tations, it proved very successful until 
replaced by the more popular velocity, 
dynamic, and other types. Carbon 
microphones, being of the pressure 
type, are largely used in mobile com- 
munications. They possess extremely 
good response at voice frequencies. 
The harmonic content of a single but- 
ton microphone, due largely to the 
non-linearity of the carbon itself, is a 
source of at least 10% harmonic dis- 
tortion even in the more advanced 
types. This, however, is no handicap 
when we limit the over-all response to 
voice frequencies. Generally speaking, 
carbon microphones are usually of 100 
ohms impedance and are fed direct to 
a transformer or to a resistor input 
to the preamplifier. 


Crystal Microphones 


The crystal microphones, of which 
there are several types, employ bi- 
morph Rochelle salt crystals. The 
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crystal element itself consists of two 
Rochelle salt slabs which are as- 
sembled in such a manner that they 
respond to a bending stress. The two 
slabs are provided with three foil elec- 
trodes so that the assembly is capable 
of generating a potential between the 
inner and outer foils whenever sub- 
jected to a strain or bending. Fig. 2B 
illustrates the construction of a dia- 
phragm actuated crystal microphone. 
A drive pin is connected to one or two 
corners of the crystal and the other 
end of the drive pin is attached to a 
diaphragm. The movement of the dia- 
phragm and drive pin bends the crystal 
in accordance with the pressure of the 
sound waves. This creates an alter- 
nating potential of substantially the 
same wave pattern as the sound wave. 
A crystal microphone does not require 
a separate voltage or current source, 
as is the case with the carbon micro- 
phones. The output of the microphone, 
accordingly, can be connected directly 
to the grid of an amplifier tube. The 
chief disadvantage of the crystal is 
that its operation is confined to tem- 
peratures of less than 130 degrees F. 
Temperatures over 130 degrees F. 
cause the crystal elements to soften 
due to excessive heat and the micro- 
phone is rendered inoperative. 

The construction of the crystal mi- 
crophone illustrated in Fig. 2B is the 
simplest form of crystal microphone. 
They are widely used for communica- 
tions mikes and for the tiny hearing 
aid devices. 

Seund Cell Microphones 

A sound cell microphone consists of 
two bimorph crystal elements as il- 
lustrated in Fig. 2C. These glements 
are assembled back to back and are 
enclosed within a rectangular bakelite 
frame, sealed by two flexible mem- 
branes. The crystal elements are held 
together by two resilient mounting 
pads located in such a manner as to 


provide proper damping character- 
istics and to separate the elements, 


permitting them to deflect under ap- 
plication of sound pressures. No dia- 
phragms are required in a sound cell 
microphone since sound pressures con- 
tact the crystal elements directly. 

After assembly, the completed sound 
cell is impregnated with wax to render 
it airtight and moisture-proof. The 
result is a small, flat, hollow box, the 
two major sides of which generate a 
voltage in proportion to the applied 
pressure. For sound pressures, the 
voltage generated by one side will be 
in phase with that generated by the 
other and for this reason are additive. 
In the case of mechanical shock or vi- 
bration, the voltages will be out of 
phase and will tend to cancel each 
other. Due to the linear relationship 
between sound pressure and voltage, 
amplitude distortion does not arise as 
is the case with practically all other 
types of microphones. Crystal ele- 
ments used in sound cells have been 
designed so that their mechanical res- 
onances are usually above the highest 
frequency to be reproduced. In higher 
quality sound cell microphones, very 
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Fig. 2. 


(A) Double button carbon, (B) crystal diaphragm, (C) sound 


cell, (D) multiple sound cell and (E) six element sound cell construction. 


small and very thin crystal elements 
are used, in which case the mechanical 
resonance is just above 10,000 c.p.s. 
causing the response to rise slightly 
at the upper frequency range. This 
increased output may be found useful 
in compensating for the high frequency 
loss in associated equipment, or it may 
easily be compensated for true equal- 
ization. 

In some microphones single “sound 
cells” are used as illustrated in Fig. 
2C. In others, double “sound cells” 


‘ 


are used as illustrated in Fig. 2D 
Usually a number of these are stacked 
together to provide proper operating 
characteristics. Sound cell micro- 
phones have been developed for vari- 
ous applications. They are ideally 
suited to high quality broadcasting, re- 
cording, audition and sound reinforce- 


ment applications. Generally, these 
are designed for connection to high 
impedance circuits but with special 


coupling transformers may be fed to 
low impedance lines. Each of these 


Fig. 3. Input connections for sound cell microphones. 
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Fig. 4. Moving coil (dynamic) microphone. 


microphones has a substantially uni- 
form response up to 10,000 c.p.s. Each 
contains six double sound cells stacked 
as shown in Fig. 2E. The connec- 
tions to the cells, however, differ for 
some models. 

Sound cells have also been used in 
other devices such as_ laboratory 
microphones, artificial ears, etc. where 
very accurate measurements are re- 
quired. For these applications the 
response is uniform up to _ 15,000 
c.p.s. This is accomplished by using 
extremely small sized crystal elements 
(%» in. sq. x_.015 in. thick) in which 
the mechanical resonance is well above 
40,000 c.p.s. 

Each sound cell microphone is ter- 
minated in a three point plug-in socket. 
Two of the contacts are connected to 
the output terminals of the sound cell 
assembly. The third contact is con- 
nected to the case of the microphone. 
This permits connection to single tube 
or push-pull grid inputs as shown in 
Fig. 3. Since the crystal elements of 
the microphone are capacitive over 
practically their entire frequency 
range, it is very important that each 
microphone be operated into the load 
impedance as recommended by the 
manufacturer. The capacity of the 
crystal elements will vary somewhat 


with temperature. However, this will 
have no effect on performance if rec- 
ommended load impedances are used. 
Sound cell microphones should never 
be subjected to temperatures exceed- 
ing 125 degrees F. since the piezo- 
electric properties of the crystal ele- 
ments may be damaged permanently.’ 


Non-directional Microphones 


Pressure microphones respond to 
variations in sound pressure. They in- 
clude dynamic, carbon, crystal, con- 
denser, and ribbon microphones with 
closed backs. These are substantially 
non-directional although they tend to 
become directional at the higher fre- 
quencies. For a microphone of 2%2” 
diameter, directivity starts at about 
2000 c.p.s. and increases with fre- 
quency. Often baffles are used to lower 
the frequency at which directivity be- 
gins. But, as these add some frequency 
distortion, the design of the micro- 
phone must be coordinated with them. 

The frequency response is uniform 
with respect to distance from the 
sound source excepting, of course, the 
frequency distortion caused by rever- 
beration within the room in which the 
microphone is used. In a hard, un- 
treated room this effect can be serious 
when working more than a foot or so 
from the instrument. Pressure micro- 
phones usually have comparatively 
stiff diaphragms and are therefore not 
as susceptible to wind and breath. 

Carbon microphones of the pressure 
type are largely used for mobile com- 
munications service as mentioned pre- 
viously. Pressure microphones in the 
dynamic type are available in high 
impedance (25,000 ohms) for feeding 
direct into grid or 50, 250 or 500 ohms 
for matching a line. 

Pressure microphones are excellent 
all-purpose instruments for conditions 
where room reverberation, acoustic 
feedback, and ambient noise are not too 
severe. The better quality type are 
desirable for broadcast announcing 
and remote, public address, amateur 
communications, and recording. They 


“are recommended for outdoor as well 


as for indoor work. 


1 Brush Development Co., Brush Technica] Bul- 
letin No. 320 


2 Electro-Voice Microphones 


Fig. 5. Cross-section view of moving coil microphone. 
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Differential Microphones 
This type of microphone was used 
by nearly all branches of the U. S. 
Armed Forces in reproducing speech 
through high surrounding noise. The 
same basic principle of operation 
makes it highly desirable for all ap- 
plications where ambient noise is 100 
db. or more. The Differential? dis- 
criminates against the distance of 
origin and not sound pressure alone. 
For example, if background noise 
originating from a foot or more away 
is the same sound level at the micro- 
phone as speech which originates one 
quarter inch away, the reproduced 
speech is from 17 to 20 db. higher than 
the noise, despite the fact that these 
two sound pressures arrive at the 
microphone at the same intensity. The 
Differential is made in both carbon 
and dynamic types and provides high 
articulation and good quality repro- 
duction. For public address applica- 
tions, the Differential shows remark- 
able freedom from acoustic feedback. 
It is essential, however, that they be 
used closely, to within %4 inch to 4g 
inch, or speech itself will be atten- 
uated. Basically, the Differential is 
a close talking microphone and is 
highly effective in reproducing speech 
under high ambient noise. It is ideally 
suited for use by railroads in their 
communications work. As a carbon 
hand-held microphone, it is used by 
many airlines and air transportation 
companies. It is also used by broad- 
casters for sporting events, such as 
boat races, where the background noise 
is high. 


Broadcast Micrephones 


The following paragraphs will deal 
with several representative types of 
high quality microphones designed es- 
pecially for broadcast applications or 
for use in professional sound recording 
studios. 

Most stations prefer velocity or 
“ribbon” microphones for studio work, 
because of their wide-angle pickup and 
adaptability to various applications, 
while dynamic or moving-coil micro- 
phones are used in outdoor or remote 
broadcasts where ruggedness plays a 
major part. Cardioids, of course, are 
suitable for all applications and re- 
ceive a good deal of use. 

A good example of the moving-coil 
type of microphone is the Western 
Electric 618-A (Figs. 4 and 5). This 
microphone has long been used where 
ruggedness, good frequency response, 
and ease of handling are requisites, 
and is especially suited for use in the 
broadcasting (or public address) of 
outdoor events. It holds an advantage 
over the ribbon type in such events in 
that it is not so easily damaged by rea- 
sonably rough handling, is not as sen- 
sitive to “blasts” or instantaneous 
peaks of excessive level, is not ad- 
versely affected by wind, and, by virtue 
of its unidirectional characteristics, 
aids considerably in the reduction of 
background noise usually present in 
outdoor applications. 

The high-frequency response above 

(Continued on page 118) 
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Front panel view of the completed v.f.o. 
This unit was built from a fignal Corps 
transmitter tuning assembly, TU-5-B, de- 
signed to cover the range of 1500-3000 kc. 

_—_ 


By 
ROBERT W. FIELD, 
W4KAP 


Conversion of a popular 
war surplus tuning unit 
into a stable v.f.o. that 
covers the frequency range 
from 3.5 to 4 megacyceles. 


HE present day crowded condi- 

tions existing on the amateur 

bands make a variable fre- 
quency oscillator a very desirable ad- 
dition to any station. This is especially 
true of low power rigs. 

It was decided to build a v.f.o. to 
cover the range from 3.5 to 4.0 mega- 
cycles. The unit was required to have 
sufficient stability to allow for dou- 
bling even to the 28 megacycle band. 
Examination of one of the plug-in tun- 
ing units, originally built to be used 
with the BC-191F and BC-375E Signal 
Corps transmitter, convinced us that 
here was the ideal foundation unit for 
use in constructing a variable fre- 
quency oscillator. The tuning units are 
readily available at a cost of less than 
five dollars. They come complete with 
a crackle finish, steel dust cover which 
is used for the final v.f.o. cabinet. Six 
different frequency tuning units are 
available, however, the 1500 to 3000 
cc. range was selected as it was felt 
that this choice would result in a 
higher “C” circuit at the desired 3.5 
to 4.0 me. range. 

These units are beautifully con- 
structed, having temperature-compen- 
sated condensers in shunt with each 
fixed condenser that is used in the os- 
cillator tank circuit. This results ina 
high degree of stability. 

Actually the unit is free from no- 
ticeable drift after the heaters have 
been turned on for only a minute or 
two 

The original tuning inductance is 
constructed of heavy wire wound on 
a threaded isolantite form. Only eleven 
turns were found to be needed but 
rather than remove turns and take a 
chance of loosening the winding it was 
decided to merely tap down on the coil. 

The dial supplied with these units 
is ideal for v.f.o. use, having a total 
of 2500 divisions for a range of 3500 
to 4000 kc. This means that five divi- 
sions are equal to only one kilocycle 
change at the fundamental frequency. 
The original tuning unit is built with 
the vernier dial and main tuning con- 
denser located on the left hand side 
of panel. Directly below the dial is a 
fan-type range switch that was used 
for increasing the capacity in shunt 
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Variable FREQUENCY 
CILLATOR 


with the main tuning condenser. Each 
of these steps, as previously men- 
tioned, has a bimetallic strip arranged 
for compensating temperature drift. 

It was found that the desired range 
could be obtained with a total of 200 
pefd. in shunt with the main tuning 
condenser. This value of capacity is 
obtainable with the switch in position 
No. 2. 


To prevent the Junior Ops from ac- 
cidentally throwing this switch and 
getting their OM in dutch with the 
FCC it was felt that this switch should 
be locked. 

This was readily accomplished by 
soldering a metal strip to the switch 
mechanism, 

The photograph shows an aluminum 

(Continued on page 163) 


Schematic diagram of the variable frequency oscillator. 
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R,— 68.000 ohm, 1 w. res. 

R.— 100,000 ohm, 1 wm. res. 

R.—200 ohm, 1 w. res. 

R,—5000 ohm, 25 w. wirewound var. res. 


C,—Tuning cond. (See text) 

C., Ce—100 pufd. cond. (temperature com- 
pensated) 

Cy, Co, Co, Cyo—1 00 pufd. mica cord. 

C;, Cr, Ce—.01 pfd. mica cond. 

Cy, Cre —8 ufd., 450 v. elec. cond. 

L,—Original coil, 11 t. total used, tapped at 4 t. 


vRiso/30 


S,—S.p.s.t. sw. 

J,—2-contact connector 

J.—Single-contact connector 

CH,—30 hy., 70 ma. choke 

T ,—Power trans. 350-0-350 @ 70 ma.; 
5 vy. @ 2 amps.; 6.3 v. @ 2 amps. 

1—5Y3 tube 

1—VR150/30 tube 

1—6B A6 tube 

I1—6AQS tube 
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ROADCASTIN 
rom Airplanes 


equipment in planes can provide an added 


source of income for the radio serviceman. 


By SAUL J. WHITE 


Chief Eng., University Loudspeakers, Inc. 


URING the war high-powered 
sound systéms were used in 
military aircraft for sound 
broadcasting to the ground during in- 
vasion operations, and for propaganda 
purposes. The Coast Guard has 
equipped planes with sound systems 
for its Air-Sea Rescue Division. Now, 
with the peace, there is a growing 
interest in “sky broadcasting” for 
commercial advertising. Former mili- 
tary pilots and radiomen have turned 
to this novel field of advertising as a 
lucrative and exciting occupation. One 
enterprising flying corporation, or- 
ganized by ex-G.l.’s, has equipped five 
airplanes for air-to-ground adver- 
tising A Morristown, New Jersey, 
flying service has equipped an auto- 
gyro similarly. 


Power Requirements 

For effective airplane broadcasting 
of sound, audio power of 100 watts or 
more is required. Energy below this 
is unreliable because of the effect of 
wind, noises on the ground, and the 
necessity for flying at considerable 
heights, especially over 
areas. It is preferable that this full 
power be handled by a single loud- 
If greater sound coverage is 
additional speakers’ each 
handling 100 watts should 
be installed, and corresponding in- 
amplifier output made 


congested 


speaker. 
desired, 


capable of 


creases of 


available Speakers with narrow 
projection angles are most effective 


because of the concentration of sound 
intensity on the ground. To obtain 
maximum intelligibility and acoustic 
output, both the loudspeaker and the 
amplifier should be so designed as to 
cut off all frequencies below 200 or 
300 cycles. Low frequency or bass 
notes do not add to the clarity, but 
only serve to overload the equipment. 
Most plane engine noises are in the 
low frequency range, and hence this 
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The installation and servicing of sound 


Temporary installation 
of 100 watt loudspeaker 
and amplifier in a Piper 
Cub. Speaker projects 

out of open door. 


micro- 
phone is minimized where the bass is 
cut off in the amplifier and speaker. 
Where high intensity and wide ground 
coverage are required, the practice is 


type of pickup through the 


to use either a greater number of 
speakers or a single speaker with wide 
dispersion angle capable of handling 
greater audio power, 200-300 watts. 


Dispersion Angle 

The dispersion angle of the loud- 
speaker is of some importance in the 
case of high speed planes from which 
an announcement or message of any 
length is to be broadcast It can be 
realized.that if the beam of the 
speaker is narrow or sharp and the 
plane is traveling at 100 m.p.h. or 
more, that the projection area on the 


Determination of dispersion angle of loud- 
speaker is necessary in order to gear an 
advertising message for maximum intelli- 
gibility with relation to the listener. 
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ground would pass over a 
listener in a very short space of time, 
usually a matter of seconds 
fore, it becomes necessary that all an- 
nouncements be made short and that 
they do not exceed the estimated 
“ground time” which is determined by 
the dispersion angle, the rate of speed 


stationary 


There- 


of the plane, and its height. Consider 
the case shown in the following illus- 
tration. Here a plane flies at 1500 
feet, at a speed of 100 m.p.h The 


speaker has a dispersion angle of 45 


this representing the width at which 
maximum intelligibility and intensity 
is obtained. It is, therefore, a mat- 


ter of very simple computation to 
realize that a message from the plane 
covers a ground diameter of 1250 feet 


and could be heard by a listener fo! 
only nine seconds. 


Reduction of Acoustic Feedback 


Because of the high power required 
and the fact that the loudspeaker is 
within a few feet of the microphone, 
acoustic feedback may 
the necessary sound intensity is ob- 
tained. The following recommenda- 
tions are made to permit larger vol- 
ume to be built up before feedback 
occurs. 

First, the loudspeaker should be so 
mounted that it points slightly to the 
rear of the plane. In other words, in 
addition to pointing downward, it must 
also point to the rear This allows 
the sound to flow partially with the 
slip stream. The microphone should 
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Cc 
C 
( 
Cc pone ufd., 2000 vy. oil-filled cond. 
J 
7 
T.— Mod. trans. (UTC S§-18) 


I—6C5S tube 
2—S&l11 tubes 
1—6L6 tube 


Schematic diagram of a 150 watt audio amplifier. 
carbon lip mike, while the low level input may be used for the input 


be located “upwind” from the loud- 
speaker. 

A great improvement will result if 
the loudspeaker mouth projects about 
a foot into the slip stream or beyond 
the fuselage of the plane. The best 
possible results are obtained where 
the entire loudspeaker is hung outside 
of the fuselage and mounted on a 
wing strut or under the nose of the 
plane. 

Microphone 


If the reproduction is to be obtained 
from a microphone, it is imperative 
that only a close talking microphone 
be employed. The recent lip type 
microphones and especially the dif- 
ferential type are excellent for reduc- 
ing feedback to a minimum as well as 
eliminating a lot of the engine noises 
which would otherwise be picked up 
by the microphone and reproduced 
over the speaker 


Reproduction from a _ phonograph 
would be extremely difficult from an 
airplane because of the vibration and 
the banking. Unless an extremely 
complicated design were worked out, 
it would be impossible for the pickup 
to ride in the record groove. Repro- 
duction from a magnetic wire or tape 
recorder, or film sound track, how- 
ever would be excellent since these 
are not affected by vibrations and 
other normal maneuvers of the air- 
plane. Magnetic recorders, however, 
are unquestionably the best source for 
the message. Announcements are re- 
corded in advance on the ground. 


Wind 


Wind is an element which fre- 
quently ruins what would otherwise 
have been a good performance, but 
unfortunately the results can not be 
made uniform because of the varia- 
tion in wind velocity and direction of 
the airplane. The effect of variable 
wind in any direction would be to 
cause considerable fading and _ this 
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effect will increase as the distance be- 
tween the listener and the _ loud- 
speaker increases. If the wind is gusty 
and the plane engages in changes in 
heading, the sound as the listener 
hears it will vary in intensity. 
Power Supply 

Most sound installations in aircraft 
operate from a rotary converter, using 
24 or 32 volts d.c. storage battery in- 
put and having 110 volt a.c. output, 
which is fed to the amplifier. This 
naturally entails considerable amount 
of weight and, of course, the plane 
must be capable of carrying this load 
in addition to the weight of the ampli- 
fier and loudspeaker. The rotary con- 
verter method is the simplest because 
it permits the use of available com- 
mercial amplifiers. However, where 
weight is at a premium, as in a light 
plane of the Piper Cub class, and it is 


The mike input is 


for a single-button 
of a wire recorder. 


imperative that equipment weight be 
reduced, the amplifier should be cus- 
tom-built to operate from 12 volts 
d.c., utilizing a genemotor delivering 
the required d.c. plate voltage. This 
eliminates the weight of the high 
voltage and filament transformers. 
The circuit should eliminate all non- 
essential features, contain only the 
necessary input and output channels. 
Where a low frequency cut-off of 300 
cycles is specified, the weight of the 
output transformer can be reduced. 
The circuit should be reduced to the 
simplest form. 

In certain planes it may be possible 
to couple a 110 a.c. generator to some 
part of the power plant so that at 
cruising r.p.m. the generator driven 
by the engine will deliver the correct 
voltage. However, this is difficult in 
most engines below 200 h.p. because 

(Continued on page 104) 


A Consolidated Vultee AT-6, purchased by an ex-AAF pilot from Army surplus, is 
shown being equipped with a University Model B-6, 150 watt loudspeaker unit. 


Compiled by KENNETH R. BOORD 


E ARE pleased this month to 


dedicate the ISW Depart- 

ment to radio in Ceylon, and 
particularly to Radio SEAC (South 
East Asia Command), Colombo. 

Thanks go to Chief Engineer Ber- 
nard Blakemore for permission to 
draw from material he wrote in the 
May issue of SEAC Forces’ Radio 
Times, which publication is edited by 
Ronald George. An operational out- 
line, the technical aspects of the sta- 
tion, and “Radio SEAC and You, the 
Listener” are subjects covered in a 
technical supplement that has _ re- 
cently been issued by the station. This 
folder may be obtained from the Chief 
Engineer. The Forces’ Radio Times is 
distributed throughout Aden, India, 
Burma, Ceylon, China, Malaya, Bor- 
neo, New Zealand, Australia, Japan, 
British Pacific and East Indies Fleets, 
and selected listening posts through- 
out the world. 

Radio SEAC, The Forces Broad- 
casting Station, first came on the air 
as experimental station ZOJ in Octo- 
ber 1944, radiating for only a few 
hours each day from‘a borrowed trans- 
mitter and from _ borrowed _§ studio 
space. In March 1945, a 712-kw. trans- 
mitter beamed eastward from Ceylon 


opened and the station’s name became 
vadio SEAC. Broadcasting hours 
were increased to 9% per day. Dur- 
ing this time, however, a bigger sta- 
tion was being planned and the first 
experimental transmissions with the 
100-kw. unit were made in April 1946. 
On the first day of May the new 
schedule started, including 16% hours 
a day on two transmitters—the new 
100-kw. unit and the original 7'<-kw. 
RCA transmitter. 

The broadcasting system of Radio 
SEAC now consists of three main 
units—the receiving station at Hora- 
hena, the studio center in Colombo, 
and the transmitting site at New 
Ekala. All are situated on the west- 
ern side of Ceylon and the transmit- 
ting site is particularly suitable as the 
island is surrounded in all except the 
northerly direction by vast oceans. 

The station, when planned, was in- 
tended specifically to provide a good 
signal over the area included in the 
South East Asia Command and, in ad- 
dition, has facilities for beaming 
transmissions to Australia and New 
Zealand, and to the United Kingdom. 

At the present time the antenna 
systems in daily operation are beamed 
on India (350° N. of W.) and Japan 


Entrance to Radio SEAC’s transmitting site located among the coconut palms 15 


miles outside Colombo. The site is guarded by Ceylonese soldiers. 
driver of the passing bullock cart shows great interest in the camera. 
between “Ceylonese” and “Sinhalese’’? 


Ceylon. 


The Sinhalese 
Difference 
The “Sinhalese” are a race, oldest in 


“Ceylonese” is a generic term embracing all subjects of Ceylon, including 


Sinhalese, Tanils, and Burghers (descendents of early Dutch and Portuguese settlers). 
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(036° E. of N.) and the Pacific (080° 
E. of N.) and once a week, on Sunday 
evening (in Ceylon), the United King- 
dom beam is brought into operation on 
a bearing of 322° N. of W., which ar- 
ray can also be used on its reciprocal 
for Australia and New Zealand. 

The receiving station at Horahena 
is equipped with two banks of RCA 
AR-88 receivers which are used in 
triple diversity to receive transmis- 
sions from the United Kingdom and 
Radio Australia. In all cases, rhombic 
antennas are used and are fed to the 
receivers via wide-band r.f. amplifiers 
and the usual line switching and moni- 
toring facilities are provided. The 
audio output from the receivers is fed 
to the studio control room and thence 
to the transmitting site by overhead 
telephone line. 

The transmitter building houses one 
100-kw. Marconi SWB-18 transmitter 
and two operational RCA ET-4750 
7%-kw. units. In addition, one small 
1-kw. transmitter is also in operation 
and it is hoped that another 7!2-kw 
transmitter of a similar type will be 
available in the near future. “Even 
so, these transmitters do not allow us 
to take full advantage of all the facili- 
ties available in the shape of antenna 
systems,” comments Chief Engineer 
Blakemore, “but do, however, provide 
general coverage over South East 
Asia.” 

The 100-kw. transmitter is normally 
directed on Burma and Japan but has 
an antenna system which is designed 
to provide a wide beam of approxi- 
mately 70 degrees. The two RCA 
transmitters are normally operational 
on the India beam on 49 meters and 
the Pacific beam on 16 meters. From 
this it will be appreciated that though 
the operational frequencies are not 
always optimum, under favorable con- 
ditions a good signal should be main- 
tained for the greater part of the day 
throughout India, Burma, Malaya, the 
near Pacific and Japan. 

The 100-kw. transmitter, although 
of utility construction, is of modern 
design and follows very closely the 
lines of its more expensive brothers; 
the output stage uses two Marconi 
CAT-17 tubes which are modulated by 
“Class B” modulation using two 
CAT-20-C tubes. The input to the final 
amplifier is normally 110 to 150 kw., 
depending upon the frequency in use 
The r.f. driver unit consists of a ten- 
way thermostatically controlled crys- 
tal oscillator, the crystals for which 
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w 1,000 pages: 


All data and hasic knowledge 
in radio and electronics 
digested into 12 sections... 
in a complete, quick to find, 
easy to read, handbook form. 


UW! 


Plan every operation in radio and electronics with the Radio Data 


Book. This new radio bible will be your lifelong tool . . . you will use it 
every day, on the board, at the bench, in the field! Use it for construc- 
tion, troubleshooting and testing. The RADIO DATA BOOK will be 


your invaluable aid in design, experiment and in layout. It will help 
make your production better, faster and easier. In any and every oper- 
ation in radio and electronics. you will use the R ADIO DATA BOOK! 


PRS BOTS REE hoe 2 BOIS 


Each section is co COMPLETE coverage of its subject . 12 sections . . 


. 12 beoks in one ies 


1000 pages Schematics Accurate photographs Speciolly prepared drawings ... White 

. 
on black chorts . Diagroms Isometric projections ond exploded views : 
Section | 


THE 150 BASIC CIRCUITS IN RADIO 
Every circuit is analysed and explained in a Johnny-on-the-spot reference for 


any occasion. 


Section 2. COMPLETE TEST EQUIPMENT DATA. 
now more about the test instruments you now hove . Find the new ones you 
wont to buy . . . They're All in here—importiolly described! 

Section 3. TESTING, MEASURING AND ALIGNMENT 
Simplified operation of the Oscillograph . . . See what's happening inside any 
radio circuit . . . Dynamic alignment—AM, FM and TELEVISION mode easy with 
the Oscillograph . . . Scientific use of the Vacuum Tube Voltmeter, Signo! Generat- 
ing Equipment ond other bosic instruments. 

Section 4. ALL ABOUT ANTENNAS. 

AM-FM-Television . . . design, installation, choracteristics, construction and feed. 

Section 5. SOUND SYSTEMS. 

Planning, imstalling and servicing o PA System. A complete chapter on every 
component . . . How to select and combine components . . . estimating costs . . . 
even acoustic requirements! 

Section 6. ELECTRICAL AND PHYSICAL CHARACTERISTICS OF RADIO COMPONENTS. 
Know the size, the power, the shape! A quick reference on. the construction and 
design of any circuit or equipment. 

Section 7. COMPLETE TUBE MANUAL: Receiving, transmitting and Commercicl 
A flick of the pages brings you to all the dato and ratings of any tube madel 

Section 8. CHARTS, GRAPHS AND CURVES. 

Quick calculation devices .. . Plotting curves, nomogrophs, rules and tables for 
speedy solutions to radio problems. 

Section 9. CODES, SYMBOLS AND STANDARDS. : 
Handy reference to all radio symbols and abbreviations; code symbols, phrases 
and choracters ... Where you want them ... When you wont them! 

ction 10. 50 TESTED CIRCUITS DESIGNED FOR OPTIMUM PERFORMANCE. 
Find ony circuit you want with complete ports lists and specifications ... One tube 
receivers to complete AM, FM and Television receiver circuits . . . Amplifiers . . 
Tronsmitters . . . Test Equipment ond Control Circuits . . . All with the latest 
engineering refinements. 
. DICTIONARY OF RADIO AND ELECTRONIC TERMS. 


. RADIO BOOK BIBLIOGRAPHY. 
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12 complete books in one only 


ne r ’ ni f 

MANUSUIICLY UC U RED 
The RADIO DATA BOOK is a work of complete authority, pre- 
pared by engineers with many years of practical experience. They 


staff of editors skilled in 
5S. Signal Corps for many 


have been assisted by the Boland & Boyce 
preparing electronics manuals for the | 
years. These men have worked for several years gathering 
for this book .. . 

. all the statistics... all the newest developments in electronics . . . 
every possible angle and detail. 
this material into the 


material 
all the knowledge of radio principles and operation 


Fighteen months were spent digest- 


ing most concise, the clearest, and the most 
readable form. The result is this invaluable manual Phe RADIO 


DATA BOOK. Whether you use this book for general reference, for 
scientific instruction, thing is certain—the prac- 
tical help, the daily usefulness you will derive from it will prove to be 
worth many, many times its astonishingly low price! 


or for education, one 


Advanced Sale... first print ing, Only 10,000 available. To 
make sure to get your R ADIO DAT ‘ BOOK, mail your aie Now. 


BOLAND & BOYCE INC. 
160 BLOOMFIELD 


Please send me a copy of 


PUBLISHERS 


MONTCLAIR 3,N 


Enclosed is $5.00. 


NAME 
ADDRESS 
ciTY ZONE 


STATE . 


and 60 


$5.00! Less than 42c per boc 
MAIL THIS COUPON TODAY 


/ 


BOLAND & BOYCE INC., PUBLISHERS 
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MOBILE RADIO UNITS 
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RAILROAD RADIO 


“SPOT” RECORDING 
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MUNICIPAL SIGNAL STANDBY 


PORTABLE, STANDBY 
OR STATIONARY 


for 
Electronics Uses 


| Electric Plants are completely 
self-contained, dependable power units 
built in a wide range of sizes and stand- 
ard voltages. 

Lightweight, one or two-cylinder, air- 
cooled models offer the maximum in 
portability for many applications. Port- 
able A.C. models—350 to 3,000 watts; 
portable D.C. models—600 to 5,000 watts. 

Although widely used for intermit- 
tent service as standby units, Onan two, 
four, and six-cylinder water-cooled 
plants are built for continuous heavy- 
duty operation ... stationary or mobile. 
A.C. models—3 KW to 35 KW; D. C., 
models—3.5 KW to 10 KW. 

WRITE FOR FOLDER 
© 


ONAN Electric Plants are available in many sizes and 
models. ALTERNATING CURRENT: 350 to 35,000 watts in 
all standard voltages and frequencies. DIRECT CURRENT 
600 to 10,000 watts, 115 and 230 volts. BATTERY 
CHARGERS: 500 to 3,500 watts; 6, 12, 24 and 32 volts. 


D. W. ONAN & SONS INC. 


4787 Royalston Ave. Minneapolis 5, Minn. 


PRODUCTS 


are ground to comparatively low fre- 
quencies. The feeder lines are low 
impedance four-wire feeders but the 
design of the antenna varies accord- 
ing to requirements. “The highly di- 
rectional antennas are four-bay, four- 
stack with reflectors, and the broad 
beamed arrays consist of three 
stacked Krauss dipoles,” Mr. Blake- 
more explains. 

The RCA transmitters are of sim- 
ilar design using high level modula- 
tion, and are associated with similar 
antennas systems. 

The Studio Center is equipped to 
provide live transmission or recorded 
programs and any compromise be- 
tween the two. Radio SEAC’s suite of 
studios is located at 191, Turret Road, 
opposite the Town Hall in Colombo. 

“Interested SEAC listeners who find 
themselves at any time passing 
through or stationed in Colombo are 
most welcome to come in and be con- 
ducted over the premises,” Mr. Blake- 
more invites. 

“The technical problems involved in 
providing worthwhile 
tertainment over such a wide area as 
South East Asia are quite complex,” 
Mr. Blakemore comments. “Although 
advantage can be taken of the very 
favorable propagation conditions in 
areas of similar latitude, the rapidly 
changing ionospheric conditions when 
beaming transmissions to northern 
latitudes must constantly be watched 
The target area for the 
missions is included roughly in an art 
from Karachi in the northwest to 
Japan in the northeast and Singapore 
Sumatra, and Java. 
adequately, quite a number of high- 
power transmitters would normally 
be required, using various frequencies, 
as the propagation conditions change 
quite quickly throughout the day, and 
the static levels are high owing to cli- 
matic conditions. A compromise be- 
tween the use of high-gain arrays and 
the provision of broad coverage must 
therefore be arranged 

“The ideal arrangement would be to 
have a number of high-power trans- 
mitters with high-gain antenna sys- 
tems so arranged to cover the whole 
area,” according to Mr. Blakemore. 
“The advantage of this arrangement 
becomes obvious when it is realized 
that with a high-gain antenna system 
the signal strength in the United 
Kingdom may be many times stronger 
than the present signal in Singapore, 
although the distance is almost five 
times as great. Were our transmis- 
sions concentrated on specific areas by 
using the multi-beam system, there is 
little doubt that a good signal could, 
at all times, be maintained, through- 
out the service area.” 

The frequencies at present allotted 
for the use of Radio SEAC are 3.390 
to 3.395 in the 88-m. band; 6.075 in the 
49-m. band; 9.520 in the 3l-m. band; 
11.770 in the 25-m. band; 15.120 in the 
19-m. band; 17.770 in the 16-m. band; 
and 21.62 in the 13-m. band—five of 
which are now constantly in use at 
various times of the day, others being 
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KLECT ROLY FIC 


MALLORY Precision Quality is Built in All Three 


Service jobs that don’t kick back are the ones that make a profit for you. When you use 


Mallory capacitors in your service work, you use capacitors that don’t kick back. That’s true 


whether the job calls for paper, mica or electrolytic capacitors. 


Most servicemen know the big things behind Mallory capacitor quality. But there are many 


| extra little things, too, that contribute to their life, uniformity and dependability. 
Raw materials, for instance, that are held to an impurity level of less than one-half a part per 
million. Manufacturing techniques that prohibit human hands from even touching the 


capacitor cartridges. These are examples of the little things that make a world of difference in 


the final product. No wonder so many radio servicemen say: 


You Expect More and Get More... from Mallory 


MALLOR 


APPROV 


CONTROLS... SWITCHES ... RESISTORS... FuLTERS 
+. RECTIFIERS... POWER SUPPLIES. boone! MALLORY | 
DRY BATTERIES, ves men 2 


P. R. MALLORY & CO., Inc., INDIANAPOLIS 6, INDIANA 
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Equipment dealers. 


Portable system in a three-section, com- 
wi pact case. 15 watt amplifier with one 
phonograph and two microphone inputs, 
: two heavy duty Alnico V reproducers, 
and 25 feet of durable cord with con- 
4 nectors attached. One case acts as the 
: reproducer receptacie for connecting in 
t cascade. Underwriters approved. 


Two input jacks, one provides equaliza- 
tion network for crystal pick up, the 
other may be bridged across 500-600 
ohm circuits, without change in level. 
Treble attenuation and boosts, bass 
boost, bass compensator volume control 
give the finest in record and wired- 
music reproduction, 


STRAIGHT-LINE 


AMPLIFIER, 
MODEL AR 37 


sales situation in the community,” 


STROMBERG-CARLSON 


OMe 
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Make more money with more to sell! 


THE COMPLETE, NEW ’47 LINE 


“It makes a big difference to have a complete line that meets every 


say Stromberg-Carlson Sound 


The complete line is one great advantage, but here are more! The 
tromberg-Carlson name stands for extraordinary designing, engi- 
neering and manufacturing skills. It has a sound reputation for 
customer acceptance. Stromberg-Carlson products have proved their 
profit-making qualities with scores of satisfied dealers. 


Today, the widening sound equipment market welcomes the newest 
of Stromberg-Carlson scientific advances and the latest modern de- 
velopments that make the line more complete than ever before. Why 
not inquire about a dealership? A limited number are still available. 


en a 


ARE A Sa a ee a 
PORTABLE SOUND SYSTEM, MODEL PS32 


ERE IS eT 
pe aon Eo na iReader & 


AMPLIFIER, MODEL AU ll 


One phonograph and three microphone 
high impedance inputs, separate bass and 
treble controls, 50 watt divided output 
with separate master volume control. Ad- 
ditional amplifier jack for tandem opera- 
tion. Hum adjuster, resistor board con- 
struction and rugged copper plated steel 
chassis. Underwriters approved. 


SOUND SYSTEM, 
MODEL SS 750 


A completely pre- 
engineered system. In- 
corporates AM-FM 
radio tuner, record 
changer, controls, and 
90 watts of audio- 
power divided into 
four output circuits. 
Wired for optional 
remote control turret. 
Rugged all-metal cab- 
inet with glacier-grey 
finish. Underwriters 
approved. 


COMMUNICATION 


brought into service as varying condi- 
tions demand. 


Schedules 


Normal schedules of Radio SEAC 
are: 

Main Program—1930*-1200, 6.075, 
9.520, 3.395; 1930-2300, 2330-0500, 0700- 
1200, 15.120; 2300-0730, 1100-1200, 
17.770. On Saturdays, 0830-1200, BBC 
sports and music are carried on 17.770, 
3.395. On Sundays, the Main Program 
terminates at 1115, and the special 
transmission intended as a link be- 
tween the Forces out East and their 
people at home, is directed to the 
United Kingdom, 1130-1330, on 15.120; 
various other frequencies parallel, ir- 
regularly; recently, 17.770 has been 
reported in dual to Britain, while 9.520 
and 6.075 have been directed to India 
and East Asia; about 7.185, formerly 
used in the United Kingdom (Sunday) 
beam, may be used again on occasion. 
(Since Britain has turned back the 
clock by one hou, it is possible that 
Radio SEAC’s Sunday beam to the 
British Isles may be heard one hour 
later, that is, 1230-1430.) Daily news 
bulletins are scheduled for 2000, 2200, 
0030, 0300 (BBC), 0600, 0730, 1000 
(Radio Newsreel from BBC), and 1100 
(BBC). 

Indian Forces’ Program—2300-2330, 
0500-0700, 15.120. 

Listed recently as special broadcasts 
are—daily, except Sunday—relay of 
BBC news items from London papers 
at 0700-0710, and Forces Educational 
Broadcast, 0710-0730, 17.770, 6.075. 

Station officials point out that “these 
schedules are subject to change, of 
which the only warning will be pre- 
liminary microphone announcements.” 

The station, originally a SACSEA 
Unit, is now operating under the con- 
trol of the Director of Army Welfare 
Services, the War Office (A.W.S:S.), 
London. The station director, Wing 
Commander A. E. Smith, is responsible 
to the Director of A.W.S.S. for the de- 
tailed running of the station, and the 
station’s adherence to the policy laid 
down. A committee representing all 
three Services—Army, Navy, and Air 
Force—meets periodically in Singa- 
pore to review the activities of Radio 
SEAC and to coordinate points raised 
by the various areas served. 

Broadcast policy of Radio SEAC is: 
“Entertainment plus news, and a link 
with home.” 

Average mail from listeners is 8000 
letters a month, most of them being, 
naturally, for requests. Officials say 
“the closest attention is paid to com- 
plaints (which are happily few) and 
all suggestions received. Reception 
reports arrive from all parts of the 
world—Sweden, oddly enough, sends 
most from Europe—and all are ac- 
knowledged. We modestly cannot think 
why, but there are regular listeners 
to Radio SEAC, incidentally, in every 
city in the United States.” (The sta- 
(Continued on page 112) 


* Unless otherwise indicated, time herein is ex 
pressed in American EST on a 24-hour clock 
basis; add 5 hours for GCT. ‘‘News” herein re- 
fers to newscasts in the English language. 
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De Luxe 


GROUND PLANE 
ANTENNA 


Ground plane antennas are particularly good for in- 
creasing signal strength to other vertically polarized 
antennas such as used on mobile equipment. Also be- 
cause of the low angle of radiation, it is quite effective 
for distance work. 


The antenna consists of five sectional elements of cop- 
per plated steel tubing. The vertical element is elec- 
trically a quarter wave in length or about 8’ for the 
10 meter band. It is mounted on a large ceramic in- 
sulator which feeds through the metal horizontal 
element support. The lower end of the vertical ele- 
ment terminates with a coaxial cable connector so it is 
only necessary to connect a suitable length of RG8U, or 


other low impedance coax cable, to your transmitter. 


Any Wells Equipment 
May Be Obtained From 


Your Jobber at Advertised wate 


Easiest of all antennas to put up 
Low angle of radiation 

No tuning problems 

Built to withstand weather 
Requires a minimum of space 
Low priced 


The antenna is shipped complete with a 
strong steel chain clamp assembly that may 
be mounted on a chimney, tree, mast or any 
vertical or horizontal support. 


The Ground Plane Antenna is made to with- 
stand extreme weather conditions. One of the 
nation’s leading antenna manufacturers built 
them to rigid Army standards at a cost.of sev- 
eral times our low price. 


Ground Plane Antenna for 10 meter operation 
$1250 

Ground Plane Antenna for 2 meter operation 
$1250 


(Elements may be cut for any frequency be- 
tween 28 and 152 Mc.) 


Write for Amateur 
Radio Catalog H200-A 
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320 N. LA SALLE ST., DEPT. R-9, CHICAGO 10, ILL. 
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BC-348 COMMUNICATIONS RECEIVER 


This receiver will give outstanding performance wherever used. 6 bands, 200- 
500 Ke. and 1.5-18 Mc. Two stages RF, three stages IF, BFO, Crystal Filter, 
Manual or AVC. Complete with tubes and 24 V. dynamotor. Guaranteed. In 


excellent condition RADAR TRANSMITTER T-39/APQ-9. 


ee 


Contains many excellent parts for the VHF experimenter such as a 
BC-348, 110 V. AC Power Supply, including simple conversion instructions 


eer $9.95 Me Cavity oscillator using 2-RCA 8012 tubes rated at full output to 500 
Mc. Tubes are forced air cooled by 24 V. DC motor, which is eas- 
ily converted for 110 V. AC operation. Other valuable parts such 
as a pair of 807’s, 2-6AC7, 1-931 and 1-6AG7 tubes: ceramic 


switch, potentiometers, gears, revolution counter, etc. 


$19.50 


TELRAD 18-A FREQUENCY STANDARD. 


TURBO AMPLIFIER Checks signals in the range of 100 Ke. to 45 Mc. 


Rica foe 1 nnd cone a ee with a high degree of accuracy. Self-contained 


power supply is 110, 130, 150, 220, and 250 V. 25-60 


+ 


witn the 


cycle AC. Complete with tubes, dual crystal, and 


instruction book. Brand new. 


$24.95 


INS 
PANEL METERS — BARGA 


Brand New if .@) 1g! al Boxes 
re 


31," Westinghouse 
ye neap, RE, 312" Westinghouse BC-357 MARKER 
Anon AC, 3'2 Westinghouse : 
0-7.9 vo RF 212 Westinghour reer BEACON RECEIVER 
: p oF 
ghouse 2000 Ohm Vv a 
ei Westinghouse.--- for model aircraft, boats, etc. Ope 
er, 4/2 


Ideal for controlling remote circuits 


. 50 rates from 75 mc. Signal easily altered to 

17. 2 meter band. Tubes used and included 

\TTER, $ 
_—E TRANSM 1—6SH7, 1—6SL7GT, 1—12SN7GT 
ubes and one tuning “4 Also sensitive relay. Circuit diagram 
n aluminum Case>- $3.95 ©. included inside case. Size 53/g"’x3 3g "’x 7; 
7 2.95 ea 5%" For 24. V DC operation. Com Cc Ry 
2.45 ea | 
plete as shown. A S 
ecreceeemnennenani — SH 
g Unit, BC asad . 

enna a > en annie are $1.95 Op Th 


pC-375 


unit of your choice. 


luding t 
Tuning Units | 


130 W. New York St.- Indianapolis 4, Ind. 


RADIO NEWS 


UNLESS OTHERWISE SPECIFIED, MERCHANDISE HAS BEEN REMOVED 
FROM SURPLUS AIRCRAFT AND IS SOLD AS USED. 


RECEIVER AND TRANSMITTER RT-34/APS-13. 


Ideal for conversion for amateur mobile use on 
VHF frequencies. These units are very clean and 
come complete with dynamotor for 28 V DC in- 
put, 285 V. 60 Ma. output, 9-6AG5, 5-6J6, 2-2D21 
and 1-VR-105 tubes, co-axial connectors, poten- 


tiometers, relay, etc. 


PRICE a 


ARR-1 RECEIVER—34-58 Mc. 
Ideal for mobile receiver or converter on 2 or 6 meter band. 
Complete with Tuning Unit TN-17, APR-4 for 74-320 Mc. band Oper- Contains 4-95 4 ty pe acorn tubes connectors, etc 
ates from 115 V 60 cycle AC source : = $75.00 


1,000 Mc. band $17.50 


R-54/APR-4 RECEIVER. 


Extra Tuning Unit-18/APR-4 for 320- 


BL-SELENIUM RECTIFIER TYPE 23751 
t for the radio man for the much needed 110 V. DC source. 110-120 V. AC 
V DC output at .75 amp. Connect in parallel for higher current 
ements. Size 3'ex259x154 inches 


ann UES OF 


BC-966-A IFF. COLLINS ART-13 TRANSMITTER NAVY TDE-2 TRANSMITTERS 


Contains following: Pioneer Gen-E-Motor, 18 V. input, 450 V. 60 Ma Complete with dynamotor and tubes $88.50 | Brand new, including tubes _. $300 each 


output; 65W-40 ohm resistor; 1} Mfd. 1000 V. condenser; 4-lo-current 

relays; 4-7193, 7-6SH7, 3-6H6; Eclipse Carbon pile type voltage regu- BEAM ROTATING MOTORS HS-30 STETHOSCOPE TYPE 
lator, etc As described in August Radio News. Conversion data HEADPHONES 

PRICE $8.75 a Lightweight, comfortable to use 


Converted 


$1.75 pr. 


TEp Ms 
a nn Witty 


at pre-deter- 


table for use 


amaiien ORDER 


$1.75 ea 


130 W. New York St.- Indianapolis 4, Ind. 


September, 1947 75 


OPPORTUNITY FOR 
RADIO MENKX 


Think of it! The average American home has at least 
11 electric motors in it. Large homes have from 15 to 
25 n washers, record players, oi] burners, clocks, fans, 
mixers, refrigerators, ete No wonder, then, that motor 
repa is ich a good, well-paid business! It’s a real 
natural’ for radio men to learn—and our big new book, 

ELECTRIC MOTOR REPAIR (see 
below) teaches you fast—teaches 


you right! Send coupon today! 


lu Make it 
EASY for you 
to LEARN 


. . ONLY $5 FOR 
THE COMPLETE 
553-PAGE COURSE! 


/ 


CIRCUIT PAGE 


(FOR PARTS LISTS SEE 


RADIO NEWS, SEPTEMBER, 1947 


1A7GT 


LF. = 455 Kc 


PAGE 84) 


BELMONT MODEL 5P19 


1A5SGT 
qurevt 


ELECTRIC MOTOR REPAIR, a big book 


by the publishers of famous Ghirardi 
Radio-Electronic books is a gold mine 
for radio men who want to expand along 
logical, profitable lines in an uncrowded 
eld Based on this big book alone, you 
can train for prompt, profitable service 
on practically ANY TYVE OF MOTOR 
IN COMMON USE from fractional 
l to | ni s in home appliances, 
mp adjustments repair to 
complete rewinding Covers AC and DC 
ynehronous motor and gener 

an eiec 


at and 


BOTH mech anical 
cal ) itrol sy ms 


IT PAYS TO SPECIALIZE IN 
“SOMETHING DIFFERENT" 


k ) tep ¢ he we is explained 
simply a ,-B-4 both nd text and by 
more thar iv pecially prepared dia 
eran and hustrations No guessw k! 
Kach phase im repair is clearly 
sl n he can be no mistaking a 
t ha hould be done and why. Quick 

nee ¢ | how step-by-step |} 


come i epa ust tu 
TRIC MOTOR REPAIR and see wha ) 
a It al lea hook eith ‘ be 
ginner fe nch use in busy shops! 
I Duo-Spiral Binding d le 
l nto two sec ms wath text on one 
! I res on tl h Lies flat on the 0 
text and related il trations are visible at the same time 


MONEY-BACK GUARANTEE 


Sen pon no Practice from ceLECTRIC 
MOTOR REPAIR for 5 full ym OUR 
RISK. Actually fix motors fer vourself and 
riends Then, if not more than satisfied 
eturn book to us and EVERY CENT Ot 
Yol R MONEY WILL BE CHEERFULLY 


REFUNDED. No questions asked! 


_ “BORROW” IT FOR 
A FULL DAYS! 


~ 
Dept. RN-97, Murray Hill Books, Ine. 

= 232 Madison Ave., New York 16, N. Y¥. i 
Ser e a copy ELECTRIC MOTOR RE 
a PAIR for which I er ose $5 (85.50 fore or 
end D i I will pay st plus 
' ta lar I the lecide I a t want the 
book, I t it with days of receipt and 

y irantee t re nd y and wn juestions t 

asked 

ee a ee ee i 
DOs de ck wi ned SbbCeR se bawebeatcoeuetas 
oe 2 eee eee eee tate. vecices 

4 spe Eee ee eee ee t 
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RADIO NEWS 


Here, and on following pages, are circuit diagrams 


and parts lists of many new postwar radio receivers. 
Radio News will bring to you other circuits as quickly 


as possible after we receive them from manufacturers. 


(Top View) 


RADIO NEWS, SEPTEMBER, 1947 ADMIRAL MODELS 7T06, 7T12 
Y AT 1H5S 3@5 
IST. DET. O8c- 2NO-DET-AVC & IST-AUD. POWER OUTPUT 

| ; ut 
| ue mee 
| c P Te 
it rr F 
, oes t a 
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iB EH | si 
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EMERSON MODELS 507, 509, 518, 522, 535 
CHASSIS MODEL 120005 = mz. ss0004 


September, 1947 


FREE! SEND FOR IT 


ALLIED’S 164-Page 
RADIO CATALOG 


Save on 
Everything 
in Radio! 


Here is everything in 
radio—in one BIG, ; 
easy-to-use book—at ALLIED RADIO 
prices that save you 
money! New radios, 
phonos, complete PA 
equipment, test instru- 
ments, Ham equip- 
ment, thousands of parts, tubes, tools, books, 
diagrams, kits —everything for the experimenter, 
builder, serviceman, amateur. Send today for this 
COMPLETE Buying Guide. Get everything you 
need— save at ALLIED, Radio's expert, dependable 


supply source. 


RADIO 
BUILDERS! 


Low-Cost 5 Tube Kit 


Complete with Cabinet, 
Loop Antenna & Tubes 


The first ultra-modern 
~ ‘ . 5 Tube AC-DC Superhet 


kit at so low a price! 
Here's what you get—full broadcast coverage (550 
1600 Kc); built-in loop antenna; latest 5° PM dynami 
speaker; handsome walnut plastic cabinet. Easy to 
build; no special tools required. Sockets are riveted in 
place; just assemble, wire and slip into cabinet. Out- 
standing power and tone quality. Highest grade com- 
ponents. Complete with all parts, tubes and full in- 
structions. Nothing like it at the price ! 
Shipping weight, 10 Ibs 
No. 83-275. Complete. ONLY 1495 ) 


Largest stocks of hard-to-get 
parts. Lowest mone)-savi.z 
- prices. Get everything you 
need in Radio from ALLIED! 


Public Address—entirely new 
line—new styling, new design 
features. Packaged Ready-to- 
Use Sound Systems; everything 
in amplifiers, speakers, mikes, 
intercom and recording. 


f More than 10,000 items—Com- 
plete lines of all leading makes. 


Amateur Gear—immediate de- 
livery on latest communica- 
tions receivers. Time payment 
plan; trade-ins accepted. Head- 
quarters for all ham and ex- 
perimenters’ needs. 


Handy Radio Formulas and Data 


Dictionary of Radio Terms 


Radio Radio Circuit Handbook 


Radio Builder's Handbook 
Books Simplified Radio Servicing 
Radio Data Handbook 

ALL SIX BOOKS No. 37-799... $1.00 
Parallel Resistance and Series Capacitance 
Calculator. No. 37-960 . ess ae 
"-F Resonance and Coil Winding 
Calculator. No, 37-965 


ALLIED RADIO 


ALLIED RADIO CORP. 


$ 833 W. Jackson Bivd., Dept.1-J-7, Chicoge 7,1. 
$ (Send FREE 164-Page Catalog’ : 
2 [Send Kit No. 83-275 Per : 
° Send 6 Books No. 37-799 f enclosed $ 
> Send Calculator No. ° 
: ES EE ee ee <a 
: Ene Oe CEE OE Re ee : 
: Gee ccccccssecce ZONE... -Stat€rsseeseees : 
. 
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iL ce : 
IP ONS Morons! !—Twin-coll 110V. AC, ~ iet 
Fan cooled With deep-flocked 9” - 
$2.95 
epyais’ i )TOR DM-36D) 28V, DC to 220V. DK 
@ 80 » Witt mplete filter systen 61e2"x 
e $34 °x3" Ship r weight 7 Ibs 2.49 @ 
@ LEATHER ¢ g ING CASES Brand new (fre 
Neston 2 hm meter Hvy. black cow 
e " t ed Perfect for meters. cam- + 
rn t Ss. ete Snap lock & key 24” = 
trar 6"x43g"x21le” 1.49 
o SPILL LLL LLL POL PLO CLL DPPLLL LOC RDO OOS ca 
IANT GRAB BAG RAD 10 P ww ode er 
| buy for Amate\ 
ter. ‘1S FULL POUNDS of resist. o@ 
te transformers, wire '$ { Q oe 
part hardware, etc., 
- Ray ' ° 
oe a 
e ( OUNCER" INPUT TRANS . 
FORMERS Ta"x1-3/16" Ds 
p to grid $0.49 @ 
a 2 f 5.00 ° 
e s 
e SERVICEMEN’S KITS e 
2 1—R.I & 0 td. .$0.98 
e # 2—Speaker Cone 12 asstd. 4” t 2 e 
led & tree-edge nag etic nel 
ad ess voice oo |® 
* Sod 1 LDED BAKELITE CONDENSERS; € 
0 isstd 00001 to 2mid 200- 
e t Vv cle narked 2.95 « 
rom tt t LAR BY-PA CONDENSERS: 50 2 
Oo1 t 25mfd 200-600WYV. 
se ard d 2.49 [@ 
x € ) ales 2 asstd airplar & 
sd ' tate 4 gla r . 2.98 e 
o z I « be 
e e & 2.95 e 
2 8—K 2 " spr 
ra «4 t 1.00 ao 
b--4 Mv ‘ 4 tk 7 
° ' 2s t¢@ 
7 2 D fer 10 asstd., standard, e 
ti-t i High wattages inc! 1.98 
s #1 eld Cans; 1 asstd for coils ah 
t t 
e tube 1.00 e 
#12 d 
- . 69 es 
14 ’ ~ std 
° “ wound & I Less switches. 1.49 [@ 
. ?15—Wire-Wound Re stors 15 asstd., 
! ie > to 20 watts 98 e 
” tf 16—I1.1 6 asstd ine Zz shield e 
e A tuned Peaks unmarked 25 
1: ‘ lows F ® 
- 220 SPI AKERS REP ‘AUR “tt ne - e 
& time sav + 
* aper e 
os 20 Tea ee 
* 16 sl 5 & tube f speaker cement 2.49 
#23—RADIO CEMENT & SOLVENT. 3 oz e 
oe ea f all-purpose cement & thinner + 
Vit rust .69 
a #24 ft Extenders, Reducers, Couplings a 
e 1¢ td. popular types used in serv- rs 
= +26 SPI AKER CONE RINGS 50 asstd. os + 
e cardboard ri in popular sizes ’ 
12 1.49 [© 
. . 
@ HEADPHONE Army HsS-23) 8000 ohms imped + 
e Leather vered, adjustable, With PL-54 plug .$1.25 
Bubb pe < ishions for above, per pair 20 @ 
5 94 plug & 154” tipped double cord i939 
pel 26 ext ack for PL-54 23° 
e 
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bi 
e pensable issortm of approx 1000 
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MAKERS OF CONES AND FIELD coiLts 
65-67 Dey STREET. NEw York 7, N.Y 
WorRTH 2-0284-5 
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TV TUBE 
The Tube Division of the General 
Electric Company’s Electronics De- 
partment has announced the develop- 
ment of a new ten-inch cathode-ray 
electronic tube, the Type 10FP4, for 
use in television receivers. 


Employing magnetic focusing and 


is designed 
direct-view 
the 
definition of 
the image, this aluminum backing pre- 


deflecting, the new tube 
with an aiuminum-backed, 
screen. In addition to increasing 
clarity, brilliance, and 


and 
according to 


vents the development of ion spots 
intercepts cathode glow, 
the company. 

Maximum ratings of the 10FP4 in- 
clude an anode voltage of 10,000 volts; 
grid No. 2 (accelerating electrode) 
voltage of 410 volts; grid No. (con- 
trol electrode) voltage of minus 125 
volts. 

Constructed ° 
duodecal base, 


vith a small-shell, 7-pin 
the 10FP4 has an over- 
all 'congth of 1S anda maximum 
deflecting angle of 50 degrees. 


inches 


Further information on this new 
Type 10FP4 may be obtained from 
the Tube Division, General Electric 


Company, Ele 
Schenectady, 


‘tronics Department, 


New York. 


150 WATT TRANSMITTER 
Production is under way at the Col- 
lins Radio Company plant in Cedar 
Rapids on the company’s Model 32V-1, 
150 watt amateur phone or c.w. trans- 
mitter. 


Housed in a cabinet, 


receiver-type 


the 32V-1 is complete including r.f. cir- 
cuits, audio circuits, and power supply. 
Frequency control is variable by means 
of a permeability tuned oscillator. All 
r.f. circuits are ganged and are tuned 
by the frequency control knob, with 
exception of the output coupling net- 


work. Bandswitching is employed in 
all stages. 

Collins Radio Company, Cedar 
Rapids, Iowa will furnish complete de- 
tails on this amateur transmitter to 
those requesting them direct from the 
company. 


SIGNAL TRACERS 

Two new signal tracers, Model 250 
and 200, have been added to the Pre- 
cision Electronics, Inc. line of test 
equipment. 

The Model 250 is a de 
incorporates a four-stage v.t.v.m., pro- 
vides a gain of 12,000, and an input 
capacity of 3 without detuning 
effects. The unit is a.c. operated from 
any 105-120 volt, 50 or 60 cycle line. 
The frequency range is from 20 cycles 
to 300 mc. 

The standard Model 200 checks sig- 
nals stage-by-stage in the r-f., i-f., and 
audio sections. It is similar to the 
deluxe unit with the exception of the 
v.t.v.m. 

Details on 
units may be 


‘luxe unit which 


uufd 


both of these 
writing to 


either or 
secured by 


Precision Electronics, Inc., 641-643 
Milwaukee Avenue, Chicago 22, Illi- 
nois. 


PROFESSIONAL RECORCER 
Robinson Recording Laboratories 
have announced a new professional 


which is 


recorder the result of their 
eighteen years’ practical experience 
and research in the field 


The recorder chassis is built on a 
heavy cast aluminum bedplate and 
features a cast-in control panel for VI 
meter, fader, and switc “h 1es. The cut- 
ter carriage and tee change box are 
of chrome plated aluminum. The cut- 
ter carriage is made in two types 
which will accommodate any existing 
type of recording mechanism. The 
standard type accommodates RCA 


Presto and other popular small cutting 
heads. A second type of carriage is 
made for Western Electric wax cut- 
ters. A precise vertical vee-slide block 
permits accurate adjustment of cut- 
ting needle angle, accommodating all 
cutting needle lengths. The feed screw 
is %” in diameter and the threads are 
precision ground. Five pitches are 
available by means of five levers, pro- 


RADIO NEWS 


THE WARD Agee Wand AERIAL 


makes any receiver work better 


Scientific tests prove that quality FM or Television 

reception is difficult, if not impossible, without a good 

outdoor aerial. So, don’t blame your receiver if re- 

ception isn't up to par. Do install a Ward Magic 

Wand Outdoor Aerial and see for yourself the almost 
sical improvement that results. 


These new Ward outdoor FM and television aerials 
ire available in either straight or folded dipoles (re- 
flector kits also available) for the 88 to 106 mc FM 
band, and the 44 to 88 mc television band. They do 
away with bothersome weak spots, and your set 
functions at full ethciency even on distant stations. 

New foolproof design adapts easily to the require- 
ments of each installation. Universal base permits 
nounting at any roof or wall angle. Sturdy vertical 
element revolves in base to easily orient dipole for 
maximum gain. Dipole is of corrosion-preventive 
aluminum, other parts weatherproofed inside and 
out. Ring provides for attaching guy wires. Sixty-foot 
polyethylene-insulated lead-in of 300-ohm colinear 
transmission line included. Standoffs of exclusive de- 
sign guide transmission line down mast, and to re- 
ceiver, Minimizing capacity to ground and eliminating 
line reflections, Complete, step-by-step installation in- 
structions included with each aerial. 

Get your Ward Magic Wand FM or Television 
Aerial today, or mail the coupon below for free cata- 
log and name of your nearest dealer. 


THE WARD PRODUCTS CORPORATION 
1524 East 45th Street, Cleveland 3, Ohio 
DIVISION OF THE GABRIEL COMPANY 


IN CANADA: Atlas Radio Corp., 560 King Street, W., Toronto, Ontario, Canada 
EXPORT DEPT.: C. O. Brandes, Mar., 4900 Euclid Avenue, Cleveland 3, Ohio 
September, 1947 


ATTENTION DEALERS: 
Powerful Ward national ad- 
vertising in the Saturday 
Evening Post, and leading 
newspapers, now is educat- 
ing over 33 million pres- 
ent (and future) owners of 
FM and television receiv- 
ers to their need for Magic 
Wand Aerials. Write for 
free details on how you 
can best capitalize on 
this advertising in your 
locality. 


-y Se ST ee om 


MAIL COUPON TODAY 


WARD PRODUCTS CORP. 

1523 East 45th Street 

Cleveland 3, Ohio 

Please send me free catalog on Ward Magic Wand Aerials for FM 
and Television, and name of my nearest dealer. 


NAME - 


ADDRESS. 


CITY AND STATE 


—— a a a 


7o 


ranges dial calibrated to 
built-in 0/500 kc 
than I microvolt to over 1 volt metered output .. . resistive and capacity-insulated output 
trays so low it’s in the $500.00 and up laboratory class. Yet price is only $99.50 net 


HARTFORD 3, 


AM PLUS FM 


S90 KC-210 MC 


OVERWHELMING ENTHUSIASM greeted first shipments of Mode! 906 Signal Generator 
most of which seem to have gone into manufacturers’ laboratories, so good is it. 


. can you buy its equal. Check these features: eight 


*, accuracy ... 90 kce/170 mc. AM 90 kc- 210 mc. FM 


. variable 400 amplitude modulation . . . less 


R.F. PROBE 


N AAX equipped w 
F 5-inct f 
ext a cit Oo An 
re the tightest n Iget 
r ~ en bend cround 
< Tr t ew SILVER 
> VOMAX 1s 
the f P plete eter you 
co 2] 
Overwt ) pt : es 
VOMAX d head P c 
{ the te . t 
any price. It unbeaten even 
by its pyist for accuracy, 
voltage ranges ~ as it is for current and resistance ranges for 
. and for that astronomically high input resistance so necessary to effective AM 
still only $59.85 net rf. probe extension kit $.35 


OVER 36 YEARS OF RADIO ENGINEERING ACHIEVEMENT 


Wt Wurdle Stbver Co, Puc. 


1249 MAIN ST., 


NEW PENCIL-THIN 


CONNECTICUT 


viding 85, 100, 120, 130, and 140 lines 
per inch. Selection of outside in or 
inside out recording may be made in- 
stantaneously by means of a toggle 
lever. Another toggle lever changes 
the turntable speed from 78 to 33% 
r.p.m. 

A constant speed motor is suspended 
from the underside of the chassis. The 
chassis fits in two styles of steel cabi- 
nets, one for portable use and the 
other for operation in a fixed location. 

Complete performance data on this 
recorder will be supplied by Robinson 
Recording Laboratories, 2022 Sansom 
Street, Philadelphia, 3, Pennsylvania. 

SIGNAL TRACER KITS 

Students, servicemen, amateurs, and 
experimienters who like to build their 
own test equipment are being offered 
two new and complete kits of parts 
for assembling either a battery op- 
erated or an a.c. operated signal tracer 
by Special Products Company of Silver 
Spring, Maryland. 

These kits contain parts identical 
with those used in the completed 
models offered by the company. All 
components are packaged in individual 
envelopes or are tagged for accurate 
identification by the assembler. Cir- 
cuit diagrams, assembly pictorials, 
instructions for assembly, and an op- 
erating handbook are included with 
each kit. 

The battery operated tracer kit is 
known as the model “Stab-Kit” while 
the a.c. operated kit is known as the 
“Stac-Kit.” Information on either or 
both of these units will be furnished 
by Special Products Company, Sil- 
ver Spring, Maryland, upon request. 


NEW AMPLICALL 
Rauland Corporation of Chicago 
has announced a new type of inter- 
com system, the “Amplicall.” 
Housed in a modern case of walnut 
plastic, this unit incorporates several 
new electronic developments which 


provide versatile operation and econ- 


omy of installation, according to the 
company. 

The master station unit is available 
with or without handset (for com- 
pletely private conversation). The 
unit features a visual-type busy sig- 
nal, individual locking-type push-but- 
tons for station selection, illuminated 
“on-off” volume _ control, plug-in 
cable connections, and a balanced line 
wiring system which prevents cross 
talk and reduces installation costs. 

“Amplicall” systems are available 
(Continued on page 128) 


RADIO NEWS 


“TAB” 
®@ NEW GUARANTEED ELECTRONIC PARTS @ 


That’s A Buy 


USED S.C. & NAVY EQUIPMENT “‘TAB” GE THERMOSTAT adj 70to!70°F /250V 25AMP $3.95 WSTGHSE “DB” MTR3'42” SQB'C —10+6DB. $4.95 
GTD 1-222 XTAL CALIB SIG-GENERA- WSTGHSE RECTIFIER FW 12V/2AMP 3.95 WSTGHSE 34,” SQ BKL CASE 0-ima RX35. 4.50 
TOR, FREQ METER, MONITOR, OP WSTGHSE RECTIFIER CT 9V/0.2AMP..2 for 1.49 DEJUR 242” B’CASE 0-ima STD SCALE.... 2.95 
ety Bs ge i es FAN IT&T SELENIUM RECT 110VDC 2.6AMP 5.95 GE RF MTR 2%” B'CASE either | or SAMP. 3.95 
77me’s; 2nd.3rd&4th harmonics usable to a7 tt at cei: Oe WESTON 476 AC ISVOLTMTR 312" SQ B'Case 4.95 
230me’s. SIX Tubes micro-Vernier dial hy Mn pi Bn a baer | aaa ian WESTON 506MTR —J0plus6DB 21,” B’Case.. 4.50 
reads 1/10 div. Rugged Dsgn SPECIAL $45. 29 R curt C inp - GE DW54 MTR —l0plus6DB 2'2”B'Case 3.95 

NAVY SOUND POWERED TELEPHONES BLOWER AIR SAME OPERATES II5VAC 60 GE 0040/3'2”"B'C 2.5&25ma O ctr Galvo 3.95 

SCR 522 COMPRISES BC624&625 RE- cy 5.95 GE DW4!i MTR 2000V/10000hmperV 24,” B'C. 5.95 
CEIVER TRANSMITTER 100-156me's VACUUM CONDSRS 5O0MMF /7500V GE : 3.95 GE A022 MTR 0-ISOVAC 3/2” B’C , 4.95 
COVERAGE XTAL CONTROL XMITTER VACUUM CONDSRS 100MMF /7500V GE . 4.95 MeCLINTOCK 3%” BC O-1ma Meter 3.95 
MODULATED {I5W QUTPT RCVR 10 VACUUM CONDSRS 50MMF /20000V JEN 6.95 " : 
Tubes, XMITTER 7tubes Complete with : WSTGHSE DUAL 200microma no 0 adj 1.95 
deta tor Amateur wee 18.00 RAYTHEON VOLTAGE REGULATOR adi ¥ WESTON 506 MTR 250ma 242” B'C 3.25 

NAVY RBC RECEIVER 4 to 27 me's 16 py A ge WSTGHSE 2',” B'C 30Volts AIRCRAFT 2.75 
tubes BEST RECVR MADE SPECIAL. 75.00 Ibs 6¥eH 8 4-99". Rugged dsgn. SPE- SPEECH AMPLIFIER ARTI3 COLLINS. Line 

Beery te, WAVEMETES SIG-GEN- CIAL 10.95 carbon or Dyn Mike; Output to PP class B 
ERATOR OP 1tI0V Range 150-210 sich ‘ ids. ' i transt 
aaah ties oan en TP a HVI-DUTY VOLTAGE REGULATOR INPUT Grids Chassis includes inpt transf & Ist 

Audio, 6V6 sidetone adj AudioOse AMP & 
ceiver SPECIAL 24.95 TAPPED 198to242 Volts 50/60cy; OUTPUT a, : he 
. 99 > : ° Hdphone jack Wt 5! ibs. 7-‘el 3'2W 5”°H less 
220VOLTS/SOOWATTS: One Half 1% Regu- 
CW3 RCVR NEW COMPLETE & Data for lation—RAYTHEON new S.C. D’son rugged tubes & pwr supply includes instructions. 
ogner at into Ham Revr 14.50 Construction wot 70 Ibs, size 18-34. 8W SPECIAL . one . eee 4.95 
3 Coils 5.1-10 or 9.4-16.5me's ; 2.70 9%" Relay Rack mtging SPECIAL 39.95 WITH TWO 6V6 & 68J7 7.49 

AIRCRAFT AUTOSYNS AY-1&5/28V/400 , 
cy can be used 24V/60cy used gtd. TRANSTAT 88-132V/18.2AMPS VARIABLE 29.95 GE Voltage Controt Relay PJV/1ISV/G0cy SP 
TWO for .. a —* WRITE TAB FOR 8.C. TECH-MANUALS self reset Calib 70/85/110/160V NEW 5.95 


GUA DYNAMOTORS CORP SPE 
GUARANTEED AIR CORP SPECIF 
MODEL 5053 ALL BRAND NEW MODEL DA-3A 
Mfgrd A. G. Redmond “Tab" Specially Priced at a Fraction Mfgrd Bendix & Webster 
W. E. Stern of Their Original Cost weUT _— Bet 
TP aaa gaa WRITE FOR QUANTITY PRICES 28vDC ‘700 Continuous 

nput Output Duty 10.5Amp 
28VDC 250V Continuous Can be used as motor or dynamotor Output #1 Output +2 Output #3 * 
1.4Amp. 60ma 300V DC i5so0VDC 14.5V 
Wot—2 Ibs. 260ma 10ma 5Amp 
Oty 1800 Wgt—21 Ibs. Dim. 12¥2"" L 5" 
“TAB" SPECIAL PRICE Dia., Oty. 1500 
$1.85 


“TAB” SPECIAL PRICE 
$3.85 


Works as 110VDC Motor 
Can be used on 12VDC input by 
paralleling field coils. 

Air Corps Dy.-2B/ARR-2 * * . +” * * 


A an a a ae 


GENERATOR 
MODEL GI01 
Mfgrd Fractional Motors 


MODEL PE-94A 
Mfgrd Bendix MG-1A 


Aircraft Completely Cased 
input & Output Filters, Voltage 
Regulators & Relays 


Input RPM Duty 
3/16 SaP heeter wae. - 24-28VD0C 6000 Continuous 
RPM 180ma Illustrated Unit 13Amps 
ag ee S. C. DM-4 Model D104 OsovDe| ISOVDG. ISSA, 
. Cc. -4 Mode 
Dim. 8°L 5”°Dia SHAFT 2%"x'2”"D a 260ma ‘Oma 5Amp. 
Mfgrd Fractional Motors 
Waot—17 Ibs. 
TY 200 INPUT RPM Duty Output DC Wot—34 Ibs. 
12 or 24 V DC 4000 Continuous 225 Volts/100ma or 100 
ee oe 440Volts /200ma Y- 
TAB" SPECIAL PRICE ns. 00° OF Oe. Ole, BEND 
$8 95 3 Wot. 21 Ibs. Dim. 11°° L 5 ia. Oty., "TAB" SPECIAL PRICE 
” **TAB'' SPECIAL PRICE $9 95 
Can be used as DC 110V Motor $6.75 ° 
CHOKE GE i2Hy/300ma cased $2.95 UTC 8Hy/I50ma NEW cracked Bake T'Bd . KIT SPAGHETTI SLEEVING ASSTD 75ft. $/.00 
KENYON CHOKE 20Hy 300ma or ISHy 400ma 866A Combination transformer, 2sockets&tubes . KIT HARDWARE GOOD ASSMNT ONE LB .99 
Cased 15000V insulation wt 40 Ibs ‘ 7.95 TRANSFORMER ONLY FOR TWO 866A KIT GROMMETS RUBBER 100 ASSTD : 99 
CHOKE 20Hy/100ma cased SPECIAL - we TUBES 3 KIT MOTOR BRUSHES 100 ASSTD 1.00 
hep ys re te eee + ang hag 60cy 43s a7e8 Combination Transtormer, 2socketsd& tubes 2. KIT FUSES ASSTD BUSS & L.F. 300 for 1.95 
HICKOCK 4” § ube Tester eter 6.9 ransformer y . TD WITH BUSHINGS 25 f 1.25 
PRECISION 1% Wirewd Onemeg resistors 90c CRYSTAL DIODE TEST SET 2680 NEW aot a rAaY wertenes ge - 
Ady + 38 Nat & 50 THREE to KIT POWER RHEOSTATS 25 & 50 WATT _ 
1.8meg,.2.0,4,5,5.0,10Meg/i% H.V. SIX for 3.00 4 @ Sit wo ter for d 6 for 4.95 
we DYNAMIC MIKE 20ft CABLE 7.95 @ or : . . 
8mfd 660VAC/2000W VDC @$3 FOUR for 8.95 0KC/0.1%accy Vacuum 5. KIT WW RESISTORS 20 for 1.00 
2mfd 3000WVDC $4: 4mfd 3000WVDC 5.00 10KC/0.1%accy TWO for j KIT RESISTORS '241W/50to2megs 100 for 2.50 
2mfd/SOOOWVDC $10: 4mfd/S00OWVDC 15.00 Vacuum Xtals GE 93.12 or 81.95KC ea 2. KIT CONTROLS 50—2Megs POTS AB) 
imfd/10000WVDC $20; imfd/25000WVDC 75.00 HANDIE-TALKIE BC6II Chassis, Coils,X X 10 for . 2.50 
RCA 808: 446/2C40 2for$5:; 304TL 2 for 7.81 TRANSF (15 or 230V/50-60cy/i400Watts Csd. 19. KIT SILVER & MICA CONDENSERS 50 for 2.00 
450TL $29; 807/95c; 813/$6.95; 815 2.19 Auto transf 115/160/170/180V ;60cy Cased 2. KIT LUGS GOOD ASSMNT 100 for 1.00 
845 $3.75; 829B/3E29/$2.90; 954/50c@ 5 for 2.00 P 85DBeain 8/GAK5 & | GALS Tl T NUTS ASSTD 75 for 1.00 
SOP1 SCP SBP4/$3.55@ SBP eee as Fl ix2%—"H, t2mes dnd. width, outst Jock & KIT SOCKETS OCTAL, LOCTAL ete 50 for. 2.95 
1625/65¢; 2V3G/75e; 872A & SOCKET 2 for... 5.40 COAXIAL ee a von KIT G&P Tube Grips ASSTD 50 for 1.00 
. KIT RADIO SOLDER 2 Ibs ~ 
5 RS F A t TRANS Modulation PP parallel 66's or 807's AUTOSYNS TYPESS/I15V/60c NEW 2 for 18. 
— OReQU TREMENTS. — to PP RF 807's/20000hm load { AUTOSYN Type5/SynchroDifferential 6.95 
Trans 115V/60cy 7.5V/i2Amp H.V. AUTOSYN BENDIX TYPE 2/115V 60cy 2 for 18.00 
Tubes guaranteed exception breakage & Open Fil. Choke Swinging 15-29Hys/i50ma 2.95 AUTOSYN TYPES/S50V for 115V/60 ¢ 2 for.. 8.95 
ware WS eaten ieee _ order FOB N.Y.C. Add Postage all orders AUTOSYN 50V Synchro Differential 3.95 
and 25° deposit. Worth’ 2-7230. Send for catalog 99. 
FOR ACTOOT NO ROS TPO BASN aera 
ial i i & r s. c 
FREQ METER MANUAL SCR2I/ S.C. 1.00 a industrial trade. Money-back "TAB" Guarantee. c “TAB” 
ee rt) r . . . . . . + - rg oe ee 
TAB ® Dept. 9RN, Six Church Street. New York 6, N. Y., U.S.A. @ TAB 
THAT’S A BUY = . +. CORNER CHURCH & LIBERTY STS., ROOM 200 eo e * THAT’S A BUY 
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BC-612 Oscilloscope. Brand new factory cartoned 


weight 200 Ibs. This unit is the most ideal war 
surplus scope. Works qn 110v 60 cycle AC. Only 
simple changes (conversion in many radio maga- 
zines) necessary to convert to a laboratory test 
scope. Has twin heavy duty plate supplies and 
tubes 5BP4 5” scope tube, 6—6L6, 2 sl 2— 
6SJ7, 6SC7, 6H6, etc. Schematic diagram with 
each unit. This may be the last time we have a 
coop in a scope like this. Net........ $49.95 


BRAND NEW-BC-612 OSCILLOSCOPE $49.95 


sae aeaeaesaeeeeseeeueanuanaan 


NAVY ARB RECEIVER, $19.95 


You can convert this over, easily to a good 

ham receiver It’s one of the hottest values 

in surplus receivers. 28 volts DC input. Cov- 

ers 4 bands. 195 ke to 9 me. This is a deluxe 

type superhet receiver, note that the frequency 

coverage includes the standard broadcast band. 

Has 4 gang tuning condenser ; can be converted 

to a 110 volt AC receiver. Priced complete with 

tubes: 12SF7, 12SA7, 3-12S8F7 and 12A6. Has 

dial built on front of chassis. Electric driven 

or manual band change switch. Weight 28 lbs. 

Size 6x7x15 inches 

ARB Near new condition, with tubes and dynamotor....... Net $19.95 
ARB Brand new, factory cartoned, with schematic. . -Net 39.95 

New remote control for ARB. $12.00 extra 


GLIDE PATH RECEIVER, $9.95 


R-89/ARN-5 Glide Path Receiver |! tube super- 
het. Formerly used for blind landing. Adaptable 
for many Receives 326 to 335 MC. Contains 
six relays. 11 tubes 7—6AJ5, 12SR7, 2—12SN¢ 
25D7. Size 13x5x6. Weight 12 Ibs. A be autiful 
piece of equipment. Has three crystals. Priced 
complete with xtals and tubes 
R-89/ARN-5 Near new condition 
R-89/ARN-5 Brand new, factory 


VEEDER- ROOT 
METER AND CASE 


Counts number of feet of 
trailing wire antennae; 
number turns when wind- 
ing on coil; applicable for 


uses 


Net 
Net 


$ 9.95 
14.95 


cartoned 


KEYS—49c 


Brand new keys. 
Factory cartoned. 
While they last, 


many uses; beautiful 
bakelite ase, jeweled 
dialite t light en $0.49 each 
closed, 3 position switch, 
counts up to 1000. 10 for $3.95 
Each 95c 


TRANSMITTER 


BC-65 RECEIVER $] 2 95 


GUARANTEED TO BE IN GOOD CONDITION 


7-Tube Superhet Re- 


j rder Now at this 
ceiver and 6-Tube © . 
Trans. with 25 Watt Scoop Price. Covers 
° $s 
% 3800 Ke. to 5800 Ke. 
Power. 

Portable voice and CW transmitter and receiver for portable, mobile, and fixed 
station operat ion 7-tube superheterodyne receiver with 3.5 microvolt sensitivity on 
voice and 0.5 microvolt sensitivity on CW, and 100 milliwatts undistorted power out 
put 455 KC IF. Uses 3—1N5GT, 1 -1A7 GT, 2—3Q5GT, 1—1H5GT tubes 6§-tube 
transmitter, with antenna tuning network, Colpitts thermal compensated oscillator, 
class C final with 2—307A tubes in parallel, and crystal oscillator for checking fre 
quency every 200 K¢ 25 watts output on CW and 11.2 watts output on voice 
Frequency range, transmitter and receiver, 3800 to 5800 KC Ideal for Hams! 
Comes complete with cover; furnished with all tubes necessary for the operation of 
the tran and rec. lights Less power supplies. These units are used but in good 
condition. Shipping weight 50 Ibs . ....$12.95; 2 for $25.00 
Send yo der to our Kansas City store. This unit will be shipped from our 
Chicago warehouse Immediate delivery. You can hardly tell they are used 
eee, Gee ee nn cee eewnaensMiesetonnseoeasees .95 


BC- 645, $14.95 ce» Iz $29.00 


Made by General Electric. Factory printed Con- 
version Diagram. New, factory cartoned. 


15 tubes. Covers 450 me. 
ARMY BC-645 1.F.—F. UNIT. Early in the war when radar picked up a plane. there 
was no Way of knowing whether it was friendly cr not. That was before BC-645 was 
invented. BC-645 sent out a signal that identified the plane as American. It probably 
saved more lives than any other piece of electronic equipment made With some 
modifications the set can be used for 2-way communication, voice or code, on the 
following bands: ham hand 420-450 me.. citizens radio 460-470 mc., fixed and mo- 
bile 450-460 me., television experimental 470-500 me. Equipment capable of doing 
the jobs of the modified set sells for hundreds and hundreds of dollars. The 15 tubes 
alone are worth more than the sale price. 4-7F7, 4-7H7, 2-7E6, 2-6F6, 2-955 and 
1-WESI16A. It now covers 460 to 490 mec. Each BC-645 is shipped with a Belmont 
factory printed conversion diagram, showing how to make AC power supply modu- 
lator and how to make Transmitter and Rece-ver changes. Most Hams and experi- 


menters already have the few parts necessary. New BC-645 
supply. Shipping usens 25 lbs. Extra WE3I16A Tubes 
DPMOMINSE cicccccccccccscesccceccoccocsceces 


with tubes less power 
$1.29 each. 12 


SWITCH-POT. SALVAGE, 99c 


A real salvage scoop. Has 3 toggle switches, 1 band 
switch, 6 standard size carbon controls, knobs, etc. 
ee WGN rele: OS ilaasadercececccsvtess $2.50 


BC-1366 Jack Box 11 
bank banana plug jack 


SCOOP, $1. 99 wx A Ory ve rater 


amplifiers, 


| 


and socket with 5 po- 
sition single deck 
switch and control. 2 


phone jacks 
-59 2 for $1.00 


Seco¢ iu 
price 


LS-7, $2.95 


Army LS-7 speaker | 


Heavy Duty Alnico 5 
PM Works on BC- 
654-a and other re- 
ceiver. Net..§$2.95 
NEW ARMY SPARE PARTS BOX. | Hands 
for tools hing tack Has wa 
BC-1206 ter tight hing d Made of *% Wa 
ter proofed plywood Ss xllx 5% 
$7.95 Scoop Price 79c 
Setchell = 
Cartson 
Radio 
Receiver AM-26 : 
BC-1206C t 
Designed to receive A-N beam signals $1 49 | — i. 
24-28 vde. Tube complement 14H17, * e *. 
14A7, RF amplifier 14H7, 1437 mixer, INTER- 
14A7, 14H7, IF amplifier; 14R7, de- | a 
tector and Ist audio amplifier: 8D7, | PHONE & 
output amplifier ! to 420 KC 4 SALVAGE 
! igh x de x 6%” long. Weight | scoop 
Brand New in Original Cartons . $7. 95 AM 2 nterphon amy r This unit 
ihe nen is nice for part alvage and the alumi- 
Small Universal output num case s usab! fa receiver build 
DO! -cceunecnsesoneoe $0.89 ing € mi Ze 2x42 Has oes 
Medium Universal output transfo rs, fo ! sockets, three 
transformer 6 watt Seah .99 filter condensers, tht position panel 
40 mil ¢ 5 and h.v. power switch, toggle switct and I _ sma 
transformer --» §.99 par A r ert é ition 
55 mil }, 5 and h.v. up-rite } $1.49 "$2.4 49 
pwr. trans 2.49 | _. ee. - 
= gang .000365 condense .99 
ame with cut section 45¢ .99 4000 ohm. head-phor Ci an type 
Small loop antenna............ .39 with standard 5-foot 1 Finest type 
ED oni a wn wedunde etn .19 made by Trimm ™ pi e..$1.69 


R65 SCOPE, $29.95 


Another receiver indicator unit: with gobs of 
material Complete with 28 tubes such as 
6SA7, 6SK7, 6GH6, 2X2, 5Y ete., plus 3BPI1 
scope tube A multitude of controls, RF coils 
switches, ete All are in perfect condition; just 
emoved from aircraft Case size, 9x12x16” 
Ideal to convert to test scope and beautiful for 
general salvage Weight 35 Ibs 

Scoop Price $29.95 


BC929 RADAR, $14.95 


BC-929 A Radar Indicator Scoop. This unit 
could be rebuilt into a fine test scope. It is 
an ideal size Sx%xl4 priced with tubes 
2—6SN7, 2—6H6, 6G5, 6X5 and 2X2 This 
is a red hot buy However you will have to 
change the power trans. for 60 cycle use. 


Guaranteed to be in good condition. 


Scoop Price . 
Weight 20 


$14.95 


Tube 


NAVY SALVAGE SCOOP! $3.95 


ibs 


Has 3 in. Cr 


Navy model ZA Glide path receiver Has 3—6Ct 
,.. tubes ; several controls, transf er and handy 
case; size 6x7xl2 inches Ideal for sabvage, 
near new condition $3.95. 2 for + $6.95 
SCR-522 TRANS. REC.., $19. 5 

SCR-522 You are all familiar with this 100 to 
156 MC Transmitter, receiver. These 522’s that 
we have are in rough looking cases and some of 
the outside connectors have been damaged. How 
ever, we guarantee that if you separate the 
transmitter and receiver and remove the case, 
you will have usable merchandise. There are not 
any more of these units available ; we have just 


100 to sell. 


PRE-AMP., $1.99 
num 5x4x5, priced 
28D7, has many usable 
Relay and control PL68 plug and patch cord. 


PACKARD 


Housed 
complete with tubes 6SL7, 


BELL 


in a handy alun case 


parts. 


McGEE RADIO COMPANY 


WRITE FOR 
CATALOG 


SEND 20°% DEPOSIT—BALANCE C.O.D. 
1225 McGEE ST., KANSAS CITY, MISSOURI 
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RADIO 


NEWS 


PERSONAL PORTABLE KIT, $10.95 | 


. Small size 
leatherette covered case 
8x6x7. Easy to build. 
Operates on self con- 
tained B and A bat- 
teries Ree troad- 
cast to 1600 K.C 
Incorporates a standard 
superhet circuit with 
ave. Has 3 inch Alnico 
five ?M speaker. Priced 
pictorial diagram and tubes 


550 


complete with batteries, 


1R5, 185, 1T4 and 384. Not AC DC, but straight bat- 
tery operated. Has 2 gang cond. Everyone should have 
one of these Sanaa portables. Everything furnished 
ge Eee oe eee Net 


$17.95 


3-WAY PORTABLE KIT, 


i 


' 


4-tube, 3-way portable kit 


Oper- 
or self contained batteries. 
1650 K.C. Incorporates a 


Build this powerful, 
ates on 110 volts AC 
Receives broadcast 550 to 
standard superhet circuit with AVC and loop Ant. 
Has Alnico 5 ?M Speaker, 2 gang condenser. All Parts 
and batteries are furnished including tubes Dise Recti- 


or DC 


fier, IR5, 1T4, 185 and 384. Has attractive leatherette 

portable cabinet size 7x9x9. Weight 14 Ibs. Kit model 

Pa . nckens . ithimethamnns dnuaaiael Net $17.95 
BEAUTIFUL PLASTIC KIT $9.95 

Kit Model P-85. We have 

finally been able to achieve 

our goal Here it is. A 


tube broadcast AC 
DC superhet radio receiver 
for less than ten dollars. 
The beautiful 10 inch plas- 
tic cabinet is made of the 
finest material. The chassis 
is of the standard accepted 
superhet design. 456 KC ifs 


good 5 


AVC and 5 inch Alnico 5 PM speaker. Attractive ver- 
nier dial Two gang tuning condenser. Loop ant 
We defy anyone to offer a better working AC DC re- 
ceiver kit Priced complete with diagram, photos and 
tubes 1ZBE6, 12BA6 2AT6, 5085 and 35W4. Nothing 
else to buy You can’t go wrong on this value. Kit 
Dn DE die ijenk Jeedbens scent anane’ .Net 5 
SUPERHET. " 4-Tube 1% 90 Volt FARM RADIO 
KIT complete, less 1000-hour battery; oe cab. to 
Model 1’-85. Model PB-48 Net $9. 95 


NEW SUPER MIDGET KIT, 
MODEL KP-T 


Build this new super Midg 


$12. 95 


et troadcast Radio. Has 
beautifully made, highly 
polished walnut cabinet 
Size 7% x 4% x 5%. At 
tractive slide rule dial. In 
corporates a standard su 
perhet circuit with 456 KC 
IFS & AVC. Has 2 gang 
condenser and loop ant 
Every — including Alnico V. P.M. speaker and tubes 
12BE6, 12BA6, 12AT6, 50B5 & 35W4. Furnished as 
well as photo and easy to follow diagram. 5 lbs 


Weight 


‘Eas ily assem- 


KIT K-7A. 
bled into a fine working. 
attractive, transformer type f& 


AC, broadcast receiver; 550 
to 1700 KC. Has push-pull 
audio, tone control and 
6%” Alnico 5 PM speaker. 
Beautifully made 14” wal- 
nut cabinet. Incorporates a 
standard superhet circuit, 


with AVC and loop antenna. Ali parts, schematic and 

tubes 6SA7, 6SK7, 6H6, 6SN7, 2—6V6's and 5Y3 fur 

nished. Has full 90 mil. power trans. Weight 17 Ibs 
Dealers Net $19.95 

Deluxe AC Kit, $14.95. 

Model JD5 AC. Has beau 

tifully made 12” walnut 

cabinet. All parts furnished 

to build a powerful broad 

cast 5 tube AC, power 

transformer type, uperhet 

tec. 440 to 1700 KC. Slide 

rule dial, 2 gang tuning 

cond Loop aerial lleavy 

duty Alnico V. PM speaker 

Everything furnished including photos, diagram and 

tubes. GSAT, 6SD7, 6SQ7, 6K6 and rectifier 

Kit JD5 AC Net $14.95 


 20-WATT UTILITY AMP. KIT, 


Build this 20 watt utility 


$17.95 


110 volt AC, 20 Watt 

power amplifier. teady 

punched aluminum chas 

sis, size 12 x 6 x 2% 

inches. Has two input 

circuits, one mike and ’ 

one phono. Mike stage , eo 
has 135 DB gain, for crystal or dynamic mike. Has 
bass and treble controls Designed for use with PM 
speakers; has 8-16 ohm output transformer. All parts, 
controls, transformers and easy-to-follow diagram fur- 
nished, including tubes: 2-6SN7, 635, 2-6L ri 5Z3. 
Kit Model 20-LX. Net. 7.95 
12” 12 watt Alnico 5 PM speaker, " $6 95 extra. 7.28 


crystal mike and desk stand, $7.95 extra. 


| 
} 


COMMAND RECEIVERS 
The Army Aircraft Receiver 
BC-454 covers 3 to 6 MC. 
Has 3 gang tuning condens- 
er and two stages of 1415 
KC. intermediate frequen 
cy By removing plates 
from the gang and re-wind- 
ing the Ant., R.F. and ose 
coils you can have a red 
hot 10 meter receiver. We 
have plenty of these in the 
original factory carton 
Priced less the 28 volt dynamotor 
Has 3—12SK7, 12SR7, 12K8, and 
Near new BC-454-B 3 to 6 MC 


to 6 MC 


12A6, 
receiver 


with all 
Net $3.95 

with all six 
. .Net 
to 6 MC 


i55-B 6 receiver 
tubes . 
Brand new 
all tubes .. 

Brand new factory ‘cartoned BC-455- 
all tubes .. 

teceiver dynamotors 28 volts 


BC-946-B Broadcast receiver with 
diagram and tubes. Fact. cartoned. 


‘factory cartoned BC-454-B 3 


. 5. 
B 6 to 9 MC “os 
5.9 
oO. 38 


$12. 95 


central head 
(BC-453-B, 
455-B) 


Triple remote 
for SCR-274 
BC-454-B, BC 
Fle xible “cable for tuning 
274 = . 

Mounting Rack for three 


receivers J 


AIRCRAFT TRANSMITTERS — 


This really 
ham’‘s dream 
55 watt 


fits the 
Ideal for 
transmitter 
575 volts at 250 
plate supply. or 
to drive a high 
power rig. It’s a com- 
panion unit to the 454- 
455-453 series aircraft 
receivers Made by 
Western Electric and really rugged. The oscillator will 
hold the frequency, even under rough operating condi 
tions. Has 12J5 M. O. and 2—1625 (807) in parallel 
as final P. A.; or buffer to feed into a high power rig. 


BOTTOM VIEW 


Built-in crystal dial calibration checker. Antenna load- 
ing inductance 
Near new BC-457-A Transmitter 4 to 5.5 M¢ Com- 
plete with 4600 KC crystal and tubes 

Your ae $39 
Near new BC-458-A Transmitter 5.3 to 7 MC Bid 
plete with 6200 KC crystal and tubes 

Your Cost $5.95 

NEW TRANSMITTERS 

Ser-274 (AN/ARC-5) SCOOP! 
Brand new, factory cartoned transmitters BC-457-A 
4 to 5.3 MC with tubes and crystal! 9.95 
Brand new, factory cartoned transmitters BC-458-A 
5.3 to 7 MC with tubes and crystal $9.95 
Brand new, factory cartoned trans. BC-459-A 7 to 
») MC with tubes and crystal. $9.95 


NEW NAVY 6-9 MC. an | $7. 9% 


Navy Aijrcraft Re- 


ceiver R 27. 6 to 9 

Mé trand new, fac 

tory cartoned Has 

black wrinkle finish 

With tubes 2 

12SK7, 12K8, 128F7 

28R7 and 12A6 

This is the latest 

model with stabilized 7 es ‘i 
oscillator ’vriced 

with tubes, 28 volt dynamotor, remote control, 6 ft 
control cable Less the power cable 

Scoop Price . eee $7.95 


Left to Right 


New Remote Control 
Head and volume 
control CW, MCW, 
sw. for BC-455-B 6 
to 9 MC receiver 

Scoop Price..§0.99 


BC-631-13 Jack Box, 
NEW. Has 10M gain 
control and Jones 6 
screw terminal block Salvage Price 

Salvage Scoop BC-732-A Radio Control 
switch, volume control and 6 position 
cam-operated switch; phone jack. Scoop 


WATT Amplifier Kit, 
$10.95. For recording 
and utility use Matched 
component parts assure low 
hum level and good bass. }) 
One control, fades from rec- 
ord to microphone; tone con 
trol riced complete with 
all parts and tubes 2 
6V6, 6SN7, 6SH7, 7Y4 Diagram 
nished 12” Alnico V PM speaker 
Crystal desk _— $4.95 extra 

Kit AC-12 ‘ eee wire 


9-TUBE KIT, $24.95 
AHK-II Kit. A deluxe % 
tube, twin speaker, high fi 
delity receiver kit; housed 
in a beautiful hand rubbed 
walnut cabinet of latest 
design, with dual speaker 
grills in perforated gold 
tint plastic = 

Circuit employs push-pull parallel 12A6 
10 watts of undistorted power to twin 6” Alnico V 
speakers Other tubes 12K8, 12SK7 2H6, 1235, 
1Z8SL7 and two dry disc rectifiers voltage doubler 
cireuit (equivalent to 11 tubes in all) Hias 10” slide 
rule dial. Complete with instructions; ready to wire 
WOR FD ccccncctseecase 


$0.29 
Box. Toggle 
single pole 


Price. $0.49 


fur 
extra 


photos 


and 


$6.95 
$10.95 


delivering 


+ 


® Slid 
Cha 


@ Beautiful 8” 


e Away 
nger Comp. 


® Record Album 
Compartment 

® Beautiful, 
Walnut Construc- 


All 


DELUXE CONSOLE CABINET, $39.95 


tion 

This is the first time 

we have been able to 

offer a beautiful floor 

model console, RADIO 

PHONO cabinet. Finest 

all walnut construc 

tion; hand rubbed finish. 34” long, ” high, 16” 
deep Holds 12” speaker, large record compartment 
Slide away changer compartment will accommodate 
changer of the Webster 56 class and smaller Re 
ceiver compartment is 15xl4%x7% inches Will ac 
commodate our Model PRK-10 kit; advertised below 
Dealers, here is your chance to buy good cabinets at 
the right price. Convert those low-priced sets into 
radio ‘phono combinations Weight 50 Ibs Net 
$35 Price with Webster 56 changer $59. -90 


8. TUBE RADIO AMP. KIT $29.95 


Bulld this High-Fl Radio Amplifier 


WHY NOT ORDER A G.1. 
AND THE CABINET, SHOWN ABOV 
UNITS ELSEWHERE IN 


or 15 in. 


Slide Rule Dial. 

@ Standard Superhet Circuit covering Broadcast 550 
te 1700 K.C. 

@ 2-Gang Tuning Condenser. 

@ Offered with 12 
6V6 Output stage giving 15 watts of full range audio. 

@ Dual Tone Controls (Bass and Treble). 

inputs for both Mike and Phono pick-up. 

Here is something new in radio 


PM Speakers. 


Push-pull 


A real 15 watt power 


amplifier with bass and treble controls. Has extra 
gain stage for crystal or dynamic mikes. And on the 
same chassis, a standard superhet radio receiver. We 
furnish all parts, knobs, escutcheon plate and tubes: 
6SAT7, 6SK7, 6SR7, 6SN7, 6837, two 6V6 and 5Y3. 
No cabinet. Extra care in designing the power supply 
section assures low hum level, making this unit ideal 
for recording as well as P.A. use. We furnish every- 
thing as well as schematic diagram and photos of the 
completed chassis Weight 35 Ibs PRK-10 Radio 
Amp. Kit with 12 P.M. Speaker... Net 9.95 
PRK-10X Radio Amp. Kit with 15 In. $30.00 value 
Cinnaudagraph speaker 


RECORDER MECH ARIS 


WITH THIS 


| KIT? PRICES ON G.I. 
| THIS AD. 
| Walnut mantel type cabinet; made expressly to house 
|} the PRK-10 kit Ready cut Accommodates receiver 
| Chassis only, not speaker Weight 8 lbs 
Net, $6.95 
| Army BC-221 Frequency Meter in good 
condition $39.95 
RADIO-PHONO COMB. KIT, $24.95 
tuild this beautiful 
portable combination 
radio phonograph 
We furnish every- 
thing. Beautiful two 
tone portable case, 
latest rim drive pho- 
no motor, Astatic 
crystal pick-up All 
parts to build high 
quality 5 tube AC- 
DC radio Tunes 
broadcast 550 to 
1650 KC,.has tone control, loop antenna, 6” Alnico 
5 PM _ speaker Tubes 12SA7, 12SK7, 128Q7, 50L4 
and 35Z5. Simple diagram furnished. Kit Model 
RP-12. Wt. 20 Ibs Your Cost $24.95 


RECORD PLAYER SCOOP, $14.95 

| Assemble this single record 
player. Only a few minutes re 
quired to mount pick up, 
motor and ready wired and 
tested amplifier Every 
thing furnished including 
tubes 128R7, 50L6 and 
85Z5. Has heavy duty Al- 
nico V PM speaker, tone 
and volume controls. Has 
latest crystal pick up ‘and 


case is 
This is 
18 Ibs 


78 RPM phono motor 
attractive 


small and 
our leader 
Kit J-20 


Beautif 
| polishec 
| with 
|} 10” 
| closed 
phono 
output. 


Heavy 


ord pla 


hi 
records 


pick-up 
3 tube AC-DC phono am- 
plifier (wired and tested). 
Alnico 
PM Speaker. 


t 
Model WL-3. 


ully 
i 


made, 
walnut 
inged 
with 
Latest 
motor and 
Astatic 
High 


duty 4” 
Single 
yer 


wt 


Alligator covered 
ruggedly 


highly 
cabinet 
lid i 


rim drive 


crystal 
power 


The 


lays 
lid 


high 


5 
rec- 


15 Ibs. 


constructed. 
in a portable record player 
Net 


$14.95 
WALNUT CABINET RECORD PLAYER 
$16.95 


(15x6 4x11.) 


Weight 


- Your Cost $16.95 


McGEE RADIO COMPANY 


WRITE FOR 
CATALOG 


SEND 20% DEPOSIT—BALANCE C.O.D. 


1225 McGEE ST., KANSAS CITY, MISSOURI 


September, 


1947 
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“SPECIALS” 


ANTENNA RELAY UNIT BC-442 


With antenna current meter, antenna ry ansfer 
relay with 3 stand-off lead-in terminals. A-1 
condition. On'y 95¢ 


TRANSFORMER 


High voltage scope transformer, 90V 60 cps. pri 
mary; 6400 V eared 4 hee 
...each 2. 95 


terminals 
ANTENNA TRANSFER 
SWITCH SW-225 


Triple-pole, double-throw, mounted on bakel:t 
base with nine 2” porcelain stand-off 
mounts, BRAND NEW age ,, 89e 


BC 732 CONTROL BOX 


volume 
each 


With 6 position, selective switch, 
control and toggle switch... 


COAXIAL CABLE 


26 {t. of Coaxial Cable RGU8, 89c 


OUTPUT TRANSFORMERS 


79¢ 


52 ohm..... 


50L6 .39c¢ Ae 39 
FILTER CHOKES 
All Fully Enclosed 

Dual, 15H. @ 100 MA., 400 ohms DC. E ach sec 
tion, 500 VDC insulation test. 314°x3"x6" 

High; 4 MTG. Studs and 4 terminals. Each 79¢ 
59H. Min. @ 100 MA.; 10 V RMS 60 cyc! es, 85V 
ohms DC. Res.; 4 MTG. Studs, size 4°4"x 
356x354", each 79 
3.7 H. @ 145 MA. DC.,, 12: Som DC. Res, 

4 MTG. Studs, each........ “59¢ 


1-70-D TUNING METER 


Milliammeter for — ating resonance 
of tuned station, NEW 49c ea 


INSULATOR 


2 Ceramic bowls, 34" dia. 


400 CYCLE AUTOSYN N.OTOR 


Ideal for indicating direction of antenna 
systems—BRAND NEW.... 95€ e 


FLEXIBLE CABLE 


From 92" to 250" with connectors and 

spline knobs ee aire. $1 95 
HEADPHONES 

8000 ohms and 200 ohms, $2.49 

1.79 


Signal Corps, 
each 
2000 ohms, Trimm, each 


EARPHONES, 
high impedance 


HS18 


INTERPHONE AMPLIFIER 


Comes in an a cabinet 9%4x4% yg 
with two 12J5G and two 12A6 lee ‘also 
Electric Rein ill 28DC Volt input and 250 \ 
DC output at 60 MA . 


Complete with 4 tubes. Yours for only $4.95 
LP-21 ADF LOOP 


Low impedance loop, good for direction finder, 
one Selsyn motor, one Selsyn transmitter, freq 
range of loop 100 Ke to 1750 Kc: BRAND 

NEW in original cartons, each 6.95 


PE-117 UNIVERSAL POWER 
SUPPLY 


6 or 12 volt input; output 145 volts and 90 

volts; less vibrator, voltage regulator and recti 

fier tube; ideal mobile power supply unit; 
4.95 


excellent condition, each 

Wholesalers, dealers, institutions and othe- 
quantity purchasers, write, wire, phone for 
quantity prices. All shipments F.O.B. Chi- 


cago. 20% deposit required on all orders. 
Minimum order accepted $5.00. 


WRITE FOR CATALOG 
Dept C 


ARROW SALES, INC. 


59 WEST HUBBARD STREET 
CHICAGO 10, ILLINOIS 
SUPERIOR 5575 


less headband, 


Telephone 


Parts Lists 


(FOR CIRCUIT DIAGRAMS APPEARING ON PAGES 76 AND 77)” 


ADMIRAL MODELS 7T06, 7T12 


Part No. 
60B8-153 
60B2-474 
60B8-224 
60B8-333 
60B2-475 
60B2-225 
75B1-1 
60B2-105 
60B2-391 


Code and Description. 


R,—15,000 ohm, ‘2 w. res. 
R.—470,000 ohm, \/4 w. res. 
kK,—220,000 ohm, '/2 w. res. 
K,— 33,000 ohm, 2 w. res. 
R;, Rg —4.7 megohm, ‘4 w. res. 
ky —2.2 megohm, 4 w. res. 
K-—1 megohm vol. control 
Ry, Ry—1 megohm, 4 w. res. 
R,,— 390 ohm, ih w. Tes. 
K,.—.75 ohm, 72, w. res. (wire) 
ky, — 2200 ohne, 4 . Tes. 
Cc ly Cz, Cis, C 14 Cie, Cir. 01 
cond. 


bu id. 400 ». 
Co, Co—.0008 pfd. mica cond. 


Cy, Cy— Ant. & osc. trimmer 
C;—.0001 ufd. mica cond. 
Cx—.002 pfd., 600 v. cond. 
Cy—4 ufd., 150 v. elec. cond. 
Cio—.05 ufd., 200 v. cond. 

Cy, Cye—-00025 ufd. mica cond. 
C\;—.005 pfd., 600 v. cond. 


L,—Antenna coil 
L.—Ose. coil 
L.—First i.f. trans. 
L,—Second 1.f. trans. 
L.—R.f. choke coil 
T,—Output trans. 


EMERSON MODELS 507, 509, 518, 522, 535 
CHASSIS MODEL 120005 


Part No. 
397000 
321330 
390000 
321130 
340290 
370490 
310810 
340010 
397040 


321050 
900160 


920010 
920249 
920020 
910000 
920040 
920030 
925000 


920050 
700000 or 
720000 
720100 
734000 
716010 


700200 


Code and Description. 
R,, Ry —15 megohm, \/4 w. res. 
R.—3.3 megohm, ‘4 w. res. 
R.—.5 megohm vol. control 
R,, R;—470,000 ohm, ‘4 ». 
Ry—150 ohm, 2 w. res. 
R-—1000 ohm, 1 w. res. 
R.— 22,000 ohm, 4 w. 
R10 ohm, ! 
Ri, —15 ohm, 


res. 


res. 
2 ™. Tes. 


1 w. wirewound 


Tes. 
—220,000 ohm, 4 w. res. 
C,, C.—2-gang var. cond. 
C., C,—Trimmers (Part of var. 
cond.) 
C;, Ca, Cz, Co—Trimmers ( Part 
of i.f. trans. } 
Cy, Cys—. 002 ufd., 600 v. cond. 
Cyy—-0005 utd., 600 v. cond. 
Ci, Cie —.02 ufd., 400 v. cond. 
— .00022 ufd. mica cond. 
C\,;—.1 ufd., 200 v. cond. 
C y—.05 ufd., 400 v. cond. 
Cy7, Cys — 30/50 ufd., 150/150 
v. elec. cond. 
C \p—.2 ufd., 200 v. cond. 
L,—Loop ant. 
" —First 1. -, trans, 
T.— Second i.f. trans, 


T.—Output trans, 
T .— Ose. coil 
SW ,—Line sw. 


on vol. control 


CROSLEY MODEL S6FC 


Part No. 
AC-134898 
39004-1 
B-132386-12 


39001-80 
39001-17 
39001-76 


39001-1 
GC-210685-99 
W-49652-15 
GC-210685-138 


W-135130 
B-226638-54 
W -49664 


39001- 
39001-74 
39294.25 
39294- 
39294-35 
39294- 
39294.26 
39294.31 
39294.33 
39294-34 ° 
39294-27 
39294-.6 
39294-17 
B-130520- 


we 


39294-16 
B-135198 
39014-25 
AW-135133 
AW .-135147 


Code and Description. 
1A, 1B, 1C—3-section var. cond. 
2—10 uufd., 500 v. mica cond. 
3A, 3B, 3C, 3D—4-section trim- 
mer cond. 
4, S—.02 ufd.. 600 v. 
6—.05 ufd., 600 v. 


cond. 


cond. 


7, 14, 16—.003 ufd., 600 ». 
cond. 
8—100 uufd., 600 v. cond. 


9—600 wufd., 300 v. mica cond. 


10—Trimmer cond. 


11—480 uufd., 500 v. mica 
cond. 

12—Padder cond. 

13—75 uufd.. 500 v. mica cond. 

15A, 1SB—15/15 ufd.. 140/140 
vy. elec. cond. 

17—.006 ufd., 600 v. cond. 

18—.002 yfd., 600 v. cond. 

19—100.000 ohm, Vv, wy. res. 

20—47,000 ohm, 2 w. res. 

21, 32—4.7 megohm, > w. res. 

22—10 megohm, \ w. res. 

23—150.000 ohm, V2 wm. res. 

24—1 megohm, > wm. res. 

25—2.2 megohm, \/2 w. res. 

26—3.3 mezohm, > w. res. 

27—220.000 ohm, > ». res. 

28—68 ohm, 2 w. res. 


29—4700 ohm, > w. res. 

30A, 30B, 30C—1 megohm vol. 
control @ sw. assembly 

31—3300 ohm, 2 w. res. 

32—100,000 ohm tone control 


33—1000 ohm, 2 w. res. 


35—R.f. coil assembly 
36—H.f. ant. coil assembly 


Part No. Code and Description. 
AW -135134 37—B.c. coil assembly 
AW-135140 38—H.f. osc. coil assembly 
AW.-135141 39—B.c. osc. coil assembly 
AW-132803 40—First i.f. trans. 
AW -132804 41—Second i.f. trans, 
ARVIN MODELS 555, 555A, 552N, 552AN 
Part No. Code and Description. 
C20060-103 R,— 10,000 ohm, 4 w. res. 
C20060-106 R.—10 megohm, 2 w. res. 
C20060-223 R;—22,000 ohm, li, w. res. 
C20060-331 R,— 330 ohm, w. Tes. 
C20060-225 R;—2.2 me mS ly w. res. 
C20060-156 R.—15 megohm, \4 w. res. 


C19389 R-—Voi. control & sw. 
C20060-220 R.—22 ohm, ‘4 w. res. 
C20060-474 Ry, Ryw—.47 megohm, 4 w. res. 
C20060-151 R,,— 150 ohm, ' af res. 
C20060-334 R, 330,000 ohm, iy w. res. 
C20070-123 Rys—12 »000 ohm, 1 w. res. 
£19359 or C19840 Cr» Cy—2-gang var. geeks | 
C20068-103 C.—.01 ufd., 400 v. cond. 
C20065-500 e — 00005 ; ifd., 500 v. cond. 
A19765 C;—.2 ufd., 400 »v. cond. 
C20067-503 Cy—. 05 ufd., 200 v. cond. 
C20068-503 C-—.05 ufd.. 400 v. cond. 
C20068-202 Cs, Cyo—.002 ufd., 400 v. cond. 
C20065-251 Cy—.00025 ufd., 500 ». cond. 
C20065-S01 Cy. 0005 ufd., 500 v. cond. 
A19360 Cus, Ci n—40/20 ufd., 150/150 
vy. elec. CO? 
C20068-203 Cig—.02 ufd., 400 v. cond. 
AC19207-1 > Ant. loop assembly 
AC19354-1 L,— Ose. coil 
AC19357-1 L.—Iron core “B” choke 
AC19355-1 T.—First i.f. coil 
AC19356-1 T.—Second i.f. coil 
AC19358-1 T.—Output trans. 
GAROD MODEL 5Al 
Part No. Code and Description. 
1.443 1—Loop assembly 
2.200 2—2-gang var. cond. 
1.259 3—First i.f. trans. 
1.259 4—Second i.f. trans. 
8.200-9 or 8.200-4 S5—Vol. control & sw. 
30.303 6—4” PM speaker & output 
trans. 
5.415-2 7—20/20/20 ufd. elec. cond. 
1.444-1 8—Orsc. coil 
For other values see circuit diagram 
BELMONT MODEL 5P19 
Part No. Code and Description. 
C-9B1-27 R,—220,000 ohm, 2 w. res. 
C-9B1-67 R.—270°0 ohm, 2 wm. res. 
C-9B1-84 R.— 68,000 olim, 2 w. res. 
C-9B1-302 Ry—15 megohm, \2 w. res. 
C-9B1-62 R.—1000 ohm, 2 ». res. 
C-9B1-34 Ry, Ryy—3.3 megohm, ly w. res. 
101252 R:, S.—1 megohm vol. control 
@ sw. 
C-9B1-37 R.—10 megohm, 2 w. res. 
C-9B1-31 R.—I megohm. ly w. res. 
C-9B1-42 R,,;—22 ohm, 2 w. res. 
130343 R a3 ohm, 14 res. 
C-9B1-66 —2200 ohm, | “a w. Tes. 
130344 R,.— 1975 ohm, 6 w. res. 
1009 C,—.05 ufd., 200 vy. cond. 
B-8A-10246 Coa, Con, Cy, Cy —T wo-gang 
cond. including ant. @& ose. 
trimmers. Range of gang 14- 
452 uufd. (ant.) and 10-198 
ufd. (ose.) 
1295 C;, Cyo—100 fd. mica cond. 
100128 Cy—.05 ufd., 120 v. cond. 
100135 C;—.25 ufd., 120 v. cond. 
100127 Cs, Cys—.01 ufd., 120 v. cond. 
Cyo—Part of i.f. (approx. 100 
wufd.) 
100134 Cyp—.006 ufd., 120 v. cond. 
100133 Cy,—.1 ufd.. 120 v. cond. 
10025 Cy .—.002 ufd., 600 v. cond. 
10013 Ci;—.05 ufd., 400 v. cond. 
119123 Crea. Cran, Crec, Cygn—20 ufd./ 
40 ufd. 200 wuufd./40 ufd., 
$0/150/10/150 v. elec. cond. 


B-13E-10250 T,—Loop ant 


enna assembly 


A-13D-10239 T.— Ose. coil 
108201 Ts—I nput i.f. trans. Range of 
trimmers 53-97 uwufd. each 
108200 T,, Co—Output i.f. trans. Range 
of trimmers 39-71 uufd. each 
105127 T.—Output trans. 
125153 S,—Line-battery sw. 
In the Circuit Page of July, 1947, page 71 
the circuit diagrams fi the Coronet 
Vodel C-2 and the Crosley Models 56PA, 
56PB were inadvertently switched. Please 
make this correction 


RADIO NEWS 


Modified BC- 
BC-612 412, 5” Radar 
Oscilloscope; 
ideal for first 
laboratory 
instruments; 
110V 60 cycles, 
complete with 
tubes and power 
supply brand 
new in original 
cartons. 


class 


$49.95 


Each 


ARMY 
AIRCRAFT 


RECEIVER 
Model 
BC-946-B 
Broadcast 
band from 520 


to 1500 ke 
Tube comple 


ment 3 
12SK7, 1 
12SR7, 1 
Za, 3 
12K8. De 


signed for dy 
namector op 
eration, but ts 
easily con 
verted to 110 
or 32 volt operation. Has two IL.F ind thre¢ 
gang condenser.Comes packed in sealed carton com 


plete with tubes and instruction manual, 
$12.95 


but less dynamotor 


RADIO RECEIVERS 
BC-454-A; ‘ $3.95 
BC-453-A with tubes$4.95 
BC-455-A; 6-9 mc complete with tubes $3.95 


All above used, in A-1 condition 


e hs 


stages 


3-6 mc complete with tubes 


. 190-550 kc complete 


5.95 


Brand new in original cartons 


ARA NAVY RECEIVER 
1.5 to 3 Meg 4.95 


Used, in A-1 condition Complete with 6 tubes 


DYNAMOTOR 


DM 32A. Each 95e, 3 for 


MODULATOR UNIT 


.$2.09 


BC-456-A $2.95 
REMOTE CONTROL BOX 
BC-450-A $1.95 


ARB AIRCRAFT RADIO RECEIVER 


The ARB is a six tube, four band, superhetero 
dyne Aircraft Radio Receiver with built-in dyna 
motor, designed for the reception of MCW (tone 
or voice) or CW within the frequency range 195 


adh 9.05 megacycles $16.95 
AN18/APT-10 


Pre-amplifier model K-1, designed to raise out 
put level of magnetic type microphone, complete 
with 2 tubes 6SL7GT and 28D7 and hand switch, 


brand new in original cartons 
Each $1.95 3 for $5.00 


ART-13 TRANSMITTER 
Used, in good condition, complete with tubes and 
calibrating crystal, freq. range 2,000 Ke to 18 mc 
A-1. A-2, A-3 type transmission; ~~ 


output 100 watts.. Each $75. 00 
RAX-1 3- RECEIVER COMBINATION 


No. 1—4 bands, tunes from 200-1500 kc. ea. $15.09 


No. 2—4 bands, tunes from 1500 kc to 9 mc 
ea. 15.00 
No. 3—5 bands, tunes from 7 to 27 mc.. .ea. 19.95 


Each receiver complete with tubes and 24 V Dyna 
motor. Used, A-1 condition. 3 Receiver 


COMMRREIGR. . cc censncewe . complete $34. 95 


Contains power 
supply 110 V, 
400 cycles, has 
7 tubes such as 
3CP1, brand 
new, complete 
with tubes 
Each $17.95 
Used, ea 14.95 


APS-15 


Has 45 tubes, one 5” scope tube, one 
) 


2” scope tube meters, 4 power 


, has 3 
supply units 110V_ 400 cycles, complete $3.50 


with tubes Each 


ARROW 


59 WEST HUBBARD STREET « CHICAGO 10, 


BC-348 RECEIVER P or Q 
Brand New $49.95 


VHF RECEIVER BC-701 
Frequency range 170-180 Mc; IF 30.5 Me; complete 
with 11 tuoes; self-contained power supply. brand 
new in beautiful wooden carrying 


~~ , $9.95 
BC-404-C VHF RECEIVER 


Frequency range 102-110 Mc; complete with 12 

tubes, 110V 60 cps, power supply included 

Brand new in original cases $19.95 
used $14.95 


NAVY GLIDE PATH RECEIVER 


Bolt type, complete with 3 6C6 tubes ind tunes 
from 90 to 95 Mec, operates from 12 or 


4V Brand new $2. 95 


RANGER MODEL 114-C AIRCRAFT 
RECEIVER 


Combination Interphone, Amplifier and 6-Tubs 
Superheterodyne Receiver designed to operate di 
rectly from a 24V aircraft battery. Tuning range 
200 ke to 550 kc. complete with mounting rack 
jackbox and cords. This unit is used as range re 


ceiver and interphone amplifier 
$14.95 


Brand new 
GF12 and RU 17 NAVY RECEIVER 
and TRANSMITTER 


Complete with receiving and transmitting coils, 
junction box, control boxes, plugs, power supply, 
instruction manuak and spare parts which include 


tubes. Brand new in original cart 
$24.95 


A real buy 


m original cartons 


Navy type low and high frequency transmitter with 
power supply and tubes. Operates from 200 Kc to 


ed canpisis wth ates... ... SORED 
HAND-TYPE MICROPHONE RS-38 


Carbon type, with PL-68 plug, brand new $1.95 
Used 1.00 


MICROPHONE AND RECEIVER P-60 


Dynamic type, 50-ohm impedance; mike and phones 
interminate in 5-wire male plugs, 3-ft 


cord ° ; $1 49 
OXYGEN MASK MICROPHONE T44C 


Used with SCR-522, magnetic type com 


plete with JK-26 and PL-179. NEW...Ea. $1.29 


Wholesalers, dealers, institutions and other 
quantity purchasers . . . Write, Wire, Phone 
for Quantity Prices. All Shipments F.O.B. 
Chicago—-20% Deposit Required on all! orders. 
Minimum order accepted $5.00. 


WRITE FOR OUR COMPLETE CATALOG 
DEPT. C 


SALES, INC. 


SPECIALS from “ARROW” 


SCOOP of the Month! 


RCA AVT-112A 
Aircraft Transmitter 


For radio-telephone commu 
nication; for 6, 12 or 24 volt 


source; band of from 2,500 to 
6,500 Ke. Small in size and 
wt wt. 6 Ibs Complete 


with 6 tubes, oscillator cir 
cult, power amplifier modu 
lators, dual tuning indicator 
and amplifier, with imstruc 
stion manual, less crystal 
BRAND NEW IN ORIGINAL 
CARTONS—ONLY 


$12.95 cach 


APN-9 RADIO RECEIVER 
INDICATOR UNIT 


SELF-CONTAINED 
29 tubes and 3" scope tube 
cyclk used, but in excellent condition 
dition 


Complete with 


SUPPLY 


POWER 
110 V. 400 


$29.95 
Power Supply for the APN-4; complete 


with 16 tubes; 110 V 400 cycle $14.95 
RADIO TRANSMITTER MODEL BC-458 


runes from 5.3 to 7 mc, complete with tubes 


and crystal. Brand new in original $ 
5.95 


SETCHELL CARLSON 
RADIO RECEIVER 
BC-1206-C 


Designe ~d to receive A-N beam signals. 24-28 vac 
1.6 watts. Tube complement: 14H7 or 14A7, RF 
implifier; 14H7 or 14]7, mixer; 14A7 or 14H7, IF 
implifier; 14R7, detector and Ist audio amplifier 
’*8D7, output amplifier. 195 to 420 ke. 4” high x 


i” wide x 65" long—wt. 3 lbs., 4 oz 
Used A-1 cond $4.95 
7.95 


BRAND NEW 


in original carton 


RADIO TRANSMITTER and 
RECEIVER APS-13 


Light weight air-borne radar system, radio tran 
mitter and receiver APS-13; tube complement: 5 
6J6, 9—6AGS5, 1—VR105, 2—D21; unit is brand 
new, complete with tubes, the tubes alone are 


worth more than this LOW PRICE OF 
ONLY $15.00 


GLIDE PATH RECEIVER R-89/ARN-5 


Glide Path Receiver used in the Instrument Land 
ing System covering the frequency range 332 to 
) “~ ; complete with the following tubes: 7 
AJ! », 12SR7, 2—12SN7, 1 D7, and includ 
ing Rice crystals 6497 KC, 6522KC, 6547KC 

units are in A-1 condition for 


ONLY $9.95 


SCR-522 TRANSMITTER 
and RECEIVER 


The standard very-high frequency airborne receiver 
transmitter. 100 to 156 megacycles. 4 channels se- 
lected fr om remote contr ol box. Used, in good con 
dition—“Complete with Tubes” 


ONLY ae .... $19.95 
BC-625 


VHF transmitter, frequency range 100-156 M« 
four channels. Part of the SCR-522. Complete 


with tubes less crystals $10.95 


l sed, good condition 


, BC-624 


VHF Companion receiver for 
Complete with tubes less crystal 
dition. Diagram with either unit 
included 


ibove transmitter 


Used, good con 


$9.95 
VEEDER-ROOT METER AND CASE 


Counts up to 1000 
Each 95c 


WESTON OUTPUT METER No. 687 
. + re ONLY $6.95 


A-l Condition 


ILLINOIS 


Telephone: SUPERIOR 5575 


September, 1917 


RADIOMEN’S HEADQUARTERS ++ WORLD WIDE MAIL ORDER SERVICE! 


BC-947A ONE KILOWATT HIGH FREQUENCY TRANSMITTER SERVICEMEN 


This relay-controlled transmitter includes a 115V, 60 cycle power supply, protected by 3 Check This Column for Lowest Pr ces on Quality Parts 
metic circni akers ‘ ‘ rice we ar sking for the 
magnetic circuit breakers, that alone is worth more than the price are asking t TUBES: all types in stock, 60% off on all tubes if ordered 


whole rig, even on today’s surplus market. On the front panel are six 34%” GE or Weston in lots of 10 or more 

meters, including 250 MA, 50 MA, 1000 MA, 150V AC, and 1500V DC at 1000 ohms per POWER TRANSFORMERS — Half-shell type, 110V 60 cy 

volt for screens and plate. The rack-type 21”x15"x36" unit contains six* amplifier and Contertapped HV winding. Specify either 2.5 or 6.3 fila- 

tifle ; Teg ing or ; >» é i y : i ment when ordering. 

rectifier tubes aggregrating over $60 00 at W AA curre nt wholesale prices. Western Elec For 4-5 tube sets -50V, 40MA. SV & 2.5 or 6.8V.....91.49 

trie’s price to the government was $1500.00 Shipping weight 500 Ibs Your cost, as is, For 5-6 tube sets—650V. 45MA. 5V & 2.5 or 6.3V. 175 

only $69.95. For 6-7 tube sets—675V. 50MA. 5V & 2.5 or 6.3V.. 1.90 
For 7-8 tube sets—700V, 70MA, 5V & 6.3 or two 2.5... 2.35 


For 8-9 ry sets—TO0V-90MA; 5V-3A; 2.5V-3.5A; 


ARMY BC 312 COMMUNICATIONS RECEIVER Co eateries peeadtangedag 


For 9-11 tube sets- 


, 1OOMA, 5V & 6.3 or 6 
oo ; . . ; . ang Py 5 .) ; i irec ading hs 9-15 tube sets: 600V, 150MA; 5V & 6.3V 2.95 
This receiver covers the frequency range of 1.5 MC to 18 MC in six direct reading bands For ; 
The dial, that is driven with split gears to prevent backlash, has 4500 logging divisions Peameronmens ate A a ! AUTO-TRANS- 
‘ . tat Ps » c Zzilv, ) ste yw 

per band with approximately 600 divisions on the 20 and 40 meter ham bands and 1000 110v—$1.95. FIL. TRANS. : 6. 3y, 8 Pane $1.98: 5v, 10 
divisions on 80 meters. Two stages of RF before the converter in this set give it a very Amps.—$1.98; Universal Output ans. & Watt—89c: 18 
high signal to noise ratio and maximum sensitivity. Outstanding features of this receiver Watt—$1. 29; 30 Watt—$1.69. AUDIO TRANSFORMERS: 
are: BFO with pitch control, send-receiver relay, jacks on the front panel for headphones 5 ny 1 to 2 py BY “tg! s. hs late aw NYS = — mre 
‘ speaker F ike : t, ubes are standard 6 v ypes. This re eavy Duty Class AB or B, P.P. inputs -49: Midget Out- 
— me . fasclanal vy ‘chet 3 —— Fag on a ‘oa field and fer i) An. 4. on po Bsa put for AC-DC sets—69e; MIKE TRANSFORMER for T-17 
ceiver was designe to wi stand rougn usag 1 ar I é : Shure microphone, similar to UTC ouncer type—$2.00. 
while in motion, so it is ruggedly constructed and contains a dynamotor power supply.— Stancor $B or DB mike to line or grid—$1.95 
Your cost $49.95. Conversion kit to 110 VAC is available for $6.50. CONDENSERS—PAPER TUBULAR 600 WV—.001;_ .002; 


.005—8e; .01; .05—9c; .1—10c; .25—23c; .5—36c; ELEC- 
TROLYTICS: Smfd 200y—-20c; l0mfd 35vy—20c: 30mfd 150v— 


23¢; 20/20mf 35¢; 3 50v—46c; 50mfd 150v—43e; 

GENERAL ELECTRIC amt gre ate? oat done “ope, OL CO DENSERS: amt 
600V . NSERS: 3X.lmfd— 

150-WATT TRANSMITTER 200. RESISTORS: All types in stock at the lowest selene? 


Resistor Kits—100 2 watt resistors—$1.95. 


Cost the Government $1800.00 FILTER CHOKES: 200, 300, 400, 500 ohm light duty—59e; 
we 200 or 300 ohm heavy duty—99e; 250 ma 35 ohm, made for 

Cost to you $44.50!!! U.S. Navy, fully shielded—$1.95; 75 ohm 125 ma-—25e or 25 

This is the famous transmitter used in U S for $4.25; ‘‘Meissner type’’ tapped filter chokes—25¢e; 8 amp 


iron core A filter—25¢c: Choke-condenser combination, ideal 


Army bombers and ground stations, during to replace any size speaker field when installing PM speak- 


the war. Its design and construction have ers—79c. 
been proved in service, under all kinds of 110 V. CIRCUIT BREAKERS of Magnatte type: Following 
conditions, all over the world. The entire Current Ratings in Stock: 1.25, 4, 8 Amps. Please 


Specify. $1.95 each. 


frequency — Is covered by means of Seven Assorted I.F. Transformers—$1.98; Five Asstd. Oscil- 
plug-in tuning units which are included. lator Coils—69c. 

Each tuning unit has its own oscillator SPEAKERS-PM orem type- 4”—$1.55; 5”°—$1.55; 6” 

and power amplifier coils and condens- $1.95; 8”—-$3.95; 10”—$5.95; 12”—$7.50. 

ers, and antenna tuning circuits—all de HEADPHONES —lHlig 1. qual y Signal Corps headsets with 


12” cord and plug $1.2 5’ rubber covered patchcords with 


signed to operate at top efficiency within its phone plug & socket a 


particular frequency range. Transmitter and accessories are finished in black crackle, and SELENIUM RECTIFIERS—Drvy dise type 1%” by 1”. 1.2 
the milliameter, voltmeter, and RF ammeter are mounted on the front panel. Here are Amp. maximum, suitable for converting DC relays to AC. 
the specifications: FREQUENCY RANGE: 200 to 500 KC and 1500 to 12,500 KC. (Will for supplying filament source in portable radios, converting 


DC meters to AC applications, and also may be used in low 


operate on 10 and 20 meter band with slight modification.) OSCILLATOR: Self-excited, current chargers—90c. 

thermo compensated, and hand calibrated. POWER AMPLIFIER: Neutralized class ‘‘C’’ METER RECTIFIERS—Full wave, may be used for replace- 

stage, using 211 tube, and equipped with antenna coupling circuit which matches prac ment, or in construction of all types of test equipment—$1.25. 

tically any length antenna MODULATOR: Class ‘‘B’’—uses two 211 tubes POWER Half Wave—90c. - on ape 

SUPPLY Supplied complete with dynamotor which furnishes 1000V at 350 MA. Complete or ooo oo See See Loe oe 

instructions are furnished to operate set from 110V AC. SIZE: 21%x23x9% inches has innumerable uses such as oi] burner line filter, ete 4 

Total shipping weight 200 Ibs., complete with all tubes, dynamotor power supply, five ten dollar value for 98c. 

tuning units, antenna tuning unit and the essential plugs. These units have been removed WILLARD rechargeable 2v storage batteries for portable 
radios or any other purpose—$2.95. 


from unused aircraft and are guaranteed to be in perfect condition. PUBLIC ADDRESS AMPLIFIERS—25 watts peak oytput 


This unit has separate input circuits for microphone and 
phono. The gain of the microphone circuit is 122 db. The 


GENERAL ELECTRIC RT-1248 15-TUBE phono circuit has a gain of 82 db. The fre yuency response is 


flat from 50 to 12000 cycles. A $65 value for 


TRANSMITTER-RECEIVER pty EEE TE 
$ , 


TERRIFIC POWER—(20 watts) on any two instantly selected, easily pre-adjusted tre pay ecole proses +e yr tye acy — 
quencies from 435 to 500 Me Transmitter uses 5 tubes including a Western Electric any other purpose requiring 6 or l2v at a4 amps. Net 
316 A as final Receiver uses 10 tubes including 955’s, as first detector and oscillator, price 6.00. 

and 3 7H7’'s as IF’s, with 4 slug-tuned 40 Mc. IF transformers, plus a 7H7, 7E6’s and SOCKET WRENCH SET consisting of 5 sockets ranging in 
7F7's. In addition unit contains 8 relays designed to operate any sort of external equip- size from *4 to %” and a handle—79e. 

ment when actuated by a received signal from a similar set elsewhere. Originally de- ee Sheet aed ts ce ee im 3's hae 
signed for 12 volt operation, power supply is not included, as it is a cinch for any ama Six Foot Asbestos Insulated Flat Iron Cords. one end has e 
teur to connect this unit for 110V AC, using any supply capable of 400V DC at 135 MA male plug, the other end has a standard fiat iron socket. 
The ideal unit for use in mobile or stationary service in the Citizen’s Radio Telephone Your price—70e each or 10 for $5. 

Band where no license is necessary. Instructions and diagrams supplied for running the CREE tit THIS MONTH © 


NLY. 
; ; . . 2 HIGH GRADE CRYSTAL PICK-UP WITH THE PURCHASE OF 
RT-1248 transmitter on either code or voice, in AM or FM transmission or reception, for EACH PHONO MOTOR AT $4.95. 


use as a mobile public address system, as an 80 to 110 Me FM broadcast receiver, as a 
Facsimile transmitter or receiver, as an amateur television transmitter or receiver, for 
remote control relay hook-ups, for Geiger-Mueller counter applications. It sells for 
only $29.95 or two for $53.90. If desired for marine or mobile use, the dynamotor which 
will work on either 12 or 24V DC and supply all power for the set, is only $15.00 addi- 


MICROPHONES — All nationally 
known brands Bullet crystal— 
ss. ; Bullet Dynamic—$7.45; 
Mike Jr.—60c; Hand ge ay 
= Lapel Mike—93c; Suu i? 
SMIKES, with push .-y talk 
sete -99c 

20 


tional ; ASST'D COIL FORMS, in- 
e cludins il ceramic 3 polysty 
rene. and 6 fiber, an’ useful 
* sizes—SOc. 

RAND NEW BC 348 COMMUNICATIONS RECEIVER bg ae or a FF 
B mu 5 gang—$1.95; 4 gang 
—$1.49; 3 gang—83c; 2 = 
Featuring coverage from 200 to 500 Ke. and 1500 t 1k000 Ke. on a direct reading dial with the 7 7.5 20 MFT 750v 
finest vernier drive to be found on any radio at any price-—-high sensitivity with a high degree of arte — aber ~. Wy L ~ 

tability—cerystal filter—BFO with pitch control tandard 6 volt tubes. Contains a plate supply dyna bles—25 MMFD—39c; 50 M 
motor in a compartment within the black crackle fini hed cabinet, the removal of the dynamotor leaves rd = RO ny 
plenty of room for the installation of a 110V, 25 or 60 cycle power supply. These receivers, which (TRANSMITTING RF CHOKES, 4 


= PIE. 350 Ma.—2Se or 5 for 
$1.00. 

INTERRUPTION FREQUENCY 
COILS for super-regenerative re- 
ceivers or the tremendously 
nopular FM adapters for stand- 
ard broadcast sets Iron core 


make any civilian communications receiver priced under $200.00 look cheap and shabby by comparison, 
are only $69.95 brand new. Power supply kit for conversion to 110V 25 or 60 cycles is only $8.50 addi 


tional 


RT1463 7 tube amplifiers containing 3-7F7, 1-7¥4, 8-7N7, 4 potentiometers, numerous resistors, filter 


and bypass condensers, filter chokes, power and audio transformers, and six sensitive plate circuit relays with a resonant frequency of 

4 military development that provided amazing stepless control proportional to correction required, for KC—39c; Air Core, 100 KC—29c. 
i 1 elevat th ‘ inal l tior A control mplifie f the ordinary typ« 30 MC IF TRANSFORMERS, double slug tuned—25c. 

alleron rudder anc elevator, in it rigina application d tre amplifier « i a l VIDEO AMPLIFIER PLATE COILS—Slug Tuned—25c. 

would deflect the rudder by some arbitrary amount when the ship was blown off the course to port or REMOTE CONTROL UNIT: Aluminum case 4x3x2” con 

¢ 7 v ¢ ) 7 " le P ni ‘ont : y taining 2 potentiometers, triple pole switch, 4 knobs ar 

irboard. The result would either be that the correction was insufficient and the plane continued off mechanisms, counter ama phone tacks—OSe 

course, or the correction would be too great, starting a series of tackings that would greatly increase MODULATION TRANSFORMERS: 30 watt, open 

fuel consumption and elapsed time in reaching the objective. This phenomenal unit, with its 3 am $1.95; 40 watt cast aluminum case ne Class ‘‘B’’ 

: r . oh rer _ } 2 orati input transformers cast aluminum case— 9S: Trans- 
. ’ tions t 

plifiers and x 5000 ohm relays in bridge circuits, will accurately control any 3 operations, related eslver audio transformers—@Se; Transceiver modulation 

( mrelated, in minutely adjustable uniquely quantitative variations in either forward or reverse direc- transformers—65c. 

tion O”/x7”%x8" black crackle aluminum case. Brand new in original carton $12.95, or used $9.95. 


Minimum order $3.00—All prices subject to change.—25% deposit with C.O.D. orders 


BUFFALO RADIO SUPPLY, 219-221 Genesee St., Dept. {4 BUFFALO 3, N. Y. 
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RADIOMEN’S HEADQUARTERS ++ WORLD WIDE MAIL ORDER SERVICE!!! 


'.. % INTRODUCTORY OFFERING OF OUR OWN BRAND 
CAR RADIO ANTENNAS 


All of our car radio antennas are made of triple plated Admiralty Brass Tubing, com- 
plete with low loss shielded antenna leads and have high quality fittings 

SIDE COWL—BR-1, 3 sections extend to 66”. Your price—single units—#1.50; in lots 
of 12—S$1.35 ea. 

SK YSCRAPER—BR-2 has 4 heavy duty sections that extend to 98”. Your price—single 
units—$2.45; in lots of 12—82.25 ea. 

TILT ANGLE—BR-3, may be adjusted to all body contours. 3 sections extend to 66”. 
Single unit price—#1.50; 12 lot price—81.25 ea 

VERSATILE—BR-4, single hole fender or top cowl mounting may be adjusted to con- 
form with all body contours. 4 sections extend to 56”. Single unit price—S82.90; 12 lot 
price—$2.75 ea 

THE MONARCH—BR-5, single hole top cowl mounting, 3 sections extend to 56”. Single 
unit price—#1.90; 12 lot price—#$1.75 ea 

BENDIX SCR 522—Very High Frequency Voice Transmitter-Receiver—100 to 156 MC 
This job was good enough for the Joint Command to make it standard equipment in 
| everything that flew, even though each set cost the Gov't. $2500.00. Crystal Controlled 


and Amplitude Modulated—HIGH TRANSMITTER OUTPIT and 3 Microvolt Receiver 
Sensitivity gave good communication up to 180 miles at high altitude. Receiver has 
ten tubes and transmitter has seven tubes, including two 832's. Furnished complete 
with 17 tubes, remote control unit, 4 crysals, 24 volt dynamotor and the special, wide 
band VHF antenna that was designed for this set. These sets have been removed from 
BRi BR2 BR3 BRI BRS unused aircraft and are guaranteed to be in perfect condition. We include free parts 
and diagrams for the conversion to continuously variable frequency 
receiver. The cost of this unit is only $37.95. Brand new 12 volt dynamotor for SCR 522—812.00, 24 
$6.00. Used SCR 522, less dynamotor, remote control unit and antenna—as-is—#19.95, 


PE-109 32-VOLT DIRECT CURRENT POWER PLANT 


This power plant consists of a gasoline engine that is direct coupled to a 2000 watt 32 volt DC gen- 
erator. This unit is ideal for use in locations that are not serviced by commercial power or to run 
many of the surplus items that require 28-32 V. D.C. for operation. The price of this power plant is 
only $100. We can also supply a converter that will supply 110v AC from the above unit or from 
any 28-32v DC source for $29.95. 


coverage in the 
volt dynamotor 


AT LAST YOU CAN AFFORD A LABORATORY STANDARD 
SIGNAL GENERATOR 


The famous Measurements Corp. Model 78B, 5 Tube Laboratory Standard Signal 
Generator (currently selling new, FOB Boonton, N. J., for $310.00 net), is available 
in perfect condition for 25 to 60 cycle, 115 V AC operation. Until now this is the 
sort of top-flight lab equipment that discriminating buyers have only vainly hoped 
would be released at a bargain price. Worth every cent the manufacturer asks, 
but available FOB Buffalo while our limited supply lasts for only $79.95. 


“REMEMBER THAT A STANDARD IS ONLY AS RELIABLE AS ITS MAKER.” 
LORAN INDICATOR OSCILLOSCOPE, complete with 26 tubes and a 5” cathode ray 
tube, government instruction manual included—S39.95. 


5” SO RADAR PPI OSCILLOSCOPE, complete with 9 tubes. This unit contains mag- 

netic deflection yokes and a Selsyn motor $39.95. SO RADAR ECHO BOXES, THE > 
: REP een pa - ~ ——— |S ‘ s 4 Model 78-B Standard Signal Generator. Two Fre- 

PERFECT CALIBRATED CAVITY WAVEMETER—$10.00. quency Bands between 15 and 250 megacycies. 


5” SO RADAR PPI OSCILLOSCOPR, complete with 9 tubes This unit contains magnetic deflection yokes and a Selsyn 
motor—39.95. SO RADAR ECHO BOXES, THE PERFECT CALIBRATED CAVITY WAVEMETER—$10.00. 

Range Unit RT-1579 consists of a three stage high gain, high fidelity amplifier and a Helmholtz coil for manually intro- 
ducing phase shift from 0° to 360 The amplifier is cascade 6SJ7s driving a 6F6 in the output, also on the same chassis 
is the 110v 60 cycle power supply The Helmholtz coil is rotated by a vernier drive mechanism which has a dial that 
contains 4000 %4 inch divisions. Your cost—14.95. , 


mk ge ony > ee a LATOR, will maintain a constant 115 V AC at the load even though the input voltage varies 
rom %5 to 180 volts. The 


regulation is % of 1% with a 75 watt load Shipping weight 20 pounds Your cost $S.95, 


SCR-610 TRANSMITTER-RECEIVER ready to operat e on 10 
V DC— $49.95. 


meter phone by connecting it to 6, 12 or 24 


Relay Box BC-616 contains 3 high speed DPDT DC 
and a 150 MFD condenser. The aluminum box, with 
bargain lasts S1.05 


relays, that may be used as Keying relays, resistors 
cover, measures 54%x6%x2 inches. While this terrifl 


BC 221 FREQUENCY METERS with calibrating Crystal 


ind calibration charts A precision fre- 
quency standard that is useful for innumerable 


applications for labor itory technician service man, 
amateur, and experimenter, at the give-away price of only $30.95. 


SCR-274N COMMAND SET 


The greatest radio equipment value in history. 

A mountain of valuable equipment that includes 3 receivers covering 190 to 550 
KC; 3 to 6 MC; and 6 to 9.1 MC. These receivers use plug-in coils, and con- 
sequently can be changed to any frequencies desired without conversion. Also 
included are two Tuning Control Boxes; 1 Antenna Coupling Box; four 28 V. 
Dynamotors (easily converted to 110 V. operation); two 40-Watt Transmitters in- 
cluding crystals covering 3 to 4 MC and 4 to 5.38 MC; and Preamplifier and Modu- 
lator. 29 tubes supplied in all. Only a limited quantity available, so get your order 
in fast. Removed from unused aircraft and in guaranteed electrical condition. 
A super value at $29.95, including crank type tuning knobs for receivers. 


Minimum order $3.00 - - ~- All prices subject to change - - - 25% deposit with C.O.D. orders 


BUFFALO RADIO SUPPLY, 219-221 Genesee St., Dept. {,5 BUFFALO 3, N. Y. 
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TBESTin SURPLUS 


Collins AN/ART 13 Autotune 
Transmitters. Brand new in original 
crates $99.50 
BC 222 Wa kie Talkies. Cover 28-52 Mc. 
Crystal calibrator, range 15 miles. Brand 
new. The ideal ameteur portable 
unit $49.50 
BC 457A Transmitters Western Electric 
4-55 Mc. Brand new in sealed cartons 
with tubes $4.95 
Mine Detectors SCR 625 in excellent used 
condition $19.50 
BC 729C Antenna Tuning units from BC 
610. Matches 500 watt transmitter to an- 
tenna made by Hallicrafters. Has O-15 
RF Ammeter. Brand new $14.95 
BC 306A Antenna Tuning Units. Mfg. by 
General Electric. Matches 150 watt trans- 
mitter to antenna. Brand new $3.95 
35’ Mast Antenna, Steel, Sectional, with 
Guys, Base, 50’ Coax Lead In, canvas 
case $29.50 
Weston Model 155 Precision AC Volt- 
meter 0-30 volts, wood case, new $29.50 
Weston Model 264 Precision Milliammeter 
150-0-150 MA D.C. Bakelite case, 
new $19.50 
Model 62 Measurements Corp. Precision 
Vacuum Tube Voltmeter used but like 
new $39.50 
Westinghouse Type PX-14 Precision Milliam- 
meter 50-0-50 MA DC. New sealed 
cartons $14.95 
U.H.F. Mica filled 
cinch 10 for $1.00 
Thermocouple for R. F. Ammeters. Brand 
new 3 for $1.00 
Kit of screw driver type Potentiometers 

10 for $1.00 
Kit of Metal Tubular Bypass Condensers 

20 for $1.00 
Kit of Bathtub Bypass Condensers 

20 for $1.00 
Technical Manuai on BC312 and BC342 
Receivers, instructions and circuit dia- 


grams, etc. $0.50 


Potentiometers Any 12 for $2.50 


Mallory 600 ohm 4 watt W.W. I”, 
Shaft 

Mallory 1000 ohm 4 watt W.W. 
>" Shaft 

Mallory 5000 ohm 4 watt W.W 
¥," Shaft 

10,000 ohm 4 watt W.W. 3” 

Shaft 

C.1.$ 
Shaft 

Mallory 20,000 ohm 4 watt W.W 
1” Shaft 

Mallory 25,000 ohm 4 watt 3%” 
Shaft 

Clarastat 40,000 ohm 3 watt W.W 
I'/>" Shaft 

Centralab 100,000 ohm carbon 2” 
Shaft 


100 watt 


Loctal Sockets, 


10,000 ohm Carbon %” 


Any 12 above, 12 for $2.50 
Extension phone cords with plugs 
6 ft. $0.25 
Extension cords with 
and plugs 


switch 


$0.25 


microphone 
7 ft. 
Kit of Relays, excellent assortment 

5 for $2.50 
Kit of Rotary Switches, Mallory, Centra- 
lab, etc. 5 for $1.00 
4.3 Mc. IF Transformers, double slug 
tuned 25c, 5 for $1.00 


We will ship C.O.D. 
No order under $2.00 


| THE HEATH COMPANY 


“al BENTON HARBOR. MICHIGAN 


mple 


ROUBLESHOOTING AID 


A useful test instrument—it combines several 


practical servicing kinks 


By SALVATORE J. 


SIMPLE device which can be 
A built quickly and inexpensively 

has proved to be a very useful 
and rugged test instrument in the 
radio repair shop. The idea is to com- 
bine various favorite and practical 
radio servicing kinks into one unit. 
Then by inserting test leads into the 
proper pin jacks, by trying the test 
prods across the various units in the 
receiver, a very convenient method for 
substituting parts by “cut and try” 
can be achieved. 

The 8 zfd. and 30 zfd., 350 volt elec- 
trolytic condensers can be used to 
bridge open or leaky filter condensers 
in power supplies or power tube by- 
pass electrolytics. Symptoms of such 
conditions include: bad hum, distor- 
tion, motorboating and low audio gain. 
If the receiver appears normal after 
this test you have located the defec- 
tive condenser which should then be 
replaced by one of the correct value. 
In this manner the trouble can be 
located quickly and without annoying 
shocks to the serviceman or an acci- 
dental short across the rectifier plates 
which so often occurs when handling 
a large electrolytic while trying to get 
the leads across the defective one. 
The .05 xfd. tubular can be used con- 
veniently to bridge any suspected tu- 
bular of the approximate value in the 
set. In substituting a coupling con- 
denser, unsolcer one end of the con- 
denser in the set, insert leads in the 
jacks connected to the .05 ufd. tubular, 


into a single unit. 


MONDELLO 


\ JO, * 


Over-all view of completed instrument. 


and bridge the ends of the test leads 
from the plate of the detector to the 
grid of the power tube. With the test 
leads it is easy to “dig in” under a 
closely crowded spot without causing 
an accidental short. The 100 wusfd 
mica condenser, although part of the 
crystal detector circuit, may be used 
across a suspected mica. This is par- 
ticularly applicable to shorting or pe- 
riodic oscillator grid leaks and in rf. 
filters. For these 
prepare test leads with a clip on one 
end so that the prod may be held in 


tests it is best to 


Diagram shows panel layout and circuits that are incorporated in this unit. 
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R,—100,000 ohm pot. (with sw., 
1—Standard type buzzer 
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1—30 yufd., 350 v. elec. cond, 
I1—100 ppufd. mica cond. 
I1—11 v. “C”’ battery 


1—Crystal 
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PUSH BUTTON TUNER 


OIL FILLED CONDENSERS 


CAP W D PRICI ( W.V.D«A ERICH 
4 ) $ .49 4 1000 $ .90 
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1.95 
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BC-605 INTER- 
PHONE AMPLIFIER 
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MICA TRANS. CONDENSERS 


CAP W.V.D«A PRICE CAP W.V.DA PRICI 
002 6000 $3.49 005 1200 $0.39 
0002 5000 1.49 02 1200 .59 


0001 +2% 3000 A.C 75 01 
002 2500 .69 


Send for list or 
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high voltage micas 


NO ORDER UNDER $2.00... 
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Cannon Electric Type DPB Connector using 
gold-plated contacts in Studio Control Booth 
Console, Type 120 Amplifier in the low level 
side. Plug-in connector greatly increases 
ease of servicing and maintenance. 


Arrows point to Cannon Electric Type “K” 
fittings connecting a maze of circuits on the 
Quontometer, a direct-reading spectometer 
which determines chemical analysis of metals 
in 45 seconds. Rear view shown. 


CANNON 
PLUGS 


K-21 Plug RK-24C Plug 


TYPE ‘'K’’— made in 3 general 
shell types with nearly 190 insert 
arrangements available for a wide 
variety of wire sizes, including 
coaxials. 


TYPE DPB — rack type pin and 
socket assemblies (both for fixed 
mounting) carry standard, coaxial 
and twinax contacts. Six basic lay- 
outs available in DPB, many more 
in the larger DPD shell size. 


NEW EDITION C-46-A CATALOG—For a com- 
plete survey of the majority of Cannon Electric 
products, send for this C-46-A Catalog, con- 
taining prices on many items. Also included are 
the names and addresses of our distributors. 
Write Department J-228. 


wc \CANNON ELECTRIC 


CANNON 


cecreic/ DEVELOPMENT COMPANY 


3209 Humboldt Street, Los Angeles 31, California 


Conaoda & British Empire — Cannon Electric Co., Ltd., Toronto, Ontario « World Export 
Agents (excepting British Empire) Frazar & Hansen, 301 Clay St., San Francisco 11, Calif. 


place directly across the condenser 
being substituted. 

The crystal detector circuit uses a 
Philmore “fixed” crystal detector and 
is designed for signal tracing r.f. cir- 
cuits. The output may be heard either 
through a pair of earphones or by 
means of an audio amplifier with a 
small speaker. The phones or am- 
plifier are connected from the pin 
jacks at the top of the box. In signal 
tracing the first tank circuit the recti- 
fied signal will be weak or not heard 
at all since it is not amplified at this 
stage. To remedy this situation the re- 
ceiver should be connected to a strong 
outside antenna. When working with 
the crystal detector signal tracer cir- 
cuit, this will strengthen the signal 
and allow it to be heard in the head- 
set or amplifier. Of course one of the 
input test leads should be connected 
to ground and the other probed back 
progressively from antenna primary to 
the detector of the receiver being 
tested. 

The buzzer circuit is used for signal 
injection at various stages of the re- 
ceiver being tested to locate “dead” 
stages or points where the signal is 
being blocked. In this case one lead is 
grounded to the set and the other 
probed back from speaker voice coil 
to antenna. The output of the buzzer 
can often be effectively used to actu- 
ally “blow open” stubborn intermit- 
tents since the signal generated is very 
strong, irregular, and choppy, thus pro- 
ducing a great variation of frequen- 
cies and harmonics. By placing the 
lead at the mixer grid of a superhet, 
the i.f.’s can be aligned with good re- 
sults and maximum response. The 
volume control in this circuit is used 
as an “on-off”? switch and an attenu- 
ation control when aligning the i-f.’s. 
A sensitive receiver should pick up 
the generated buzzer noise without the 
leads being connected to the instru- 
ment. In this way you can determine 
the sensitivity of a receiver by slowly 
moving the instrument away from the 
receiver while the buzzer is on. This 
is especially helpful when a location, 
such as tall buildings with a steel 
framework, is suspected of shielding 
radio signals. 

This handy test unit is housed in a 
box, which may be of any suitable size, 
but large enough to accommodate the 
battery and buzzer. 

After the unit has been completely 
wired and before the cover of the box 
is fastened down, cotton should be 
packed around the buzzer in order to 
muffle its sound. The usable signal 
should be that which is picked up from 
the end of the test prod. Four rubber 
cushions or grommets should be used 
to support the bottom of the box in 
order to eliminate, as much as pos- 
sible, vibrations which might occur 
when the buzzer is being used. The 
battery used to power the buzzer is an 
ordinary 1% volt dry cell. The cover 
of the buzzer should be removed leav- 
ing the coils and vibrating hammer ex- 
posed, thus when the box is stuffed 
with cotton the buzzer will operate 
without noise. 
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POWER TRANSFORMER 


1600v-0-1600v, 350 ma. Gov't rating. 
7x614x514—31 Ibs.. : ceuie $12.95 


RH ‘Se x 


@ speciais OF THE 


MONTH 


G.E.—Rotary Switch, 2 deck—each deck SP3P Myca- 
lex wafers. Can be used in Hi-frequencies up to 250 
Mes. Perfect for band switching in an exciter or final 
Heavy silver plated spring contacts. Posi- $1.29 
tive action by spring controlled roller bearing 


TRANSFORMERS—115v 60 cyc 


Hi-Volitage Insulation 


1600v @ 4ma; 7OOVCT @ 150ma; 6.3v @ 8a. . $8.50 
2500v @ 10ma. : 6.50 
3710v @ 10ma; 2.5v @ 3 amp; 2.5v @ 3 amp.. 9.95 
3950v @ 4ma; tap at 1250v @ yok, 7.50 
550-0-550v @ 150ma; 5v @ 3a; 2X-6.3v @ 5a 7.95 
6300v @ 4ma 9.95 
500-0-500v @ 100ma; 5Svct @ 3a. . 4.95 
442-0-442v @ 1000ma. eS 9.95 
425-0-425v @ 150ma; 6.3v @ 7.5a; 6.3v @ 3a; 

5v @ 3a... aaa a ard 5.95 
400-0-400v @ 200ma; 5v @ 3a ; 4.95 
350-0-350v @ 150ma; 6.3v @ 6a; 5v @ 3a; 78v 

@ la 4.95 
350-0-350v @ 35ma—XLNT for Volt Doubler 1.49 


300-0-300v @ 65ma; 2X-5v @ 2a; 63v @ 
ee A SR... ecacdeutevieeondones 3.49 
Senee Ge .. . «a wcncsncesesesosees 2.49 
et 2 Pee O00... 005 60s00eedeeeens 3.95 
T°) } & of errr ee ee 3.25 
5v @ 1l5a sus cie seeecenseseeubunseed 14.95 
ff Saas Se ere ee 17.50 
a a ee a ee 3.25 
6.3v @ 3.la niet dates tence Mapas oa on 1.95 
6.3v @ 21.5a; 6.3v @ 2a - 25v @ 2a 6.95 


FILTER CHOKES— 
HI-VOLTAGE INSULATION 


4 Hy @ 250ma... .$1.98 12 Hy @ 300ms. .95 
10 Hy @ 250ma... 2.49 15 Hy @ 100ma.... 2.95 
10 Hy @ 400ma. 4.95 15 Hy @ 125ma. 3.25 
12 Hy @ 100ma. 2.95 30 Hy @ 70ma 1.95 
4 Hy @ 600ma. 5.95 1 Hy—5 amps. 6.95 


SCR-522 100-156 MC. 
RECEIVER AND TRANSMITTER 
Licensed for Railway and Taxicab Use 


The ideal all-purpose transmitter-receiver for work 
in the 100-156 mc spectrum. Four channel push- 
button operation, crystal-controlled, AM, phone, 
mobile or fixed station service Ideal for amateur, 
aircraft, marine, railroad, taxicabs, police and exper- 
imental. Amplitude modulated—High transmitter 
output. Receiver has 10 ag and transmitter has 
7 tubes including two 832 Easily converted to 
full 110 volt 60 cycle operation Complete -— 
with 


sion instructions and schematic furnished 

each unit 

Tube complement 2—832; 3—12A6; 1—6G6; 2— 
6557; 1—12JS5GT; 1—1: 2C8; 1—9002; 3—9003; 1— 
12AH7GT and 3—12SG7 

Complete $ 1 4 95 
with tubes nal . 


BC-348 RECEIVER 


Built for continuous duty, this band switching, six band 


receiver with a freq. range of 200 to 500 kc. and com 
plete 1500 kc. to 18,000 kc. Has automatic noise com 
pensator—constant sensitivity on all bands—output at 
300 or 4000 ohms—xtal filter AVC-MVC-BFO; Smooth 
vernier tuning; 90 turns of tuning for each band 
Complete with built-in dynamotor for 28 v DC. 8 tubes. 


Conversion instructions and schematics. 49 50 
Wonderful buy at. . 


Conversion kit for 110v- 60 cyc. om ation, 
complete. . rr 


‘SILVER BALL’ ANTENNA SWITCH 


100 Amp. 2500 V. Navy Rating 


Terrific Buy $1.79 


63 DEY STREET 


1947 


September, 


BLOWER 


Hi-air blast, des:gned 
mitting tube service 


for trans- 
Motor oper- 


ates on 100-125v 60 cycle at 7000 

RPM. Noise free with self contained 
chokes and filters. Enclosed in satin 
finish, aluminum cabinet 
4° high x 2%4x3\" 


Super buy at 


Measures 
Many uses. 


$5.95 


PERMALLOY SHIELDS 


for 
CATHODE RAY TUBES 
i ante ce ehh $1.49 
5” Shield 1.98 


TUBES (Brand New) 
Army-Navy Inspected 


1B24....$13.95 311. $ 5.95 
2AP1 2.25 371B 5.95 
2C40 2.79 450TH... 44.50 
2D21. 1.49 703A 1.50 
2V3G... 1.256 705A 4.95 
2X2. .84 715B 4.95 
3AP1. 3.00 721A 4.95 
3BP1. 2.95 726/AC 7.50 
3E29 2.95 801... 1.75 
»BP1 3.95 802 1.75 
»BP4. 4.95 803 8.95 
SCP 1. 3.96 804..... 9.95 


All merchandise guaranteed. Mail orders promptly filled. 
All prices F.O.B. New York City. Send money order or check. 
Shipping charges sent C.O.D. Minimum order $5.00. 


RADIO HAM SHACK Inc. 


NEW YORK 7, N, Y. 


Full Wave Bridge Types 

INPUT OUTPUT 

upto 18vA.C.upto 12v D.C. lamp.. ..$1.95 
upto 18vA.C.upto 12v D.C. Samp.... 4.45 
upto 18v A.C. upto 12v D.C. 10 amp... 7.45 
upto 18v A.C. upto 12v D.C. ls amp. .. 9.95 
upto 18v A.C. upto 12v D.C. 30 amp 14.95 
upto 36vA.C.upto 28v D.C. 1 amp 3.45 
upto 36vA.C.upto 28v D.C. 5 amp 7.45 
upto 36v A.C. upto 28v D.C. 10 amp 12.95 
upto 36v A.C. upto 28v D.C. 15 amp 18.95 
up to 115v A.C. up to 100v D.C. .25 amp. 2.95 
up to 115v A.C. up to 100v D.C. .6 amp 6.95 
up to 115v A.C. up to 100v D.C. Samp. ..19.95 


HIGH CAPACITY CONDENSERS 


Sea ee ar $1.95 
Se GLE WEES, .. cacccecececesosecteaee 2.95 
ey OPS. vnc cn ceneceieccosed os .99 
2000 mfd.—SOWV DC 1.95 
OIL CONDENSERS: 
G.E., AEROVOX, CD., ETC. 
ALL RATINGS, D. C 
Imfd 600Vv . $0.35 2mid. 2000v $1.75 
2mfd 600v — | 3mfd 2000v 2.75 
4mfd 600Vv .60 4mfd 2000Vv 3.75 
&mfd 600v . 1.10 15mfd. 2000v 4.95 
10mfd 600v.. 1.15 Imfd. 2500v 1.25 
Imfd 1000v .60 25mfd. 2500v . 41.46 
2mfd 1000v .70 5mfd. 2500v . sa 
imfd. 1000v 95 O5mfd. 3000v ... 1.95 
8mfd. 1000v 1.95 Imfd. 3000v es * 
10mfd. 1000v 2.10 25mid. 3000v . 2.65 
15mfd. 1000v 2.25 5mfd. 3000v . 2.85 
20mfd. 1000v 2.95 Imfd. 3000v.... 3.50 
24mfd. 1500v 6.95 12mfd. 3000v . 6.95 
.25mfd. 2000v 1.05 2mfd 4000v.... 5.95 
5Smfd. 2000v.. 1.15 Imfd 5000v.... 4.95 
Imfd. 2000v 95 .Imfd. 7000v 2.95 


Hi VOLTAGE MICAS 
ALL RATINGS, D. C. 


15000v— $12.95 


1 mfd. 
2 mid 


02 
0005 


12000v— 
20000v— 


$9.95 
9.95 


mid 


20000v— 10.95 mfd 


SCR-274-N COMMAND SET 


This unit consists of 3 receivers, 2 transmitters, 
4 dvnamotors, 1 modulator, 2 tuning control boxes, 
1 antenna coupling box with RF ammeter, antenna 
relay and 5000v., 50 mmfd. W.E. vacuum con- 
denser. Also complete set of 29 tubes with each unit 
The receivers cover frequencies of 190-550 Ke; 
3-6 mc; 6-9.1 mc; a calibrating crystal is also in 
cluded. Each receiver has its own dynamotor and 
another dynamotor powers the transmitter and 


modulator. Terrific Value. Complete, $39.00 


ready to operate 


NEW SOCKETS 


Type 212 for RCA 833 or 833A. Type 234 for West- 
ern Electric 5D21, 705A, 715A, 715B. Raytheon 
RKR72 and RK72. Steatite base and special lock- 


ing device for retaining tube in socket 
Type 212. Net Price Each $4.67 
Type 234. Net Price Each $1.07 


ATTENTION! 


INDUSTRIALS—LABS— 
SCHOOLS—AMATEURS 


Let us quote on components 
and ~“ o"T that you re- 
quire e have too many items 
to be listed on this page. Place 
your name on our mailing list 
now for new catalog. 


G Discs? 


FLYIN 
eid: Ph”, 


f you'r king f Jown-t arth 
sue n mmun 3 ns fF rs 
c AT NFERATED Me sintain 
3 ry T K 

t ] ana he 

; + 
) k ang Y 
3 pe at 
5 ) wis ! 

Buy on 
TIME PAYMENTS 
if you wish 

Pay 20 Jown. balance twelve mont} 


Get the set you want now 
. pay for it later. 


3 Ie 
A ) ite De ry 
HALLICRAFTERS 

Cast Dowr 
Model Price Payment 
8 Pere: $ 9.50 
40A “ 89.50 17.90 
X-42 ., , 275.00 55.00 
+4 99.50 19.90 
11-9 ae 350.00 70.00 

NATIONAL 

iC -4¢ $ 97.50 $19.50 
N 3 i 179.50 35.90 
A ; 67.50 13.50 
NC-24 ; . 225.00 45.00 
HF 274.35 54.87 


HAMMARLUND 
HQ-129> $161.40 $32.28 
400 334.05 66.81 
RME 
VHF-152 .... $ 86.60 $17.32 
R ees. 2.5205 98.70 19.74 
RME.4 198.70 39.74 
MEISSNER 
Sianal Shift $99.50 $19.90 


ederated Purchaser 


INCORPORATED 
RADIO— ELECTRONIC 
EQUIPMENT 


distributors of 


ana SOUND 
80.RN PARK PLACE, N. Y. 7 
WH 4-2080 


Phone: 


Four black pin jacks and six red 
ones were set into the wooden cover. 
All of the components, including the 
condensers, crystal, and jacks, are 
mounted under this cover with the 
exception of the buzzer which is not 
fastened to the case in any way but 
merely lies on the cotton stuffing 
where it can operate freely without 
causing any unnecessary noise. 


A multiple click switch, if one is 
available, can be used to eliminate the 
necessity for changing the test leads. 
This set-up is especially recommended 
for the condenser combination. 

This entire unit was built in less 
than two hours and cost only $1.65 for 
parts. With this gadget it is possible 
to check receivers without using any 
other type of test equipment. 30) 


—w- 


RADIO REUNION 
BY MAJOR HAL CONNER. USMC 


7 HIS is W6YB in Oceanside ecall- 
ing.” 
UL. S. Marines in amateur radio 


stations throughout the Pacific hear 
these words each day and know that 
Marine Warrant Officer Charles D. 
Pierce of Camp Pendleton, Oceanside, 
California, is about to melt the 6900 
miles separating Leathernecks from 
their families. 

For over two hours each night Pierce 
sits at the microphone of his living 
room radio station in his home in 
Oceanside, California, and talks to 
Marine operators on Guam, Saipan 
and Hawaii. 

Usually present at these broadcasts 
are the wives and children of Marines 
stationed there, who use Station W6YB 
to hold family reunions by radio. On 
other occasions, Camp Pendleton Ma- 
rines and their families exchange 
news of local events with families sta- 
tioned overseas. 

Since he began operation of his radio 
station several months ago Pierce has 
contacted over 200 amateur 
casters throughout the world. 

Pierce built the transmitter himself. 
The first station that he talked to was 
operated by two G.1.’s occupying Japan. 
Most of the Marine’s broadcasts are 
done on a regular nightly schedule with 
Guam, Saipan and Hawaii, although 
he often makes contact with amateur 
radiomen in China, Australia, the 
Marshall Islands, and other points. 


broad- 


The Camp Pendleton warrant officer, 
who is in charge of the low-speed radio 
operator’s school here at the world’s 
largest Marine training center, is an 
ex-prisoner of war. He was caught by 
the Japanese in Peking, China, when 
World War II started and spent nearly 
four years behind barbed wire in 
Shanghai and Kyushu, Japan. 

Fourteen years ago, Pierce enlisted in 
the Marines. When he left *“*boot camp” 
at Parris Island, S. C., he was assigned 
to signal duty and has been a com- 
municator ever since. He first went to 
China in 1934, where he was on duty as 
a radio operator at the American Em- 
bassy in Peking. Later, in 1938 Pierce 
was put in charge of the Marine ama- 
teur radio station on Guam and was 
there until shortly before December 7. 

The Warrant Officer stated that he 
could talk to stations in Europe and the 
eastern United States only when it’s 
daylight there. Early evening has 
proved to be the best time to contact 
Guam and Saipan inasmuch as it is 
noon the following day there. 

“This is W6YB signing off.”’ 

When “Jack”’ on Saipan, *“*Joe’’ on 
Guam and “Stan” on Hawaii hear 
these words and close down their short- 
wave station they know that **Charlie”’ 
in Oceanside has made a lot of Marines 
happy by reuniting families, who 
otherwise would have had an ocean be- 
tween them. 


—- 


Marine Warrant Officer Charles D. Pierce, W6YB, provides radio reunions for Marine pals. 


. 
i 
; 
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RADIO NEWS 


SPRAGUE TRADING POST 


FOR SALE—Philco table model re- 
ceiver with speakcr and tubes. Rob- 
ert Rouse, 57 Water St., Gen va, 
Ohio 

WANTED—New or used Hallicrafter 
HT-6 transmitter State pri 
conditior Les. Allen W2QOK, 25 38 
Warren St Trenton, N. J 

FOR SALE—RME DB-20 preselector 
in perfect condition Used only 3 
months, $55 prepaid ( W. Wade, 
WOMKL, 1605 Pal Drive, ¢ pus 


am 


WANTED Transformer similar to 


Stance P-6318 that will deliver 250 
and 400 volts at 200 ma. simul 
taneously Cash or trade Charles 


Remer, 838 Riverside Drive, New 


FOR SALE — Millen 50-watt trans 


mitter, 90800, in black table cabinet 
witl f ampmeter, tubes, xtal and 
coils but less power supply S00 
Also Navy TBY-S  transmitte I 
ceive and 6V power supply, $2 I 
Laughlin 1040 Persa Ave., San 
Francisco 12, Calif 

FOR SALE Prewa pa Na 
j 0-10 eter c.W ransmitte ll 
good part Breting 12 re ver g ] 
condition Reasonabl bD Shaw 
26 Elam Parkway, Lexington, Ky 
FOR SALE Hallicratter S-3S re 
ceiver in A-1l_ shape ised only 3 
months Has wiring diagram $40 


Antone L. Oliveira WIPWL, 94 P« 
tomska St New Bedford, Mass 
FOR SALE—RK.M.E. 6% receiver 
condition, complete less speake SS 
tube neve used but uit of cartor 
Clarence A. Resch, J WOFTD, 12 

West Maple Ave Independence, M 


DOUBLY SEALED AGAINST 


HEA and MOISTURE 


Sprague High-Voltage Paper Tubular Vibra- D.C. is honestly conservative. Capacity 
tor Condensers are especially designed in ratings mean exactly what they say. 

every respect to stand the severe conditions Use "em on all auto radio jobs—and other 
of auto radio operation. They're oil impreg- high-voltage applications as well. They'll 
nated against intense heat. They're over-all stand the gaff! They will not-let you down! 
wax dipped—and they've got special end As always, we'll appreciate it if you order 
seals for really top notch humidity protec- them by name—Sprague Type TR High- 
tion. The working voltage rating of 1600V. Voltage Paper Tubulars. 


SPRAGUE 
VIBRATOR 
4 CONDENSERS 


m 


SELL OR TRADE-——-Holmes lémm “H” 
at age og eee Wee een. Used nner ind high-speed courses FOR SALE 40-watt rig without Also dual power supply. Need 15-2 
only ow nd $490 or will take Me Want transmitter parts All letters tubes, power supply rystals but wit! watt amplifier gnal =gene ol 
ner analyst and precision tube check nswered. Daniel D. Lewis, 101 Con- all plug-in coils for 40-80 meter band, 1800v, 300ma t r wh 
gE ig Bing HE - en: titution St., Emporia, Kans $15. Monitor $3. F. Bou, W3ESX, have you? G. H. Pv W5LVX 
— a ee sew shy WANTED—Meissner 14-tube traffic $131 N. Percy St., Phila. 33, Pa Box 6743, L.S.1 Baton Rouge, La 
FOR SALE—Radio magazines an ister communications or similar re FOR SALE — KME-69 with black FOR SALE—Signal ps radio re 
ocy, WOGNK/S EN d rh ac Crvel State price and condition crackle matching speaker in excellent eiver BC-348-R converted f Lit 
ery, W2GNK/9, Elmwoor k. E. Bond, 49 NE 110th St., Miami, condition. $100. W®9LNQ, 6311 W ise; complete with speaker $67.50 
WANTED—S22K rec er, State price Fla Grand, Chicago 39, Ill , Charles Markha M P.O. Box 
and condition. Would like to trade 10°) WANTED—Meissner 14-tube Trafti WANTED—HW-120X receiver in good 294, Bastrop, La 
volume set The Complete Photog Master communications receiver o condition. Will pay cash. Robert R SELL OR TKADE Tr 
pher for radio bool vhat have milar. State price and conditior Payne, 145 Highland Drive, Willian put, mike and vibrat ou 
your Paul W. Kereher, 119 North Bond, 49 NE 110th St., Miami, Fla. ville 21, N. ¥ IN23 crystals. ©. John Zethmeis 
St., Elkton, Md FOR SALE--BC-406 with speaker, for FOR SALE National NC-46 with 1123 Woodyerest Ave., New York 
FOR SALE— Meissner B-150 transmit 110y peration: 13 tubes ine per peaker good condition Looks like N. ¥ 
ter with gnal shifter, spare pa fect condition. Partly converted fo new, $86. John Jacezko, 4030 N. 91} FOR SALE.—BC-191, 150-watt phone 
data for conversion to 10-20 meters 10 and 20 meter Has heavy steel St.. St. Le 7, Mo CW 40/80 ete transmitte ly 
Local buyers preferred, $325. Johr case. $35 with speaker, line cord and FOR SALE—Code practice machine ir hanged to include 10/20 mete I 
J. Gillen, W3NFG, 2329 St. Alban plug. Veter H. Parkhurst, 2207 Shore red leatherette covered case, complete ltering coil th 4 plug-ir ! 
St., Philadelphia 46, Pa Rd., Northfield. N. J with tape kev. buzzer and batteries and 12 volt dyna t Sou K 
WANTED—Communications receiver FOR SALE—New 7-tube super-het Very good ondition, $10 postpaid Shibe 103 Grandview Blvd Khansa 
HQI2Z9X, HQ120, SX25, SX28A, S40 erodyne, built as shown in 1946 Vern Anderson, 304 Pine, Lewistowr City, Kans 
in good condition. W. Littenberg, 731 Handbook. Complete with power sup Mont TRADE Class ¢ plane en ke 
Greenwich St., New York 14, N. ¥ ply, speaker, 80, 40, 20 and 10 mete WANTED-—FM and AM receiver R44 new, 2 propeller f eel, coil 
WILL TRADE—National NC44 re coils and 21 x 21 wooden rack. Ex ARR-5S. Harold Francis, “ce Manas ondenser, batt box and spark plug 
ceiver and separate speaker in cabinet ceptional value $25 B. E. Martin quan Police, Manasquan, N. J wrench for har ye I hat have 
for good quality service oscillator ir 25 Martling Ave., Pleasantville, N. \ FOR SALE —-«y inications receiver ou Nile Smit! 16 W. Frar 
good condition or will sell for $50 WILL TRADE—0-5 G-E r-f mete Navy irplus RAO-6 (same as Né St., White Hall, Il 
casn George Moore W3PFD, 907 never used, for good used bug, any LOOXA ¢€ ept ft idditional T.R.1 WANTED—Diag of lel 54 Ger 
14th St Seaver Falls, Pa ake Hartwell B. Burne WOOEL tage Standard coverage, 540ke t eral Televisior i ( ence Sti 
WANTED —Good used Hickok 4922 Mayville. N. Dak “Orne Litth ed, $80. H. Davie nett, 1721 El \ Lynechbur \ 
Jumbo voltol milliamete A. J. Wel WANTE Used SW receiv n good 36 Jefferson Ave Haspre ick Height SELL OR TRADE - ‘ t 
ter, Gonvick, Mim condition. Give complete description N. J elay 000 and 8.000 ol \\ 
WILL RADE — Complete and price. H. L. Spence, Gen. Del FOR SALE-—Supreme oscilliscope No. other radio pa Melvin ¥ 
code system consisting of t t Winston-Salem, N. ¢ 30 with complete instructior Good 15 South Blvd Oak Park, Ul 
ondition, $3 L. K. Drum, 785 Mt SELL OR TRADE MeMurdo & 
Vernor Lake Orior Mic odel 90 \ a > wee 
WANTED--BC342 receiver or equiva G nteed Sof ft i portal 
YOUR OWN AD RUN HERE FREE cen gen Ee RD neo on gion Ui lg 
Will trade Wincheste j 0-06 rifle Lantermatr B 609, Lake Cl ke 
The Sprague Trading Post is a free advertising servic ’ > bene > with Redfield peep sight, sling. and La 
our radio friends. Providing only that it ey in wiih, ra yoke pe pe ammunition ( plete descriptior FOR SALE ACK-111 Ke A) 16 tube 
service, we'll gladly run your own ad in the first available issue of one of exchanged WiBVZ Needham ene er : poaner, 
the six radio magazines in which this feature appears. Write CARE- 7 - 1S Johnson St New Bers ee Se ee seee or we 
FULLY or print. Hold it to 40 words or less. Confine it to radio sub N.< swap and pay difference f BX - SRA 
jects. Make sure your meaning is clear. No commercial advertising or FOR SALE—BC348 receiver for 100 Robert F. Lindstaedt, 438-A l4th St 
the offering of merchandise to the highest bidder is acceptable. Sprague oo cyen * ne Se See Pe re = ft 7 
of course, assumes no responsibility in connection with merchandise wr - a samen = - ge es pas tan —— 7 r a 4 “ Hi. ” 
bought or sold through these columns or for the resulting transactions. WANTED C _ ae ae " y woe aan ay S on B receive ; cus ng 5 
Dept. RN-97, SPRAGUE PRODUCTS COMPANY tor covering standard and short wave 165 me. in working order or repair 
North Adams. Mass bands. Must include instruction man able condition Al. Birch, Box 13 
' ° ual and be reasonably priced. W. H Parkland, Was! 
(Jobbing distributing organization for products of the Davidson, Pendleton, Ore FOR SALE Eleven 9003 (vt-203) 
2PACI? —_ —_*. FOR SALE OR TRADE—Me¥lroy radio tubes (Ken Rad) and adapts 
SPRAGUE ELECTRIC CO.) 60w transmitter-exciter, built in ec for 50L6, 35A6. $5. Williamson Ka 
and all coils Excellent condition dio Service, Copper, Texa 


ASK FOR SPRAGUE CAPACITORS and *KOOLOHM RESISTORS by name! 


September, 1917 


*Trademark Reg. U. 8. Pat. Off 
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Re: M rapio company 


1426 N. QUINCY STREET e ARLINGTON, VIRGINIA 


Famous “PUTT-PUTT” 


(HRU-28) DC POWER SUPPLY _ 
24-28 VOLT at 70 AMPS—2000 WATTS 


This unit is just fine for your Field Day, to operate your 
BC 375, ART/13 Collins trans., BC 348 Rec., and all your 
gear. 

This gasoline engine generator power supply is a one. 
cylinder, two-cycle gasoline engine, approximately 4 horse- 
power. Automatic starting when 24-volt battery is attached. 
Voltage regulator adjustment can adjust from 12 volts to 35 
volts, DC. Ideal power supply to operate all war surplus 
radio equipment (24 volt DC). 

These units are slightly used but in excellent condition and 
guaranteed operative. Each power supply is given an 
operating test before being shipped. They are substantially 
crated for domestic shipment. Complete as shown; ready 
to operate. 


“OPERATES EVERYTHING” only 36 950 


@ STARTING AIRPLANE 
ENGINES @ AMATEUR RADIO 
@ CHARGES BATERIES STATIONS 
(FAST CHARGE) @ BOATS, LIGHT 
@ FARM IMPLEMENTS SYSTEMS 
@ POWER MOWERS @ FARM LIGHTING 
@ WELDERS (AUXILIARY) 


ee 


RADIO BRAND NEW DIAMOND 
CONTROL BOX T BELTS 


BC-451. Two microphone Length 52” OD dimensions. 
jacks, four-position selector Ideal for driving dynamotors 
switch, telegraph key, and and generators and many 
numerous other parts, all for other special jobs. Special 


1.50 each $1.00 


APN-4 RECEIVER-OSCILLOSCOPE POWER SUPPLY 


Has four screw driver 
tuned R.F. channels 
selected by switch— 
I.F.. frequency 1050 
ke, LF. band width 
45 to 60 ke, R.F. fre- 
quencies 1600 ke to 
2000 ke. Tube lineup: 
(2) 2¥2, (1) 5U4, (3) 
6B4, (1) 6SU7, (1) 
6SA7, (4) 6SK7, (1) 
6SN7, (1) 6SL7, (1) 
6H6 and (1) VR150. 
The components of this receiver are the finest money can buy. 
Makes excellent fixed tuner for medium frequency police calls 
or public address system. Has power supply for 5 inch scope 

just the set to make a panoramic scope for those high fre- 
quency I.F. receivers—power transformer 400 cycle. Low 
voltage supply is electronically controlled and delivers 260 
v.d.c. 150 mils regulated to .01°%. The power supply alone is 
worth more than the price: Only °$18.25 


APN-4 INDICATOR—PRECISION OSCILLOSCOPE 


Special for radio amateurs, experimenters and radio repair- 
men. This APN-4 scope can be converted into a 5-inch 
panoramic set with 
marker pips at 100 
ke - 20 ke - 2 ke - that 
will enable you to ob- 
serve the crystal and 
V.F.O. drift and the 
width of frequency de- 
viation of FM. A pre- 
cision sweep scope that 
is accurate. It has with- 
in it an electronic 
switch that enables you 
to observe two signals 
simultaneously, and 100 
ke lab. type crystal with 
TPTG oscillator circuit 
feeding six frequency 
divider stages. Tube 
lineup: (1) SCPI1, (3) 
6SL7, (14) 6SN7, (6) 
6H6 and (1) 6SJ7. Only 


BC-624 VHF RECEIVER 
2 METER 


10 tubes, 4 crystal channels, 
tunes from 100 to 156 mc. Ex- 
cellent receiver for the VHF 
experimenter. Does a fine job on 
144 me. Makes basic unit for 
conversion of FM or television. 


only $12.50 


Over-all dimensions: Height 21% inches. 
Width 17% inches. Length 24% inches. 
Weight 113° pounds. 

The HRU-28 gasoline 
engine generator is 
the same as the com- 
mercial designation 
C-10. 


2 or 6 METER RADIO TRANSMITTER 
BC-625-A 


The famous SCR-522 transmitter only, 
covers from 100-156 mc., crystal con- 
trol, four crystal channels, seven 
tubes, two of which are 832’s. 8 watts 
power output, 100% modulation, built- 
in modulator. Steady, reliable, beauti- 
fully made of finest components. Can 
be made to farnish 50 mc and 144 mc. 
Can be used as drive for any frequency 


above. only $12.50 


Gi FOOTLOCKER— 
ALL WOOD 


Hinge and clasp for lock. 
Ideal for tool chest and stor- 


ing parts. $2.75 


All tubes and 
dynamotors furnished 
with all units. 


T-17 CARBON 
MICROPHONE 


Brand new, 
$1.85 each. Used 
$1.00 each. 


HS-33 
HEADPHONES 


Headphone with 
extension cord 
approximately 
72” long as 
shown. 600 ohms, 
brand new, $1.50 
each. Used, each 


HEADSET 
EXTENSION 
CORDS 
Approximately 
72” long, rubber 
covered with 
JK-26 and PL-65 

plugs. Each 


$.25 


RADIO NEWS 


SAVE TIME! 
Bree ! 


SAVE MONEY! 


A book full of schematic diagrams and conversion information on war surplus equip- 


ment such as BC-375-E, SCR-274-N, SCR-522, BC-221, APN-4, APN-1 and many others. 


R & M Engineering Department has worked out the latest and many new ways to eliminate the worry and 


headaches of converting surplus equipment. 


This book contains wiring diagrams of each equipment and 


conversion information on how to adapt with wiring changes. One of these books free with each equipment 


you purchase. 


We have selected the most desirable and choice radio gear and present them to 


you with a SATISFACTION GUARANTEE! 


You save money when you deal with us. 


Diam ¢ ites. St aw 
SCR-274-N COMMAND SET COMPANION 
OR STANDBY 


Here are a couple of things you can do with 
equipment included in the SCR-274-N Com- 
mand Set. The transmitter VFO driver stage 
gives you the BC-375-E higher RF output—as 
high as 150 watts. Make swell standby receivers 
with the BC-348 on round table “rag chews.” 
Includes all this equipment: 3 Receivers—190- 


IMMEDIATE DELIVERY! 


2 METER OR 6 METER RIG 
The Army Air Force SCR-522 transmitter- 
receiver designed to operate from 100 to 
156 mc. However, two small changes in- 
corporated will easily convert to 6 meter 
operation. 

When used as mobile unit or ground sta- 
tion, the dynamotor (supplied with set) 
has complete instructions for conversion to 
auto engine driven self-excited generator. 
Also used 115-volt AC, 60 cycle motor drive. 
Can be converted to FM receiving and 
transmitting. Furnished complete with 
transmitter-receiver, dynamotor, remote 
control box, plugs and tubes. 


only $24.50 


550 ke, 3-6 and 6-9.1 mc; two transmitters, 
4-5.3 me, 5.3-7 mc; four dynamotors—28 volts 
DC input; 1 modulator with carbon mike in- 
put; two tuning control boxes; one antenna 
coupling box with r-f ammeter; antenna relay 
and 5000 volt 50 mmfd. WE vacuum condenser 
(antenna relay can be used with most rigs) ; 
and a complete set of tubes for each unit—29 
POPULAR TUBES in all. Mechanical cables 
with tuning receivers supplied for $1.00 extra. 
Complete diagrams and instructions on other 
conversions and uses furnished with set. 


only $19.50 


BC-221 FREQUENCY METER 


Here’s something to add to your equipment. A hetero- 
dyne frequency meter complete with tubes and guaran- 
teed accuracy of 0.01% or 500 cycles, whichever is greater. 


Dial readable one part in 50,000. Better than two dial 
division per ke. Fundamental ranges are 125-250 and 
200-400 ke. Can be used with 110 volts AC power pack 


batteries, or vibrapack. Makes a fine signal generator— 


or converts. to VFO, 


Used 


VFO DRIVER—40 WATTS OUTPUT 


BC-696-A 3-7 mc $8.50 each 
BC-457-A 4-5.3 mc $6.00 each 
BC-458-A 5.3-7 me _----------- $6.00 each 


BEAUTIFUL SUPER-HET RECEIVERS 


Ideal companion or standby receiver for your 


shack. The following receivers are available: 
BC-454 3-6 mc...... 
BC-453 190-550 ke. 


$5.50 each 
BC-455 6-9.1 me. | 


CASE CS-48 
Storage case for 375 tuning coils. 
HEAVY GAUGE ALUMINUM, 
face, black crackle finish, 7%,” 
29/32”. These cases 
use as chassis. 


VERY 
smooth sur- 
x 16%° x 7 
are tops for all around 


each $1.75 
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SPEECH AMPLIFIER 


Modulator for Transmitter, High 
Voltage DC Power Supply. 
Model unit, BC-456-A or V with dy- 
namotor DM-33-A. Approximate wt. 
17 Ibs. Tube line-up, 12J5GT, 1625, 
VR150 and many other parts that 
make an ideal parts buy besides the 


ARMY AIR FORCE BC-375-E TRANSMITTER 


It’s been written about and talked about 

just the thing for beginner or old-timer. 
Has five tubes, 5 tuning units. Transmitter 
designed to operate from 200 ke to 12 me 
(less BC band) Equipped with antenna 
tuning unit—BC-306-A—variometer and tap 


above mentivned items. Diagram switch. Dynamotor (PE-73-C) complete 
furnished. with relay, fuses and filter. Diagram and 
$2.75 instructions for its use supplied with each set. 


Weight approximately 275 lbs. only $29.50 
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SAVE C.0.D. CHARGES BY REMITTING 

IN FULL DIRECT ...TO R & M RADIO 

co... OR SEND 25% DEPOSIT ON 
ALL ORDERS 


ANTENNA SWITCHES 
1. 2 3 
$.19 


We save you time and money by shipping 
direct to you from our nearest warehouse. . . 
located in the East, Mid-West and West 
Coast. 


R = M rapvio company 


1426 N. QUINCY STREET e ARLINGTON, VIRGINIA 


$.29 §.75 
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DELUXE 
35-WATT 
AMPLIFIER with tubes 


) Speakers— Al 
Deluxe Portable 
(black leatherette) 
Completely mounted, ready 
to use Only : 


Case 


Accessories for above: 

M pl Dynat HZ 

ral ml to above 
Wire le Weatherproof, 250 


Special 


BC-654A RECEIVER-TRANSMITTER 
Use it for While They Last 


® PARTS $1495 


e TUBES 
© TRANSMITTER Sng ll 
@ RECEIVER less dynamotor 


One-third deoosit with order, balance C.0.D., 
F.0.8. shipping point. 


PARTS AND EQUIPMENT 


lortable Amplifier complete with 
les batteries 
tors with turntable 
" Webster 
Non- Directional F.M. Antenna 
way Intercom with cable 
) with switch ° 


$52.12 


$5.30 
$8.97 


AR-2 less switch 
VM Speaker $10.49 


Servic Cord 


10” 'M Speaker $10.19 


” formerely $8.75 
Now 250 f $7.25 
Zip Cord, VPOSJ, 250 ft 5.25 
Ask for quotations on Sound Equipment. 
Every inquiry answered. 


it's D & H for Dependable 
Parts Service" 


SV 


RADIO 
PARTS 
DIVISION 


DISTRIBUTING CO., Inc. 


311 S. Cameron St., Harrisburg, Pa. 
\ 31 East Lee St., Baltimore 2, Md.) 
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Short Change Workers 


By HAROLD ZIEGLER 


You can help stamp out short change rackets by 


being on the alert for these workers’ methods. 


HE SHORT CHANGE artists 

aren't mad at the radio and ap- 

pliances dealers, and they'll visit 
you just as quickly and as often as 
they visit the corner grocery dealer, 
druggists, and other merchants and 
dealers. 

Short change artists specialize in 
certain short change manipulations 
just as other types of criminals stay 
with their specialty, be it burglary, 
forgery, picking pockets, shoplifting, 
etc. 

There are more than two dozen 
totally different forms of the short 
change racket. This article isn’t meant 
to alarm you, but to acquaint you 
with the exact manner in which these 
various short change rackets are 
worked. 

This article is being especially pre- 
pared for the readers of Rapio News 
in an effort to prevent future loses 
by acquainting the radio and appliance 
dealer with each and every short 
change racket that has been worked 
on appliance dealers before and will 
be worked again. 

As you know, millions of people 
tried to turn into short change artists 
overnight when the white pennies 
made their appearance. The govern- 
ment received so many complaints 
from merchants that they stopped 
minting them. This should serve as a 
warning as to who would try to short 
change you. 

The following short change rackets 
are worked by two short change art- 
ists, which are usually a man and a 
woman instead of two men or two 
women. A customer will be looking 
around your accessory department 
and will eventually buy a radio tube 
or some other small part and will 
pay for it with a ten dollar bill. The 
next customer will quickly enter your 
store or come from another part of 
your store and will immediately and 
hurriedly make a small purchase and 
pay for it with a single. 

The customer who gave you the 
single takes his change and quickly 
starts for the door. The second you 
shut the cash register the customer 
will stall and immediately return to 
you and say, “Say, I gave you a ten 
dollar bill and you only gave me 
change for a dollar.” 

If you look a little doubtful or 
hesitate but a second then the cus- 
tomer will press his claim by saying, 
“I’m positive I gave you a ten dollar 
bill and I can identify the bill I gave 
you because I have a telephone num- 
ber written on it. I wanted to calla 


cab and I looked the number up in 
the telephone book at the drug store 
a few minutes ago, and I wrote the 
‘ab number on my ten dollar bill.” 

The customer may even bring out a 
fountain pen that has an odd colored 
ink in it, such as green, red, or purple, 
and will say that the telephone num- 
ber is written on the ten dollar bill 
with that same colored ink. If you 
accept this as proof enough, then you 
are going to be short changed for nine 
dollars because you have a ten dollar 
bill in your register that has the same 
telephone number on it that the cus- 
tomer says is on it and the number 
was written on the bill with the same 
colored ink that is in the customer's 
fountain pen but—it is the ten dollar 
bill that was given to you by the first 
customer who has already left the 
store. 

Naturally, you never suspect that 
these two customers are working in 
collusion. If this one is tried on you 
tell the customer that you can’t do 
anything about the mistake until the 
register is checked at closing time. 
You needn’t worry about the short 
changer coming back—they always 
suspect a trap will be waiting for 
them. 

The “counterfeit bill’ short change 
racket pops up occasionally to victim- 
ize quite a few retailers in a short 
period. A woman will enter your 
store and will pay for her purchase 
with a new twenty dollar bill, or 
sometimes an old twenty dollar. She 
stalls around for a few minutes so 
you can get a good look at her. 

A few minutes after she leaves your 
store an elderly man will enter and 
will call you aside and flash a badge 
or some other credentials and will 
identify himself as a Secret Service 
man. He then shows you a picture of 
the woman who has just left your 
store or he describes her and asks you 
if she could have possibly been in your 
store during the last three or four 
days. 

The “Secret Service man” acts a lit- 
tle excited and pleased when you 
identify the woman and tell him that 
the same woman was in your store but 
a few minutes He now quickly 
pulls a slip of paper that has some 
serial numbers and face plate num- 
bers written on it and he tells you that 
the woman you identified is a noto- 
rious passer of counterfeit money and 
that she has been flooding your sec- 
tion of the country with counterfeit 
twenty dollar bills. 

He shows you the 


ago. 


numbers on the 
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WANT YOUR FCC COMMERCIAL LICENSE IN A HURRY? 
Use Cire Training and Coaching Service—and Get Your "Ticket" in a Few Short Weeks! 


Thousands of new jobs are opening up—FM, Television, Get your license without delay. Let Cleveland Institute 
Mobile Communication Systems. These are only a few of prepare you to pass FCC license examinations, and hold 
the radio fields which require licensed radio technicians and the jobs which a license entitles you to, with CIRE stream 
operators lined, post-war methods of coaching and training. 
. - - . . >. ete 

} Your FCC Ticket Is Recognized in All Radio Fields as Proof of Your Technical Ability 
More than ever before an FCC Commercial Operator Li- Employers frequently give preference to the license holder, 
cense is a sure passport to many of the better paying jobs even though a license is not required for the job. Hold an 
in this New World of Electronics. FCC ‘“‘ticket” and the job is yours! 

Hundreds of Satisfied, Successful Students 

‘I have taken the first class phone license ex “IT passed the FCC examination in ra ‘I have had my Ist class radio After sending in Lesson E-9 


ination and received my first class ticket diotelephone 2nd class, at Detroit or telephone license since March of I] took the commercial oper 


t Saturday, May 31 In cl ng I must say June 3rd, and I want to thank you for his year, and plan to continue ate license examination for 
ours is an excellent radio course, and I really your ready assistance as my in with your course since I find it a 2nd class radiotelephone, and 
ppreciate ir help and the fine service you structor on Section I of Nilson’s Mas great help in studying transmit- passed O.K I received the 
have rendered me.” ter Course.’ ters.”” license last week.” 
Student F2ZS7THN12 Student #2799N12 Student #2779N12 Student Z2772N1 


FREE BOOKLET—Te''s you the Government requirements for all classes of FCC commercial licenses. 


(Does not cover Amateur License examinations.) Use coupon below for Booklet B. 


OTH F Cleveland Institute Home Study Courses Offer Complete Technical Radio 


Training from Low-Level to College-Level, for the Radioman with Practical 


Experience! 
COURSE A—Master Course in Radio Communication COURSE C—Specialized Television Engineering 
A complete course ply ring the technical fundamentals of ra- An advanced college-level course for the radioman who has 
dio-electronics, for the radioman who wants a general review. ical , ie , > 
Includes preparation for Broadcast station employment. had formal training equivalent to A and B 
. . . . These three courses in radio-electronics offer 1 complete 
COURSE B—Advanced Course m Radio Communication thorough technical training for radioman who wants to cove! 
Engineering the field. Available separately or combined 
A genuine college-level radio engineering course, completely 


mathematical in treatment. For the advanced radioman with 
} 


considerable practical experience and training. 


FREE CATALOG—escribes all Cleveland Institute home study courses—tells of CIRE 


unique, post-war methods of training. Use coupon below for Catalog A. 


commercial FCC LICENSE 
HOW 10 PASS ncais operators EXAMINATIONS... 


CLEVELAND INSTITUTE OF RADIO ELECTRONICS 


Contractors to the Canadian Broadcasting Corporation 


RN-9 TERMINAL TOWER CLEVELAND 13, OHIO 
cn a a a a 

Cleveland Institute of Radio Electronics Veterans check for enrollment iu nation und i 0 
| RN-9 Terminal Tower, Cleveland 13, Ohio L OBLIGATION—NO SALESMEN | 
| Gentlemen: [— Please send me your Booklet B, “HOW TO PASS THE FCC COMMERCIAL LICENSE EXAMINA | 

| 5 TIONS and inf« ation it ir home study course for preparation for FCC License Examina 
tion (Does not ct \ License Examinatior | 
| Please send me your Catalog A escribing all of your home study radio-electronics | 
Approved for | —t I desire training in course \ OB 3 ¢ 
Training | | 

’ “ NAME = ase - A - — 
Don’t Delay— Riana 
Bill of Rights 

6 ADDRESS 

Write Today! | 


September, 1947 ed 
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Smooth operation, 


sturdy de- 
pendability and low price of this 


General Industries Model LX 
Phonomotor account for its wide 
acceptance and popularity. 
Although compact and light- 
weight, it has ample power for 
quick pickup and faithful repro- 
duction of either 10-inch or 12- 
inch records. Constant speed, 


PACKED WITH Omid Fruer 


PRICED FOR POPULARITY 


Note to individual users: Smooth Power motors are sold only through established trade channels. 


tHe GENERAL 


INDUSTRIES co. 


DEPT. MR . 


* 
“a 


Model LX Rim Drive, 
Constant Speed, Electric 
Phonograph Motor 


quiet and smooth performance 
please every customer. 

Send for details. Let us help 
you select the right units for 
your products from the com- 
plete GI line of Smooth Power 
Phonomotors, Recorders and 
Combination Record -Changer 
Recorders. Prompt deliveries are 
now available. 


ELYRIA, OHIO 


% » 


rhis is your instrument for all day, every day use. 
rhe Multiplex Model 458 is a rugged, accurate, port- 


MULTIPLEX 
wh 


able, bench-type V.O.M. built to high industrial 


standards by one of America’s pioneer makers of 


test equipment. 


Multiplex Features: 
Big 534" d’Arsonval 
per volt. 


movement meter. 


accuracy. Priced remarkably low for 


Multipliers accurate within 1°. 
range selector. Copper oxide rectifier for A.C. range 


an instrument of this quality—only. ,. i 


All Popular Ranges 


Volts D. C.. .0—5/10/50 /100 /500/2000 
Volta A. C. . .0-12.5/25 /125 /250 /1250 
Milliamperes D. C........ 0-1/10/100 


25/250 


1000 ohms 
Rotary 


Milliamperes A. C....... 0-2.5 
Ohms Full Scale 1000 /200,000/2,000,000 
Ohms Center Scale. .. .50/2250/22,500 


Output..........—5 to +55 Decibels 


See Your Jobber or Write for Bulletin 458 


CHICAGO INDUSTRIAL INSTRUMENT CO. 


98 


536 West Elm Street = Chicago 10, Illinois 


' slip and tells you that all twenty 


dollar bills with these numbers on 
them are counterfeit, and he acts ap- 
prehensive as he asks you if the 
woman possibly gave you a twenty. 
He asks you to check up on your 
twenties in the register to make sure. 
You look at your twenties in the 
register and to your dismay you see 
that the twenty on top in your register 
has the same serial number and face 
plate on it. 

The “Secret Service man” is pleased 
at this as he teils you the trail is hot 
now and that the woman couldn’t pos- 
sibly escape arrest that day because 
a half dozen men from the department 
have surrounded that particular lo- 


| cality. He tells you he will have to 


| woman were phonies 


take the counterfeit bill with him to 
be used as evidence as he writes out 
a receipt for you. 

He tells you that someone from his 
department will bring a genuine bill 
to you for the counterfeit that you 
turned over to him, and he thanks you 
for your cooperation as he quickly 
leaves your store to take up the 
“chase” for the woman. 

The woman wasn’t a passer of coun- 
terfeit money and the man wasn’t a 
Secret Service man—and the bill that 
you turned over wasn’t counterfeit. 
The bill was genuine but the man and 
just a couple of 


| more short change artists. If this one 


is tried on you tell the make-believe 
Secret Service man that you turn over 
all spurious bills to your banker—and 


then call the police as soon as he 
leaves your store. 
The “flim-flam” is worked in the 


following manner: A customer will 
enter your store and will ask you to 
give him a five dollar bill for five 
singles that he has in his hand. If 
you oblige the customer he will roll 
the bills in a small wad when you go 
to your register for the five. When 
you give the customer the five he 
tosses his bills on the counter. At this 
stage a woman will approach you and 
excitedly ask you the whereabouts or 
the address of some former employee. 
The name she gives you is a fictitious 
one; and she continues to ask ques- 
tions about this fictitious employee as 
she confides that she is from the press 
and that the employee in question is 
about to be cited for some act of 
bravery by the president or is about 
to be given the Congressional Medal 
of Honor. 

While you have mental pictures of 
heroes floating through your mind and 
are racking your brains to figure out 
which of your former employees she 
could possibly be looking for—you are 
still straightening out the bills that 
the man gave you. When you get 
them straightened out you notice that 
the man gave you too much money. 
He had a five and four singles in his 
wad instead of five singles. 

He acts as though he has just real- 
ized too that he gave you too much 
money. Now he fishes another single 
from his pocket and tosses it to you 
and says, “Here’s another dollar. Just 
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TELEVISION UU, Lies! 


TELEVISION FOUNDATION KIT 


The television foundation kit consists of the most 
essential (and expensive) parts needed in the 
construction of a television receiver starting with 
the high voltage power supply, for the picture 
tube, right through to the antenna. The kit con- 
tains the high voitage picture tube transformer 
(for five or seven inch tube), 2X2 filament trans- 
former, low voltage transformer for the receiver, 
cathode ray filament transformer, filter choke, 
6.3 filament transformer for the 16 six volt tubes 
along with the five volt transformer for the 5U4. 
The two high voltage filter condensers, blocking 
oscillator, transformer all R.F.’s sound and video 
1.F.’s, peaking coils, discriminator transformer. 
Rectifier tubes 2X2 and 5U4, the picture tube 
5BP4, an all aluminum Elincor dipole antenna 
are also included. Of course there is the easy- 
to-follow 26-page instruction book, with a large 
12 by !8 schematic diagram. The instructions 
include television theory, circuit functions, ex- 
plain scanning, give preliminary voltage meas- 
urements, parts layout and final adjustment of 
the television receiver which facilitates easy 
alignment without the use of elaborate test 
equipment. The only knowledge necessary te 
build this set is the ability to read a simple 
schematic diagram. Most radio 4. will have 


many or all of the minor 
parts not included in the 5 
foundation kit ... 


Remaining set of necessary p34 a ‘etki 


TRANSVISION TELEVISION KITS 
Complete with 7” tube. Thousands of $159. 50 


satisfied users 
12” Kit Available Soon—Write for Price 


RAY-LECTRON COIL KIT 


INCLUDES: . 
1 Oscillator Tank Coil, | Antenna Coll, 6 RF Tuning 
Coils, all mounted on Switch Assembly Plate; 5 Video 
1F Coils, Shielded, Permeabi'ity Tuned; 1 Shielded 


Discriminator Coil; 3 Video Penking Coils, and iIn- 
struction Manual containing Circuit Diagram for 20 
Tube Seven inch Picture Tube Set, together with de- 
tailed Assembly Instructions, and Parts list. 

The design of these Coils makes it possible to obtain 


satisfactory operation within the EN- 
TIRE service range of ANY Television $23 50 
Station. Complete . 


NEW, STANDARD BRAND TUBES 


house All tubes shipped via Rail Express 


NOW AVAILABLE FOR IMMEDIATE SHIPMENT! 


TYPe PRICE] TYPE PRICE) TYPE PRICE 

- -$9 0.98] 12SK7 .. .$0.89/613 .....$8.95 

FATGT 1.10] 12SN7GT 79) 814 4.49 

asa 98 3289767 — | _epew 2.25 

L4 1.10] 12K .. 3.25] 826 2.25 

R4 1.29] 1486 .... .99/] 828 7.50 

T4 1.10] 2807 .... .75| 8298 . 3.95 

HS .99] 30 -ses «7818308 . ae 

NSGT $.208 D6. eccee .98 | 832 . 2.25 

LN 1.92] 35z3 . -99 | 832A . 3.95 

RS 1.10] 3516 .99 . 3.00 

ss 1.10] 32L7 1.50] 837 . 2.50 

Q4 .. 1.10] 35we -89 | 838 . 3.75 

sqser a ee -69 | 860 - 3.00 

$SAB7 /18S3 .99/38 ....... .868] 7193 ‘ 49 

GAC? .... 99] 39/44.... .59] 8013 . 4.95 

t “ .99 +++ 9] Ooze 1.25 

‘ -64 | 2x2 84 

-65 | 3824 1.95 

-80] 4c 4.95 

2.59 | SR4GY 1.15 

99 | sT4 .98 

1.59] SuU4 98 

-69 | Swe 98 

1.65] SY3 60 

.75 |] sy4e .59 

-75 | Sz3 89 

-75 | 6xs 89 

75] 25z6 28 

-75 |) 35v4 .99 

-75 | 3szs .99 

4.15] 60 .75 

-98 1 82 98 

-98 i683 .94 

> Cn «ese 28 

: Can esé oa 80 

ee - - 69] 217¢ 7.50 

oF - 1.50] 250R 3.95 

x6 ° 3-39 836 -. 3.80 

K7 - S695 s6ea .... 7s 

Ks - _ 8918720 .... 2.25 

tSe $38 1S88e°5::: gs 
2050 « 

a beeen ° 3 51 -80 

a. waive & - 2.15 60 25 

Rn7 . 2.60 | Rx? so 

SAT -_ 1.75) va7 .75 

SC? 20.00 | vr -75 

6sFs 20.00 | vr10 ‘75 

SH7 ._ 1.25 | vei -75 

Sj7aT 20.00 | z225 4.95 

SK? . 1.38 ,e74 1.95 

SL7 - 2.95] a61s . $5 

SN7@QT - 8.85] 1616 2.95 

SQ7 . 2:33 1619. 98 

SR7 - 8.60 | 1624 | 98 

6ss7 . -641 1625 — 

s -. 4.951 1718 : 2-98 

se . 22.50 gare r 25 

Ss . 2.25 AP . 3.45 

véaT -75 1 ser . 2.95 

Yé6éco 8.95] seri 3.95 

ce. 3.75] sep . 5.45 

vFT7 pow a ete SCP1 3.95 

7L7eT. 1.39 809 1 so} 78°7 7.95 

i2aTe 1.10 1.95 | 913 3.00 

12SA7GT 99 sian 6.90 | 7EP4 23.50 

NO MAIL ORDERS FOR LESS THAN $5.00. 
All Tubes are guaranteed with exception of open fila- 


ments which are checked before they leave our ware 


Pair in Series for 110 v. AC 
Type §—Si4” long, 3 dia.—SO v. AC. 50 
cy.—4 ibs 


. Ss 9.95 

Type ti—614”" long, 414” dia.—118S v. AC 
cy.—1 ibs 12.95 

Type i—234’ long, 242” dia.—SO v. AC 
50 cy.—11 oz 6.95 


SELSYN MOTORS—Synchronous Type 


NEW TELEVISION COIL KIT 510 


Build a 10” or 15” television receiver. @ Complete kit 
of permeability tuned video IF, RF, and Sound Coils 
for high quality television receiver designs. Contains 
all necessary coils for 3 stages 4me. wide video, 2 
stages sound, discriminator, peaking, osciliator, and 
RF. Complete instructions included. 


Priced at Only a 
CONDENSERS 
CF 45—.!1 mfd—3500 voit DC ss ..$ 1.98 
CF 48—.05 mfd—2500 voit DC. 1.09 
CB 18—.25 mfd—4000 volt DC 2.95 
ER25AD—dual 25 mmf per sect. variable con- 
denser . 2.04 
SOCKETS 
it prong isolant scope socket ererereere « 
Octal socket puns eseees 42 
Special hi. voltage ‘socket for 2x2 a .59 
TRANSFORMERS 
TS.6—Scope “try Fr v. @ 4a. 2.5 
1.75 a., 6.3 v. @ $ 9.95 


v. @ |. 

TS.5—Western Eiectric-0303184—— hi. volt 4200 
v. @ 9 ma lo. volt. 640 v. @ 200 ma—fil. 6.4 
v. @5a., 54 v. @ 3 a. 5.1 v. @ 3 a., 2.5 
v. @ 1.75 a.,—complete television hi. & to. 
volt. trans. in one compact oil filled unit— 
will handle any television tube 12.95 

TCH 2—Scope transformer 1750 v. @ 4 ma and 
matching fil. trans 6.3 v. @ .8 a., 2.5 v. 


1.75 a., 25 v. @ 1.25 a a 7.95 
HF i6—Filter choke 10 hy @ 150 ma 1.95 
> ey Ge Ses Ms nn 6cé en va vesnccecunnces -59 

MISCELLANEOUS 

Pote—all sizes tess switch... ............ccceces $0.69 
Pots—all sizes with switch seeeeue 1.09 
Trimmers—single 3—20 uuf F waa .20 

dual 5—50 uuf =a .35 
13” x 17” x 3” steel chassis cadmium plated. . 1.95 
High voltage wire—50 ft. roll. . 1.00 
Peaking coil “ -45 


20% Deposit onall orders un- 
less rated. We prepay freight 
on $100.00 orders in U.S.A. 


September. 1947 


160 Greenwich St. 


JOHNSON EDGEWOUND COILS 
No. 2263HM4 


Just the thing for your antenna tuner Heavy duty 
vos insul, coil—ruggedly built—handies up te 750 w 
F.—Turns can be removed 
made to give tower surface resistance b flat wind: 
26 turns spread 144” apar 
four mounting tugs..... 


atts 
to resonate at any amateur 
bands. Heavy mycalex insulation, air wound Efficiently 


n 
t. Complete with 5 
. Excetient buy, 2 for $3. 9 


DYNAMOTOR 


12 v. dynamotor—ideal for portable 2 meter rig— 


filter Special 2 for 


low 


battery drain 235 v. output at 90 mils Can be run at 

50%, overioad—gives up to 110 mils at 215 v. without 

damage for continuous duty — complete with 9 
. 


Micro Switeh—can be 


Die Cast— 
BZE-2RQ9TN 


sed on AC with ratings of 1200 
watts up to 600 v. AC alee for DC ven ee open 


1.25 


tinuous duty—11t”" overall diamener—5~ 


Biower 6 v. AC or DC hi speed blower made by Johr 


biow- 
er output—14”" blower intake... $5.95 


83-ISPN $0.45 
83-1R see : ‘ 4s 
WEHER ID ccccccesesscecccccsseseseseses s9 
BPEw cecccseccesecccececeeeses 1.49 
DE. 66600666 665665604660600606660686006% 79 
DPD cccecocesceseeeeeseceoenseeeecses 1.49 
83-1F 99 
Birnbach No. 1475 feed thru insulator $0.29 


ing ceramic wafers. Each 


Rotary Switch—3 deck—9 position errr? 25 
. 


pasadena Condensers—i MFD 2500V, 


$1.19 


R.F. Choke—R154—1MH @ 600 MA 
with mounting bracket . 


— $1.25 


R.F. Choke—342 MH @150 MA on ceramic 18 
with threaded mounting hole . 


NIAGARA RADIO SUPPLY CORP. 


New York City 6, N. Y. 


FULL 
WAVE SELENIUM 
RECTIFIER 
Perfect for bias app! ica- 
tion — Use your re- 


lays from an AC source 
Only requires 3’ nite" mounting space Rec- 
tifier for input up t 300V @ 40 ma out 


mit $.89 or 5 for $4.00 
ROTARY ANTENNA DEVICE 


Here is the answer to that rotary an- 
tenna joint problem for 360°. A com- 
pact unit with four slip rings & con- 


Can be 
used for a stacked array— 


10 & 20, 6 & 10, 2 & 6, ete. $1.89 


CARBON THROAT 
MICROPHONE 


This microphone will work inte any 
200 ohm impedance input circuit. Has 
adjustable strap to fit any neck. in 
operation this microphone is strapped 
around the throat thereby facilitating 
full freedom of both hands and head 
movement. ideal for ultra high fre- 
quency mobile work for hams. Sup- 
lied with strap. 10” cord and plug. 

our Cost , . soa 


tacts, silver plated, of course. 


300 ohm twinex—wunaffected by moisture—will handle 
3 kilowatts of R.F.—tosses at 40 MC per 100 ft., are 
3/10 DB. Best buy in the house at .08 per foot. 


SOCKETS 


KS- 3—Amphenol—octal type, ceramic, 
type elastic stop nuts 
KSs- ae prong, ceramic, large chassis 


chassis 


type 
KS- 6—Iisolantite—6 prong, ceramic, large chassis 


KS- 7—Johnson—4 ‘prong ux base, bayonet, ce- 
ramic 25 watt 7 
KS- 8—Hammarlund—S7—isolantite, with hard- 


ware 9 
KS-.14—Chassis type octal, mica filled bakelite, 

low loss. i,” mounting with retain- 

ing ring 09 
KS-16—Uhf acorn steatite for 6F4, 955 etc. (metal 

shield with spring—i0 cents extra) .29 
KS-17—Johnson—5 prong socket for RK-28, 803 

ceramic, bayonet 1.49 
KS-20—Johnson—ceramic for 304TH, S04TL 1.01 


KS-21—7 prong for RCA 813, mykroy, 2%" square .69 

KS-22—Magnal—i4 prong scope socket, mica 
filled tow-loss bakelite 1.00 

KS-24—Ucinite 829, 832 socket, recessed alumi- 
num case for sub chassis mounting. 
Socket has built in by-pass condensers 


for 6 volt tubes 1.75 
KS-25—Johnson—7 prong for 829, 832 tubes, ce- 

ramic . -29 
KS-27——Mykroy socket for VTi27/100TS 1.25 
KS-28—7 prong miniature with shield 39 


OTHER TYPES IN STOCK—PRICES ON REQUEST 


Weston meters — 0- 130 V. AC —25 to 125 cy — 
2476UM — 3%, $3.95 


DO YOU OWN AN SCR-522? 


We have a complete power supply. inciuding a separate 
yore regulated bias supply chassis and schemat.c—al! 


in kit form. This kit will supoly all voltage necessary 
for normal operation of the set All parts guaranteed 
Complete at the amazingly 5 
low price of . 


BC-348 Owners 

CONVERTER FOR BROADCAST BAND 
Convert that BC-348 without any alteration in your 
circuit. Our special converter takes power from re- 
ceiver. Just tune your, set to 455 ke. and forget it. All 
tuning is done on a converter panel covering 550 to 
1600 ke.—double conversion means High Sensitivity, 
Excellent Fidelity, and Higher Selectivity — complete 
basic kit with schematic and full instructions — tess 
chassis dial and tuning knobs 

Terrific Buy at $6.50 


POWER SUPPLY KIT for AC Conversion 


Compliete—Contains ail necessary components for 110 v 
cy. qeavereien ef BC.348 
A Hot Special... . 


HS-16 HEADSET 


@ 8000 ohms Hi-impedance 

@ Nose proof 

@ Most sensitive phone built 

@ May be used as a sound pow 
ered intercom 

Light, durable. efficient. Moided 

neoprene earcups shaped to 

completely envelop entire ear 

Adjustable stee! headband ex 

tends or retracts Especiaity 

suited to hams, commercial op 


erators aircraft pilots, record- 
engineers and many others 


ing 

Can be used with simple Xtal to make complete radio 

receiver 1 

Special . 
Griginal cost $25.00. 

6 foot extension cord eee . $0.49 


Write for latest Bulletin 9 RN 


prices F.O.B. New York City 


PRECISION @& ELECTRONICS 


SIGNAL TRACER v.tiuen 


Electronic Vocuum Tube Volt ° 
Meter (4 stage) 

Highest gain unit on the 
market (gain 12000). 
Lowest input capacity 3mmf 
(no detuning effects). 

Small, easy to handle Probe, 
7"x%" dia. 

AC operated 105-120 V. 50- 
60 cycle (no batteries). 
Probe tip made of Polysty- 
rene, with aluminum barrel. 
Audio input—quality ampii- 
fier—checks pickups, micro- 
phones, etc. 


ture. 


set. 
Locates 
squeals. 


meet all 


parts. 


Frequency range from 20 cy- 
cles to 300 M.C. 

® For intermittents and faders, 
gives complete over-all! pic- 


Only real means of checking 
noise in vacuum tube, in the 


motor-boating and 


Isolated from AC line, may 
be used on AC or DC sets. 
The ONLY Signal Tracer to 
requirements 
performance and quality of 


for 


SEND FOR FREE CATALOG OF RADIO SUPPLIES 


THE RADOLEK COMPANY 


RANDOLPH STREET 
CHICAGO 6, ILL. 


601 W. 
| Dept. 8230 


IN STOCK 
ORDER 
TODAY 


STOCK NO. ITH 


CUT HOLES /2t034 


IN RADIO CHASSIS 


WITH A GREENLEE 
RADIO CHASSIS PUNCH 


@ Save hours of work . . . no reaming or 
tedious filing. Punch cuts through chas- 
sis quickly . . . makes accurate, clean 
holes for sockets, plugs, and other 


receptacles. Just turn with an ordinary 


wrench. There’s a GREBNLEB Punch in | 


each of these sizes: 4%"; 54”; 4%"; 1%"; 1% 
1144”; 144"; 15g”; 194"; 1%’; 134"; 114”: 
24%". Write for complete facts. Also get 
information on Knockout Punches and 
Cutters for conduit and meter holes up 
to 314”. Greenlee Tool Co., 1889 Colum- 
bia Avenue, Rockford, Illinois. 


COE 
GREENLEE 


| 


“America’s Best Buy” 


TUBULAR ELECTROLYTICS 
Fresh Stock. Fully Guaranteed 


Each 10 100 
| RE 150V $0.21 $1.79 $16.95 
20-20 mfd.......... 150V .2 2.49 22.98 
SS eae 19 1.85 17.98 
BY-PASS CONDENSERS 

Eee 600V $0.06 $0.55 $ 4.60 
in winsciaeenier teal 600V .06 55 4.75 
Sea 600V 06 55 4.95 
Sie rcsaneonessenna 600V 07 65 5.49 
A a ainchhioaeiieshiaed 600V mA 98 8.95 
eee 1700V 14 1.25 9.95 
- ree 1700V 15 1.30 10.20 
lbcébisiewvcaninen 1700V 16 1.40 10.96 


RESISTOR ASSORTMENT 
100 assorted 14-'9-1 watt carbon resistors. 
All RMA color coded. Special $1.29. 


CRYSTALS 74c each 


Your frequency plus or minus 10 KC 


80 Meter, 3500-4000KC 
40 Meter, 7000-7300KC 
for multiplying into 

20 Meter, 7300-7425KC 
10 Meter, 7300-7425KC 
6 Meter, 6250-6750KC 

244 Meter, 8000-8222KC 


Postage extra. 20% deposit on COD. 
Write for latest bargain list featuring 


“America's Best Buys.” 


POTTER RADIO CO. 
1314 McGee St., Kansas City 6, Mo. 


J 


put it with my other nine and give me 
a ten spot for my ten dollars while 
you’re at it.” Since he actually does 
give you nine dollars the first time and 
another dollar a minute later—ten 
dollars in all, you can easily see why 
you can be short changed on this one. 
Naturally, with the short changer’s 
woman companion keeping up a con- 
tinuous line of chatter and question- 
ing you without pause in an effort to 
confuse you and keep your mind off 
the money transaction, you can under- 
stand and sympathize with the re- 
tailers who get short changed this 
way 

The “important letter” short change 
racket is often worked by women. A 
woman will enter your store and 
anxiously ask you if you would please 
give her a ten dollar bill for the ten 
dollars in change she has in her hand. 
She shows you a stamped, addressed, 
special delivery letter and tells you 
that she has to send the ten dollar 
bill in the special delivery letter im- 
mediately to a son or daughter, who 
is stranded in a nearby city without 
funds, or to a sick or injured mother 
or father, etc. 

She always gives you a plausible ex- 
cuse for wanting the ten dollar bill, 
and since it will cost you nothing to 
oblige the woman you will head for 
your register to get a ten for her. 
She starts to count her change when 
you go to your register. She counts 
it from one pile to another and keeps 
her hand on the pile she is counting 


to prevent you from counting the 
money before she finishes. She finishes 
her count and calls out, “And ten 


dollars even!” 

You either hand the woman the ten 
dollar bill or place the bill on the 
counter for her. Of course you are 
going to count the change again. While 
you are counting the change the 
woman picks up the bill and calls your 
attention to it when she places the 
bill in her special delivery letter. After 
she has made sure that you saw her 
place the bill in the letter she takes 
a folded newspaper from under her 
arm and places it on the counter. She 
attracts your attention again as she 
wets the gummed flap of the letter. 
She then quickly places the letter be- 
tween the folds of the newspaper and 
presses across the paper a few times 
to seal the letter tightly. 

She now takes a special delivery 
letter from the folds of the paper and 
places it on the counter near you as 
you continue to count the change. 
When you finish counting the change 
you discover a twenty-five or fifty 
cent shortage. The woman says she is 
almost sure that she had the correct 
amount of change and asks for the 
change so she can count it again. 

She quickly counts the change and 
this time she counts it from the 
counter to her hand. When she fin- 
ishes counting she has all the change 
in her hand and she agrees with you 
that there is a shortage. Now she acts 
as though she has just realized that 
the bill is already sealed in her special 
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WHAT SERVICEMAN COULDN'T 
MAKE MORE MONEY 


THIS WAY? 


The business-like way to make money is to keep 
plugging ahead at your bench. If your stock is lean 
and you have to run to the distributor every time you 
need a volume control, you're frittering away your 
valuable “bench time’’ and income. Stock up too high 
on “‘special’”’ volume controls and you may wind up 
behind an inventory 8-ball. 


HERE’S THE RIGHT ANSWER 9 OUT OF 10 TIMES 


The sensible solution to your volume control re- 
placements is the IRC Century Line. Over 90% (by 
actual analysis) of all jobs can be taken care of by these 
112 types of volume controls. As a matter of fact, you 
don’t even need the entire 112; a selection of only 70 
Type D IRC Volume Controls and 11 Tap-In Shafts 
may handle most of your work. So see your IRC 
Distributor right away and save your bench time, 
patience, and money with IRC. 


THE IRC CENTURY LINE 


The 112 Volume Controls and 5 Switches That Solve 
Over 90% of Your Replacement Problems ..... 


® 70 Universal Type D Controls with © 7 Dual Controls with Fixed Shofts 


11 easily installed Tap-in Shofts ©9 Controls for Specific Service 


©16 Populcor Type Controls with Used with Fixed Shafts 


Fixed Shofts ®2 Special Controls for Power Re- 
©8 Clutch Type Controls with quirements with Tap-in Shafts 
Fixed Shafts © 5 Switches 


Bring yourself up to date with the new No. 4 Edition 
of this amazingly popular and useful manual. Con- 
tains detailed replacement information on nearly all 
models up to 1946. Complete listing of 1941-42 
models . . . the ones now coming in for repair. 156 
poges. 25c at your IRC Distributor. 


INTERNATIONA r 
401 N. BROAD STREE 


Wherever the Circuit mp be 


CE COMPANY 


oe 8, PA. 


In Canada: International Resistance Co., Lid., Toronto, Licensee 


September, 1947 1601 


30,006 


SERVICEMEN 
READ 


25 CENTS 


RADIO SERVICEMAN 


O innetir 


AM - FM + TELEVISION 
SOUND EQUIPMENT 
RECORD CHANGERS 
ELECTRONIC DEVICES 
TESTING 

ALIGNING 

TRACING 


4 8@o.anod sorce PUBLICATION 


EVERY MONTH 


RADIO MAINTENANCE today fills a breach that 
has existed in the radio field for a long time. Al- 
ready 30,000 servicemen read RADIC MAINTE- 
NANCE every month because it is deve'ed entirely to 
the radio serviceman. 


The RADIO MAINTENANCE staff specializes in the 
preparation of articles on every phase of Radio Main- 
tenance in series form which may be filed and used 
for reference. The leading articles cover everything 
for the radio serviceman on Television, FM and AM; 
Test Equipment; Electronic Appliances; Tools; An- 
tennas; Alignment; Troubleshooting; Repair; Con- 
struction; Pick-Ups and Sound Amplification and 
Reproduction Equipment. Also, in RADIO MAIN- 
TENANCE each month there are departments on 
hints and kinks, the latest news of the trade, review 
of trade literature, radiomen’s opinions, new prod- 
ucts and news from the organizations. All articles 
are presented in a step-by-step precision style, 
clearly iMustrated, with schematics, accurate photo- 
graphs, specially prepared drawings, white on black 
charts, color diagrams, isometric projections and ex- 
ploded views. 
Tear off coupon below and mail today. 
four first issue will be mailed 
immediately on receipt of this 
coupon. One issue FREE if 
payment is enclosed. 
— ene ee ee ae ee oe 
RADIO MAINTENANCE 

MAGAZINE 
1460 Bloomfield Avenue, 

Montclair 3, N. J. 


B Please send me 
month for 


AND 


RADIO MAINTENANCE every §j 


[)t year at $2.50 
]2 years at $4.00 


) Payment enclosed 
C) Bill me later 


BD. 5 600600000 Keb éne cde deerescaneescecenten 


Address 


City—State 


* Occupation 


Title 


Employed by 


* Independent Serviceman-—Dealer Serviceman—Serv- f 
ice Manager—Dealer—Distributor—Jobber. 


BOLAND & BOYCE INC., PUBLISHERS 


delivery letter and also that she 
doesn’t have another penny change 
with her. 

She says she is so worried about her 
injured relative or stranded child that 
she hardly knows what she is doing. 
The important letter is on the counter 
near you and she picks it up and says 
to you, “Must I tear open my letter 
and get your ten dollar bill out, or 
would you please put my letter in a 
safe place for me while I run down 
the street a few squares to my home 


and get you the few nickels I’m 
short ?” 


Ninety-nine out of a hundred dealers 
will to put the letter in their 
cash register for safe keeping for the 


agree 


woman while she runs down to her 
home for the needed change. When 
the woman leaves she has the ten 
dollars in change in her hand. And, 
sad to relate, she will never return 
for her letter. You may think you are 
not taking any chances when the 


woman leaves the letter with you be- 
cause you actually saw her place the 
bill in the letter and seal it shut be- 
fore your eyes and therefore aren't 
taking any chances, but you will be 
doomed and disappointed when the 
woman fails to return for her letter 
because the letter you have in your 


register is a duplicate letter that she 
had concealed in the folds of her 
paper. When she wet the gummed flap 
of the first letter and put it in the 
paper to seal it she switched letters 
and took the duplicate letter from the 
next fold of the paper and placed it 
on the counter for you. 

The “Quarter Switch” is one of the 
cheap short change rackets and is 
worked in the following manner. The 
short changer always keeps a nickel 
concealed between his fingers and 
switches it for one of the quarters 
that have been given to him as change. 
He quickly steps away from the 
change and points at it as he calls 
your attention to it. He laughingly 
suggests that a nickel probably got 
mixed in the quarter compartment of 
your register, thereby causing the mis- 
take. Since the amount is so small and 
the customer’s explanation a plausible 
one you usually give the worker of this 
racket the additional twenty cents. 
One short changer arrested for work- 
ing this racket admitted that he had 
worked it thousands of times on un- 
suspecting merchants. He had worked 
it on seventeen merchants the day he 
was arrested. So, you see a short 
change racket can be worked on you 
if you’re not on your toes. —-3)- 


NEW 


poe: development of a new and differ- 
ent FM tuner unit has recently been 
revealed to the trade. 

The system from the mixer through 
the 10.7 me. i.f. circuit is of conven- 
tional design, but the front end assem- 
bly features a completely new tuning 
system. It consists of a modified form of 
long lines, using an L-C combination 
in series to cover the 88 to 108 me. 
range. The line tuners are semicircular 
brass rod assemblies with .0005 inch 
silver overlay, and with the use of 
temperature compensating condensers, 


TYPE FM 


TUNER UNIT 


offer relatively negligible initial drift. 

The co-engineers, Mr. Burley and Mr. 
Cossman of Approved Electronics In- 
strument Corporation of New York are 
now planning amateur equipment 
based on this same principle. 

They have already had test setups 
working on the two-meter band and 
the 144-148 me. spectrum was spread 
over more than 2 inches of the 16 to 1 
ratio dial. 

Production on the FM tuner started 
in July. 


—30- 


Manufacturer claims 200.000 revolutions of the slider without contact trouble. 
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HIGH VOLTAGE COMPONENTS TUNING UNITS 
2.6 KVA Amertran Recti- WE 1-138 Sig. Gen. 2700- F C191 375 
, L ig. . & rom 
fier—output: 0 to 25 KV. 2950 me. CW, provision panei : epee 
S oth 10% regulation, for pulse modulation, 115- —contains: coils, 
on! % Ripple Sages: 208 V, va regulated power sup- chokes, dials, con- 
50 to 60 C ply, output meter, atten- ensers, Re . - 
FIL. TRANSFORMER uator oe See 
29,000 V. test. Pri. 115 v. quency from 400 KC 
Two ce 5 v. at 5 amp. - HEADSETS to 12.5MC. State your 
aytheon . $16. New insert type—comfort- pr I f ncy j 
2 KVA Transformer and able, lightweight, efficient. Re ee ae 
choke—115v/50 to 7ve 500 ohms impedance $0.85 
input, single phase. Output Output trans. to match 500- ideal Basis For E.C.0. Rig 
| agg ae a oe —s = — Tuning units for TCE & GP7 in the following fre- 
ran. “nsions: Xa ear ynamic mike > 35 res: . » 
13 74.50 and headset combination, bs gre ny - — rag eens ane - A580 Ges; C2888 
( ngoster continuous phase sound powered. From B-19. to 3000 kes; E—4525 to 6500 kes; F—6200 to 9050 kes 
SCR-610 low power FM eee range 100 1.95 oy and earphones com- 278 Contains all coils, ete. for these frequencies. Complete 
trans-rec. Battery opera- | Condenser — butterfly, i3 Lapp Bow! Type entrance BO GE BUD .--- ne essererercveseccoccecossns 
tion on 37me to 38.9 me. plate, 114x134’, ball bear- insulator 7° diam. 4.5” high, Units C, F. Each 
g ° ° * , * . 
ing ‘ 95 Oe OO, cccccoeces 1.48 Units A, B, E. Each 
DEPENDABLE EQUIPMENT MFRS 
2 e * " WIRE 
IU CATIONS ~ 
REASONABLE PRICES peony 
| 
PRICES 
Sensei Gataah tide conn MICROWAVE PLUMBING Relay Miniatures 
Oi. Wieeblortelechansinter- 1.25 CENTIMETER eat oa DC... .ccccccces $ .40| SPDT 115 VAC, WE Whee 
panini: am dion Wave Guide Section 1” cover to cover... .$ 2.00 DPDT 3 DC... . se eeeeeeee -40/ lock type... ....... $1.25 
tances up to several miles T section choke to cover. -. 4.58 +t SVDC............. . SPDT 115 VAC, Kurman 
Includes ringer. Two units Mitred Elbow cover to cover. 3.00 SPST 100V overload ed latch t 2.49 
complete with handsets for Mitred Elbow and “8” sections choke to PDT 11 > § 4o| ars By AC he ep. 
2-way communication $14.00 a . 3.58 . 1LOVAC 380/ /1800ey . ond ST thermal delay section 1.95 
RM-29, each **- "6.50 | Flexible Section 1° long choke to choke.. 3.08 Discount on Lote DPDT 24VDC Allied .75 
Handsets, each 2.00 — Cavity with Coax input and out- on Telephone Relays DPST Leach antenna relay 
3 CENTIN _ “ — tere 1.05 wie ee ceotion 24 
| OIL a en gM OS le i a 1.06 i 24VDC GM 
§ I 5.58 4PDT 24VDC GM ‘ 
CONDENSERS | “®ve _ Guide Sections 2.5 long silver : Miscellan eous T. Solenoid contactor 24VDC 
bs plated with choke flange 75 SPDT 5VDC in can with 5 pr. Leac 
prague, Aerovox, | wave Guide 90 d e t : - 
Cornell-Dubilier u 0 deg. bend E plane 18” long 4.00 base Thermal delay, 45 to 60 sec. 
15mf 220 600 Wave Guide 90 deg. bend E plane with DPDT 6VAC Struthers-Dunn 1. 45 Edison type 1503 with 4 
vde CD “_ 1.751 w 20DB directional coupler . 4.75 | DPST 6VAC Struthers-Dunn. 1.35 prong base ios 
Y : . ave Guide 18” long “S” curve. 2.00 2 Section SPDT 6 VAC , 
1 mf 300 vde. . Feedback Dipple Antenna, chock input, Wheelock t 1.10 abet eee 
2 mf 300 vde. .25 (used with parabola) . 4.50 BPDT 115 V Re Le t ° S-DPST; 2-6rer 6 vde relays 
4mf 300 vde. .30] Rotary joint wave guide ‘in/out choke to : . — 4.60 | mtd on 10” s7° panel 2.75 
4mf 400 vde. .50 choke joint. 6.00 
5-5 mf 400 vde 1.05 | Rotary Coupler choke input: round guide SPECIALS Micr Tubes 
1 mf 500 vde output.... 5.25 RG-3SU Coax, GE, silver coated cop- MAGNETRONS 
GE. 25 | S curve Wave Guide 8” long cover to choke per, 51 ohm surge impedance. Sold 3331 le 
2 mf 550 vd 25) Wave Guide 2.5’ long, silver plate, 180 100 ft. lengths and 500 ft. reels 2926 loer Sikoe 
28 mf 600 vde © "20 deg. bend choke to cover 5.95 Per ft $0.07'\% yi of ) 25.00 
> ala "9g | Duplexer section using 1B24............ 10.00 Rectifier transformer—117VAC te it 3538 lem "with magnet. 37.50 
vote eee eee ewes 23] Wave Guide with slotted section and ee: te we ae aC. Bey il We 700A 1 Bead 5.00 
1 mf 600 vde 338 sotuny tokee 4.00 and use with filter and rheostat to run WE 7 . 
‘1-.1 mf 7000 vde rel E 2.00 y tree . your 6, 12,and 24V DC equipment.$1.50 720BY 6 band 20.00 
I lots of 50. ‘YF. Wave Guide 5 length per foot. 1.50 Capaciter—continuous phase shift with magnet 8.50 
. n lo of 50 Pick-up loop with adjustable ae sec effective range 100 cy to 500 kc. $1.95 KLYSTRONS 
: ae GOS vee. sa " .35 tion, used in duplexer 1.50 Vibrator Transtormer— Primary: 6, 2K25/723ab 7.75 
> se e 8 > 2 rr . , > ( . 
35-460 ~ B00v, ERI 1.79 10 CENTIMETER 17 = ty i 1 Iv Dimens = — ad 1. — 
1 & 5 mf 2000 aoe ° Sand Load (Dummy Antenna) wave guide 3.25°x3" x3" ae 
5 m VES... ccccces 1.25 section with cooling fins app 23” high. . $2%.00 icieiae- Type 5G 115V,60C AC § -00 | ARC-5 Receiver Accessories 
10 mf 600 vde .85 | Wave Guide to coax with flange, gold 3%"x5%". 8 ecial: a pair $7.75 
| 5-5 mf 600 vde Tobe... ..< 1.00] plated app. 10” high 27.50 | Toggle w—4PDT. bat handle. $6.68 | prions, bend contro! bet — 
5-2.5-2.5 mf 600 vde......... .75 | Rigid Coax Directional Coupler CU-90/UP Power Pair—T venaformer 42 Ov CT . —— = ee “ 
B84 mf 650 vde Sprague..... 1.45 = DB drop, has short right angle, about 5.50 © Sema: tye oN windings @ 1.65A Mounting rack. REO 108 
; 4m i, VGC... eee wees -90 ] Standing Wave Detectorrigidcoax58ohms 5.50 to 1200 Cc e2 te an , 115V 50] Double mounting rack......... 1.65 
3.5-.5 mf 1000 vde.......... 1.00 | Coax Rotary Joint with mounting plate. 8.00 | choke Both, gargs | Stock mounts.............-.. a 
Sata 1000 vde G Me cwens 3s ee ae ee ge , Scr rae a we 
‘ MB. cocccce e ® ‘ . Magnet - -". 
| 1 mf 1000 vde aap 751! oat osen uae pam rigid coax to 2.00 each with calibrated tuning cbart 
, . 267 5-26 
1 mf 1000 vde......seeee00. 028 QE SS 3875-350) me RCA 12 Tube Superhet 
2 mf 1000 vde.... 89 QK60 2800-3025 me °C pt, 
10 mf 1000 vde.............. 2 SPECIAL QK61 2975-3200 me 100 te imnia’ Usel nen 
: - 1500 — st eeeeeee a Maguire Wavemeter- No. 1539TFX, 3cm, — 4 _ 50-3375 me ,- Bea. + A.J tes 
Ok Fe ee e vernier 3 rity Set o 7 
4 mf 15 A vde - wagunee tee 15 dial and resonant cavity $20.00 Each bay teed $29.95 
2 mf 660 ac/1000........... 88 RS 
1-.1 mf 2000 vde........... 1.08 AN 
1 mf 2000 vde enikindeen a ae RC-145 & 148 All —- Ay 
1 mf 3000 4 wesc eiaeaiesmaeecs 3.50 IKW pulse output on | No. 5084—1000V CT and 880V CT @ 250ma, 6.3V @ 15.A..$ 6.95 
1 mf 7500 vde Sala 2 154 to 186me. 117 No. 6114— 1900 V CT @ .350 MA by using 2 trans. Per. Pr. 10.00 
25 mf 20,000 vde poy VAC power supply No the store. @ 200 ma nen eens .. 44.75 
1 fd 606 . ‘an converted to No. 5057—6.3 € LA, SV CT 3A, SV CT BA... cccceccceces 2.75 
ve, — he 24 3 Ear Ry CW or Voice opera- | No. 5104—6.3V_@ 1A, 6.3V é ja 6.3V é NA saneevesesess 2.45 
4'mf Solar, 50 WVDC.. "7: . tion without difficul- No. 5126—5V CT 3A, 5V CT BY OCT GA... ccccccccscese 3.25 
Ls —o -49 ty and easily lowered ct 10 
i to -148me band Amertran— RMS test 15KV, 1 Hy. .8 amp DC, is 
002 mf 15,000v Sangamo... .20.00 & segger tuned Fre 7.5 ome resent mene’ s8.95 
002 mf 6000v.............. 8.50 ceiver IF stages make | 8.5 Hy. 125ma, 1780 V Test...... wu wnnweeennnnes 1.45 
~~ ow by ~~ + Sh latalataatata 22.00 for ap * adaptabil- Dual: 7Hy. 75ma. llHy. 60 ma, 1780V test... .....eeeceeeee 1.95 
006 mf 10000v 17.50 ity to M or TV Dual: 2hy 100 ma each section. Utah.. ........eeees- ee -90 
Electrei il. Can be used as a fou Filter choke. CTC. Shy 40 ma.......... ... .seecsccccceces AS 
ectro ytics power Radar set. (Conservative Ratings) 
2 mf 1000 vde Sprague...... -50 RC-145, NEW, com- PULSE TRANSFORMERS 
2 mf 600 vde CD See — es ~- ~_-* GE Type K2450A. Will receive 13KV, 4 microsecond pulse o 
10-10-10 mf SG 1.95 syn rotary on ~ prim-secondary delivers 14 KV, Peak power out 100K W $15.00 
200 mid 250v cp 2.00 direction tnai- . a oy Input transformer. W.E. No. D-166173 2.00 
tetas : cator unit....$200.00 | maytheen UX 4298E—Pri. 4 KV, 1 microsecond Sec. 16 KV. __ 
ocneemenitnan RC-148, consists 16 Amps. Fil. pri. 115V. 400 C ycle 15.00 
Fer thal Emergency Ris only of transceiver W.E. Hi Volt input pulse Transformer No. D 169271 9.95 
DM-21 In 14VDC 33A Out an , Dower supply GE eter pulse Tformer K2731 Diameter App. 11" vertical s 
235VDC 90 ma with filte 2. o units witb cooling fins 19.50 
DM-25 in eV SD —. 4 tubes. Slightly mn Ute outas Oscillator transformer, 3 windings, No 
50VDC 50ma a . $280 oF Sen oe 78 
DM-34: In 14VDC 3.84 = Pulse Input line to magnetron GE K2748A 12.00 
220VDC 80ma 49 
DM-42: In 14VDC Out 515, 1030 ALL MERCHANDISE GUARANTEED. Mall orders promptly filled. All i 
VDC 215/260ma & 2 DC. $3.95 F.0.B., N.Y.C. Send Money Order or Check. Rated Ficens cond P.O. Shipping 
Hand SS charges only sent C.0.D. THERMISTORS 
GN-45 Pl ; 
GN-45 I ate & fil supply. Output 1D167332 bead $0.95 
500VDC 140 ma and 6V 3A. Dim : 
S00VDC pi? 70396 bead en Se 
*x8"x6" < 8391 button , ; -95 
GN-35 2.5 amp at 8V, 100 m t 16761 meant 
325 to, 365V or 1.25 Smp at 10V, sienna maaan i ie 
70 at 380 20V 
mod to 420V . 131-N LIBERTY ST., WH 4-7658, NEW YORK CITY 7, N.Y. 


September, 1947 


Here's the handiest, most complete 
radio buying guide in America. Contains 
over 10,000 items of nationally known 
quality. Brings to your door step the 
world’s largest and most complete stocks 
of radio and electronic equipment. Save 
time, work and money —send for your 
free copy. 


PARTS. America’s biggest stock 
of quality parts and equipment. 
Everything for hams, sound- 
men, engineers, servicemen, ex- 
perimenters. All leading makes 
at economy prices. 


RADIO SETS. The new Lafay- 
ette Catalog is a regular pa- 
rade of all the latest 1947 
models, including phono- 
radios, portables, communica- 
tion receivers. Latest styling— 
oustanding performance— 
wonderful values. 


P.A. Sound systems for every 
type of public address instal- 
lation. Complete listing of am- 
plifiers, microphones, speakers, 
accessories. Many new develop- 
ments listed for R first time. 


100 Sixth Ave. « WN. Y¥.13 
110 Federal St.* Boston 10 
24 Central Ave. » Newark 2,NJ. 
Paste Coupon on Penny Post Card 
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f LAFAYETTE RADIO, Dept. RJ-7 
g 100 Sixth Ave., New York 13, N. Y. 


! Please send new Lafayette Radio Catalog 
at once, 


j Name 
I 


! AG lOSS. 6... ..c cc cceneeves 


cae LONO...-ceeeee, SIQN@ _ 


! 
I City . 


Lease eae wees eee wwees a= 


| ments of the installation. 
a carbon microphone of the close talk- | 


Broadeasting from 
Planes 
(Continued from page 67) 


of inaccessibility to any 
the crankshaft for power 
sion. 

In large planes it is possible to 
install a complete gasoline driven 
generating plant. This requires care- 
ful precautions against fire hazards. 

Wind driven’ generators, 
curable, are an excellent solution. 
Propeller-driven d.c. generators. can 
be used to keep the batteries up to 
full charge where a storage battery 
converter has been installed. If the 
owner can obtain a 60-cycle wind- 
driven generator with a 110 volt a.c. 
output, any conventional amplifier 
could be used. Wind-driven generators 
of 400 cycles have been built for air- 
craft electrical requirements. These 


portion of 
transmis- 


are lighter in weight than the 60 cycle | 


models, and would be most suitable, 


| especially where the amplifier is de- 
| signed for 400 cycle supply. 
audio 


watts to operate a 100-watt 
loudspeaker, the generator should 
have a capacity of 300-500 watts. 
Where 200 to 300 audio watts are re- 
quired the generator 
capacity of 750 watts. 


Amplifier 
As pointed out elsewhere, weight 
can be saved where the amplifier is 
custom-built to the precise require- 


ing type is to be employed, the ampli- 
fier need have no more than 
db. gain. 
3-stage amplifier. 


that the output stage be designed 


around a pair of 811 tubes operating | 
This will af- | 


in push-pull “Class B.” 
ford power output in the neighbor- 
hood of 150-200 audio watts when 


using a plate supply of 1500 volts. The | 


generator delivering the high voltage 
for the plate supply should, of course, 


be capable of meeting the peak cur- | 


rent requirements. 


Of course, high-powered amplifiers | 


can also be designed to operate around 
a group of 6L6 tubes with a plate 
voltage of 400-450 volts. This lower 


plate voltage may be found more de- | 
sirable because of the availability of | 


genemotors delivering this output. The 
output stage should consist 
6L6’s arranged in push-pull multi- 
parallel. This should be designed for 
“Class AB” conditions 
liver close to 100 watts. 


Loudspeaker Installation 


Since loudspeakers of the order of | 


100 watts 
utilize a 


or more 
group of 


are designed to 
individual driver 


units mounted on a common mixing | 
chamber and air column, a great deal | 
is available. | 


of flexibility in wiring 
This makes it possible to utilize a 
group of medium-powered amplifiers. 
For instance, the University Model 
4A4, 100-watt loudspeaker contains 


if pro- | 


For 100 | 


should have a | 


Assuming | 


NEUTRALIZING 
CONDENSER 


The improved design of the NZ-10 fea- 
tures smooth micrometer capacity adjust- 
ment and positive locking. Suitable for 
either single ended or push pull stages 
the NZ-10 has particular application in 
high frequency circuits where very fine 
capacity adjustment is required. 


o* oF 
ms 
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THE HAMMARLUND MFG. CO., INC., 460 W. 347" ST., NEW YORK 1, #.Y. 
MANUFACTURERS OF PRECISION COMMUNICATIONS EQUIPMENT 


70-80 | 
This is easily obtained in a | 
It is recommended | 


of six | 


and will de- | 


SURPLUS SAVERS 


TRANSFORMERS—! I5v, 60 cycle; 430-O- 

430-510 mils; 5.2v at 6 amps. 

NEW; grey case, Acme porc. ter- 

minals $6.75 

350-O-350—250 mils; 5.0v C.T. at 

3 amp.; New; cased Langevin... $3.50 

AUTO TRANSFORMER — Acme—220-1 10 

(6 taps) step-up or step-down. 

500-watt. New $9. 95 

25-watt SIGNAL CORPS TRUMPETS com- 

plete with driver unit and UTC output 

transformer, tapped at 250-500- 

1000-2500 ohms. New. Each - $20. 
Also 

packed in lots of 4 in H.D. trunk 

for portable. Complete 4 in trunk. 

New $65. 

1.R.C. wire-wound RHEOSTAT 100-watt 1.1 

ohm; off-on toggle switch, mtd. on control 

shaft. Excellent for filament con- 

trol, etc. New with knob $1.75 

UTC Band Pass FILTER passband; 500-2000 

cycles. Useful as filter in peak clipper cir- 

cuit. Second method of connection band- 

= of 900-1200 cycles; use for Audio se- 

ectivity in CW reception. New, 

with hookups . $1.25 

Control box for Collins transmitter. Con- 

tains plug & 7 deck SP, 10 pos. sw. 

and SPDT rotary sw. New. Each 90 75 

Control box for 2A gear. Contains 

switches, plugs, pilot lamp, ete. 

Each $1.00 


25% deposit required on all C.O.D. orders. 
Prompt delivery assured. Write Dept. RNS. 


GREENWICH SALES CO. 


59 Cortiand St. WHitehall 3-3052 
NEW YORK CITY 7, N. Y. 
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y EXTRAY!! 


\ Here are the Extra Special 


pEAL 


OUR = 
Ont GAVE $88-40- 
: Subject t 


No. 2 


To al Value a *Y . 
LOECIAL PRICE 195° 


o prior sale 


-«. FOR RADIO 
SERVICEMEN 
AND DEALERS: 


Deals on top condition, slightly-used Test 
Equipment typical of the amazing bargains Walter Ashe is in a position 
to offer. Let us quote you on the deal of your choice 


YOUR FAVORITE BRANDS 
OF TEST EQUIPMENT 


1 Hickok Du Ment 
Cnarx, regular. 39.90 Jackson Feiler 
jo Silver >I Precision Meissner 
McMuree - . OHM- 0 Simpson Triplett 
yrice 52.100 Volt- 27.5 McMurdo Silver Reiner 
-_ ior PB- Radio City Products R.C.A 
Supriiammeter : reguiar 57 50 Pobeon-Bureese Bliley 
Nitiite “eyetaline!» : icago Industrial antan 
" ynitor ry t 48.50 Special Products Co Monitor 
Mon™ . . Tester a Industria! Equip’t Pieze 
rice 205 Tube peepee st 40 Cornel! Dubilier Weston 
Simpson + $173- Coastwise Electronic Sprague 


Waterman 


Other used Test Equipment combinations 
at comparable savings are generally avai 

able. Write for complete details or use the 
handy coupon below. And if you're inter 
ested in trading new for old, our complete 
stocks and bigger-than-ever trade-in allow 
ances on your used equipment are sure t« 
please expert and apprentice alike 


HEADPHONES 


Type HS-23. 8000 ohme impedance. 
Adjustable leather headband. Rub- 
ber cushions. Brand new. In 
original box 

When ordering, add 20c to cover 
cost of postage and insurance. 


/ 


ARMY SURPLUS 


$1.29 


Throat Mikes. 200 Ohm carbon 3Sc 
WHEN ORDERING. ADD i?vce TO COVER COST 
o STAGE AND INSURANCE. 

PE-103 Generator. Brand new Dynamotor Power 


Supply. Operates from 6 or 12 volt. De $9 95 


livers 500 volts D.C. at 160 M.A 


Amphenol All-Wave Antenna. Provides inter 
ference-free reception on FM Standard Broadcast 
and Short Wave Bands. No 

124-001. $17.49 
Selsyn Motors. 115 VAC 60 CY. Navy Surplus 
Selsyn Motors, large, continuous 


duty type. 
No. 806, per pair 


$12.50 


SURPLUS CHOKES, TRANSFORMERS AND CONDENSERS 


(1) FILTER CHOKE. 12HY 200 
MA,200 ohms DC Res. Steel — $3.50 


(2) TRANSMITTING FILTER CON- 
DENSER. 2 Mfd. 5000 VDC, Dykanol, 


regular net price $29.63 $7.51 


Our low bargain price 
(3) DUAL CHOKE. 12 HY @ 200 MA per 


section. 150 Ohms DC res. Stee! case with 
standoff insulators 
785 $4.95 


No. 2785 
(4) FILTER CHOKE. 4'% Hy. 150 MA. 70 
ohms Res. DC. Hermetically sealed in case 


Stand-off insulators $1 29 
° 


No. 5209.. 
(5) TRANSMITTING FILTER CON- 
DENSER. 2 Mid. 4000 VDC oil filled 


Regular net price $25.44 $4 50 


Our give away bargain price 
(6) FILTER CHOKE. 4 Hy. 300 MA. 40 
ohms DC resistance. Hermetically sealed in 


case, screw terminals $4.95 


No. 6317 

(7) HIGH VOLTAGE FILTER CHOKE. 
6 Hy. at 1.2 Amps., 27 ohms. DC resistance 
12500 volt breakdown insulation. Shielded 


case and standoffs $1 7.95 


No. 6813. A super buy at 


WweJwDdD WoeULH WowTM 


WONRF 


500 MA 
$11.85 


2500 VCT 
Steel case 


$9.95 


(10) RCA 1 KW MODULATION T RANS- 
FORMER. Primary will match class “B 

tubes up to 10000 ohms plate to plate. Se« 

ondary No. 1, 450 MA for beam tube plat« 

Secondary No. 2, 80 MA for screen 

grid $1 4.95 


(8) FILTER CHOKE. 8 Hy. at 
55 Ohms DC res. Very high quality 
Hermetically sealed. No.8056. Net 


(9) PLATE TRANSFORMER 
150 MA. Pri. 115 VAC. 60 CY 
with et andoff insulators 

No. 161919 


(11) SCOPE / TELEVISION TRANS- 
FORMER. 2100 volts at 10 MA. Pri 115 


VAC, 60 Cy. Steel case with standoff 
insulator. No. ST. 1 $4.25 


(12) PLATE TRANSFORMER. 2010 VCT 
200 MA Pri. 105-125 VAC 60 Cy. Steel case. 
ecrew terminals 

No. 8275 $9.95 
(13) PLATE TRANSFORMER. 1400/1200 
VCT at 200 MA. Pri. 115 VAC 60 Cy. Steel 
Case, screw terminals 

No. 4891-N $7.45 
(14) PLATE TRANSFORMER. 1400/1200 
VCT at 260 MA. Pri. 115 VAC 60 Cy. Her 


metically shielded steel case, screw 
terminals. No. 8931 $7.95 
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PRADIO CO. 


1125 PINE ST.¢ ST. LOUIS, MO. 
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i POWER 


= FOTO FLASH KIT 


THOROUGHLY PROVED AND TESTED 


1. Uses AMGLOW 54R4X 200 watt second flash tube 

2. Uses parallel bank condensers. 25% safety factor. No costly 
replacements 

3. Synchronizer adjustment control 

4. Light Weight, Heavy Duty, Army Surplus, High Voltage 
Transformer 

5. Unit can be fired every 3 seconds if necessary 

6. Neon bulb charge indicator 

7. 1/10,000 Second exposure 

8. Triggered by hand switch or synchronizer 

9. Sockets for connecting all cables 


Complete Kit including AMGLOW tube, carrying case, cic. with 
simple assembly and operating instructions 
Price subject to change without notice $77.50 
Write for detailed description and parts list. 


MAIL THIS SPECIAL COUPON TODAY! 


Walter Ashe Radic Co. 
1125 Pine St., St. Lewis 1, Mo 


RN-9 


CD Please send money-saving details covering your Extra-Special Deals 
on Top Condition, slightly used Test Equipment 
l am particularly interested in the following equipment 


Send detaile of your liberal Trade-In offer 
I would like to trade for 


(describe equipment (make, mode!) 


OD Put my name on your mailing list to receive the new, bigger, better 
Walter Ashe Catalog when issued 
NAME 
ADDRESS 
CITY ZONE STATE 4 
: 
. 
105 


WELLER 


SOLDERING 
GUN 


110 Watts 
115 Volts 
60 Cycles 


© You get fast, dependable solder- 
ing heat because the Weller Solder- 
ing Gun operates on a new princi- 
ple. A specially engineered built-in 
transformer of light weight pro- 
duces soldering heat in the loop 
tip. See your radio parts distribu. 
tor or write for bulletin, 


TORTIE MW IZOMRQOME 810 Packer St., Easton, Pa. 


In Canada: Atlas Radio Corp., Ltd., 560 King St., N. W., Toronto, Ont, 
Export Dept.; 25 Warren St., New York 7, N. ¥. 


WANTED 


1 Your Name for Our Mailing List 


Write for our latest bargain 
catalog of parts and equipment. 


Aerovox GL Can Condensers. 
Stock 


8 Mfd at 600 V. From 
ee er ae eee ee Pe ee a ee eR $1.69 


Ward SC-1 Side Cowl. 66”. 36” Low-Loss Lead.... 2.35 
Bypass Condensers. Manufacturer surplus—no G.I. 
.005 and .01 at 600. Fresh—cClean. 10 for..... 49 


20% deposit on all C.O.D. 
Please include Postage. 
RADIO EQUIPMENT CO. 


Main St. Lexington 34, Kentucky 


377 E. 


Save the easy, automatic way 
—with U.S. Savings Bonds 


Of all the ways of saving up a 
tidy sum of money, one of the 
easiest and safest ways is to in- 
vest your money in U. S. Bonds. 

You can buy Bonds either 
through the Payroll Savings Plan 
at your place of business—or if 
the Payroll Plan is not available 


to you, but you do have a check- 
ing account, through the Bond- 
a-Month Plan at your local bank. 

Both ways repay you $4 for 
every $3 you save, by the time 
your Bonds mature. Choose the 
sum you can afford—and start 
saving today! 


four driver units, each rated at 25 
watts. They can thus be wired to four 
amplifiers each with 25 watts output 
power, or connected so as to be fed 
from two amplifiers of 50 watts out- 
put each. 

The University Model B-6 loud- 
speaker rated at 150 watts contains 
six individual driver units inside the 
housing. The Model B-12 loudspeaker 
rated at 300 watts contains 12 driver 
units, each of 25 watts capacity. Thus, 
a number of output stages or boosters 
of, say, 50 watts each can be used 
and these are commercially available 
from a number of amplifier manu- 
facturers. This type of installation, 
namely the utilization of several 
power output stages, affords a great 
deal of safety factor since if one of 
the power stages should fail, there re- 
mains sufficient power to keep the 
equipment operating without complete 
interruption of the service. 


Installation in the Piper Cub 


When the installation is to be tem- 
porary, the door of the plane should 
be removed and the _ loudspeaker 
mounted at such an angle that the 
sound can be projected downward and 
somewhat to the rear. The mouth of 
the horn should project six inches to 
1 foot outside of the cabin. 

For a more permanent installation 
in a Cub, the rear seat and the rear 
floorboard should be removed and a 
hole corresponding to the diameter of 
the loudspeaker should be cut into the 
fabric at this point on the bottom of 
the fuselage, just back of the rear 
control stick. The loudspeaker should 
be securely braced inside the cabin, 
standing directly over the opening of 
the fuselage. This type of installa- 
tion offers no parasitic drag to the 
aircraft but may cause acoustic feed- 
back. The edges of the hole in the 
fabric must be properly protected 
against possible wind damage and 
must conform with CAA requirements. 
A wire mesh screen should be used 
across the hole, held down with two 
plywood escutcheons or large washers, 
one inside and one outside which 
would reinforce the fabric edges. 

In other models of ships it is possi- 
ble to locate the loudspeaker under 
the fuselage between the wheel struts. 
This is an excellent location. In all 
cases the airplane must have adequate 
pay load for the weight of the sound 
equipment and this equipment must 
be so located in the plane that it does 
not upset its center of gravity, espe- 
cially laterally. For a longitudinal 
displacement of the center of gravity, 
the trim tab or stabilizer can, of 
course, be adjusted for correction. 

The removal of the door, the open- 
ing of the fabric, and the installation 
of heavy equipment may involve spe- 
cial permission from the Civil Aero- 
nautics Authority. Whenever changes 
in the plane structure or serious re- 
distribution of weight results, the 
CAA should be notified. Generally 
such permission, with special restric- 
tions, is given but in many cases the 
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NC license is replaced by a NR or 
“restricted” one. 

A complete high-powered sound 
system for reliable high altitude 
operation would weigh almost 300 
pounds. This is proportioned as fol- 
lows: Loudspeaker (100 watts)—60 
pounds; Amplifier—75 pounds; Stor- 
age Batteries and Converter—150 
pounds; a total of 285 pounds. —3}- 


. "g1e@ ~ 
CITIZENS’ BAND 
>” i bl — Ps 
OPENING NEARS 
f prog day when individuals will be able 
to use small radio receiver-trans- 
mitters for private purposes moved a 
step nearer reality today when the Fed- 
eral Communications Commission pro- 
posed technical requirements and pro- 


cedure for obtaining type approval of | 


equipment to be used in this con- 
templated new service. 


In its frequency allocations report of | 


May 25, 1945, the Commission set apart 
the band of 460-470 me. for this pur- 
pose. Subsequently, and in cooperation 
with manufacturers and others inter- 
ested, the Commission’s engineering 
staff worked out technical standards 
for the equipment to be employed. 
Every effort has been made to keep 
these requirements to a minimum 
consistent with the need for apparatus 
that is reasonably low in price and 
whose operation will not require tech- 
nical skill, yet will permit the widest 
possible use with the least amount of 
interference to other radio operations. 

Pending the establishment of the 
Citizens’ Radio Service, no licenses are 
being issued to the general public ex- 
cept on an experimental basis. How- 
ever, as soon as approved equipment 
is available for operation in the assigned 
band and when the Commission has 
drafted rules and regulations governing 
such use, the public will be notified 
that the new service is here and that 
applications from interested individuals 
will be received. 

(Editor’s Note: The FCC technical 
report as it stands now definitely 
indicates that only commercially built 
equipment can be used for operation in 
the Citizens’ Band.) 

As in the case with all types of radio 
operation, authorization will be neces- 
sary. In the case of the Citizens’ Radio 
Service, the Commission contemplates 
a simple procedure requiring no tech- 
nical knowledge by the prospective 
user. 

itshould be pointed out that war sur- 
plus **walkie-talkies”’ will not operate 
in the band designated for citizen’s use. 
This military equipment was designed 
for particular frequencies which could 
be used overseas but which, if em- 
ployed in this country, would interfere 
with marine, police, fire, and other 
radio services. It is impracticable to 
convert this apparatus, since an un- 
economic degree of rebuilding would be 
involved. 

Due to these and other considera- 
tions, it is illegal for the unauthorized 
individual to attempt to use surplus 
radio transmitting equipment. Under 
the Communications Act, no person 
may operate a radio transmitter with- 
out first obtaining a license from the 
Commission. Violators are subject to 
possible fine or imprisonment, or both. 
And the Commissien’s monitoring sta- 
tions are quick to detect unlawful 
transmission! -—r- 
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LOROUWD AL, 


COIL 


FERS 


for every application 


Our toroid filters have bécome a by-word in every 
phase of electronics where only the best results are 
acceptable. Toroidal coils wound on MOLYBDENUM 
PERMALLOY DUST CORES are the primary basis 
for our success in producing filters unexcelled in per- 
formance. 


Radio control—miniaturizing 


—Aircraft. Nuclear research. 


Multi channel filters for car- 


| rier modulation. 
MAMA 
| lee | | 
{= | Tone keying filters — wave 
} 
Wy |_| shaping filters — discrimina- 
e. jem tors — delay networks. 


Line filters—slope equalizers 


loading circuits. 


We would be pleased to submit 
quotations for special filters. 


Write for our catalogue. 


TOROIDAL COILS 


Although the demand for our 
toroidal coils has been increasing 


rapidly, we are maintaining ovr R wuell & Gi G. 


usual good delivery schedules. 
Most available types are: 


DESIGNERS AND MANUFACTURERS 


RANGE OF ELECTRONIC PRODUCTS 
SF ee er 45 WARBURTON AVE. 
TES: - 1OKE——100KC YONKERS 2, N.Y. 


Coils ure available in inductances 
from 1 MHY to 12 HYS. 


In New Jersey... 
..ct'4 VARIETY-: 


Sensationally New 


TELEVISION KIT 


Ready for easy 
rapid assembly 
No knowledge of 
television required 
Complete easy -to- 
follow instruc- 
tion sheet gives | 
you all the knowl- | 
edge you need. 

Receptionis | 
clear and sharp 

. comparable to | 
a moving picture. | 
All necessary 


- 
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! 
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I 
| 
I 
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! 
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l 
! 
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I 
} 
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] components are Included. Nothing is required I 
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except a screw driver, cutting pliers and a sol- 
dering iron. Only the highest quality stand- l 
ard parts are used —the list price value of 5 


these parts alone is more than 
$300. 110 volts, 60 cycles 5159501 
Ms ocs0 0s 6esheeuheresae 

BALLENTINE PHONO MOTOR 


ad 
ASTATIC PHONO PICK-UPS 


APPROVED 6 FT. RUBBER LINE CORD 


with Gilbe Phi 
wae ct tc $1.98 | 
APPROVED 6 FT. RUBBER LINE CORD 


WEBSTER RECORD CHANGER I 


Model 50 .. $21.47 . 


FEDERAL BATTERY CHARGER j 
] rated 6-3 amps, 


© Ws Sct xessane $16.96 


, GUARANTEED VOLUME CONTROLS , 
Less Switch.. .48c 10 for $4.45 
rere 659c t0for §.45 
500,000, 100,000, 25,000 ohms; % meg, 1 meg, 

2 megs. 


FEDERAL SELENIUM RECTIFIER 


with 
Turntable 


with L70A Crystal 
and Hardware ...... 


with Molded Rubber shone 
Sk eee 


2 ff  . Perrier eT rire 
es Ti Gis cca vteaneenoaneetseees s 
Also available 150 Mil and 200 Mil. 


Bargain! Guaranteed! 
100 Assorted Bypass Condensers 600V 


gC $6.9 


SUPERIOR Model 670 
Super-Meter 


A Combination Voit-Ohm 
Milliammeter plus Capacity 
Reactance Inductance and 
Decibel Measurements. 


| Complete with test leads 


and instruc- $28 40 
. 


] COMB. ocevce 
lf 
ull line of Weston-R.C.P.-Supreme-Superior- 
E.M.C.-Test Equipment ’ 


I Write Dept. N-7. 20% Deposit with order re- 
] quired. Please add sufficient postage. Excess 
will be refunded. 


Variety ELECTRIC CO.., Inc. 
601 Broad St., Newark 2, N. J. 


EXPERIMENTER 


WIRELESS MICROPHONE 


Microphones which may be con- 
nected to the family radio have long 
been a popular item with the experi- 
menter. At parties they often serve as 
a means of entertainment. 

Unfortunately, connection of these 
microphones often involves consider- 
able work, the problem varying wide- 
ly with different types of receivers. In 
many cases it is necessary to have a 
circuit diagram of the receiver, and 
changes of the wiring are required. 

For several years, wireless record 
players have been used, permitting the 
playing of records through any stand- 
ard radio, with no physical connections 
between the record player and radio. 
This permits the record player to be 
placed in any convenient spot, and the 
radio tuned to its carrier frequency. 

By a few simple changes in the cir- 
cuit of the conventional record player, 
this type of instrument may be used as 
a wireless microphone, in the same 
manner as a record player. In general 
the only additional equipment needed 
is a microphone transformer and 
microphone, If it is desired to leave 
the record player undisturbed the best 
procedure is the construction of a 
separate unit for wireless microphone 
use. 

The unit shown in Fig. 1 has a fre- 
quency range of 1250 to 1620 kc. Only 
one tube, a combination beam power 
output tube and half wave rectifier, 
is used. The unit may be used on any 
standard 117 volt line, either a.c. or 
d.c. 

Breadboard construction was 
adopted using a piece of 5 x 7 inch 
plywood to mount all parts. The micro- 
phone transformer is mounted at the 
left side of the breadboard close to 
the tube socket. 

Short lengths of tubing are used to 
mount the tube socket by means of 
long wood screws. The filter conden- 
sers and filter resistor are mounted 


Fig. 1. 


cat CSy saNT. 


mica cond. 
$00 »v. mica cond. 


C,—.002 ufd., 500 »v. 
C.—.00035 pufd., 
Cx—.01 yfd., 400 ». paper cond. 

Cy— S50 pufd., S00 v. mica cond. 

Cs, Ce—40 ufd., 150 v. elec. cond. 

R,—500 ohm, 1 »®. res. 

R.— 2000 ohm, 10 w. res. 

L,, Le—Adjustable iron core ose. coil (Meiss- 


ner No. 14-1028) 
T,—Single button microphone-to-grid trans. 
S,—S.p.s.t. toggle sw. 
Fig. 2. 
at the right by means of tie lugs. 


Brackets formed from scrap alumi- 
num are used to support the oscillator 
coil and on-off switch. 

A standard replacement type adjust- 
able iron core oscillator coil is used. 
A fixed condenser is mounted across 
the secondary terminals of the coil 
and adjustment of the oscillator fre- 
quency is accomplished by screwing 
the iron core in and out of the coil. 
As the core is inserted farther into the 
coil the frequency of the oscillator is 
lowered. 

The circuit used is essentially a Col- 
pitts oscillator with the screen grid 
and plate of the tube being used as a 
triode. The control grid is used for in- 
jection of the modulating voltage. By 
using this system of modulation it is 
possible to obtain a relatively high 
modulation percentage and still retain 
frequency stability. 

The r.f. output from the oscillator is 
coupled through a small condenser to 
the antenna terminal. The length of 
antenna needed will depend upon the 
distance from the receiver and the 
sensitivity of the receiver. No longer 
antenna should be used than needed, 
to prevent interference with neighbor- 
ing receivers. Generally one or two 
feet of wire will suffice. 

Microphone current is obtained from 
two flashlight cells. The microphone 
used is a surplus military type. 

When construction has been com- 
pleted, the unit should be plugged in, 
the switch closed and the tube allowed 
to reach operating temperature. The 
unit should be located near a broad- 
cast receiver, tuned to a clear spot 
near the high frequency end of the 
broadcast band. The iron core should 
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Billboard Announcing Telecasts of 
Ball Games in Chicago 


America’s ‘Next ae 
Giant Industry? 


Today, RIGHT NOW, clear and bright 
pictures of great sports events, as well as 
other equally interesting programs, are 
being telecast for the enjoyment of thou- 
sands. Telévision stations in New York, 
Chicago, Philadelphia, Washington, De- 
troit, St. Louis and Los Angeles are already 
operating on regular schedules. Construc- 
tion has started in several other centers and 
it is believed that practically every major 
city in the country will have this wonderful 
service before the end of 1948. 


Who will build, maintain, and operate the 
new telecast stations? Who will design, 


produce, install and service the receivers? 


Men Must Be Trained for 
These New Professions 


Alert young men with an ambition to grow 
with television are training now in the 
greatly enlarged instruction laboratories 
of American Television, Inc. A wide choice 
of courses available. Advanced methods 
and latest obtainable equipment used. 


One of Our New Buildings. 
Air Conditioned the Year Round. 
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Lee 


FREE PRE-ENTRANCE COURSE 


A Short Home Study Television Course is 
available to qualified war veterans who 
are considering residence training. This 
course is free of amy charge or obliga- 
tion. Your success with it will help you 
to ‘earn your own abilities in television. 
It will also aid us greatly in qualifying 
you for residence training. Your accep- 
tance of the Home Study course in no 
way obligates you to enter our residence 
school. So we urge you to take advan- 
tage at once of the very unusual oppor- 
tunity it offers. 


ME ail 
U. A. Sanabria 


Dr. Lee deForest 


The Men Who Direct 
American Television 


The instructional quality of training is under 
the constant personal supervision of two 
internationally known engineers, Mr. U. A. 
Sanabria, President and Founder of American 


Television, Inc. and Dr. Lee deForest, the 


famed inventor of the radio tube. 


Approved for Veteran Training Under G. I. Bill of Rights 


5050 BROADWAY 


“AME 


American Television, Inc. 


CHICAGO 40, ILLINOIS 


ADDRESS 


ZONE ___STATE 


CITY. 


CC) | am a veteran 


ee inienienienianinnianinniaiiaianions | 


REQUEST FOR FREE INFORMATION 


American Television, iInc., Dept. of information 
5050 Broadway, Chicago 40, Illinois 


Please send details of your Television Training. 


‘the UNIVERSITY 


TWEETER 


AND UNIV 
SPEAKER LES PER SECOND 
10,000 


TH CONE S 
RESPONSE wi QUENCY ww CYCU 
1000 
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nt SHOWN 


ative Level aa 
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DUAL 
TWEETER UNIP 


The reproduction of music and voice 
with breath-taking realism, is now 
possible with the new UNIVERSITY 
Dual Tweeter. Used in conjunction 
with any standard 12” cone speaker 
in FM and AM radio equipment and 
wide range phonograph amplifiers, it 
adds the brilliant “highs” so fre- 
quently carried through all stages of 
amplification, only to be lost in the 
bottleneck of a single unit repro- 
ducer. Frequency response is 2,000 
to 15,000 cycles. The die-cast dual 
horn design offers wider dispersion 
angle than the conventional single 
cellular horn—horizontal distribution 
is 100°, vertical distribution 50°. A 
high pass filter with auxiliary high 
frequency volume control, permits 
easy connection by merely attaching 
two wires to the existing speaker. 
Compact dimensions require a 
mounting space only 254” high x 91” 
wide. Power handling capacity of the 
dual unit is 16 watts. For complete 
information write today to UNI- 
VERSITY LOUDSPEAKERS, INC. 
225 Varick St., New York 14,N. Y. 


CABINET MODEL CONTAINS 
DUAL TWEETER UNIT 


SINGLE UNIT 
TWEETER 

ONLY 2%” 
DIAMETER 


CLUSTERED. TWEETERS 
FOR WIDE VERTICAL AND 
HORIZONTAL DISPERSION 
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then be adjusted until the carrier is 
heard in the receiver. 

The microphone and batteries may 
now be connected and the unit is ready 
for operation. 


BYPASSING 
The term “bypass” is frequently 
used in radio and electronic litera- 


ture, and is applied primarily to con- 
densers. A dictionary definition of a 
bypass condenser is “a condenser con- 
nected to provide a low-impedance 
path for radio-frequency or audio- 
frequency currents around a circuit 
element.” 

All of us are probably 
miliar with screen and cathode 
passing than with other types aid so 
a brief word on this subject may be 
helpful in designing new equipment 
or in understanding the functions of 
the various components in equipment 
already designed. 

In this case, the circuit element be- 
ing bypassed is either the screen or 
cathode resistor. In most applications, 
the screen and cathode voltages should 
be held constant, and so some means 
must be provided for preventing the 
variable components of plate or screen 
current from flowing through these 
resistors. This is done by providing a 
low impedance path around these re- 
sistors, through which the variable 
components of current flow. 

The term low 
tive, that is, the 


more fa- 


pends on the value of resistance or 
impedance being bypassed. For most 
practical applications, the impedance 
may be considered sufficiently low if 
it is one-tenth or less of the com- 
ponent being bypassed. 

We must also consider the operat- 
ing frequencies in the circuit. Since 
the reactance of a condenser increases 


as the frequency decreases, we must 
choose a condenser which has suf- 
ficiently low reactance at the lowest 


frequency which we wish to amplify. 
This is true both for audio frequencies 
and radio frequencies. Thus, for 
proper bypassing, a condenser must 
be chosen which has a reactance of 
one-tenth or less of the circuit ele- 
ment being bypassed at the lowest 
operating frequency. 

One or two examples may serve to 
clarify the above explanation. Sup- 
pose an audio frequency amplifier 
stage is being designed which is to 
amplify down to 50 cycles, and which 
has a cathode bias resistor of 1000 
ohms. We must then choose a cathode 
bypass condenser having a reactance 
of 100 ohms or less (one-tenth of 1000 
ohms) at a frequency of 50 cycles. The 
reactance ‘of a condenser is given by 
the following equation. 

1 
27fC 


Xi 


Where Xz is in ohms, 
C in farads. 


f in cycles, and 
Solving for C gives: 

a a 

~ QrfXe 


impedance is rela- 
actual value of im- | 
pedance which can be termed low de- | 


hy- | 


OU can build a busi- 


bs 
your own 


NOW — either part or 
full time — with TRA- 
DIO, the radio func- 
tionally 


ness of 


designed for 
coin-operation in hotels, 
motels, stopovers, hos- 
pitals, etc. Big earnings 

. Steady income .. . 
and no clock to punch 


unless you want to. 


* ONLY SMALL INVESTMENT NEEDED 


| 
| 
Tradio has pioneered in this new and fast 
| growing industry. Get in on the ground floor 
| and assure yourself of financial independence 
for life. 

| 

' 


*& TRADIO IS TRIED, TESTED and PROVEN 


Thousands of 
others all over 
the country 
have learned | 
| that “*Tradio 
Pays While It 
Send 
for complete in- 
formation today. 


Write To Dept. P-9 


TRADIO, Inc. 


Plays." 


ASBURY PARK 


NEW JERSEY 


SOLA 


CONSTANT VOLTAGE 


TRANSFORMERS 


60 WATT 52 AMP $15.00 Ea. 
500 WATT 4.35 AMP 49.95 Ea. 
1000 WATT 8.70 AMP 94.50 Ea. 
Primary 95 to 125V. single phase 

BRAND NEW 
TRANSMITTER 
RECEIVER 
B.C. 1267-A NEW 


154 to 186 M.C. 
Complete with 21 Tubes 


A bs 
R. A. 105-A 


POWER SUPPLY 


Complete 
with 7 Tubes 94% 
NEW 
R. C. ce 1.F.F. 

BOTH UNITS 
Mounted in Steel Rack, $ 50 
in Transit Chest with T.M. e 
NEW. 

832-A $2.19 5U4-G ._ $0.59 6x5 $0.65 
3 API... 2.95 5 BPI 3.50 5 BP4 3.50 
A LARGE SELECTION 
of Plate, Power, Filament and Scope Trans- 
formers; Chokes and Oil Filled Condensers 


Send for Free Circular. 
SATISFACTION GUARANTEED 


Sorry — No C.O.D. Lowest Surplus Prices. 
F.O.B. Chicago. Supject to Prior Sale. 


QUAD ELECTRICAL SUPPLY 


1650 N. DAMEN AVE. CHICAGO 47, ILL. 
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CE SHOP 


Choose one of ice 
3 GREAT NEW DEALS 


Includes TEST EQUIPMENT, TUBES, PARTS, TOOLS 


3 complete going-in-business packages. (if necessary they can be changed fo suit your needs.) 


There never was a better opportunity than now to start a profitable 
business of your own. No fuss, no worry. Hefte's everything you need. 
Details upon request. Write, wire or phone! 


TEST INSTRUMENTS 


Compact — Accurate — Priced Right! 


Jeweled Meter @¢ Reonge Selector Switch 

All multipliers bridge tested for 1% accuracy 

Zero adjustment—built in batteries 

Molded bakelite case only 3-15/16" x 
2-7/8" x 2° 


MODEL 451A 
AC-DC 


Volt—Ohm— 
Milllammeter 
A dependat I f 
wid tility 4) 
ns per Vv 
Ra \ AC, D¢ i 
) t Ranges, 
{ 1 50/100 50 4) 
fs) full 000 
0 7200 


1490 


RADIART AERIALS 


The Quality leader « Recognized by 
everyone « Admiralty brass rods « 
Triple plated « Permanently rattie 

proof e Static muffler ball « Polye- 

thelene insulated HI Q lead with pro- 

tective vinylite covering « Supplied 
{ with single pin (Motorola) connector 
and adaptor for bayonet style (Delco 
ond Philco) Mtings. 


L TYPE CF3-63 


9 A two insulator side cow! mount—3 section 
63” rod—supplied with 3 insulators and wedge 
adaptor to fit 95°; of al! car bodies 99 

omplete with 48” lead ] 
List price $4.95—our price 


TYPE CFA3-63 


All angle cowl or fender mount—A modern 
Radiart development—fits all body contours, 
straight or curved, cowl or fender. 3 section 63° 
rod easily adjusted to vertical with- 99 
out tools ompiete & th 40” lead. ] 

List price $5.45 we sell for 


PHONO PICKUP CRYSTALS 


Standard types—Set Manufacturers close-out 
—all Guaranteed 


LD Wer ter F2—Replaces L26-L40- 
BW 170 wt 


pin type tern I 
j pressure 1 volt yutput S000 149 
tot 


4 


WS57A—r ‘ > 
a eee 198 
WO cyele t I 


“4 new post War d 
rtermina 1 *4 02. pre 
t out put —4000 evels toff 


».55—we quote 5 


MODEL 312 


Volt—Ohm— 
Milllammeter 

An ¢ pocket meter 

fe 1 2° movi vane 

tr 

} C.K olt . 

( 20, 200 

M DC, 0-50 

oO} 10.000 

mi! 05-15 

] le range 


NET Complete with cord plug 


GENERATOR CONDENSERS 


+ on ° Cade No. 61-0177—.5 mfd.— 

4° lead-slotted enounsing y, 
strap es easy installatior ndard 
Mer: handise—not war surt Pt resent 


list price $1.00 14 


PHILCO BEAM OF LIGHT 180 
ocleniul mly, in ost I 


“\rPn] FAMOUS “LITTLE TRIPLETTS” 


The little Testers with the big 3° Meters 
Bakelite cases 3'\." x 5%" x 2s" 

Range selection switch—long, easy to read 
scales. We made a good buy—here they are 
et rock-bottom prices—The greatest buy 
ever offered in precision testing equipment. 


Our special— 
200 WATT SOLDERING IRON 


over 85% off . 
FAMOUS HEXACON ELECTRIC'S MODEL 201 


FEATURES: 
Fu 200 watt replaceable e'ement. 54” tinned Copper 
tip. replaceable One piece drawn case-gun metal finis h 


6’ heavy duty cord—stand i ded. C omic rtable, well 
balanced handle. Operates on 110 volts—AC or DC, 
List Price $8.00 

Speed up your heavy work— 369 


save tim save money at 


! der. 5 
Puts new | nto Philco ¢ 
sapphire t | miy, mo mirror, ]20 
postpa 
; ALL RUBBER 


7 4 LAMP CORD 
Underwriters Approved brown rub- 
ber covered insulated parallel Cord 


“grips” apart easily—non fraying 
de uxe-Way above average quality. 
500’ 989 
Gb bsscceccsscsos 


Model 650SC - OUTPUT METER 


A 4000 ohm constant impedance 
AC volt meter with ranges of 0-1.5- 
§-15-60-150 voits. Conversion 
hart for reading DB level from— 
10DB to +35 DB. 100 microam- 
pere meter. Excellent for receiver 
alignment, level indicators in re- 


cording equipment, general use on 
electronic apparatus. Regular net 
24.50. A*one time ynily ; 

26.50. 1049 
buy at 


OUTPUT TRANSFORMERS 


Clean stocks — long leads — 
mounting feet — made to fit 
where you need them. 

For 6F6-sK5—to 4 ohm voice coil 
- e 2° x 154" x 13%". 
50L5-35L6-25L6 to 4 ohm voice coil 
184” x1 g” x 134” 


MULTI-USE WIRE 


Strat led No. 22 tinned wire—elass 
“ROC KBE STOS" 1000 volt insula- 
tion—fireproof aircraft wire-—-a war- 
time deve opment at this low price 


you can use the best 
389 


a 


S quantity ‘of each type you 
— from the Ad 
Write - Wire - Phone 


JEWELLED PILOT 


. LIGHT ASSEMBLIES 
2 - undelabra screw base for 110 volt 
— amp. 


@ Mount in 1” hole. 
@ Lamps removable from front of panel. 
@ Available marked 1-2-2 or 4 on back 


of white lens. | 19¢ 


YOUR CHOICE net . 


Model 606B-VOLTAGE TESTER 
> Checks voltage and polarity. 
Range: 0-440 AC-DC volts—deii- 
nite indications for 115, 220, and 
440 volt lines. Separate polarized 
vane for AC or DC indication 
Built in test leads. Excellent for 
checking wiring, fuses, general fac- 
tory installation and maintenance 
Every plant every electrician 
needs several at this low 

price. Regul ar net 16.67 895 


Special at..... 


September, 1947 


Iaclude full remittance with orders of $3.00 or less 
Include 25% deposit with | C.0.D. orders of 
$3.00 or more. Prices subject to change without 
Notice. 


SEND FOR FREE CATALOG 


The house you have 
known for 25 years 


LEEDS 


Radio Transmitter & 
Receiver APS 13 


410-420 me., 
light we’. t, 
fully enclosed ; 
30 me., 1.F. 
Complete with 


Wire wound general radio type pe Potentiometer, 
precision made laboratory 25 watt et | 000 
ohms; 6” diam. Brand new 


300 ohm Twin Lead, indoor or outdoor 
cable, per 100 ft $2 
52 ohm Coaxial Cable RG/8U; 

per 100 1 i 


0-1 MA 3” D.C. G.E. meter 
0-1 AMP 2” R.F. G.E. meter 
500-0-500 microamps 4” W.E. .........- 


OIL FILLED CONDENSERS 
2 Mfd 1000VDC$ .79|16 MfdW.E. 400VDC$.98 
8 Mfd 1500VDC 3.25/3x0.2MfdW.F.4000VDC .98 
2 Mtd 2000VDC 1.75/2x0.1MfdW.E. 600VDC .25 
0.1Mid 7500 VDC 1.50/2 MfdW.E. 600VDC .49 
2 Mfd 10000 VDC 17.50/10 MfdW.E.1500V DC 3.50 
.02Mfd 8000VDC_ .9817 MfdW.E. 330VAC 1.25 


Loudspeaker 
LS-6-6 
Consists of 
P.M. Speaker, 
Microphone, 
Trumpet, 
with triggered 
gun grip 
handle and 
connecting 
cable 


Rew $3.95 


Ohmite-50 watt adj. 25-~ Resistor 
fo a Seer cocecce 1.25 
Ohmite Rheostats 50 Watt 25 ohm........ 39 
25 Watt 15 ohm -25 


Sigma “Relay 2 2000 -~ plug in type ye 4MA 


R.F. Oscillator 68-74 MC. with 1G66T 
Tube 

Bussman 8 AG 1/100 AMP Instrument 
Fuses, per doz 


NEONS—While ‘they CONTROL BOX FOR 
last 522 Transceiver — con- 
2 Watt Edison sists of 5 push button 
base $0. switches, 5 WE pilot 
% Watt Screw light assemblies & 
or Bay lever switch, all 
¥% Watt Bay or mounted in metal box 
wire leads.... .08/ Brand new 2 


SCHWER 


Free and Rate Gyro. 
24 V.D.C. Special.. 


BC-645 TRANSCEIVER; 420-450 MC; com- 
plete with 15 tubes including W.E. 316A 
doorknob and conversion diagram. Brand 


new in original packing. $ {4 95 
GREE. vende ncnceceees ° a 


NEW STOCK OF AMERTRAN TRANSFORM- 
ERS, POWER TRANSFORMERS 
K-606; 117V 60 cy. 
MADC ; 5V G 4A; 
K-602; 117V 60 
MADC; 5V @ 3A; 
K-604; 117V 60 cy. 700 V.c T. 70 MADC; 
5V @ 3A; 6.3V @2.5A 


FILAMENT TRANSFORMERS 

K-416; 117V 60 cy., 10 V.C.T.@8A 

TH00V 
K-404 ; 

7500V test 

OUTPUT TRANSFORMER 

K-292; for PP aa AB1 PRI-6600 

Sec. 5/250/5 


If not rated 25% with order, balance C.0.D. 
All prices F.0.B. our warehouse New York. 
No order under $2.00 
We ship to any part of the globe 


LEEDS RADIO CO. 


75 Vesey St., Dept. RNS 
COrtland 7-2612 New York City 7 


1i2 


Substituting the above values in this 
equation gives: 
1 
27 X50 X 100 


or 31.8 xfd. A 40 or 50 afd. electro- 
lytic condenser would thus be the 
logical choice. 

Let us consider a screen bypass 
condenser for an audio amplifier. As- 
sume a screen resistor of 10,000 ohms 
and a low frequency of 50 cycles. 
Using the above equation gives a 
value of 3.18 uwfd. Here the logical 
choice would be an 8 s#fd. electrolytic 
unit. 

For radio-frequency bypassing, the 
bypass condenser is usually much 
larger than would be indicated by the 
above line of reasoning, because the 
additional safety factor of the larger 
condenser means little if any increase 
in cost. —30- 


— 31.8 * 10° farads 


International Short-Wave 
(Continued from page 72) 


tion verifies by airmail postcard from 
Radio SEAC, G.P.O., Colombo, Cey- 
lon.) 

Broadcast time allocated to each re- 
quest program is in direct proportion 
to the volume of requests of each kind 
received. At present, in a week, there 
are 55 hours of popular music, 16 
hours of classical, and 7 hours of 
swing and jazz. These figures repre- 
sent the proportions of requests. 

There are no full-time announcers 
at Radio SEAC. All of the twenty or 
thirty voices heard over the micro- 
phone belong to people who do other 
work in scripting, producing, play 
adaptation, program compiling, and 
so on. 

In connection with radio broad- 
casting in Ceylon, we might mention 
that there is another (separate) out- 
let in Colombo, with the call of ZOH, 
“The Ceylon Broadcasting Station,” 
operating on 4,900 megacycles. Ac- 
cording to URDXC, current schedule 
is 0450-1145, with news in English at 
0900, 1000, 1100. While this station is 
listed with only 7% kw. and is in- 
tended only for local coverage, I have 
had reports that it is often picked up 
with fair signal in Britain and on the 
Continent. 


About Ceylon 


Ceylon has been a Crown Colony of 
Great Britain since 1802, and is an 
island located off the southern tip of 
India in the Indian Ocean, with 25,332 
square miles of area, and a popula- 
tion (1931) of 5,312,548. The island 
belonged to the Dutch for 140 years, 
but when in 1796 Holland had to take 
sides with Napoleon, Great Britain 
took Ceylon away from them and kept 


possession. 
* oe oa 


This Month’s Schedules 
Albania—ZAA, 7.852, Tirana, heard 
well in New Zealand with news at 
1515. (Cushen) 
Algiers—Algiers, 


11.835, is heard 


Contains a 
complete as- 
sortment of 
terminals, pins, 
porcelain insu- 
lators, mica, 
etc., that will 
fit most flat 
irons and ap- 
Ppliances. Prac- 
tically every 
part necessary 
in the ordinary 
repairing of flat 
irons in one 
handy kit. Additional supplies obtainable 
so that your kit can be replenished. 


Entire kit sent postpaid for only $3.10, 
Plus 18c postage 


Electrical Appliance Repair Parts 
Lead wire. Asbestos covered heater hoo i 
Heating element wire. 10° ft. “x iled =: 


Heating element wire.” 


for repairing fiat irons, toasters, Laoouree 

stoves, etc. Enou eh for 50 elements....... 
Hot plate Bricks, 534” diameter. 6 for 
Element coment. Withstands 3000° 


Assorted. 
Springs. Complete 


REPAIR ELEMENTS 
FOR ELECTRICAL APPLIANCES 


Renuall tron element. Guar. 1 year. 
ii Ts rt ede be ehnk bob oe eee Oa8 $3.12 
tro a Porcelain ‘Shoes for 500- 600 watt, 
eo 


guar. or. 
er clement.” 
types. 2 fo 


HOW TO FIX IT BOOKS 


Armature and Magnet ene. 270 Ee. TT 
Practical Electricity and House Wir 2 
277 Illustrations. . ee; 
Electric and Gas Refrigeration. 
408 Illustrations. 
Electric Motor oe al Repair. 
900 Ttusvetons 
Pages. 
your -—— EG to save on rep air ing 
own appliances and to earn extra money repairing 
appliances for friends and neighbors, 


CHRISTY SUPPLY CO. 


2835 WN. Central Ave., Dept. T-456, Chicago 34, Ill. 


LOW-PRICED 


LARGE-IMAGE 
TELEVISION 
IS HERE! 


TRANSVISION’S NEW 12” TUBE KIT 


At only 28920" 


GIVES YOU LARGER IMAGE 
THAN SETS SELLING AT $500 


Here is a television receiver with a 712x100” screen— 
easy to assembie in x 20 working hours 
signed and construct by Transvision engineers with 
the same technical skill which goes into their 7” kit. 
Just tally some of these features: 

1. 12” magnetic type picture tube, 


2. Receives all television channels on the air 
with provision for factory to add new chan- 
neis as they open at NO EXTRA COST! 


ot A me band width for full picture defini- 


. 9,000 volts second anode potential for 
brightness and contrast. 


+ Ratio detector for sound gives highest qual- 
ity FM reproduction, 


- 22 tubes and picture tube. 
« Complete with antenna, tubes, pre-assem- 
bied and tuned R.F. Unit, 


Kit comes with simple step-by-step assembly instruc- 
tions. Factory fuarantees clear, sharp reproduction 
comparable to sets selling at twice the price 


Here’s a value you can’t beat! Order now and be one 
of the first to have one of these beautiful, new Tra 
vision sets. A $25 deposit will assure you early de- 
livery. Reantifully turned walnut cabinet available at 
slight additional cost, 


7” tube Transvision kit still available at $159.50. 
Beacon Television, Inc. 


Distributors for Transvision Television Kits 
Department A 


143 East 49th Street, New York 17, N. Y. 


e We invite your inquiry regarding an at- 
° tractive money-making deal we are pre- 


pared to make with live-wire radio men! 


RADIO NEWS 


with fair signal on West Coast at 0130 
with French. (Nankervis) Heard in 
Britain signing on with “Ici Radio 
Algiers” at 0630; has Arabic programs 
to 0900, then French to sign-off at 
0915. (Pearce) 

Anglo-Egyptian Sudan—Radio Om- 
durman, 13.320, recently following its 
Friday (English) news, 1230-1245, was 
heard acknowledging reception re- 
ports, said replies are sent in writing 
(probably means via letter-verie) ; had 
topical talk until close of English pe- 
riod at 1300. (Pearce) A 31-m. outlet 
of about 9.650 is scheduled in dual. 

Angola—A station heard in Portu- 
guese, irregularly afternoons, on 
15.895, has been identified as CR6RL, 
Radio Clube de Angola, in Luanda. 
When first picked up in Pennsylvania 
by Kary, time was 1540-1600 sign-off 
with Portuguese National Anthem. 
(Kary, Legge) Has been heard in 
South Africa; calls announced were 
CR6RL, CR6RA, CRERN; schedule 
appears to be 0100-0215, 0630-0745, 
also heard before 1200 and after 1500. 
(Laubscher) The 15.895 outlet has 
been heard in Sweden weekdays 
around 1330-1600, Sundays to 1300. 
(Skoog) Heard in Britain from 1300, 
playing Spanish, French, English re- 
cordings. (Harrison) 

Argentina—Radio Splendid, 11.971, 
3uenos Aires, has fine signal in West 
Virginia after Brazzaville’s 11.97 
closes down around 2000. (Arthur) 

Australia—VLC4, 15.32, has re- 
placed VLC9, 17.84, to Asia and 
(Balbi) VLC4 has 


Britain, 0830-1045. 


replaced VLC11, 15.21, to British Isles, 
1245-1415. (Pearce) 

During the summer Radio Australia 
has been using VLC, 15.200, 50 kw., to 
Eastern North America, evenings, 
1900-2015, with news at 1930; VLA10, 
100 kw., has been in dual, beamed to 
South America on 17.840, but by this 
time will have likely moved to 17.800 
for this beam, having been usually in- 
audible on 17.840 due to QRM from 
Moscow (announcing 17.82 or 17.83 
but actually operating on about 17.839). 

In the Forces’ beam, 0330-0645, 
VLB8, 21.60, has been replaced by 
VLB10, 11.74. (Radio Australia) 

Belgian Congo—Leopoldville’s 9.745 
is used 1530-1645 or later in the 
British Isles-Europe beam, instead of 
17.770; news at beginning; good sig- 
nal here in the East. 

Brazil—PRE-9Y, Fortaleza, scheduled 
6.105, 0900-1200, 1600-1900; 15.165, 
1900-2030. ZYB-7, 11.765, Sao Paulo, is 
heard with fair signal around 1930; 
severe QRM from KCBR at times; an- 


nounces ‘“Radiodifusora Sao Paulo, 
Emissora Sociedas de Sao Paulo, 
Brasil.” (Kary) PSH, 10.22, PSL, 
7.94, heard in dual 1700-1800. (Beck) 

British Honduras—ZIK-2, 10.598, 
Belize, heard in West Virginia signing 
on at 1332; fair level. (Arthur) Runs 
to around 1400. 

British Somaliland—Radio Somali, 


7.125, verified by letter from Depart- 
ment of Public Relations, Hargeisa, 
British Somaliland; power given as 1 
kw.; now using single wire antenna; 
heard in New Zealand to after 1000. 


FAHNESTOCK SPRING BINDING POST GRIPS THE 
WIRE BY THE ACTION OF A SPRING 


No tools required to make the connection. Grips the wire with just the right 
pressure for good electrical contact. Simply press down, insert the wire and let 
go. Does not injure wire, hence connection can be made or opened as often as 
desired. Available in large variety of types and sizes to fit any radio purpose 
and any requirement as to position, space or method of attachment. You will 
find them in the better sets. 


Positive contact; cannot jar loose. Brass or bronze—nonrusting. 


FAHNESTOCK ELECTRIC COMPANY, Inc. 


46-44 ELEVENTH STREET 
LONG ISLAND CITY 1, N. Y. 
Please send us at once, Descriptive Literature, Prices and Delivery Schedule oo 


FAHNESTOCK CLIPS 


“eee 


eee eee eee eee eee eee ee eee eee 
eee eee eee eee ee eee eee eee ee eee eee eee eee eee eee eee eee ee eee eee | 
Cee eee eee eee eee eee 
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(Cushen) Call is VQ6MI, scheduled 
0730-1000. (Radio Australia via 
Arthur) 

Burma—Rangoon now verifies by 
card; latest schedule is reported 2015- 
2030, 0115-0130 on 6.035; 0840-1015 (in 
English) on 9.540, news at 0845, 1010. 
(NZDXC) (If you do not find this sta- 
tion on 9.540 at the time indicated 
above, try 6.035, as frequency in use 
for the English session—0845-1010— 
appears to alternate.) 

Canada—CBC’s international beam 
to Europe is scheduled CKNC, 17.82, 
0845-1800; CKCX, 15.19, 0845-1100; 
CKCS, 15.32, 1105-2300, all daily. The 
beam recently inaugurated to New 


Zealand, Australia, and the South 
Pacific by CBC is transmitted at 
245-0400 over CHOL, 11.72, and 


CHLS, 9.610. Good reception reported 
from “Down Under.” 

Celebes—Radio Makassar is being 
heard with improved signal on 9.265, 
both East and West Coasts. Has “ter- 
rific”’ signal in New Zealand, using 
many English recordings; best on 
9.265, but is also heard (poorly) on 
5.060: scheduled 1730-1830, 2300-0130, 
0500-0930. (Cushen) On Mon., Wed., 
Sat., has news at 0800; signs off with 


“A Perfect Day.” (Anderson, Cali- 
fornia) 

China—XGOA, 15.35, has _ been 
widely heard in the East mornings 


this summer, around 0745 (when Bos- 
ton leaves that channel) to about 0920 
when appears to leave the air, though 
is officially scheduled to 1000; news at 
0800; fair to good signals, but has 


Dept. 12 


WAR SURPLUS 
SALES 


RADIO - ELECTRICAL - ELECTRONIC 
EQUIPMENT - PARTS - SUPPLIES 


Crystal Calibrated Yh 
Signal Generator 1-222-A 


Operation from 110-117 volt, 60 cycle source, 
power consumed 40 watts. Self contained 
power supply. 
COMPLETE WITH TUBES 

Within the ranges of the FM and television IF 
freq and the Police, Taxi, Aircraft, RR. etc. 
VHF. Instruments are individually hand cali- 
brated and use an accurate vernier-scale 
planetary dial. 


\ combination signal generator and heterodyne 
wavemeter. It consists of a 5 megacycle crystal- 
controlled oscillator used as frequency standard 
calibrator, a variable two-range oscillator, an un- 
tuned detector with two stages of audio amplifica- 
tion, a sliding-rod stub antenna, a rough pi-type 
RF attenuator, a frequency calibration chart and 
a power supply. Coverage of the test oscillator on 
the low range setting is from 8 to 15 megacycles; 
the high frequency range coil covers from 45 to 76 
megacycles and since the third harmonic is utilized, 
this gives a coverage of from 135 to 230 megacycles. 


The signal generator cabinet measures 1914” 
wide, 12” high, 744" deep; weight 50 Ibs. Tubes tn 
BC-1298 Power Supply — 16 — 6SN7GT; 1 -— 
SY3GT/G: 2—6H6;: 1—6SA7; 2—6V6GT; 1— 
6SJ7. Tubes in 1—222-A: 1—6J5; 2—9006; 2— 
65J7; 1—SY3GT/G. An additional extra power 
supply and tubes, with many other small 


items including cables packed in wooden 
chest is included in this price. Gross wt. of 
entire equinment 490 Ibs. 


RECTIFIER & BATTERY 
CHARGER COMBINATION 


No. RA91A—Selenium plate, full wave 115 or 230Vv 
AC’; 50-60 eycle, single phase input; output is 6 to 
‘Xv DC at 2 to 15 amp; manually controlled, complete 
with overload input and output switches. 0-15 amp DC 
meter. Excellent for laboratories, servicemen, Sefvice- 
stations. Shipping weight 150 Ibs. $ 50 


SUPREME —Mocei ss7 50095 


VOLT-OHMMETER 


BRAND NEW—EXPORT PACKED 
3” Full Vision type Scale, with 
basic 100 Microampere D'Arson- 
val type 

movement. 


A completely self 
contained pocket 
type multimeter, 
with functions for 
the measurement of 
DC voltage from 
1 to 600 volts in 4 
ranges. Measure- 
ment of resistances 
trom 1 ohm (to 
1,000,000 ohms 1 
megohm) can be 
made in 4 ranges 
Height 5%", width 
356", depth 27%” 
Shipping weight 3 
ibs. Complete with 
operating instruc- 
tions and circuit 
diagram. 


Prompt Delivery—Write Dept. ANS 
25% deposit required on C.O.D. order 
Shipped F.O.B. New York. Min. Order $2.00 


MICHAEL STAHL, INC. 


39 VESEY ST. 


Tel. COrtland 7-5980 New York 7, N. ¥. 
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usual poor modulation; announces as 
“The Voice of China in Nanking,” 
while XGOY still announces as “The 
Voice of China in Chungking.” Heard 
best on West Coast around 0900, ac- 
cording to Balbi; 9.73 appears in dual 
and seems to continue after 0920. 

On 15.35, XGOA was heard at 2200 
one night announcing in the (sup- 
posedly) North American’ beam, 
scheduled for around 2000-2300. (Sut- 
ton) Consistent reception of XGOA 
on this frequency at night is impos- 
sible due to other occupants (Boston 
and Paris), with Moscow using adja- 
cent frequencies on either side (15.340 
and 15.360). What I consider a “freak” 
pick-up was XGOA on 9.73 which I 
logged here in West Virginia on July 
4 at 2150-2200, through bad QRM; 
woman was heard announcing the sta- 
tion distinctly (in English); on nu- 
merous subsequent evenings I was 
unable to pick up anything more than 
a heterodyne which may have origi- 
nated with XGOA. (Incidentally, 
Leipzig is heard well on this spot from 
2200 sign-on.) The 9.73 XGOA channel 
is heard here in the East around 0500- 
0630 or later, with fair level. 

Chinese stations have been coming 
through much better this summer 
here in the East. XGOY, 11.913, best 
around 0500-0530, asks for reports; on 
15.170 is heard some mornings signing 
on at 0745, but soon is buried by 
Guatemala except on Sundays when 
is heard fair to good until around 0845 
fade-out; can be separated from Mos- 


cow’s 15.170 during Soviet North 
American beam, 0745-0815; the 9.958 
channel, used 0535-0735, is badly 


QRM’d by Brisbane’s VLQ3, 9.66, but 
some mornings has been readable at 
0600 when has news. 

XRRA, Peiping, on its 10.260 sum- 
mer frequency, has been audible in 
the East around 0600-0730; at 0630 a 
man often gives call in English; re- 
ported by Kary and heard also by your 
editor; does not appear to carry Nan- 
king (English) news at 0800, this be- 
ing confirmed by Dilg, California; ac- 
cording to Balbi, usually signs off at 
0945; on occasion seems to use 15.130 
(Nankervis). 

XORA, 11.725 (moved from 11.69 
Dilg), Shanghai, and XTPA, 11.65, 
Canton, have been weak signals here 
in the East this summer, usually aud- 
ible to fair around 0500-0600. 

XLRA, 11.490, Hankow, is heard in 


Australia around 0645 with musical 
program. (Sanderson) Sign-off is ir- 
reguler, usually around 0945. (Balbi) 


Chinese sources list frequencies of 
XLRA as 6.054 and 12.500. (Cushen) 
XGOUS, 9.123, Nanking, used for 
press dispatches, has lately been heard 
as late as 1000; usually begins around 
0800, may have breaks. (Balbi) 
XMTA, 12.21, Nanking, is heard in 
Australia at 0430 with western music. 
(Sanderson) Has been heard on oc- 
casion this summer in East around 
0600. (Kary) 
Ethiopia—Radio Addis 
again active on “given” frequency of 
15.074, but appears to be as low as 
15.050 to 15.060 where has interfer- 


Ababa is 


ence from WWNC-7, Hialeah, Florida, 
which is used widely daytime for con- 
tacting South America. In Eastern 
U. S., Radio Addis Ababa has been 
heard from around 1325 fade-in to 
1500 sign-off, playing both ancient 
American popular recordings and 
oriental music, with announcements 
in English and Amharic; on July 4 
presented several Americans now liv- 
ing in Addis Ababa who sent greet- 
ings to friends in the States. Has 
been heard in Britain early as 1220 
and testing around 0800-0954, accord- 
ing to Pearce. Dilg, California, has 
heard this station around 0845-1000, 
while here in the East I have received 
it as early as around 0700-0900. In 
the afternoon period, peak is towards 
sign-off. There is considerable inter- 
ference from WNC-7 and CWQRM, 
but some afternoons the signal is quite 
good; usually is readable. 

Call for broadcast seems to be ETA 
while ETAA is used for c.w.; usually 
can be heard on c.w. to New York 
following end of broadcast at 1500. 
Asks for reports; QRA is Technical 
Director of Radio Services, Ministry 
of Posts, Telegraphs and Telephones, 
Addis Ababa, Empire of Ethiopia. 
(Kary) 

Finland — Helsinki’s 
nounced) is heard well in Eastern 
U. S. around 1925; comes on with 
chimes and music (probably National 
Anthem); short newscast follows; an- 
nounces 9.500 in dual, and that a fur- 
ther newscast (also in English) is 
given “weekdays” on these frequencies 
at 0715. I do not hear the 0715 
period due to Delhi operating on 
15.190; and because of other stations 
in vicinity of 9.500 at that time. 

The Finnish Radio has ordered one 
100-kw. transmitter from a British 
radio firm; this is a prewar project, 
but is just now being realized. The 
new station will be set up at Bjorne- 
borg “Pori’” and will be completed for 
operation in a year and a half. It will 


15.193 (an- 


be used largely for broadcasts to 
North America. (Anderson, Cali- 
fornia) 

French Indo-China—A recent re- 


port by Paul Dilg, California, was ac- 
knowledged in a broadcast from Radio 
Dalat; among other items it was men- 


tioned that identification slogan is 
“Ici Radio Dalat L’Lemetteur.” An- 
nounced frequencies are 7.146 and 
7.538; Mr. Dilg reports he has not 
heard them on the first channel, al- 


though some months ago 7.538 had a 
good signal early mornings; also has 
been heard on about 7.390, but a late 
flash from Mr. Dilg indicates latest 
frequency in use is 7.275, this being 
also reported by Nankervis; schedule 
appears to be around 0715-0845, some- 
times to around 0852, news in French 


0800. QRA is simply Radio Dalat, 
Dalat, French Indo-China  (Indo- 
Chine). 


Germany Nordwestdeutscher 
Rundfunk, 6.115, Hamburg, was heard 
at 0750 asking for reports in English 
and French to North West German 
Network, Short-Wave Section, Ham- 
burg 13, Rothenbaumchaussee 132: 


my, 
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JOBBERS 
WHOLESALERS 


MANUFACTURERS | 


Large inventories of valuable electronic tubes, 
devices and equipment are being offered by the 
WAA Approved Distributors listed herewith 
for your convenience. Alert commercial buyers 
are taking advantage of this big bargain oppor- 
tunity. Why not fill your present and future re- 
quirements from these available stocks. Act 
now—while inventories still permit wide se- 


lection. 


Purchase of this surplus equipment has been 
greatly simplified. The Approved Distributors 
appointed by WAA were selected on a basis of 
their technical background and their ability to 
serve you intelligently and efficiently. Write, 
phone or visit your nearest Approved Distribu- 
tor for information concerning inventories, 
prices and delivery arrangements. You'll find 


you can “Save with Surplus.” 


x 


Offices located at: Atlanta - Birmingham + Boston + Charlotte - Chicago « Cincinnati - Cleveland 
Dallas - Denver + Detroit - Fort Worth - Helena « Houston « Jacksonville - Kansas City, Mo. « Little Rock 


/ 


BOSTON, MASS 
Au.omatic Radio Mfg. Co., Inc 
122 Brookline Ave 
Technical Apparatus Co 
165 Washington St 


BUCHANAN, MICH 
Electro-Voice, Inc 
Carroll & Cecil Sts. 
CANTON, MASS 
»be Deutschmann Corp 
863 Washington St 
CHICAGO, ILL 
American Condenser Co 
4410 N. Ravenswood Ave 
Belmont Radio Corp 
3633 S. Racine Ave 
EMPORIUM, PENNA 
Sylvania Electric Products, Inc 
FORT WAYNE, IND 
Essex Wire Corp 
1601 Wall St 
HOUSTON, TEXAS 
Navigation Instrument Co., Inc 
P.O. Box 7001, Heights Station 


LOS ANGELES, CALIF 
Cole Instrument Co 
1320 S. Grand Ave 
Hoffman Radio Corp 
3761 S$. Hill St 
NEWARK, NJ 
National Union Radio Corp. 
57 State St 
Standard Arcturus Corp 
99 Sussex Ave 
Tung-So. Lamp Works, Inc. 
95 —8th Ave 
NEW ORLEANS. LA 
Southern Electronic Co. 
512 St. Charles St. 
NEW YORK, N.Y. 
Carr Industries, inc 
1269 Atlantic Ave., B’klyn. 
Electronic Corp. of America 
353 W. 48th St 
Emerson Kadio & Phonograph Corp 
76 —9th Ave 
General Electronics, Inc 
1819 Broadway 
Hammarlund Mfg. Co., Inc 
460 W. 34th St 
Johanns & Keegan Co., Inc. 
62 Pear!St 
Newark Electric Co., Inc 
242 W. 55th St 
Smith. Meeker Engineering Co. 
125 Barclay St 
NORFOLK, VA 
Radio Parts Distributing Co. 
128 W. Olney Road 
ROCHESTER, N.Y 
W. & H. Aviation Corp 
Municipal Airport 
SALEM, MASS 
Hytron Radio & Electronics Corp. 
76 Lafayette St 
SCHENECTADY," Y 
General Electric Co 
Bidg. 267, 1 River Road 
WASECA, MINN 
E. F. Johnson Co 
206 2nd Ave..S.W 


OFFICE OF AIRCRAFT AND ELECTRONICS DISPOSAL 


WAR ASSETS ADMINISTRATION 
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Los Angeles - Louisville - Minneapolis - Nashville - New Orleans + New York « Omaha + Philadelphia 
Portland, Ore. « Richmond « St. Lovis + Salt Lake City + San Antonio + San Francisco + Seattle - Spokane « Tulsa 
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Post War Designed 


TELEVISION 


TRAINING KIT 


FOR SERVICEMEN, 
AMATEURS & SCHOOLS 


Basic Kit includes $5950 


all i-f, power, 

blocking oscillator transformers, 
chokes, “speaker, sockets riveted 
in place on punched and welde d 
chassis. Other required resistors 
and capacitors available at Dis- 
tributors. 


LEARN TELEVISION 
BY ASSEMBLY LINE 
PROCEDURE— 


NEW PICTORIAL INSTRUC. 
TION BOOK TELLS STEP BY 
STEP METHOD — 16” x 24” 
SCHEMATIC BLUEPRINT 
AVAILABLE. 


NEWLY ENGINEERED 
e 18 TUBES include 15 minia- 


tures. 

e 3 stage STAGGER TUNED 
pix i-f. 

@ 21.25 m.c. sound i-f — Trap 
tuned. 


@ Balanced f-m discriminator. 

Portable—Weighs only 17 Ibs. 

e Uses 3 inch Low Cost cathode 
ray tube—4 inch magnifier 
makes ideal personal television 
set. 

e Can be aligned with ordinary 
test oscillator and V.T. Volt- 
meter. 


Learn Television now — work 
with miniature tubes and mod- 
ern circuits—stay with the trend 
of post war design! See your 
distributor today or write for 
further information to: 


ESPEY 


MFG. CO., INC. 


528 East 72nd St. 
NEW YORK 21, N. Y. 


appears to take broadcasts on occa- 
sion from Cologne, Hanover, and other 


points. (Pearce) I understand this 
station normally uses only the Ger- 
man language. Subsequently, this 


station has verified for Mr. Pearce, 
giving power as 50 kw. Heard in New 
York nightly signing on at 2200. 
(Beck) 

India—Recently, best signal here in 
the East from Delhi on the 0730 news 
period has been on 17.760; 9.670 has 
been inaudible to only fair, while 
11.830 has been weak. The 15.160 out- 
let (mostly in native) is a fine signal 
in the East mornings; usually carries 
the English news at 0930. The 15.190 


channel is heard well with news at 
2130 and 2230; it is a good signal 
mornings, in native. 


Iran—During the summer, EPB, 
15.100, Teheran, has been audible here 
in the East around 0700-0730 sign-off; 
news is read at 0715 by a man who 
during the period mentions occasion- 
ally, “This newscast is coming to you 
from Teheran, Iran.” The news lasts 
only about 10 minutes, is usually fol- 
lowed by a popular recording or two, 
after which a woman appears to 
sign-off the station in an Eastern lan- 
guage (presumably Arabic). An- 
nounces 49-m. outlet (6.155) in dual. 

Ireland—Radio Eirrean is again 
being heard in Eastern U. S. on 9.595 
around 1610-1630 with news. Kary, 
Pennsylvania, reports weak signal 
from 17.840 around 1240-1300 with 
news. Asks for reports from North 
America. 

Italy—Pearce, England, reports a 
station announcing as “Radio Ital- 
iana,” on approximately 15.120, heard 
around 0730, with singing of nightin- 
gales at intervals. 

Jamaica—ZQI, Kingston, is cur- 
rently operating on 4.95, 1600-1730, 
and on 3.480, 1930-2200; preview and 
headlines at 1600; news 1715; preview 
and headlines, 1930; news 2100. Re- 
cently, the Jamaica Government an- 
nounced through the press and over 
this station that they proposed to 
terminate broadcasting on their own 
account, and to permit private com- 
mercial broadcasting in Jamaica un- 
der franchise, that is, under regula- 
tions laid down by themselves. Relays 
over VRR-4 and VRR-5 from ZQI 
have been widely reported lately from 
all over the Western Hemisphere, Aus- 
tralia, South Africa, and the Conti- 
nent of Europe. (Stone) ; 

Java—Batavia, 9.555, now from 
0500. (Sanderson) This outlet ap- 
pears in parallel with 10.365 and about 
4.870. (Dilg) The 9.555 frequency has 
been heard in New Zealand with news 
at 0600. (Gray) Uses 5-note bell. 
(Cushen) 

Kenya—Nairobi has been drifting 
lately, often nearer 4.860 than listed 
4.885. (Pearce) May be experiment- 
ing to find clear channel. Is heard in 
Britain around 1300 and earlier. 

Luxembourg — Radio Luxembourg, 
6.090, is heard well in Britain: on 
Sundays has request program with 

(Continued on page 175) 


R. C. HAS THE 
BARGAIN VALUES 
PLUS 


A scoop transformer assortment—power, choke, 
outputs & filament, 10 assorted 


1 meg volume control with tone tap and switch, 
each ‘¢ $0 


as vibrator scoop standard 4 same as Mallory 294 


Each $1.10, in lots of 10jeach ........... $0. 
66” side cowl car ant., 36” lead-in. Each. . . .$2.00 
ee fe er eee eee 1.85 
5 tube kit containing: 125A7, 128K7, ae, : 


50L6, 35Z5, all for only 


3 tube AC DC portable phonographs, > 
special, all wired but need testing, as is, all sales 
i Mn. as Ws Gad so «mee $10.95 
18 watt amplifier, PP 6V6 output, has 6 tubes, 
black chassis with blue top. Each $22.95 


Maytone Guitar amp., Portable case with half 

back. Uses 6SL7 or 68N7, 6J5, 6V6, 5Y3G, has 

2 inputs for 2 guitars or 1 & 1 mike, 1 gain and 1 
« .$24 


tone control and 10” spkr., special -95 
6” PM speakers, special, each............ 1.49 
5 conductor rubber covered wire, a ft..... -06 
314” square meter, 0-10 ohm, 0-1 V. scale. 1.98 
Standard brand 8 mfd. 450 V., each...... .39 
cs. s bint « cies Rae « dhediees nt ce Ue 3.50 


Webster 56 changer, a 3” leatherette covered base 
given free with each changer Se 


Seeburg Wall-O- Siete waite ros note receiver, uses 


6SR7, 2—6K7, 5U4G, 2—6V 6GT tubes, 340ke 
Type RR6-5Z, AC. 60 watt output...... "$17.95 
All items subject to prior sale, 20% deposit with 


order. 
Write Dept. RN-18 
R. C. RADIO PARTS AND 


DISTRIBUTING COMPANY 
731 Central Ave. Kansas City 6, Kansas 


MEN ARE NEEDED FOR 


ENGINEERING 
RADIO} ct 

ELECTRONICS 
Thorough training in radio, including fundamen- 
tals, math, repair, sales, broadcasting, communi- 
cations, with modern laboratory facilities and 


experienced faculty. 
APPROVED FOR VETERANS TRAINING 
Moterate tuition and living costs 


New Classes Start Each Month 
Dept. 1 Albuquerque, New Mexico 


# EGGERT RADIO INSTITUTE 


RADIO SERVICE MEN!—— 


RADIOTRON 
@ SYLVANIA 


NG 
TUSES, PARTS AND SQuereany 
Serving Easte New York State 


Distributors of RADIO EQUIPMENT 


® ELECTRONICS 
104 MAIN STREET, POUGHKEEPSIE, N. Y. 


The Square Deal Supply House 


MILES “TELEMIKE”’ 


a midget unit (114"x114"x14") poqstring no physical 

mtact to telephone. PICKS UP BOT SIDES OF 
TEL EPHONE CONVERSATIONS for fou loud speak- 
er ane or for recording when used with stand- 
ard amplifer or recorder. PRICE $25.00 postpaid. 


Write for details = our complete line of FIL A 
TELEPHONE — CONFERENCE — DICTATION—*‘TALKI 
RECORDERS & RE RODUCERS, 


MILES REPRODUCER CO., Inc. 


Dept. RN-9, 812 Broadway, New York 3, New York, 
System for Automobile 


RADOR DASHBOARD CONTROL 


of garage doors and lights uses car radio as In 


duction Transmitter. Conversion diagrams $1. 
Diagram for garage Induction Relay, $1.00. Send 
$2.00 for both, plus additional diagrams and de- 
scriptions. Parts cheap. No radio license required. 
Patent pending 

RADOR COMPANY 
8237 Witkop Avenue Niagara Falls, N. Y. 


RADIO NEWS 


Sa , u . ° 
© fo, “_ Mcludeg, *'9ning 


TELEKIT isa product of ELECTRO-TECHNICAL INDUSTRIES 


121 NORTH BROAD STREET PHILADELPHIA 7, PA. 
ee ee 


_ ; RADIO MART, Inc. 149 Riverdale Ave. Yonkers, N. Y. 
Distributed By ; } Gentlemen: Inclosed is 20% deposit. Please ship F.0.B. Yonkers, New York (Balance C.0.D.): 


RADIO MART, Inc. _____No. 10 Telekits at $124.50 ea. ______No. 7 Telekits at $77.50 ea. 
149 Riverdale Avenue No. 10 Tube Kits at $64.50 ea. No. 7 Tube Kits at $42.50 ea. i 
| 


No. 10 Cabinets at $29.50 ea. ______ No. 7 Cabinets at $24.50 ea. 
_ irre salaries gt eager RI as oried 


Yonkers, New York 
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THE MULTI-ANALYST solves your 
radio problems quickly—The easiest, 
most effective method of diagnosis—Saves 
time—wide frequency response—No fre- 
quency controls—Both audible and visual 
indications—Perfect for checking distor- 
tion or fading—This handsome, compact 
unit contains a complete, stable Vacuum 
Tube Volt-Ohmmeter—electronic on all 
ranges—Reads video voltages—Big 414° 
meter—Exceptional 


iis etasceeumedeueececoan $89.50 


926 CLARKSON AVE. 


THE MODEL 210 VTVM is the perfect instrument for 
radio repair shop, laboratory, or ham shack—An accurate, 
stable, high impedance utility instrument with a huge 
814" no squint meter—2% overall accuracy—RF and AC 
measurements from 30 cycles to 300 mc—Reads to 5,000 
volts DC—electronic on all ranges—Resistance measure- 
ments from .2 ohm to 1,000 megohms— 

Complete 


ELECTRONIC INSTRUMENT CO., Inc. 


FOR AM, FM 
& TELEVISION 


A MUST FOR 


RADIO REPAIR SHOPS 


Write for FREE illustrated 
brochure and see your jobbers 
for a conclusive demonstration. 
Complete instruction man- 
ual with each instrument. 


Licensed by RCA. 


BROOKLYN, N. Y. 


ALL TUNING 
PacToRs TASTY 
AND SIMPLY 

adisustTase 


NEW, IMPROVED LINE OF 
ANTENNAS, Featuring:— 


¥@ Shur INTERCEPTOR and ANTENNA MOUNT 
@ The Shur De Luxe INTERCEPTOR 
@ Shur “JIFFY” line 


Designed for simplicity, the ‘“‘Jiffy’’ antenna 
can be assembled in seconds. Insulator units 
are preassembled and require only that the 
elements be screwed into them. Made for 


FM band, television band, the 6-meter 
band and the ~-meter band in the follow 
ing models 

JD... “‘Jiffy’’ Dipole 

at... “Jiffy” Dipole with Director 

JFi... “*Jiffy’’ Folded Dipole 

410... “Siffy’’ Folded Dipole with Director. 
The Folded Dipote and the folded dipole side 

f the JID als have pre-assembied insulator 
units While the rest of the Shur antennas 


* is fixed 


Sold through leading distributors. 


SSS further information, 
: write to:— 
™— 


-ANTENNA-MOUNT, inc. 


EASTERN DIVISION SEA CLIFF, NEW YORK 


TUBES 
DNL. cnt odin vievanua bees eenwmanon $ .89 
I at: a eels ee cutealla ainda cori acces lie Sa -45 
eR eo eee 45 
Choke, Thordarson, 12H—8S0 MADC— 
I dk ete es . $1.09 
55 MMF FEED Through......... 20 for 1.00 
O3—1G00V Paper... .......cccces 10 for 1.00 
1—600V Paper ES 10 for 1.00 
Resistor Kit- 4 & 1 W assorted . 2.00 
Condenser Kit—.01—.00001—-100.......... 3.00 
Bathtubs—3X .1, 5, .1 ete. 400 V 
& 600V : en 10 for .89 
Rect. Selenium G. E. 28V. 300M oct Ua 
OIL-FILLED CONDENSERS TRANSMITTING MICA 
G.E.,C.D., ETC. « CONDENSERS 
10 600 V $ .80 | .002 600 V $ .08 
S 600 V .70 | .002 2500 V .27 
8 1000 V 1.75 | .003 2500 V 33 
6 2000 V 2.95 | .001 2500 V 18 
4 600 V 50 | .004 2500 V 36 
4 1000 V 1,00 | .00005 2500 V W 
2. 1000 V 60 | .005 600 V .08 
05 1000 V .30 | .0005 2500 V 15 
Al 2500 V 95 | .002 3000 V .66 
Jl 7500 V 3.25 | .00005 5000 V 95 
m 10006 ¥ .20 | .00025 5000 V 95 
5 200. V 40 | .00072 +5000 V 95 
1. 600 V .20 | .0008 5000 V 95 
a 1000 V 75 | 0015 5000 V 95 
2. 600 V 35 KIT of 12 3.98 
3x2 4000 V 3.95 —_— 
3x10 90 V AC 40 12 15000 Vs 6.95 
10 x .25 600 V -20 | .25 4000 Vs 2.75 
75 2000 V 55 | .25 6000 Vs 4,00 
$2.00 min. order F.0.B., N. Y. C. Add postage. 
% deposit, balance C. O. D. with all orders. 
Manufacturers inquiries invited. 
265 Greenwich St. Dept. N-3, N. Y.7,N. Y. 


Sound Recording 
(Continued from page 64) 


1000 cycles can be altered considerably 
by changing the degree of angle of in- 
cidence, that is, by rotating the frontal 
surface of the microphone in a hori- 
zontal plane so that impinging sound 
waves strike the diaphragm at an 
angle other than that of the usual zero 
degrees as formed by the arrival of 
sound waves from a point directly in 
front of the microphone. (See Fig. 6). 
Low frequency response is not appre- 
ciably affected by such angular 
changes. 

By studying the cross-sectional cut- 
away shown in Fig. 5, one gains an 
insight into the extreme simplicity of 
construction. The microphone ele- 
ments are housed in a metal shell and 
covered with a metal grill and silk 
cloth to prevent damage from for- 
eign particles and to minimize dust 
collection. A metal ring which screws 
over the housing holds the diaphragm 
in place. The microphone itself con- 
sists of a circular duraluminum dia- 
phragm to which is attached a coil of 
aluminum ribbon, wound in an edge- 
wise manner and suspended in the 
radial field of a cobalt steel perma- 
nent magnet. Movement of the dia- 
phragm and its associated coil cuts 
the magnetic lines of force surround- 
ing the magnet and generates an alter- 
nating output voltage which is propor 
tional to the magnitude of the orig- 
inal sound waves. 

An explanation of the improvement 
in frequency response of this micro- 
phone over that of previous types lies 
in the inclusion of an acoustic com- 
pensating circuit which consists main- 
ly of a properly designed air cham- 
ber between the housing and micro- 
phone elements and an air vent tube, 
the length and diameter of which con- 


“trol the compensating action of the 


air chamber. These constants have 
been critically adjusted at the factory 
and should not be altered ‘in any man- 
ner. 

The output of the 618-A is approx- 
imately —84 db., and its output im- 
pedance, like that of most dynamic o1 
pressure operated microphones, is 30 
ohms. 


The Nondirectional Dynamie 


An improvement over the 618-A is 
the Western Electric 630-A, familiarly 
known as the “Eight-Ball” because of 
its sphere-shaped housing (Fig. 7). 

It is well-known that any object 
placed in the field of either primary o1 
reflected sound waves will cause a 
diffraction of those waves. When the 
object is a microphone, such diffrac- 
tion results not only in angular dis- 
tortion but, more important, causes a 
change of pressure of the sound waves 
reaching the diaphragm. The amount 
of pressure change is dependent not 
only on the angle of incidence and 
frequency of the approaching sound 
waves, but also on the physical size 
and shape of the microphone. 
RADIO NEWS 


The New Home of 


MELVILLE RADIO INSTITUTE 


The Melville Building is ready with 
facilities for over 2,000 students of 


TELEVISION & RADIO 


Melville Radio Institute, a well-established, 
prewar school, is one of New York's out- 
standing vocational training centers. 


Technical know-how, ample equipment and 
»* expert faculty have resulted in a satisfied stu- 
dent body that is among New York's largest. 


THE SIX MELVILLE COURSES Visit us today without obligation and watch 


the School in operation. A free brochure may 


2 RADIO TECHNICIAN be obtained by mailing the attached coupon. 
t d by the Stet in York. 
@ TELEVISION TECHNICIAN ~~ iii 


@ RADIO COMMUNICATIONS ens MAIL THIS COUPON NOW! SEEEE 
@ RADIO & TELEVISION SERVICING | MELVILLE RADIO INSTITUTE 

@ FUNDAMENTAL RADIO MATH Melville Building 

@ SLIP-TAPE TRANSCRIPTION 15 West 46th St., New York 19, N. Y. 


“The Radio School administered by GENTLEMEN: Send me FREE In- 
Radio Men.” formation about your school. RN 


Name 


MELVILLE RADIO INSTITUTE 


Melville Building Address . 


15 WEST 46th St.. N. Y. 19 * BR 99-5080 
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MAGNETO RINGING 
SELF CONTAINED 
No External Power Required 


e installation 2 wires of one wire 


snd GQ 3 Fence wire makes satistac 


i 
ting on wall or ¢ 


© BRAND NEW French st Iset 


APPLICATIONS 


Broadcast remotes 

x Construction projects - Highway - Building 
Bridge Construction, etc 

Farm house to out-buildings 

Farm to farm 

Extension phones 

Store to warehouse to yard 

Summer camps, lodges, etc 

Trailer camps 

Athletic stadiums 

independent telephone compames 

Ships 

Office intercommunicating 

Install your own private telephone system 


Stock No. B-588R 


PRICE PER UNIT 
Complete with 
BRAND NEW HANDSET 


ee ee ee ee ee 
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$12-95 -_ } 
12 “Cre an phone your order Joday // 


\ 
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MAIL ORDERS SHIPPED WITHIN 24 HouRS . — 
20% DEPOSIT REQUIRED STANDARD RADIO & ELECTRONIC PRODUCTS CO. 


; 135 E : 
All prices are net, f.0.b. Dayton, O. eit. 
1947 
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PLEASE 
TEAR OUT THIS AD 
AS A REMINDER 


RADIO FACTS 
AND FIGURES 


1001 


AUDELS RADIOMANS GUIDE— 914 Pages, 633 IIlus- 
trations, Photos, Wiring Diagrams, 38 Big Chapters, 
covering Radio Theory, Construction, Servicing, includ- 
ing Important Data on Developments in Television, 
Electronics and Frequency Modulation, Review. 
Questions ond Answers, Calculations & Testing. 
Highly Endorsed —Indispensable for Ready Reference 
ond Home Study. 


$4 COMPLETE + PAY ONLY $1 A MONTH 
Step up your own skill with the facts and ay of 
your trade. Audeils Mechanics Guides contain Prac- 
tical Inside Trade Information in a handy form. 
Fully illustrated and Easy to Understand. Highly 
Endorsed. Check the book you want for 7 days’ 
Free Examination, 


Send No Money. Nothing to pay postman. 


pa CUT HERE -—— “3G 


MAIL ORDER 


AUDEL, Publishers, 49 W.23 St., NEW york 


Please send me postpaid for FREE EXAMINATION books 
marked (x) below. If | decide to keep them | agree to 
maii $1 in 7 Days on each book ordered and turther 
mait$i monthly on each book until! have paid price. 
SenaraRER, i will return them, 
RADIOMANS GUIDE, 914Pages ...... $4. 
ELECTRICIANS EXAMINATIONS, 250 Pages . 1. 
alec at ie“ &* 
Terms ze 
™ ELECTRICAL POWER CALCULATIONS, 425 Pgs. 2. 
| HANDY BOOK OF ELECTRICITY, 1340 Pages 4. 
ELECTRONIC DEVICES, 216 Pages a * 
ELECTRIC LIBRARY, 12 vol., 7000 Pgs., $1.50 vol. 
OIL BURNER GUIDE, 384 Pag preeer is 
REFRIGERATION & Air Conditioning. 1280 Pgs. 4. 
POWER PLANT ENGINEERS Guide, 15u0 Pages. 
PUMPS, Hydraulics & Air Compressors, 1658 Pgs. 
WELDERS GUIDE, 400 | ae 
BLUE PRINT READING, tié Pages . 
SHEET METAL WORKERS Handy Book, 388 Pgs. 
SHEET METAL PATTERN LAYOUTS, 1100 Pgs. 
AIRCRAFT WORKER, 240 Pages ...... 
MATHEMATICS & CALCULATIONS, 700 Pgs. . 
MACHINISTS Handy Book, 1600 Pages 
MECHANICAL Dictionary, 968 Pages 
AUTOMOBILE GUIDE, 1540 Pages arg ageig 
DIESEL ENGINE MANUAL, 400 Pages ; 2 
MARINE ENGINEERS Handy Book, 1280 Pages 4 
SHIPFITTERS Handy Book, 272 Pages l 
MECHANICAL DRAWING COURSE, 160 Pages 1 
MECHANICAL DRAWING & DESIGN, 480 Pgs. 2 
MILLWRIGHTS & Mechanics Guide, 1200 Pgs. 4 
CARPENTERS & Builders Guides (4 vols.). . 6. 
PLUMBERS & Steamfitters Guides (4 vols.) . > 
2 
6 
2 
l 
1 
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MASONS & Builders Guides (4 vols.) 
MASTER PAINTER & DECORATOR, 320 Pes. 
GARDENERS & GROWERS GUIDES (4 vols.) 
ENGINEERS and Mechanics Guides 

Nos. 1, 2,3, 4, 5,6, 7 and 8complete . . . 12. 
Answers on Practical ENGINEERING 
] ENGINEERS & FIREMANS EXAMINATIONS. 
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Fig. 6. Angular response of moving coil microphone. 


Because of a tendency to discrimi- 
nate between various angles of wave 
frequencies above 1000 cycles, the 
microphone assumes a_ directional 
characteristic whose factor does not 
maintain a fixed value, but rather 
varies in accordance with changes in 
both the frequency and in the angle 
of incidence of the impinging sound 
waves. This action gives rise to phase 
distortion in the output of the micro- 
phone. Since the over-all size of the 
microphone is one of the basic factors 
involved, it is assumed that this prob- 
lem could be solved by decreasing the 
physical dimensions of the housing 
and microphone elements. However, 
theoretically, a microphone so con- 
structed as to present no angular dis- 
crimination over the normal audio fre- 
quency range would be impractical be- 
cause of its extremely small size, deli- 
cate construction, and inherent loss of 
output. Such a unit would require that 
an additional preamplifier be used. It, 
therefore, holds that the shape of the 
housing, which is another basic factor, 
is the solution to this particular prob- 
lem 

Tests made by engineers of the Bell 
Telephone Laboratories on the effects 
of various shaped objects on sound 
wave diffraction, produced conclusive 
data which resulted in the selection of 
the spherical-shaped housing as the 
best suited in reducing directional dis- 
tortion. Referring to the cross-sec- 
tional diagram in Fig. 7 it can be seen 
that the microphone is divided into 


Fig. 7. The familiar Western 


two parts, with the microphone itself, 
comprised of diaphragm, coil, magnet, 
and acoustic resistance, in the top of 
the shell. The lower half, whose bot- 
tom section is recessed to hold the 
connecting terminal plug, contains an 
air chamber and equalizing tube. This 
rubber tube, cut to its proper length 
at the factory, is used to increase the 
low frequency response and to com- 
pensate for differences in air pressures 
inside and outside the shell. The two 
halves are separated by an acoustic- 
resistance baffle, which essentially is 
a flat metal plate perforated by six 
one-half inch holes to provide acoustic 
continuity between both sections of 
the housing. This baffle is used to pre- 
vent the occurrence of cavity reso- 
nance within the housing itself. 
Ordinarily a microphone having its 
diaphragm mounted in a horizontal 
plane and normally facing upwards, 
exerts a marked tendency toward giv- 
ing better frequency response to high- 
frequency waves reaching the dia- 
phragm from various angles above 
the horizontal plane than for cor- 
responding waves reaching it from be- 
low. This condition was overcome by 
the employment of an acoustic screen 
This screen, two and one-half inches 
in diameter and surrounded by a pro- 
tective metal ring, is composed of a 
wire mesh screening on either side of 
several layers of treated silk cloth, 
and mounted horizontally about one- 
eighth inch above the front of the dia- 
phragm. By virtue of its resistance to 


Electric ““Eight-Ball” microphone. 
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A GOLDEN OPPORTUNITY TO STOCK UP—AT A BIG 
SAVING—ON DOZENS OF ITEMS YOU NEED— 
SATISFACTION GUARANTEED——ORDER BY NUMBER 


NO. 1—DRIVE PULLEYS 


or Variable Condensers i Drive Cables—From %,” to 
a1 ‘ jiameter 30 for $1.55 
NO. 2—STEEL | CHASSIS — 

Builders t are drilled—ready to use—From 
midget chassis t — Scope and power supply chassis 
A rare barga t 10 for $3.95 


NO. 3—xTs i PHONOGRAPH PICK-UP ARMS 

( STANDARD BRANDS I atest 
Sty res stock—Some List for $10.00 or more 4A 
St RPRISE BUY You would never pass this one if 


you saw it! 3 for $7.95 


NO. 5—BALLAST TUBES 


Assor 1 select them yourself!!—L49B. etc 
and some UNIVERSALS TOO! 12 for $3.95 


NO. 6—PHONOGRAPH MOTOR and PORTABLE 
CABIN ET 


epee Crystals 


BY eh Grade , Stan lard Brand Motor & Turntable, ready 
to —-* int beautiful leatherette covered portable 
cabinet!! T RY “ONE —You will holler for _more!! 

2 Pieces for $9.95 
NO. 7—COlt FORMS 
: k. € Bakelite and Ceramic—For Ham oot 
f th. set t 12 for $1.00 


NO. 9—BY PASS CONDENSERS SPRAGUE-OIL 
FILLED 


The finest ade 60 This high 
constructior s 4 priced for 

uw repair ork W while they 
tremely yw pri Ss 005 006 

25. .05 wv $4 SO; 1 100 for $7.9 


NO. 10—MONEY MAKER SPECIAL 
> D “ >} Beautiful metal rim 
Mw ind w & « t eons—4 asstd. dial glasses 


30 Pieces for $2.95 


NO. 12—FUSES 
any ses pe 3AG—50 assorted_in a glass 


50 for 95c 
NO. 13—RIVETS ALUMINUM 


lion rivets!!! Don't _be 
for 


NO. ‘1S—METAL SPACERS 


4 ng Icke w raising 
b Rd F 160 for 9Sc 
NO. 16—s Ls. ASSORTED HARDWARE 
rrand iware pieces you reach 
for every ‘aay A s a es—nuts bolts, washers 
eet a S ibs. for $2.45 
NO. 17—BINDING POSTS” 
Here is higt rrade binding posts! 
Some of ‘th ese Li f as a dollar each!! We can 
supply additional ‘cnantition of any you get in the assort- 
ment rt ssortment put in pairs 
30 Posts for $1.95 
NO. 18—BAND > “SWITCHES 
his assortme tches is an outstanding 
alue!! Many e cera Al are high priced switches 
M Itiple deck types nultiple ~osition, etc., ete A steal 


25 for $3.75 
NO. 19—TRIMMER CONS 


wi " Ever Heard sking-Saving Bargain Like 
sa? So for $2.95 


NO. 20—" 2-1 Watt RESISTORS © 


Be i » of Better resistors 
AND a ( > a a r plete « ff needed and usable 
slues No ' t s \ New and RMA Coded 


_100 for $2.45 
NO. 21—WIRE WOUND RESISTORS 


\ SUPER IN¢ BARGAIN! 5. 10, 20. 25 & 50 
WATT MOST ‘01 THE si SELI REGULARLY FROM 27c or 
p to $1.00 « ALI STANDARD BRANDS AND 
SIZES BEST BUY ON THIS PAGE SO for $3.45 


NO. 22—SET SCREW KNOBS 
\ BETTER Ki sssortment—Beautiful brown bakelite. 
All for 4 shafts As YOU would select them!! 

SO for $3.75 


NO. 25—VIBRATORS 


OLD TIMI Bar ! Its been years since we could 
wie 4s really great iv like tt o* We are genuinely proud 
 it!!—Standard Br ands—4, 6 


7 prong— ¥- & Non- 
Syne, e for $7.95; 10 for $12.50 


NO. 26—TUBES 

Who Would Have Thought You Could Buy Standard Brand 
New Tubes Today AT THESE PRICES?—You get one of 
Each of These 17 types, PLUS ANY 3 ADDITIONAL ONES 


YOU SELECT FROM THIS LIST!! 20 for $7.50 
5Y3GT, 1R5. 6SH7, 12SR7. 6SN7, 9002, 12SN7, 1L4 

185, GSKT7. 6SQ7 1T4, 354, 9003, 128SG7, 6G6G, 1633. 

NO. ,34—SPAGHETTI 

100 t Assorted s i Colors Varnished Cambric, and 

\ an tubing A Got 1 Have 


assortment!! 
100 ft. for $1.75 


NO. 35—ELECTROLYTIC CONDENSERS 

Wonderful OLD TIME in Guaranteed 

( ensers!! These 20 condensers in Metal Cans 
of the Popular P. Type 

mits—Some are 600 WORKING 
you had bought more than one of these assort- 


20 for $4.75 
NO. 36—A. Cc. D.C. CORDS 
Here's a 2.00 more saving!! Ten resistor cords for 
Ac -D« 0 nis from 135 ohm to 590 ohm, AND in- 
udes at least One Universal Tapped Cord!!! 


10 for $4.25 


NO. 40—AUTO AERIALS 


7 TAKE A CHANCE WITH Us 
ON THI ‘GREATEST OF 
ALI 0 C K_REDUCING— 


A s 
BARGAIN 


ne ASSORTMENT OF 12 ¢ I 
PLETE INDIVIDUALES 
BOXED CAR AERI ttt! A 


| \ ALS!! i 
s STANDARD MAKES AN 
(N © icnes QUALITY y 
yi \ 2 LIST PRICE TOT . c E 
f = ~~ $60.00!!! 12 for $24.00 
NO. 39—SPEAKER © FIELDS 


’ speaker flelds—Some for 
speakers—At this very low 
et wire for the shop—Order 
nts!!! 12 for $2.75 


4 ) 6 8 » & 12 
e, they provide heap mi 
two or three of t ese assorti 


September, 1947 


QUALITY 


ORDER ANY AND ALL YOUR RADIO NEEDS 
FROM CRABTREE’S!! 
Complete Stock of Standard Brand AND Surplus 
Electronic Parts & Equipment 


Single Conductor Stranded Wire 


Heavy Current Carrying Capacity 
26 —~ Vinylite Covering, 


ide ameter 5/16 per tt. $0.07 
28 Bre aided Vinylite Covering, 
outside diameter 14 per ft os 


Conductor Inter-Com. Cable 


STRANDED 222 


Three 


Rayon Covered — 3 Z3 , —_— —14”0D 

Per 100 ft s $'30 Per 100 $s 4.00 

Per 1000 ft 20.00 Per 1000 ft 38.00 
Un iversal Ac-pc Resistance Line Cord 


Replaces cords from hms to 330 ohms 
Can be —_ either for wands aoa ya Re or 
tapped cord. List price $1.72. egular price is 
$1.03. Your cost Fach ees 7 $0.69 
Individually Boxed, 5 Lots of 10—Each 


Se 


When you unpack yourshipment of these cabi 
nets. you will be agreeably surprised to find that 
Beautiful, Well Made, Prewar types of Construction, 
Woods, and Piano Finish, are still avatiable—and at 


Reasonable Prices ! ! These table Models and 
Speaker Baffles compare favorably with FINE FUR- 
NITURE Do not confuse them with many current 
offerings of ‘‘cigar-box'’ cabinets! ! ! These cab- 
inets are genuinely beautiful Satisfaction Guaran 
teed!! 


LACEMENT CABINETS are Rol! front—Front 
nel of walnut veneer—Ends of hardwood 
highly finished—Front panels have soft core for easy 
ulting and fitting 
DELUXE SPEAKER BAFFLES—for all weneral indoor 
work A beauty heavily constructed gracefully 
rolled genuine wainut veneer front panel Highly 
finished, aid scientifically « 
mum frequency response The trapezodical design 
gives proper directional effect whe mounted near 
wall or on floor Ends of solid hardwood Made in 
5 sizes to meet all requirements 
Mode! 44A—For chassis 912” x 5” 

Your Net each $3.23 

Each—in lots of 6 

Mode! 448—For chassis 1312” x 634" x &” 
high Each 
°. $—For 5-inch Speaker ach Net 


No. 8—For 8- ine h Speaker List price 
Size 11! High, 11” Wide, 612” Deep 
Model 10—For 10-inch Speaker List price 
Size 14” High, 12%." Wide, 8” Deep 
Model 12—For 12-inch Speak 
Size 16” High. 15” Wide. 91%” Deep 
Amplifier and Speaker Cafe 
Sturdy Wood Case—Finished in Airplane’’ leather 
ette. with strom carrying handles and good hard- 
ware A great Value At These Prices 
DUAL CASE for amplifier and 10” or 12” speaker 
in each half—20” x 16” x 1414” Weight > Ibs 
SINGLE SPEAKER CASE for amplifier and one 10” 
12” speaker 1844” x 15” x 10” Dual Case— 
$7.95 Single Case—$6.95 
Let’s Get On The Ball——With Complete, Up to 
the Minute Service Datall!il Do It Today— 
Order Your Rider's Volume Fifteen AND Six- 
teen OR Your Howard W. Sams Volumes | & 11. 
Being without these great service helps, costs 
you time and money EVERY OAYI!I!I! 


5 


Se 
Volume |! Postpaid £18 ~ Net 
Issued Dec, 30, 1946 (Folios 1-10 1946 
Volume tt Postpaid 


Issued June 30, 1947 (Folios 11-2 
Don't wait for the complete Volume {II 
30)—to be issued Dec. 30. 1947 Let 
each of the next ten folios—Numbers 21 
clusive—as they are released, 

BARGAIN OPPORTUNITY! ! 
Send us $15.00 as advance payment on Folios Nos 
21 thru 30 (Folios of Volume IITI)—and we will au 
tomatically send them to you postage prepaid 
Get your extra binder now for Volume IIT Holds 
10 or more Folios 3 


Masco Deluxe 25 Watt Amplifier Model 
A-25P 


Ar ‘All Round’’ Practical & Popular Amplifier for 
All types r4 uses—-Inexpensive—dependable 25 Watt 
output 10 Vv. A Two mike & one phono input 
This ‘*Top Utility’’ 
plifier for your avers 
amplifier needs, c « s 
you—with tubes .$62.23 
Speakers, Mike, etc., are 
extra—tell us what you 
would like to have & 
we will make up a com- 
plete operating system 
for you — Jensen, Atlas 
University speakers— 
Electro Voice Astatic 
Shure et micro 
phones 


FOR THE 
BARGAINS SERVICE MAN 


QUALITY 
BARGAINS ‘°° HAM 


A Dependable Source for ALL Your HAM Needs 
Standard Brands AND Surplus 


Build This 10 Meter Fixed or Mobile Con- 
verter As Your Next Project! 


Go ‘‘Mobile’’ with this 
converter, working into 
your regular car re- 
ceiver— 
Uses 6K8S & VR-150 
Requires only 6.3 V 
at 3} amps, and 180 


B supply 
1500 K¢ ysutput 
Antenna change over 


ite 
Planetary drive tuning 
Band spread over 
approx oS de 


ke 
—Oscillator voltage regulated for stable operation 
Use it with your regular communications receiver 
for improved performance — Gives you preselector 
performance plus improved im: age re jec tion 


Small size—Onl wide, 412” deep. 414” high 
Easily fits into most glove compartments 


KIT OF PARTS, COMPLETE WITH TUBES 
CHASSIS, PANEL. & CABINET $18.95 
Diagram & detailed instruction sheet inciuded 


SURPLUS POWER 
UNIT 


6 or 12 Voit tnput—150 
Voits—SO mi! Output 


Khaki wrinkle finish 
steel carrying case, Size 
15” x 12” x 4” Ap 
prox 35 Ibs, in weight 
Comes to you complete 
with voltage regulator 
tube rectifier tube 

prong vibrator, and plug 
trolytic con 
ty to operate 


Thing 

Sy 
smitters, Farm Sets 
Benches, and many 


can be taker 
steel carrying 
Originally cost 


case making a very compact unit 
about S100 00 

Two of these units may be operated in series to 
supply 300 Volts @ 50 mils 

A Bargain Buy—While They tast see $7.95 


Code Key 
Portable OR Tabie Mount! 
Completely enclosed in black wrinkle finish metal 


case, with straps for field work Overall dimen 
sions 2 4 2” high " wide Complete with 
$3 ft. cable and PL-55 two-circuit plug $0.98 


SINGLE BUTTON 

Telephone Mike 
A single button, 200 ohm Carbon Mike. mounted in 
a telephone desk stand “PUSH TO TALK hand 


Switch for thumb control The mike works into a 

200 ohm imped Mike trans Complete With 6 ft 

rubber cord & a 2 circuit plug $4.95 
Js Henry Choke 

15 Henry-250 Dp ”) ober 


Black wrinkle 
finish Re Th “ 7” case i x ~~ 2 §%"* 


QUALITY cetang ul “$2.95 
_5 H. Swinging Choke 

5 He 60 ohm Round case 

sim ~~ RA rive » k finish t4yg"” x 414 $3.45 
12 Heary Choke 

12 Henry 100 mil 280 ohm Round case 

3” = 4”—smoot beleptoann grey $2 

Modulation Transformer 

P.P. 6L6 Class n 6000 ohm T primary 

150 mil Sex e060 ohm 100 mil White porce 

lain insulators 4 x 4%" x 41" Only a few 

at $4.3 
Plate Transformer 

115-230 V. Primary 


Open-frame type. with por 
v AC T 


celain insulators Secondary 1170 


600 Mils Measures 6” high x 6” x 644” Weight 
23 ibs. Only a few @ $8.95 
Filament Transformer 
“ + Open frame le air gap 20 ‘.- Volt in 


sulation 5 Volts ¢ 1 25 amps 110 Volt 

primary 

Tell Us What Transformers You Need—We Probably 
ave It In Stock!! 

Surolus, or Stancor, or Thordarson— 
Hermetically sealed metal cased, and oi! filled Paper 
condensers, ade by the leading manufacturers to 
meet the highest standards These we 
endable service under 
Real Values Today! 


tapped 
9 


conditions Order Tr 


x 2000 Volt Sprague ° 
25 x 3000 Sprague . $9.98 
5 x2000 * Sprague oetes 1.45 
1 x 1000 * =? sedieeaes tebeces 95 
1. x 2000 * Westinghouse 2.45 
1 x 3000 * Industrial 3.25 
1 x 4000 Cornell 3.95 
15x 1500 * PE ecsesceece 2.95 
2 x 800 * GE 1.95 
2. x 1000 Industrial 2.45 
2 x 4000 ; 4.95 
3 x 4000 * Industrial 5.45 
3 x 4000 ‘* Sprague ecececeseces 5.95 
4. x 600 . Cornell , seceeeces 7s 
4 x 600 ** Cornell Round 660 66608 75 
6. x 600 . Sprague 1.95 
R. x 600 Volt Sprague 
Round 1.69 


8-8 x 1000 Volt Indus 
trial 


TERMS 


Send 2Or% 


De 
posit Balance 
c. 0. D OB 


Dallas, Tex, Any 
unused portion of 
deposit witli 


otherwise. 


All Merchandise 
wuaranteed All 
Madse. offered sul 
ject to prior sale 


240 Page BOOK on HOW TO 
START A SHOP 
{OF YOUR OWN” 


Here’s an unusual ‘‘get acquainted’’ 
offer! This new 1947 hook, ‘‘Starting & 
Operating a Profitable 


10 to 1 Satisfaction Electrical or Radio Busi- 


GUARANTEE 


ness’’ is vours, absolutely 
“I personally FREE! It tells how to 
guarantee that at] start and run a paying 
the end of 1 year service shop right, on 
from date of re-} small capital, full or part 
if 1 = f . . 
merged \p time, Packed with prac- 
plied Practical . ._ 2 , 
Radio” set wil! | tieal information to help 
have earned for} You get ahead in a shop 
you at least 10] of vour own or working 
times its cost, or} for some one else, 
you may return it 
and I'll return HOW TO GET 
every cent you YOUR FREE BOOK 
€ paid You get this book Free 
y just for looking over 
’ . without cost or obligation 
B.W the sensational new 3- 
Cooke, | volume Coyne set “AP- 
Pres PLIED PRACTICAL RA- 
bA DLO" It's just off the 
press. Here's everything 
you want to know about 


radio, from basic principles to up-to-the- 
minute Television and FM! PA, short- 
Wive, aviation-auto radio, multi-bands, 
tele-transmission, etec., all clearly ex- 
plained Shows how to construct, in 
stall, service all types of apparatus. Step- 
by-step photos break equipment down 
before your eyes! Newest testing 
methods Hundreds of subjects, almost 
1000 pages, 600 illustrations, diagrams. | 
Written for home training and field ref- | 
erence so complete, so up-to-date and } 
practical that every man interested in 
radio should see it 
SEND NO MONEY You can see how 
much this Set can 
mean to your future, without cost or ob- 
ligation I'll send “APPLIED PRAC- 
TICAL RADIO” postpaid, for you to look | 


over for 7 days FREE—and with it, the 
“Business Starting” book as an outright 
Gift! This beek is yours to keep free 
whether or not you decide to 
3-volume set! 


Coupon Is Not an Order 
Just a Request to 
See the Set Free 


You are not buying the 3- 

volume set when you send this 
coupon, You are merely 
asking to see the books free 


keep the 


for 7 days. This coupon 
becomes an order only if 
you decide to keep the set 
after 7 days Free Exami- 
nation Free Book Offer § 
is limited—so mail coupon 
today 


. ‘ 
| B. W. Cooke, Pres., COYNE ELECTRICAL SCHOOL, | 
i Dept.67-T3, ~ S. Paulina Street, Chicago 12, Iilinols, 
Send me the EW 3-Volume Coyne Set ‘APPLIED 
| PRACTICA! RADIO Also send me the book, °‘Start | 
ing & Op er ating a Profitable Radio or Electrical Bi 
] ness am to keep FREE whether or not |! 
keep the ‘3 ‘book Set I'll either return the 3-book Set | 
in 7 unl owe nothing, or pay $3 within 7 days 
j and $3 a month until $10.75 is 1id—or I'll send the | 
ash price of $0.75 You alsc incl ide FREE one full 
1; year of Consultation Service | 
j NAME —E AGE 
| ADDRESS — | 
9 EE STATE | 
is Check here if you want to pay postman cash price of 
save $1.00) on delivery. Same Money- | 
3 'Guara ntee after 7 days’ trial. 
owen an an aan ae an an a oma as amas enon 
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sound waves, the screen tends to re- 
flect waves coming from below the 
horizontal plane back into the dia- 
phragm, thereby lending valuable 
sound reinforcement, and also acts to 
retard sound waves striking the screen 
from the front. The microphone re- 
sponse to varying degrees of angular 
sound approach is thereby made uni- 
form. 

The diaphragm is mounted as close 
to the front of the shell as is possible, 
a feature which is desirable in that 
the total angle of diffraction formed by 
the spacing between housing and dia- 
phragm is reduced to a negligible de- 
gree, and at the same time a larger 
area is permitted in the air chamber 
behind the diaphragm. The useful 
amount of back-pressure thus formed 
is an important factor in the reduction 
of diaphragm vibration impedance. 
Protection of the diaphragm is af- 
forded by a grid which is so designed 
as to offer added improvement in high- 
frequency response. Covering this grid 
is a screen of silk cloth which pro- 
tects the diaphragm from _ possible 
damage from iron filings, dust par- 
ticles, and other foreign matter 

Frequency response of this micro- 
phone is essentially flat from 40 to 
10,000 cycles, without regard to angle 
of incidence. 

Output of the 630-A is approximate- 
ly —87db., or 3 db. below that of the 
618-A, but this slight disadvantage is 
more than offset by its improved fre- 
quency response, lighter weight, com- 
pactness, and adaptability to a wider 
variety of uses. 

The 

The “velocity” type of microphone is 
so called because its action depends on 
the velocity of air particles rather 
than sound wave pressure. It is also 
known as a “pressure-gradient” unit, 
and more familiarly as a “ribbon.” 

The design of velocity or “pressure- 
gradient” units is represented in the 


Velocity Microphone 


Fig. 8. The velocity microphone which 
is also known as a “ribbon type.” 


development of the RCA 44-BX. With 
a uniform frequency response from 40 
to over 10,000 cycles and an output 
level of —55 db., at a reference level 
of .001 watt, the 44-BX approaches the 
criterion in the combination of effi- 
ciency, sensitivity, shock resistance 
and streamlined ruggedness. 
Construction of the 44-BX lies along 
conventional lines and is shown in Fig 
8. A thin corrugated aluminum rib- 
bon, so designed and constructed that 
its natural resonant point falls below 
the lower limits of the audio frequency 
range, is suspended between the poles 
of two paralleled sections of a cobalt 
permanent magnet. As the length of 
the ribbon is perpendicular with re- 
spect to the plane of the magnetic 
lines of force and its width coincident 
with that plane, it follows that any 
movement of the ribbon in response to 
the pressure-gradient of impinging 
sound waves will cause the magnetic 


Fig. 9. The RCA Model 77-A (left) and Model 77-D (right). 


An Answer to Your Needs! 


RADIO TEST 
INSTRUMENTS 


by Rufus P. Turner 
Consulting Engineer, RADIO NEWS 


TELLS HOW TO CONSTRUCT, CALIBRATE, AND 
USE ELECTRONIC AND RADIO TEST EQUIPMENT 


This well illustrated and practical manual will be an asset to any 
radio man’s service library. It shows how to build, how to prop- 
erly calibrate, how to use dozens of different types of radio and 
electronic testing devices. It covers briefly the theoretical explana- 
tion of radio, but only to make sure the reader first understands 
electrical and radio theory. The major portion of the book is de- 
voted to technical data, which is presented in clear, understandable 
language. An ideal text for the practical radio man and a must 


for the radio serviceman. 


Graphically Illustrated 


Included are 182 informative illustrations—diagrams, charts, 
tables, and photographs—carefully chosen by the author to illus- 
trate his sixteen chapters. RADIO TEST INSTRUMENTS is a 
unique presentation of a culmination of the author's own practices 
He has constructed and calibrated, tested and 
built, each piece of equipment described. And he shows how you 


and applications. 
can build and use these test instruments. 


Covers Fully All These Test Instruments 


e Multipliers e Vacuum-Tube e Substitution-Type 

e Resistors Voltmeters Capacitance 

e Multi-Range e Decibel Meters Checkers 
Voltmeters  Bridge-Type e Resonant In- 

e Multi-Range Impedance Meters ductometers 
Ammeters e Precision Re- 


e Direct-Reading 


impedance Meters sistance Bridge 


e Ohmmeters 


e Ultra-High- e Simple Capacitor * High-Gain Null 
Resistance Meg- Checkers Detectors 
ohmmeters e Compact Capacitor * Oscilloscopes 

e Volt-Ohm- Checkers e R.F. Test Os- 
Milliammeters e Simple Coil cillators 

e Wattmeters Checkers ® and many others 


Price $4.50. Use convenient coupon 
with full return privilege 


ZIFF-DAVIS PUBLISHING COMPANY 
185 North Wabash Avenue, Chicago 1, Ill. 


September, 1947 


REVISED EDITION 
NOW AVAILABLE! 


ACCURATE ... AUTHORITATIVE 
PROFUSELY ILLUSTRATED 
271 PAGES; 182 ILLUSTRATIONS 

AN EXCEPTIONAL VALUE 
FOR ONLY 


rc 


Ziff-Davis Publishing Company, Dept. RN-8 
185 North Wabash Ave., Chicago 1, Ill. 
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| STRUMENTS. I understand that | may return book 
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TREMENDOUS VALUES 
PROFESSIONALLY DESIGNED RADIO KITS 


eT | 


Kit Model FM-7, a splendid, low-priced, self-contained 
table model Frequency Modulated Radio Receiver Kit 
Complete with tubes, speaker and beautiful Bakelite 
cabinet. The FM-7 has a frequency response of 86-110 
MC, can also be used as a tuner with a high quality am- 
plifier. A phonojack is provided in the rear of the 
chassis with double pole, double throw switch control 
for feeding signal to either the radio speaker or to the 
phonojack. An additional jack for connecting extra loud 
speaker is included. The R.F. section of kit is pretuned 


at factory. This kit uses 2 1.F. stages, | limiter stage 
and | discriminator. 
Price of Model FM-7 complete as described. . 


Miniature tubes used throughout. 
.$29.95 


Kit Model R-3, a 
3-tube receiver of 
the regenerative 
type 


This receiver is the i110 volt type and 
operates at a frequency of 550 Ke to 
1500 Ke by means of a plug-in coil. 
The power supply Is self-contained in 
the receiver thus eliminating the 
need for a separate power pack. 


Kit Model S-5 
uses the uni- 
mEversally ac- 
— cepted super- 
heterodyne cir- 
cuit 


Containing the following tubes: 
12SA7, 12SK7, 12S8Q7, 50L6, 35Z5 and 
tunes from 550 Ke to 1600 Ke. Price 
of Model S-5, less tubes .$10.95 


Price of Model R-3, less tubes..$6.00 


that 


Kit Model 210, a Three Way Portable Receiver 


Operating on either AC or DC or self-contained batteries 
. . power switch conveniently located on front of set so 
“battery” : 
opening case. 
namic speaker, 
aircraft material. 


Price of Model 210, complete with tubes 


Five-inch Alnico 5 permanent magnet dy- 


or “AC-D may be selected without 


and case covered with weather tested 


SENSATIONAL SELLER! 


LAKE DELUXE CHANGER 


Revolutionizes the Industry! 
A Sensational Seller! 


11 Outstanding Features: 


@ Positive Intermix 

@ Service Adjust- 
ments Eliminated 

@ Minimizes Record 
Wear 

@ Single Knob Control 

@ Plays ALL Records on last record 

@ Pick-up arm may be grasped at any time and 
changer will not be thrown out of adjustment 

@ Resonance-free ball bearing tone arm 

@ Easily operated—any child can do it 

.. YOUR NET 


versa $28.73 


Write for our new, illustrated 16-page catalog NR-116 
it's free. Get on our mailing tistl 
Write for our Special Catalog on Microphones, 
Amplifiers and Sound Equipment! 


Lake Radio Sales Co. 


@ Completely jam- 
proof 

@ Records Gently 
Lowered on Spindle 
—not dropped 

@ Automatic Shut-off 


Dimensions: 131%, .°Wxl2'4”"Dx7%"H. 


No. II6A 


615 W. Randolph Street 


DEPT. A 


Chicago 6, Ill. 


All kits accompanied by a detailed, illustrated instruction sheet. 
Many other kit models available, write for catalog K 


RADIO KITS COMPANY 


120 CEDAR STREET 
NEW YORK 6, N. Y. 


SOUND RECORDING 
and TRANSMISSION ENGINEERING 


School of 


Learn sound recording and trans- 
mission engineering techniques of 
the professionals, as used in Motion 
Picture, Broadcast, F-M, Television, 
and Commercial Recording Studios. 


A nine months practical engineer- 
ing course, devoted exclusively to 
the technique of sound recording 
aad transmission measurements 
Well equipped studios, profes- 
sional recorders and circuit 
laboratory containing latest model 
installed for 


test equipment 


student training. A portion. of 


our laboratory is pictured above 

@ New classes admitted the first 

School day of Jan., Apr., July, Oct 

Affiliated with the Don Martin School of Radio Arts 
Approved for Veterans 


HW Tremaine 


Director 


Write for Literature © Sound Department 


Don Farin SCHOOL of RADIO ARTS 


1655 Cherokee © Hollywood 28, California 
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lines of force to be cut in a transverse 
manner. By virtue of its extreme 
lightness and sub-audible resonant 
period, the ribbon allows uniform re- 
sponse over the entire audio fre- 
quency range without undue frequency 
discrimination or tendency toward cav- 
ity resonance effects. As a result, a 
properly designed ribbon displays ex- 
cellent frequency response character- 
istics, with a relatively high voltage 
output. 

Maximum sensitivity is evidenced to- 
ward sound waves approaching the 
microphone at an angle of 90 degre-s 
to the plane of the ribbon, with a cor- 
responding loss of sensitivity to waves 
approaching at an angle of lesser de- 
gree. Since sound waves traveling 
in a plane identical to, or parallel to, 
the plane of the ribbon exert little or 
no pressure upon it, the resultant re- 
sponse pattern of the microphone be- 
comes sharply bidirectional. Specific 
applications in which this character- 
istic may be used to best advan.age 
will be discovered by experimenting 
with individual setups. 


The Unidirectional Velocity 
Microphone 


In the RCA T77-A_ unidirectional 
microphone (Fig. 9) the principle of 
operation, by virtue of the unique man- 
ner in which the ribbon is constructed, 
is much the same as that of the car- 
dioid microphone. The corrugated 
ribbon is suspended vertically between 
the two halves of a permanent mag- 
net, the field of which is cut in the 
usual transverse manner. The ribbon, 
however, is divided into two equal sec- 
tions which operate independently of 
each other, the upper half being re- 
sponsive to the pressure of sound 
waves and the lower half actuated by 
air particle velocity and acting as a 
conventional ribbon unit. 

The upper section is made to oper- 
ate as a pressure unit by allowing the 
ribbon to vibrate freely as usual, but 
with the back section enclosed in a 
metal housing terminated in an in- 
finite impedance in order to prevent 
a rising response characteristic at the 
higher frequencies. A practical means 
of attaining such an impedance is by 
the use of a number of metal plates 
approximately *% inch thick and 4 
inches in diameter, placed one upon 
the other to form a cylinder. The in- 
side portion of each plate is spiral- 
shaped, with a small opening at the 
beginning and end of each spiral which 
corresponds with a like aperture in 
each succeeding layer of plates to form 
a continuous labyrinth, each layer be- 
ing loosely packed with absorbent ma- 
terial to aid in reflection damping. 

In the, RCA 77-B, a long hollow tube, 
tightly packed with absorbent felt 
padding and coiled to facilitate over- 
all compactness is used instead of the 
cylindrical labyrinth. 

Since the output of the pressure unit 
may be expressed as unity, and since 
the bidirectional response is equal to 
the cosine of the angle of approaching 
sound, the combined output can be 
expressed as E E, (1 + cos @), or 
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RADIO“ WAREHOUSE, '™ AKRON 8, O. 


mic Poster 
TO DISPLAY IN YOUR WINDOW: 

t Another OLSON crowd-puller! Get this 

new giant-size Window Poster absolutely 

o FREE, postpaid, just by sending the cou- 


pon below. Actual size of Poster, 17" x 22". It explains in pictures and easy-to- 


understand words how Electrolytic Condensers work. The upper half is a large 


diagram showing the parts of a Condenser, and the lower half has five big, amus- 
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weeny ys ermet- 12S Atred™ Condensers 


‘ led one °° e . . . . . 
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pore A ae agent as a mouse. People will STOP and look at this swell Poster in your window 
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or Service Dept. Along with the Poster you get a FREE CATALOG listing Olson's 


famous Radio Parts at prices that will save you plenty! 
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ELECTROLYTIC CONDENSE 


PASTE THIS COUPON ON A POSTCARD AND 
MAIL TODAY 


OLSON RADIO WAREHOUSE 


73 E. MILL ST., DEPT. 93, AKRON, OHIO 


Yes 42! Send me the New Comic Poster fee. 
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HAMS! EXPERIMENTERS! Look at these EXCLUSIVE “G«G” BUYS! 


Sensational Value! = EXCEPTIONAL BUY ARMY AIRCRAFT 
80-Meter RECEIVER e . For Industrial, RECEIVER— 
» RCA Model AVR-20- A LIM- Research Labs, BC-946-B 


ITED QUANTITY! ALL : os Ste ; 
BRAND NEW! Originally de- Experimenters! Covers 520 Ke to 1500 Ke | 
Broadeast Band. Tubes: 4 


signed for Airer: “‘unes 2300 
igned f Aircraft. Tun “LAVOIE”’ 128K7, 1—12S8R7, 1—12A6, 


to 6500 Ke. Perfect for 80 meter Ham work. Crys- 1 
1—12K8. Designed for dyna- 


tal controlled. Phone and CW. Provision for low M re) WwW 
and high impedance phones. Tubes used: 6B8, ICR pe AVE —_ ors wu itee - 33 
ily converted to volt or 32 
FREQUENCY METER (3) ne ie 


6F7, 657, 6KS8. 3-gang tuning cond. vernier tun I ‘ 
ing. Designed for 6 volt operation. Easily convert- “us we otages 
’ _— 300 to 600 Mc Three-gang tuning cond 


ed to 110 volts AC. Less power supply. SENSA 4 - 
TION AL GIVE-AWAY Powe! PY BRAND NEW, in sealed carton, with tubes and 


3 a 8 5 Truly a terrific buy—but hurry! We've got only a instruction manual, less 
PRICE $ 9 few of these! Complete laboratory-type frequency dynamotor $1 2.95 
; meter 300 to 600 Me. Each unit has hand-calibrated DYNAMOTOR DM-32A $1.95 
PE- | 04-A VIBRATOR chart in cover. Panel has high-precision vernier tuning 


control, 0-200 DC Weston microammeter, gain con- 


trol, modulated and unmodulated control knob, phone SETCHELL CARLSON RADIO 
jack, on-off switch. BRAND NEW, in polished wood 
carrying Case, leather handle. Self t RECEIVER BC- 1 206-C 


lf-contained powe 


POWER SUPPLY 


Works on 6 volt or 12 volt Battery 
Supplies 84 volts and 51 V DC, also 


1.4 Volts “C”’ Bias. Size 7°x4"x344" supply and all tubes, included $59 50 Designed to receive A-N Beam signals, operates 
Can be used to operate above receiv- 3 2 It’s all yours, for only ° on 24-28 V DC. Tubes: 3—14H7, 14R7, 28D7 
er, as well as any other application requiring these lunes 195 to 420 Ke. Bize: 4°x4"x65«" wide. 4 Ibs 


voltages ALL BRAND NEW LIMITED Complete with tubes. BRAND NEW 
Qu ANTITY VERY LOW PRICE! $4.95 HERE ARE PM SPEAKER VALUES in original carton $7.95 
vile they last . Same as above, slightly used, ERFEC 
FOR YOU! CONDITION Ace on ne MSass 
WILLARD 2-VOLT All Less Transformer 
STORAGE BATTERY 1° PM $1.30 FREQUENCY METERS 


5° PM ; —- : 1.45 
. OS . 1.95 IL.M-10 and LM-i1 Frequency meters, 12,500 to 
20 Ampere Hours 8" PM ye d 3.25 20,000 ke. modulated complete with tubes and 


Exact replacement for GE port- *p : crystals, less power supply. N 

10" PM te 4.95 ystals, less power supply. Navy 
ables—brand new >” D Iyvp Ir eellen* conditior $39.50 
Each $2.75 12 I M 5.95 ype 1 exe t ondl i 
Willard 6 volt (3-cell) storage Please Include 25 % deposit with orders—Balance C.0.0. 
battery, brand 


new $7.95 


5” SQUARE TRIPLETT 


Willard 1-Quart Bottle Electrolyte. Enough for | ww \ GERUINE MAJESTIC A: ms pp ape re BK pace a E + . a ~ 
two 2-volt cells. Hermetically sealed 95< | | RADIO PARTS SERVICE - ; ‘ inelading ©1000 oben — J am 

e oO > Scaics B r - ih & 

Per Bottle Very special value at $12.50 


Astatic R-3 Crystal Handmike, $4 50 53 VESEY STREET - NEW YORK 7, N.Y. ASTATIC crystal pickups, with L-26 crystal 


with 6-ft. R.C. mike cable cartridge $1.79 
Shure T-17 Handmike. Single Button “More than 19,090 Satisfied Deale’s and 3° ROUND DC MILLIAMMETER 
with Push-to-talk switch, BRAND NEW 88« Servicenen since 1940!” - 0-1000 Milliamps $1.95 
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HERSHEL BEATS BARGAINS 


WITH LOWEST PRICES ON 
QUALITY MERCHANDISE. 


Radio Fubes 


De cck6sécncdugueeesccsankessedseeaen $ 5.45 
he c66nencdaaceteesesgntsessetnenes 1.25 
VITA orc ccccanseccecssacceossecsenons 2.95 
VR FOcccescccccccscecccccoscecqqcsoos -69 
Bt s.5d006c00pcd santevevecestesscenses 2.45 
Fae é:6.0020 66WSS600 05s Sesh RHR K ORNS 1.95 
ae reer eer 65 
Meiscccssekcdebensetsandacseenetensa 65 
BOE. pv ccnsccenntenséectatuesidads<oseves 1.50 
Oe 0 £666 460044666 40hsn ea Ekeedeeeen 95 
BS 6n0000040-0000deuorsnpeedeeuseceus 2.45 
B06 00 0600000nenkenendenese sasteses 2.45 
Pe 2660.00cke 60beede baseeaensee ene 3.95 
De lenesceceseceveensssenneebsdeeneses 3.45 
Dl ccxsnébcbeces d6agensenaceensueaens 3.45 
TE otc cdegdad ecenntned ouseneaeanaeen 4.45 
D+ op eonddesakdseecescheneceseensen 5.45 
Dnscéhévusssantbebestiannes heaked 6.95 
1T4-384-3Q4-6SN7-6SL7 -6SA7-5U4G-5 W4- 

SP, Cle 000 66.0906040080000040065 ° 59 
Bese ccvdesdtacbhedaccessceceneoss eee 79 
on Se 
Cat. CAP. Working Your 
No. MFD. Volts Cost 
C11D.cecleccecs 5000 Oil....... socceee$ 3.95 
C112 Lescces 1000 Oil..... eovccccece 44 
C116. cecBeccces 600 Off. cccccccccee ee 95 
CUS. cccBeccecce GOO Ghai cccccceccce ee 49 
Westinghouse | MFD 6000 volts WVDC..... 7.95 
Westinghouse | MFD 10,000 volts WVDC... 12.95 

General Electric 25 MFD photo flash pyranol- 

capacitator, 2000 VDC-INT......-...+. . 14.95 
IRC type HE resistor 200 wt. tapped at 3000, 

7500, 23,750 ohms, Brand new.........+ 49 
144 MC Radar Ose. uses 15E or with variable 

coupling. Complete less tube. ........+++ 3.95 
Thordarson 300MA Power Transformer 100 

or 220 V 60 cy. input. Secondary: 500/ 

ct/500 tapped at 450/450. Extra bias 

winding 200/ct/100 at 50ma. 18 Ibs..... 4.95 
BC 191 less tubes and tuning units......... 14.95 
5V Filament Transformer 60 amps. 22 Ibs.... 5.95 
Ear Phones, 2000 ohms, used—in good condn. 95 
Ass't resistors “2 watt fully insulated in popular 

ohmages. Cat. No. R-5 per 100........4. 1.49 
.| MFD 7000 WVDC Sprague. ......ss000 1.95 
Plate transformer. Shelled Case. 110-V 60 

cy. Pri. 800 VAC-200 MA. Sec. not topped... 3.95 
Wafer Sockets, 4-5-6-7 and 8 prong. Cat. No. 

Wes Par FOG. oc cedccenececedccevces 2.95 
12” Utah P.M. Speaker Alnico No. 5 with 6F6 

output transformer. Cat. No. ST-100...... 6.95 
Ass't knobs push on wood and plastic. Cat. No. 

Ps FR FE c 5.0 8 b0nsseesesecees 1.95 
Johnson sockets No. 219-25 W. Cat. No. JS-210 49 
Sockets for acorn tubes. Cat. No. AT-10..... 19 
ee er ere -15 
1 Meg. Shalicross Acra-Ohm wire wound re- 

Sitars de UW. ccccccccdvccoessecesese 89 
5 gang app. 50 MMFD per sec... ..-eeeees 1.95 

——_—_ 
BC-654, Transmitter and receiver, used...... $14.95 
SCR522 Trans. and Rec. with tubes and Xtal 

200KC with tube and Xtals like new...... 29.95 
Modulation Transformer IKW.......000005 14.95 
Famous Boat Anchor Transmitter and Receiver. 14.95 
Scope Supply Transformer 4000V.......... 3.95 
30MC IF Transformer......eeee6 eocbennue -29 
Camens Bee, Gases oo.00.04606000seees6% 1.00 
Filament Transformer 110V, 60 cy. pri. Sec. 

BUDA MOMSS CNBecccccecccesccccnces 1.49 
Filament Transformer 110V, 60 cy. sec. 2.5V 

at 5.25 amps. shelled case.........eee0% 2.45 
Filament Transformer 110V, 60 cy. sec. 1.5V 

at 10 amps. sec. 2.5V at 10 amps. con- 

nected in series will give 10V at 10 amps. 

CROOG DONG ii6 nk 634 605040080645e60600 3.95 
General Electric meter, type DO41, O-10-MA, 

or O-500MA 3%" round case, ea......05 3.95 
BC223 AX Transmitter, Brand new. ........ 29.95 
MeO 9 cccnnd dacbibetacseseaeens 3.95 
NE Fin 0 4 dt ebeedhbeeeedadeesean 7.95 
Assorted HF. chokes, dozen. ....seeecccess 


Direction Finder Radio Compass 
complete with component parts 


BRAND NEW scr269F Automatic 


7500 


add 3% sales tax. 20% Required on all c.o.d. 


Minimum order $2.00 f.0.b., Detroit. Michigan sales, 


orders. 


HERSHEL rapbio co. 
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Fig. 10. Frequency response characteristics of the WE 618-A. 


the familiar cardioid directive pattern. 

This type of microphone has an out- 
put level of approximately —81 db., 
where 0 db. 1 volt per bar (open 
circuit voltage) across a 250 ohm out- 
put impedance. 

Referring to the characteristic pat- 
tern shown in Fig. 10, it is seen that 
maximum response is afforded to 
sound waves approaching at right 
angles to the lateral plane of the rib- 
bon from the front side, while the 
small lobe as evidenced at the rear in 
the response pattern indicates prac- 
tical elimination of sound waves from 
this direction. The advantages of 
such a pickup pattern lend the micro- 
phone to a variety of applications. 


The Cardioid Microphone 


An explanation of cardioid directiv- 
ity is best given through a detailed 
examination of the characteristics of a 
typical cardioid microphone. Such a 
microphone is the Western Electric 
639-A (Fig. 11), whose directive pat- 
tern resembles the heart-shaped or 
“cardioid” plot of the mathematical 


term (1+ cos @), hence its name. This 
pattern, which makes ‘possible a wide- 
angle pickup of 120 degrees, is the re- 
sult of the utilization of the combined 
outputs of a nondirectional dynamic 
unit similar to that of the 630-A and 
mounted vertically as a semidirec- 
tional unit, and a specially constructed 
bidirectional ribbon unit, both being 
housed in the same case. 

It is well known that sound will flow 
around corners or curved surfaces and 
since the case holding the dynamic 
unit is so designed, sound waves ap- 
proaching from the back of the micro- 
phone follow the rounded contour of 
the case to the front of the diaphragm, 
thereby causing it to move in the same 
direction in response to sound waves 
arriving from the back and sides as to 
those arriving’ from the front. Thus 
the diaphragm always moves in one 
direction only, and the output of the 
microphone maintains a constant 
phase relation. For this reason its 
output may be represented mathe- 
matically by a whole number, such as 
1, or unity. The bidirectional velocity 


Fig. 11. The Western Electric 639-A cardioid directional microphone. 
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unit, however, responds to sound 
waves approaching from two opposite 
directions, and as a resu!t the ribbon 
reverses in phase each time the direc- 
tion of sound is reversed. This phase 
reversal is proportional to the cosine 
of the angle of the approaching sound, 
and a combination of the two outputs 
(1+ cos §) approximates the true car- 
dioid. 

The unique structure of the ribbon 
allows a practically uniform response 
over the low and high frequencies as 
well as the middle frequency range. 
Normally, a conventional ribbon unit, 
when used in conjunction with a dy- 
namic unit, tends to discriminate to 
some degree all frequencies above and 
below a certain medium range, result- 
ing in an unbalanced condition of pick- 
up with accompanying frequency dis- 
tortion. 

Physically, the ribbon designed for 
the 639-A is less than half the length 
of an average ribbon, is decidedly nar- 
rower, and is corrugated at either end, 
with its center section straight in rela- 
tion to the front of the microphone. 
Since this portion is concave to the 
back of the microphone, it presents 
slightly more acoustical resistance to 
sound waves traveling in this direc- 
tion than to those arriving from the 
front, thus aiding in equalizing the 
pickup from both directions, and pre- 
senting a closer approach to a true bi- 
directional pattern. This form of rib- 
bon construction also affords less re- 
sistance to wind, prevents possible 
twisting of the ribbon, and contributes 
to its over-all ruggedness. 

General construction of the 639-A 
is shown in the cross-sectional diagram 
of Fig. 11. The three-position switch 
in back of the housing is slotted for 
screw-driver operation, and allows se- 
lection of three directional patterns 
C for cardioid, in which both units are 
combined; D for dynamic, in which 
the pressure unit alone is connected; 
and R for ribbon. In the 639-B six po- 
sitions are available, the extra three 
being used to give varying degrees of 
directivity to the cardioid pattern. 

Output impedance of the 639-A is 
30 ohms, and its output level is —85 
db. with reference to 1 volt/bar or .006 
watt. 

8 Ledbetter, John B., “Broadcast Microphones” 


Radio-Electronic Engineering Edition of Radio 
News, June. 1946 


(To be continued) 


“See? You can stick your hand 


into it and—OH! oh! wrong fan!” 


September. 1917 


Hushatone special design gives it 
excellent tone quality when used 
under pillow or similar covering. 


Small extension 
vunit has ex- 


cellent fidelity. 


To i Compact — Hushatone is only 454” 
| | in diameter and 1'i¢" thick. Slips 


easily under pillows wherever needed. 
New miniature under-pillow unit 
means end to “radio irritation”... 


The Hushatone” is a small, streamlined under-pillow unit which assures 
private radio enjoyment without disturbing others. It's compact—only 
4, inches in diameter, 1), inches thick. Cannot be felt under bed or 
sofa pillow. Special design assures tone quality comparable to full-size 
radio. Easily connected to radios. Can be dipped into disinfecting solution 
—washable (hermetically sealed). Complete with convenient, durable 
cord. At radio dealers everywhere. 


Hushatone 


a product of The Brush Development Co. 


3405 Perkins Avenue Cleveland 14, Ohio 
*Trade Mark Reg. U.S. Pat. Office 
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Electronic 
Equipment for Schools 


DEMONSTRATIONS WITH 


eOscillo- 


meters 


@ Radio 


By S. D. PRENSKY 


60 Page Demonstration 
Experiment Manual 


Supplied to purchasers of test equipment 
at no extra cost. To obtain separately, send 
$2.00 which is refunded when test equip- 
ment is purchased. 


C] Check for our regular catalog of 


TEST INSTRUMENTS 


listing selected items, suitable for instruction 
purposes 


ADDITIONAL SPECIAL ITEMS 


Check individual squares for special circular on 
these items. 


‘a REGULATED “OWER SUPPLY: input 117 
} v. 60 cycle, +15 v., output regulated to within 
1%, from 130 to 230 v. D.C., at 50 ma.; 6.3 v. A.C. 
output (unregulated), at 3 amps.; highly compact 


and reliable (not surplus Model 
2000-EM $37.60 


The items listed below, but no other instruments 
we supply, are Signal Corps items, and are sub- 
ject to prior sale: 


\ HAND GENERATOR, DC.: 8 v. at 2. 
J amps, and 345 v. at 100 ma., filtered, with 


automatic voltage regulator, suitable 

for many experiments $7 .50 
BASIC-MICRO- AMMETER AND GAL- 
)] VANOMETE ER, 414” Westinghouse aircraft 

type. two independent sensitive movements, may 


be used separately with two printed scales fur- 
nished, either for 100-0-100 ua. or for 0-200 ua.; 


making a fine foundation meter or gal- 
vanometer, Medel WN 5.75 


} LABORATORY POTENTIOMETER (Cen- 
Jeral Radio type). 25 watts, 100,000 ohms, 


suitable for bridge or accurate voltage 
divider use, Model LR $3 95 


a V.H.F. TRANSMISSION AND RECEP- 
J) TION UNIT, conveniently adaptable, with 
fully illustrated instructions, to demonstrate VHF 
transmission in cttizen’s band (or from 420 to 490 
m¢ with ample power output for Lecher wire 


tuning, and sensitive linear lines recei v- 
er, Medel 6L5, complete with 15 tube $36.95 


a HIGH-FREQUENCY SIGNAL GENERA- 
| TOR AND HETERODYNE WAVEMETER, 
precision type, with crystal checked catibration, 
covering from 8 me. to 230 me., and usable up to 
460 mec. and beyond, 115 v. 60 cycle operated: 
remarkably accurate and well built by Belmont— 
an ideal lab. unit, complete with tubes, co-ax 


cable and self-contained antenna, 
Model L1-222A $72.50 


20% deposit required on C.O.D. orders. 


RADIOLAB PUBLISHING 
& SUPPLY CO., Inc. 


652 Mentgomery St., Brooklyn 25, WN. Y. 


What's New in Radio 
(Continued from page 80) 


with facilities for the use of up to 24 
master stations, permitting as many 
as 12 conversations to be carried on 
simultaneously. 

Rauland Corporation, 4269 N. Knox 
Avenue, Chicago 41, Illinois, will sup- 
ply complete information on this unit 
to those requesting it. 


POCKET TEST INSTRUMENT 
Feiler Engineering Co. 
has recently developed a pocket test 
instrument, the “Stethoscope” Model 
TS-5. 

Utilizing miniature type tubes, this 
instrument measures only 44%"x175” 
x7'2", and weighs 3% pounds. 

The probe is of the high-sensitivity 


Wt 


type and has a built-in high gain 
miniature tube. Actual amplification 
is provided at the signal point and a 
3” PM dynamic speaker gives positive 
response for the tracing operation. 

The gain control is continuously 
variable. Provision has been made 
for connecting this instrument to any 
standard type voltohmmeter or r.f. 
vacuum tube voltmeter. Any imped- 
ance headphones, either crystal or 
magnetic, or an output meter can be 
connected by means of a jack. Opera- 
tion is on 105-125 volts, either 50 or 
60 cycles. 

Additional information will be sup- 
plied by Feiler ENtgineering Co., 422 
South Dearborn, Chicago 5, Illinois. 

PLUG-IN ELECTROLYTICS 

A new line of plug-in electrolytic 
condensers, especially designed for 
experimental, test, and other applica- 
tions where quick condenser changes 
are required, is being announced by 
Cornell-Dubilier Electric Corporation 
of South Plainfield, New Jersey. 

Designated the Type QC, the new 
units are hermetically sealed in round 
aluminum containers’ which are 
equipped with a four-pin octal base 
mounting which permits their ready 
removal or replacement in standard 
tube sockets. 

The line is available in a popular 
range of capacity and voltage com- 
binations, including multiple sections. 
Units for special requirements may be 
secured by special order. 


of Chicago | 


SIGNAL GENERATOR 
Wide Range FM-AM Television 


Model 701 
Range: 170 K.C. to 115 M.C.— 
all fundamentals. 
Crystal calibrated, low loss per- 
meability tuned coils. Internal 
400 cycle sine wave modulation 
—to 100%. Follow-up shorting 
Turret coils with no dead spots. 
Tubes: 6C4, 6AU6, 6X4. 
Vernier drive —9%" easy-to-read 


scale. 
Ladder attentuator 
—triple shielded. $74 i Net 
Pog Write for catalog sheet 
v7 i. Dept. 9-A 
Coastwise Electronics Co., Inc. 
130 North Beaudry Ave., Los Angeles 12, Calif 


New York Office &6 Warehouse 
258 Broadway, New York 7, N: Y. 


Servicemen Amateurs Jobbers 
Look at these values 


100 for $3. 49 


Allen Bradley, ne . Tetons Controls. 50 ohm 
12 for a“ $2.59 
%,1& 2 watt ee $ 2.50 


2 100 for 
Wire Wound Resistors, Ward Leonard, 


Fy Sag + 0 | ere $2. 98 
Fuses, Buss & Littlefuse a | 89 
; . 


100 for 
tubular and 


Assorted oil filled condensers, 
bathtub type, 400 V, 600 V, 

1000 Volts. 12 for $2.49 
Octal and 4 prong Ceramic Sockets 

(without rings) 100 for $3.98 
Condensers, .05 mfd, 2000 volt to 

25 mfd 3,000 WVDC. 6 for $3.59 
Precision Wire Wound Resistors, Shalleross. 


— etc., 4%, % and 1 Watt $2.98 
SPECIAL COMBO KIT — 
OUR INTRODUCTORY OFFER 


Excellent Assortment—Big Value— 
Tremendous — 
This kit cludes 4 1 v 
i ir a ane ~f sss $1) 98 
w Customer Pa) | 
Minimum Order $2.00 
25% deposit required on all C.0.D. orders 
Add postage Write Dept. RNS- 
Pry ~=6—555 WALKER ST.., 
NEW YORK 13, N. Y. 
phone CAnal 6-7485 


Mica Condensers Assorted 


Carbon Resistors, 


RADIO NEWS 


Bulletin No. 100-425 which contains 


complete information on the line will 
be supplied by Cornell-Dubilier Elec- 
tric Corporation, South Plainfield, e 
New Jersey, to those requesting a AT 
copy. 
PORTABLE VOLT. OHMMETER 


The Hickok Electrical Instrument 
Company of Cleveland, Ohio has just D DD U i DP T R i 
introduced their new Model 214 porta- A 
AT POPULAR PRICES 


6AB7 — YOUR CHOICE 12SF7 
6AC7 12SG7 


6AG5 12SK7 
6AG7 Cc 12SN7 
6C4 12SQ7 


3824-$3.00 5CPI—$3.95 w-socket 7158—$3.00 7248-$1.00 
SPECIAL BONUS: Deduct 10% for orders of $20.00 and over on all tubes. 


HOT DEALS??? 


PAPER RESISTOR 
CONDENSER |} ASSORTMENT 
ASSORTMENT x 
. oon ri Je . 
ble electronic volt-ohmmeter, a com- . nar etibere emi a age 
pletely self-contained, battery-oper- ty ' Al 200-600 WY as . aa Ail Brand Nes 
ated unit for servicemen. ‘e " from .001 to .25 yr 7 Stock. 
This unit may be used in rural areas é MFD 
or for checking radio receivers in the LAN You Can’t Miss At ’ A Real Buy At 
field. For resistance or voltage tests, —- le 85>: : +f $995: 
sets need not be removed from autos, / ‘3 eit .. kit 
ships, or aircraft. The unit is built for —s 
self-checking of battery condition at 
any time and is usable for 1350 com- al MICA 35 W 110 VAC AMPLIFIER 


plete cycles of 4 minute operations. CONDENSERS KIT 7 Tube 
The Model 214 has six a.c. voltage »y 


ranges, 0-3, 12, 30, 120, 300, 1200 and ’ ba 50 Mica Condensers - 
six d.c. ranges, 0-3, 12, 30, 120, 300, Py ES for the price of 10! COMPLETE 


100 Carbon and Wire 


1200 and covers from 1 ohm to 1000 : 00001 to .05 MFD. 300 reeaney 


megohms in six ranges. to 600 V. 


The unit weights 5% pounds and vas Unbeatable Value at ~ * 1199 
measures 84” x6" x4%". Complete per > 


+ + P J J 
> . ] sup - ( e ‘ 95 
details will be supplied by Th . $ kit Two 61.6 push-pull. 4 Controls. 3 inp nila 
mounted on beautiful gray enamel chassis 


Hickok Electrical Instrument Com- 
pany, 10524 Dupont Avenue, Cleve- 
land 8, Ohio, upon request. ELECTROLYTIC CONDENSERS Radio-F .M.-Television-Electrical Parts 


30x30—150 V; 20-25 V Paper Electric Condensers 23 Lbs. of USABLE PARTS 

CUSTOM INSTALLATION FM-AM Each 50c 10 For. $3.90 ot . a 

: ¥ : . 8x8—475 V Metal Can Condensers Ea. 75¢ WE ARE SWAMPED with tremendous quan- 
interes o raqio servicemen 1S : tities of parts that cannot be placed in our regular 

Of interest t i 10 For... $6.00 f be placed 


- oes oll rae aa ; c ° tock. We MUST SELL at the Ridic- 
the new line of radio chassis designed 2x50-—50 V; 2x30—350 V; 2x30—Neg.; One Can e 43 
for custom installation which is aa — ee whe am a eee 1g°° 
being manufactured by Espey-Phil- 


harmonic Radio Co. of New York. WHILE THEY LAST! SCR-694 BC-1306 
One of these units, the Model 7-B, . 


U. S. ARMY LATEST 
ae MOBILE TRANSCEIVER 


af a ec + Contains Ten Tubes, pilus Fifteen Spares. 
Freq. Range: 3800-6800 KC. 
Compact Unit: 6" x9" x14". 
Superhet Receiver. 
Transmitter with Modulator and 8.F.O. 
Operates from 6, 12, 24 V Vibrator Supply. 
+ Can Be Operated Easily by One Person. 


GUARANTEED TO CONTAIN EVERYTHING TO 
OPERATE, INCLUDING GN-58, HAND GEN- 
ERATOR, ANTENNA, MIKE, PHONES, etec., etc., ete! 


Gross Shipping Weight 
205 Lbe. 


BRAND NEW! F. 0. B. 
ORIGINAL CRATE! ONLY Chicago 


is an 11 tube superheterodyne AM-FM 
receiver designed to operate on 105- 

95 , ‘ 50.6 -vclesc ic Te. All items listed above are subject to prior sale. Terms, cash with order F.0.B. Chicago, 
125 volts a.c., 50 60 cycles. This re ili. Please remit postage charges. Attention Manufacturers: Write us your requirements. 
ceiver features a.v.c., full-range vol- ; 


ume control, full-range combination 


bass-treble tone control, 13 watt push- iRVI NC JOSEPH * Radio Parts 


pull audio output, loop antenna for | 220 S$. Halsted St. 
AM and folded dipole for FM recep- 
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10 inch 
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LESS 
TUBES 


AMAZING LOW COST 


Designed by Television Training In- 
stitute of Philadelphia—where thovu- 
sands of students in this and other lead- 
ing television schools assemble Tele- 
kits as part of their training. 

Thorough, easy-to-follow, step-by- 
step instruction books included with 
each Telekit. Pictures, schematics, dia- 
grams and service notes. 

New TTI interlock circuit for hori- 
zontal and vertical sync control—holds 
the picture steady even at low signal 
strength and at noisy locations. 

High quality FM sound reception— 
without distortion to give you true 
listening pleasure. 

Pre-tuned LF. 
ment simple. 


coils making align- 


Switching arrangements for five 


banals. 

GUARANTEED TO WORK—Ask your 
jobber about the authorized 
station plan. There is 
Television city. 


service 
one in each 

Remember, No. 10 Telekit is a full 
ten inch television receiver kit that is 
comparable to commercial receivers. 
No. 10 cabinet $29.50. No. 10 
Tube Kit with all tubes (including 
10BP4) $64.50. 


SEVEN INCH TELEKIT $77.50 
(LESS TUBES) 


Number Seven Telekit is easy to 
assemble. Perfect set for the television 
beginner that is Guaranteed to receive 
sound and video of an excellent qual- 
ity. Complete instruction books with 
each kit. 


See the Telekits at your jobber or 
write for FREE BOOKLET. 


€Le€ 


ELECTRO -TECHNICAL INDUSTRIES 


121 


NORTH BROAD STREET PHILADELPHIA 7, PA 


tion, and provision for phonograph 
operation. 

The chassis is 1342” x 9” x 9” and is 
ready to be installed in either a table 
cabinet or console, or any other piece 
of furniture adapted as a cabinet. 

Details on the entire custom in- 
stallation line of radio chassis will be 
furnished by Espey-Philharmonic 


’ Radio Co., 528 East 72nd Street, New 


York, New York. 
HAND TRUCK 

The Handees Company of Bloom- 
ington, Illinois are featuring a new 
appliance and industrial hand truck, 
their Model 88R. 

Designed particularly for the han- 
dling of large items, refrigerators, 
console receivers, and crated mer- 
chandise, this truck has a load capac- 
ity of 1000 pounds and is constructed 
of tubular steel. Standard equipment 
includes a heavy web strap 12 feet 
long complete with non-slip buckle 
and protective tip. A removable nose- 
piece of 4” steel plate 24” wide pro- 
vides for easy handling of larger 
items. The truck is 54” high. The dual- 
mounted solid rubber wheels are 
equipped with Chrysler Oilite bear- 
ings which are prelubricated. 

Full details on the Model 88R, in- 
cluding price, will be furnished upon 
application to The Handees Company, 
Dept. 777, Bloomington, Illinois. 


NEW SWITCHES 

Production on two new single and 
double section switches has been an- 
nounced by P. R. Mallory & Co., Inc. 
of Indianapolis. 

Designed to be used where space 
and low cost are governing factors, 
these new circuit selector switches 
have identical section and terminal 
design as those of the Model RS-50 


and RS-60 switches. These units, 
which may be used for band and tone 
control switching in radio receivers 
and other electronic applications 


where medium and low torque in- 
dexing action is desired, are known 
as the RSA-50 and RSA-60. 

Either of the models is available in 
one or two section construction. The 
RSA-50 accommodates up to twelve 
terminals on either side of the 
tion and provides from 2 to 6 posi- 
tions. The RSA-60 accommodates up 
to ten terminals on either side of the 
section and provides from 2 to 5 po- 
sitions. This latter model has a nar- 
row section design which is suitable 
for under-chassis mounting where 
space is at a premium. 

Data sheets and complete specifica- 
tions on these new switches will be 
furnished upon request. Address in- 
quiries to P. R. Mallory & Co., Inc., 
Indianapolis, Indiana. 


sec- 


BUTTON-CONTROL FLOOR STAND 

Electro-Voice, Inc. of Buchanan, 
Michigan has announced the avail- 
ability of a new Utility Model 430 
button-control floor stand for studio, 
p.a., and recording work 

A single red button provides instant 
fingertip control of shaft height. The 


When Radio Products Sales, Inc. of Los Angeles opened their new building approximately 
5000 persons turned out to look over the company’s complete line of radios, appli- 


ances, ham gear, and electronic equipment. 
designed to provide customers with the most modern shopping facilities. 


This well-planned sales floor has been 
A 50-car 


parking lot adjoining the building is provided for the convenience of the customers. 


a 
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TE ot a | F i C ... Say users of “Premier — 


B‘A:N-D-S:P-R:°E-A°'D DIAL 


SIGNAL GENERATOR 


EXCLUSIVE 
FEATURE! 


The “PREMIER” 
Model 570 is the 
ONLY low-priced 
Signal Generator 
with a MICRO. 
MASTER BAND.- 
SPREAD DIAL, 
equivalent to a 
scale length of ap- 
proximately 60”— 


Aj 
lbs. 


| Dept. RN-9 


== 


a major feature 
for logging, sharp 
a a | 
and critical tun- 
ing. 
° ] 
e@eeeeeeoeeeevoe eee ® | 
e AIR TRIMMERS ON ALL BANDS. 
e TRIPLE COPPE R PLATED SHIELDING. 
e EFFECTIVE LINE FILTER—pure 400 cycle modulation 
(less than 5% distortion). 
® Range 75KC-50MC on fundamental, and 50-150MC on 3rd 
harmonic, useful for aligning FM and Television Re- 
celvers., 


® Accuracy better than 1% 
; .—115 volts, 
Overall size—12”x12%”"x5%” 


50-60 cycles. 


Manufactured by Premier Electronic Labs., 
Immediate Delivery! 
Complete with co-axial 


25% 


cable 


Tooe fou FM 


STANDARD BROADCAST 
AND SHORT WAVE 


ANTENNA 


Shpg. wt. “sh 4’? Backed by 
N.Y.C aq name 
and operating instructions NET 
deposit, balance C.O.D. you know 


METROPOLITAN ELECTRONIC & INSTRUMENT CO. 


42 Warren Street 


New York 7, N. Y. 


Here is the new Model 
“Pocket Stethoscope”’ built to 


take out on the job 
compact and rugged yet 


forms like 


$34.95. 


September, 
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Fixing Radios the Old 


TS-5 


~ 


It’s light, 


FEILER ENGINEERING COMPANY 
422 South Dearborn St., 


per- 
the bench models. 
Stethoscopes are available in 
4 types ranging from $9.85 to 


Hard Way ? 


The Feiler Stethoscope does every- 
thing but make the actual repair. And 
the Stethoscope does it faster, 
and much easier. 


better 
Thousands of radio 
men, many with little experience, are 


already fixing radios and other 
electronic equipment this new way. 
You will find that just this one 
low priced unit and a few basic 


hand tools are all you need to fix 


practically any radio 


The “Inside Story” of the STETHO- 
SCOPE—how it works—how it instantly 
locates trouble in any circvit—is yours 
for the asking. Just send us your name 
and address on a penny post card or see 
your Jobber. 


Available for Export — Choice 
Territories Still Open 


“MAKES RADIO REPAIRS 
AUTOMATIC” 


and trust! 


e In actual tests, over the 500 kc-108 mc frequency 
range, the new Amphenol All-Wave Antenna out-gains 
the best double doublet. It assures interference-free 
reception, even in areas of low signal strength. 

e@ The All-Wave Antenna combines a horizontally polar- 
ized FM dipole with a 65-foot copper wire antenna for 
standard broadcast and short wave. A special wave fil- 
ter channels energy to receiver input. A leadin of 52 
ohm coaxial transmission line reduces interference to 
the minimum. 

e The All-Wave Antenna is individually packaged for 
unit sale with installation instructions, all hardware (ex- 
cept guy wires ), and a guy wire clamp. 


e Amphenol dipoles, 
and reflector arrays, 
build up ample gain 
for finest reception of 
FM. Efficient, even in 
areas of low signal 
strength, they virtu- 
ally eliminate multi- 
path reception. Mount- 
ing bracket and masthead (of 
reflector types ) swivel, thus allow- 
ing antenna plane to be tilted to 
optimum angle. Kit contains every- 
\. thing for a complete 88-106 mc band 

! antenna, except guy wires. 


AMPHENOL DIPOLE 
for FM 


Amphenol Dipole Antennas are available now thru your jobber, or 


get prices and technical dato by writing direct 


AMERICAN PHENOLIC CORPORATION 


1830 SOUTH 54TH AVENUE ° CHICAGO 50, ILLINOIS 


COAXIAL CABLES AND CONNECTORS + INDUSTRIAL CONNECTORS, FITTINGS AND 


Dept. 1G7, Chicago 5, Hlinois 


CONDUIT + ANTENNAS + RADIO COMPONENTS + PLASTICS FOR ELECTRONICS 


, YOU T00 CAN BUILD 
OW is RADIOS 


ABSOLUTELY NO KNOWLEDGE 
OF RADIO NECESSARY (ge 
Yee 


You Need No Additional Parts iE 8 


The PROGRESSIVE RADIO KIT is THE ONLY 
COMPLETE KIT. Contains Everything You 
Need: Instruction Book, Metal Chassis, Tubes, 
Condensers, Resistors and All Radio Parts. 


The 36-Page Book written by Expert Radio Instructors teaches 
you to build radios in a professional manner. You will learn to 
wire and solder like an expert. You start with a 1-tube receiver. 
Before you are done with this kit, you will have built 11 Receivers, 
1 Public Address System and 3 Transmitters. 


SPECIAL FREE OFFER! 
Electrical and Radio Tester with each PROGRESSIVE RADIO KIT 
PLUS membership in Progressive Radio Club. Entitles you to free expert 
advice and consultation service with licensed radio technicians. Complete 
Kit shipped C.O.D. plus postage, or send check or money order for $14.75 
and we will pay postage. Or write for further information 
Pes ess ee 2 FF eS 28828822 S28888882888 


i PROGRESSIVE ELECTRONICS CO., Dept. RN-1 
22 Havemeyer St., Brooklyn 11, N. Y. 


LL) Check or money order enclosed. Postage Prepaid 
O) C.0.D. 1 will pay postage C) Please send me further information. 


ADDRESS 


CITY ower ‘ ereern, ci. denken ZONE STATE 
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Inspection Lite eRUGGED 
U Wire Stripper Kit e DEPENDABLE 
-e!l Box - Electronic Chemica! Lad. eACCURATE 


G-C INSPECTION LITE 


Just the light for service work, 
lights up hard-to-see corners 
Handy many ways 


HO. FOO cascwrs List $1.50 


| 

r 
}= | 

| 


*G-C HELL BOX 


PANEL 


INSTRUMENTS 


G-C ELECTRONIC oe For utmost reliability— specify and 
CHEMICAL 4 depend upon Burlington Panel Instru- 
LABORATORY bi ments. They are designed, engineered 
S and built to give satisfactory service 
Ideal for servicemen; 19 ia even under most severe applications 
bottles & chemicals in —and are fully guaranteed for one 
heavy (free) steel rack ae year against defects in material or 
No. 998 List $11.12 % workmanship. 
Write for the new G-C 147 and : 
Hardware Catalog of over 4000 items 
RADIO DIVISION DEPT. H 


Write today for full details 


% BURLINGTON INSTRUMENT 
GENERAL CEMENT Mig. Co., Rockford, Ill, U.S.A. Fa COMPANY 
Manufacturers of over 3,000 products 916 Fourth Stree 


hdl 2° ee a | BURLINGTON \OWA | 


Sales offices in principal cities 
>. 


extension shaft may be raised or low- 
ered when the button is pressed. The 
extension shaft locks in any position 
upon release of the red button. The 
weight of the microphone will not 
cause the stand to be lowered past the 
predetermined point. The shaft may 
be easily rotated without any adjust- 
ment. 

This floor stand has height adjust- 
ment from 36” to 65”. The leg spread 
is 17” and the net weight of the unit 
is 7% pounds. 

For further information write to 
Electro-Voice, Inc., Buchanan, Mich- 
igan. Bulletin No. 134 contains the 
description of this unit. 

NEW MULTI-MASTER 

The new Series 858 Multi-Master, 
manufactured by Precision Apparatus 
Co., Inc. of Elmhurst, Long _ Island, 
features push-button operation and 
provides coverage of 54 a.c. and d.c. 
ranges. 

This unit has a sensitivity of 20,000 
ohms-per-volt and has been especially 


papery 


‘a er tats 


designed for electronic circuit meas- 
urements. One row of five buttons 
selects all functions such as volts, 
ohms, mils, decibels, amperes, and 
microamperes. The other row of six 
buttons selects all ranges. 

The Series 858 is available in two 
models, the 858-P for portable opera- 
tion while the 858-L is designed for 
laboratory use. 

For additional information on this 
new Series 858 test unit write direct to 
Precision Apparatus Co., Inc., 92-27 
Horace Harding Blvd., Elmhurst, L. L., 
New York. 


TELEVISION RECEIVER 

Dynamic Television Associates, Inc. 
is offering a complete television kit 
which has been designed for construc- 
tion by amateurs, experimenters, stu- 
dents, and servicemen. 

Available in either the Model TU7A 
standard unit or the deluxe Model 
TU7DL the kit is furnished complete 
with all tubes including a DuMont 7” 
cathode-ray tube. The chassis is com- 
pletely drilled and punched and no 
machine work is required. Construc- 
tion diagrams are furnished. 

Features of the unit include a 3.5 
me. bandwidth, 25.75 me. trap-tuned, 
high gain video if. transformers, FM 
sound circuit, three stages of video icf. 
amplification, and two stages of video 
amplification. 

RADIO NEWS 


Adiitional details and 
these kits may be secured 


prices on 
by writing 


Associates Inc., 


es 


Dynamic Television 
155 Prince St., Brooklyn, 


IRC CONTROL CABINET 
new popularly-priced kit of con- 
the Junior Control Cabinet, has 
been introduced by International Re- 
sistance Co., of Philadelphia. 

The kit contains an active assort- 
ment of nine %, 1, and 2 megohm 
controls, plus four switches and four 
special shafts. 

Distribution is currently being made 
through JRC distributors, or Interna- 
tional Resistance Co., 401 N. Broad 
Street, Philadelphia, Pa., will supply 
additional details on request. —3}- 


A 
trols, 


You Build 
42) 


Learn as 
(Continued from page 


the paper condensers sorted from the 


ceramics, the micas, and electrolytics, 
and the several sizes of resistors 
sorted according to .their wattage 
values. 

If available, adhesive tape identifi- 
cation symbols can be affixed to the 


Various parts as indicated in the parts 


list. When adhesive symbols are not 
available, hand lettering will, of 
course, suffice. 


The markings used 
tion, it will be noted, are the same 
those used in the schematic diagram. 
This makes possible either construc- 
tion from the diagram or an assembly 
based on production line procedure in 
which each operation is processed 
through the use of previously identi- 
fied parts. 

The resistors, after being separated 
according to wattage rating, should 
then be subdivided according to the 
first significant color band, which is 
the one farthest away from the silver 
gold tolerance band. When all are 
accounted for, the “R” numbers can 
be affixed and the resistors arranged 
numerically by racking them in a 
strip of corrugated board. This will 
facilitate locating any resistor quickly 
during construction and it will be 
found to be most convenient, even to 
experienced constructors, 

Starting with the 
sockets the first 
sembled it and ri 


igh 


for identifica- 


as 


or 


bare the 
as- 
Start 


chassis, 
units to be 
it at the 


are 


on 
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SELECTED SURPLUS— 
NEW CONDITION .. 


ONLY 


with 


“THE CREAM OF THE CROP” 
NONE FINER AVAILABLE ANYWHERE 


$118. 50 buy of a lifetime 


TUBES 


COLLINS ART-13 TRANSMITTER 


We offer a small lot of Collins po 1% Transmitters at 
the lowest price at which this elle nt equipment ha 
ever been sold. The frequency 2.000-18, 100 KC. 


ar 
CW or Mé W. 


in ten channels, voice “Ine luded with each 
set are the following 1 28-volt dynamotor 1 Vilot’s 
Control Unit and the necessary connectors. as illustrated 
Output power is 100 watts normal at 90% modulation 
This equipment is In PERFECT condition, having been 
removed from naval aircraft, and much of it has had 
“t 9 service’’ only Appearance is like new Here is 


Send Your Order by Telegraph or Air-Mail 


e6u 
transmi 
BC 45 
price 


dynamotors, 


control box and 


Units also sold individually, as follows 


nits, 


5A Reostvers l 


of $ 


Antenna Tuning Unit with 0-10 Meter 


ORIGINAL COST OVER $600.00. 
OUR PRICE FOR THE COMPLETE COMBINATION. 


SCR-274-N COMMAND SET. 2 TRANSMITTERS & 3 RECEIVERS 
ALSO 


INCLUDES MODULATOR 
as illustrated, 4-5.3me BC-457A and 5.3-Tme BC-458A 
s. 1 each, 3-6me BC454A, 190-550ke BC-453A, 6-9. 1me 
each. Also BC-456A Modulator Unit. Our 
includes all of the tubes required, as well as four 
and Stuuf. vacuum condenser 


TUBES ALONE WORTH OVER $40.00 
-ONLY $34.95 


4.05 


“eee eevee 


BC-453B Revr. 190-550Ke, with tubes, $8.95. BC-454 Revr. 3-6 Mc. with tubes, $5.95. BC-455 Revr. 6-9 Mc 
with tubes, $5.95 

BC-457A Xmtr. 4-5.5 Me, with 4600 Ke Xtl & Tubes $9.95 

BC-4 5RA Xmtr. 5.7-7 Mc, with 6200 Ke Xtl & Tubes $9.95 

BoTH Xmtrs ene shock mounting ra 18.95 Dynamotors, @8v for Revr. only $1.95 ea Current Meter 


ee _ 


HEAVY-DUTY ALL-PURPOSE 6L6 PUSH-PULL AMPLIFIER 


SUITABLE FOR—Wired Music, 
Home Phonographs, 
Trucks, 


= 2 BY WESTERN ELECTRIC FOR USE 


Coin 
Amusement Parks, 
Schools & Churches, 


Phonographs, 
Carnivals, Sound 
Public Address, Ete 


P. A. SYSTEMS AND PHONOGRAPHS 


@ These brand new Amplifiers factory-sealed cartons are a 
Manufacturer's over-run Jt ST COMPLETED! arts alone 
cost more than full price of the amplifier Standard RCA 
tubes (2-614, 1-6SL7 1-605 1-504G Input for rystal or 
magnetic pickup, 600-ohm telephone line, and microphone. Sep 
arate Bass and Treble control Volume control Output for 
standard S-ohm speakers Relay operated COUNTER (10,000 
count for oin-machine plays lleavy duty power supply. Gray 
crackled case with lid 10”°x 17" x A 

big. husky job 1 watts output 110-120 ONLY 

volt 60 evele AC operation Complete with $4 

all tubes and wiring diagrams This is 9.50 wer 

or f the greatest bargains ever offered List $147.50 
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> Automatic Feed Work y 3 
e Swing over bed 2 ( str te 
Stee ind st tror A rately act ed and 
shed I Cooled Motor mo ted sich he 
Ce lly face ate 2 lathe centers 
p F rocker 4 “ t wa rie uu 8 
xdditional. Drill chuck 8 0 vddit Orde 
in rotat Delix « “ 


SCR-522 VHF XMTR-RCVR. 
—_—_ 
7 e 2 3 | 
SUR a 
t 4 
ew 
.. ‘h @ 100-156Me Transmitter-Receiver for Amateur 
lathe Civilian, Commercial and Airborne or Mobile Serv 
ato ice. One of the most versatile surplus item an 
wel . . 
at be operated by anyone 4 crystal-controlled chan 
ists nels push-button operation fixed frequencies 
o> Trans! output 15 watts. Transmitting tubes 
te = . s 
' nelud 6G0G, 1-68G7 s-12A6, 2-8 The 4 
P channel iperheterodyne receiver uses | ubes, as 
aa follows: 1-9002, B-0 128G7, 1-1208, 1-12) 
fir 1-12AHTG The ivnamot power supply is in 
oo cluded in the purchase price Contre box and 
1 * 30 other accessories a supplied. Operation is from 
“dd 2kvy DC, but can be converted for AC operation, 
simply and easily Get one of these SCH ets 
NOW while stock lasts A GREAT BUYI! 


World's Lowest Price! 
Brand New Surplus 
TELEGRAPH KEYS 


Mounted on B ake 
lite Base f Best 
Keys Made for t Ss 
Army Signal Corps (In 


sealed cartons 


4 FOR ONLY $1.00 


(Include 


Vostage for 
Pounds) 


» Kevs list for £2.75 


Eo 
BRAND NEw 


110 v 


WITH TUBES AND DYNAMOTOR 
MODEL 


A- 


SENSATIONAL 
BC- 348 RECEIVER 


OUR PRICE $49.50, Complete With 8 Tubes 


ea You get $13.75 @ We Can Also Supply This Same Receiver With Built-in 110 v. AC 60 Cycle 
worth of equipment FOR Power Pack—Ready For Operation $65.50 
ONLY ONE DOLLAR! SRAne NEW 8C.348 IN ORIGINAL FACTORY CARTONS, GUARANTEED UN 


$59.50 
c 79.50 


ONLY A FEW LEFT 


te ' roDAY! 
Our Price “ONLY $16.85 
lwo for Only 30.30 


12 24V. DYNAMOTOR.PE 
101C. SUPPLIES ALL POWER 
FOR 8C-645. 400V 135Mma 
DC. ALSO 9V.. 1.2a, AC 
ONLY $9.95 NET 


OFFENBACH 
IM 


372 Ellis St.. San Francisce 2, 


TELEPHONE: ORdway 8551 
We ship <.0.0. anywhere. Send 20% Deposit 


AN OD 


Us Co. 


_—_— 


Calif. 


All the Science of 


BASIC RADIO- 
ELECTRONICS 


in one 3% lb. book 


36 COURSES IN ONE 


if this big 972-page Book were broken into 
monthly lessons ond sold as a “course” you'd 
regord it es a bargain at $50 or more! 


A. A. Ghirardi’s fa- 

mous 972-page, 3% lb. 

RADIO PHYSICS 

COURSE book with its 

500 illustrations and 

856 Self-Test Review 

Questions can teach 

you basic Radio-Elec- 

START NOW! tronics quicker, easier 

and at far less cost 

than you may have thought possible! It 

has given more people their start in Ra- 

dio than any other! It is used more for 

home study and was more widely used in 

U. S. Army Signal Corps and Navy war- 

time training programs than any other 
book of its type! 


LEARN IN A FEW WEEKS! 


RADIO PHYSICS COURSE is written 
for beginners who want to learn at home 
in spare time. Many who never even 
studied a circuit diagram before have 
completed it in a few weeks. Every basic 
subject is fully covered. Nothing is 
omitted. You'll be pleased how quickly 


it has you under- ; 
“Better than a 


serge subjects 
that other books 
$150 Course!" 
“T had already taken a $150 


and courses make 

seem too compli- 

cated. Send Cote ,sin csures.” writes Gerard 

pon today! Our Champagne of Montreal, ‘‘but 

5-DAY MONEY- since reading RADIO PHYS- 

BACK GUARAN- ICS COURSE, I put the other 
= i sg one away. Ghirardi’s is the 

Leal — you book I need because it teach- 

absolutely. es so clearly!’ 


NO RISK COUPON mail today 


BM dept. RN-97, Murray Hill Books, tne. 
232 Madison Ave., New York 16, WN. Y. 


7 En sed find $5 85 
Ghirard . 
B book: co 
In either event, 


foreign C.O0.D."s) 
a it is understood I may return book in 5 
complete refund of my money. 


50 foreign 
) R —— 
sen 4 ¥ oO.D or 


City & Dist. } 


a 
a. 
: 
f Address 
4 
' 


YOU'LL NEVER GO WRONG 
on a GHIRARDI BOOK! 


a very important thing to watch is | 


the proper orientation of each socket. 
Any mistake in the positioning of the 
key of the octals or the blank section 
of the seven contact miniature sockets 
will cause undue confusion and pos- 
sibly poor results later. 

Sockets having a tin plated mount- 
ing ring below the chassis are ideal 
for the frequent ground connections 
used in wiring. If no such ring is 
used, short ground lugs will be re- 
quired at each socket mounting bolt. 

The terminal strips can be bolted or 
riveted in place as indicated in the 
picture. Secure grounding of the 
mounting lugs is important for they 
will serve as ground connections for 
numerous circuits. 

The power transformer should be 
mounted next, with its 110 volt pri- 
mary leads brought through the rear 
clearance hole. Since the power trans- 
former is the same height as the front 
panel, it serves as a convenient stand 
while the chassis is inverted for as- 
sembly. 

While the can type electrolytic 
condenser can be mounted right after 
the power trancformer is in place, the 
filter choke should be ‘withheld until 
wiring is completed beneath it. The 
two small audio type blocking oscil- 
lator transformers, T,, and T:;, can 
next be mounted, taking care that the 
low frequency unit, 7;, is nearest the 
front of the chassis and next to Vi; 
socket. 

After adding ground straps to the 
controls requiring them, as indicated 
in the schematic, all but the audio 
volume control may be mounted in 
place. Care should be taken to get 
the correct value control in its re- 
spective position and here a close 
check on the photograph will reveal 
the control number as well as the 
position of its terminals. The audio 
control (Rw) with the power switch 
attached, should be treated as a sub- 
assembly by mounting Cs across its 
outside terminals and attaching Cw 
before the control is installed. 

While the oscillator tuning con- 
denser C,, can be mounted with the 
first group of controls, it will be found 
desirabie to make a subassembly of 
the channel switch and let the mount- 
ing wait until one of the last opera- 
tions. 

There are three different kinds of 
intermediate frequency transformers, 
so they must be placed as identified. 
The first if. transformer, T,, follows 
the mixer and through mutual cou- 
pling supplies the 21.25 mc. signal for 
the sound channel. The secondary of 
this transformer is a trap circuit and 
as such keeps the sound i.f. signal out 
of the picture i.f. channel, In keeping 
with the need for short lead lengths 
in these circuits, it is important that 
terminal “A” of this transformer face 
the back of the chassis and terminal 
“D” face the front. 

The second sound icf. 
T:, is similarly 
sockets V, and V, 

After V,, the discriminator trans- 
former, T;, must be mounted with its 


transformer, 
mounted between 


MORE FOR YOUR MONEY 


PHONO AMPLIFIER 
3 Tube A.C.-D.C. 


Volume and Tune con- 

trols ; approx. 2.5 Watts 

output; uses {2SK7. 

50L6, 32Z5 

Kit Form .. 

Completely wired and tested 

Kit of 3 Tubes for above 12SK7, 50L6, 35Z5.... 

5” ALNICO P.M. SPEAKER 

50L6 OUTPUT TRANSFORMER 

SHURE GLIDER CRYSTAL PICKUP 

ASTATIC L-70 CRYSTAL PICKUP 

ALLIANCE PHONO MOTOR 

RECORD PLAYER—ATTACH TO ANY RADIO. 
ALLIANCE PHONO MOTOR, ASTATIC 
— PICKUP, WALNUT FINISH CAB- 
INE 

vaaions RECORD PLAYER KIT—3 TUBE 
PHONO AMPLIFIER, ALLIANCE PHONO 
MOTOR, ASTATIC CRYSTAL PICKUP, 5” 
ALNICO P.M. SPEAKER, SIMULATED 
LEATHER CARRYING CASE 1 

ASSEMBLED AND TESTED 

RECORD PLAYER KIT--Same as 
with WALNUT FINISH CABINET 

ASSEMBLED AND TESTED tre 

MAGUIRE AUTOMATIC RECORD CHANGER. 13. 

V.M. AUTOMATIC MIXER-CHANGER i] 


All Prices F.0.B. Our Warehouse N. Y. 
25% Deposit Balance C.0.D. 


RAYTONE ELECTRONIC COMPANY 


25A Frankfort St. New York 7, N. Y. 


above but 


HI VOLTAGE 


Model 6 


TELEVISION 


Power Supply 
4000-6000 
Volts D.C. 


$17.95 


f Safe, ie omica 
KILOVOLTER —. ~~, Af i oo. 
Wt. 2 lbs. Size 4”x6”x6” 
Check, M. O. or Dealer 
Write for Folder 


C-B MFG. CO. 


. 37th St. New York 18, N. Y. 


Send See 


412 W 


THE BARGAIN BASEMENT 


Compare Our Prices! 


Electronic equipment listed below are choice 
government surplus items in excellent con- 
dition. Ask for flyer on items not shown. 


0-1MA DC Weston 301 3'A" 

0-11 5MA RF Weston 425 32” 

0-20 KV DC Westinghouse, 0-1 FS 3%”... 
Supreme Multimeter 542, 16 ranges leads.. 
Oscilloscope Dumont 164E 3”. A Real Buy.. 
50 assorted condensers, Mica, paper, etc... 
Panel lamps Mazda No. 47, 6v, Brown Bead. 


Kit of 100 “ watt popular resistors 

5” Scope BC 1268, 24 tubes including 5CP1 
part of SCR 545 IFF. ; 

Precision resistors 5000 ohue, 1%, 

4mfd 590vw paper cond. lug terminals, 
metal case oac0n Ol 

Rotary beam brake, dry oilite disc type 
heavy duty, lever control. . 

2 Meter — elements, copper plated ‘tub- 
ing %” 

For your — beam, 


FOB Baltimore. Minimum Order $2.00 


EASTERN ELECTRONICS SALES 


31-B Cedar Drive Baltimore 20, Maryland 


RADIO NEWS 


terminal “A” toward the back of the 
chassis and “E” towards the front. 


The three identical picture i.f. in- 


ductances should be mounted so that 
the lead from the bottom end of the 
winding on the first two (L:;, L,) faces 
the front of the chassis and for Ls, to 
the rear of the chassis. 


Wiring Procedure 


From the pictures and the asso- 
ciated data following the mounting of 
basic components, it is apparent that 
the socket grounds, a group of bypass 
condensers and independent resistors 
are wired in place to form the first of 
a number of layers used in the con- 
struction procedure. 

Interconnecting wires and _ subse- 
quent parts are named in an order 


which permits a gradual folding to- | 


gether of the second and third layers | 
in actual construction. In following | 


this sequence, therefore, no difficulty 
should be experienced from over- 
lapping of snugly placed parts. 

Since short leads are essential to 
good high frequency performance it is 
advisable to copy the photographs as 
closely as possible and thus take full 
advantage of the careful planning nec- 
essary for the successful mounting of 
critically placed parts. 

Where heat is to be dissipated from 
certain resistors, it will be noted that 
they are allowed a fair amount of 
clearance from neighboring parts. 
This accounts for the 1 watt screen re- 
sistors being mounted in the final 
layer of construction and their being 
kept about one inch from the chassis. 
Warmed air rising from the larger 
resistors will naturally circulate to- 
wards the ventilation holes provided 
in the top of the chassis. 

In order to take full advantage of 


the layer construction, a definite se- | 


quence of mounting wired parts must 
be followed. The first step is to 


ground all center eyelets of the minia- | 


ture sockets with tinned copper wire. 
While doing this the grounded socket 
terminals can also be included and a 
check of the schematic will indicate 
which terminals require grounding. 
All number 3 miniature socket ter- 
minals can be connected together with 
an insulated green wire for filament 
current distribution. 

We are now ready to mount the ce- 
ramic bypass condensers, which should 
be laid close to the chassis and ex- 
actly as shown in the picture. Use 
the following order: Cx», Cr, Cu, Cx, 
C,, Cu, Cu. The next few are to be 


mounted on a 60 degree angle as | 


shown and they are: Cis, Cn, Cx, Cr, 
Cw and a combination, Cx and Cw. 

The first group of resistors, some 
mounted on a 45 degree angle and 
some mounted vertically follow: R,, 
R., Ru, Ru, Ra. 

Mount R;, between pin 2 of socket 
V, and the fourth point from the front 
on terminal strip 2. A yellow wire 
connects the latter point with the con- 
trast control. 

Next wire a portion of the audio 
system: Re, Rw, Cn, Ru and Cz. Also 
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7 Co | 
Radio Parts =gaac7 y 
Radio Sets 
Ham Gear As 


Sound Men «+ Maintenance Men 


Schools «+ Institutions + Monufacturers 


Amplifiers THIS CATALOG 18 FOR YOU! 


Meat covron tovay! 


Industrial Electronic and Test Equipment 


It’s here—ready for you now—the new, comprehensive, 1947 Concord Cata- & 


log displaying a vast, complete selection of everything in Radio and Elec- 
tronics. Send for your copy now. Select your needs from value-packed pages 
showing thousands of items available for IMMEDIATE SHIPMENT—hun- 
dreds of them now available for the first time—featuring new, latest 1947 
prices. See the new LOWER prices on finest-quality RADIO SETS, PHONO. 
RADIOS, RECORD CHANGERS, RECORD PLAYERS, PORTABLES, AM- 
PLIFIERS, COMPLETE SOUND SYSTEMS, TESTERS. See complete latest 
listings of all the well-known, standard, dependable lines of radio parts and 
equipment—tubes, condensers, transformers, rclays, resistors, switches, 
speakers—all available for IMMEDIATE SHIPMENT from huge stocks in 


Parts, Supplies and Equipment—before you buy—SEE THIS GREAT NEW 
CONCORD CATALOG. Mail coupon for your FREE copy now. 


TIME-PAYMENT PLAN WANTED TRADE-INS 
Buy your Radio and Electronic Equipment from ON COMMUNICATIONS 
Concord on EASY PAYMENTS —Communication EQUIPMENT 
Receivers, Transmitters, Radios, Radio-Phonos, ee oo See ae be ap a 
Sound Equipment, Test Equipment. Writ 5 vers an rans- 
ma a. P quip n rite wus mitters. Write, phone or call to tell us what you 


have—or send it in for free appraisal 


CHICAGO and ATLANTA. Whatever your needs in Radio and Electronic . 


¥ -— oo ee oe ee ee ee ee ee ee oe oe oe oe oe SOOnawaweey 

1 Concord Radio Corporation, Dept. ©-97 1 

901 W. Jackson Bivd., Chicago 7, Ill. ; 

1 Yes, rush FREE COPY of the comprehensive ! 

; new Concord Radio Catalog. ; 

ry ! 

RADIO CORPORATION Mi 
g Name eee e reece ee eeeeeeeeereees 

CHICAGO 7 * ATLANTA 3 : ; 

901 W. JACKSON BLVD. 265 PEACHTREE ST. i DN 5 wk snd 5606. Keucsesuseeieae 4 

>. nie ! ' 

LAFAYE E RAD ry City - State. ; 
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3510s RECEIVER following that: R,, R: and a lead from 
VALUE _— pin 6 on V;,; to Cn. 

—~ EXMITTER We are now ready to connect the 

if. transformers and add associated 


A COMPLETE SET OF resistors and condensers as follows: 
TRANSMITTING AND Ge Cx B. 0. ted Cu. 
RECEIVER TUBES Approaching the second detector 


— and the synch izi ircuits add 
synchronizing circuits add: 

FREE 1-200 KC CRYSTAL - ae : 
Ru, Rw», R:, the peaking coil, (Le), Rx, 


BC-654-A is a combined transmitter and receiver | 
designed for portable or vehicular operation. The fre- | Crus, | R * C “. Fe * and Cx. 


quency range of both transmitter and receiver is con- 


tinuous from 3700 to 5800 kilocycles; all stages gang Connect the four leads, by colors 
tuned by anti-back lash worm gear dial mechanisms. ° ‘ i 
indicated on the schematic, from each 
25 WATTS 50 of the blocking oscillator transformers 
pcan YOUR $ ‘ T, and T;. After that mount more 
3800 KC To 5800 Kc. PRICE parts in those circuits, namely: Cr, 
Ru, Rs and Rx. 


The speaker and output transform- 
ers can next be mounted and wired 
in place. After that the two high voit- 
age condensers, Cw, Ce, can be bolted 
down and wired also. 

By this time the leads from both the 
cathode-ray tube socket and _ the 
power transformer can be dressed 
into place and connected. After that 
mount the filter choke CH, (labeled 
L; in the photograph) and the power 
cord but do not apply power until the 
set is completed. 

The rest of the assembly is straight- 
forward except that the connections 


A WIRE BUY 


No. 18-7. Strand Black Plastic 
VineLite Indoor or Outdoor Wiring 


on 27” reel—15,000 ft $33 00 
$270.00 Value. Your Price . 


Lifetime Covering 100 Uses 


HEAVY DUTY POWER 
TRANSFORMER 
"The Buy of the Year"’ 
3 Primary Windings 
lly 120v 125v 
Taps on Primary 
65-70-72v 
Secondary Windings of 
500v — 5v — 6.3 volts 


FREQUENCY METER Size 4%x4%x3% 


Calibrated on Vernier Dial 80- to | for coils L,;, L, and L; should precede 
800-Me $ ’ 4 

a5 a tenes 3.95 MALLORY LINE NOISE FILTER | the installation of the coupling con- 

In Lots of 10—$4.50 ata. 3 75 densers C:;, Cx, Cy, and the screen re- 

Yo PUNO ines clack fe 0d . ; > hic »j 

All Prices F.0.B. N. Y. ©.—20% deposit, Bal. C.0.D. win Lote of 1093.25 Seters He, Bu and Ku, which, inci- 


dentally, should clear the chassis by 


74 CORTLANDT STREET about an inch. 
M A a U E L K L El N NEW YORK 7, N. Y. Considerable care should be exer- 


cised in placing the oscillator coil. It 
must be mounted on the lugs of Cu, 
the tuning condenser, exactly as 
shown. 


The antenna coil is mounted by its 

SPECIALS for leads to the number one terminal of 

SEPTEMBER socket V: and an immediate ground 
A 


point at the base of that socket. 


AERIAL WIRE Mixer coupling is affected by twist- 
100 ft. coil, 7/23, tinned aerial wire 69c each ing the insulated grid wires of V, and 
50 ft. coil (same as above) 36c each V together 
If the receiver is to be used in an 
PUSH-BACK WIRE area served by channels 1, 5 or 6 the 
Solid or stranded, tinned copper conductors | »f P s+: P . , “re 
with cotton serve and waxed cotton outer braid | follow ing additional condens¢ on. not 
for easy push-back; available in all standard mentioned in the parts list, will en- 
' 
angen eee ee able it to tune to these channels. 
e . —= <£é 2a. SOT — 
22 Ga. Stranded Channel I-—add ( (27 wuufd.) be- 
Cathode Ray Scope, 3” radar indicato 20 Ga. Solid ree irs r é and gro 
Bee, See, Seem, A cater intone honip eee twe n first terminal and ground on 
30 tubes plus _ cathode ray tube. Per 1000 ft. spool—22 Ga. Solid . Sis. 
semitheulies Gs annie Gen uanees Meee Soe Sates Channel I—add C; (12 uufd.) be- 
nade by G ’ 20 Ga. Solic ¥ ~ * 
ae Oe. Sie $25.00 20 Ga. Stranded ; tween first terminal and ground on 
RCA Cathode Ray Scope, model 160B, ¥ 
new, packed for export, $135.00 S B- 

La Gen ae 18 GAUGE SOLID FIXTURE WIRE Channels V and VI—add C, (3.3 
Page sla oP bag? ; Solid, tinned copper conductor with weather- uufd.) between fifth terminal and 
—— . 1 oy = § —_ a proof compound under lacquered braid; Type an 1 Q N adait ql . 
new pac ked for export. ry 60.00 R.F. Underwriters Approved; a real buy at ene on Sia. NO ~aaaluona con- 

. 3 this low price denser is required on the fifth ter- 

Radar Receiver BC 406, 15 tubes, 2 r-f. ; ‘ ; | 
chanae ls at Bee, megncyoies, 20 me $6.50 per 1000 ft minal of S,». 
, 1 ) olt 6 cps operation, we 
filtered power OE 25.00 Inspection and Test 
0-1 Milliammeter, 31/2” round, Westing " Before turning on a newly con- 
house, white scale reads 0-350 volts, cone te f mal W . . . i . 
pte $ 3.50 — , ast e alse structed receiver, it is wise to give it 
i ( na 1! st pes . . : 
0 Milliammeter 8” square, Triplett, ur i for . ttent c “oug V1SsUué 7 T) C > 
white scale reads 0-3 ma., new 3.50 | = . oa 8 : sense = r . . —_— way and the , 
1-0-1 Milliammeter ; " round, Marion oO es the s ep- yy -Ste p operation of 
sealed meter, white scale reads 100-0- a OUR NEW CATALOG IS NOW various circuits to assure safe over-all 
Sg: aniiiammiten OF sitet elites cocks ’ — FOR DISTRIBUTION performance. DO NOT APPLY 
oF r - “y it f rm , 7s , —_ —_— a 
volts, and 0-2.78 megohms, new.” 4.90 gp pala: apt niaaalnesien POWER DURING VISUAL INSPEC- 
olts anc 2 5 negohms, ew + 
Dual 0-200 Microammeter, Westinghouse TION. 
landing indicator, blank scale 3.50 Connections for each yar ac 
ach art, each 
0-10 ps, iad quare meter, Triplett COLUMBIA WIRE & SUPPLY CO. > 7 ; ' 
white scale reads 0-10 amps, new 3.50 socket terminal, and all wire colors 
ELECTRO IMPULSE LABS. 5740 NO. ELSTON AVE. must be verified for compliance with 
P. 0. Box 250 Red Bank, New Jersey CHICAGO 30. ILLINOIS | ot circuit diagram or construction 
- ' photos. 
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The high voltage circuit including 
power transformer leads, rectifier 
tube socket connections, high voltage 
condensers, brightness and focusing 
controls as well as the series resistors 
in that circuit, must all have at least 
1, of an inch clearance between un- 
insulated metal parts and ground. 

After completing the visual inspec- 
tion it is advisable to make a check of 
the resistance to ground of both of the 
power supply circuits. The filament 
contact of the low voltage rectifier 
and the plate connections of the high 
voltage rectifier should both show 
a high resistance 

The power line plug connections 
should show an open circuit to ground. 

With the power switch on and with 
a d.c. ohmmeter the power 
plug terminals, a reading of three 
ohms should be indicated. 

The next step is to check the type 
number of each tube to be sure that 
it is in its proper place. 

The cathode-ray tube can _ be 
mounted in position with the base 
well seated in its socket but both rec- 
tifier tubes should be from 
the set for the initial under 
power. 

With the set right side up, plug the 
power cord into an 110 volt, 60 cycle 
a.c. outlet and then turn on the 
switch. Note first the orange color 
glow of the filaments in the minia- 
ture tubes and near the base of the 
cathode-ray tube 

When the filaments are all 
to light satisfactorily, (by heat emis- 
sion in where no light is vis- 
ible) the next step is to plug the high 
voltage rectifier its socket. 
This should be the power 
turned off. 

Within about 15 seconds after turn- 
ing the power on again, a spot of light 
should appear on the cathode-ray tube 
screen. If it does not, observe first the 
plates in the rectifier tube for a 
sible dull red glow. This will indicate 
trouble in the high voltage circuit and 
is reason enough to disconnect the 
power source at once and proceed 
with a the entire high 
voltage circuit. Be sure to cir- 
cuit the 


across 


removed 


trial 


known 
cases 
tube 


into 


done with 


pos- 


check-up on 
short 


iE 
‘ 


age filter condense? 


high 0 
before making other tests or touching 


any part of the wiring 

Should the spot fail to appear with 
the rectifier tube acting normally, 
adjustment of the “Brightness” con- 


trol should follow. It is possible that 
the spot could be off screen and for 
this reason both “Vertical” and “Hor- 
izontal Centering” controls should be 
turned through fheir range. 
Operation of the “Focus” control is 
the next thing to check and this 
should result in variation of the spot 
size. Do not allow the spot to remain 
on or in one position longer than a 
few seconds as it may burn the screen 
material and result in permanently 
illumination at that point. 
If everything is performing well so 


pe or 


far, then the next step is in order, 
and the low voltage rectifier tube can 
be inserted in its socket. Like the 
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NEW! 


SENSATIONAL! 


12" TELEVISION KIT by TRANSVISION 


It's TOPS IN TELEVISION VALUE! 


Again! TRANSVISION leads the field 
with this magnificent 12 Television Kit! 


SEE IT! 
HEAR IT! 


It's the Tops in Television 


Engineered for Easy, Rapid Assembly 


The great perform- 
ance of this superb 
set will shatter all 


your previous con- 
ceptions of television 


quality and value. 


This new 12” Kit is available in two models: 


STANDARD MODEL: 


Has 12” Picture Tube /magnetic 
tvpe} 
Picture size 75 square inches, {7 !o"x 
10”"} 
Receives all television channels 


now on the air with provision for 


Transvision factory to add new 
channels at no extra cost fexcept 
shipping charges} 

4mc band width for full picture 


definition 


9000 volts second anode potentia! 
for brightness and contrast 


3 stages picture LI 


2 stages pre-tuned and aligned I.F 
coils 


Ratio detector for sound provides 
High Fidelity F.M Sound Repro- 
duction 

22 tubes and 12” picture tube 


Maximum picture sensitivity 
prox. 50 microvolts} 


fap- 


Stabilized synchronizing circuits to 
minimize interference on picture 


Overall chassis size 24” wide x 18 


deep x 4” high 


Finest quality pretested parts 
throughout 
Complete with SPECIALLY DE- 


SIGNED Folded Di-pole Antenna 


and 60 feet of lead-in cable 


DE LUXE MODEL WITH BUILT-IN F.M. RADIO: 


Complete with al! tubes, Folded Di-pole Antenna, and 60 feet of lead in cable 


Has the same features as the Standard Model described above 


ADDITIONAL FEATURES: 


* 50-216mc continuous tuning including F.M 


BEAUTIFUL FURNITURE-FINISH CABINET. 


band and 
* Switch provided to cut off unused tubes when used as F.M 


plus the following 


13 television channels. 


receivers 


Available at extra cost 


See your local distributor, or for turther information write to: 


TRANSV SION, (NC., Dept RN, 385 North Ave., New Rochel’e N.Y. 
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IF IT’S IN RADIO 
Kesce Has Iz! 


TELEGRAPH KEY SPECIALS 


Check these ameozing low prices 
and pick yours 
last 


now while they 


J 37—Solid Coin Silver Contacts, Bakelite Bose 
J 38—Some, but with Circuit Closer (slightly used 
3 38—Brond New 


McElroy =200 (shown)—Built for highest stonderds 
Block crackle finish. Less Circuit Closing Switch 


AMPHENOL 
POLYSTERENE 


‘x 16” Sheets 8” x 4” Sheets 
thick 1.44 1/16" thick 
* thick 2.22 3/32" thick 

thick 2.78 1/8” thick 
* thick 4.11 3/16" thick 

thick 5.56 1/4" thick 


i7vc 
20¢ 
24 
30 
40¢ 
ubing—1 Ft. Lengths Rods — 1 Ft. Lengths 
8” oo lic s 8c 
2 14c i7c 
8 19¢ 
4 23 

Bic 


a FILTER 
CAPACITOR 
SPECIALS 


All standord brands, rec- 
tangular cans, oil filled 
mfd. 600 WVDC .95 
mtd 600 WVOC 1.45 
mfd. 1000 WVDC 
mfd. 1000 WVDC 
mfd. 1000 WVDC 
mfd. 1000 WVDC 
mfd. 2000 WVDC 
mtd. 4000 WVDC 
mfd. 2000 WVDC_  .9S 
mfd. 6000 WVDC .95 


2X2 879 
Sub-Chassis 
Mounting 
Socket, 
excellent 
up to 
10,000 
volts 


49‘ 


RCA FILTER 
CHOKES 


2.5 Henry 
700 MA, 
14 ohms 
$4.95 

4.5 Henry, 
500 MA, 
21 ohms 
$4.95 
15 Henry, 
250 MA, 
60 ohms 
$3.95 


2 
a 
1 
2 
4 
8 
2 
2 
1 
0 


— 


Round con capacitors with 
center terminal 
03 mtd. 7500 WVDC .9S 
1 mfd. 7500 WVDC .95 


MICA CAPACITORS 
056 mtd. 1900 VOC 79 
C 


024 mtd. 1000 VDC 
033 mfd. 1500 VOC 


TRANSFORMERS | 


LOW-VOLTAGE. T9 — 
385-0-385, 200 Ma., 
Separate 5 Volt 3 Amp., 
Seporate 6.3 Volt 5 
Amp., Seporate 6.3 
Volt 5 Amp 8.50 


POWER TRANSFORMER 


cased with lug bottom 


Primary 110 V 60 cycles, 680 V, CT at 37> 
150 ma.6Vat2amp. 10 V ot 10 amp 


HIGH-VOLTAGE. T8 — 
2200 Volt 2 mo. Sepa- 
rote 2.5 Volt 2 Amp 
Winding. (2500 VDC at 
filter 7.95 


Fully terminal on 


Write for free descriptive folder of RCA 


Television Components and Typical Diagram 


SPECIAL BULLETIN OF VALUES ON 
RADIO PARTS AND EQUIPMENT 
Send for Yours Today! 


Include with Cosh Orders 


SERVICE CO. OF PENNA., INC. 


7TH AND ARCH STREETS, PHILA. 6 PENNA 
Branches: 5133 Market St. and 3145 MW. Broad St. in Phila 
Also in Wilmington. Del Easton. Pa. Allentown. Pa. Camden. ©) 


Postage 
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other rectifier, it too must be watched 
for red glow on the plates, which is a 
sign of too much current drain. As 
the rectifier warms up and the deflec- 
tion oscillators start to function it 
will be noticed that the light spot on 
the screen will suddenly swing into 
motion producing an over-all illum- 
ination of the screen area or some 
rectangular part thereof. It may be 
necessary to increase the brilliance 
to observe this change. 


Alignment 

The following equipment is _ re- 
quired for alignment: 1. A radio fre- 
quency test oscillator or signal gen- 
erator with a range up to at least 30 
megacycles; 2. A high resistance volt- 
meter, preferably of the vacuum tube 
type with a low range scale of at least 
five volts; 3. Insulated alignment 
screw driver. 

Signals can be injected into the #1 
grid of the mixer tube V, by clipping 
on to the station selector switch-arm 
to grid lead and grounding the test 
oscillator at the front of the chassis. 

For picture i.f. alignment the meter 
should be connected to the video de- 
tector output, pin #7 on V, and set 
to read negative voltage. The con- 
trast control must be turned to max- 
imum output position during the fol- 
lowing procedure. 

With a 23.75 mc. amplitude modu- 
lated signal applied to the mixer 
grid, introduce enough signal to ob- 
tain a fair meter deflection. The mixer 
plate tuning adjustment (7, upper 
screw) should then be set to produce 
a maximum output indication. The 
same frequency is likewise used in 
tuning the last picture if. coil, Ls. 

After these two adjustments are 
completed the test oscillator should 
be reset to produce 25 mc. so that fre- 
quency can be used to set the next to 
the last video i.f. coil, L,, for maxi- 
mum output. 

The test oscillator should again be 
reset, this time to supply a 25.75 mc. 
signal which is used in adjusting the 
remaining picture coil L;, to maxi- 
mum output. Any sudden full scale 
deflection of the meter is a pretty sure 
indication of oscillation within the i-f. 
channel and is often due to coupling 
of attached test leads. Rearrange- 
ment of the leads or slight detuning 
of the affected stage will help to over- 
come this condition. 

With a modulated signal applied, a 
horizontal bar pattern will be shown 
on the cathode-ray screen, if the video 
amplifier stage is working properly. 
This serves as a test for the video 
amplifier and for the vertical syn- 
chronizing circuit inasmuch as _ the 
bars will remain fixed by virtue of 
synchronizing control. 

A crude check for bandwidth re- 
sponse can be made by varying the 
test oscillator through the region of 
20 to 27 mc. while observing the bar 
intensity or the meter deflection. 

Applying a 21.25 me. amplitude 
modulated signal, adjust the sound 
if. transformer cores (7;, 7: T; 
lower) for maximum output from the 


LEARN NOW! 


ELECTRONICS 


® RADIO 
® F.M. and TELEVISION 


@ PUBLIC ADDRESS 
SYSTEMS 


@ SHORT WAVE 
COMMUNICATIONS 


Men! Women! Find success- 
ful careers in this fascinat- 
ing field! Ample equipment 
for all to use in practical 
classes. You start practice 


when you enroll/! 
Approved for Veterans 


HOLLYWOOD SOUND 
INSTITUTE 


1040 N. Kenmore Ave., Dept. A 
LOS ANGELES, CALIF. 


Order and Save! 


The WALMAR Way! 


CONDENSERS 
Oil Filled C.D.—Aerovox 
Bathtub types .1, 5, 3X.1, 1, .05, 
2 5 @ 600V 


25, 2X.1, 


1 mfd 2000v 
4 mfd 2000v 
8 mfd 1000v 
TJH 10 mfd 600¥ 
TJH 10 mid 1000v 


Mica .03 mfd 1000v 


° RESISTORS 

1.5 meg. 1.5 KV Precision Meter Multiplier 
Weston $ 

100 Insulated AB type & Erie 2, 1 & 2 Watts 
Ass't 

500 ohm 50 Watt IRC Rheostat 

300 ohm 50 Watt IRC Rheostat 

3009 ohm 50 Watt IRC Ohmite Model K 


RELAYS 
24v. DC SPST N/OG.E 
28v. DC DPDT Allied Control 
115v. AC Relay Assy G.E. 4 relays on panel 
Relay shorting chokes 
115v. AC DPST Dunco 30 amp. contacts 


coiLs 
R.F. Inductance coils G.E. on coil form 
Z-O, R. F. plate chokes 


TUBES — FULLY GUARANTEED 
2.65 SO1A..1.75 5CP1..5.10 7OSA 
x 5 5.25 715A 
° §.25 715B 
6K7, 6SJ7, 6887, 128Q7, 6 
6BE6, 6G6, 6SN7, 128H7 
5U4, 6C6, 6D6, 6S8A7, 
6A6, 6L7, 6R7, 6SL7 

2A3, 6AC7, 6BS, 12C8, 2X2 
Speech Input Amplifier 300 to 3000 cycles 
ll5v. AC Navy Type used with transmitter 
TBL-2 to TBL-5. Manufactured by RCA— 
omplete with tubes 


ALL PRICES F.O.B. BALTIMOR: 


WALMAR DISTRIBUTING CO. 


3803 Beehler Ave., 


LEARN RADIO! 


IN ONLY 10 MONTHS 


PREPARE FOR A GOOD JOB! 


BROADCAST ENGINEER 


COMMERCIAL OPERATOR (CODE) 


RADIO SERVICEMAN 


63.39 


Baltimore 15, Md. 


if Television Servicing—15 Months an 


(Approved for Veterans) 
SEND FOR FREE LITERATURE 
BALTIMORE TECHNICAL 


1425 ELTAW PLACE, BALT. 17, 


RADIO NEWS 


INSTITUTE 
MD. 


NEVER BEFORE AT THESE 
LOW PRICES 


RADIO PARTS BARGAINS 


LIMITED QUANTITIES 
HUGE SAVINGS 


CUSTOM FM & BROADCAST RADIO CHASSIS 


{1 Tubes, 15 Tube Per- 
formance FM Band 88 
to 108 MC. Manufac- 
tured by One of the 
Leading Radio Fac - 
tories 
Exclusively for Us 


Supplied Ready to Op- f ; a4 
erate. Complete with f 
Tubes, Folded Dipole , , 
and Loop Antenna 
Speaker (10 Rola) (~)) eeeee : 
and all necessary hard- oe 
‘ } Ware for mounting in 
Don't Pass These Up— | cabinet. Chassis Dimen- 
All for Immediate Shipment | sions: 31%” wide, 9” 
AC—Alliance Phono Motors a A. iin ‘ . / M Rac 
with Turntable 6S: case of $24.so | hich, 9” deep. Satisfaction Guaranteed or Money Back 
AC—Ballantine Phono Motors | uur Net Cost, $94. ; Lat 3 or More 84.60 ka 
with Turntable 9.28; case of 10, 20.05 | YOU! Net Cost. 994.00; Lots of 3 or More, § 
Astatic Curved Arm Crystal | 
Pickuy - 1.50; case of 10, 14.00 | 
Shure Glider Crystal Pickup 1.50; case of 10, 14.00 — 
GE 12” Alnico 5 8 oz. Mag- 
net PM Spe BA, 6.75; case of 6 36.00 
ROLA 10” Alnico 5 PM Speak- 
P _~ Heavy Slug $.75; case of 6 30.00 ° BAND 8 TUBE CHASSIS 
31 8” Alnico 5 PM Speaker 
2.8 oz. Magnet 3.25; case of 6 18.00 cust M3 
6 ’M Speaker Special Alnico 
Heavy Slug 1.65 ase of 10, 14.00 Bdes’t 5 to 1680 Ké 
Hy PM Speaker Alnico Heavy a0 72M 6% 
sl 1.20; case of 10, 11.00 6.2 to 1.2 S—© 
5’ PM FAMOUS BRAND Alnico 293.5 MC Complete 
with 50L6 output trans 1.59 ase of 10 13.95 tul 
Cornell Dubilier 50x30 Aluminum wired with tubes 
Can Self Support Leads. $0.39; 10 for 3.45 Speaker, loop. All ne« 
Universal Output rransformer 
Watt Single PP 4000 ohms to essary hardware for 
14,00 CT 1.30; 10 for 11.00 eabinet niountineg 
Universal Output Heavy Duty 18 1 
Watt Single PP 4000 ohm t Chassis Size 13% 
14.000 CT 1.55; 10 for 12.75 wide 9” High 
Single 50L6 Output transformer : 
is ohm Impedances 39; 10 for 3.50 Deep. Your Net Cost 
le Meg Volume Control IRC with 4 . ate a 
Switches 49; 10 for «3.98 | 966-50: L cso 
le Meg Volume Control Less Switch .29; 10 for 2.45 More, $60.00 Ea 
I ched Chassis Slide R e 4”"x 
10”x2” -29; 10 for 2.50 
Punched Chassis Side Dial 4”x10"x 
PH et “Wariatn ss 29; 10 for 2.50 @ Piease Include 20% deposit with orders; balance 
r ria e Com 20 165 
MMI 2 1.10; 10 for 9.50 | C.0.D. Orders under $10.00—remit in full. 
TRF V ARTABLE Cond 420—420 
MMF 2 Gang . : ; 
eg Matted Sei 456 Ke tig 225% 19 for 22-00 | © All Parts, Kits, Chassis are sold with our money- 
Ww nd Double Tune« 1.00: 10 for 9.00 » ar . > m 
go nl 39: 10 for 3.00 back policy, thus guaranteeing your complete satisfac 
rt) MA Power Transformer 700V tion. 
CT 6.3V 2 Amp 3.25; 10 for 27.00 
70 MA Power Transformer 700V 
CT 6.3V 2 Am; 2.95; 10 for @ No C.0.D. on Canadian and foreign shipments. 


AMERICA'S FINEST RADIO KIT VALUE 


5 Tube AC-DC Supe-het 
with Tone Control 
Complete with Plastic 
Cabinet (Dim, 1244"x 
Bi4"x716"). Your choice 
of Colors: Brown. White 
Blue, Rose. Green, Red 
5 Inch Alnico 5 PM 
Speake Matched High 
Gai IF's & Paves of 
Pictoria susts uctions, as 
used by Y nv schools 
and Veteran Organiza- \t. 
tions Anvone can com- 
plete assis Assem 
bled $14.95 
Less Wire and Solder 


Matched Kit of PCA. Syivania or N-U Tubes 
Your Money Back if Not 100% Satisfied 


CABINET CHASSIS & DIAL ONLY §2. 


Inciuded. 


Your Choice of Colors, same as above 
KIT SPECIALS 

5 TUBE ACI Super 
Het All Ce ponents 
Including Instructions 

Less Tubes, Wire, Sol 
der Alnice mM 
Speaker Litz IF’s Loop 
Antenna 1 e Value 
$6.95; 10 for $65.00. 

TUNING ESSENTIAL KIT 
2 Gar Super Variable Conde er Matched Set IF 
Coils Litz wound Loop Antenna Oscillator Coil D 
Chassis Special, $2.95; Lots of 10 $27.00 
KNOB KIT 

50 Asst. Popular Knobs $1.95 

Send for ay Radio Tube Price List. Lowest 


Tube Prices in the Country 


AMERICAN RADIO SUPPLY CO. 


120 CEDAR STREET 83 


NEW YORK 6, N. Y. 


Suburban Leads The Field With The “SUBRACO 75T” 


A sensationally new 
for compactness 

The 
output 


quency 


“SUBRACO 
of 100% 
range 


oo 


medium 
dependability, 
71" 
modulated, 
covering from 3 


power transmitter designed 
and simplicity of operation. 

ipable of delivering 7 vatts 
undistorted carrier, with a fre- 
5 to 30 megacycles 


is ¢ 


A swinging link is used for antenna loading, matching 
anything from 20 to 600 ohms, the output, of which, is fed 
through two insulators at the rear of the cabinet 

The R.F. section consists of a 6V6 fundamental or har- 
monic oscillator, a 6L6 doubler or fundamental oscillator for 
frequencies below 7 megacycles, and an 828 as a power 
amplifier. 

The modulator section consists of a 6SJ7, 6J5, 6V6, as 
speech amplifiers, driving a HY31Z in class “B.” Any stand- 
ard high impedance microphone can be used Frequency 
response is plus or minus 3DB from 200 to 5000 cycles 

Power is obtained from three separate self cont ned, 
supplies, consisting of pair of 816’s for the power amplifier, 
a 5R4GY for the oscillator ind double and in 83 for the 
modulator 

Metering is accomplished by i switch located directly 
below the meter enabling you to read cathode current of 
the modulator, doubler grid, power amplifier grid, and power 
amplifier plate. 

All controls, as well as the microphone connector, key jack, and external xtal jack, that is provided to 
facilitate rapid frequency change as well as the use of any standard CO ire located on the front panel 

A switch on the gain control of the modulator is used for changing from “CW” to PHONE” operation 

A “TRANSMIT-RECEIVE” switch simultaneously controls the transmitter: receiver break-in ind antenna 
change-over. A connector, providing receiver break-in connections, as well as an antenna relay, is supplied 
with the transmitter, connections for both being brought out at the re of the chassis 

A “TUNE-OPERATE” switch is provided for tuning-up, frequency check, and to prevent possible damage 
to the power amplifier 

The “SUBRACO 75T” is comp!letely self-contained in a modern crackle cabinet measuring 14” high, 15” 
deep, and 221%” wide, weighing 200 pounds crated for shipment 

The “SUBRACO 75T”" comes complete with all tubes, meter, one complete set <« coils for the 10, 20, 40, and 
80 meter bands, and one 7 megacyele xtal. ‘All you need is a mike, ke) ind antenna and you're on the air 

All “SUBRACO” transmitters are unconditionally guaranteed, excepting tubes, for a period of ninety days 
after purchase 

All transmitters are F.O.B. East Rutherford, New Jersey, and require 20% deposit in continental U.S.A., 


30% elsewhere. 


PRICE $296.50. IMMEDIATE 


DELIVERY OF A LIMITED QUANTITY 


SUBURBAN RADIO COMPANY 


82 Herman Street 
Cable Address “SUBRACO” 


September, 1947 


East Rutherford, N. J. 
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For Better Buys See 
HIGHBRIDGE 


dually 


Gua 


Ind 


BRAND NEW ZEP4 


packed in ginal 
anteed 


“ $19.50 


WESTERN ELECTRIC 


INPUT TRANSFORMER 


Vid core type; imped. ratio betwe 
$, 5-¢ n parallel 50-900 ohms; 
Mé made for set AN/APQ 
hield between windings, oil filled 
liamet ‘ high, wt. 5 Ibs 


en windings: 1-2 
Freq. range ‘ 
l Elect 


lectrostati 


™*” $1.95 


ransformer Pri. 115 


@ 30 MA C.T Sec 
Rectangular metal case 
approx. size 3144 x 25), < 


x 3% 


#2—6.4 V @ 
stud mtg. solder 
with standoff 4% 


>} Filament Trans, 115 V -60 evele 
27.KV @ 4.3 amps No. C.1 Se #2 
>} amp C.T See = 64 «® 3 amp 
N aoe | Sec, #4—5.1 V *3 amp C.1 Sec. #5 
\ ® 3.5 amps No. C.T Rectangular metal 
" solder post terminals: Mtd. on porcelain stand 
T id tg. size 54¢x4%x5% with standoffs 6', 
T2E-88 $4.95 
High voitag an m vith Glass Standoffs Pri 
l \ \.¢ 00 evele Sor oT \ Rectangular 
appre f x44%x3% th standoff 7% l 
Mills D.¢ GE K52J652-62 
T3F-7 $3.95 
I r-Fi ran GE" #7467899; Pri. 115 V oo 
se s tapped at 1.0 \ SV. & 7.5 V a 
"i amp 7 is.; on ceramic bushings: plated 
t int Ll” x 2%” x 2%” 
T2E-17 $1.10 
Pla Trar l l \ 100 eve Tapped Pri. Se« 
\ \ Variable w/pri.volt.); 410 Ma 
('l ’ ise; mtg. holes; lug terms wt. 4 lbs 
4 ae. a a ae il WE'’'WSsr 
T3F-3 $0.99 
I & | Trar : Pri 115-400 ey 2 Se 
t lf V Ma z ) \ amps. NCT 
1 sh i; open ime mtg lug terms 
4” W. x 2%"D. x s H Ac 
T46-2 $1.10 
! Fil. 7 Step-down Gil type 268G77 
I \ ( : Tapped @ 4 4&2 \ 
’ “ = \ la i | Sec be 
\ t Ma. CT recta i 1 as app 
. ‘ i! s 
T2A-| $1.49 
\ 4 ‘ tir ’ 4 
1 i 11 17 x : 
\\ KS 1X. aud \ le 1/10 W 
to 1 l Ki t 
1 r/o 1 
56 APO "" $1.10 
1 ra G! STAGTSOWO-1; 41.2 V amp 
i ar with 4 g ‘ 
Te a andof? ize “ 
; i 
T4E-| $0.69 
\ ve l Ist See ; 
£ lia. x s” I ; 
2 ks $0.39 


APS-13 
r* 4 4i = 3: om| 7 ! ~ on bane 
\f w \ Db brand new I 
h a yd ° $12.5 
we ue \ Set 2 $0.29 
All Prices F.0.B. New York City, N. Y. 
HIGHBRIDGE RADIO-TELEVISION 
& APPLIANCE CO. 
13 CANAL NEW YORK 13, NEW YORK 
110 


Enlarged view shows position of coils L; and L. 


should be 
each time 


speaker. This adjustment 
repeated several times, 
with a lower input signal. 


After sharp and sensitive tuning 
has thus been accomplished, connect 
the voltmeter across the two dis- 
criminator output resistors (Ry, Rus) 
and with an unmodulated signal 
strong enough to show a fair meter 


deflection, readjust the discriminator 
coil core (T., lower screw) to a point 
where the meter swings suddenly 
through zero and indicates reverse po- 
larity. When this point is found, care- 
fully conclude the adjustment by set- 
ting the core screw to make the 
meter indicate zero between positive 
and negative swings. 

After completing all if. adjust- 
ments, seal the core screws in place 
with a little plastic cement. 

The receiver can then be tried for 
television reception. Attach the an- 
tenna and the bandswitch to the 
channel of a station known to be on 
the air at the time. With “Contrast” 
and “Sound Volume” controls at max- 
imum clockwise position, adjust the 
oscillator fine tuning for reception. 
As the sound tuning is rather sharp, 


set 


slow careful adjustment should be 
employed to find the best point for 
suitable tone quality 

If no signal is received the r.f. os- 


cillator’s (V,) d.c. grid voltage should 
tested to sure that the usual 
negative-to-ground voltage is present. 
This may average between —7 to —20 


be be 


volts and its absence is a sure sign 
that the oscillator is not operating 
The cause must be corrected before 
superheterodyning can be expected 

It should be remembered that the 
incoming signal may be received on 
the wrong channel-switch position, 
until the oscillator coil itself is ad- 
justed 

The use of a signal generator cov- 
ering the u.h.f. range or the second 
and third harmonics of a test oscil- 


lator whose maximum fundamental 
signal is 30 mec. will of consider- 
able help in determining the coil ad- 
justments required. 

If channel three signals come in on 
channel two position of the selector 
switch, for instance, this indicates that 
the oscillator is operating at too high 


be 


a frequency and that its inductance 
must be _ increased. With the set 
turned off, the inductance of the os- 


cillator coil can be increased by com- 


pressing its spring-like windings be- 
tween the thumb and_ 6 forefinger 
Close examination should follow to 


determine that none of the individual! 
turns are touching each other or any 
nearby points. 


After the tuning is properly ad- 
justed and the set connected to its 
own antenna, the antenna coil L, can 


also be compressed or expanded to im- 
prove reception. Connecting the volt 
meter to the detector output as for 
picture if. alignment, the incoming 
signal should be tuned to maximum 
with the tuning control. The antenna 
coil can then also be adjusted for max 
imum signal indication on the meter 


Servicing Methods 


One of the prime considerations i: 
the design of this miniature tele- 
Vision receiver was simplicity. This 
together with the use of modern min 
iature tubes and a tuned 
picture i.f. channel, servicing 
relatively easy. 

Standard signal tracing procedurt 
can be employed throughout the ri 
ceiver or as an alternative, signal ip 
jection is equally effective 

To test the two audio stages an a.f 
signal, for example a 400 cycle ton: 
be injected into 


stagger 


makes 


can the reverse suc 
cession of grids and plates, working 
backwards from the speaker to thi 


discriminator 
The video amplifier can be checked 
with the same a.f. signal working back 


RADIO NEWS 


from the cathode-ray tube grid to the 
picture detector. Because of high 
voltage, a careful analysis of all 
points in the cathode-ray tube circuit 
should be made and tests conducted 
with due regard to safety require- 
ments. 

When an audio signal is applied to 
the video input, horizontal lines will 
appear on the CR tube screen pro- 
vided, of course, that the sweep cir- 
cuits are functioning. 

Failure of a sweep deflection can be 
traced forward between the blocking 
tube oscillator and the deflection 
plates. If no signal is obtained from 
an oscillator a confirming check can 
be made by testing for the presence 
of a negative voltage at its grid. If 
none is present, the oscillator is def- 
initely defective. 

To test either the picture i.f. or the 
sound i.f. amplifiers, signals of the 
proper frequency can be injected in 
reverse order between the detector (or 
discriminator) and the mixer tube. 
Any failure in the path of the signal 
should be investigated by testing the 
supporting “B plus” and bias volt- 
ages and possibly rechecking the 
alignment. 

Since information has already been 
given on the antenna and oscillator 
circuits, their servicing can be con- 
sidered in the light of standard super- 
heterodyne practice. 

As a final note, it will probably be 


found well worthwhile for the con- 
structor to spend as much time famil- 
iarizing himself with the above tests 
as he spends on actual wiring, for 
that is an ideal way to achieve a 
basic training in the fundamental 


performance of his television receiver. 

Knowing one receiver well will cer- 

tainly help in the mastery of others. 
30- 


Max Joseph Bonsted, W2EQ of Audubon, 
New Jersey. recently relayed the instruc- 
tions of Dr. Ralph W. Davis (left), Chief 
Surgeon at Audubon Hospital, over 6000 
miles of ether to tiny Palmyra Island in 
the Pacific where an unidentified soldier 
was dying of injuries received in a plane 
crash. Following the doctor's instructions, 
men treating the soldier reported that he 
seemed to be-improving. With no phy- 
sicians available on Palmyra Island, a 
government weather observer used his 
ham station to contact Bonsted, who 


called in Dr. Davis to complete this trans- 
consultation. 


oceanic medical 


September, 


TUBE SCOOP 


All New—Fac- 
tory Cartoned 


CATHODE RAY 


a 


3BP1....Net $2.95 


5CP1 -Net 3.95 

5BP1....Net 3.95 

5FP7....Net 3.95 

7BP7....Net 4.95 

mm 9LP7....Net 4.95 

75% OF ALL THE TUBES YOU USE 
AT 49%¢ EACH 


GUARANTEED STANDARD BRANDS 
CARTONED AND UNCARTONED 


4%¢ 
IZA" 6V6Gl 68D7 Iss 6C5 oy4 
12H6 6SN7GT 128L7 IT4 6F6 12837 
12Z8H7 639 6FS $84 6SA7 128R7 
1631 76 26 1L4 68K7 6C6 
1632 37 27 3A4 68Q7 6D6 
12Z8A7 S5Y3 6H6 IRS 6K7 77 
12SK7 5Y4 68SH7 12AT6 41 78 
128Q7 1633 56 12BA6 42 68C7 
$5Z5 1644 635 12BE6 38 6SL7 
OLE 128N7 vO03 35Wa4 1235 
5O0BS 6K6GTl 

6% 99%¢ 
7E5 IN5 6V6 14B6 OZ4 ILNS 
7N7 1A5 6K7G 90A5 117Z6 ILC6 
7A8 7A7 7Y4 s5Y4 7F7 4L6 
7BS 7A4 7Z4 35Z3 7Q7 (\LA6 
HASGT 7B4 7C5 B5A5 ILH4 
$Q5 7B6 14A7 14B8 787 ILB4 
1A7 7C6 14Q7 14R7 ILDS 
SUPERHET BROAD. 
CAST TUNER for con 
nection to phono amp. o1 
I’ A sVstem Compact 
chassis 5x3%x3 inches 


May be mounted inside 
the record player cabinet 
Requires only three con 
nections to amplifier. Uses 6SA7_ or 
or 128K7 and crystal diode 
loop antenna, dial and instructions for connecting 
to any amplifier. Net $7.95. Specify if tuner is to 
be used with AC or AC-DC type amplifier 


80 WATT SOLDERING IRON $1.79 


128A7 
Complete with 


HSh7 
tubes 


Genuine Solder Master Has % set screw 
tim Rugsend construction. Scoop price $1.79 
100 Watt Solder Master Extra heavy duty 
Scoop price ieee eats 2.49 
115 Watt ICA soldering iron This is the 
best se ceman'’s iron we have ever sold 
There is no better made. Seoop price 3.98 


10 STATION INTERCOM $29.95 


vA, 


Broan. = = la 
This 10 station push-button int cor ginally 
cost the dealer over $40.00, Attractive walnut finished 
abinet; made by Last coast manufacturer With 
tuls 14F7, 50L6 and 352 Master and one sul 
station, net $29.95. Extra sub $5.95 cach 


RU-19 REC. $7.95 


2-BAND AIRCRAFT 
RECEIVER RU-I9 


Priced complete with six 
ibes, 3 78’s and 2 77’s 
twin output tube. 


inteed to be in good 
receives 


* and 4130 
9 


and 2500 


to 4700 Ke $7.95 
RU-19X FOR SALVAGE $2.95 


RU-19X or ARMY equal. SALVAGE PARTS 
ScooP lias many usable parts, condensers, resis 
tors. ete Less tubes and plug in coils All are in 
good condition. RU-19X Salvage Scoo; $2.95 «a 


two for 


BC-310B 


Bendix Radio 
Compass Receivers 
Built in dynamotor, 


RECEIVER $24.95 


14 volts DC input 
5 gang tuning 
condenser, 3 bands 
150) «KA through 


mete! 12 tube 

(6 volt type A beautiful radio receive Kasy t 

convert to AC operation. In good condition. Weight 
Ibs... .. : ; Net $24.95 


McGEE RADIO CO. 
1225 McGee St. 


G.l. RECORDER MECHANISMS 


Latest 1947 General 


with 
Model R7" 
Model Rv 
Model R1S 


cutter, 78 


4 ohm magnetic 


L—7s8 Rl 


L—33 and 78 


0-L—Aut 
RPM 


Indusiries recording 
cutters and crystal 


assen 


play 


"M. Net $24. 


RUM. Net 


ymatic changer with 


iblies 


Net 40.10 


3-TUBE RECORD PLAYER $9.95 


POWERFUL 


RECORD 
Z-26 
tractive le 


rim 


and light weight pick-u; 


cabinet 


PLAYER 


Housed in an at 


atherette 


drive 1 


Latest 78 


SINGLI 


KIT 
oor 


notor 


Ready wired and tested 

50L6 type three tube 

amplifier. Tone and vy 

ume control, 5° PM speaker (Alnico V) This kit 
easily slips together Priced complete with tubes 
and hook-up instructions, Kit Z-26 Net $9.95 


2-POST RECORD CHANGER $11.95 


Latest Ma 


guire 2 ix 


mt rec 


ord changer Plays 10 12° 
or 12 10” records, Scoop 
l’rice , $11.95 
Aero Changer—Single post: 
plays 10 2” or 12 10” 
records While they 
last .95 
Detrola Changer—Singk 
post plays 10 12” or 12 
10” records $14.95 
Individually designed wai 
nut, made to fit, base’ $2.49 extra; for 
Aero or Detrola Changer 


Maguire 


SCOOP PRICES ON PM SPEAKERS 


3%” I'M 1.5 oz. Alnico V $1.29 
“PM 1 oz. Alnico V antes 7 1.29 
ee OO SOR SR ree 1-38 
BY PEE 3 On. Alles VV... 2. cccccoeccocecas 1.49 
6” square 2 oz. Alnico V bane Seddweke 1.79 
¢’ G.E. and output Alnico V........6+... 1 be 
6” Rola P.l’. output Alnico V '.9 

12” PM 5 oz, Alnico V 5°98 
12” PM 7 oz. Alnico V 6.95 

PHONO MOTOR SCOOP $1.95 

Yes that is the right price only $1.95. Latest type 
rim drive 110 volt 60 cycle AC phono motor. Best 


type of construction Only 2000 to sell while 
last only Rach $1. 
Latest type light weight arm 


Standard output crystal 


crystal pick up : 
Scoo, ie 


AMERICAN XTAL CARTRIDGE $1.49 


American 
Standard 


shielded leads 


crystal 
mounting 
Sco 


hono 
size 


replacemen 
most mie 
op price 


carts 
used 


idge 
Long 


SCOOP PRICES ON VIBRATORS 


Standard 6 volt vibrators for eve lay replacement 
use—All guaranteed. Genuine Mallory sync. vibrator 
unit. Idea) to put in old can tor Buick, Delco, et 
Scoop price : . $0.9 
4 prong war surplus; new in bent cans O78 
4 prong UTAH NP-42 for Philco 1.29 
4 prong SMALL for Ford ; : 1.49 
4 prong OF F-Set for Delco.............. 1.49 
5 prong standard sync eoe cecccececocce 1.4 
SOD , . . occ ntcocosocesetese (48 
6 prong reversible syne, .......... .99 
7 prong reversible syne et 
5 prong OF F-Set sym x 
Syne. unit: Vibrator unit only; with cond 1:33 
7 prong 2 volt; G. EB. syn 1.99 


2-TUBE PHONO-OSCILLATOR 


Complete wired and tested. 
to 1500 KC 


audio gain stage for proper power 


output ( 
ready t« 


MIKE-OSCILLATOR 
800 to 1500 KC 
Mike Oscillator model ©-4. N 


only does 
phono -osc 


Model 


omplete 
operate 


the unit 
. but has 


800 
B-4 Has 
with 


ibe 
$3.69 


work as 
added gain 


Stauze for a crystal mike. Priced 

complete, wired and tested with 

3 tubes and fader control 

Net 9 Crystal Mike $4.90 


DELUXE MIKE OSCILLATOR 


800 to 1500 KC lhono-Mike Oscillator Makes an 
ceiver a PA system, Record playe r Re rding a 
fler 3 stage high output nit wit! wer trar 


tal or dy 
ording oice sir 
tior Model DL-5 ¢ 
tested 

Crystal 


Net $7.9 


1 for fadin 
nulating a tual Droadcast 
omplete wit! 3 tubes wires 
Mike $4.90 


extra 


y re 


g re 
i and 


extra 


Send 20% Deposit F. 


Balance Sent 


.O.D. 


KANSAS CITY, MO. 


| he Finest 
Fi For Those Who Demand t 


Typical Examples of the 
HALLDORSON ovality tine! 


Preferred by those who demand and know 
the finest . .. each and every HALL- 
DORSON TRANSFORMER is checked 
and rechecked before leaving the factory 
. + » our supply is still limited, but we an- 
ticipate having our line available in ample 
amounts in the near future . . . meanwhile 
permit us to serve you as best we can with 
our complete line of transformers. 


AVOID DELAY... ORDER TODAY 
Jobbers: Get on our mailing list today 


The HALLDORSON COMPANY 
Since 1913 
4500 N. Ravenswood ¢ Chicago 40, Ill. 


GpILD BETTER 


NEEDS 


Por. Metal 
Equipment 

is preferred by | 
Service Men, 
Amateurs, and 
Manufacturers 
because they're 
adaptable, easy- 
to-assemble, eco- 
nomical, Beautifully 
designed, ruggedly 
constructed by spe- 


Write for Catalog, 


PAR- 


Export Dept.: Ro 


ELECTRONIC EQUIPMENT 


cialists, Famous for wy 
quality and economy, . 


. 
D. C. Power Supplies 
_ | Whatever your need may be, we have as a 
READY order a dependable source of low voltage direct 
current. Whether you need a power source fo 

TO-USE plication, or for powering equipment designed 

| originally for battery use, we can help you. 

partment, giving voltage, current requirements 
an d intended application, ‘ will be promptly an- 
"Medals listed below all plug into standard 
115 volt-60 cycle A.C. lines: are housed in attrac 


| DEPENDABLE 

standard model or can custom build to your 

laboratory use, production testing, industrial ap- 

lf your irement re ot filled the 

CABINETS mode Is: li sted. a let ss f BP be 

* 
ered. 
tive metal cabinets, finished in wrinkle enamel: 


CHASSIS 


as and are equipped with fuse, on-off switch, pro- 
tective circuit breaker, and pilot light. 
PANELS MODEL V-12-30 delivers 12 amperes of fil- 
tered direct current within the range of 
2—28 volts. Voltage continuously variable 
by means of control knob. This unit is 
complete with voltmeter and ammeter. 
Fine for aircraft radio servicing, produc- 
on testing, etc ‘ .Net $84.50 
MODEL 1-12-12 deli ivers 12 volte at 12 Am- 
peres filtered D.C. Ideal for operation of 
your 12 volt surplus equipment requiring 


ia 12 Amperes or less........... Net $32.50 
eee | MODEL 1-24-10 delivers 24 v. at 10 Amp 

\ filtered D. C. For 24-28 volt equipment re 
dl quiring up to ten amperes. Net $45. 75 


1 |i] MODEL 1-24-24 delivers 24- 28 \ v. at 24 Amp. 
I Filtered D.C. Unit is suitable for powering 
ART-13 or BC-375E transmitters and dy 

motors in I.C.A.S. operation. .Net $87.50 
MODEL 1-24-2 delivers 24 v. at 2!/2 Amp. 
of filtered D.C. operating relays, and other 


’ ‘5 => 
a E TA L low current applications...... NET $16.65 
Terms: Check or M.O. with order or 20% with 


PRODUCTS CORPORATION order, balance C.O.D. — F.O.B. Brooklyn, N. Y. 
32-62— 49th ST. LONG ISLAND CITY 3,N.Y ELECTRONIC CONTROLS COMPANY 


ke International Cor Box 142 Vanderveer Station, NAvarre 8-5278 


13 East 40 Street, New York 16 BROOKLYN 10, N. Y. 


2 Meter Receiver 
(Continued from page 59) 


They are somewhat overcoupled, a de- 
sirable feature where three stages 
are going to be used, and are double 
tuned by means of adjustable iron 
cores. The fixed capacity across each 
winding is 50 uxefd. which results in a 
fairly high “C.” If it is not possible 
to obtain similar transformers, stand- 
ard FM i.f.’s of either the 4.3 or 5 mc. 
type may be used. 

In designing the front end of such a 
receiver the problems are more 
mechanical than they are electrical. 
The diagram reveals nothing unusual 
in this section except perhaps the 
method of coupling between the sec- 
tions. (Coupling between the oscil- 
lator and mixer was found to be best 
when there was no intentional coup- 
ling and stray fields alone were used.) 
This takes care of the problem of in- 
teraction between the oscillator and 
mixer circuits and also reduces the 
amount of distributed capacity across 
both tuned circuits. 

The mixer grid is capacity coupled 
to the plate of the 6AK5 by means of a 
choke coil which resonates just outside 
the band by means of its own dis- 
tributed capacity plus that of the 
6AK5. The coupling capacitor is very 
loosely coupled to the low end of the 
9001 grid coil by tapping on only a 
short distance up from the bottom. 
This provides a good impedance match 


| between the two circuits and prevents 


loading and broadening of the 9001 
grid circuit. This grid circuit tunes 
critically and provides a surprisingly 
high order of gain and selectivity. By 
keeping the distributed capacity in the 
circuit at a very low point a fairly 
large amount of inductance can be 


| built into the coils, thus increasing 


the gain. 

The 6AK5 r.f. stage provides a gain 
of 3 to 4 and is unquestionably worth 
the trouble of including it in the re- 
ceiver. The antenna is coupled into 
the grid of the 6AK5 by the same low 
impedance method. One side of the 
300 ohm line is grounded to the ground 
point of the tuned circuit and the other 
side is connected a short distance away 
on the coil, between a quarter and a 
half turn up from the start. This 
method of coupling a balanced line 
does cause some unbalance and it 
would be preferable to couple by 
means of a two turn link around the 


| lower end of L,. The tuning of the 6AK5 


grid circuit is not quite as critical as 
that of the 9001. It is a true prese- 
lector, however, and cannot be set in 
the middle of the band and work effi- 
ciently over the whole band. Track- 
ing of this stage with the mixer and 
oscillator stages is accompanied by a 
noticeable increase in background 
noise. This fact shows that a high 
degree of “Q” has been obtained in 
the tuned circuits and offers a con- 
venient method of finally adjusting 
the ganging of this stage. 


RADIO NEWS 


The mechanical arrangement of the 
front end has a great deal to do with 
its final success. From the illustrations 
it may be seen that each stage, the 
oscillator, mixer, and r.f. amplifier is 
separately assembled on a sheet of 
polystyrene % x 2 x 2% inches. The 
tube socket, tuning condenser, coil, 
and all other resistors and condensers 
are assembled complete on these small 
panels before putting them together 
into the final assembly. Polystyrene 
rod, % inch diameter, is drilled and 
tapped on each end and 6-32 machine 
screw studs are inserted so that they 
may act as spacers between the sec- 
tions and can be assembled by screw- 
ing the stud from one into the threaded 
end of another through holes in the 
panel assemblies. A small vertical 
shield, 3 x 4 inches, is provided be- 
tween the mixer and r.f. stages. In the 
illustration, the r.f. stage is closest to 
the panel, the mixer is behind it, and 
the oscillator is at the rear of the 
chassis. 

When the shaft couplings have been 
added the entire assembly is complete 
in itself and can be ganged and pre- 
tested before assembling into the re- 
ceiver. Four spade bolts, two at the 
front and two at the rear, project 
downward from the front end assem- 
bly and permit it to be easily fastened 
in place on the chassis. 

Probably the most troublesome part 
of building any superhet receiver, and 
the obstacle that keeps more hams 
from trying it, is the problem of get- 
ting it lined up properly, particularly 
in the absence of elaborate test equip- 
ment. A method will be described by 
which a receiver such as this one can 
be aligned with very little equipment. 
In fact, this was the method by which 
the receiver pictured was actually first 
put into operation. One of the few 
absolutely essential pieces of equip- 
ment is some sort of a signal generator 
for setting the i.f. transformers. This 
can be a very inexpensive service type 
oscillator or a homemade affair with 
some sort of tone modulation added. 
The accuracy need only be within ten 
per-cent on frequency and no output 
calibration is necessary. Begin by lin- 
ing up the i.f.’s at whatever frequency 
they are to be operated. In the case of 
the receiver being described here, the 
frequency was 6 megacycles. Keep the 
input coupling between the generator 
and the first transformer just as loose 
as possible and still maintain an audi- 
ble signal. This will prevent double 
peaking of the if. transformers and 
will also show up any tendency on the 


Circuit that was used to preset coils 
and condensers to proper frequency. 
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Wee Gescenb C-250 Kecoed Changew § 


does these 
3 jobs 
better 


THE CRESCENT 
Kicker, 


| 3% -inch 


SPEAKER 


4-inch 
SPEAKER 


5-inch 
SPEAKER 


5% -inch 
SPEAKER 


6-inch 
SPEAKER 


Crescent Speakers, designed and 
engineered to the most exacting 
standards, deliver the finest 


in tonal performance. 


FLOATING OPERATION 


REJECT CONTROL 


CHILDPROOF 


performs + endures « attracts 


The most attractive and well designed changer in 


the popular priced field. Equipped with depend- 
able cushion mounted motor — “Barry” mounts to 
oliainato vibrations and fool-proof in operation. 
Hammertone finished with smart plastic trim. Has 
both reject button and control knob for convenient 
on-off-manual and automatic operation. Plays 10” 


or 12” records automatically. 


CONTACT YOUR CLOSEST rescen| 
CRESCENT SALES REPRESENTATIVE 


WM. RUTT, c/o CRESCENT ELECTRONICS CO. 
40! Broodwoy, New York 13, N.Y 

MILLER-JOYCE CO 

609 S. Vermont Ave., Los Angeles 5, Colif. 
LES LOGAN CO 

530 Gough St., Son Francisco, Calif. 
HARRISON-REYNOLDS CO 

419 Commonwealth Ave., Boston 15, Mess. 


CRESCENT INDUSTRIES inc. 
4132-54 W. BELMONT AVENUE 
CHICAGO 41, ILLINOIS 
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NUMBERS 4 and 5 OF THE’ watsco UNIBELT 


WAESCO Hit Parade “set can've corto nt 


ANY DIAL DRIVE 


THE SENSATIONAL, MEW, SCIENTIFIC 


WALSCO STANDARD TEST RECORD 


FOR IMMEDIATE .. ACCURATE .. AUDIBLE ADJUSTMENT OF RECORD CHANGERS 
AND COIN OPERATED PHONOGRAPHS SOLVES THE PROBLEM OF 


ve a = a a Se SOUND / 


=—--: standards. 


, Ce Record plays in less than 40 


~ seconds. 


e Audio tone at end of record “UNIBELT” comes in 5-foot length 
indicates proper adjustment of 


tripping action. 


The WALSCO Standard Test Record saves time and increases time and money saver. Eliminates 
efficiency in the adjustment of record changers and coin oper- the need for stocking numerous sizes 


ated phonogranhs. Write for full information. 


@ Three Tone lead-in grooves 

permits immediate adjustment to 
proper set down position of the 
pick-up through audible means. 


MD @ Mode to RMA and NAB 


Will not Slip or Stretch 


spools and can be installed without 
taking dial mechanism apart. A real 


of belts. 


UUDUELSL piaducts Free sample and literature. Write 
to Dept. 8A 
Hetp The RadiosMean 
iLL. 


WALTER L. SCHOTT CO. BEVERLY HILLS CALIF. CHICAGO 5, 


New! Munger ELECTRO-BEAM ROTATOR 


pg Now You Can Have the Best Type of 
Directional Antenna at Low Cost! 


AT ONLY 


$6950... X 


F.0.B. Chicago, Illinois 


ORDER ONE 
NOW! 


@ Price Includes Revers- 
ible Electro-Beam Rota 
tor and Direction Indi 
cator 
Foolproof Potentiom- 
eter and Meter Cir- 
cuit. Calibrations in 
Both Degrees and Di- 
rections 

A SENSATIONAL VALUE 


When you see the many fine teatures ot my new 

Electro-Beam Rotator, you'll be as pleased as 

| am And you'll teel good too, because it's 

such an honest oe low because we 
kept you in mind constantly throu all the stages ot 
design, engineering and testing. -. that it's ready 
tor delivery, you can take my word that it's a rea! 
honey. About the specs: | R.P.M.—II5 volts, 60 cycle 
operation. Powerful reversible motor drives main shatt 
through heavy steel gears. Lifetime Oilite bearings 
Mechanism is completely weatherproofed—housed in 
sturdy non-rusting duraluminum case. All parts ac- 
cessible for easy inspection. Rotator mechanism weigh- 
ing only 10'/, ibs makes 't easy to mount lop mounr- 
ing plate 10 + 12° 


10 Day Free Trial Offer—No Risk 


Sena your check tor $6%.50 tor one Electro-Beam 
Rotator complete with Direction Indicator You 
pay small express charge upon arrival. Try it at 
my risk for 10 days. If you are not 

completely satisfied in every way, re- 

turn the units undamaged in their 

original carton and your money will 

be immediately refunded in full. You 

take no chances. Order your Munger 

Electro-Beam Rotator today! 


illustrated Bulletin on Request 


MANUFACTURED AND SOLD 
EXCLUSIVELY BY 


Rex L. Munger Company 
4701 Sheridan Road Chicago 40, Illinois 


ELECTRONIC VOLT-OHMMETER 


110 VOLTS AC 20 RANGES 
5 85 o 5 10/50/100/500/1000/5000 vott: 
DC and AG O—1, zoc 00,000,000 ohms 
in six ear rion a nges. Sensitivity: 
POSTPAIOD wer — MS per VOLT on ' 
Complete kit includes all component parts, cupes, 
punched and drilled chassis and beautifully enameled 
panel Easily assembled and wi 
Srecial slideback circuit developed during war © 
scientist at the California Institute of Technology 
gives amazing sensitivity and flexibility while « 
pletely eliminating necessity of batteries and ex 
meter, Each instrum nat is individually 
Dia! scale over nine inches long! 
addition to verforming the usual volt-ohm fune- 


BIAS AT THE GRID. BIAS CELLS without affecting 
the cireult. Measures the exact leakare resistance of 
INSULATION. TURES, CONDENSERS. It can be used 
with a signal generator for SIGNAL TRACING. 


STERLING ELECTRONIC COMPANY 


Devt. 3 
BOWLING GREEN, KENTUCKY 


EASY TO LEARN 


It is easy to learn or increase speed 
with an Instructograph Code Teacher. 
Affords the quickest and most prac- 
tical method yet developed. For te- 
ginners or advanced students. Avalil- 
able tapes from beginner's alphabet 
sical me asages on all subjects. 
ran to 40 WPM Always 
rf) "ORM. 


ENDORSED BY THOUSANDS! 


The_Instructograph Code Teacher 
literally takes the place of an oper- 
ator-instructor and enables anyone 
, hers and a oe without 
urther assistance. housands of Icces operator 
have ‘‘acquired the code’’ with the ee System. 
Write today for convenient rental and purchase ovilansa. 


INSTRUCTOGRAPH COMPANY 


4711 SHERIDAN ROAD, CHICAGO 40, [LLINOIS 


part of the i.f.s to spill over or oscil- 
late. When all of the transformers 
have been aligned there should be a 
noticeable background noise in the 
speaker when the gain control is wide 
open. This should be noticeable but 
not over loud. Too much rush noise 
may indicate that the i.f. strip is oscil- 
lating and additional shielding or by- 
passing may be required. It may be 
well to point out here that the .01 zfd. 
condensers shown bypassing the un- 
grounded side of the filament at each 
of the 6AC7 sockets were found to be 
very necessary to prevent oscillation. 
If oscillation still persists after using 
the values shown, try adding a .001 
ufd. mica condenser in parallel with 
the .01 ufd. condenser already there. 
Also, a 1 wfd. condenser on the fila- 
ment supply bus under the chassis 
may help. Keep all leads very short. 
Bring all grounds associated with one 
stage to one point and ground abso- 
lutely nothing else at that same point. 
Keep the placement of parts under 
the small chassis as symmetrical and 
neat as possible, making sure that 
each stage is wired exactly the same 
as the others. By taking these pre- 
cautions seriously, any number of 
these i.f. strips can be built and they 
will all work alike. Three have been 
built so far and no trouble has been 
experienced with instability. 

In the event that other transformers 
are used (other than those shown in 
the diagrams) it may be necessary to 
increase the bias on the 6AC7’s or pos- 
sibly to add some resistance loading 
across a few of the transformer wind- 
ings to keep them from “taking off.” 
If the i.f.s are stable, bringing the hand 
near the input lead should be sufficient 
to bring in signals with good volume 
depending on the i.f. frequency used. 
In the case of the receiver being dis- 
cussed, airplane signals could be heard 
all over the house with only the three 
inch piece of wire sticking out of the 
input transformer. If signals can be 
heard without whistles or squeals this 
is further indication that the if. stages 
are stable and are ready to be con- 
nected to the mixer stage. 

Before connecting the i.f. channel to 
the mixer plate, however, a great deal 
of time can be saved if it can be de- 
termined whether the mixer grid is 
tuning somewhere in the 144-148 meg- 
acycle band. If the builder has a trans- 
mitter already on this band or knows 
of someone who has, the problem of 
aligning these stages before putting 
them into the receiver is very simple. 
Disassemble the three front end sec- 
tions from each other so that the 
mixer stage can be handled by itself. 
With all of the circuit components 
wired in, the tube in the socket, with- 
out the filament or high voltage leads 
connected, couple the tuned circuit of 
the mixer to the plate tank of the 
transmitter. Turn on the transmitter 
without an antenna and connect a 
piece of 300 ohm line from the trans- 
mitter pickup coil to a small one-turn 
coil which is coupled to one end of the 
mixer coil. At the other end of the 
mixer coil, couple a small one-turn coil 


RADIO NEWS 


with a flashlight bulb in series with it. 
By adjusting the mixer coil until the 
bulb lights with the tuning condenser 
some where near the middle of the 
range, the presetting of this stage can 
be accomplished. The r.f. amplifier is 
preset in much the same manner. 
When both of these stages have been 
adjusted they are ready to be reassem- 
bled and should be handled with care 
to prevent moving or changing any of 
the circuit components. 

The oscillator must next be set on 
the band and this can be done in sev- 
eral ways. Perhaps the easiest way is 
to use a superregen receiver which 
tunes to at least 142 megacycles and to 
set the oscillator stage so that the su- 
perregen receiver blocks at this point 
when the oscillator plates are about '% 
to *s of the way out. The oscillator in 
this case will be working below the in- 
coming signal, something which will 
aid stability and give a little more 
bandspread. By setting the oscillator 
at 142 megacycles it should be at the 
correct setting to receive signals 
around 148 megacycles provided the i.f. 
frequency is 6 megacycles. 

After these preliminary adjustments 
have been made, the entire front end 


should be assembled and wired into} 


the set. With voltages applied, the an- 
tenna should first be coupled into the 
mixer stage by means of a single turn 


coil held close to the grid end of the} 


mixer coil. The mixer tuning conden- 
ser should be set at about ‘2 rotation 
and held there while the oscillator tun- 
ing condenser is rotated in and out un- 
til a signal is heard. Then tune the 
mixer stage until the signal is loudest. 
Note the relative positions of the two 
tuning condensers. If they are at 
widely different settings, adjust one or 
both coils until the two condensers 
tune in a signal at approximately the 
same relative setting. When this has 
been done, the ganging of these two 
stages is completed and the antenna 
may be coupled into the r.f. stage in 
the manner shown in the diagram. The 
r.f. stage is adjusted to track with the 
other two stages in the manner just 
described. When completed, the coup- 
lings between the three condensers 
can be tightened and the receiver is 
finished. 

The presetting of the inductances in 
the manner described above should 
place the tuned circuits near enough 
to the correct value so that signals can 
be heard almost immediately with a 
little tuning around. This will save 
hours or even weeks of searching for 
the band, It should be pointed out that 
very small changes in inductance or 
capacity will make correspondingly 
large changes in frequency and there- 
fore the builder is cautioned to make 
changes slowly and only a little at a 
time. Once the band is located no 
changes should be made in the oscil- 
lator circuit until after the mixer and 
r.f. stages have been completely 
aligned and adjusted and no further 
improvements can be made in them. 
Then, if desired, the tap on the oscil- 
lator coil can be adjusted for optimum 
oscillator amplitude. This can be de- 
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52 OHM COAX CABLE 


BRAND NEW 60 Foot COILS $1 25 
COMPLETE WITH CONNECTORS... ‘ 
It’s genuine Amphenol RG-5/U—use it in plece of RG-8/U. 
Has smaller diameter (.332), less capacity between center con- 
ductor and shield, less weight, easier to handle than RG-8/U. 
Rated at 1100 watts at 30 Mc. Supplied complete with stand- - 
ard Amphenol 83-1SP-( PL 259) connectors attached at each end. 7 

-a4a4 aa_e ad JjiJ 


No. 4A496—60 ft. coil $1 25 r 


with connectors...... | 
Any number coils connect together with 83-1) connectors (beluw) iJ | 


‘3 Extra Connectors HANDSET TS13 as 


F : Combines a 200 ohm corbon 

4 a or use with above mike and _ a a eee 

; with butterfly switch for “listen” 

cep — 35¢ and “talk”. Has 6 ft. flexible 
si-18P 83-1R 83-1AP 85-19 NEMS tr rubber cord with 1 each PLS5S 


and PL68 plugs attached. At- 


10 Hy. - 200 Ma. tractive bakelite case, light 


weight. 

Ideal for interphone outfits for 
Thordarson home or industry, mobile and 
Filter Choke many other applications. Made 

: to rigid Signal Corps spec. 

200 ohm D.C. resistance, ‘ 
2000 V. RMS: Size 334" sq. A Truly Outstanding Surplus 
x 454" high. Wt. 514 Ibs. eee Every One BRAND 
Has 12” leads at side NEW. 


ate. n3A206 $1 88 No. 17A407, Special Eech $3.95 
a $250 Vshee 
99¢ 


No. 16A376, 


80, 75 and 40 Meter $3 95 
CRYSTALS, 10 for . 
In FT 243 holders, cut from highest quality 
quortz, accurately ground and acid etched. 
Frequency marked on each within 2 KC. Sorry CURVED 
we must sell them in assts. our pick of fre- NEEDLE NOSE 
quencies—but you can‘t go wrong! There ore 6” Cresent Tool Co. Dro ” ” 
. : " p forged “Crestoloy 
plenty of choice frequencies for 80, 75 and steel, cadmium plated. Very handy for close 
40 meters or for doubling to 20 and 10 meters 


: quarters. At this price, every tool kit and 
pI cg he: hon one gucranteed to be on bench should have one 


Dat. OF 10 OY acne ns PIOID Compact Rechargeable 
COL FILLED. dg yy 


Clear Plastic case. pd 2 
d 6" high—(ebout tf 
10 mfd. 1000 volts CD a = ‘9 
Dykanal TJU List $12.00 


size of the ordinary #6 dry 

cell) make it applicable for a 
No. 17A268 $1 95 wide range of uses where battery 
Spec. Ea..... . power is needed. Rated at 24 AH. 
8 mfd.1000 voltsSprague 
List $10.80 in multiples of 2 volts 
— — $1 45. Shipped dry. Uses standard bat- 
pec. Ea. . 

ss where. Every One Brand New. 
No. 18A366 While They Last, 
Special Each 65c No. 5A133. Special Each - $1 95 
Dua! section, At a Fraction of Cages Cost 

200 mmfd. 8000-ohm impedonce, 


Gangs nicely for other voltages 
- ' tery electrolyte available every- 

5 mfd. 600 volts Sprague List $7.00 
JOHNSON VARIABLE The “Tops” in Headphones 


per sec- highly sensitive. Best 

tion, 2000 quality Alnico magnets 

V. break- in molded biack bake- 

down. Spac- lite cases, concealed 

ing .045"". terminals. Headbond 

Tose sora, | in titerceet 

List $10. $2.95 cord with PLS4 plug at- 

No. 18A510 Special Ea. tached at side out of 

Johnson variable, dual section, 304 mmfd way. Jack and rubber 

per section. Spacing .045”. cord supplied to ex- 

Type 300ED20. List $9.95. $3 45 tend length te 51/2 ft. 
Stk. No. 18A509, Special Each Extremely lightweight, only 9 oz., with re- 


movable rubber ear cushions of comfortable 
Our terms Cosh with order or COD design. Made to Air and Signal Corps specs. 


Brand N 13.50 Value. 
with 20% deposit please. Add Postage i aneee Specic! Per Pair $2 39 
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BURSTEIN- APPLEBEE 


1012-14 MCGEE STREET, 
KANSAS CITY 6, M/SSOURI 
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AN/ART-B COLLINS 


AUTO TUNE TRANSMITTER 


A modern, compact, lightweight, high-powered transmitter 
For trequency range 2-18 | Mc. on any of its 11 auto tune 
crystal controlled or master oscillator channels. These 
units removed from planes. Checked and guaranteed 


“” $19Q00 


COMPLETE WITH DYNAMOTOR UNIT 


NAVY-CRV-46151 
AIRCRAFT 
RADIO 

RECEIVER 


INCLUDING 
CASE 


$7915 


Four bands, including broadcast (195-9,050 KC). Circuit 
is six-tube superheterodyne with mechanical band change 
or remote operated electrical band change. Remote band 
change and tuning controls included, making this set readily 
adaptable to mobile ham use. Powered from self-contained 
24 V. DC dynamotor 


The sets are complete with tubes, mounting rack and 
remote controls 


ARC-4 TRANSMITTER 
AND RECEIVER 


INCLUDING 


Operates on any of its 4 predetermined crystal controlled 
frequencies in the range of 140 MC. Complete with tubes, 
remote control, junction box, shock mounting base and con- 
necting plugs. This unit is ideal for amateur UHF or mobile 
telephone. Operates from self-contained 24 V DC dynamo- 
tor. 12 V available upon request 


RADIO ALTIMETER APN/I 


A complete 460 mc. radio receiver and transmitter which 


can be converted for ham or commercial use. Tubes used 
and included: 4-12SH7, 3-12SJ7, 2-6H6, 1-VR150, 2-955 
2 Other components such as relays, 24 V dynamotor 
transformers, pots, condensers. etc., make this a buy on 
which you can not go wrong. Complete as shown in alumi- 
num case 18 x7 ‘7% 


$1495 


TERMS: CASH WITH ORDER 


AMERICAN SURPLUS 
PRODUCTS CO. 


537 N. CAPITOL AVE. 
INDIANAPOLIS, IND. 


, termined by the signal-to-noise ratio 
| as well as the general loudness of the 


signals received. Changing the tap 
will shift the oscillator frequency and 
therefore large changes should not be 
made at one time. 

If a direct reading dial is to be made 
it is well to keep in mind that some 
drift can be expected up to 15 minutes 
after turning on the receiver so it is a 
good idea to allow it to become good 
and warm before attempting to cali- 
brate the dial. If this precaution is 
taken, a perfect calibration can be ob- 
tained and it will remain accurate as 
long as no changes are made in the 
receiver. Antenna changes have no 
effect upon it, naturally. 

—50- 
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Vibrator Tester 


(Continued from page 48) 
| 
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There is nothing complicated about 
the vibrator tester. Nevertheless, it 
is a useful service instrument. One 
thing that is desired in a test is to try 
the vibrator for its ability to start at 
voltages likely to be encountered in 
actual service. 

In order to accommodate the large 
variety of vibrators having different 
prong arrangements the tester would 
need at least seven sockets. How- 
ever, the number of sockets to be in- 
cluded is a matter of personal choice. 
The diagram shows only two sockets. 
Additional ones may be used to take 
other vibrators if desired. Due to the 
fact that most of the sockets needed 
are special and hard to obtain, it is 
much easier to use just the two 
sockets shown. These two _ sockets 
will test a high percentage of all vi- 
brators encountered. To take care of 
the remainder, two cables, with two 
wires each, and a single wire are 
brought out. Alligator clips with rub- 
ber insulators are put on the ends of 
each cable wire. One of the cables 
should be designated as the primary 
and the other as the secondary. The 
single wire is the common negative. 
Black rubber insulators may be used 
on the primary cable and red on the 
secondary. The common clip is left 
bare. 

Inside the tester the cable marked 
“Primary” is connected to the top 
two contacts of the four-prong socket 
and the cable marked “Secondary” is 
connected to the top two contacts of 
the five-prong socket. The single wire 
is connected to the common negative 
lead, the one that connects to both 
sockets, the meter, the potentiometer, 
the battery, load resistor, and the 
filter condenser. Fig. 2 shows how 
the five wires are to be connected. 

To test a vibrator using these wires 
it is only necessary to refer to the 
vibrator connection circuits in a serv- 
ice encyclopedia. It is easy to connect 
the wires to the prongs. For a non- 
synchronous vibrator only the primary 
cable and the common wire are 
needed. The common wire is con- 
nected to the reed prong and the cable 
wires are connected to the contact 


Internal view of vibrator tester. All 
parts are mounted direct to front panel. 


prongs. The switch on the tester 
should be in the position so that the 
output from the secondary of the 
transformer passes through the recti- 
fier tube. For testing a synchronous 
vibrator the common wire is connected 
to the reed prong, the primary cable 
wires are connected to the primary 


contact prongs, and the secondary 
cable wires are connected to the sec- 
ondary contact prongs. The _  syn- 


chronous interrupter switch should be 
thrown to the position for synchro- 
nous vibrators. The polarity revers- 
ing switch should also be thrown to 
the correct position. 

To test any vibrator, first place it 
in the proper socket or turn it upside 
down and connect it into the circuit 
with the cables as explained above. 
The voltmeter switch is then thrown 
to the input position. The synchro- 
nous interrupter switch is thrown to 
the proper position, depending on 
whether the vibrator is synchronous 
or non-synchronous. The polarity re- 
versing switch is used only when 
testing synchronous vibrators. It is 
then switched to the position that 
gives a positive voltage on the side 
of the load resistor that connects to 
the cathode of the rectifier tube. The 
position of this switch depends upon 
the arrangement of the secondary 
contacts in the vibrator, It is impor- 
tant that the correct polarity be ob- 
tained before the tester is allowed to 
remain on because reversed polarity 
will damage the electrolytic filter con- 
denser if allowed on any length of 
time. The push switch that connects 


Fig. 2. Wiring diagram shows method 
used to connect, externally, vibrators 
with base connections other than those 
provided on the original testing panel. 
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UNBELIEVABLE VALUE! 


a Multi-Range VOLT-OHM AND ALL-WAVE 
MILLIAMMETER "= SIGNAL GENERATOR 


BOTH FP $2485 


Don't pass up this amazing introductory offer! Rush 


Ome 
: 


your order now for this sensationally low-priced 
combination. Skeptical? . .. of course... but rush 
your order anyhow we guarantee to refund 


your money in full if the units do not meet with 


. your complete approval after a 10 day FREE trial. 


——— 


Specifications of Model M-50 Specifications of Model B-45 


' ee aaa ae meter Generates RF frequencies from 150 Ke. to 50 Mc. Modulation is ac- 
© 4AC. A A : O- volts. . : . . : : 

aes . complished by grid-blocking action—equally effective for alignment 
; a pcre tering Mees an i 1500 volte. of amplitude and frequency modulation as well as for television re- 
° 2 RESISTANCE RANGES: 0-10 000 ohms; 0-1 Megohm. ceivers. Self-contained batteries. All calibrations etched on front pane! 
© Attractive modern black and white panel. for DIRECT READING. Beautiful processed dualtone front panel in 
© Beautiful hand-rubbed oak case. Complete with test leads and all heavy gauge crystalline steel cabinet. Complete with test leads and 

operating instructions. batteries. 


20% deposit required on all C.O.D. orders. 


MOSS ELECTRONIC DISTRIBUTING CO. oo, ESISHESTER SQUARE 


COMPLETE WITH ALL COMPONENTS 
and 29 RCA Tubes Pius 10” Flat Sur- 
face CR Tube 


$99950 


Also Available with 12” Fiat 
Surface CR Tube for 


$2 5950 


10% Deposit with Order 
All Prices F.O.B. B’kiyn, N.Y. 


’ © No Eye 
@ Strain 


The First 10° Fiat Surface Picture Tube 
FRONT END 


Will handle 13 television channels. It is so flex- 


ible that any number of channels from 1 to 13 AUDIO 
can be used. This allows a start with the channels Two Page of Audio Amplification 
é ore used. 
now in use 2-4-5-7-9-11-13 and then install the 
TUBES 


others as desired for a slight additional cost One 6AT6—1st Audio Amplifier 


One 6V6GT—2nd Audio Output Am- 
plifier 

POWER SUPPLIES 
Low voltage power supply is a well 
filtered supply using full wove recti- 
fication. Delivers 300V positive and 
100V negative at 250 M.A. with good 
regulation at continuous duty. 


TUBES 


6AK6—Tuned R.F. Amplifier 
6AK5—Mixer 
6C4 —Oscillator 


1. F. VIDEO & SOUND STRIP High Voltage Supply is of the Fly-Back 
ANTENNA INPUT (PATENTS PENDING) type delivering approximately 1OK.V 
Balanced 300 ohm line. e 1. PICTURE IF. STAGES: Power consumption approx. 300 watts. Both Supplies use the fo! 
Five |.F. Picture Stages of Amplification. lowing tubes: 
Aligned and tested, ready to use when deliv- * 2. SOUND LF. STAGES Two 5U4G — rectifiers as full wave rectification 
Two I.F. Stages with Limiter & Discriminator One 8016 — H.V. rectifier half wove rectification 
ered. Merely connect B plus, filament and output * 3. VIDEO STAGES: 
\.F. leads to the television chassis. It is not neces- Two Video Siages of Amplification with a SYNCHRONIZATION SEPARATOR 
sary to make any R.F. alignments fiat response of 4.5 M.C. SYNCHRONIZATION AMPUFIER SWEEP CIRCUITS 


+ 4. ONE D.C. RESTORER. TUBE COMPLEMENT. 


e 5. TUBES: 


SIZE OF One 6)5 — Vertical Blocking Oscillator 

Five6J6 — Picture |.F. Amplifier One GALS — DC. Restorer One 6SN7GT — Horizontal Blocking Oscillator Guaranteed to 
One 6J6 — Picture |.F. Amplifier & Detecto One 6AU6 — Limiter CHASSIS One GKEGT — Vertical Output Amplifier operate to your 
One 6AU6 — Ist Video Amplifier Two 6BA6 — Sound Amplifier . oe One 68666 — Horizontal Output Amplifier satisfaction 
One 6K6GT — 2nd Video Amplifier One 6AL5 — Discriminator 19° x17" x3 = a re ey and Amplifier when simple di- 
e 6. \.F. FREQUENCY — AUDIO 21.6 — PICTURE 26.1 One 6SH7_  — Sync Separator rections are fol- 
All of the above circuits are contained on ene chassis, delivered One GSN7GT — and Sync Amplifier lowed. 
completely wired, tested, tuned and tubed ready fer installation. One 1” Flat-faced Cathode Ray Tube 


Also 1—12" RCA 8.6 oz. PM Speaker, 1 Specially Designed Dipole Antenna with 60 ft. Lead-in and Complete Pictorial Data, Schematic. 


TELEVISION ASSEMBLY CO., 387 Bushwick Ave. Brooklyn 6, N. Y. 
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THE MASTERS 
CHOICE! 


SUPREME MODEL 5048 
TUBE AND SET TESTER 


Any craftsman distinguishes him- 
by the appearance of his tools 
and equipment. For 19 years 
SUPREME equipment has identi- 
fied thousands of successful radio 
service engineers. SUPREME 
equipped repair shops distin- 
guish themselves for their pro- 
fessional appearance, dependa- 
bility, and profitable operation. 


One among the complete 
group of SUPREME radio testers 
is the Model 504B Tube and Set 
Tester. 


@ METER— large 4-inch square-face me- 
ter, 500 micrcampere. 

@ SPEED— push-button operated. 

@ FLEXIBLE— simple, yet Universa! 
Floating Filaments feature insures against 
obsolesence. 

@ SIMPLICITY— roll chart carries ful! 
data for tube setting. No roaming test 
leads when using multi-meter—only push 
@ button, 

SPECIFICATIONS 

DC VOLTS — 1000 Ohms per voit: 0-5-25- 
100-2£0-500- 1000-2500. 

AC VOLTS — 0-5-10-50-250-1000. 

OUTPUT VOLTS. 0-5-10-50-250-1000. 

OHMMETER, 0-200-2000-20,000 Ohms 

0-2-20 Megohms 

Condenser Check: 

Electrolytics checked on English reading 
Scale at rated voltages of 25-50-|00-200- 
250-300-450 volts. 

Battery Test: 

Check dry portable "A" and ''B" bat- 
teries under load. 


SUPREME 


SUPREME INSTRUMENTS CORP, 
GREENWOOD, MISS. 
U. S. A. 


"SUPREME BY 
COMPARISON” 


See the 


SUPREME 


complete line. 
Write for new SUPREME catalogue 
No. 447. 
14% 


the battery into the tester circuit is 
closed and the potentiometer is ed- 
justed until the voltmeter reads 5.2 
volts. The switch marked 8S, in Fig. 1 
is closed. If the vibrator starts it is 
good and will likely give a great deal 
more service. However, if the vi- 
brator fails to start at this point 
switch S: should be opened and the 
potentiometer adjusted until the volt- 
age is close to 5.6 volts. Vibrators 
that start between 52 and 5.6 volts 
are doubtful. They may be expected 
to give trouble very soon. Vibrators 
that start only on voltages above 5.6 
are bad. 

If the vibrator successfully passes 
the starting test it should be tried for 
output voltage. The potentiometer is 
adjusted until the input voltage is 
anywhere between 6 and 6.5 volts. 
The voltmeter switch is then changed 
to the output position. If the voltage 
is normal and remains fairly constant 
the vibrator is good. But, if the vi- 
brator produces a badly fiuctuating 
voltage or a voltage below nine-tenths 
of the normal voltage it is definitely 
bad. — 


Making the Seale 


Operating the vibrator tester and 
interpreting its indications may be 
simplified by calibrating the meter so 
that it reads like a tube tester. The 
regular card should be removed from 
the meter and a new one prepared. 
The new one may be made by draw- 
ing on thin white Bristol board with 
India ink or it may be made from 
white paper and pasted on the reg- 
ular dial card. The new card may be 
laid off from the original, using it as 
a template or pattern. Two scales 
should be calibrated—input and out- 
put. The meter being a 0-1 milliam- 
meter is marked from 0 to 1 by tenths. 
When used in series with the 10,000 
ohm resistor for the input circuit it 
becomes a 0-10 voltmeter. Therefore, 
to calibrate the input scale, the por- 
tion from 0 to .52 is labeled “GOOD,” 
the portion between .52 and .56 is 
labeled “?,” and from .56 to full scale 
is marked “BAD.” 

To calibrate the output scale of the 
meter, the necessary data should be 
obtained before removing the original 
card from the meter. The potenti- 
ometer is adjusted until the input 
voltage on the vibrator is between 6 
and 6.5 volts, the meter is switched 
to the output circuit to see if the rec- 
tified output is normal, smooth, and 
fairly steady. The readings “GOOD” 
and “BAD” may be established by 
testing known good and bad vibrators. 

The meter when switched to the 
output circuit becomes a 0-500 volt- 
meter due to the 500,000 ohm series 
resistor. The average output of a 
good vibrator should be about 240 
volts. This may vary considerably, 
however, duc to the components used 
in making the tester. For instance, 
the vibrator transformer has a great 
deal to do with the secondary voltage. 

The Cireuit 
The complete 


wiring diagram of 


Borwtd you were 


You remember him... 


He was the lucky fellow who found a 
magic lamp. It gave him everything he 
wished for—from diamond-crusted pal- 
aces to a sultan’s daughter as his bride. 


You’ve probably wished a lot of times 
for a miracle like this to happen to you. 
Maybe not for out-of-this-world treas- 
ures, but for something that will take care 
of the things that are bound to come up. 


Like medical expenses, or college for 
the kids. Or maybe just for the nice, safe 
feeling it gives you to have some extra 
money put aside for the future. 


Though no magic is involved, there is 
a way to give you this security. The Pay- 
rol! Savings Plan. Or, if you're not eligi- 
ble for the Payroll Plan but have a check- 
ing account, the new Bond-a-Month 
Pian. 

Either way, it’s almost unbelievable 
how quickly your money accumulates. 

Where else can you get such a safe, 
generous return on your money ($4 for 
every $3)? It’s so simple—-so easy, you 
hardly miss the money that you're saving. 


And don’t forget—at the same time, 
you're making more! 

Next to a magic lamp, there’s no better 
way than this to make sure your future 
is secure. 


Save the easy, automatic way 
-«ewith U.S. Savings Bonds 


Contributed by this magazine 

in co-operation with the 
Magazine Publishers of America 
as a public service. 


RADIO NEWS 


The test voltage is supplied by a 
storage battery plus one cell of an- 
other battery. This gives about 8 | 
volts across the potentiometer which 
makes it possible to adjust the input 
voltage on the vibrator to the desired 
points for making the tests. A push | 
switch is used in the battery circuit so 
as to eliminate the possibility of un- 
necessary battery drain. 

The meter with the two series re- | 
sistors is essentially a two scale volt- 
meter, 0-10 and 0-500 volts. As you 
already know, any milliammeter be- 
comes a voltmeter of a higher range 
when a series resistor multiplier is 
used. 

The rectifier tube may be an 84, | 
6Z4, 6X5-G or 6X5-GT. The filament | oy 
leads are run directly to the six volt | SE ag age ee reen- 

| 


the vibrator tester is given in Fig. 1. | 


poe? 
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battery. The filament must not be 
connected to the four cells like the | 
potentiometer because the heater 
voltage of any of these tubes should | 
never exceed 7.5 volts. The filament 
may be connected without regard to 
polarity. 

The load resistor is a 5000 ohm, 50 
watt unit. It should be mounted so it 
doesn’t touch either the panel or the 
cabinet. 

The 8 zfd. filter is an electrolytic | 
condenser. The positive side of this | 
condenser is connected to the cathode | 
of the tube and the negative to the 
other side of the load resistor. 


. 
ase? 
“** 
no 


Wiring Hints 


In building this tester there is no | 
set rules of arrangement or wiring. | 
It may be wired with heavy, flexible, 
insulated hook-up wire, however, all | 
wiring in the primary circuit should 
be at least No. 14. The primary cable 
and common lead extending outside to | 


A Truly 100% Vacuum Tube 


* ST. CLAIR VOLTMETER 


SPECIFICATIONS: 
connect vibrators not fitting the | “7 oe ae 30, 160. gy ge 
sockets should also be large wire. All | pnput veciotanse 33% mogehme. Aelatacy ar 2% et ull seale. 
joints should be soldered. Sensitt}. 666.686 onms per volt. ruses: 
| A-C Electronic Voltmeter. 1—6SN7. 1—6H6, 1—6X5. 
Const “ti Detail 7 $00" 1000 it = os EQUIPMENT: 
onstruc on eta Ss Input “impedance—10.8 oo SS a i ees with 
| hunted & micro-micro far- ec ra r . 
Because of the small space needed | ads. “4 pela 1—c.bie “A.C.” ohms with plug 
for the parts, the vibrator tester may | $3595 a ea Se a~canle “commen” with glug ane 
b ade int $ ll i I | ae gm te 1000 ae 
e made into a small, neat unit. It mediate Delivery = — 105 120 volts. 60 cycle 


may be built on a wooden, masonite, 
bakelite, or metal panel and mounted 
in either a wooden or metal cabinet. | 
The author’s tester is made on a 7%” | 
x 10” panel and mounted in a carry- | 
ing case style cabinet, the kind com- | 
monly used for tube testers. 

All parts are mounted on the panel. | 


We also carry complete lines of Simpson, Superior, R.C.P., and R.C.A. Sound Equipment. 


* Complete Line of 
RESISTANCE TYPE LINE CORDS ; 
Complete line of Resistance type line cords standard 3 terminal AC-DC 
resistance line cords. Prompt delivery. Fiexible, sturdy cords, 3 terminal 
type with color coded tinned leads. 
135-160-180-200-220-250-290-300-330- 


: — see earitte 350-390 ohms. 
The unit was complete ly wired before 45 cents each. 10 of MOre...........ceeeeeeeeeeeeeeee: 42C os. 
placing in the cabinet. The rectifier | 
tube socket is mounted on the back of | oa TELEVISION PARTS 
the panel near the top so that the Television Receiver, Coil Kit, Video IF, in- Low voltage power transformer, 700 volt cen 
tube hangs upside down ji é cluding 10 Matched RF, Oscillator, Video IF, ter tapped, 175 MA, 5 volts—3 amp 6.3 volt— 
inet ite es + oe oe Sound IF, Discriminator transformer. 8 amp $9.75 each 
inet. Sound IF frequency is 21.5 mc. Video 25mc. Television Manual: design and construction of 
The “on-off” push switch is at the Price for Kit $4.89 4 modern 5” or 7” television receiver, with a 
upper left corner, just below the bat- complete schematic $1.75 


. We c lete stock of Radio Parts, 
tery cable. The switch marked 8, on e carry a complete sto 


the diagram is at the left of the meter. | 
The input-output voltmeter switch, | 
synchronous interrupter switch, and | 
polarity reversing switch are at the | 
right of the meter. The cables for | 
connecting vibrators not fitting the | 
two sockets come out just below the | 


meter. 
-- 
September, 1947 149 


Transformer, high voltage, 2200 volt. to 2 Ma Equipment, and RCA ge tubes. Send 
Separate 2.5 volt amp. winding . . . $7.95 each for our latest catalog, Dept. N. 


612 W. RANDOLPH - Dept. N-CHICAGO, ILL. 


MARK TIME 
SWITCHES WITH A 
THOUSAND USES 


NEW—SURPLUS 
A FRACTION 
OF THEIR 
ORIGINAL 
cost. 


CAPABLE OF BREAKING 
10 AMPERES AT 110 
VOLTS, THIS SWITCH 
CAN BE SET TO SHUT OFF 
AT ANY SELECTED TIME 
WITHIN ITS RANGE. 


CALIBRATED IN 15 MIN., STEPS TO 5 HOURS 


THIS TYPE OF PANEL MOUNTING SWITCH IS 
USED BY MANY OF THE LARGEST MANUFAC- 
TURERS OF WASHING MACHINES, COOKERS, 
SUN-LAMPS, AIR CONDITIONERS, MEDICAL 
AND LABORATORY APPARATUS, VENTILAT- 
ING FANS, REFRIGERATORS, POWER TOOLS, 
ELECTRIC FURNACES AND IN A VARIETY OF 
ELECTRONIC DEVICES. 


USE IT TO TURN OFF... 


YOUR RADIO, WINDOW OR NEON 
LIGHTS, SOLDERING IRONS, BAT- 
TERY CHARGERS, DAIRY OR POUL- 
TRY EQUIPMENT, HEATERS. 


CAN BE USED FOR... 


VULCANIZING, CLEANING AND 
DYEING, METAL TREATING, PLAT- 
ING, TANNING, MOULDING, TEXTILE 
PROCESSING. 


RADIO SUPPLY CO. 


INCORPORATED 


1426 MARKET ST. 


| number. 


SAN FRANCISCO, CALIF. 
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PRODUCT INFORMATION 
ee EING a subscriber to Rapio 
NEws may I draw your at- 
tention to a difficulty that arises for 
those who live in this country. 
“Various manufacturers in the 
United States advertise in Rapio 
NEws details of their products and 
often offer technical details, also 
catalogues, sometimes requesting 
postage, sometimes not. 
“Here we cannot easily obtain U.S. 
postage stamps and British ones would 
be useless. 


“I have written to various adver- 
tisers hoping they would cooperate, 
but only one has replied, namely, Gen- 
eral Electric Co. 


“I appreciate that trading (due to 
shortage of dollars) between the two 
countries is limited but that will pass 
and the time will come when trade 
will flow once more, then the manu- 
facturers who have been helpful to 
subscribers of Rapio NEws will surely 
benefit. 


“My interest in this subject is as a 
radio service engineer and I do appeal 
for technical details on American 
valves (tubes), electrolytic and paper 
condenser, also vibrators, all of which 
are seen in prewar and ‘Lend-Lease’ 
receivers over here but details of 
which are indeed difficult to obtain. 

“Any help you can give will be 
appreciated. 

“While writing I must congratulate 
you on the high standard you main- 
tain in Rapio News and say how help- 
ful the articles on test equipment 


| are. Please may we have more and 


more.” 
Robert Barlow 
Devon, England 


Manufacturers of this country are 
becoming more and more “export 
minded” and product information 
should be more readily available as 
time goes on. 

* * * 


MODEL NUMBERS—PLEASE 
ee S I'VE been servicing radios 
since 1927, I feel that I have a 
right to voice an opinion—at last! 

“There are many, many, radios on 
the market that do not bear a model 
Though I do not manufac- 
ture radios I can’t see that it would 
incur any great additional expense or 
hardship if the model number were 
stamped legibly on each and every 
chassis, 

“If those manufacturers who neg- 
lect this slight courtesy to those in 
the field who service their products, 
would themselves spend a month in 
the field, they would certainly find 
themselves doing a bit of cussing and 


might then understand the service- 
man’s point of view. 

“A radio without a model number 
is worse than a tube without its proper 
designation. 

“RapIio News can do a lot in fur- 
thering the cause of the serviceman 
in this respect by requesting that the 
manufacturer be ‘just a good sport’.” 

Felix F. Januss 
Los Angeles, California 


We highly agree with Mr. Januss. 
Let’s hope that this letter will do 
some good. 


* * * 


CORRECTION PLEASE 
ee ITH reference to the article 
‘A Universal Voltmeter,’ which 
appears in the June 1947 issue of 
Rapio News, I believe that you should 
add a note of correction as indicated 
below. . 

“The meter described, if calibrated 
correctly on _ sinusoidal alternating 
voltage, will not indicate correctly on 
direct voltage (or on most other 
waveforms, for that matter). As an 
example, if calibrated on sinusoidal 
a.c., and if used to measure 115 volts 
d.c., the meter will indicate 128 volts 
instead of 115. The ratio is 2 V 2 or 
1/11. 

“This is sufficiently important to be 
worth- noting so that users of the 
meter will not be led astray.” 

J. N. Thurston 

Massachusetts Institute of 
Technology 

Cambridge, Massachusetts 


Indeed it is! You are entirely cor- 
rect in your reasoning. Our thanks to 
Reader Thurston for pointing out this 
omission in the text. 

* * . 

NO, NO, MR. POSTMAN 
ee N PAGE 60 of the May, 1947 

issue of your excellent maga- 
zine, the article ‘Where Will You Find 
Them?’ mentions the U. S. mailman as 
a source of forwarding addresses of 
former customers. 


“All local mailmen have always 
told me that divulging a forwarding 
address would mean the loss of a 
mailman’s job, and the same is what 
I have always been told at the post 
office. What gives?” 

Jacob B. Marx 
Cincinnati, Ohio 

Far be it from us to fly into the 
face of post office regulations. If we 
were wrong on this lead—we are in- 
deed sorry—and hope that none of 
our readers have impugned the in- 
tegrity of the postal service by at- 
tempting to wring such information 
from his mailman. 
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Servicing Patevinten Receivers 
(Continued from page 43) 


ment. Consequently television sets will be carefully in- 
terlocked to prevent out-of-cabinet operation. In some 
instances interlocks may also be applied to the capaci- 
tance in the deflection plate high voltage system, to short 
out the condenser when the chassis is removed from the 
cabinet. 

Since these safety precautions are necessary to prevent 
the possibility of brute force shock and equipment damage, 
servicemen will have to learn how to check and service 
dead circuits or train themselves in high voltage safety 
precautions hitherto unnecessary with voltages seldom ex- 
ceeding 300. The high voltage hazard will also accentu- 
ate the importance of insulation and the position of both 
components and wiring. Special attention will have to 
be given to the possibility of leakage and resultant dam- 
age to low voltage components. 

The cathode-ray tube also introduces a new implosion 
hazard. Exhausted to high mu, the tube must be protected 
from rough handling, physical shock, or wide tempera- 
ture changes in different parts of its glass envelope. Un- 
like standard radio tubes, the cathode-ray tube is a po- 
tential bomb and serious injury to the serviceman and 
the equipment may result from the careless dropping of 
tubes during servicing. It should always be removed and 
replaced with care. It should not be carelessly left on the 
floor or bench where it may be broken accidentally. 

Recognizing the viewing tube implosion hazard, set 
manufacturers will provide a safety glass shield for the 
tube face. The purpose of this shield is to prevent per- 
sonal injury which may result from tube implosion, and 
to prevent accidental contacts by children, vacuum clean- 
er handles, and other home hazards. It should never be 
removed unless absolutely necessary and under no cir- 
cumstances should a television receiver be returned to 
the owner without it. The implosion hazard increases with 


be prepared 


for FM and TELEVISION 
with 


: ==) 4 WORTHEASTERN 
Signal Generator 


A general purpose radio and audio frequency oscilla- 
tor. AM and FM coverage, 160 kilocycles to 140 mega- 
cycles. Fixed frequency 400-cycle audio oscillator. Full- 
vision direct-reading dial. 10 volt a-f output. r-f output 
from approximately zero to 100,000 microvolts by 
means of two controls. Low external field. Five bands, 
calibrated in kilocycles and megacycles and a sixth 
scale (0-180 degrees) for special calibration. 


Rugged construction in steel cabinet with leather 
carrying handle. Brushed stainless steel panel with 
etched calibrations. Planetary drive and flexible coup- 
ling provide accurate adjustment. 


Model 700 — $59.95 
F.O.B. Manchester, N. H. 
Dept. SG-3 


ENGINEERING, INC. 


He NORTHEASTERN 


MANCHESTER, N. H. 


September, 1947 
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QUALITY 
PRODUCTS 


-» ATR 


ATR 


4a A 4a 
BATTERY 
ELIMINATORS 


For DEMONSTRATING 
and TESTING AUTO RADIOS 


New Models . . . Designed for Testing D.C. Electrical 
Apparatus on Regular A.C. lines. Equipped with Full-Wave 
Dry Disc Type Rectifier, Assuring Noiseless, Interference- 
Free Operation and Extreme Long Life and Reliability. 


* Eliminates Storage Batteries and Battery Chargers. 

¢ Operates the Equipment at Maximum Efficiency. 

* Fully Automatic and Fool-Proof. 

© Type 60-ELIA . . . Rated Output 6.3 Volts at 6.5 Amperes. 
Dealer Net Price $22.80 


e Type 120C-ELIO ... Rated Output 6.3 Volts at 14 
Amperes. 
Dealer Net Price $37.20 


AUTO 
RADIO 


VIBRATORS 


Designed for Use in Standard Vibrotor-Operated Auto Radio Re 
ceivers. Built with Precision Construction for Longer Lasting Life. Prices 
ore approximately 15% lower. 


ATR 
STANDARD 
AND 
HEAVY DUTY 


INVERTERS 


For inverting D.C. to A.C. 

Specially Designed for Operoting A.C. Radios, Television Sets, 
Amplifiers, Address Systems, and Radio Test Equipment from D.C. 
Voltages in Vehicles, Ships, Trains, Plones and in D.C. Districts. 


Write for New ATR Catalog—Today! 


—, 


PtP, 
AMERICAN TELEVISION AND RADIO CO. 
1931 


Products Since 


Quality 


SAINT PAUL 1, MINNESOTA 


— 


AMATEURS 
SERVICEMEN 
DEALERS! 


HIGHEST QUALITY 
LOWEST PRICES 


McClintock 0-1 MA Meter—3'4" ea. $4.2. 
All Tubes JAN Inspected, Individually Boxed — 


RECEIVING TUBES 


5U4G ea. $0.60 6H6 ....,. @@. $0.55 
SNe ea. .54 GSN7GT.........ca. .66 
6V6GT a a 6 ee” ea. .65 
6X5GT ea. 56 GAGS ea «8=—«98 


TRANSMITTING & SPECIAL 
PURPOSE TUBES 


2X2/879 ea. $0.90 329/829B ea. $3.00 
eieactens ea. .89 2026 ....ea 69 
9006 ea. $0.65 
KITS 


Resistor Kit consisting of 265—14W, 205—1W, 60—2W 
Fully insulated RMA coated, ranging from 47 OHM to 
40 MEG OHM. Each type individually packaged 
$50.00 value specially priced —$14.95 
Condenser Kit consisting of 185 MICA, Ceramic and 
molded paper condensers ....Only $4.95 


CAPACITORS 


Sprague 4MFDX600V Rectangular Can 
Incco .2MFDX5000V Rectangular Con 
Sprague IMFDX3600V Rectangular Can 
Inceo 7MFDX8060V Rectangular Can wd 
Micamold 7MFDX600V Rectangular Can 
Incco 2MFDX1000V Rectangular Can 


BRR833 
errs | 


BBBaes 


FILAMENT TRANSFORMERS 
5000 Volt Insulation) 
L15V 60 cycle PRL.S#1.6.3V @ 5 amp. S#2.2.5V @ 9 amp. 
$#3.2.5V @ 4 amp. $2.95 
115V 60 cycle PR1I.S#1.6.4V @ 12 amp. 842.6.4V @ 10.6 
amp. 8#3.5.0V @ — $#4.5.0V @ 3 amp. 845.5.0V @ 3 
amp. 546.2.5V @ 1.75 amp. $4.95 


PLATE TRANSFORMERS 
(5000 Voit Insulation 


115V 60 cycle PRI. 2100 V @ 100 MA Secondary. . .$8.45 
115V 60 cycle PRL. 860 VCT @ 300 MA Secondary... 4.95 
CHOKES 
Choke, 59 Henrys—100 MA/850 OHMS......... $2.95 
Dual Choke, 12 Henrys—100 MA/150 OHMS 2.45 
Crake Jumdo Jewels, Amber and Red ea. $0.59 
Circuit breakers, 117V 10 amp. os eccesesoeeoe $1.75 
Circuit breakers, Time Delay Magnetie........... 1.75 


CONNECTORS 
2-piece straight with Molded Low-Loas Mica Filled Insert 
Connector : $0.49 


Angle Plug 
Socket 


Adapter Polystyrene Insert Pin and 
: .69 


Receptacle Chassis or wained! Low-Loss Mica Filled 
Insert 


Hood for R. G. Cables, 80, 100, 110, 220, 630, 650 15 


Minimum order $2.00. 25% deposi 
on all orders—balance C.O.D. 


ALL MERCHANDISE NEW AND 
GUARANTEED 


W & H SALES CO. 


1815 SO. KEDZIE AVE. 
CHICAGO 23, TLL. 
CRAWFORD 5208 


an increase in the size of tube screens. 
Tubes with larger than five inch faces 
may implode with terrific force which 
will demolish both cabinet and the set 
itself. Obviously anyone in the im- 
mediate vicinity is liable to permanent 
personal injury. 

Viewing tubes also present a prob- 
lem of electrical adjustments unlike 
those previously experienced in 
standard broadcast sets. In general 
all adjustments of the video compo- 
nents are critical. For example, elec- 
tromagnetic type tubes require ion- 
trap coils to prevent ion spot and the 
resultant burning of the tube screen. 
If the coil is not properly adjusted ion 
spot trouble may be eliminated but 
quality of the electron beam may be- 
come impaired and result in a poor 
image. lIontrap adjustment requires 
the checking of the raster pattern by 
applying approximately 300 volts to 
the neck of the cathode-ray tube. The 
applied voltage must be in proper 
position with respect to the internal 
pole pieces and the neck of the tube. 

Projection type sets will be 
equipped with optical systems that 
will require a basic understanding of 
optics by the serviceman. While sys- 
tems similar to those used in cameras 
and motion picture projectors may be 
used, a fundamental knowledge of the 
new Schmidt lens system will also be 
useful. In view of the high cost of 
grinding lenses to optical quality, 
plastic lenses, inexpensively molded 
may come into general use. Electro- 
static attraction of dust in the pro- 
jection lens system may result in a 
regular maintenance job. If plastic 
lenses become standard the service- 
man will have to become adept at 
removing, cleaning, polishing, and re- 
placing relatively soft materials with- 
out, damage. 

“Television service will require an 
expanded knowledge of power sup- 
plies for the high voltage, low current 
demand of the cathode-ray tube de- 
flection system and the relatively 
high current, 


Priced for Quick Disposal 
Cw-3 WILCOX 


RADIO 
RECEIVERS 


$13.25 EACH 


Express Collect 
While they last—Any Quantity 


Superhet circuit 1900-16500 K.C.; 110 Volt 
60 Cycle A.C.; one stage R.F.; B. F. O., noise 
and sensitivity controls; audio output 
limiter; rack mounting; complete with all 
coils; complete set spare tubes; original 


ates. 
” Dept. 9 
AMERICAN MDSE. MART 


411 Finance Bidg. Philadelphia 2, Pa. 


SURPLUS 


12 [bs.tuecrronic PARTS $2.00 


A gold mine of parts for repairmen, amateurs, and experi- 
menters . . . sockets, condensers, resistors, transformers, 
coils, hardware, wire, etc., etc. An outstanding bargain 
in usable parts! Send $2.00 cash. check or M.O. today! 
(Pay small express charges on receipt.) 


ARMY SURPLUS TU-5-B 
TRANSMITTER-TUNING UNIT 


Range 1500-3000 KC. 


Individually cartoned. Component parts value many times 
this special price of.-....... Ul 
(F.0.B CHIC AGO) 


ELECTRONIC DISTRIBUTORS, Inc. 


Dept. AS’ 620 W. Randoiph St. Chicago 6, fii. 


low voltage demand for | 


other receiving tube plates and heat- | 


ers. High voltage supply may appear 
in several forms including: 1. rf. 
high voltage, rectified; 2. flyback sup- 
ply from scanning coil; 3. standard 
type, built-up from 60 cycle supply. 

Each of these high voltage supplies 
has advantages and disadvantages 
which will affect 


the serviceman’s | 


problem. The r.f. high voltage recti- | 
fied type provides the poorest regula- | 


tion while there is the greatest haz- 


ard in the type built-up from 60 cycle | 


supply. 
Power supply for -the other receiv- 


ing tubes will be enlarged to supply | 


plate and heater needs for comple- | 


ments ranging from sixteen to thirty 
tubes or about four to six times the 


current demand for the average AM | 


broadcast receiver. Transformers, 
chokes, resistors, and wiring will re- 
quire higher current ratings for sat- 
isfactory operation without excessive 
heating. Where multiple power sup- 
plies are used for individual circuit 
components the serviceman’s trouble- 


TRAIN FOR RADIO 
IN MIAMI 


Prepare for a radio career in one of Amer- 
ica’s most beautiful cities—busy, romantic 
Miami—at the crossroads of two continents. 


Embry-Riddle’s internationally known Gov- 
ernment-approved School of Aviation offers 
a full year Radio Course, designed to 
qualify you for important jobs in the Radio 
Industry. Approved training under G.I. Bill 
Immediate enrollment. 


FOR FREE INFORMATION 
MAIL THIS COUPON—TODAY! 


Dean of Enroliments—Dept. 55 
EMBRY-RIDOLE SCHOOL OF AVIATION 
Miami 30, Florida 


Name Age 
Address 
City State 

Check One: 0 Veteran 0 Non-Veteran 
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shooting time will be appreciably in- 
creased. 

The initiation of the average serv- 
iceman to television servicing may 
come through the installation of the 
set and its antenna. It is in this ac- 


tivity he may make or break his op- A MUST for NOISE-FREE 
portunities in the television field. STORE DEMONSTRATION “~~ — 


Television sets, unlike standard 


broaccast receivers, cannot be sold on PURATONE’ 
a take-home, plug-in basis. Because < Be 
of this, department stores and many 


other retail outlets will hire service- SIGNAL BOOSTER 


men or train their own personnel to 


specialize in television set installa- | CARRIES AM, FM and TV ANTENNAS ALL ON THE SAME MAST 
tion. How well or how poorly the ; 
serviceman does the antenna job will SS 
determine the public’s attitude to- Increase your radio sales by bringing home-like 
ward his ability to perform  pro- . M. FM . 
; ; | and TV set in your 
fessional service. | reception to oy & -* y 
Without a good antenna, properly | showroom. . . eliminating all interference and 
installed, good television reception bothersome noises. : 
cannct be expected. In this way a - 
new market for labor and material is HERE'S HOW: The Puratone Signal Booster 
being created for alert servicemen. System is easily installed on the roof of your 
In instances of apartment house in- ai . . 
: tl 
stallations as many as four antennas building. A shielded coaxial cable runs directly 
and carefully installed transmission from the mast to the concealed amplifier on the 
lines may be required. This may display floor. 
create a new need for public rela- : BMS cae 
tions for radio servicemen... to From the amplifier a radiating wire is placed 
provide the good-will and permission | jnconspicuously around the display space. No 
of apartment owners and their su- , ‘ di ' —_ 
perintendents for antenna installation. direct wire connection to radio sets required. 
Outside antennas must also comply One system serves any number of floor models. 
with the Underwriters’ Laboratories . : 
; ; . the video-type AM-FM 
requirements, and in many instances Dual wave ahead = ? ——— 
with local ordinances, building codes, amplifier bring in all 
and other regulations. —30- 


stations at an average 
tone-level. 30-40 DB 
| gain on FM; 40-60 DB 
| gain on AM. Effective 
for any radio depart- 
ment layout. 


r a 


ET 
Reflective Optical System | 
(Continued from page 56) 


Solution of all the above problems 
culminated in the final development | 
of a projection kinescope—the type 
oTP4—having all the desired visual | 
and electronic characteristics for 
large-screen image projection. The 
tube is normally operated with a po- 
tential of 27,000 volts, providing great 
brilliance on a high-contrast white- 
litht fluorescent screen. About five 
times as much light is projected onto 
the large, final viewing screen as 
could be delivered from tube to screen 
by a conventional F:2 motion-picture 
projector lens without loss of final- 
mage quality. 


Write for illustrated circular. 


*Reg. VU. S. 
Pat. Office 


WORLD'S CLDEST AND LARGEST MANUFACTURERS OF RADIO ANTENNAS AND ACCESSORIES 


ARE YOUR SCR-274-N (or AN/ARC-5) RECEIVERS JUST A MESS 
pEgpeane OF WIRES AND PLUG TERMINALS TO YOU? 

The RCA reflectiye optical system | DO YOU WANT SCHEMATICS? A COMPLETE AND DIFFERENT SET FOR THE 
for television projection is a develop- INSTRUCTIONS? EXPLANATIONS? BC-946-B (R-24/ARC-5) BROADCAST-BAND 
ment evolved from the reflection prin- Here's a 3 pag folder, each page full eteetioont RECEIVER 
: : . size (8'42" x ] with the answers to a your 
iples of optical apparatus devised by saneloan Simplified schematic and ea,!anation This .set of sheets is also 12 pages, with practi al 
Kellner and by Schmidt. of the control and power ——— and all - wiring — couch clrous explanation _n 

y , rpare ¢ “ae lugs Instructions tor simple conversion of the power pack; top and ottom views with parts 

Forty years ago, an American lens blank adapter in front to a local-control adapter, location arrows; schematic, parts list, and com 
esigner, Kellner, patented a reflec- with volume control, on-off switch, and CW - detailed step-by ste] instructions which any 

ve Ter ~weto » oe ‘ . MCW switch Schematic and parts list for A-C eginner can tollow to convert the set for a 

rte optical system for light trans- power Mn ( acabiate ‘olen oe L instructions for sperker (BFO replaced by audio driver stage), 
mission by searchlight or by the head- RF. IF. and BFO Top and bottom views with changing the R.-I vet control to ~"y ce rol 

; r : OY rows sho iw parts locations Voltage anc an adding delaved AV‘ tront-en ad: 
ghts of an automobile. r'wenty-five ee om ees nid ~ thle-shooting aa — alignment: etc Also ~A do)! ro 
vears later or fifteen years ago, a Ger- matie of receiver with 3-unit rack, 3-unit control postpaid 

an optician, Schmidt. invented a box. and eter, ope @ cc mi lete sche SPECIFY WHICH SET OF SHEETS YoU 

° ° ° matics, one each oT , $99-2 or > (same as . > b nr ahs i% imuniieia etn 
amera with a reflective optical sys- R-23/ARC-5), BC-454-A or -B (same as R-21 WANT. Print you pagar My: cs os 
tem which provided a large aperture | | ARC-5), and BC-455-A or -B (same as R-22 in the upper left corner ¢ © envelope 
ie 3 ere : ARC-5), each schematic with coil and trans 
atio and a wide field of view, and former sub-schematics, parts list, etc. This folder R. E. Goodheart 

as widely used in astronomy. is invaluable, but costs you only two dollars ‘ 

Entirely unknown to each other | postpaid. Include with your order. 2616 N. Spaulding Ave. Chicago 47, til. 
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GOVERNMENT SURPLUS 


We have on hand a large selection of 
Radio and Electronic Equipment purchased 
from the United States Government, and 
solicit your inquiry on practically any 
equipment or component parts used by the 
Army or Navy. Listed below are only a few 
of the many items we now have in stock. 


-—— ator 1-22A. Selsyn with indicating rose, 100 
TH power tube, assorted breakers, high-voltage 
condensers, relay, transformers, etc. Good for 
antenna and transmitter control and remote 
modulator basic kit. 110 V 60 cye. $27.50 
Scope, 5” 110 V 60 cycle input. Control unit BC- 
1266. 15 tubes including 5 CP1. Has all power 
supplies built in except for 300 Volt amp. B 
voltage 40.00 
SAVE EIGHT DOLLARS! Purchase both of the 
preceding items, packed in original shipping case 
and crate. Shipping weight 400 lbs. 59.50 
Message Holder, excellent for station logs, regula- 
tion letter size 814x11" with extra clip for holding 
spare sheets, also protective cover. Reg. Signal 


Corps type a 95 
Spark Plug suppressors—6 for. . 35 
Box of 50 2.25 
Eleétrolytics, 10x10x10x10 @ 400 V Mallory FP— 
can 89 
Neon Bulbs, GE 4W 115 V Bayonet Base 15c ea. 
10 for 1.15 
Neon Bulbs, GE 4W 115 V Candelabra base 
17éc ea. 10 for 1.25 
Kit of 100 4 Watt Resistors, assorted 2.49 
Relay, 24 Volt, 60 cycle Coil, Contact 15 amp 
DPST. Normally Open. Ward Leonard 1.95 
Relay, 2.5 V or 5 V Coil, 60 cycle, Contacts 150 
Watt, Guardian Elec. 1.25 
Whip Antenna, 3 removable sections to make 9 ft. 
Whip w/insulated Mast Base MP-22-A. Con- 
structed to swivel when hit by obstruction. Ex- 
ellent for Mobile Antenna 5.50 
TS-13 handset 3.95 
Linesman's pole climbers 4.50 
Safety Pelt with strap. State belt size wanted 5.75 
RGS/U Coax, 52 ohm. Polyethelene. Minimum 
order 25’. Per ft. 07 
45V Heavy Duty “B” Batteries 8x414x7%4. Date of 
manufacture May 1945. Carton of 4 1.98 
Lots of 100 ea. .25 
6 V Lantern Battery, 254x254x37%. Date of manu- 
facture June 1945. Box of 5 98 
Lots of 30 ea. 13 
li Amplifier, 4 stage. 36 Mac. 1.4 mgc. wide. 7 


tubes—4—6AC7; 1—6SJ7; and 2—9002. Shipped 
with tubes and complete set of spare parts, in- 
cluding extra set of tubes. Shipping weight 40 lbs. 19.50 
BC-375 100 Watt Transmitter for Al, A2, A3 
emission covering 200-500 KC and 1.5-12.5 MC 
by means of seven plug-in tuning units. The 
power amplifier is a neutralized class “C"’ stage 
using 211 tubes and is equipped with an antenna 
coupling circuit. Supplied complete with all 
components, including 28 VDC Dynamotor 
necessary for an operating installation 
SCR-274-N Command Set conststing of three 
receivers covering (190-550 KC) (9.0-6.0 MC 
6.0-9.1 MC) and two transmitters covering 
4.0-5.9 MC) (5.3-7 MC) plus all equipment in- 
cluding modulator unit and 24 VDC Dynamotors 
to complete an operating installation. Easily con- 
verted to 110 Volt 60 cycle operation 39.95 
SCR-522 Receiver and transmitter. 100 to 156 
mge 4 channel AM phone. Complete with tubes. 
No dynamotor 


SPECIAL $25.00 OFFER 

On a deposit of $5.00 we will ship you 
C.0.D. Freight Collect a large quantity of 
Government Surplus Radio Items subject 
to your inspection and approval. If, after 
inspecting, you are not more than satisfied, 
return to us Freight Collect and all it will 
have cost you will be freight charges one 
way. You should be able to dispose of a 
few of the items that you may not need for 
the entire cost. This is the cheapest way 
we can sell you War Surplus Radio Mate- 
rial. Our warehouses are filled with thou- 
sands of choice Government Surplus Radio 
Items. Lots of them we do not have in 
sufficient quantity to advertise nationally 
and the cost of inventorying, itemizing, 
corresponding, ete. would only increase 
their cost, therefore we make this offer. 
If you wish to mention a few items you 
desire we will endeavor to include them in 
this assortment. 

Above Prices F.0.B. Baltimore 
Minimum Order $2.00 


THE ABELL DISTRIBUTING COMPANY 
5 E. Biddle Street, Baltimore 2, Md. 


SEND FOR OUR FLYER— 
NAME ITEMS INTERESTED IN 


18.95 
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the two men had worked independ- 
ently in their own specialized fields of 


endeavor and to accomplish entirely’ | 


different objectives, yet they both de- 
veloped essentially the same type of 
reflective optical system. 

Since his equipment was used ex- 
tensively, Schmidt is generally given 
full credit for developing the reflec- 
tive optical system as an aid to pho- 
tographic work in astronomy. How- 
ever, Kellner’s conception of the sys- 
tem considerably predates that of 
Schmidt. 

The successful development of 
large screen projection for television 
is the result of a- group effort by many 
members of the RCA technical staff, 
but a large.share of the credit for re- 
sults obtained is due Dr. D. W. Ep- 
stein, in charge of the Optics and 
Cathode Ray Tube Section at the 
RCA Laboratories. 

While it is too early to state the 
probable image sizes that will be def- 
initely preferred by the public, there 
will be produced at least several re- 
ceiver models equipped with observa- 
tion screens of a size measuring 18x24 
inches, 24 x 32 inches, 30 x 40 inches, 


or larger—for rooms accommodating 
large audiences, hotel lobbies, small 
auditoriums, and the like. The re- 


flective optical system can be used for 
almost any size of large-screen pro- 
jection in any type of receiver having 
sufficient interior cabinet space for 
mounting the optical elements. 

Using essentially the same _ basic 
system of projection, large-screen 
theater-television equipment (Fig. 3) 
has been designed and used success- 
fully. The optical part of the system 
includes an extremely brilliant pic- 
ture tube operating at a potential of 
70,000 volts, a 30-inch reflecting mir- 
ror, a 22% inch glass lens’ to correct 
for spherical aberration, and a projec- 
tion screen measuring 15x20 feet. The 
system embodies the same principles 
as the basic reflective optical system 
previously described. 


Into the Future 


Future use of projection television, 
in new models of RCA home receivers, 
and equipment for large-screen thea- 
ter projction, will make use of this 
same, basic system of optical reflec- 
tion (Fig. with any necessary me- 
chanical modifications and, when de- 
veloped, any possible improvements 
in the brightness and efficiency of the 
system. 

Considerable research is now being 
conducted in the realm of synthetic 
luminescent materials, to discover a 
phosphor compound which can be used 
with much higher operating voltages 
to produce even brighter television 
images. This includes improvements 
in the technique of coating phosphor 
layers with a thin, metallic film to 
increase the brightness and contrast 
of a picture tube. 

Other improvements in the projec- 
tion-type kinescopes will permit, 
eventually, much higher accelerating 
voltages and greater beam intensity. 

Because of the basic simplicity of 


NOW AVAILABLE! 
Full Range Reproduction 


1. at 


A re de + in omplier cleverly 
designed to defy obsolescence ond amazing in its 
performance. New circuits, new moterials ond new 
processes are actually combined in this one amplifier 
to produce the most satisfying musical amplifier the 
world has ever known. If you are one of those discrimi- 
nating persons for whomanything less than the best is 
* a disappointment, you ore one for whom the ACA- 
100DC was. as designed. Send for technical literature.- 


AMPLIFIER CORP. of AMERICA 


398-2 Broadway 
New York 13, N. Y. 


ORDER NOW 
BRAND NEW—LM 13 


Frequency Meter Boxes, Portable with Can- 
vas Bag. Has many uses for the ingenious 
builder. Tremendous value............ $ 

BC 348 Army Receivers (New Condition).. .§49.50 

300 Ohm Amphenol Twin Lead, per 100 ft..§ 2. 

75 Ohm Amphenol Twin Lead, per 100 ft.. .§ 

Kilowatt 75 Ohm Amphenol Twin Lead, per 
TOT eer $ 

Complete stock of 80 and 40 meter MON- 
ITOR Crystals in holders, any frequency 
ME B Uhsethbadenecunesceees each $ 

3 Gang 410 Mmfd. Per Sect. Cond. 
PR ea cctvsccdaceeeneesea as 

NL, on ncccconseesesonad 8 

Pr TD ncesncnesecetes $ 

2” PM Speaker (Bakelite Cased) 

Veed in Woliile Talble ... cccccccccceces 
#12 Solid Enamel Antenne Wire, per 100 ft.$ 
#14 Solid Enamel Antenna Wire, per 100 ft.$ 
SIREN, Commercial type hand operated, 

very loud noise, gov't cost $21.00. Spec..$ 


Send for Our Special Bulletin of 
Government Surplus items 
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1759 E. COLORADO ST. PASADENA 4, CALIF. 


Pasadena Phone—SYcomore 3-1196 
Los Angeles Phone—RYan 16683 


TEST OSCILLATOR KIT 


at only 

complete 

with tubes 
Two bands, 180-575 and 575-1800 Ke. 12SK7 ECO 
35Z5 rectifier and 991 modulator. —, and 
priced to save you money. Kit... . $14.75. 
ae 8€=6elClUre 


Terms-Cash with order or C.0.D. with 20% deposit 


Send for our new bargain list. 


HALLMARK ELECTRONIC CORPORATION 
592 Communipaw Ave. Jersey City 4, New Jersey 


—ROTA-BASE— 


Fad eaey LAB. DIAL actually gives a 
picture radio tube connections. ™ 
dial to the tube number desired on ‘the ROFn tum BA: t 
and complete ecti .* 


¢ i instanti 

cated dai am. No more valuable 

time lost um! pares or = lena readi 

Filament, grid, plate, cathode, MoRE THAN 
tul res are given. PRICE ‘how ONLY $1.00 


postpaid or sent fe ao: plue 
postpaid or sea 0:0: Plus postage’, Oraer Now. 


REED MFG. co. Los Angeise 13. % 


Calif. 
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the reflective ontical system itself no 
extensive changes are anticipated in 
the future. However, general re- 
search in the field of optics will con- 
tinue in an effort to provide optical 
systems of much greater efficiency. 

Essentially the same basic method 
of optical projection will some day be 
used for chromatic television, both in 
home receivers and large-screen the- 
ater equipment. In each case, three 
complete and independent optical sys- 
tems would be necessary—with count- 
less other modifications. However 
none of this equipment will be com- 
pletely developed for a great many 
years. 

Because projection television now 
provides an unprecedented oppor- 


tunity for reaching a greater number | 


of listener-viewers per television re- 
ceiver, there is likely to be extensive 
interest aroused in large-screen tele- 
vision, on the part of advertisers and 
merchandisers, and by _ individuals 
never before interested in the video 
art. 

At such times when lavish musicals, 
plays, or other high-cost stage pro- 
ductions are televised, a much keener 
appreciation of the broadcasters’ 
efforts will be possible through large- 
screen reproduction. 

Entertainment and merchandising 
are but two aspects of television, 
however, with hundreds of new uses 
yet to be explored or investigated. 

In time, television will be unsur- 
passed as an important visual means 
of education, enlightenment, observa- 
tion, exploration, training, and in- 
formation—a source of culture, truth, 
and knowledge. 

A completely new philosophy of 
education, visual education, can be 


extended to many schools and count- | 


less classrooms, to homes of invalids, 
and farms in rural districts. The 
study of trades and crafts and spe- 
cialized professions will take on new 
meaning under guidance of skilled 
artisans, acknowledged experts, and 
master craftsmen. 
In other fields: 
needed, 
sight! 
Industrial control by means of 
television is a vast, new, and virtually 
unexplored sphere of visual endeavor. 
Television will watch over a hundred 


Wherever vision is 
television can supply the 


industrial machines, control their 
operation, regulate production, in- 
crease safety of human life. Experi- 


ments will be observed and regions | 


will be searched where the human eye 
could not exist. All forms of industrial 
control and regulation will require 
projection of collected visual informa- 
tion, 

As its many potentialities develop, 
television will become more than an 
art, more than an industry. It will 
be a powerful source of knowledge, 
thought, and opinion, assuming a 
dominant role in human affairs. Tele- 
vision will become a great and vital 
influence in shaping the World of 
Tomorrow! 
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It’s NEW! It’s PORTABLE! 
It’s MASCO’s De Luxe 16\In. 


Transcription Player 
with Built-in 
5 Watt Amplifier 
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It has everything required. 


Never before has such a 
splendid professional disc 
transcription player been 
offered at such an outstand- <x 
ingly low price! 
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Ask your Masco dealer to “ndard recordings 
demonstrate it for you. 


List price with tubes $134.50 
West of Rockies add 5% 


For descriptive literature or other infor- 
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MARK SIMPSON MANUFACTURING CO., Inc. 


32-28 49th Street, Long Istand City 3, N.Y 


PORTABLE SWITCHBOARDS 


BD-71: 6 line, local battery, monocord, W/CT, repeating coils on 2 lines to per- 
mit simplexing telegraph circuit. New. Price $40.00 each. 


BD-72: 12 line, local battery, monocord, magneto type, repeating coils on 4 lines 
permitting simplexing for telegraph, night alarm bell, carrying strap and 4 col- 
lapsible steel legs. New. Price $60.00 each. 


Discounts for quantity orders 


MASPETH TELEPHONE & RADIO CORPORATION 


427 Fiatbush Avenue Extension 
NEvins 8-5709 


Brooklyn 1, New York 
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Five fully tested "CRAFTSMEN BUILT 
products that student-experimenters 
or experts may buy and use with com 
plete confidence of excellent service 
Mail the coupon 
below for full infor 
mation on the 
products you are 
interested in 
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THE RADIO CRAFTSMEN, INC. 
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Television Installation 
| (Continued from page 46) | 


jam the receiver too close to a wall or 
other back surface. 

| Make certain that all tubes are 
|firmly in sockets, and that all grid 
|leads to tops of tubes and all chassis 
|plugs are in place. Often these are 
|jarred loose during shipment. Now, 
| with no lead-in or antenna connected, 
'turn on the receiver. Switch to the 
channel of a television station that’s 
known to be on the air. Then adjust 
receiver controls to obtain some sort 
of picture image, even if it’s ‘very 
weak. (Weak signals are apparent by 
their lack of brightness plus a “snowy” 
or “spattered” effect over the entire 
received picture. At this stage of the 


installation, such picture weakness is 
usually normal.) 

If signals cannot be received and 
the set is known to be functioning 
properly, a makeshift antenna may be 
necessary to check operation of the 
set. Cut two pieces of any kind of 
wire, each about 3 feet in length and 
as straight as possible. Connect a 
wire to each of the two input termi- 
nals of the receiver, to simulate the 
appearance of a dipole. Some sort of 
signal should be received, and set con- 
trols are adjusted to obtain the best 
picture possible. 

The received sight and sound must 
be synchronized! If they are not, the 
receiver is definitely out of alignment 
and therefore would be operating 
improperly. 

All adjustment of the receiver con- 
trols should be according to the manu- 


NINETEEN STATION 


, pace -mrhl promotion program which 
was designed to display the value of 
frequency modulation has grown al- 
most overnight into one of the most 
promising radio hook-ups in the history 
of the industry. 

The Continental Network operating 
from its home station, WASH, in the 
|mation’s capital, is now serving nine- 
teen stations in a six-state area. Utiliz- 
ling both 8 ke. land lines and aerial 
pick-ups, this network provides three 
top Washington features, the Army Air 
Forces Band, the U.S. Army Band, and 
nightclub singer Dona Mason. to FM 
listeners in many Eastern cities. 

Land lines are used to connect station 
WASH with station WFIL-FM in Phila- 
\delphia and W2XMN and W2XEA, 
Major Edwin H. Armstrong’s experi- 
/mental station at Alpine.New Jersey. 
From Alpine the programs are picked 
up by either land lines or by air and 
distributed to outlets throughout the 
coastal area. 

The accompanying map shows the 
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WIiBX-FM 


FM HOOK-UP IN EAST 


nineteen station net. Land line hook- 
ups are indicated by dotted lines while 
aerial pick-ups are shown by solid lines. 

At present the network is operating 
on a non-commercial basis with special 
emphasis being placed on selling the 
advantages of frequency modulation 
broadcast services. Hook-up costs, even 
when telephone lines are used, are 
shared by anyone joining the network. 
Although the home station is now 
operating with 650 watts of effective 
radiated power, it is expected that 
WASH will operate on 15,000 watts in 
the near future, at which time it may 
be possible to eliminate some of the 
telephone wire hook-ups. 

As the first broadcasting relay in the 
history of FM combining radio and 
telephone circuits, WASH is not resting 
on its laurels. New and improved meth- 
ods of transmission and expanded 
coverage are currently being sought 
with the hope that soon a nationwide 
FM hook-up may be in operation. 
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Engineered by specialists in the de- 
velopment of broadcast receivers, 
built in our own modern laboratory. 
Four times the power of pre-war 
radio sets. Handsomer in appearance 
and more efficient in operation. 
Visual slide rule tuning dial with 
built-in Regaloop, and super Alnico 
No. 5 permanent magnetic speaker, 
with automatic volume control. 


FEATURES 

Six Tubes—including Rectifier 
Single Band Super-Heterodyne 
Broadcast Band 550 to 1650 K.C. 
Automatic Volume Control 
Wave Trap Rejector 


Super Sensitive Iron Core 
Transformers 


5” Alnico Wonder Speaker 
Iluminated Slide Rule Dial 
Built in Regaloop 


$24.95 LIST PRICE 
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MODEL 1049 


- | specialists in the de- 
velopment of broadcast and short 
wave receivers, built in our own 
modern laboratory. Four times the 
power of pre-war radio sets. Hand- 
somer in appearance and more effi- 
cient in operation. Visual slide rule 
tuning dial with built-in Regaloop, 
and super Alnico No. 5 permanent 
magnetic speaker with automatic 
volume control in the handsomest 
modern plastic cabinet. 


FEATURES 

Six Tubes—including Rectifier 
Two Band Super-Heterodyne 
Broadcast Band 550 to 1650 K.C. 
Short Wave 16 to 49 Meters 
Automatic Volume Control 
Wave Trap Rejector 


Super Sensitive Iron Core 
Transformers 


5” Alnico Wonder Specker 
iiuminated Slide Rule Dial 
Built in Regaloop 


$34.95 LIST PRICE 


Engineered 


MODEL 205 


Engineered by specialists in the de- 
velopment of broadcast receivers, 
built in our own modern laboratory 
Four times the power of pre-war 
radio sets. Handsomer in appearance 
and more efficient in operation. 
Visual slide rule tuning dial with 
built-in Regaloop, and super Alnico 
No. 5 permanent magnetic speaker, 
with automatic volume control. 


FEATURES 

@ Five Tubes—including Rectifier 

@ Single Band Super-Heterodyne 

@ Broadcast Band 540 to 1650 K.C. 
@ Automatic Volume Control 
+ 


Super Sensitive Iron Core 
Tronsformers 


5” Alnico Wonder Speaker 
INuminated Slide Rule Dial 
Built in Regaloop 


$1 9.95 LIST PRICE 


@ ALSO AVAILABLE IN IVORY 


WARREN DISTRIBUTORS 


3145 Washington St., Jamaica Plain 30, Mass. 
WRITE FOR DEALER DISCOUNT SCHEDULE 


MODEL 747. J 


The REGAL Super-Mite! AC, DC or 
BATTERY. Smali enough to be 
packed in a suitcase, yet uses stand- 
ard full size components! Parts inter- 
changeable anywhere! The only set of 
its size with 5 "A" batteries and | 
'B’’ battery. Average life—i00 hours! 
FEATURES 


@ 42" Alnico No. 5 speaker with 
@ heavy duty slug weighing |.47 
oz. 


@ Selenium rectifier (no rectifier 
tube necessary) 


@ Super-Heterodyne 
Available in six different colors 


@ Full size 2-gang variable con- 
denser 


$29.5 


LESS 
BATTERIES 


: i 
- J 
: 1 
: i 
| 
' FM-VARIABLE CONDENSER (88 to 108MC) and complete set of MATCHED COILS with ) 
‘ SCHEMATIC CHART AND INSTRUCTIONS for building your own FM TUNER............-- $4.95 : 
t 
I 4 
1‘ i of RADIO | TUBES—KNOWN BRANDS—BULK Each ch DESIRABLE PARTS—The Prices Speak for Themselves + 
4, , 27 75, 7 7, 78 bilclactiealbwest doobeesee ee le. 
| 89, 5U4, 5Y3, os i et Leo ott 42 Elec. Phono. Motor, w a EN, 50540046 ceewenemea’ $2.95 | 
wee OO Ge GOW.) tee ee cececcens 42 Ce oe... ccenncbaboete 1.75 ' 
1 GAR, 6H, 6K7, 6Q7, 6SA7, 6SK7, 6SQ7..22202 0 44 4° PM SPEAKER, Alnice No. 5 SOIREE, woncekcqenoes "95 
in rns hace ne bandibcnndene 44 PM SPEAKER, Alnico No. 5 Magnet.................. 1.22 . 
| 1223, 12BE6, i2SN7, 12SQ7, 12SR7....................2008 AT 5° DYN SPEAKEK, 450 ohms, with output trans 1.95 
1 35L6, 50B5, 5OL6, 1ZAT6, 12SA7.................ssceeeeee 49 VOLUME CONTROLS, '% or 1 Meg. with switches 39 | 
42, 43, 1A7, 1H5, 1N5, 6L6, 6V6, 6X5.................0000. 59 OUTPUT TRANSFORMER, match 50L6 "39 i 
1 0Z4, 7A8, 7B4, 7B5, 787, 2516, 50A5.. |... 22.2022 65 LINE CORDS, approved, 6 SUPE... coc vacanesedes "14 
IRS, 1S4, 185, 1T5, 394,305, ILNS..02.22 STII 74 TUE SNEWS... cc ccccccocccece 15 j 
t ILA6, 1LE3, 70L7, 117Z6, 25A6. ut Beppe 1.10 TOGG LE SWITCHES, DPST... rh igs -28 : 
: ; et a et , 
t yo wee TEPER TORUS AUTO VIBRATOR, standard over 700 Auto Radios. |... 1.45 ' 
4 “005—600 V_ SOLDER (Rosin) per pound coah .55 
1 2 $3.95 PER HUNDRED PRINOLA RECORD 'CHNNGRIRS ase 
. ITERCOMMUNICATION SYSTEM, List $34.95... : 
' y~ fe - $4 PHONO. AMPLIFIER, includes 3 Tubes...........-...... 3.70 ] 
‘1 — 600 Vv. (Per Hundred) 40 RESISTANCE CORDS, EC RS al ya .39 | 
$ 25 —600 V. (Per Hundred). 222222222 22DIIIEIIIEIE 3.75 SOLDERING IRON, 100 Watts evicconeusieeeas 1.90 
' 5 v (Per Hundred) POPP eee ee eee eee eee eee ee ee 14.50 ‘om. ae OR, CAML, 456KC RR ee A 4 7 
5 —600 V. CASRN RETR Oe ae. : a SCR SA Bhensavususstates 
1 ELECTROLYTICS VARIABLE CONDENSER, 2 Gang. 42 hac pals rs a 
 EREEP A icine 6 AB eco pA (Each) $0.18 TELEVISION ANTENNA, List $14.50................. 
Y SEMNTELLR cécescs dceheastouwebdidevdelccckoccoevanaea TELEVISION LEAD-IN, 300 Ohms ~4 1000 feet) 19.80 | 
intel eich ieee ereeel Bacal ¢ las Poueunines 3s COAXIAL CABLE No. 59U, 72 Ohms (per 1000 feet)........ 64.20 . 
{ NTE TT TN ne ceapdt shagh betes “26 ELECTRIC PORTABLE PHONO. (3-Tube)... ........ "95 
G0/4D/O—150 VBE VV... . «oso... ncccccccccccaccceece “4 SELENIUM RECTIFIER. ....... 0... ...seecseseeee eee “95 t 
1 Seve aR gO ae RT ROT CN Ra IEE ‘27 RESISTORS, }4-Watt (100 Assorted). .00.002.00.002000000 30 
' IEEE oc dae hanes cgaitinsapuniiansiaaanets 59 KNOBS, (100 ee erereeemeerenen men eeewes ese 50 | 
ST... chek gcuhnadacbindiddddeasemenmnmpangtan -32 SOCKETS | 100 Assorted) «<= - oo. ceecsseeeeecesennenee es -00 ' 
IT occnusonnuatiereuiiaieiammmdlinad ct aceaned 36 PILOT LIGHTS (100 Assorted). 227.0220. UIIDDIITIITIIE. . 
; ST cs cohakmagunedoaieani eames taanedinaiel 139 BROOKS INVERTER, 50 Watts. ot Me ciicedesecstice. 8.95 r 
SE Wittendsse+es4e6neeueen i | 2 eRe Seay ree 4 LOC GEG « 6 ov eeoustecntéens en 
i i 
i i 
: BROOKS RADIO DISTRIBUTING CORP. =, 
' 8O VESEY STREET * DEPT. B e NEW YORK 7, N. Y. i 


2 ee Se a ae ee a es ae oe a a a ae a Se eS ae ee ee ee ee ee ee ee J 


157 


SCR-625-H MINE DETECTORS 
BRAND NEW 


The U. 8S. Army used the SCR-625-H Equipment to 
detect metallic buried mines For civilian and gov- 
ernment applications, there are several ways in which 
the unit can be utilized 

It is instrumental in uncovering locations of under- 
ground or underwater pipes, cables and wires, certain 
types of ore bearing rock, metallic objects in bulk 
material such as scrap rubber, buried metal boundary 
stakes, metallic fragments in humen or animal tissue, 
nziis in logs end lumber in saw mills, and the 
screening of personnel in plants or institutions to 
uncover the carrying of metallic objects. 

Each complete unit consists of a balanced inductance 
bridge, a two tube amplifier and a _ 1,000 cycle 
oscillator. The presence of metal disturbs the bridge 
balance, resulting in a volume change of the 1,000 


cycle tone The tubes used are low battery drain 
types: one 1G6 as push pull oscillator, and two 1N5 
as amplifiers A power supply operating from a 


110 volt line may be used to operate the unit in 
commercial operation and installation. The circuit may be modified to operate relays for sound- 
ing warnings or stopping machinery when metal is detected 
Each unit is complete with a set of spare tubes, spare resonator, and instruction manual, in a 
wooden carrying case fully fitted 84%” high, 2814” long and 16” deep. The weight in operation is 
only 15 pounds. It is ready to operate with the addition of two flashlight batteries and one 
103 volt “B’’ battery 
Each unit is brand new, packed in a hermetically sealed container and then repacked in a wooden 
export case. Shipping weight is 133 pounds gross, cubic dimensions 6 feet 


Net Price F.O.B. our warehouse $57 95 
Ot WOE .ccccsinda tat kee thas dncrnd ssacceda bess Gob dokt 04 cedalicdtie és a 


All Orders To Be Accompar cd by Check or Money Order 


UNIVERSAL MART ASSOCIATES CORP. 
15 MOORE STREET NEW YORK 10, N. Y. 


NOW—A REALLY HIGH-POWERED— | | RECEIVERS 
Radio Engineering | 
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The Library comprises a selection 
of books culled from teading Mc- 
Graw-Hill publications in the radio 
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radio fundamentals NC-101X: same as above, w/PW dial in- 

@ available at a special price and on easy terms. stead of direct reading. New Condition, 


comp. L/spkr—$89.00, 
SUPER PRO: 210 series, comp. w/tubes 


THESE books cover circuit phenomena, tube the- 
ory, networks, measurements, and other sub- 


jects—-give specialized treatments of all fields of and power supply—$135.00; 110 series, 
practical design and apelication. ‘They dre beoks comp. w/tubes and power suppl y—$105.00. 
of recognized position in the literature—books vou HEADSETS: H-10 

will refer to and be referred to often. If you ee GR dual monitoring hi 
are a practical designer, researcher or engineer i imp fully adj, leather 


in any field based on radio. vou want these books 
for the help they give on hundreds of problems 
throughout the whole field of radio engineering 


cvrd head band, 5 ft. 
cord w/PL55 plug on 
each ear piece. Reg 
$13.50 value, OUR 
SPECIAL—$1.49. 


5 VOLUMES, 3559 PAGES, 2558 ILLUSTRATIONS 
1. Eastman’s FUNDAMENTALS OF VACUUM 


TUBES XMITER SPECIALS: 
2. Terman’s RAD!O ENGINEERING Coilins, Harvey, Stan- 
3. Everitt’s COMMUNICATION ENGINEERING | % cor, and Temco Mod- 
4. Hund’s HIGH FREQUENCY MEASUREMENTS | | els, 25 to, 1000W—$49.00 and up. LINK 
5. Henney’s RADIO ENGINEERING HANDBOOK U.H.F. Xmiter and rec. type 5FRX_ for 
10 days’ examination. Easy terms. Special price under mobile. New cond. comp. w/phone $147.50. 
A RR OV eR BC-222 Walkie-Talkie L/batt and ant., 
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McGRAW-HILL BOOK Co. volt ohm meter comb. w/output mtr and 
330 W. 42nd Street, New York 18, N. Y. volt ohm mtr, comp. w/prods and adapt- 

end me Radio Engineering L.t vols for 10 ers, $72.50. : , 
days’ eximination on approval. ‘In 10) days I will send SPFAKERS: Stromberg Carlson 12” wal- 
$26.50 is pad, or return books postpaid. (We pay post- nut cabinet wall type w /baftle and universal 
——, =~ ee eee Se matching trans. New, $22.50. 
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rveom McCONNELL’S SOUND EQUIP. 
Company prhenitonbtinnas jeendune 3834 GERMANTOWN AVENUE 
PHILADELPHIA 40, PA. 


facturer’s instructions for operation of 
the particular set. 

After tests prove the receiver is 
functioning properly, remove the 
makeshift antenna. Leave the set 
turned on, and switched to the same 
television channel, while preparing the 
lead-in and matching section. 

The Lead-in 

A two-wire lead-in is used between 
the dipole and the receiver, specially 
constructed and tuned to deliver 
maximum signals to the input of the 
receiver. The two principal types of 
leaa-in are “twin-lead ribbon,” and 
coaxial cable. “‘Twin-lead ribbon” is 
often referred to as a balanced lead- 
in. Coaxial cable is known as an un- 
balanced lead-in, because one wire 
(represented by the shield of the 
cable) is grounded. 

“Twin-lead ribbon” (Fig. 3) is the 
most popular type. It’s used in the 
majority of television installations in 
suburban and residential districts, 
and for all other locations where noise 
interference isn’t too great. 

Use of coaxial cable is restricted to 
certain locations which are extremely 
noisy. Further data on the several 
types (Fig. 4) will be given in a sub- 
sequent article. 

Of present concern is the new and 
popular “twin-lead ribbon,” a flexible 
twin-conductor that actually looks like 
a narrow, thick ribbon. The two wires 
are spaced, encased, and thus insulated 
by a weather-proof plastic known as 
polyethylene. It dries quickly, and 
stays clean. It’s commercially avail- 
able in several width sizes, determined 
by the natural impedance of the 
“ribbon.” Most useful size for telc- 
vision is the Federal type K-1046, 
which is about 42-inch wide and has a 
300-ohm impedance. You'll need plenty 
of this lead-in for all types of tele- 
vision installation work. ‘“Twin-lead 
ribbon” is also available in much nar- 
rower widths; one size with 150-ohm 
impedance, one size with 75-ohm im- 
pedance. 

The impedance of the lead-in is 
important. Every type of lead-in has 
an impedance, rated by the manu- 
facturer. Every dipole has an im- 
pedance at its center point where the 
lead-in is connected; this is about 75 
ohms for a simple dipole. The input 
to the television receiver also has an 
impedance rating, around 300 ohms, 
but in rare cases it may be 75 ohms. 

To receive maximum signals from 
any television station, the impedance 
of the receiver and the impedance of 
the lead-in must be matched or equal, 
and the impedance of the lead-in and 
the impedance of the dipole must also 
be matched or equal. 

The input impedance of most tele- 
vision receivers is specified: 300 
ohms. This means that a_ lead-in 
rated at 300 ohms must be connected 
to the input terminals of the set. And 
300-ohm “twin-lead ribbon” is used. 

The center impedance of the dipole, 
however, is 75 ohms (approximately) 
and this does not match the 300-ohm 
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impedance of the lead-in. To connect 
such a mismatch results in loss of 
signal power and is undesirable in a 
good television installation. For this 
reason, a matching section should be 
used, between the dipole and the top 
end of the lead-in, to compensate for 
the mismatch. 

A matching section is constructed 
from a piece of 150-ohm “twin-lead 
ribbon,” and connected as shown in 
Fig. 5. The length L of the matching 
section is determined from Table 1, 
according to the customer’s preferred 
channels for reception. The length L 
is not too critical. Simple connection 
of matching section to dipole is shown 


|in Fig. 6. 


To construct a matching section 
connecting a 300-ohm lead-in to a 75- 
ohm dipole, you must first know the 
Primary and Secondary Channels pre- 
ferred by customer. Then refer to 
Table 1, and determine length L for 
each of the two channels. Take the 
average value of these two lengths, 
and the result will be the best length 
L (in inches) for the 150-ohm “twin- 
lead ribbon” matching section, 

For an installation designed to cover 


| all channels, use a length of 37 inches 


(mean value for all channels) for the 
matching section. 

If the antenna impedance is 300 
ohms (in the case of a folded dipole, 
to be discussed later) a matching 
section will not be necessary. If the 
antenna impedance is 75 ohms (ap- 
proximately) and the input terminals 
of the receiver are marked 75 ohms, 
the lead-in should consist of a suffi- 
ciently long amount of narrow-width 
75-ohm “twin-lead ribbon.” Here 
again, since all impedances. are 
matched or equal, a maiching section 
will not be necessary. 

In the overwhelming majority of 
installations, however, the input im- 
pedance of the receiver will be indi- 
cated or rated as 300 ohms. For all 
such cases a 300-ohm ‘“twin-lead 
ribbon” is used. 

From your earlier survey of the 
customer’s house or building, you have 
estimated the approximate length of 
the entire lead-in. Add about 20 per- 
cent slack to allow for error and to 
permit later “probing” operations on 
the roof. Then cut the required length 
of “twin-lead ribbon” for the lead-in. 

If a matching section is required, 
construct it according to Table 1 and 
connect this short length of 15C-ohm 
“ribbon” to one end of the lead-in, 

Assemble the commercial dipole, ac- 
cording to the manufacturer’s instruc- 
tions for the particular type. Next 
connect the free end of the matching 
section to the two metal rods of the 
assembled dipole (Fig. 6). The dis- 
tance between rod contacts is not too 
critical at this time it will be ad- 
justed later during actual tuning pro- 
cedure. 

The complete antenna, 


as 


with lead-in 


and matching section attached, is 
taken to the roof (Fig. 7). 
The lead-in should now be run 


loosely from the roof to the receiver, 
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following the most likely route of 
final installation. This route must be 
convenient and generally remote from 
pipes and large metal objects, neon 
signs, electric switches, motors, and 
generators. The lead-in may be as 
long as necessary to avoid these inter- 
ference pitfalls. Leave considerable 


slack in lead-in. 
Don’t install the lead-in perma- 
nently at this time. With lead-in 


connected to both receiver and dipole, 
recheck operation of the television 
receiver. Adjust controls for a bright, 
clear picture on either of the pre- 
ferred channels. 

The Basic Procedure next calls for 
simultaneous work by a technician on 
the roof with the unmounted dipole 
and by a technical observer at the 
receiver. Some means of communica- 
tion between the two men is necessary. 
For this purpose use any available 
two-wire, battery operated telephone 
system. (Figs. 1 and 2.) Earphone- 
and-speaker set on roof and similar 
set at receiver are connected by two 
wires. Wires can be of any kind or 
type, but they must be covered to pre- 
vent short-circuiting. Allow plenty of 
slack to permit free movement of the 
technician over most of roof. 


The Dipole 


The most widely used antenna for 
television reception is the single di- 
pole. It consists of two metal rods 
placed end-to-end and held in a hori- 
zontal position by wooden supports 
(Figs. 6 and 7). The entire assembly 
is mounted upright on a wooden pole. 
The two metal rods are indenticai. 

The length of each metal rod is a 
factor in tuning the entire dipole. By 
choosing the proper length, at the 
time of installation, the dipole can be 
broadly tuned to a preferred channel 
or group of channels. 

The information contained in Table 
2 is all you need to determine the 
best length for each dipole rod to re- 
ceive certain stations operating in 
your area. Use Table 2 in this way: 
If only one television station operates 
in your area, determine the channel 
number and refer to the second col- 
umn for the best length (for each 
metal rod) to receive that channel. 
If two stations operate in your area, 
determine their channel numbers and 
refer to the second column for the 
best rod length for each channel. Then 
take the average of the two figures to 
determine the best rod length to re- 
ceive both stations. 

If there are three stations operating 
and reception of all three is possible, 
obtain the best rod length for each 
channel from Table 2. Then take the 
average to determine the best rod 
length to receive all three stations. 

For reception of four, five, or all 
six channels by a single dipole, use a 
(mean average) rod length of about 
41 inches. 

Reception from any television sta- 
tion is greatest when the dipole is 
facing broadside to the station’s 
transmitter. Thus, multiple-station 


B19 TRANSMITTING 


and RECEIVING SET 


3 SETS IN 1—15 TUBES 
Complete transmitting and receiving set consistine 
of “A” Set; “B” Set; “IC” Set: Two Antenna Systems 
with spares; Five Dynamic Headset-Microphones 
Three Control Units with Cables; 12 Volt D.C. Power 
Supply; Variometer; 15 Spare Tubes; Spare Parts in 


Case: Instruction Book; and Miscellaneous Items. 
This set provides the following facilities: 


“A” SET—Transmittinge and Receiving from 2 to 8 
megacycles, which include the 40 and 80 meter amateur 


bands. Superheterodyne Receiver and MOPA Trans- 
mitter with 807 Power Amplifler Output 25 Watte- 
phone and 35 Watts CW. 

“B” SET—Radio transmitting and receiving on 230 
to 240 megacycles. 

“IC” SET—Intercommunication. 

This equipment is guaranteed to be brand new. 
Price: SET Complete 
Price: Less 12 Volt Power Supply 
Price: AC Conversion Diagram............... 
WE CAN FURNISH ANY ITEM FOR B 19 SETS 
Terms: F.O.B. Lima, Ohio—25% Deposit on C.0.D 
Orders. 


FAIR RADIO SALES 


223 S. MAIN STREET LIMA, OHIO 


“Servicing by Signal Substitution’ 


Learn about this modern dynamic approach 
to radio servicing with ONLY BASIC TEST 


EQUIPMENT 


- Fully described in o 120 page book 
available from your Precision Distributor or 
factory at 35¢. 

«++ Schools are invited to inquire regarding 
quantity orders from our Educationel Division 


PRECISION 


APPARATUS COMPANY INC. 
ELMHURST 9, N. Y. 


Manufacturers of Fine Test Equipment 
RADIO © TELEVISION * ELECTRICAL * LABORATORY 


Mr. Radio Service Dealer 
“Speed i4 aur Motte” 


One day service on all orders. None 
tou small, UOuly Nationally Advertised 
Merchandise (No Surplus Handled) 
IUBES—Any quantity 50% off lst. 
Mail us your orders. 
ttustrated list on request. 


V4 {~< ? teat Wholesale 


Electronics 
Fifth at Commerce Fort Worth, Texas 


—RADIO— 


pare. and Radio Service Courses 
FM and TELEVISION 
American Radio Institute 

101 West 63rd St., New York 23, N. Y. 


Approved Under Gi Bill of Rights 
Licensed by New York State 


RADIO NEWS 


use of a dipole will require some com- 
promise in position or orientation. 
However, signals can be received 
from either side of a single dipole. 

By adding a directional element, 
either a director or a reflector, use of 
the dipole for multiple-station recep- 
tion is limited, since the antenna 1S 
highly directional. But such arrange- 
ments have other advantages, which 
will be discussed in subsequent ar- 
ticles. , 

Most important steps in the Basic 
Procedure of Installation are the lo- 
cation. orientation, and tuning of the 
single dipole antenna. 

Details of the procedure are con- 
siderably influenced, however, by the 
size and structure of the customer's 
house or building and by its geo- 
giaphical and geophysical location. As 
an example, antenna installations in 
city localities often require more com- 
plicated work than installation in sub- 
urban districts. For this reason, the 
remaining portions of the Basic Pro- 
cedure are purposely general, cover- 
ing all types of installations. 

Specific details covering each of the 
main types of installations, suburban 
dwellings, city dwellings, apartment 
houses, and large buildings, will be 
treated independently in subsequent 
articles. 

Final Work 


The best site for locating the an- 
tenna is determined accurately by 
a trial-and-error method, known as 
“probing.” 

The assembled dipole, connected to 
the receiver by a long, loose lead-in, is 
held upright by technician on the roof 
(Fig. 1). A second man is stationed at 
the television set, and observes the 
received pictures (Fig. 2). The two 
men communicate by means of the 
portable telephone sets. 

As the antenna is moved through 
various positions on the roof, the de- 
sirability of each site is judged at the 
receiver—in terms of relative signal 
strength and picture quality—for both 
the Primary Channel and the Sec- 
ondary Channel. 

When all likely or accessible areas 
of the roof have been “probed,” the 
most promising locations are retested, 
on both preferred channels, until the 
best, single location for the antenna 
is found. The site is then marked and 
the roof technician installs a heavy 
metal mounting bracket, designed to 
hold the upright mounting pole. The 
antenna is then mounted in a semi- 
fixed position for orientation. 

With the receiver switched to the 
Primarv Channel, the technician on 
the roof rotates the antenna assem- 
bly in the mounting bracket while the 
man at the set observes strength and 
quality of pictures for various bear- 
ings of the antenna. 

The best signal is received when the 
dipole is broadside to the distant 
transmitter of the television station. 
On foggy or overcast days, or when 
the station is just beyond the horizon 
or when human visibility is otherwise 
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limited or obscured, the direction of 
a station can be verified by using a 
small compass. 

Antenna position for best signals 
from Piimary Channel station should 
now be noted by man on roof. Then, 
the entire orientation procedure is re- 
peated for the Secondary Channel, to 
find the best position of the antenna 
for that station. 

To find a good, average position of 
the antenna, permitting very good re- 


ception on the Primary Channel and | 


fairly good reception on the Secondary 
Channel, switch back and forth be- 
tween the two preferred channels as 
the antenna position is varied. 
When a strong television station is 
located in the immediate vicinity, it 
is sometimes advisable to turn the di- 
pole slightly, favoring a weaker sta- 
tion. In general, whenever a single 
dipole is used for multiple-station re- 
ception, usually some compromise of 


| bearing position is necessary. 


After orientation, final tuning of 
the antenna is accomplished by adjust- 
ing the space-separation of the two 
metal rods of the dipole, while the 
man at the receiver observes compar- 
ative signal strengths. All other tun- 
able factors of commercial antennas 
are adjusted in the same manner. 

When the dipole is located and prop- 
erly tuned, the position of the antenna 
is permanently secured at the metal 
mounting bracket. The weight of the 
antenna should be sustained by the 
bracket alone, but guy wires may be 
used when necessary in the interest of 
safety. 

The “twin-lead ribbon” lead-in is 
installed permanently. Wherever 
possible, polystyrene stand-off insu- 
lators should be used (Fig. 3) to as- 
sure good space separation from sur- 
faces likely to become wet during bad 
weather. 

Small wooden blocks can be used 
to mount the “ribbon” lead-in but 
this is not particularly recommended. 
The “ribbon” can be secured directly 
to roof or wooden surfaces with fibre- 
head nails but this procedure gives the 
least desirable results. 

Start this work on the roof at the 
antenna,and proceed downward, avoid- 
ing pipes and large metal objects en 
route. During installation, the man at 
the receiver watches picture signals to 
detect indications of unsatisfactory 
lead-in positions, such as slight in- 
terference from neon signs, motors, 
etc. Route of the lead-in must be al- 
tered, if necessary, to eliminate or 
minimize such 
extraneous effects. 

After the work has been completed, 
remove all slack from lead-in at the 
receiver. Then reconnect “ribbon” 
lead-in permanently to input terminals 
of the set. 
and finish all construction work. 

The completed television installa- 


interference or other | 


Install lightning arrestors, | 


tion should reflect good workmanship | 
as well as technical skill and ability. | 


These are the general aspects of the 
Basic Procedure of Installation. 
(To be continued) 
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ment. 


Send money order or check for $15.00 to 
NATIONAL ENGINEERING SERVICE 


Post Office Box 1449 
LONG BEACH 1, CALIFORNIA 


THE SIMPLEST 


FM 
CONVERTER 


Don’t throw away your 


10-50 me. FM tuner! 
Convert to 88-108 me. 
»peration with our 
Model 1002A FM con- 
erter. Connects in 
eries with the an- 
‘nna lead-in at the 
eceiver No power 
equired. Works with 


all superheterodyne 
FM tuners or receivers 
List price $10.00. 


for Information or 


Write 
See Your Local Parts Jobber 


Crystal Devices Co. 
P.O. Box 380 G.P.O. 
New York 1, N. Y. 


VARANTEED FACTORY REBvIL 


PSRATORS 19, 


SEND OL 
KIND OF VIQRATOR Repu L LIKE Ni NEW. 


OEST ViBRA 


Pos accepts BOX 5602 - LEVELANL 


~ SYNCHRONOY = 
dy #4BHOUR SAV = 
RUSH OLD rch TORS TO 


New Vinylite Frequency Record 


383% & 78 RPM; 50 to 10,000 CPS; voice 
announcements: unmodulated grooves for 
checking rumble content. Available your 
local jobber or 


UNIVERSAL RECORDING CORP. 


20 North Wacker Drive 
Chicago, Illinois 


A. C. 110-VOLT MOTORS 


Selsyn Syncro Differential—New in 
Original Package. 


A Bargain at $1.75 While They Last. 


LYELL HARDWARE 
Rochester 11, New York 
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shield dividing the unit in the center. 
This very nicely isolates the tuning 
components so that any heat given off 
by the tubes cannot cause drift. 

The tube used as an _ electron- 
coupled oscillator should have good 
screening for the sake of stability. The 
new type 6BA6 miniature meets this 
requirement and, in addition, it is 
small enough so that it can be 
mounted directly on the shield. Thus, 
while the terminals of the socket are 
in the left compartment, actually the 
bulb or heat radiating section is in the 
other compartment. 

A % inch hole in the shield, originally 
used for clearing a plate lead, will be 
found just right for mounting a seven- 
pin miniature socket to hold the 6BA6. 

An Eby socket with locking shield 
was used to insure proper shielding. 

As indicated in the schematic the 
— circuit is untuned, and consists 
of a 2.5 millihenry choke. This method 
is very satisfactory and eliminates the 
need for a tuned circuit. The isolation 
or buffer stage consists of a type 
6AQ5 miniature beam power tube. 

This tube also employs an untuned 
plate circuit. A .0001 ufd. condenser 
couples the output to an Amphenol | 
jack mounted on the rear of chassis 
and extending through the dust cover. 
The 6AQ5 is cathode biased so that 


ELECTRONIC SPEED TRAP 


— Department of Highways, Com- 
monwealth of Virginia was recently 
granted a construction permit for a 
Class 2 portable radio station to be 
used in connection with the develop- 
ment and testing of speed meters. 


The station which will operate on 
2670 and 2455 me. with .2 watt output 


is to be used to gather data relative to 
the speed of vehicles on various high- 
ways, incident to formulating control 
regulations and techniques for sign 
placement, signal operation, highway 
marking, and highway design. 

At the same time, Automatic Signal 
Division, Eastern Industries, Inc. of 
Norwalk, Conn. announced the devel- 
opment of a special type of radar 
equipment to be used for such checking. 
Capable of being operated by one man, 
the new speed meter eliminates the use 
of tubing across the highway. The 
equipment weighs about 45 pounds and 
operates interchangeably from a stand- 
ard 6-volt automobile battery or 120 
volts a.c. 

Microwaves 


are beamed at a 
coming toward or going away 
the instrument. The radiation is 
reflected back to the _ transmitter- 
receiver and the operator can read the 
vehicle’s speed directly on the linear 
scale of the instrument’s meter. A 
graphic recorder may also be used in 
conjunction with the unit. 

The manufacturers claim that the 
instrument will clock cars at speeds 
from 0-100 miles an hour with an 
accuracy of within two miles per hour. 
The operating zone extends for about 
150 feet in front of the transmitter- 


receiver unit. —30- 
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RO. hited 


with 
ESPEY 


ee CHASSIS 


BUILT 


YES! These ESPEY custom-built radio receiver 
chassis are really designed to make bigger 
profits for YOU—the Serviceman and Service- 
man-Dealer! They are ruggedly constructed 
of only the finest materials, and are electron- 
ically designed to give your customers maxi- 
mum reception-pleasure over the years ahead, 


thereby assuring your reputation as “knowing 


your stuff! 
2 
Engineered to meet all requirements for an 
excellent receiver chassis to be installed in 
your customer's cabinets, these ESPEY models 
are priced far within the competitive range. 
With three models to select from, your re- 
placement worries are over. May we suggest 
that you contact your regular jobber, and 
examine these sets at your leisure? We feel 
certain that you will be just as enthusiastic 
about them as we are! 


In the event that your jobber does not have 
these chassis as yet, write us for full details! 


MODEL 7-B: 11 tube Superhet AM- 
FM. For 105 125¥ AC. Automatic 
ond full range volume controls. 
10°' Alnico V speaker, wired for 
phono, AM-FM ontennos supplied. 
RMA listed. Supplied complete, 
ready to install 


and operate 


a 


ee 


MODEL RR-14: 8 tube Superhet. 
For 105 125¥ AC. Automefic and 
full range volume controls. 10°' 
speoker. Covers Broadcast and 2 
short wave bands. Wired for 
phono. Built-in loop. All climates. 


fice 


MODEL 97A: 6 tube Superhet. 105 
125V¥ AC OC. 6°’ speaker. Auto- 
matic cond full range volume con- 
trols. Broedcast and shortwave 
Wired for phono. Built-in loop. 
Tone control. RMA listed. Com- 
plete and ready to install. 


i = W MFG. CO., INC. 


528 EAST 72" ST..N.Y. 21,N_Y. 


i 


ter 


TRI- STATE COLLEG © iNaota 


SEND 3 


COMPLETE Radio Engi- 
neering Course. 
Science Degree. Courses also 
in Civil, 
Engineering, 
retarial 


Bachelor of <a 
2 
Aeronautical 
Administration, Accounting, Sec- 
Graduates successful. 64th year. Kn 

March, June. Write for cata! wr 


1697 College 
PRolama 


Electrical, Mechanical, 
Business 
Science 

Jan., 


Chemical, 


Sept., 
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SLASH GO PRICES! 


BARGAINS GALORE! 


TRIPLETT Model 2432 SIGNAL GENERATOR 
formerly $88.50-——-NOW only $69.7 


ELECTRONIC DESIGNS Vacuum Tube Voltmeter 


with probe—formerly $59.85—-NOW only, 62.50 
OAK 2-post automatic record changer 17.95 
14 Watt amplifier, complete with 5 tubes 33.70 
RADIO TUBES— individually boxed—50% OFF LIST! 


Pocket Size VOLT-OHM-MILLIAMMETER — 
with leather handle and batteries—AC-DC Volts 
0- 1500; i 0-150; Ohms 0-300,000. Size: 


54 x 3x15 
SPECIAL—$12.95 


Formerly $17.95. 
Please Send 25% Deposit with C.O.D. Orders 


SCENIC RADIO & ELECTRONICS CO. 
53 Park Place © Dept. SS © New York 7, N.Y. 


TG-10-F AUTOMATIC KEYER 


OPERATION: Designed 
primarily to read standard 
code signals from inked tape by means of a phot 
electric system and to transmit these signals to a 


number of headsets or practice tables for code 
practice 

(b>) Can be used as a separate tape puller and 
take-up unit for use in conjunction with certain 
types of recorders which do not perform these 


functions 

fc) Can be used in conjunction with a transmitter 
and/or Code Recorder 1016 to send or relay 
messages at high speeds (etc 
OUTPUT: Audio signal of 800 cycles. Three output 
impedances of either 4, 8 or 15 ohms for coil load 


110 volt Variable Speed Drive Mo 
>» reel of inked ——a- 
system—25 é 
Complete 
6SJ7's 2—6L6's 


plier and 
following tubes: 2 
l >USG 1—923 
Complete ready to use in steel cabinet 11” his 
Designed to 


oscillator circuits 
GN7's;: : 


igh 


x 24” wide x 1812" deep, wt. 63 Ibs 

fit any standard 19” relay rack Height is 84, 
and weight 40 ibs. when cabinet is removed for 
rack mountin Fully equipped and assembied 


Just connect to your headphone, etc and plug into 


your 110 volt 60 cycle power line 
Surplus—New—Guaranteed 


NET FOB, N.Y.... $1995 


UNBELIEVABLE 


A TRANSMITTING & RECEIVING SET 


NET FOB, NY... .$g95 


pi Fe 2 ae” Ce 
SIGNAL CO ‘SS. C. R.—178 
3790 KC Master Oscillator uni 


2400 
c.W.-S 5 Watts, 25 mils, on C.W Takes 
marine, aircraft and amateur bands 
Consists of 4 SEPARATE COMPONENTS: Transmit 
ter, Receiver, Modulator and Battery Box. Receiver 
operates separately on standard radio A, B 


ice-Tone 
in some police 


batteries Transmitter operates from any external 
ource of & volts at 1.25 amp and 500 volt at 
100 M.A Set tubes 1 rio 


uses the following 
i— 2865; 2—~*: 4 i 


: 2 K 4 230 
To be put COMPLETELY into operation you re 
quire only the following Batteries. tubes, head 
phone mike, key antennae, and power source for 


transmitter 


o iis am ing 
so get your order in while the retting is good. 


In this set e 3 meters 0-1 Amperes RF 
0-200 Milliamperes D.¢ and a ¢ ul range O-3.5 
and ©-140 PD ¢ Voltmeter THE COMPLETE SET 
CAN BE PURCHASED FOR ONLY THE PRICES AT 
WHICH WE NORMALLY ELL ONLY THESE THREE 
METERS $38.05 F.O.B N.Y This set is wort 
nany times this special price as it nm be readily 
modified ' valuable parts itt ontair 

‘ ditior laranteed New—Never use not re 
ject im ye € condition Made by Aller 
B. Di Mont I In Shipping wt, 80 Ibs 
Dime ions 2 x17 K1O16" 

What's the hitch There is none We SPECIAL 
IZE IN ALI ryPES OF METERS but do carry vari 

! omponents such as this from time to time We 
have only 390 of these units eft in stock and we 
won't have them long at th ' 4 low price 


BC-1072-A RADAR TRANSMITTER 


1 to 210 Megacycles; Operates off 115 volt. 60 
cycle power line This unit can be adapted to a 
2 meter band transmitter but its chief value is for 
the parts it contains 

BLOWER 115 _ volt 60 cycle 28 watts .38 1525 
R.P.M A.G. Redmond 

VARIAC Gen. Radio type 200 B 115 volt input 
135 volt 1.5 nps. Max, output 

TUBE 2 U4G's 1—8O7 1—2x2 1—6SN7 
1 O02 2—HOUE 2—826 

METER Sims ” 314" nd, O Kilovolt and 
0-10 M D>. 

TRANSFORMERS 1—wit primary variable from 
0-135 vol secondary f m 00-3500 volt 1 with 
primary 117 olt secondary 6.3 V at 1.2 Am 
27 volt center tap t each side, 5.0 volt at 
3 1—witl 11 vol primary se lary 
4 P 16 am d 2.5 it at 7 mr 
{ ists also f many other parts relays trans- 

f ‘ circuit breakers interlocks resistors 

? too 1 nerous to itemize 
‘ plete it tal cabinet 1R’x20"17 net 


SEND FOR FREE CIRCULAR 


MARITIME SWITCHBOARD 


336 Canal Street 
Worth 4-8217 


New York 13, N. Y. 
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Panel view of the original tuning unit, TU-5-B, as it is obtained from war surplus. 


its dissipation does not become exces- 
sive when the e.c.o. is turned off. 

The 6BA6 plate and screen poten- 
tials as well as the 6AQ5 screen are 
held to close limits by the VR150 reg- 
uiator tube. The 6AQ5 plate is sup- 
plied direct from the filter output, 
ahead of the regulator. With the e.c.o. 
turned on and oscillating, resistor R, 
should be adjusted so that the current 
flowing through the VR150 is approxi- 
mately 17 milliamperes. This setting 
is most conveniently made by tempo- 
rarily connecting a milliammeter in 
series with the VR tube’s cathode. 

The power supply, together with the 
6AQ5 tube, is mounted on an alumi- 
num shelf which is mounted in the 
original unit by means of four small 
angle brackets. The calibration chart, 
originally mounted in the center of 
the front panel, is relocated near the 
right end of the panel. This is done 
to cover up several holes that are ex- 
posed in the panel by the removal of 
a variable condenser. Incidentally, 
this chart is ideal for the v.f.o. cali- 
bration chart. 

Removing the neutralizing condenser 
from the center of the panel also left 
a small slot in panel. This slot was 
enlarged so that a pilot light bracket 


could be mounted. Other small screw 
holes in the panel were filled up with 
black-head bolts which were left 
over from parts removed from the 
original unit. An “on-off” power switch 
may be added but it has proved more 
practical to have the v.f.o. power sup- 
ply and heaters come on when the sta- 
tion’s receiver is turned on. Very little 
additional power is consumed and it 
insures stable operation at all times. 
A toggle switch connected in parallel 
with the rear keying terminals of the 
e.c.o. affords a convenient means of 
making the e.c.o. operable without 
throwing the station’s transmitter on 
the air. In this way the v.f.o. may be 
set to the desired frequency prior to 
going on the air. 

The e.c.o. follows a bug beautifully 
with no noticeable chirp. If a chirp 
develops it may be necessary to de- 
crease the value of C,; screen bypass. 
However, the .01 u«fd. should be cor- 
rect. 

Placing four Lord shock mounts on 
the bottom of cabinet completes the 
job. 

The builder will find this unit com- 
pares very favorably with commercial 
v.f.o..s now on the market. 


—30- . 


Under chassis view shows location of component parts in the completed v.f.o. 
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New Radio Outlet 
(Continued from page 47) 


it pays off—didn’t they sell 2000 Eddie 
Howard records in one weekend when 
he was making a personal appear- 
ance in Peoria? 

The story told in the window is a 
continued one, for when the customer 
steps into the Store the floor displays 
take over the. job of selling. A long 
record rack, capable of housing 175 
albums, extends along one side of the 
store. Special sections of this display 
are given over to classical and to ju- 
venile albums. Single records are also 
allocated space on this display with 
over 2000 titles on hand to tempt the 
prospective customer. 

Table model combinations and 
radios are grouped together in a spe- 
cial display fixture near the record 
department. Adequate provision has 
been made for connecting each and 
every receiver so that it can be dem- 
onstrated on the spot without the 
necessity for carrying the merchan- 
dise to an outlet. By having mer- 
chandise of similar type grouped to- 
gether step-up selling becomes rela- 
tively easier and increased profits will 
result. 

Consoles are displayed on a four- 
inch high platform at the rear of the 
store. This arrangement permits 
customers to view the merchandise in 
a favorable setting without being dis- 
turbed by heavy store traffic. Each 
week one console is featured in a spe- 
cial setting which simulates a “home” 
atmosphere by the use of lamps, pic- 
tures and end tables. 

Hiding all this “light” under a 
bushel is not in keeping with the pol- 
icy of the store—so they tell their 
public about the merchandise in dis- 
play ads which tie-in with their win- 
dow displays; tiny two-inch ads which 
appear daily and keep the company’s 
name and products before the public; 
monthly direct mail campaigns which 
consist of folders, circulars, and book- 
lets furnished by manufacturers; 
monthly lists of new records; a 25- 
minute program, “Platter Parade” 
which is aired each Saturday evening 
and features the newest discs han- 
dled by the store; and personal solici- 
tation by trained personnel. 

In addition to these market-wise 
techniques the store dares to be dif- 
ferent by staying open evenings un- 
til 9 p.m. Believing that many radios 
and appliances are purchased as a re- 
sult of husband-wife shopping, the 
store makes it easy for the family to 
select new merchandise for the home. 
The large proportion of the store’s 
business which is done in the evening 
seems to justify the owner’s stand on 
this point. 

Thus, in various ways, Smith & Ap- 
plegate have made a success of their 
business because they have antici- 
pated their customers’ needs and have 
dared to “be different.” 
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| Wool, Cotton, Linen. Also 


Everybody refers fo the 
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Tort , ne, 

Shine 4 
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--- BECAUSE IT’S ONE, COMPLETE, 
COMPREHENSIVE, RELIABLE VOLUME 


W. ARE a well staffed organization equipped 
to deliver anytime, anywhere, all types of radio 
and electronic equipment. An aggressive Pur- 
chasing Department keeps our shelves well 
stocked with the very latest in parts and units. 
An intelligent and courteous Sales Force is 
anxious to make these available to you with 
genuine interest and cooperation. An alert 
Shipping Staff endeavors to deliver your order 
safely, surely and speedily. 


Send TODAY for this Free Radionic Catalog. Save 
yourself purchasing time and dollars in the bar- 
gain. All merchandise is guaranteed, backed by 
our international reputation for fair dealing. 


MAIL TODAY 


haneellor 
RADIO 


RADIOS @ TELEVISION SETS & COMPONENTS 
INTERCOMMUNICATORS * RECORDERS 
PUBLIC ADDRESS @®© TUBES © HARDWARE 
RECORD CHANGERS © TECHNICAL BOOKS 
TEST INSTRUMENTS @ PARTS & ACCESSORIES 


RADIONIC EQUIPMENT Co. 
Dept. 59, 170 Nassau St., N. Y. 7, N.Y. 


Gentlemen: 


Please send your Free Catalog No. 47, listing 
products of leading monvufacturers of radio 
electronic parts and equipment; also, all literature 


ADIONIC ham 
EQUIPMENT COMPANY DR ctenditidacdetes P.O. Box 
TRIBUNE THEATRE ENTRANCE WOM cnvensecssacees ee State..... 


AUTOMATIC IRON TESTER 


Pilot light flashes on 
and off with thermostat 


Invaluable for checking 
temperatures, accurately 
resetting thermostats. 
Registers in fabric grad- 
uations— Rayon, Silk, 


SERVICEMEN—HAMS—EXPERIMENTERS 
NO WE DON’TII! 
HAVE 
FANCY CATALOGUES 
| WAR SURPLUS 
FREE PREMIUMS 


BUT WE DO 
Wholesale the Finest in Radio and 
Electronic Components and Equipment 
at the Lowest Consistent Prices 
WRITE—WIRE—CALL 
STANDARD ELECTRONICS 


DISTRIBUTING CO., INC. 
Dept. N-9 
14897 Main Street Buffalo 6, N. Y. 


GArfield 5000 


in degrees, 200° to 700° F. 
Has a specially designed 
precision thermometer, 
unsurpassed in quality, ac- 
curacy and performance. ONLY $18.50 postpaid. 
MONEY BACK GUARANTEE. Write for circular. 


HANLAN CO, (‘2225 Neri" 


Les Anreles 7. Calif. 


(Pat 
apo!l. for) 
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e | Television Counters 
| (Continued from page 53) 


THE way TO BETTER SOLDERING ing only when the trigger tube fires. 


When the first section is conducting 
the plate current flows and discharges 
condenser C: so that it is ready for 
the next step count. Output is taken 
ys off of the second section plate in the 


form of a long duration negative 
>» A LITTLE IRON THAT WILL «¢ . cared Rieter ian: 
‘ ; 
. DO A BIG IRON’S WORK & Blocking Oscillator Counter 


Z 
; Q Another type of counter used in the 
—\ Built for speedy accurate soldering, ‘ sync generator is the blocking oscil- 
No. 536 Pyramid thi owerful littl il i will pe No. 539 Chisel! . " ~~ - 
Tip, made from ee eee oe Me, wade fame lator type shown in Fig. 6A. The block- 
\\_ Tellurium form rugged heavy duty jobs as well Tellurium VY ing oscillator is an arrangement of 


as those requiring intricate exactness. & ; charging diodes and condensers. The 
step charge condenser is in the grid 


Cheech these foocute! a circuit of the blocking tube. The block- 

QUICK HEATING . . . 90 SECONDS ing tube itself does not produce con- 

LIGHTWEIGHT . . . . 3.6 OUNCES tinuous oscillations but only produces 

HANDY SIZE...... 7 INCHES No. 538 Chisel Tip, bursts of oscillation when the charge 

a SAVES ELECTRICITY . . 20 WATTS Ate ve — on the condenser is sufficient to drive 
A, Tip /g" dia. , , | the tube into conduction. The block- 


ing tube is normally biased beyond cut- 
off by the positive voltage applied to 
the cathode. The voltage on the grid 
condenser builds up in steps and finally 
reaches a value which is sufficient to 
drive the blocking tube into conduc- 
tion. Instantaneously, a sharp burst 


of plate current is produced because 
LITIGAR Etcctruic “fools Fo. F, of the transformer feedback. The po- 


BOX 2255. TERMINAL ANNEX- LOS ANGELES 54,.CALIF. 4 sitive going grid voltage now draws 
@ grid current and discharges the step 
Te eee Snaneee Sennen . _| charge condenser. Immediately the 


positive grid voltage is removed and 
the tube is once again beyond cut-off. 
It is held beyond cut-off by the positive 
voltage applied to the cathode until 
another step charge is built up on the 
charging condenser. Consequently, a 
number of applied pulses are necessary 
to build up the charge on the con- 


RISCO HAS IT 


(Bayuieiecessy ) | NEW F. M. TUNER! 


Vv. M. MIXER 
CHANGER 
PLAYS 10” and 


12” Records at 
the same time. 


Seeburg $21. 90 


Detroja. 33.78 | | denser to a sufficient level to produce 
G a 14°80 a burst of plate current in the blocking 
Walnut tube circuit. Thus the circuit serves 


Above Easily as an efficient counter The actual 
Attached to Any Rad o j 
or CAN BE USED WITH count down can be adjusted to some 


AMPLIFIER BELOW ° . 
MAKE YOUR OWN extent by the potentiometer in the 


Here is what you have been waiting for . ~ : 
yn ey in cttash te io present amplifier 7 cathode circuit of the blocking tube. 
,HOME RECORDER radio to give you staticless, quiet radio The more positive the cathode bias the 
a wha.—dusl cones reception characterized by the Frequency more steps are necessary to build up 
- Ready to operate with Medeitian methed of tranenietion. the charge on the condenser to a level 
6” Spkr., Crystal Mike $49.50 which will cause the tube to conduct. 
G.I. Dual Speed RE speed S2680 The new 11 tube COLLINS FM Again the voltage differential between 
1. Séeal fer music tes gregh plap-uach sepredus tuner is supplied as a chassis unit, the step levels becomes increasingly 
sons, parties, your child's Yom ne with rack panel or in attractively | smaller as the number of steps and the 
2. High quality phono. "Write tor details. styled cabinets (illustrated) pre- | charge level of the condenser rises. 
ALtiance Wilsibo® as “aE ieed eect" _ sented in a variety of leatherette A new circuit innovation discussed 
urs finishes. Its utility is therefore by C. E. Hallmark of Farnsworth at 
$2.49 { . three-fold in being readily adapt- | | the I.R.E. Convention of 1947 permits 
able to any existing set-up: console a step voltage of equal increments to 
L-70 cutridges, $1.48 $1.79 mounting, recording studios and be developed across the charging con- 
Nylon Cartridges $3.25 broadcast stations or in the living denser. With an equal increment step 
PHONO AMPLIFIER room of your home, blended per- | voltage on condenser C: count down 
Wired Vol. & Tone - $2.95 fectly with the surroundings. | ratios of twenty-five-to-one and higher 
ete! 122597; Soe, 3525, Not a competitive tuner but the best. —= be expected. In a sync Qenerawe 
inch speaker in kit form, with this type of counter only two 
Will drive | G78" oie See your local jobber and if he can- units, one with a twenty-five-to-one 
VISIT OUR SHOWROOM not supply you write us direct. and a twenty-one-to-one count down 


ratio, are needed to count down from 


COLLINS AUDIO PRODUCTS the double line frequency of 31,500 to 


F Co., INC. the field rate of 60. 


126 PARK ST. WESTFIELD, N. J. In this type of circuit, shown in Fig. 
6B, the discharge or restorer tube is a 


2 ° cct’s 
VETERANS TO ‘SERVE YOU—FREE CATALOG N.R. 


RISCO ELECTRONICS 
\ WHOLESALE DISTRIBUTORS 
22 Warren St., New York 7, WN. Y, 
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STUUUUUUUUUU || [PARTS AND EQUIPMENT SPECIALS! 


CAPACITOR C2 
sTeP 
VOLTAGE 


vo MEISSNER 


AM-FM TUNERS : = ) 
oa mauiils SOMETHING NEW 


——_—_—__, | Covers he FM band from 8&8 to #! 
—— P 10s eC a 105 2 5 volts, 50-60 4 IN TEST SPEAKERS 
VOLTAGE | cycles, power consumption is 80 ' : 
} watts Tubes 9003 R.F. am- No : : 
} plifier 6BE6 oscillator-converter; pl Ra By — the speaker . 
2—9003 I.F. amplifiers (456 KC) from the smail midget to “the ee 
quam 6AL5 detector for the AM section elaborate output 
MvV2 PLATE For the FM Section: 6AG5_ R.P. Electronic Measurements Corp. tube or tubes can be matched 
Ta amplifier; 6C4 oscillator; 6AG5 simply by rotating input ewiteh 
VOLTAGE 4 _- . tube listed 
2 ———— EEE converter: 3—6AG5 I.F. amplifiers SERIES 200 = listed on the front panel an 
10.7 MC) 2—9001 limiters: and ae i. ~ -— 
6AL5 detecto Two 6C4’s are ag A ge el 7 
used eas ame saunntinen a 6U MUTUAL CONDUCTANCE then a... MF set ape hee 
. iG5 fo > intiester and - en ee 
Fig. 7. Step counter waveforms. SY3GT G for rectifier. ie dt BO ee 
TUBE CHECKER pedance: 500, 1000. 1500 
Now Available for Immediate - ms 
, . Eg, ae Delivery. Write for Prices. Model 200 AC 3” meter in $19.95 
triode and counter condenser C, is not no $49.85 | . 
z ping counter case . 
permitted to discharge to zero during Model 200 AP 3” Meter in gee ge | 
the negative alternation of the ap- Rand rubbed carrying case . ' OUTDOOR AERIAL KITS 
‘ » ‘ BROWNING | Model 200 BC 4'2” Meter in $52.85 Complete with 25 
plied pulse. The level to which the FM-AM TUNERS sloping front counter case . ALE ago ft —— nina “wire. 
. sncser iceharocec ic ¢ »ti i. Model 200 BP 4'2” Meter in » and nail knobs. 
conde —_— dischat on function of Receives both old and new FM hand rubbed carrying case $56.85 Each 69c 
the d.c. resistance of the triode. In- band (87 MC to 109 MC) and Here for the first time is a true mu- 
Fre standard broadcast band (530 tual conductance type tube tester with | 
asmuch as the d.c. resistance of the KC to 1650 KC). u 3 volt 60 'll csenbiche Toalbillis, ana at & pace on 
. s . 4 = cycle operation ubes one igher to ree othe 
tube is a function of the grid bias, this ee eee Dy 
: SG7 » TAGT, two raat a ee a 
resistance can be varied. Thus, as the A sly Op Rae 2 
level rises across the condenser C: as nts Ge Cn ae CUS Conteg CHECK THESE FEATURES! 
it is step charged, the level to which oo ee $143.90 Checks _—— condustence ons om. 
° ° ° . . "AC or yratec microonm scale, as e 
C, is discharged also varies so that for above 15.73 on a REJECT-GOOD scale 
4s : 2 ecks five eleme bes as pentodes 
each new positive alternation the By rp hy yy a 
‘harge ; 1 1 > 1 t C. is the sz »¢Z the Detects both shorted and open ele 
cnarge aadec Oo 2 1S 1e Same as een REPLACEMENT 
° er nents. 
previous one. Thus, the step voltage . Complete switching, flexibility allows 
’ ‘ . ll prese future tubes to t 
increment on condenser C,; between the e seeetns. GS Sees wee Oe CONTROLS 
20th and 21st pulse is the same as it . , ments on Sass for Superior Performance 
le -twe » 2 c . $ - with S.P.S.T. Switch 
was between the 2nd and 3rd pulse. ' : GUARANTEED ELECTROLYTIC 
It is evident there is no more likeli- . TUBULAR CONDENSERS Sy ae Tepes 
hood of the circuit jumping count at ’ Sprague 16 MFD 450 \ ea. 48¢/| 5 10,000 Ant. ““C” 
the 21st pulse than there is at the 2nd | Mallory 40x20 MFD 150 ea. 49¢) 502 20,00 Ant. “C"" 
3rd p l Solar .01 MFD 400 v per 100 $7.00 | 503 50,000 Voltage Divider 
or of ulse. 8 MFD 450 v 10 or more, ea 28c 5 100,000 Linear 
20 MFD 150 v 10 or more, ea 26c ON 4 meg Audio Taper 
REFERENCES The MEISSNER 506 = meg Audio Taper 
Fink “Principles of Television Engineer- | “ 5 1 meg Audio Tape 
ing,” McGraw-Hill Book Company. RADIO-PHONO-RECORDER oan 2 meg Audio Taper 
Bedford 4 Nmith “Precision Television Portable Radio. Recorder, and Pub . » O16 % meg Linear Taper 
Synchronizing Generator,’ RCA Review, —- + agen ~ 7 sy i yas 517 1 meg Linear Taper 
July, 1940. 107 P a oaeas.  tanaaiaes “ane oti I 2mee Linear Taper 
Hallmark, ¢ bk Counter Timer for Tele- microphone. Dual turntable eneeds 
t lode” Radio-Ele« cecum " Buaslncerine 314 and 78 f-p.m. renee y 
Edition of Rapio News, July 1947. nin diadiaidien its tana CHOICE € acu 
— 30— | Delivery. Write for Prices. 


% Deposit on All Orders 


F.0.B. Chicago 


The Radic Chack Inc iedleacd 


CASE FOR SMALL PARTS 


MALL repair parts commonly used 
in servicing radios, such as dial cord | 


springs, fuses, nuts and washers are | 630 W. RANDOLPH STREET CHICAGO 6, ILL 
easily carried in a spectacle case as 
shown. 
"A small screwdriver and tweezers may 


also be carried in the case—which will 
fitin mostany pocket . . . . HLL. 


NON-DIRECTIONAL 


“You wouldn't buy a radio without a 
dial and only one push-button, so | 
why limit your FM reception with an | 
ordinary antenna. The HI-PAR non- 
| directional gets them all.” 


THE HI-PAR | 


Non-Directional FM Antenna immediate Delivery Patent Pending 


-HI-PAR PRODUCTS CO. aassacnuserrs 
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‘dnulacturers Literature 


RCA VICTOR 
EYE WITNESS TELEVISION RECEIVERS 


Plate Face Pictures, 13 Channels, 


Model G21TS— 7” Set... .-ceceeccereereacne $296.80 

Model 630TS—10” Set... ...- see eeeceeenatee 432.60 

Model 641TV—10” Console, including Television, 
Automatic Gramophone, F.M. and A.M. radio... 888.00 


Prices above include original RCA factory Installation in 
their service areas as well as guaranty for 12 months on 
the set and kinescopes. City sales tax where applicable 
added, 


LATEST TELEVISION COMPONENTS 


Part No. 
47204X 


Price 


RCA FRONT END consisting of a com- 
plete television 13 channel tuning 
assembly including tubes, coils, switch, 
input converter, IF transformer, and fine 
tuning capacitors, ready to attach to a 
suitabie IF inmput......cccecccccces $97.50 


TELEVISION I-F AND VIDEO COIL KIT 


47204X1 RCA IF and Video coil kit contains all 
the necessary IF and video coils for a 
complete 4 megacycles wide band-pass 
as well as the sound IF and discrimina- 
tor transformers for a complete televi- 


Glo BEE cccccceccesccvestsaesiccce 3.00 
1.F. Video anneal 75 mc 

1.F. Sound frequency—21.25 mC 
47201D1 Deflection YOKE for use with 7DP4, 

10DP4, 15DP4 magnetically deflected 

tubes oneeeee eo cmocceseneoees 13.75 
47201D2 Deflection YOKE for use with 5STP4 

projection kimescope ..........«se5+-. .90 
47201X1 Yoke mounting hood for above yokes. . 2.75 
47202D1 Magnetic focusing coil for 5TP4, 1OBP4, 

15DP4 for use in series with divider. . 9.10 
48202D1X Magnetic focusing coil for same as 

above but 10,000 ohm D.C, resistance. 9.90 
47203D1 Ion trap magnet for tubes 7DP4 and 

10BP4 TRETTEELULELITT TT UT .50 
47211T1 Horizontal output transformer with 9000 

volt kick-back output for 2nd anode . 16.85 
47208T8 Horizonta® blocking syne. discriminator 

transformer as used in RCA AFC cirq.. 4.75 
47208TX Horizontal blocking oscillator trans- 

former UTC high perm. iron, SPECIAL. 2.75 
47201R1 Horizontal width ane for use with 

7DP4, and 10BP4 or 15DP4....... 1.30 
47201B1 Spherical mirror for use with 5.P4 “. 

projection systems .... ° =9 06 
47201P2 Aspherical correcting lens to use with 

above mirror . . _ 50.00 
47204T2 Vertical output transformer 9.09 
47208T2 Vertical blocking oscillator transformer 

RCA 5.70 
475218 FRAME with shatterproof glass and rub- 

ber mask for use with 12AP4 tube ae 8.00 
475300 H.V. capacitor, .03 mfd 7500 volt work- 

ing, grounded negative GE Pyranol 3.75 
475301 H.V. capacitor, .1 mfd 7500 volt work- 

ing, grounded negative GE Pyranol 7.50 
475302 H.V. capacitor, 2x.1 mfd 7000 olt 

working, grounded negative GE Pyrar vl. 9.00 
475303 H.V capacitor, 05 mfd 16000 volt 

working, grounded negative Sprague 9.90 
475305 TRANSVISION 7 inch Television Kit, all 

parts and tubes included............ 159.50 
475306 Transvision 12” Television Kit . 289.50 
473007 Thordarson Transformer, 15000 Volt AC 

and filament winding as required ... 27.00 


RCA HIGH FREQUENCY SWITCH 
AND COIL ASSEMBLY 


RF unit, used in TRK12 RCA television receivers consist- 
ing of 5 band range switch with shield plate and mounting 
studs, including 5 polystyrene antenna coils, permeability 
tuned, each consisting of primary ring. secondary coil and 
primary mica capacitors. The assembly can be used in 
TELEVISION, F.M. and other HIGH FREQUENCY APPLI- 
CATIONS 

CATALOG No, 5210—Special price 


RCA VARIABLE TUNING CERAMIC CAPACITOR 
CATALOG No 


conjunction with the above switch assembly 


5211—Price 


CATHODE RAY TUBES 
Mak List Price Your Price 

Dt MONT $24.75 $ 7.95 

Bra RCA 

PHILLIPS 

D UMONT 
jection RCA 


s are br i new, perfect in factory sealed car- 


Send 50 cents for complete 
jumont 


catalog including 
Andrea and Viewtone 


diagrams 
Television 


World's First Specialized House in Television 


TELECTRONICS SERVICE AND SUPPLY CORP. 


264 WEST 40TH STREET NEW YORK 18, WN. Y. 
Phone PEnnsyivania 6-8730 
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Readers are asked to write yo! to the manufacturer for the liter- 


ature. By mentioning RADI 
g the p 


EXCITER DATA 

Columbus Electronics, Inc. have an- 
nounced the availability of a new bul- 
letin describing their FM Modulator 
Exciter Model FMO-428. 

This unit which has been designed 
to serve as an e.c.o. exciter for ama- 
teur transmitters is featured in the 
bulletin, and, in addition, details of 
their high gain 6, 10, and 11 meter 
frequency converters are given. 

A copy of Bulletin RN1 will be sup- 
plied by Columbus Electronics, Inc., 
229 So. Waverly Street, Yonkers, New 
York, upon request. 


CHARATERISTICS CHART 

A two-page chart titled “Basic Char- 
acteristics of Useful Industrial Lab- 
oratory Instruments” is now being dis- 
tributed by North American Philips 
Co., Inc. to engineers, production con- 
trol personnel, and manufacturers. 

The data is presented in a conveni- 
ent form and the chart may be hung 


on the wall for ready reference. The 
chart covers the apparatus or sys- 
tem, principle, basic arrangement, 


operation, application, comments, and 
manufacturers or suppliers. 

Fifteen instruments are covered in 
the tabulation including colorimeters, 
cyclographs, electron microscopes, 
Geiger-Counter x-ray spectrometers, 
mass_ spectrometers, photometers, 
magnaflux, photelometers, spectro- 
graphs, etc. 

Diagrams of the basic arrangement 
of the instrument being covered are 
also included. 

A copy of the chart may be secured 
by asking for publication R-1066 from 
North American Philips Co., Inc., 100 
East 42nd Street, New York 17, New 
York. 


RADIO AND INSTRUMENT KNOBS 

Kurz-Kasch, Inc. has just issued a 
new catalogue, No. 103A, covering the 
company’s line of standard radio and 
instrument knobs. 

This 12-page booklet carries dimen- 
sions and construction details covering 
instrument knobs, pointer knobs, 
pointer and lever knobs, control knobs, 
terminal and control knobs, control 
balls, radio knobs, pointers, and head- 
less setscrews. 

Manufacturers are invited to submit 
their production requirements to the 
company. A copy of catalogue No. 
103A will be forwarded upon request 
to Kurz-Kasch, Inc., 1425 South Broad- 
way, Dayton 1, Ohio. 

AUTO RADIO ACCESSORIES 

Servicemen who handle the installa- 
tion and repair of auto radios will be 
interested in a new 8-page booklet 


NEWS, the issue and page, and en- 
per amount, when indicated, delay will be prevented. 


just released by J. F. D. Manufactur- 
ing Co. of Brooklyn, New York. 

Listed in the catalogue are cables, 
housings, fittings, connectors, radio 
control shafting, body plugs, wire- 
wound suppressors, antennas, and mis- 
cellaneous auto radio accessories. 

Especially featured in this booklet 
is the company’s ‘“Remote-O-Cable 
Replacer” which is designed to speed 
auto radio repairs by providing, in a 
single unit, facilities for cable swedg- 
ing, cable cutting, and fitting clamp- 
ing. 

A copy of this booklet may be se- 
cured from Dept. R, J. F. D. Manu- 
facturing Co., 4117 Ft. Hamilton 
Parkway, Brooklyn 19, New York. 


UNIVERSAL PARTS CATALOGUE 

A 24-page brochure covering uni- 
versal electronic parts for distributors 
and radio servicemen has been an- 
nounced by the Specialty Division of 
General Electric Company’s_ Elec- 
tronics Department. 

The catalogue lists the price, speci- 
Ecations, and other data on sixteen 
parts in the division’s line. Resistors, 
controls, antennas, the variable re- 
luctance pickup, and loudspeakers are 
among the parts described. 

A copy of catalogue ESD-93 may be 
secured from the company’s distrib- 
utors or by writing, Specialty Division, 
General Electric Company, Electronics 
Department, Syracuse, New York. 


RIDER MASTER INDEX 

John F. Rider, Publisher, Inc. has 
announced the availability of a new 
master index to the company’s ‘“Per- 
petual Troubleshooter’s Manuals.” 

This “1947 Rider Master Index” 
covers all editions of the Manuals 
through Volume XV, which appeared 
in 1946, and includes the RCA-Cun- 
ningham and the Abridged I-V man- 
uals. 

The index is bound in paper covers 
and is in a companion size to the 
Rider Manuals. The price is $1.50 and 
may be obtained from John F. Rider, 
Publisher, Inc., 404 Fourth Ave., New 
York 16, New York. 


GCA BOOKLET 

The Bendix Radio Division of Ben- 
dix Aviation Corporation has pre- 
pared a new non-technical booklet 
covering a step-by-step explanation of 
the function of ground controlled ap- 
proach radar for landing planes safel) 
in foul weather. 

This 16-page booklet is well illus 
trated and the text material is pre 
sented with a clarity of style which 
would make the publication of inter- 
est to both laymen and persons work- 
ing in the radio and radar field. 


RADIO NEWS 


Copies of the booklet “What is 
GCA?” may be secured by writing 
Bendix Radio Division of Bendix 
Aviation Corporation, Baltimore 4, 
Maryland. Please address your re- 
quests to the attention of Mr. John M. 
Sitton. 


H.F. CONVERTER BULLETIN 

A four-page bulletin covering the 
line of high frequency converters man- 
ufactured by Columbus Electronics 
Corporation is now available for dis- 
tribution. 

Details and specifications on the 
company’s Model HFC 610 for the 6, 
10, and 11 meter bands; the Model 
HFC 101 for the 10 and 11 meter 
bands; and the Model HFC 106 for 
the 6 meter band are given, along 
with prices. 

A copy of Bulletin C6 will be sup- 
plied upon request to Columbus Elec- 
tronics Corporation, 229 So. Waverly 
Street, Yonkers, New York. 


HYTRON TUBE CATALOGUE 

Currently available for distribution, 
the four-page Hytron Radio and Elec- 
tronics Corp. catalogue covering trans- 
mitting and special purpose tubes 
contains information of interest to 
those in the radio industry. 

Engineering and operational data 
is provided in convenient tabular form 
on low-and medium-mu triodes, high- 
mu triodes, v.h.f. triodes, v.h.f. mini- 
atures and acorn r.f. pentodes, trans- 
mitting beam pentodes and pentodes, 
rectifiers, and voltage regulators. 
Basing diagrams for the tubes are also 
given. 

A copy of this catalogue will be sent 
to those requesting it from Hytron 
Radio and Electronics Corp., 76 La- 
fayette Street, Salem, Massachusetts. 


SERVICE DATA CHART 

Sprague Products Company of 
North Adams, Massachusetts is now 
offering radio servicemen a giant wall 
chart for use in service shops. 

Lithographed in color, this 22” x 28” 
chart carries handy service application 
data; diagrams and descriptions of 
common circuit troubles’ involving 
condensers and their remedies; gen- 
eral replacement data on electrolytics; 
formulas; transformer, resistor and 
condenser color codes; schematic sym- 
bols and other related information. 

The wall charts are being dis- 
tributed by Sprague _ distributors 
throughout the country and service- 
men can obtain free copies from them 
on request 


HARDWARE CATALOGUE 

The new two-color, 8-page hardware 
catalogue which is now being dis- 
tributed by General Cement Mfg. Co. 
of Rockford, Illinois features a new 
patented ‘4 in 1” card which enables 
jobbers to display four items in the 
space normally required to display 
one item of merchandise. 

The catalogue lists items by classi- 
fication groups and almost 500 items 
have been included. 

Copies of this catalogue are free 
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Sensational Guy! 

HALLICRAFTERS 
PANORAMIC 

ADAPTOR SP-44 


The fo- 

ally Terrific! ‘ 
mous Skyrider, soldevery, reduced ot 
where for — $49.50. "Seeing Eve 


Newark to ~ 9 3 10 Tube Superhet, 


transmitters. 
Hom should be 


IT’S NEWARK for TOP QUALITY — BEST VALUE 


sp-44—Complete 
with tubes, 
115 VAC. Shps- 


f Sending” th self 
electronically-tuned, we to 200 Was 20 Ibs 

: scope—mon! | NOW ..-- 
contained © ond analyzes signe 50 "9 groups ollow. 
ke visually s from your own oF other 7 only. Hurry! 
choracteristic Hooks into ony rig. No 


vs, 
for C <curately 


is unbelievable 4 


New Types - Bigger Values 
Transmitting and D 2 MALLORY 
Special Purpose v VIBRAPACK 
ALL NEW — GUARANTEED, Great , A Vibrator Pow- 
Savings from our Tremendous Stock on er Supply. Effi- 
of Top Grade Gov't. Surplus Tubes. i 172 cient, Depend 
All JAN Approved. Buy Now! ~*. — i able. 12 volt 
E1148 $2.25 § B11 $1.95 b>” OC Input. Out 
HY65 3.00 813 6.75 & put: 220-250 
Terrific Valuel Famous Surplus HY69_ 1.65 sié 4.30 volts of 60 
Receiver-Xmitter. Less Power "sen ar oo = mo. Exceptional Buy! Size 
Supply and Control Box. Some « : 5% x 2% «x 6" H. No 
pply 2APi 2.25 832A 832 2.25 
hove Crystals and Tubes, some 2APIA 5.25 836 1.13 $-460. Speciol 
moy be missing. But the bosic 2C26A 75 837 - 
2040 .90 838 5 
unit is ready to operate. Can 2c4s \"se eat 20 
be converted to 10 WAC. 2V3G 138 843 ; 
Schematic incl. Shpg. Wot. 75 2X2 879 90 845W r 
Ibs. Limited Quan- 3API 3.00 65 
tity, “AS IS" tor. $]] 49 3BPI 2 3.00 872A 872 
1 3024 24 75 874 
FOB New York Only 3CPI 3.00 884 
ERS 3EPI 3.00 922 
3E29 3.00 923 
JOHNSON CONDENS 3FP7 3.00 | 931A 
Fine Quality <= 3GPI 3.00 954 
Variables. Sin- < 5API 4.50 955 
i =) 5BPI 3.38 956 
S cctite fons f === ale 5BP4 3.38 | 957 
S) SCP I 3.38 9584 Brond New, Guoranteed Army- 
& end plotes, | @. DA SCPIA 6.00 | 959 N Ph 8000 ohm 
% double ef SLPI 9.00 | 161: Aig oe ws 
end shoft. Alu. ap 6AKS 90 | 1616 Rubber covered throughout. 
minum plotes 6D4 45 1619 Ear Cushions, Cord, PL- ¢ 
No S-49) 100 mmfd 7BP7 5.25 1624 54 Plug Adj. bond. g 
: : SIPi 2.25 1625 N S-481. Hurry! 
°. ‘ y 
21 plates, .030 gop, 79¢ 10Y 75 1626 
1%" Ut. 12DP7 6.00 1629 — 
No. $-492, 35 mmfd., 8 ¢ 12GP7 11.25 1641 Cornell-Dubilier 
lates, .030 gap, 1%" lL. 69 OC3 VRIO05 75 1665 /2050 
Pp ’ gap, 1% - . : 
O03/VRIS0 75 | 18st Xmitting Capacitor 
Hams! The well known and 304TL 3.75 7193 2Mtd 1,000 VDC 
popular Robert W. Gunder- 316A 75 8005 "A E 
son, W2 JIO, Ham extraor- 559 1.13 | 9001 New, = -“ mC 
dinary, will be available at 801A, 801 1.13 9002 oer 1 ity 42 
ovr New York Stores EV- os = bo - « $ 473. ¢ 
ERY SATURDAY. Old Hams 809 150 9006 ele . 
° Speciol. : 
and new will appreciate 


his guidance and enjoy his 
company. 


NEW YORK 
Offices & Warehouse 
242 W. 55th St., NLY.19 


ELECTRIC COMPANY. inc 


BUY OVER $75 WORTH OF EQUIPMENT Take ONE YEAR to PAY 


20°/, Down—Pay Monthly 
CHICAGO 


323 W. Madison St. 
Chicago 6, Ill. 


— <P 


NOW 1 appa 


FOR YOUR SILENT PROJECTOR 


Convert your 16mm silent pro- 
jector to sound (regardiess of 
make) with Apex sound head & 
radiofilm adapter. Guaranteed 
exceiient performance. Write 
teday for free information. 


$5995 


APEX VIDEO + 12209. J Branford St. + Roscoe, Calif. 


TELEVISION RECEIVER—$1.00 


Complete instructions for building your own tele 
Oh ge 


vision receiver. 16 pages—l11" > of pic- 
tures, pictorial diagrams, clarified schematics 
17” x 22” complete schematic diagram & chassis 
layout Also booklet of alignment instructions, 
voltage & resistance tables and trouble-shooting 


hints.—All for $2.00. 


CERTIFIED TELEVISION LABORATORIES 
5507-13th Ave., Brooklyn 19, N. Y. 


BEAM ROTATORS 


Plenty husky tor any beam a ham can dream up! 
Navy SO-! radar type. beautifully built mechani- 
cally and electrically. instantaneously reversing. No 
overswing. Brand new complete with 110 $89 00 
volt 60 cycle power supply. Write for details ’ 
f.o.b. Tuckahoe, N. Y. 


1 K.W. MOTOR GENERATORS 


ideal for D.C. power district use, marine radio, or 
radar, etc. 115 volts D.C. input at 14 amps. 120 
volts A.C. output at i0.4 amps. 60 cycles single 
phase. 1000 watts co tinuous duty. 3600 rpm. Cen- 
trifugai starter. tully covered splashproof. Built to 


Navy specincations by the Allis Chal- $ 

mers Co. Brand new. 87.50 
f.o.b. Tuckahoe, N. Y 

230 volt input machines, same specifi- $ 

cations also available Prive 125.00 
f.o.b. Tuckahoe, N. Y 


ELECTRONICRAPFT, Inc. 


Tuckahoe 3-0044 @ 5 Waverly Place @ Tuckahoe, N.Y. 


BUILD YOUR OWN 


Here’s a fine professional test instrument 
you can assemble for yourself! It’s a 
battery operated signal tracer you can 
use anywhere. All components are of 
same high quality used in the finished 
units which are in use by thousands of 
service men throughout the country. 
Parts are packaged and labeled. The 
assembly instructions are complete. 
Operation of the finished unit is excel- 
lent. If your local parts jobber does not 
have this STAB-KIT in stock write us. 
If you'd rather have a finished instru- 
ment they are available at $29.95. AC 
operated kits also available at $29.95 or 


Complete Kit of 
High Quality Parts. 
Detailed Instructions. 
Operation Handbook. 


$4 4° Complete 


completed AC instruments at $44.95. 
You'll not only be proud to own one of 
these fine instruments but it will make 
real money for you by speeding up your 
service work. Order your kit today. 


NEW! SPECOILS 


For you who want to build FM tuners or 
Television sets SPECOIL IF transformers 
enable miniaturization with correct band 
pass characteristics Small, tuned from 
top, short leads to related components. 
New electronic principle. Circuit supplied 
free. Ask your jobber or write for cata- 
log. List $5.95 each. 


SPECIAL PRODUCTS COMPANY 
9115 Brookville Road, Silver Spring, Md. 


MAGNETIC 
RECORDERS 


MODEL BK-40! SOUNDMIRROR* 


*Trade Mark Reg. U.S. Pat. 


THIS TAVE RO CORDER-R Se ROECRA is a com 
pletely self contained unit, having its own amplifier 
speak and crystal crophone. One half-hour re 
‘ ling tim n reel of magnetic tape which is eras 
abie, reusable, and spliceable For 110 v.-60 cycle 
Price 29.50 
BK- 914-1 tecording tape on reel, nal 
Soundmirror : 2.50 
MODEL ek-501 Madd- A- Voice" $59.00 


h se “lf ymtained mike, amplitier, and carrying case 
Re ady to record and playback. For 110 v.-60 cycles 
Prices 1 0.B. Cleveland; 25% Deposit on C.0.D 

orders 
WRITE FOR OUR FREE CATALOG 
Of Magnetic Recorders and Accessories 


ACME ELECTRONICS Co. 


6523 Euclid Ave. Cleveland 3, Ohio 


WAR ® 
SURPLUS, 


All merchandise is the product of na- 
tionally known manufacturers under 
government contract—no “off’’ brands. 
This merchandise is all BRAND NEW, 
UNUSED! 

Oscilloscope, BC-1268, 5” 


C-R tube, contains 


We GOR GM be cnc desc devct -50 
Frequency Meter, 70-150 me, battery oper ated, 

With calibratio® «0. scccecee 17.50 
-1 mfd, 00 vwde paper condenser, Micamold 

345-21 cane Se 

In los of 50, each... 4c 
5 mfd, 200 vwwde paper cone ienser, “Mi amold 6c 

In lots of 50, each... 7 4 Se 
4 mfd, 500 wwade paper condenser, excellent 

for replacing electrolytic filters, will give 

superlor service oe en ° a 59c 
S mid. 450 wade, electrolytic, popular inverted 

can, pal-nut mounting, Cornell Dubilie: 

hw R-508 . Scduitn als a> Sixes 32e 
Antenna, MS-56, 4” dia. x 37%” long copper 

plated steel tubing with mounting bushing 

Suitable for dipoles, verticals, whips. beam 

elements, etc. Easily cut to length... 19c 
Microphone, T-24, carbon, hand type, Ameri 

can Microphone Co., for mobile rigs. etc $1.95 
(-1 ma DC Meter, 3%” round, Weston 301 $4.25 
Vilot Lamp, 1” dia. jewel, enclosed type, for 

S-6. L15v bulb, Dialeo No. 9387. any color 

jewel. (Specify 43e 
Pilot Lamp, jeweled enclosed type, for bayonet 

base bulb, any color jewel. (Specify color 19¢ 
10-10-10-10 mfd, 4 sect. electrolytic, all 400 

vwde, Mallory FP can type : 79¢ 
Volume Control-Pot, 60,000 ohms. Clarostat 29¢ 
Speakers, large variety at low prices. Write for de 

tails 
Tul arge stock receiving, Xmitting, Cathode-ray 

etc. 
\foriie s, power, audio, chokes, ete. Write for de 

tails. 
We have thousands of choice items in our ware 


houses too numerous to mention Let us know your 
requirements Drop us a card to receive our regula 
bulletins and flyers. 


Price RADIO 
Laboratories 


2816 Hemlock Ave., Baltimore 14, Md. 


F.O.B. our warehouse. Minimum order 
$2.00. We also ship C.0.D., 10% with 
order. 
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for the asking. Address requests to 
General Cement Mfg. Co., 919 Taylor 
Ave., Rockford, Illinois or see your 
GC distributor. 

LIMITING AMPLIFIER 

The Transmitter Division of Gen- 
eral Electric Company’s Electronics 
Department has prepared a new 12- 
page booklet describing the company’s 
Type BA-5-A limiting amplifier. 

The new publication, complete with 
schematic drawings and diagrams, 
lists the operational and construc- 
tional features of the amplifier, a unit 
designed to increase the average pro- 
gram level of broadcasting and re- 
cording systems without danger of 
any audio peak exceeding a prede- 
termined maximum value. 

A copy of this booklet, EBR-99, will 
be forwarded to those making their 
request of the General Electric Com- 
pany, Transmitter Division, Elec- 
tronics Park, Syracuse, New York. 


ENGINEERING DATA BOOK 

The Superior Electric Company of 
Bristol, Connecticut is now releasing 
a 12-page bulletin on voltage control 
which will be of interest to designers 
and engineers. 

Bulletin #547 features the latest 
developments in “Powerstat” variable 
transformers and “Stabiline”’ auto- 
matic voltage regulators. The mate- 
rial is presented in concise and easy- 
to-read form. Ratings, detail drawings, 


photographs, performance, and en- 
gineering data are included in the 
bulletin. 


Copies of Bulletin #547 may be se- 
cured by writing The Superior Elec- 


tric Company, 211 Church Street, 
Bristol, Connecticut. 
—50- 


Within the Industry 
(Continued from page 30) 


ments, and other factors pointing the 
way to greater efficiency, increased 
production, lower cost, and improved 
service in the induction and dielectric 
heating field. 
* * * 

ELECTROVOX CO., INC. has recently ac- 
quired a new and larger plant at 66 
Franklin Street, East Orange, New 
Jersey. 

General offices of the company will 
continue to be located at 31 Fulton 
Street, Newark, New Jersey until next 
year, at which time the offices will oc- 
cupy space in the new building. 

Branch offices in Chicago and Los 
Angeles will continue at their present 
locations. 

~ ” ” 
ELECTRONIC LABORATORIES, INC. has 
recently acquired a plant in Harbor 
Springs, Michigan, for the manufac- 
ture of wood cabinets for the com- 
pany’s line of home receivers. 

Logs are being cut on a 2000 acre 
property with all steps in the manu- 
facture of these cabinets, from the 
felling of the timber to cabinet finish- 


RADIO NEWS 


ing, being performed by the Wood 

Products Division of the company. 
+ * * 

P. R. MALLORY & CO., INC. has an- 

nounced the removal of their New 

York Office to 41 East 42nd Street, 

Suite 1215. 

The company, manufacturers of 
electrical and electronic components, 
has headquarters and main plants in 
Indianapolis, Indiana and branch 
plants in North Tarrytown, New York 
and Tipton, Indiana. 

* + * 


JAMES R. DONAHUE was elected Presi- 
dent of Arcturus Radio & Television 
Corporation, a 
newly formed asso- 
ciate company of 
Standard Arcturus 
Corporation of New 
Jersey. 

This new  asso- 
ciate company will 
manufacture _ tele- 
vision receivers in 
the popularly priced field. Mr. Dona- 
hue, who has spent his entire business 
career in the radio and electronic 
field, was formerly Sales Manager of 
the parent company. 

Announcement was also made of the 
appointment of John V. Rice, formerly 
associated with National Union Radio 
Corporation, to serve as Sales Man- 
ager of the Tube Division of Stand- 
ard Arcturus. 


* * * 


MELVILLE RADIO INSTITUTE has re- 
cently moved to new offices in the Mel- 
ville Building, 15 West 46th Street, 
New York. 

The Institute was formerly housed 
in quarters at 45 West 45th Street but 
the necessity for increased office space 
dictated the move to the new location. 

* * * 


AIR KING PRODUCTS COMPANY has re- 
cently acquired an additional plant at 
170 53rd Street, Brooklyn, New York, 
for the straight line manufacture of 
radio receivers. 

The new plant has 110,000 square 
feet of space and occupies a whole 
city block. The unit is air conditioned 
and lighted with fluorescent fixtures 
throughout. Belt gravity conveyors 
will be used to speed the larger com- 
ponents to the production line. 

In addition to production facilities, 
the building contains offices, show- 
rooms, and conference rooms. —30- 


“Boy! 
since that last serviceman called 
him a Duo-Diode, High-Mu Triode!” 


Has he gone High Hat, 
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SEND FOR 
FREE CATALOGS 
Write for Amateur Re- 
lay Catalog No. D-111, 
and for Resistor-Rheo- 
stat Catalog No. D-2 


Ward Leouard 


> Retays 
Vp LR: ‘SIS TOR S 
guard Leonard 


HEOSTATS 


RELAYS—provide convenient circuit control, 
protection, and greater operating efficiency 
..+ help reduce length of connecting leads. 
Amateur Relays available from stock: Anten- 
na Change-Over, Antenna Grounding, Key- 
ing, Band Switching, RF Break-In, Safety, 
Overload, Underload, Latch-In, Remote 
Control, Sensitive, Time Delay. Also In- 
dustrial and General-Purpose Relays. 


RESISTORS—exclusive features of VITROHM 
wire-wound resistors insure that extra per- 
formance needed in critical circuits. Fixed 
type in 8 stock sizes from 5 to 200 watts. 
Adjustable type in 7 stock sizes from 10 to 
200 watts. Wide range of resistance values. 
Stripohm, Discohm, and Plaque types also 
available. 

RHEOSTATS—for fixed or variable close con- 
trol. Protected by tough, acid resistant, 
crazeless vitreous enamel. Sizes: 25, 50, 100, 
and 150 watts, in wide range of resistances. 


Authorized Distributors Everywhere 


WARD LEONARD ELECTRIC COMPANY 
Radio and Electronic Distributor Division 
53-N West Jackson Bivd., Chicago 4, U.S.A. 


WARD LEONARD 


RELAYS + RESISTORS * RHEOSTATS 


Electric control = devices since 1892 


LEARN 


TELEVISION 


ELECTRONICS RADIO 


Modern Completely Equipped 
Laboratories 


DAY AND EVENING CLASSES 


G.I. Approved—Veterans Receive 
Subsistence 


ENROLL NOW! 


ELECTRONICS INSTITUTE, INC: 


21 Henry, Detroit 1, Mich, 


oh SERVICE DEALERS 
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| with COLOR 


OVERLAY 
N MATOWN 
ECTROMIC DESIGN 


SAMPLES ON REQUEST RADIO PRESS Dir tncwe 
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“TELEVISION 
SPECIALISTS” 


Design Data & Parts 


@ NEW TELEVISION COIL KIT 510—RBuild a 


10” or 15” television receiver. @ Complete kit 
of permeability tuned video IF, RF, and Sound 
Coils for high quality television receiver desiaznus 
Contains all necessary coils for 3 stages 4me. wide 
video, 2 stages sound, discriminator, peaking, 0s- 
cillator, and RF. Complete instructions included. 
fy - Serer eer oan 
TELEVISION COIL KIT 500A — including 10 
matched coils for low cost 7” television receiver 
design described in booklet. Only..... $4.9 


“Design and Construction of a Modern 
5 or 7” Television Receiver” 
New 2nd Edition 


More Pages, Greater Detail, Drawings, Ilhoto- 
graphs, Designed for Good Performance, Sim- 
plicity, Economy. For Experimenter, Servicemen 


. any technicians that prefer to build their own. 


“Design and Construction of a Visual 
Alignment Sweep Signal Generator” 
Build a Television Sweep Generator, inexpensive, 
simple yet professional in performance A 


“‘must’’ for servicemen .. . for alignment of Tele- 
vision Receivers, 


included with each booklet is an 11 x 17” 
working diagram. 


We Carry a Complete Line of Television 
Parts for the Experimenter! 


R.F. & 1.F. Coils cC.R. Tubes 

H.V. & L.V. Transformers Punched Chassis 

Complete line of Resistors, Condensers, Special CR 
Tube Sockets, et 


SEND FOR OUR LATEST PARTS LIST 


P. 0. Box No. 52, Kew Gardens (5, N. Y. 


Enclosed is $__ (check or money order) 


Order Direct or Through Your Dealer 


LOW-IMPEDANCE LOOPS 
By HARRY R. HYDER 


N OST broadcast sets use loops of the 

“high impedance” type; that is, a 
loop which contains all of the antenna 
inductance. While loops of this type 
are economical and adequate for small 
sets, they have some disadvantages. 
First, since the loop has a high Q, slight 
changes in its position relative to the 
chassis or other metallic objects make 
large changes in its inductance, mak- 
ing good tracking difficult to maintain. 
Thus, placing a loop set next to a ra- 
diator might upset its tracking ser- 
iously. Also, the high voltage across 
the loop, which is in close proximity to 
the set, causes undesirable coupling to 
other parts of the set, resulting in re- 


| generation and instability. This is why 
_some sets have an aluminum baffle be- 


tween the loop and the chassis. 

A much better scheme, particularly 
for a console set, is to use a “Slow im- 
pedance”’ loop. This is a loop of large 
physical dimensions but which has very 
low inductance, usually about 10 mi- 
crohenries, or 5% of the required an- 
tenna inductance. Since it is but a 


|small fraction of the antenna induc- 


Quantity 
Television Receiver Bklet $1.75 ea. 
Sweep Signal Generator Bklet....$1.75 ea 
—_... Television Receiver Coil Kit 500A4.$4.95 ea. 
—. Permeability Tuned Coil Kit 510. .$9.95 ea. 
Name ee Ne Se ee 
Address ee 
City ‘ “ Zone a 


CORRESPONDENCE COURSES 


IN 


ELECTRICAL ENGINEERING °°: glectrical’h a 
Prenere yourself at Low Cost, for secure futu 
simplified anyone can understand : 


RADIO ENGINEERING Prirt. Siirece Snote 


public address, 


RADIO ond ELECTRICAL ENGINEERING 


or 
eld 


Uy held 


radio 
photo-electr! 


work. Trains you to be super-service man, real vacuum 

tube technician. Servicemen eeded badly. Diploma wu: 

eompletion. yY graduates earning big . 

WRITE Send postcard for Free Copies of $25 Either 
school catalog full details, ali Cours 

about deferred payment plan, experimental kit. etc. 


Aincoin Engineering School, Box 931-R104 Lincoin 2, Neb: 


SERVICEMAN ‘SPECIALS 


2-inch PM speaker $1.19 
3-inch PM 1.29 
t-inch PM Alnic o . 1.39 
5-inet nog 1 Alnico 5 1.49 
6-ineh 1 Alnico 5 1.79 
2- TUBE AC- pc PHONO OSCILLATOR KIT 

Complete with tubes parts and full instruc 

tions $4.49 
ABOVE KIT ASSEMBLED AND TESTED 5.59 
EXPERIMENTAL COIL ASSORTMENT 1.25 


REMER RADIO 
5904 S. Princeton Chicage 21, til. 


| coil in series with the loop (Fig. | 
| feed it directly to the grid of the tube. 


tance, capacitance and inductance var- 
iations will have little effect on the 
tuned antenna circuit as a whole. Also, 
since the voltage across it is low, coup- 
ling to other parts of the circuit will be 
low. There are two methods of coupling 
the low-impedance loop to the grid of 
the first stage. The first method is to 
use a low-impedance, primary-tuned 
secondary r.f. transformer; but this is 
a special coil and they are not currently 
available. A far simpler scheme, which 
is just as effective, is to place a loading 
and 


The only requirement of the loading 
coil is that it have enough inductance 
to make up the difference between the 
required inductance and the induc- 
tance of the loop, and have a reasonable 
Q. One can be made from a standard 
“Universal Adjustable” replacement 
antenna coil. These have iron 
permitting the inductance to be varied 
over a range of about 20%. Several 
standard types were measured and 
found to average about 125 in Q. The 
best one had a_ progressive-universal 


slugs, 
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Fig. 1 


wound Litz wire secondary and had a 
Q of 150 at 1 me. The primary was re- 
moved from the form and it was wired 
as shown in the diagram. The slug 
makes adjustment of inductance for 
tracking very simple and precise. This 
is the procedure; with the loop and load- 
ing coil wired as shown, tune in a weak 
station near 600 ke. and adjust the slug 
for maximum volume. Then tune in a 
weak signal near 1400 ke. and adjust 
the antenna trimmer on the tuning 
condenser for maximum volume. Re- 
peat these two adjustments in the same 
order, and the set is ‘“*tracked.”’ The 
weaker the signals used, the more ac- 
curate will be the adjustments. 

In actual measurements on one set, 
the sensitivity with the low-impedance 
loop was greater than with a high-im- 
pedance loop having an operating Q of 
100. In addition, noise, instability, and 
lopsided selectivity, all due to regenera- 
tion, were completely eliminated. Also, 
the tracking “‘stayed put.” 

The loading coil was mounted in its 
shield can on the chassis. The low im- 
pedance loop consisted of 2 turns of 
No. 16 hook-up wire, spaced 2 inches 
between turns and stapled to the inside 
of the console. Its exact dimensions are 
unimportant, but it should have as 
large an area as possible, for maximum 
signal pickup. 


The 829-B and 832-A 
(Continued from page 60) 


i 

the experiment, it is believed that 
many amateurs will find uses for these 
two tubes in audio amplifiers. A very 


compact transmitter could be built by 
using an 829-B in the final r.f. ampli- 


former. Column 3 are the values ob- fier with 90 watts input and modulat- 
tained by using an 832-A tube in place ing it with another 829-B with 500 
of the 829-B. volts on the plate. 
Because of the results obtained Mm —30 
Table 1. Operating characteristics of the 829-B and 832-A tubes at audio frequencies. 
829-B 829-B 832-A 
"> SR Pee |  §00 volts 315 volts | 315 volts 
ee a 225 volts 225 volts 250 volts 
Plate Current.............. 200 ma. 150 ma. 108 ma. 
Screen Current............. 25 ma. 26 ma. 12 ma. 
Cathode Voltage............ 19.5 volts 16 volts a volts 
Cathode Resistor. ........ 100 ohms 100 ohms 200 ohms 
Undistorted Output ... 43 watts 20 watts 10 watts 
A.F. Voltage for Undistorted 
Output 16 volts 10 volts 16 volts 
Maximum Output. 65 watts 29 watts 18.5 watts 
A.F. Voltage for Maximum | 
Output.. 22 volts 16 volts 25 volts 
Plate Impedance Paw ant ee 10,000 ohms plate-to-plate in all cases. 
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“THE FUTURE OF TELEVISION” 


by Orrin E. Dunlap, Jr. Published by 
Harper & Brothers, New York. 190 
pages. Price $3.00. 

When the author published his “The 
Outlook for Television” in 1932, the 
book covered past developments in 
the television field. This companion 
book, while outlining some of the 
great achievements in the field, goes 
beyond the present for a good look at 
the future of the medium. 

In spite of the nebulousness of the 
future of television, this book is 
definitely not in the “crystal ball” 
category. The author, who is on the 
executive staff of Radio Corporation 
of America and was, for almost 
twenty years, radio editor of The 
New York Times, is in a strategic 
position which allows him to survey 
both the pros and cons, the acceptance 
or non-acceptance of the public, com- 
petition with movies and other enter- 
tainment, media, and the type of pro- 
gramming concept which will provide 
commercialization of television. 

While the book takes the technical 
side of television performance for 
granted, the author has raised many 
pertinent and important problems 
which the prospective station owner, 
program director, staff, and the public 
must take into consideration in the 
production and reception of this me- 
dium. 

A valuable appendix which lists im- 
portant dates in the development of 
television and .video programming, 
and a list of American television sta- 
tions, by channel, complete this pro- 
jection into the future of the video 
art, 

. * + 
“TELEVISION TECHNIQUES” by 
Hoyland Bettinger. Published by Har- 
per & Brothers, New York. 229 pages. 
Price $5.00. 

Since many of the new television 
stations being constructed in the 
country will demand complete versa- 
tility of its employees, this book on 
television techniques should find wide 
acceptance among those involved with 
the technical aspects of the transmis- 
sion as well as those whose work deals 
with the programming and planning 
of video entertainment. 

The author, who is a consultant on 
television programming and produc- 
tion, was formerly Program Manager 
of the General Electric _ station, 
WRGB, in which position he had wide 
experience with the various experi- 
mental video techniques. This book, 
based on the author’s knowledge of 
the problems confronting a TV station 
staff, is a completely practical hand- 
book. 

The text material has been lavishly 
illustrated and the reader should ex- 
perience no difficulty in visualizing the 
problem and its solution. The author 
has covered television equipment in a 
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PEERLESS PACKS Laue PUNCH 


> 
- 


APPROVED 
FM TUNER 


RESONANT LINES TUNED FRONT END* 
@ NO VARIABLE @ NO IRON CORE 
SLUGS @ NO SLIDES @ STABLE @ 
NON-MICROPHONIC 


The outstanding FM Tuner of the year at a fabu 
ously low price. The Approved is a high quality 
superhet tuner with & tubes: 6AG5 R.F Amplifier 
636 Oscillator, Mixer, Detector; 2—6SHT7 1.F. Ampli 
fiers; 6SH7 Limiter; 6AL5 Discriminator; 7Y4 Ree 
tifler; 6U5 Indicator (Tuning Eye) 


For 88-108 mec. reception, with intermediate fre- 
juency of 10.7 me. (iron core tuned, ceramic insula 
tion) 


Output impedance is 500,000 ohms and the Output 


voltage 


and 
cont 


rol with 


‘52> 


Less Cabinet 
PEERLESS—LOW PRICE 
is app. 2 volts. Sensitivity is 10 microvolts 


hum level is 70 db. below average output. Tuning ratio: 16 to 1 
“‘on/off’’ switch 


The bandwidth is 150 ke 


Has tuning control and volume 


Quality materials are used throughout, such as phosphor bronze contact springs and tuned brass lines, 


both with .0005 inch silver overlay 
Complete with tubes and built-in power supply 


* Pats. Pend. 


Contact arms are lucite bars. For 117 volt, 60 cycle operation. 


MATCHING CABINET 


Hand-rubbed walnut veneer $6.95 


APPROVED 
SIGNAL GENERATOR 


Compare this superior@ignal generator with any on 
the market today at any price. Convince yourself 
that the Approved is tops! Look at these outstand 
ing features 


The Approved gives you complete coverage in 
8 bands from 100 ke. to 75 mcs. There is a large 
calibrated face with a multicolor, no-glare fre- 
juency dial Four tubes: 6SN7 RF Oscillator; 
6SHT AF Oscillator and Modulator; 68H7 Cathode 
Follower Output Stage: 6X5 Rectifier 

There is a 3-step RF Attenuator, but RF-AF 
uttenuation is continuously variable Because of 
the cathode follower tube, however, attenuator set 
tings have no effect on frequency Harmonic output 
The RF Oscillator is ultra stable and 


is negligibl 


has two terminals Internal or External modula 
tion percentage is continuously variable and ranges 
trom ( to luo 
Only silve ceramic and air trimmers are used 
and the Variable Condenser is Hammarlund’s spe 
cial low drift invar metal,”’ with ceramic insula- 
tion throughour 
PEERLES LOW PRICE There is a pilot light indicator. Set is designed 
for 105 to 120 volt 1-60 cycle operation Comes 
enclosed in heavy 16-gauge steel cabinet with battleship grey, crackle finish Includes Amphenol Co-axial 
connecting cable, ground cable, operating instructions, circuit diagram and guarantee. Size: 8” x 10" x 12 
Net wt. 16% Ibs 
NEW!!! APPROVED RADIATON LOOP AND 
Provides loose coupling between any generator and receive Checks 


loop-oscillator tracking 


minat sjueals due 


| 92-32 Merrick Rd., Jamaica 3, New York 


increases efficiency of receivers, helpa to 


» misalignment or mistracking and enables aa 


ngineer to make gain measurements NET 


x » All prices F.O.B. Jamaica,New York. 


tg Include postage. Write Dept. RN3. 
_ J\E-GG7~47J Radio DISTRIBUTORS, INC. 


Branch: 71 Murray St., New York 7, N.Y. 


GET THIS NEW RADIO RULE 


NEEDED BY ALL RADIO STUDENTS, ENGINEERS, DRAFTSMEN, TECHNICIANS, HAMS 


This sensational new Radio Rule 

was developed by a Radio En 
gineer for simpler, more accurate 
work. It has proven so successful 
that it is now “a necessity” in 
many schools and universities in 
the United States. 


Mode from clear, laminated 
plastic. Money back guarantee 


ORDER TODAY 
Only $2.00 Postpaid or 3 for $5.00 


COLETTE PRODUCTS COMPANY 
8653 GRAND RIVER ° DETROIT 4, MICHIGAN 
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ENDORSED 
BY CHAMPIONS 


Qualify at home, in spare time, by easy. 
simplified system. You can learn code or gain 
greater speed and skill in sending and re- 
ceiving by the same system that has made 
code champions and radio telegraph experts. 
FREE BOOK OF FACTS explains Course. It’s 
absolutely free. Rush your name for it today 


CANDLER SYSTEM CO. 
Dept. 2-K, P. O. Box 928 Denver, Colo. 


PICK YOUR 
SPOTS! 


Your PR fobler has 
them in Stock 


Move on spot frequencies with PR Pre- 
cision CRYSTALS. PR has made it easy to 
select the spots you want—for all bands. 
This summer hundreds of PR Jobbers were 
supplied with new VISUAL DISPLAY CASES, 
stocked with all frequencies available to 
amateurs ...and kept up to date! This 
means you can walk into your favorite 
jobber’s store and get PRs for the EXACT 
FREQUENCIES (INTEGRAL KILOCYCLE) YOU 
WANT WITHIN AMATEUR BANDS AT NO 
EXTRA COST...NO PREMIUM ...NO 
“PLUS OR MINUS” THE SPOT YOU WANT. 
If you buy your radio gear at a distance . 

your jobber can supply PRs at exact frequen- 
cies by return mail. Get set . . . go PR and 
KNOW WHERE YOU ARE! — Petersen Radio 
Company, Inc., 2800 W. Broadway. Council 


Bluffs. lowa. (Telephone 2760) 

10 Meters—PR Type Z-5 ............. $5.00 
20 Meters—PR Type Z-3 ............. 3.50 
40 and 80 Meters—PR Type Z-2....... 2.65 


CRYSTALS 


non-technical manner, explained some 
of the problems inherent in the me- 


dium, and then discussed pictorial 
composition and continuity, video 
techniques, audio techniques, tele- 


vision writing, directing and produc- 
ing, the production of a play, motion 
pictures and film integration, and fi- 
nally, television lighting. 

For those looking forward to a Ca- 
reer in telecasting, this book should 
provide a thorough and complete un- 
derstanding of the techniques involved 
in producing a “bang-up” show. 

> * * 


“TELEVISION.” (Volumes III and 
IV) edited by A. N. Goldsmith, A. F. 
Van Dyck, R. S. aurnap, E. T. Dickey 
and G. M. K. Baker. Published by 
Radio Corporation of America. Price 
2.50 each., Paper edition, $1.50 each. 

These two volumes, the first to ap- 
pear since the war, cover television 
advancements in the period 1938-1941 
(Volume III) and 1942-1946 (Volume 
IV). These books are a compilation of 
technical papers written by RCA staff 
members on television and associated 
equipment and techniques. 

Volume III is divided into three 
main sections covering pickup, trans- 
mission, reception, general topics, and 
summaries of articles of interest. Vol- 
ume IV covers pickup, transmission, 
reception, color 
television, general topics, and sum- 
maries of articles dealing with special 
phases of television. 

The material, in general, is technical 
in nature and should be of particular 
interest to engineers working in the 
field. Problems involved in television 
sound transmission, transient response, 
light valves, projection optics, wide- 
band amplifiers, local oscillator radi- 
ations, etc., are discussed at some 
length. Mathematics are used freely 
throughout the text providing a solid 
technical background for the solution 
of the problems under discussion. 

Representing as they do, the com- 
bined efforts of RCA’s technical staff, 


these books should find wide accept- | 


ance among television engineers and 
those concerned with the commercial 
transmission of video signals. —30- 


“Now, after you get the kinescope out...’ 


television, military | 
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SERVICE KIT 


Kit includes assortment of: 


Wire Wound ‘enon 
10 & 25 watt 

25 Connectors, Plugs, Ties. 

10 Jacks (Phone) & Tip. 

i 


100 Resistors, '/2 and | -watt. 
50 Condensers, paper, 

mica, electrolytic & can. 
10 Switches, Toggle, Gang 


& Rotary. 2 Padder Condensers. 
100 ft. Spaghetti, various | !2 Terminal Boards. 
sizes. 25 Ceramic Insulators. 


Panel Lights (1 neon). 

Screw Driver. 

Tube Puller. 

Allen Wrenches. 

Panel Fuse Holders. 

| Binding Post Strips, 

| tb. Hardware (screws, | and many other valu- 
nuts, lugs, etc.). able items. 


Your Cost $9.95 Complete 
FRE **Experimenter'’s Kit’ “2 Pr. Head- 
-_ phones’ or ‘‘Lip Mike with first 500 
orders. 
Write for our catalog. 


AMERICAN SALES CO. 


i8tt W. 47th St. Chicago 9, I. 


12 Knobs, round and bar. 

2 Ibs. Hookup wire. | 
20 Fuses. 
6 Volume Controls. | 
10 Tube Sockets. | 


SNR ——Nh 


Taechow 
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TELEVISION | 
MAGNETIC DEFLECTION 
YOKES 


Cat. No. DY-1S:—For 55° tubes such as 
10BP4, etc. Horiz. Inductance—5 mh. Vert 
Ind DU ccccacdanan eb eecseb eat $9.60 
Cat. No. DY-5S:—Identical to DY-1S except 
Horiz. Ind.—8 mh. Vert. Ind.—50 mh.$9.60 
Cat. No. DY-2L:—For 40° tubes such as 
12AP4, 5TP4, ete. Horiz. Ind 5 mh. Vert 
Ind.—22 mh ‘ .$10.50 


A complete line of TEL EC TRON Yoke Match- 
ing Transformers, Focus Coils, and Blocking 
Oscillator Transformers also available. 


Write for latest catalog. The 
TELECTRON line now avail- 
able at many leading jobbers. 


THE TELECTRON CO. 
1988 East 59th Street 
CLEVELAND 3, OHIO 


"RELIANCE “SPECIALS 


Selsyn differential motors, 115V. A.C 
ree a "$1.75 
Dynamotor, input 27V @ 1.4A; output 
255V @ . gee 1.35 
Assorted iron core slugs.. 23 for 1.00 
Bathtub condenser, .25 mfd, 400V..... 8c 
ELECTROLYTIC CONDENSERS 
75 mfd, 25V .15¢1000 mfd, 15V. .35e 
50 mfd, 50V ++ sea mfd 25V 40c 
40 mfd, 25V 10c 225 mfd, 15V 10c 
20 mfd, 200V........15e 100 mfd, 150V 20c 
10 mfd, 100V........10¢ 90 mfd, 450V $1.40 
CERAMIC CONDENSERS 
All SOO Volts 
3.44 mmf 56 mmf Bs mmf 
4.7 mmf 62 mmf 150 mmf 6 
50.0 mmf 68 mmf 20 mmf c each 


F.0.B. Philadelphia, Pa. Minimum Order $3.00 


RELIANCE MERCHANDIZING CO. 
23rd and Arch Sts., Philadelphia 3, Pa. 
TECHNICAL 


cemcat, FOR YOU 


Specialize in Electronics, Radio, Electricity, Re- 
frigeration, Heating and Air Conditioning, or 
Welding. Prepare in one year for position as 
Technician, or in two additional years secure your 
B.S. Degree in Electrical Engineering with major 
in Machinery or Electronics. 


Write for booklet “Career BGullding” 


hemeno4) ys K€ Gem 


PRACTICAL 


“A Technical institute’’ 


RM-947 N. Broadway and E. State, Milwaukee, Wis. 
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International Short-Wave 
(Continued from page 116) 
English announcements at 1500. | 

(Pearce) 

Macao—CR8AA, 9.254, is heard in 
Australia at 0600 with music, chimes, 
then news in Portuguese; QRM bad. 


° | )¢ Globe Trotter Xmitter Kit 
REALLY WORKS ’EM 


Read what Herb Barnes, 
WIO0TO, Says about this 


« 

(Sanderson) Heard poorly lately in ke powerful, low cost kit 
New Zealand, news at 0650; Macao is ° ab] ats acy 
verifying old reports (as far as 2-3 Mg. rf __ 
years back) with nice card. (Cushen) | + his 
According to Radio Australia, uses 200 —\ oe a 
watts, and is scheduled 0430-0930; WRL Globe Trotter wncil Bluffs, iowa 
QRA is Post Office Building, Macao, Xmitter Kits Hi Le 
Portuguese China. (Beck) | Giving ‘round the world pertorm- pin en ee ee 

Malaya—A letter received by “The | ance for amateurs ‘round the world. rendre + ip ta sae arog ~ fg alana 
Broadcaster,” Perth, from the British | Hams Ctx et Se a Se on st fall I've been 
Far Eastern Broadcasting Service, | nc¢, youve "sed it. It's a 40 watt input Sal aiden tues he Ghde Aeeciael. aaa & Gam tie ake 
Singapore, stated: “You will perhaps | ree eo news cakes. geo 95 band only, here is a quick List of how the "Globe Trotters 
be interested to know that there are Cat. No. 70-312 same as above, r 650 FB CSO"s! ly 100 at thats 
two entirely separate broadcasting | , Calin: cite uaden, tilibes. 9 meckea 9F = ° 
authorities in Singapore. One is | ee i 
‘Radio Malaya,” which is a Colonial | | Mention Island; Burepe; ¥ , to Rises 
Government Department serving both | NO RED TAPE—WE FINANCE wen, mutt JOH athe ke to ta nd photo and 
Singapore Colony and the Malayan OUR OWN PAPER. USE reac etn oe . 
Union; the other is the British Far ins: Seen teh eaeaaiine ane " od Stet ben 
Eastern Broadcasting Service, which | LEO'S EASY PAY PLAN eae. Seas Satahe See or — 
is a Foreign Office station serving | C1SSRAL, VRRSSING — got one, got a ticket, @ 
non-British territories throughout | ,. "ess... Bp te 
the Far East and relaying the East- | faiittatters sess .i:iliii11) S880 19:30 
ern, Far Eastern and Overseas Serv- | Wauicranters mics lliiillii11: 38888 76:00 
ices of the BBC. The frequencies in RMESS cikecessassacs: 19:74 
use for this Service are 15.300, 15.275, | fammartung waagex <c:::::: $8408 Saat 
11.735, and 6.770—from 0330 to 1200 | National cee oes 33:30 13:30 
on the two former frequencies and Nomenet Nel7s 6+: pdddeda’: See ee | 6SE Oe 
from 0325 to 1200 (EST) on the latter | Pirson nests % MROSRA 387 és 73°33 
two frequencies.” The 15.300 outlet Gsllins 706-8 eitek 20:00 12-98 
is heard in Australia with news at Meissner Signal Shifter ...... bt > ie © | 
0415. (Sanderson) Heard in Britain | fey.MigrgMateh unt. -- 27s) a8 
with news at 1145, signing off with | * 85:27 do. metsscereten ete? 2 a3 14.49 LEO'S New 250 Watt XMITTER KIT 
“God Save the King” at 1200, saying | GRtnageainel i | ee 
ac at 30. (Brownson Sonar xe. 10 transmitter |. - 87.45 ‘ now for first delivery 

Radio Malaya uses 620 kcs. and my seeneryet Freee 20.99 — ea — 
4.825 on s.w., and relays over Radio |  worksnop 20 meicr beam ee Werte poe = 

ie = i an oe 3 element : 120.00 24.00 | be, Mens > L@bo, — 
Kuala Lumpur, 6.045; broadcasts in Gordon Rotary Beam |... 225.00 43.90 j Counc a R.g  °@Forie, 
English, Malay, Chinese, Tamil. | New Beach Eco os 32.50 7.50 aod l tes 
(Cushen) ; ¢ ma 2800 volt oc Cunsonase $1.29 { ~ xX] urn” ta on w nes 

Radio Kuala Lumpur, 6.045, is| » Round Meter . 2.95 i Send », 
scheduled 0530-1030, except Saturday WUD ectetstt estes f Totter "© Fata on 
when runs to 1130. (NZDXC) Has ‘ 


news at 0600. (Sanderson) This is 
relayed from Singapore; carries news 
from own studios 0800. (Cushen) 
New Guinea—Jungle Network, (yy ye By I; 
Biak, has been heard in California es ou _ Na yh ato 
around 0450 to about 0635 on 7.198 —— 
(approx.); heard closing with “Gut 
Abend, Gut Nacht and Happy Land- 


ing.” Plays American popular record- 
ings. (Dilg) | | 
Northern Rhodesia—ZQP, Lusaka, SENSATIONAL NEWS! TWO WEEK DELIVERY! 


uses 3.914, 7.220 (actually appears to 


be as high as 7.285), and 9.705; latter SPEAKER REPAIR PRICE LIST SPEAKER REPAIR SERVICE 


73 95 , 5 ee ° ilv ” ” ” ” 
w it h 2.5 kw., others 900 atts; daily 2°-3"-4 $1.20 10 $2.20 We repair and recondition any type or kind of 
official schedule is 1030-1200 for Afri- ; . speaker at the lowest price. All work done by 
cans, with English announcements; ° 1.30 12 2.40 factory trained experts—ali work GUARAN- 
Sunday schedule is English program at 6"-4"x6" 1.40 15” 3.30 TEED. 


0400-0530, news at 0400. (Laubscher) 


Heard irregularly on West Coast, r. 1.70 5x7" 1.90 
coming on at 1030 with drums. (Dilg, 8"-6"x9" 2.00 a z= 
Baxter) It is possible by this time bad bd ° bd 


- . $ Above prices do not include replacement of 

that ZQP will have changed schedule, P 

to commence by 1000 or perhaps even field coil. U § RADIO SUPPLY 
as early as 0930. 5116 HARPER AVENUE 


Norway—LKJ, 9.54, Oslo, is heard || Write for FREE Parts Buying Guide 
in Australia at 1645 with news in 
Norwegian and music; LKQ, 11.73, 


CHICAGO 15, ILLINOIS 
DEPT. NE 
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ELECTRICAL TRAINING 


Intensive 32 weeks’ residence course in fundamentais of 
industrial electrical 


Catalog. 
ELECTRICAL SCHOOL 
7698 Takoma Ave. 
BLISS wun, NOY 


BIG @. CATALOG OF RADIO, RE- 
FRIGERATION and ELECTRICAL PARTS, 
at today’s lowest prices. Hundreds of new- 
est items in stock, immediate shipment. 

d for your copy today. 


G.fE. EQUIPMENT SUPPLY CO. 


» Street 
ILLINOIS 


N. Sangam 


cue AGO 22 


for Hams - Experimenters - 


Industrial Users 
SLIP-RING 
ROTATOR 


Will allow complete rotation of up 
to three stacked beam antennas, 
feeding each one individually 
through low-impedance lines 
Usable wherever continuous rota- 
tion of up to four contacts is re- 
quired 


* 4 silver-plated slip-rings 
* 4 double-pronged silver contacts 


* high quality insulation, strong 
construction 


* easily mounted 
Overall 


dimensions ~— 00 
assembled: 2” diam, 5% 
long 
POSTPAID IN U.S.A. 


For Money-Saving Values, send in your re 
quest tor our GREAT BARGAIN BULLETIN 

* BARGAINS GALORE 

* SURPLUS 

* STANDARD LINES 
Place your name on our regular mailing list— 
fill in and return this coupon: 
1 MERIT RADIO SUPPLY CO. I 
| 471 Merrick Road, | 
| Lynbrook, N. Y. | 
| PRMD s <5 cnosvcncctsénceacecncccoeweceseseseues | 
| REETORB. «000 0doceccesceceesisecsocenseceesoece ! 
. bs PPPPOPPETETLITITELTITT TTT TTrirTiireifTfTeTeT 
| Amoteut Call. ccccoséivcceses | 
| ORRROMOER « <.8.0000066666e60 | 
Vesa | ere j 


MERIT RADIO SUPPLY CO. 
471 Merrick Road 


LYNBROOK , N.Y. 


i76 


heard at 0145 with news in German 
and musical program, 10 notes on 
piano as interval. (Sanderson) 


LKV, 15.170, Tromsoe, heard in 
Britain from 1100 in parallel with 
other outlets; has news in Norwegian 
at 1600; no English; power 10 kw. ac- 
cording to airmail QSL. 

Panama—Schedule of HP5H, 6.122, 


Panama City, is now 0630-000. (Beck) 
Paraguay—ZPA-5, 11.948, Encar- 
nacion, logged through. terrific 


CWQRM from 1755 to sign-off at 
1840; news in Spanish at 1830; signal 
fluctuated considerably. (Kary) 

Philippines—KZRH, 9.640, Manila, 
is heard with fair to good level in the 
East early mornings; news 0530. Miss 
Sanderson, Australia, reports program 
details at 0415. Cushen, New Zealand, 
says is in clear there now 0000-0400, 
since BBC removed GVZ from Pacific 
Service. 

Poland—Warsaw, 6.11, during sum- 
mer has had news at 1450 instead of 
1550 as was the case in winter. 

Siam—Bangkok, 6.125 (or 5.990, al- 
ternating), is heard to 0630 and again 
to sign-off at 0915. (NZDXC) News 
is scheduled for 0615. 

Sierra Leone—Freeton, 8.125, re- 
ported heard Sundays only, beginning 
1530. (Harrison) May be using a 19-m. 
frequency also; I understand this sta- 
tion wants reception reports. 

Surinam—PZR, 11.332, Paramaribo, 
“Avros, Paramaribo,” is being widely 
heard, late afternoon and evenings. 
Announces in Dutch and plays many 
American popular recordings. 

Sweden 
with a British radio concern for two 


100-kw. transmitters for the new s.w. 
station at Horby, at a cost of 1.9 mil- 
lion kroner; these stations are ex- 


pected to be ready 
two or three years. 

Switzerland—Regularly scheduled 
transmissions from the United Na- 
tions Radio, Geneva, should be on the 
air shortly; has been conducting ex- 
perimental transmissions for some 
months now. Reports should be ad- 
dressed to Robert Nivelle, in Charge 
of Radio, Information Centre, Euro- 
pean Office of the United Nations, 
Geneva, Switzerland. 

Berne’s HER7, 17.784, opens at 0955 
with usual chimes; man announces 
(in English) at 1000 as operating on 
15.305 and 17.784; woman then be- 
gins Swiss home news in English; 
1100-1159 French is used; signs off 
then with march. (Kary) 

Turkey—-Cavad Memduh Alta, 
rector, Radio Branch, Turkish Press 
Department, Ankara, advises Paul 
Kary that TAQ, 15.195, normally does 
not carry English, but it is used at 
times for relaying American corre- 
spondents to U.S. networks; has been 
so heard by Kary at 0800-0815; An- 
kara verified his reception of TAQ. 

U.S.8.R.—Best heard lately in Mos- 
cow’s North American beam, 0745- 
0815, mornings, and 1820-1950, eve- 
nings, are 17.839 and 15.170. Other 
morning frequencies include 11.75, 
15.11, 15.23, 21.55. In the evening, 


for operation in 


di- 


An order has been placed. | 


HAM RECEIVER $12.95 


WAR SURPLUS CW-3 


Save on the war surplus CW-3. Crystal con- 
trolled superhet with 6 tubes, R.F. sensitivity 
control, audio gain control, noise suppressor, 
single stage amplifier, oscillator-mixer, single 
stage amplifier, a second detector and voltage 
amplifier, and audio output stage. Brand new 
in original cartons, with set of 3.5 to 6.1 meg 
coils and extra set of tubes. Your cost $12.95. 


10% Cash with Orders 


SENSITIVE RELAYS 


Sigma 4AH SP DT, 2000-¢, 4-ma in, 1.5 ma 

out, shielded 5- prong , Dlug- _ ee $0.95 
Same but 2500-¢. #2 -+- 95 
Clare SPDT, 3500-«, 6 -ma. = R30 . 79 
Guardian SPST Norm Ope n, 40-¢, 6-Volts. 

7. ere ; one AD 
Edison Thermal Time Delay, SPST Norm Open, 

110-v, a-c or d-c, 45 see start, 10 amp con 

tacts #RS2 ... 2 - ae 
Allen Bradley Solenoid, SPST, Norm Open, _ 

200-@, 24-y, 50-amp contacts R33 . —— 

CHOKES 

Raytheon, 25-H, 30-ma, 850 2144x24x2% 

4000-v insul. #T32... $0.69 
General Trans, 11-H, 40-ma, 350-@, 2” diam x 

2%. #T33 aba -59 
Westinghouse, ‘4-H, 90-ma, 300-@, 2” dia x 3” ‘ 

=T34 ee ie de ; 59 
G.E 325-T, "5500 #, plate chk, 1%x2%xl%h 

2T35 : 9 
Potter, 2511, 30 ma, 400-@ Cer Tod, 2” dia x 

- #T36 . . : -95 

TRANSFORMERS 

Output. = As Cs A or PP 6L46 Os AB? to 

1 15: UTC P.A. Serie 2T37 $2.95 
Cis i Int shame Driver Plate to PP ¢ grids upright 

shielded type #T38 1.59 
Audio, 4:1, 2%x2%x2% Ferrant 2T% 75 
Mike or line to grid Ferranti 2%x2\%x2% 

Dee vscsasce 75 
Write for free info on VTVM and other kits fror 
$9.95 up. Hundreds of other bargains in radio and 


electronic parts and kit 


UNIVERSAL GENERAL CORP 
365 CANAL STREET, NEW YORK CITY 
Walker 5-9642 


BRAND NEW NAVY SURPLUS 
HI-Fl PUSH-PULL AUDIO 
OUTPUT TRANSFORMER 


Made for E. H. Scott’s Navy 
tertainment receiver Imp: pri 
sec’s 4, 60 ct, 200, 300, 600 

5 lbs. Matches push-pull 6L6’s 

Tested at 18 watts power output into 4 ~~ load, 
O.K. Excellent transient response; with 1,000 
cps square wave input at 20 watts, input and 
output waveforms look exactly alike on scope 
Can also be used for remote speakers, 600 —~ 
winding to line, 4 ~~ to voice a 
winding used to provide inverse 


Model REE en- 
4400 —~ ct; 
Fully cased 

25L6’s, 50L6’s 


coil 60 - 
feedback volt- 


age With each order will include schematic 
of the REE’s power supply and audio section 
which is flat (+ 2db) 70—10,000 eps (The 
70 cps figure is not due to the transformer, 


which is flat down to 
about this ad 
mediately ! 


20 cps.) Tell your friends 
Quantity limited. Order im 


Only $1.89 each! 
Please remit with order 
for 1, 11 Ibs. for 2, ete 
amount for parcel post, 


THE GOODHEART CO. 
2616 N. Spaulding Ave. Chicago 41, Ill. 


Shipping wt. 6 Ibs. 
Include reasonable 
will refund excess. 


RADIO NEWS 


paralleling are 11.89, 15.23, and 
others, irregularly. 

Komomolsk, Khabarovsk Territory 
(Siberia) has recently been heard in 
British Columbia on 9.565 at 1545, 
with news in Russian at 1600; clock 
heard striking, followed by station an- 
nouncement: “Gavoritt Khabarovsk” 
(or “Talking Khabarovsk”). (Verigin) 


TERMINAL 1s YOUR BEST BET 


TELEKITS, manufactured by 


Electro-Technical Industries, were de- 
signed by Television ‘raining Institute 


RV64, also Siberia, heard back on —America’s foremost television spe- 
summer frequency of 8.820 where has ciolists. Instructions furnished with 
strong signal in Br itish Columbia, but each tit are complete in every detail— 
distortion is as bad as ever. (Park) ys gmap ba 


| 
* * * ‘ 
tions mode easy by fop-flight televi- 


Last Minute Tips 
Direct from Carl Etienne, HHCN, 
Port-au-Prince, Haiti, comes word 
that HHCN, Station de Radiodiffu- 
sion, began operations July 15 my building your awn — and you save 
5.660 with daily schedule of 1700- « aa PLENTY at Terminal! — 
2100, power 100 watts. Announce- 


ments are made in French, Spanish, , ™ Electra - Tech TELEKIT 10" Electro - Tech TELEKIT 


sion experts! You get the same detoiled instructions 


followed successfully by thousonds of 
students in the leading television schools 
who include these kits in their regular 
television training courses! 

It’s fun learning television by 


Ra nanaacx 


PERFECT PERFORMANCE GUARANTEED 


b corre vy! 


tions are follow 


a a 


and English. “We will verify all re- — epvannet totevtiet ae Gsm ane = wae oe a eee eae my se —— = ~~ a | 
> ” . mobs for perfec picture on 9 "del: . . sound, omes tontal and vertical sync control. ‘eaotures include onds, electro. 
ception reports, says Mr. Etienne, complete with high quality parts (famous brand names!) pre-tuned magnetic scanning and focusing, pre-tuned |.F. coils, 9500 volt 
- -_ “ ” a“ | 1.F. coils, punched chossis, wire, hordwore and -to-follow ine power supply for 10" tube, two separate low voltage power sup- 
who gives correct address as Sta- structions. Three fixed-tuned bonds. Tubes pane ay 1456, plies, high fidelity F.M. sound. Only five control knobs used, 
: T , ic J 1—5U4G, 1—2X2/879, 1—4¥6, I—XXFM, 6—46SN7, 5—6AC7/1852, | Tubes required: |—6J6, |—XXFM, |—6¥6, 1—SAC7. 1852, 4-4AG5, 
tion HHCN, Avenue Christophe No. results assured! For operction on 105-125 volts, 60 cycles, AC. S—4SN7, 1-468G6 of 807, 1—5V4G, |—IBIGT 8016, 2—5U4G, 
-~” P Pr ° Pp . y . . ~ 
55, Port-au-Prince, Haiti W. I. Addi- 1—108P4, Complete with all parts, punched chassis, wird, hord- 
° « . . wore ond eosy-to-follow instructions. For operation on 105-125 
tional information given by Mr. SO | voit, 0 cycles, ace 
edeeeen tn #7 TELEKIT, complete, but less tubes 50 
. NE EE oc canke adnndsnanceses #10 TELEKIT, complete, but less 
“The latest and most prominent tubes ond cabinet. ...........005. 
: . , apg Complete kit of matched tubes, i 
news in broadcasting in Haiti is that cluding RCA 16P4 7” picture whe. 39 95 
I Ch: be f D ss ties ‘ust sed Complete kit of matched tubes, in- 
the amber o eputies just ap- , j cluding RCA 108P4 10” Bright Picture 35 
‘ Cabinet for above kit, walnut finish 225° 3 9 
proved a law introduced by the Ex- , a RF ernrakevesstuciscapelidiins 
ecutive and upon which broadcasting Front Penel only a opin’ if 50 
a ; — cobinet is ordered 00 | Cabinet for above kit, walnut finish. . 9 
over 5 kw. will be a State Monopoly. >aewees 10 coh ee le Be hae 2 


Except in Port-au-Prince, the Capital “QQ ECYY. TELEVISION COMPONENTS —IN STOCK! (@") | 


city, where four s.w. stations operate 


© Ose , For television engineers, experimenters and servicemen, Terminal maintains a complete 
9 945: 2 ge. £ ? F =e ? > : P 19 
(HH2S, v.: 49; HH3W , 10.105; _HHCM up-to-the-minute stock of television parts! Of course, we have Everything in Radio! 
6.160; HHCN, 5.660), only Cap-Hai- om 
, q 4 idth control, type 20/R1 — na : = Horiz. output transformer, 21172 13.38 
tien has one, HHC P, working in the Projection size control, type 201R2 1.29 ( TELEVISION Vertical output transformer, 20472 5.29 
+ : is al} 7 F 9 Horiz. Linearity contro, type 20/R3. 82 TUBES Horiz. bl.-osc. transformer, 2087! 3.52 
40-meter band totaling less than 2 1.6 Wiles atl th tne ee sume Tenntien cms | Gated tems Ganhones tas oo 
kw. There are also three long-wave Filament choke, type 204L! . «17 [TRCATOPS _. 27.00 Horiz. bl..osc, transformer, 208T3 2.67 
ine ‘ i. - _Pri . Horiz. sync-discriminator, type 20878 2.79 DuMont 7EP4 23.25 
st at a in Port-au-Prince. In all Deflection yoke (direct view), 20/01 8.08 | RCAIGPA ....... 24.25 RCA Bright Picture Antennas for Clear 
Haiti there are about 3000 radio re- Deflection yoke (projection), 20/02 8.76 | RCASTPA . 67.50 All-Channel Reception 
rs s ont oe eae Yoke mounting hood, type 201X! . 1.62 RCA PAP4 ...... 2.50 H i 
ceivers. Haiti has an area of about - 62. Dipole kit, type 226 5.88 
29 536 aa ‘les : 1 a b de d Focus coil, type ve ° — RCA |08P4 49.50 Dipole ‘reflector kit, 225 . 8.82 
29,000 squal e muies and 1S ounde on - trap oe vse mag E- =o Rovlond 10FP4 ....42.20 Universal mtg. brackets for above kits, aes 
AS , 4 inic: ic oriz. output transformer, . RCA I2AP4 75.00 type 227, per poir cookie 
the east by the Dominic an Repu blic Horiz. output transformer, 20473 8.56 DuMont 20874... 275 00 / RCA Bright Picture Transmission line, 
The population is about 3,500,000 peo- Horiz. output transformer, 211T! 9.90 - per 100 ft. _. 2.79 
+ ¢ Ine ~ ati rr 
ple. Port-a u-Pr ince has a populat ion WARRANTY . — Nec je our policy. If unable to visit our store, send us your mail orders with 255 deposit. 
of about 250,000. Haiti is an agricul- ’ yy + MF ies Fa om, quoronteed, Remit in full all orders under $5.00. Prices are F.0.B. New York. 


tural country. Principal crops are 


coffee, bananas, corn; rice, sugar, cot- 
ton, cacao, and sisal. There are very | T E R M I N A L R A D f oO Cc oO R P. 
few industrial plants.” 85 CORTLANDT STREET + NEW YORK 7, N. Y. 

From A. Cross, of the Trinidad Phone: WOrth 2-4415 Cable Address: TERMRADIO 
Broadcasting Company, Ltd., Broad- | 
casting House, Port-of-Spain, Trini- 
dad, B.W.I., comes this word: “Just 
now we are off the air due to a break- 
down of the modulation transformer 
and we await replacements from the . . . 
States due August 15. Our station is Pes aos BE SECURE ina Well Paid Profession. 
due to open officially on August 31 if 
there is no further delay on this re- 
placement transformer.” (Ferguson) 
Watch for this station with call of 
VP4RD on 9.635 around 0600 and on 
6.085 around 0635 for tests. 

We have just received a flash from 
a reliable source that a new outlet of 
the Spanish-speaking countries is in 


the making, with transmitting equip- Big opportunity now available for well trained men. Learn the magic 


> + ‘ern: > of Television, Frequency Modulation, Transmitter and Receiver Theor y. 
ment to be located on F eI nando I oO : nstruction with Sound Motion Pictures. Start a spare time business while learning 


RADIO -ELECTRONICS 


APPROVED FOR TRAINING UNDER Gi BILL 


Island, off the West Coast of Africa. | sewwncwerenceeccccccccccccescsesessssesesccsccoscoscccescoce ' 
Our informant reports: “Boasting ; ce ' WITHOUT OBUGATION SEND FOR i am interested in: 
rmi eports: “Boasting a a FREE 1947-1948 YEAR BOOK QAMATEUR RADIO; 
power of 200,000 watts, the antenna | "> ‘ { - sad ~-Aeentae . 
a : elevisio 

will be a 4-beam unit, beaming pro- “SS PERMOc cccccccecescosnce Address......«. ecocese . oe ane, ‘ 
grams _ to Europe, North America, | -— naan oaaen eeu eae ' Cer eccstsasacaseneaee Bate. coccccceove ece ( yen tL wang ; 
South America, and the Far East. | an LATEST (ESI AND LAB : ELECTRONIC TECHNICAL ye gs: Amateur Radio ' 
. . . . : ' 
Programming will be in all languages. | [oi "tesstosints Oo LL cncecc-cncenecceccencocecoccecenenececececececcnscescencee’ 
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ATTENTION: PROSPECTORS-EXPLORERS 
FIND HIDDEN TREASURES! 


Do you seek hidden treasures or rare 


metallic 


ores? If so, construct a U.S. Army Type of 
Metallic Mine Detector from these U.S. Army 
Mine Detector Amplifiers that we are offering 


at a ridiculously low price. Complete Amplifier 
(as illustrated) (less tubes and batteries) with 


Battery case and cables. Cables, headphone 
cord and jack (no phones). Complete Army 
wiring diagram. U.S. Army DETECTOR SET 
Amplifier —— AN/PRS-1, as de $ 

aE rr ae See ..Only 2.95 


CLOSED OPEN 
No C.0O.D.'s Eveready 45 volt batteries #482, 
$1.65 ea., 6 volt A, 73c, 2—1N5 tubes, 9Bc ea 


U.S. SIGNAL CORPS 5 METER SHORT WAVE 
XMTRS. 


(72.2Mc) XMTRS and TUBE only, less mike, bat- 
terles and antenna. One 1% volt dry cell and 67% 
volts of B operates it. Just attach di-pole, key or 
mike, connect the batteries and it’s ready to use. 
Signal Corps spec. wired with silvered wire, mica 
condensers, and precision resistors Highly stable 


circuit with Lo-Loss silvered inductance 
(Adjustable padder) Schematic supplied. Converts eas 


-~dogg walkie-talkie and Ham bands, ; $2.95 
C.0.D.'"s 
FEDERAL SELENIUM RECTIFIERS 


No 


Bets Ue Ue. skeddes heksenecewwnseosseveeeonne 75c 
Single Lots —— . ie laidie i B0c 
BRAND NEW WESTON SENSITIVE RELAYS 
eee peepee — 705 

(2%-0-2% 2-0 
Cost Uncle Sam $45.00 Sty aves $10. OO with 
A.( Rectifier 


GENUINE SIGNAL CORPS FEATHER- 
WEIGHT HEADPHONES WITH CORD 
AND PLUG 2000 OHMS—8000 OHMS IM 
PEDANCE $1.00 
NEWARK SURPLUS MATERIALS CO. 
324 Plane Street Dept. N. Newark 1, N. J. 


Jobbers! This New Deluxe Line of 
Volume Controls 


Meets YOUR 
Requirements! 


This new deluxe line of volume controls 
is suitable for general replacement, and 


is expressly designed for jobbers. All 


types and ohmages. 


POTENTIOMETERS 


Specially Designed for 
TELEVISION 


All Types and Ohmages 


AC-DC RESISTANCE CORDS 


Complete Line—All Sizes 
and Ohmages 
Standard discounts to Jobbers 
Write for literature! 


AMERICAN VOLUME CONTROL CORP. 
115 Liberty Street 


New York 6, N.Y. 


| 


| 
| 


Daytime operation will be in the 20- 
30-m. vicinity, shifting to about 50 
meters for night operations. The sta- 
tion identification is as yet unknown, 
but it is expected to be on the air by 
the autumn of 1948. Sponsoring the 
station is Compania de Radiodifu- 
sion Intercontinental, well-known in 
Spanish broadcasting circles.” 
Vatican—During the summer, HVJ, 
Radio Vatican, has been audible some 
days on 15.095 during the 0900 news 
period; at times is buried by Mon- 
real’s 15.090 outlet. Announces 9.660 
in dual, and that 9.660 and (about) 
5.971 are used for a further (English) 
period 1315-1330 daily. During the 
winter the morning news from HVJ 
will be heard one hour later, 1000. 
The 9.660 frequency is heard 
Britain signing on at 1245 with a 
program in German; English at 1315, 


as scheduled, announcing (about) 
5.971 in dual. (Pearce) 
7 ” * 


The National Catholic Welfare Con- 
ference, Washington, D.C., has been 
given permission to reprint the story 
on Vatican Station HVJ (June ISW 
Department). A dispatch commenting 
on the article was released by NCWC 
to the Catholic press, also. 

KZPI, Manila, has been using 9.695 
instead of 9.710 for some time now; 
signal seems improved, may have in- 
creased power. (Dilg) Heard in New 
Zealand at 0445, stating that all re- 
ports will be verified. 

Beira still appears to be on 7.155 
although in verifying gave frequency 
as 7.255; the QSL card they send is 
white with dark red and green stripe 
(national colors, probably), corner to 
corner, diagonally. Data on card is 
in black; actual verie portion is in 
Portuguese; it is suggested that col- 
lectors specify the QSL card or may 
get only letter-verie; it would be well 
to enclose IRC. (Laubscher) Mr. 
Laubscher was informed—from QRA 
of CR7IB, Emissora do Aero Clube 
da Beira, P.O. Box 3, Beira, Mocam- 
bique—that this station has “made ap- 
peals to listeners to inform us on the 
reception of our stations, for we now 
wish to know for certain how far our 
stations can be heard, for future 
transmissions.” It was further stated 
that this request was made after re- 
ceipt of several .reports from ISW 
monitor Sidney Pearce in England 
that the station was being heard well 
there. 

Hongkong’s ZBW has had an im- 
proved signal lately on West Coast; 
appears lower in frequency, around 
9.510, where is in clear of Perth’s 
VLW7, 9.520. (Dilg) I have been 
hearing a station on this channel 
around 0630 with Chinese that is pos- 
sibly Hongkong. Miss Sanderson, 
Australia, reports ZBW at 0445 with 
BBC relay and music. 

Kary, Pennsylvania, reports that on 
occasion, XGOY’s 11.913 outlet (sched- 
uled to close at 0530) has been heard 
recently as late as 0645; location 
Chungking. 

A “new” Indonesian has been logged 
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prTco— 
a LINE © 
FILTERS 


@ 5 Amp. 110-220 
Volts, A.C. or D.C. 


@ 10 Amp. 110-220 
Volts, A.C. or D.C 


Highest Quality . . . Dependable Performance 


Exhaustive tests and actual operating performance 
have definitely proven the superiority of the Pitco 
Line Filter over other designs. This dependable unit 
presents a solution to the problem of serious radio 
interference from power lines, motors, and appliances 
...» provides inductance as well as capacitance, there- 
by assuring thorough filtering action. 


The Pitco Line Filter plugs into the electrical outlet 
and can be connected at the receptable of the filter 
with either the radio set or interfering device. Wher- 


ever installed, you'll find this sturdy, compact filter 
is unsurpassed for high quality and outstanding per- 
formance. 

See the Pitco Line Filter at your local distributor to- 
day He has both the 5 Amp. and 10 Amp. sizes 
ready for immediate delivery. 

FOR COMPLETE DETAILS, SEE YOUR DISTRIBUTOR 

OR WRITE DIRECT. 


Pittsburgh Coil Co., Carnegie, Pa. 
Coils @ Test Leads 


@ Line Filters @ indoor Aerials 


. —4 
BONAFIDE VALUES 


SHURE 
SHURE | CRYSTAL 
TITB MIKE 
Push 
5 ett |$ 695 
$] 98 | “ate Stas. 
Cable 
With * ny Value 
Valeesiaee $18.50 


SO 2 eT $14.69 
Webster 56 Automatic Stop 25.95 
Seeturg 2 Post Changer 23.97 


McGuire 2 Pos. Changer on Base, Automatic 
a . 


a rere ‘ .95 
A-C Motor & Astatic L-70 Pick-up 4.75 
S” PR Spemker CAGISS). .. . cc csccsccccvcs 1.39 
#3” Heavy Slug Speaker—Nylon Cone......... 1.98 
#2” Heavy Slug Speaker or Mike Comb...... 1.49 
Ya Meg. Vol. Cont. & Sw.—Lots of 6... a 49 
Federal Selintum Rect.—100 Milli—Lots of 6... -69 
100 IRC Resistors Assorted Sizes & Watts..... 1.79 


25% DEPOSIT, BAL. C.0.D. PLUS CHARGES 
WRITE FOR LATEST CATALOG 


BONAFIDE RADIO CO. 


89/2 Cortlandt St., Dept. A, N. Y. 7, N. Y. 


! PocKET 
= iN: R PURSE 5/2: 


Bleck 
ease. Has Inductive Slide Tuner—W4 
Diode—-NO TUBES, BATTERIES OR 

“PLUG IN” NEEDED! Should last fer y: 


GUARANTEED TO PLAY 


on loca! stations if com: 


NEW 1948 MODEL 
are followed. Use it at hotels, cabins—most « 
where! HUNDREDS OF SATISFIED CUSTOMERS” ALL OVER THE WORLD: 
SEN D ONLY $1.0 00 ery fees om arrival or send $3.99 tor Post Pad 
elivery 


‘complete as wn—reedy to play with self contained ‘sonal phone. 
WONDERFUL GIFTS TOR CHILDREN! Order 


ete instructions sent 
bed. in 


Co. in. Dept, RN-9 Kearney, 


]*ror APPLIANCES 


Rolls like baby buggy on 4 big ( 
tires; resilient, quiet, durable; Chrysler Oilite 
bearings. Easily handles refrigerators, and 
all appliances up to 1000 Ibs., 54” ht.; 24° 
| nose; 13’ web strap. Also handles crates, 
boxes, bags, etc. $31.95 f.0.b. Ower 10,000 
Handees trucks sold by mail. Send back 
express collect if not satisfied. Order Mon- 
day—get Friday, from 


HANDEES CO., Dept. RN-9, Bloomington, li, 


Dual) 8* rubber 


fi 
Bi 


RADIO NEWS 


on about 6.600 with an English period, 
0530-0630. (Dilg) 

Radio Sofia, Bulgaria, is sending 
out a new QSL depicting a map of 
Bulgaria. Still has news at 1530 on 
9.350 and closes at 1540; asks for re- 
ports to Radio Sofia, Anglo-American 
Service, Sofia, Bulgaria. (Pearce) 

A Chinese station heard for some 
time on about 7.100 with call sound- 
ing like XGAF or XGOF, now seems 
to have a dual outlet on about 11.675; 
at 0800 now gives some news (in 
English), “read by an American who 
is in a hurry; he says it is the U. S 
Radio Service in Los Angeles with 
United Press releases.” Chinese and 
western type music alternate at 
times; once at 0700 carried an ora- 
tion (in Chinese), same program as 
on XTPA, 11.65, Canton, and XORA, 
11.725, Shanghai. (Dilg) 

A French-speaking station has been 
picked up in California, mornings, on 
about 9.470; heard with English at 
0715, ending with “Good night, every- 
body,” followed by talk in French. 
(Dilg) May be a Hanoi outlet. 

CE-1180, Radio Sociedad Nacional 
de Agricultura, Casilla 40-D, San- 
tiago de Chile, verified a report sent 
in Spanish with QSL in English. 
(Bachman) 

In a more recent DX broadcast, Ra- 
dio Australia gave “revised” schedule 
of ZQP, 9.705, Lusaka, Northern Rho- 
desia, as 1030-1130 on Sundays, 1030- 
1200 on weekdays. 

Tananarive, Madagascar, 9.695, 
heard on West Coast signing off at 
1245, S4, signal. (Nankervis) 

*. * * 
Acknowledgement 

Many thanks for the fine reports 
coming in. They should be mailed to 
reach your SW editor at 948 Stewarts- 
town Road, Morgantown, West Vir- 
ginia, U. S. A., by the sixth of any 
month. Monitor cards for 1947-48 are 
being sent out to all active reporters, 
and new monitors will be welcome 
from any place in the world. . . K.R.B. 


CARDBOARD SPACER 
A CARDBOARD spacer may be cut 


with an opening to permit forcing 
over the coil form. 

This cardboard has the corners 
rounded so that the coil shield will just 
slip over the spacer when in place. 

This keeps the shield in line and away 
from coil windings and terminals. H.L. 
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ATTENTION DISTRIBUTORS - MANUFACTURERS 


ENSATIONAL VALUES 


« ON W.A.A. 


30 WASHINGTON STREET 


RADIOandELECTRONIC EQUIPMENT 
7 COMPLETE INVENTORY 


ELECTRONIC EQUIPMENT 
COMPONENT PARTS 


$ WRITE TODAY FOR CATALOG!! §$ 


AUTOMATIC RADIO MFG. Co., Ive. 


Agents For 
WAR ASSETS ADMINISTRATION 


of 


and 


BRIGHTON, MASSACHUSETTS 


ATTENTION—RADIO SET BUILDERS! 
@ Special Values ® 

ALL NEW NATIONALLY KNOWN BRANDS 

G.E. it P.M. Spkr, Alnico 5 magnet, ideal 


for FM-AM and P.A., less transf. . .ea. 
Phono Motors—110v. A.C., 78 R.P.M. Rim 


$9.80 


Drive, complete for 10” or 12” Records 

06000505006 655590686668 -ea. 2.95 
Shure PS7B or P94B Phono’ Pic kup, or 

Astatic L70 or L71 Phono Pickup...ea. 2.45 


ALNICO MAGNET SPEAKERS 


—less ones Cane 


5” P.M. . “oa. $1.59 6” P.M. 2.30 
8” P.M, 3.85 12” P.M 6.95 
2000 Ohm Headset aony type 2 HS. 16- r 
seneees : ea. 1.85 
8000 Ohm” Headset™ ‘Army type 2 Hs-23 
with adj. band, rubber ear covers. . .ea 1.95 
100 asstd, insulated resistors........ kit 2.00 


e RE E aw SEND FOR OUR FREE 
PRICE LIST TODAY! 
ELECTROLYTIC CONDENSERS 


(name brands) 


8x8 mfd. 473 5 v., 4 P rong plug-in 14 
dia, x be L. ea. .65 
16 mid. 50 v. edbd, tubular ta” dia. = 


eeveeseceos sen dens este 60 
40x46 x20—150 v., 25 v., 25 v., FP Type 

lig”x2!4” L. sees ea. 6s 
40x40 mfd.—150 v., 25 v., FP Type 1a” 

dia, X 21m” L. ....6- + -@a. .60 
50x30. mfd.— — 150 v. each, cdbd! ‘tube 

1%” dia, * Dy EB ccc ce gece ea. 55 
80. E- 2° 50" v., edbd, “tube %e” dia, x 

~ ie sees eee C8. . 

6 a 4 prong non- -syne. vibrate ors - -ea. 1.25 
2 volt 7 prong syr vibr. rep laceme +9 for 
G.E. portable se ts, LB530 & LBS or - ~ 

Deveccecececssceseseceseseeses 1.85 


MAIL ORDERS FILLED! 
IMMEDIATE SHIPMENT! 


UNUSUAL VALUES— 


Signal Type Telegraph Hand Key .49 
Weston Type 476 A.C. Voltmeter, o- iso aa 
eeesecsecseegess 4.95 
Pin Straightener for ALL Miniature Tubes 
ea. 1.25 
G E, Full Wave Selenium Rectifier, 50 ma., 
A.C, cesses ep eeeccecooee ea. .90 
Leac » pr DT 110 v. A.C, Relay....... ea. 2.25 
i meg. Vol. Cont, with Switch...... ea. 48 
meg. Vol. Cont. with Switch ecce OMe .48 
500M ohm Vol, Cont. with Switch ea. 
2 sstd. popular sizes volume controls 
without Bwitches ..cccccecsesssces lot 3.50 


20% Deposit on All Orders 
Please Add Sufficient Postage 


VERY SPECIAL OFFER! 


FM tm e ANTENNA FOR 
l NEW FM Panve HIGH 5 
G RIN: 300 OHM IMPEDANCE. . each Cc 


Special—i0 for $6.50 


ORDER NOW—QUANTITIES LIMITED! 
METRO RADIONIC CO. 


79 FOURTH AVE. NEW YORK 3, N. Y. 


A 
SOLDERING IRON for 
the HOME CRAFTSMAN 


The new G-E Handy iron is designed 
specifically for home and hobby shop 
work. With the Handy iron, you can doa 
professional soldering job. The same kind 
of heater used in G-E industrial irons as- | 
sures quick, constant heat. And a brazed- 
on tip fiows the heat to your work faster. 
Built for a wide variety of home solder- 
ing jobs, the Handy iron is a tool you'll 
use often. Only $3.95. Ask to see it at 
your dealer's. Or write to Dept. D667-3K, 
Apparatus Dept., General Electric Company, 
Schenectady 5, N. Y. 


FREE: A “how fo solder” manvol with every iron 


GENERAL * 


>) ELECTRIC 


SELENIUM 
RECTIFIERS 


FOR ALL APPLICATIONS 


HALF WAVE TYPES 

Input Outpu Current Price 

From 0-18 V.A.C. From 0-14 V.D.C. 3 AMP. $2.25 

0-18 V.A.C 0-14V.D.0 5SAMP 2.95 

0-18 V.A.C 0-14 V.D.C. 1O AMP. 4.95 

0-18 V.A.C 0-14 V.D.C 15 AMP 6.95 

0-18 V.A.C 0-14 V.D.C. 20 AMP. 8.95 

0-18 VAC 0-14 V.D.C. 25 AMP. 10.95 
Input Outpu: Current Pric 
From 0-36 V.A.C. From 0-28 V.D.C 3 AMP. $2.95 
0-36 V.A.C 0-28 V.D.C 5 AMP 4.95 
0-36 V A.C. 0-28V0.C. 10 AMP 7.95 
0-36 V.A.C 0-28 V.D.C. I5 AMP. 10.95 
0-36 V.A.C 0-28VD.C. 20AMP 1395 
0-36 V A.C 0-28VDC 25 AMP 1695 

FULL WAVE BRIDGE TYPES 

Input Outpu. Curren Price 

From 0-18 V.A.C. From 0-14 V.D.C. 5 AMP. $4.95 

0-18 V.A.C 0-14V.D.C 10 AMP. 7.95 

0-18 V.A.C 0-14 V.D.C. 15 AMP. 10.95 

0-18 V.A.C 0-14 V.D.C. 20 AMP. 13.95 

0-18 VAC 0-14 V.D.C. 25 AMP 16.95 

0-18 VAC 0-14 V.D.C. 30 AMP 19.95 
Input Output Curren. Price 
From 0-36 VAC. From 0-28 V.D.C 5 AMP. $795 
0-36 V.A.C 0-28V.DC. lO AMP. 13.95 
0-36 VAC 0-28VDC 15 AMP. 19.95 
0-36 VAC 0-28V.D.C. 20 AMP. 25.95 


It would be impossible to give a com- 
plete listing of all our rectifier types. 
Our engineering staff is at your service 
to help you work out the application of 
selenium rectifiers to your specific prob- 
lems. Write us for quotations or further 
information 


Send chock or money order 
25% Deposit required on ali C.0.D.s 


OPAD GREEN COMPANY 


191 GREENWICH STREET 
NEW YORK 7, N.Y. 


RCA Institutes, Inc Inc. 


Offer thorough training courses 
ip all technical phases of 
Radio and Television 


WEEKLY RATES DAYS—EVENINGS 
RCA institutes is approved 
VETERANS: under G. 1. Bill ot Rights 


For free or, write Dept. RN-47 
RCA INSTITUTES, ie. 
A Service of Radio Corporation of America 
75 Varick St.. New York 13, N. 


FLASH-O-TEST 
CONTINUITY TESTER AND 
FLASHLIGHT, COMBINED 


NEW Nothing like it on the mar 
I ia As probelight and testing 
itinuity shorts, open circuits, 
et 
EQUIPPED WITH rae batteries 
arn J = Plastic Long 
clip and prod, 


th 
$2. POSTPAID immediate Delivery 


STERLING ELECTRONIC Co. 
SOWLING GREEN. KENTUCKY 


SEND 3c STAMP FOR POSTAGE 
AMPLIFIER CORP. of AMERICA 


398-2 Broadway 


New York 13, N. Y. 


NEW 


RECEIVERS 


for Fall Market 


PORTABLE RADIO 

Arc Radio Corporation of Brooklyn 
is currently in production on a new 
small sized portable receiver known as 
“Porty No. 601.” 

This receiver which weighs only 72 
ounces and measures 742” x 9%” x 3” 
is bound in leatherette in different 


styles and colors. An adjustable match- 


ing strap for shoulder or hand carry- 
ing makes this unit particularly 
adaptable for travelling. 

Fingertip control of volume and 
station selectors plus a 4” PM speaker 
are special features of this receiver. 
Although designed as an “individual” 
receiver the unit provides sufficient 
volume for group listening. 

Arc Radio Corporation of Brooklyn, 
New York will supply further infor- 
mation on “Porty No. 601” upon re- 
quest. 


COMBINATION UNIT 
Electronic Laboratories, Inc. of In- 
dianapolis have recently added a new 


radio-phonograph to 
their line of home receivers. 
This new unit, which is available in 


console 


10-tube 


mahogany, walnut, or blonde finishes, 
incorporates two speakers and two 
separate amplifiers for individual tone 
control. An automatic intermixed 10 
or 12 inch record changer is used and 
storage space for 10 albums or 120 
single records is provided. 

Additional features of this new re- 
ceiver include push-pull output, dual 
speaker system, superheterodyne cir- 


cuit, a.v.c, and the company’s new 
vario-tuner. A built-in antenna is also 
provided. Standard models are for 


operation on 105-120 volt, 50-60 cycle 
a.c. while special d.c. models to operate 
on 105 to 120 volts will be available at 
a slightly higher cost. 

Electronic Laboratories, Inc., Indi- 
anapolis, Indiana will supply addition- 
al details on request. 

TABLE MODEL 

In response to consumer demand for 
a low-priced radio, Garod Radio Cor- 
poration has introduced the “Ensign 
an a.c.-d.c. table model receiver. 


Designated as the Model 5A1, this ta- 
ble model utilizes four 
tubes plus a rectifier. 


multi-purpose 
A built-in loop 


— ale 


full 
from 
de- 
are 


antenna and slide-rule dial with 
standard broadcast calibration 
540 to 1650 ke. plus the newly 
veloped Garod Alnico speaker, 
added features of this radio. 

This model is available in either 
walnut or ivory plastic. Garod Radio 
Corporation, 70 Washington Street, 
Brooklyn 1, New York will supply com- 
plete information on request. 

“SCOTTIE CONVERTIBLE” 

Currently being released to dealers, 
the new 1948 Remler “Scottie Convert- 
ible” incorporates several unique fea- 
tures. 

Designed to meet the demand for a 
moderately priced radio-phonograph, 
this unit measures 6% "x7°x10”. The 
phonograph features a constant-speed, 
worm-gear drive and both turntable 
and motor are mounted in rubber to 
eliminate vibration. Either 10 or 12 
inch records may be played. Three 


RADIO NEWS 


watts output in both phonograph and 
radio insure adequate volume for most 
applications. A single knob controls 
the volume for both radio and phono- 
graph. 

The 
matically 


off auto- 
lowered, 


shuts 
lid is 


phonograph 
when the 


while the radio can be used with the 


phonograph section either open or 
closed. 
The Convertible is available in 


either ivory and ebony or in an all- 
ivory deluxe model which is equipped 
with a silent tone arm. A zippered 
carrying case is available for easy 
portability. 

Further information will be supplied 
by Remler Company, Ltd., 2101 Bryant 
Street, San Francisco 10, California. 


DIRECT VIEW TV UNIT 

General Electric Company recently 
introduced their new direct view tele- 
vision receiver to the trade. 

This unit which includes both AM 
and FM radio and an automatic record 
player in addition to television recep- 
tion has been designated as the Model 
802. 

The receiver uses a 10 inch cathode- 


ray picture tube and incorporates a 
separate circuit for each of the 13 
television broadcast channels which 


can be selected by merely turning a 
rotary switch to the desired channel. 


The automatic clarifier, used in this 
receiver, provides sharp, clear pictures, 


reduces interference materially and 
virtually eliminates fuzzy picture 
edges, according to reports from the 
company. 

General Electric Company’s Re- 
ceiver Division, Bridgeport, Conn. will 
provide full details on the Model 802 
upon request. 

—50— 
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of this 


your copy of this valuable booklet. 


SS 
To get YOUR FREE COPY 
indispensable manual 
(value $1.50) merely mail in to JFD 
Factory 12 flaps from JFD Radio Dial 
Belt envelopes; include 10¢ in postage to 
cover mailing cost. (Buy your JFD Dial Belts 
and Belt Kits from your nearest parts jobber.) 


Send 12 Envelope Flaps to: 


J.F.D. MANUFACTURING CO. INC. 


AVAILABLE [\ (]\W From stock 


SIGNAL GENERATOR 


Range from 100 kc. to 75 mc. Multicolor 
dial has eight scales in color for easy 
reading. Large plastic pointer assures 
fine frequency tuning. Handsome gray 
crackle finish metal case is ruggedly 
built for absolute stability. 


B2880—While they last. . 334% 


Write for New Free Price Bulletin 


731 West Washington Boulevard 


DEPT. N CHICAGO 6, ILLINOIS 


JFD's new 68-page Ballast Manual is a treasury of information for 
Radio Servicemen and Dealers — AND IT'S FREE! 
radio ballasts — ACDC Ballasts for Fluorescent lights and electrical ap- 
pliances — 220 volt to 110 volt Stepdown Ballasts. 


it lists more than 3000 


Be sure to include 12 flaps from JFD Dial Belt Envelopes with your request for 


4109-4123 FORT HAMILTON PARKWAY, BROOKLYN 19. N.Y 


f wew 10 INCH 


TELEVISION 


With Electro -Magnetic 
Scanning and Focusing 


n locations Three : 
(including the 10,000 volt supply for 


inch picture tube) effectively prevents interaction 
between circuits Sound channel F.M 

without distortion Pre-tuned 1.} cr. ake 
alignment a simple matter Ss tching arrange 

ments for five bands are included. Uses 18 tubes. 
In stock for Immediate delivery. 

Complete set of tubes $64.50. Cabinet $29.50 


“RIG FAST” FDR-3 TY ANTENNA 


An All Aluminum, fully assembled Folded Dipole 
with Reflector Antenna that is ready for service 
in a few minutes Uses 00 ohm transmission 
line. $4140 
AMPHENOL Twine x 

300 ohm, per ft 3¢ 


and 


WRrFOLES AL 
RADIO PARTS CO., Inc. 


311 W. Baltimore St. 


BALTIMORE I, MD. | 


Raa \VISToR 


TELEVISION KIT 


Basic Components 


Transvision now offers the following basic 
components for use in building your own high 


quality television receiver: 


(1). Transvision Television Chassis. weary duty: 


completely punched 


Net $7.95 


(2). Transvision R.F. Unit. Completely wired and 
factory tuned for 3 channels, with provision for 


extra channels 

(3). Transvision Coil Kit (FM sound). 
(4). Transvision Leow Voltage 
with four secondary windings. 


Net $22.90 
Net $10.75 
ranstormer 

Net $9.95 


(5). Transvision High Veltage Veoqgeorenes. 


e 
(6). Transvision Fliter Choke. 20 Renrys, LD, A, 


2000 volt insulation 

(7). Tramsvision Filter Choke. 
MA, 2000 volt insulation 

(8). Transvision Front Panel 
Ray Tube 


10 nearze. 175 
Ne 
for 7* 


t $6.30 


ri Sathode 


Net $2.95 


(9). Transvision Cabinet. Rubbed weed furniture 


finish. Completely drilled 


Net $29.95 


10). Leetrevision Type 7EP4—7* Cathode Ray 


ube Net $23.00 
11). Transvision Complete Manual of in- 
structions Net $1.25 


See your local distributer, or for further 


information write to: 


TRANSVISION, INC. 


385 North Ave., New Rochelle, : Y. 


Get a new UNGAR 
ELECTRIC SOLDERING IRON 


.«. and assemble your own 


MAGI-KLIPS 


RADIO & oe EXPERIMENTER’S KIT 


This is ey same M AG I- KL IPS Kit 


complete with all parts—that 
ready assembled for $29.75. 
In knocked-down form with 
structions for assembly, it is now 
available at the new low price 


we sell 
full in- 
$19.75 


.complete with an Ungar Electric Sol- 
dering Iron—the ideal iron for wiring 
your unassembled MAGI-KLIPS kit. 

Remember, you build 18 different experiments 
with your MAGI-KLIPS Kit. You actually teach 
yourself radio and electronics and have a lot of 


fun at the same time. 
RADIO RECEIVER, HOME 
CASTER, PHOTOELECTRIC 
CODE 
NAL TRACER, 
RELAY, 


REMOTE 


Phonograph 


BROAD. 
RELAY, 
PRACTICE OSCILLATOR, 
CONTROL 
Transmitter, 


SIG- 


Inter- 


communication Amplifier, Code Transmitter 


Radio Frequency Oscillator, 
Amplifier, Electronic Switch, 
Amplifier, 
tact Detector, 


Telephone Line 
Phonograph 
Temperature Control! Relay, Con- 
tlectronic Metronome, 


Inter- 


val Timer (one-shot), Interval Timer (repeat- 


img). 


Send for your copy of FREE booklet, 


tronics Made Easy.’ 


**Elec- 


DEER & TAYLOR COMPANY 


Dept. N 1340 Milvia St. 


Berkeley 9, Calif. 


18n2 


Rate 20c per word. Minimum 10 words. 


RADIO ENGINEERING 


RADIO Engineering Broadcasting, Aviation and 
Police Radio, Servicing, Marine Operating and 
Electronics taught thoroughly. Expenses low. 
Write for catalog. Valparaiso Technical Institute, 
Dept. N, Valparaiso, Ind. 


FOR SALE 


CIRCUIT diagrams conversion instructions BC-458, 
BC-454, BC-455. AN/ARC5 190-9100 kilocycle re- 
ceivers. Professional drawings. All for $1.00. 
C. Reber, 47 West 58th, Kansas City, Mo. 


MOTORS |! Brand new, pre-war, 110V, 
A.C. Bargain! Send $1.00. Alko Labs, 
95th St., New York City 28, N. Y. 


1P.H., 
333 E. 


NEW and used Hallicrafters, National, Hammar- 
lund, Collins, RME, Pierson, Millen, Temco, Su- 
preme and all other receivers, transmitters, parts. 
Lowest prices. World’s best terms financed by me. 
Reconditioned receivers: S38 $35.00, S20R $59.00, 
S40 $69.00, SX42 $199.00, RME-69 $79.00, RME45 
$99.00, SX24, SX25, SX16, SX17, SX28, SX28A, 
HQ129X, SPC400X, SPC400SX, HRO, NC240D, 
NC173, others. Terms available. Shipped on ap- 
proval. Send $5.00. Pay rest C.0.D. Write. 
Henry Radio, Butler, Mo. 


BARGAINS! Meters, all brand new and guaran- 
teed: G.E. 0-50 mil., 2%” rd., $2.65; Cramer 
elapsed time, 3%” rd., $3.95; W.E. 0-80 mil., 


d rd. , $2.65; W.E., D.B. —4 to +6, 3%” rd., 
$4.95; Marion Inst., ; 
Triplett 0-150 mil., 2%” $2.95; Westghse. 
0-800 mil., 3%” rd., $3.35; Sangamo Weston 0-1, 
2 mil., 2%.” rd., $2 65; J.B.T. 46-64 cycles freq 
meter, $3.95. Relays, brand new, all 110 V. 60 
cy. coils: Dunco DPST, 6A, $1.35; Dunco DPDT, 
6A, $1.65; Leach DPST 6A, $1.25; Advance 
DPST, 10A, $1.45. Capacitors: S8mfd. 2000 V., 
$2.95. Transformers: Kenyon 2.5 V., 10 A, H.V 
ins., $3.95; Scope trans., $4.95. Tubes: 807, 
$.85 ; 810, $3.45, 814, $3.95. Beam Antenna Cable 
9 cond. #16 heavy duty rubber covered, 20c per 
ft. Panoramic Adaptors type AN/APA-10 for use 
with AN/ARR-7 and AN/ARR-5 receivers. 110 V 
60 cycle operation, $97.50. Synchro Generators, 
Diehl, size 5, brand new in original containers, 
110 V. 60 cy. plus 5%” plastic compass card giv 
ing points of compass and 360° points. Per pair, 
$13.75. Ideal for beam antenna systems. Elec- 
tronicraft, Inc., 5 Waverly Place, Tuckahoe 7, 
New York. Phone Tuckahoe 3-0044. 


Made for Army. New. 


spools 
Al Ho 


WIRE recorder magazine 
unused, 10,000 feet stainless steel wire, 
level wind, automatic switches, etc. ‘$37. 
zempa, 709 Main St., Kingston, Pa. 


LOCAL Tuning Control Knobs for SCR 274-N 
“‘Command’’ series receivers. Order 3 for $2.00, 


get special tool kit free. Prospect Radio, 310 
Prospect, Council Bluffs, Iowa. 
RADIO tubes below list price, modern and old 


type. Free list. Belltone Radio, 167-04 III Ave., 


Jamaica, N. Y. 


INTER- COM “eable, two pair (Army Spiral-Four), 
stranded copper, rubber covered, reinforced steel 


braid; 1320 feet per steel reel; ideal any type 
electronic wiring Ames Supply Company, 3956 
Avenue, Northwest, Washington, 


Pennsylvania 
bd. Cc 


CHANGERS intermix v.M_ “$15.95, 2 for - $29. 95. 
Service Radio, 1312 W. Atkinson, Milwaukee, Wis. 


CHASSES; aluminum; built to order. 17x13x3; 
$2.50. Other sizes, other prices. Send specifica 
tions for quotations and folder. John Heim, 713 
W. Third St., Williamsport, Pa. 


F. M. WALKIE Talkie (B.C.1000A) with 18 tubes, 
2 antennas, hand set and ear phones. 42 to 48 
Mc. Easily converted to 6 meters. Shipping wt. 
62 Ibs. Price, $29.50. S.C.R. 610 (B.C. 659J) 
Portable F.M. Transmitter and Receiver, 14 tubes, 
antenna, built in loud speaker, 120 Crystals, ete. 
With vibrator and battery supply for 6, 12, 24 volt 
D.C. Frequency range 27 to 39 Me Shipping 
wt. 127 Ibs. Price $59.50. Used, sold as are, 
F.O.B. A&N Y Supply _Company, Richmond, Va. 


WIR E ‘Tecorder magazine. Limited quantity, made 
for Army, and Air Corps. New, includes 10,000 
feet stainless steel wire, spools, level-wind, brake 
control, automatic switches, elapsed time indica- 
tor, etc. in a fully assembled, dust-proof unit. 
Price $45.00. McCoy Sales Co., P.O. Box 335, 
Berea, Ohio. 

LOWEST Prices. Radio Tubes, parts. Bargain 
lists 3c. Potter, 1314 McGee, _Kansas City 6, Mo. 
SELE NIU M Rectifiers, full wave, % ampere, $1. 85; 
1 ampere, $2.50 Half wave 5 amperes, $4.50; 
2.2 amperes, $2.3 25; 1.5 ampere, $1.85. Bulletin. 
Bursma Radio, Route 5, Grand Rapids, Mich. 


Tubes, 
Supply. 


FREE wholesale bulletin. 
prices. Henshaw Radio 
Kansas City, Kansas. 


parts. Bargain 
3313 Delavan, 


RADIO ‘Tubes—Dealers, order your ‘needs—be sur- 
prised at prices. Address Radio Tubes, Box 108, 
Elizabeth City, N. C. 


WRITE Dept. 
Radio parts & accessories. R. C. 
Distributing Co., 731 Central Ave., 
Kansas. 


NEW bulk tubes 39c each: 1R5, 185, 1T4, 1A3, 
1L4, 3A4, 384, 2Y2, 5Y3gt, 6AL5, 6SL7, 6SD7, 
TES, 12H6, 12A6, 12SL7gt, 80, 31, 35W4, 12J5gt, 
89. Sylvania 14A7, 14Q7, 14B6, 14J7, 35Y4, 50A5, 
0Z4, 69c each. Henshaw Radio Supply, 3313 Dela- 
van, Kansas City, Kansas 


REAL 


RN18 for our free wholesale list of 
Radio Parts & 
Kansas City 6, 


Buy! New PM dynamotors. Guaranteed 
output without overheating, 240V. LOOMA. with 
6.3v. input Many already powering ARC5 and 
SCR522 conversions. Desigued 12/24v input, 
500v. output. Factory sealed. $4.50 F.O.B 12 
Ibs. E. H. Pallme, 375 Oak PI., Mineola, N. Y. 


KILOWATT Amateur PA kit, Kilowatt CW, 750 
watts phone, with tube and set of B&W coils for 
any band 10 to 80 meters, $49.50. Kilowatt phone, 
CW or linear amplifier kit, complete $69.50. Power 
supply kit for kilowatt phone, $69.50. High Power 
Equipment Co., 75 Garfield St., Cambridge, Mass. 


QUARTZ crystal blanks, unmounted crystals, elec- 
trodes, and holders for crystal manufacturers and 
amateurs from a large factory in Brazil, where 
the best Quartz Crystal is mined. Ask for Bul- 
letin 1-47, address Radio Cristais Do Brasil Ltda., 
P.O. Box 1965, Rio de Janeiro, Brazil 


WANTED 


TELETYPEWRITERS used or new, 
sories. Box 447, ©) Radio News, 
Ave., Chicago 1, Ill. 


TRC7T RADIO Equipments, RT-53 Receiver-Trans- 
mitters, AS-12 Antennas. Box 448, % Radio News, 
185 N. Wabash Ave., Chicago 1, Il 


WESTERN Electric Carrier Telephone or Tele- 
graph Filters, equalizers, repeating coils, etc. Also 
CF1 and CF2 carrier equipment and parts. Box 
450, So Radio News, 185 N. Wabash Ave., Chicago 
1, Illinois. 


W E or Kuthe Type 394A Grid Controlled Recti 
filers. Box 451, % Radio News, 185 N. Wabash 
Ave., Chicago 1, Illinois 


CORRESPONDENCE COURSES 


USED correspondence courses and 
books bought, sold, rented. Catalog free. 
tional Exchange, Henagar, Ala. 


CORRESPONDENCE Courses and self - -instruction 
books, slightly used. Sold. Rented. Exchanged 
All subjects. Satisfaction guaranteed. Cash paid 
for used courses. Complete information and 100- 
page illustrated bargain catalog FREE! Write 
Nelson Company, Dept. 59, Chicago 5, II. 


parts, acces 
185 N. Wabash 


educational 
Educa 


Courses and Educational 
Inexpensive. Money-back 
uarantee. Write for Free Catalog listing 4000 
argains. — (Courses Bought.) — Lee Mountain 
Pisgah, Ala. 


AMATEUR radio licenses. Complete code and 
theory preparation for passing amateur radio ex 
aminations. Home study courses. American Radio 
Institute, 101 West 63rd Street, New York City 23. 


SITUATIONS WANTED 


ANNOUNCER. Veteran trained by CBS men ir 
oldest broadcasting school in country. Will try 
anything. Photo and disc. M. Sandberg, 1032 N 
Wells, Chicago 10, Illinois. 


HELP WANTED 


WANTED Servicemen also Service Organizations 
for television sets in all television cities from New 
York to Los Angeles. Experienced. Apply in writ 
ing describing experience in full. United States 
Television Mfg. Corp., 3 West 61st Street, Nev 
York 23, N. | J 


WRITE: RRR(Employment Bureau), Box 413 
Philadelphia, for registration application. 


INSTRUCTORS in Radio Electronics and Televi 
sion. Prefer former Navy Radio Technician In 
structors with Teacher Training. Must be willtn 
to locate in Detroit, Mich Write to Box 452, 

Radio News, 185 N. Wabash Ave., Chicago 1, Il 


USED Correspondence 
Books sold or rented 


PATENT ATTORNEYS 


PATENTS—U.S. and Foreign Patents Secured 
Trade-marks and Copyrights registered. Searches 
made to determine Patentability and Validity 
Patent, Trade-mark and Unfair Competitior 
Causes. Lancaster, Allwine & Rommel, Registered 
Patent Attorneys, Su:te 414, 815 15th St., N.W 
Washington 5, D. C. 


RADIO NEWS 


MISCELLANEOUS 


RADIO workers and experimenters will get many 
helpful new ideas from Practical Wireless, Brit- 
ain’s leading radio monthly. This journal contains 
details of latest British radio and television de- 
velopments, fully explained by experts. Construc- 
tional details of all types of radio receivers are a 
feature. Important circuits are described and an- 
alyzed with explanatory diagrams and drawings. 
Other features include comprehensive blueprint 
service, free advice bureau, Trade news, and valu- 
able help on every kind of radio problem Indis- 
pensable to the practical radio man who wants to 
keep ahead. Annual Subscription $2.00 from Sub 
scription Dept. PW 3, Tower House, Southampton 
Street, Strand, London, W.C.2, England 


T-23/ARC-5 TRANSMITTER dope and diagrams 
Many pages for $1.00 Radio WIGBY, South Lin- 
coln, Mass. 

ELECTRIC meter laboratory Electrical instru- 
ments, tube checkers. and analysers repaired, 
checked and calibrated. Prompt and reliable serv- 
ice guaranteed Hazelton Instrument Co., 140 
Liberty St., New York 6, N. Y¥. Tel. Barclay 
77-4239. 

ELECTRICAL Instruments All makes and mod 
els repaired Correspondence invited. Haledon 


Elect. Instrument Co.. 319 Belmont Ave (Hale 
don), Paterson 2, N J 


WHOLESALE Radio Service at reasonable rates, 
quick service, no job too big. Write for full in 
formation. Elkins Radio, Elkins, W. Va 


eap Catalogue sent 


PHONOGRAPH records ch 

free Paramount, ND-313 E Market, Wilkes 
Barre, Pa 

RADIOMEN, servicemen, beginners Make more 
money, easily $250 weekly possible We show 
you Information free Merit, 216-32R 132nd 


Ave., Springtield Gardens 13, New York, N. Y 


25 YEARS experience radio repairing at your fin 


gertips. I've repaired 45,000 radios and have per 
fected system you can follow step by step My 
methods are far simpler than any course pub- 
lished Requires no calculations Total price 


$1.00 postpaid or C.0.D. Moneyback guaranteed 
Ross Radio Company, 14615-C Grand River, De- 
troit 27, Mich 


[ | 
| A MUST book for | 
| amateur and serviceman 


TWO-WAY RADIO 


BY SAMUEL FREEDMAN 


506 Pages of Facts 


Mechanics—E quipment—Application 
Actual Installations 


An excellent book for planners 


and users of two-way radio 
communication. Gives concrete 
answers to practical 


tions: How is it used? How is 


ques- 


it installed? How is it main- 


tained and repuired? Gives 
components and operation of 
mobile and fixed stations. 
Gives construction and equip- 
ment details, in accurate, com- 


plete and usable form. 


$5.00 Direct From The Publisher. 


| Ziff-Davis Publishing Company | 


185 North Wabash Ave., Chicago 1, Ill. | 
: 


COMMERCIAL RADIO INSTITUTE 


A RADIO TRAINING CENTER FOR 27 YEARS 


Resident Courses Only © Broadcast, Service, Aero- 
nautical, Television, U.H.F., Preparatory Course. Fre- 
quency Modulation, Radar and Marine telegraphy 
Classes — for Fall Term Oct. |. Entrance exam- 
ination Sept. 15. 


Literature upon request. Veteran training 
Dept. A, 38 West Biddie St., Baltimore 1, Maryland 
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V.F.0. Exeiter | 


ing since the VRI150 and additional 
dropping resistors and bypasses fol- 
lowing the filter proper deliver pure 
d.c. The filament transformer for the 
HY615 is a separate job of 3 amp. rat- 
ing and it feeds no other tubes. The 
other power supply is a simple one 
using a 250 mil. transformer with a 
suitable filament winding for the 6L6 
and the 1852 (6AC7) stage. 
input choke and.a 4 s#fd., 600 v. oil- 
filled filter is sufficient for these stages. 
The two line chokes and the four line 
bypasses shown in the rear center of 
the under-chassis are a very necessary 
and effective means of keeping the r.f. 
where it belongs. These, plus good by- 
passing and r.f. chokes in all critical 
places in the unit, good grounding, and 
over-all shielding will insure trouble- 
free performance. 

The exciter delivers a beautiful clear 
note down to and including 10 meters. 
Stability is excellent. Tests made 
with a local monitoring station showed 
no sign of hum, r.f. feedback, or in- 
stability on ten meters. 

All in all, the ability to pick any 
spot, in any of the four bands from 
10 to 80 meters, with ease and speed 
made the time and effort expended on 
building this exciter well worthwhile. 

—- 


A BETTER CLICK FILTER 
By J. D. GALLAGHER. WSHZB 


INCE key click filters are used to re- 
duce the interference caused by 
sparking at the contacts of the key or 
bug, it is best to place such filters as 
close to the source of interference as 
possible—usually at the key or bug ter- 
minals. Another very good method of 
reducing this type of interference is 
shown in the accompanying diagram. 
First remove the wires connecting 
the dash and dot contacts to the un- 
grounded terminal. Connect one r.f. 
choke from the dash contact to the 
**hot”’ terminal, then another r.f. choke 
from the dot contact to the “hot” ter- 
minal as shown in the diagram. Make 
these leads as short as possible. Place 
a 50 ohm resistor on the “hot”? terminal 
and in series with it place a .02 ufd. con- 
denser to the grounded terminal of the 
bug. 

This is not a new method of removing 
interference caused by sparks at con- 
tacts, but it is a good one. Some high 
speed teletypewriters use a similar ar- 
rangement to reduce interference in 
nearby receivers. —30- 


Wiring diagram for key click filter. 
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RADIO-ELECTRONIC 
SCOOPS 


from 


MID-AMERICA 


Order by Mail While 
Limited Quantities Last! 


Listed here are a few of the hundreds and 
hundreds of radio and electronic bargains 
Mid-America has to offer right now! Order 
direct from this ad for quick delivery, and 
ask for Mid-America's great, new catalog 
that lists many other | ig buys just like these! 


COMPLETE PHONO AMPLIFIER 
KIT—wired amplifier with tubes 
35W4, 12AT6 and 50B5, on-off switch, 
volume control and output trans- 
former; 115-volt AC or DC operation 
Astatic pick-up arm with L72-A qys- 
tal for 10” and 12” records. 78-rpm 


rim-drive motor and turn- 

table 3 lL ad PM speaker e* $ | | 95 

Wired amplifier only, com- $4 95 
. 


plete with tubes 

SCOOP! BC-654 TRANSMITTER- 
RECEIVER—slightly used but in good 
condition. Complete with full set of 


tubes and spares, less $12 50 
. 


power supply 
SCR-518 ABSOLUTE ALTIMETER 
complete equipment with tubes, power 


supply, scope indicator, $49.50 


Ot. cocsss 
MARKER BEACON RECEIVER BC- 
1023%-A, with tubes (6SQ7, 6U6GT, 


SSC7, 12SH7). 12-14 VDC 
input ....... ee... $4.45 


POWER SUPPLY — BATTERY 
CHARGER. 13-14 VDC at 10-13 amps 
from 115 V, 60 Cy input. Used as low 
voltage supply or to charge two 
6-volt batteries in series AC cord 


and battery cord set with $29 50 


a 

INDICATOR AMPLIFIER 15 tubes 
(3-6SL7, 38-VR-105, 7-6SN7, 1-5Y3, 
1-8016). Chassis loaded with valuable 
parts. Has compact high speed motor 


and blower $19.95 


(22-30 VAC) 

SPARE PARTS CHEST—53 popular 
tubes, hundreds of resistors and con- 
densers, transformers and chokes, 
wired amplifier with 115 V, 60 Cy 
power supply, plugs, switches, con- 
nectors, cables, hardware, sockets, 
etc. Hardwood cabinet 3042 x30%x32% 
with storage compartments and five 


20” dri ars akes rk- 
sath rawer ma oad we ~ | $49.50 


ORDER NOW! Send 25% deposit with 
orders. We ship fastest possible way 
c.o.D for balance and shipping 
charges. Send orders to Mid-America’s 
store address Address orders to 
Desk E-97 


FREE CATALOG 


Rush your name and address for Mid- 
America’s great new catalog that lists 
thousands of items at prices that defy 
competition Get your name on our 
mailing list for monthly bulletins 
that keep you up-to-date on the latest 
bargains in top-quality radio parts, 
and electronic equipment Address 
requests to Desk E-97 


MID+AMERICA CO. Inc. 
\s STORE WAREHOUSE 
ad 2412 S. MICHIGAN AYE 
CHICAGO 16, ILL 


2307 S. ARCHER AVE 


CHICAGO 16, ILL 
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Up-to-the-Minute Eo». i é 
Buying Pap, Ons. 
Information s 


Radio Repair Parts 
Sound Systems @ Tools 
Kits @ Phono Equipment — 
Tubes @ Test Instruments i ay 
Experimenters’ Supplies 


REGULAR SUPPLEMENTS a 


KEEP YOU POSTED 


Catalog sent immediately upon 
request. Price and Data Supple- AS 
ments, issued regularly, assure wy 


you of up-to-the-minute infor- g 


mation—give exact and current 

data you need for profitable © 
buying. Send the coupon today é; 

for tkis helpful buying service. \ = 
BIG VALUES, LARGE Stocks, ffe® 


FAST, DEPENDABLE SERVICE. 


FREE...SEND TODAY 


| RADOLEK CO., Dept. 8130 : 

| 601 W. Randolph St., Chicago 6. 1. ! 

i lease send your Free Profit Guide Catalog and reg- | 
ila Supplements | 

| 
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REVOLUTIONARY NEW INSTRUMENT | 
FOR COMPLETE RECEIVER TESTING! | 


Clippard Instrument Laboratory 
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$39,637,427. “During the first four 
months of 1947 alone,”’ the Commerce 
analyst points out, “exports totaled 
$31,175,055—more than five times as 
much as in the corresponding period 
of 1946 and equalling 85 per-cent of 
the total for the entire year 1946. If 
exports should continue at the same 
rate for the remaining eight months, 
the year’s sale abroad would reach 
the amazing total of $93,566,000. Al- 
though this figure is not expected to 
be achieved, a record volume of more 


than $60,000,000 is practically cer- 
tain.” 
MR. DONNELLY REPORTS that 


Latin America has tripled its prewar 
imports and “continues to be our best 
export market.” Of our total receiver 
exports last year, 84 per-cent were 
picked up by eleven markets—Brazil, 
Mexico, China, Cuba, Union of South 
Africa, Canada, Colombia, Venezuela, 
Chile, Argentine, the Philippines. 

Only two clouds are on the current 
horizon, Mr. Donnelly believes. One is 
the falling off of dollar credit in many 
foreign countries. The other is the 
threat of competition. Toughest com- 


petitors to watch in the immediate | 
future—England and Holland. 


RADAR (airborne division) got a 
tremendous boost the other day when 
Navy ordered 100 sets for transport 
use. The contract is worth a million | 
dollars. It was signed with the Hous- 
ton Corporation, Los Angeles. Specs 
for the new radar were worked out by 
Army, Navy, and American Airlines. 
They have been more than a year in 
the making. The units are light -| 
about 150 pounds—so that they will do | 
no serious damage to a plane's pay | 
load. They will be mounted in the} 
plane’s nose, giving the pilot a 220-| 
degree view of what’s ahead, or under | 
the fuselage, giving a complete 360-| 
degree radar “map.” A five-inch 
scope will be mounted in both the 
pilot’s and co-pilot’s positions. Some 
of the sets will have 12-inch scopes in 
the radioman’s compartment for nav- 
igating long water hops The 
will pick up land a hundred 
ahead. When used with radar bea- 
cons, bearing and distances may be 
determined up to 225 miles. The Hous- 


sets 
miles 


ton contract signed by the Navy is 
the first of its kind. 
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Buy Cur Coil Kit and 
BUILD YOUR OWN 
HIGH QUALITY 7 IN. 

TELEVISION SET 


THE HOME CONSTRUCTOR 


who wishes to build a television set able to 
receive 6 channels with FM sound, now has an 
unporalle'ed opportunity to use the best the 
market affords, at this LOW TOTAL COST, 
which INCLUDES purchase price of our 


Complete 


TELEVISION 
COIL KIT 


plus detailed Construction Manual 
for 20 tube, 7 inch Picture Tube Television Set, for 


LOOK AT THESE FEATURES! 


* Video iF Bandwidth of 4.25 MC tha! can operaie 
ANY size picture tube with maximum resolution 

* F've stages Video IF, permeability tuned with sound 
and adiacent channel rejection traps. in shielded cans 

* 6 Channel RF Tuner, permeability tuned, mounted on 
switch assembly plate. 

* FM Sound Discr'minator ‘or TRUE FM. 

* Can provide V' deo Operation for 10, 12, 15 or 20-inch 
picture ube upon .urther construction. 

* Video Peaking Chokes to maintain bandw dth. 

* Detailed Cons ruc'ion Monua. & Par's Lis! with every 
kit. 

* Con..nued Service Bulletins. 


SATISFIED CUSTOMERS WRIT 


Excellent bandwidth with good 


<e “ N \s1o™ 


trap rejection 


Thoroughly plea-ed and «at sfied 


with your coi! kit 


‘This monval mo.t complete descrip 


on of television receiver have 


ever seen 
OR THRU LOCAL DEALER 
TERMS 


Shipped Parce. Pos: prepaid on -eceipt of check or mone, 
order. Or P.P. Col.ect on receipt of 25% deposit with 
order, balance COD. 


ORDER DOIi.ECT 


Television parts 
Send for 


Manual Only, $1.00 plus 12c postage 
Deflection Components, CR Tubes on stock 
isting to Dept. J 


RAY-LECTRON CO. 


706 Tenth Avenue 
BELMAR, N. J. 


free 


va 
eo APPEARANCE HAS WEIGHT with most of us., ~ 


“You can load the scales in your favor by utilizing 


the extra buy-appeal of Croname’s new CQ cases. 


CRONAME 


INCORPORATED gz 


3701 RAVENSWOOD AVE. 
CHICAGO 13, ILLINOIS 


You may send me literature on the new CQ cases. 


My Name “ae a 


Firm 


Position 


Address___ 


City Zone State 


M Please Check ~ 
~—_Amateur Distributor Manufacturer 
—__-Consulting Engineer —.__Experimenter __Service Dealer 
—_Custom Builder —__Industrial Designer 
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